INSTALLATION AND SERVICE MANUAL

For Installation of Odessa Cluster column projectors.

Model. OD-21011, OD-21012, OD-21013 and OD-21014

LiGMAN

LIVING LIGHTING
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Product drawing (dimensions)
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Weight : 9.1Kg.
Windage Area :0.49m?2.
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0OD-21012,0D-21014
Weight : 9.1Kg.
Windage Area :0.52m2.
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SPIGOT POST TOP

m LIGMAN standard products are supplied with the control gear 220-240V 50/60Hz.

The control gear for other voltages and frequencies is available upon request, please consult us for more details.
m LIGMAN luminaires are designed to conform IEC 60598 2-1 standard.

Technical amendments and modifications techniques reserved.
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Ligman SAS France
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Centre d’activités Triasis
31140, Launaguet

Tel: +33 56170 24 62
sales.fr@ligman.com

FM-TS-13-1/05-08-2562/REV.5



W /r,mn

W
R

=
'ﬂ l J
D DD =~

&0
V 3
oo

L)

Torque :185Nm.
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CABLE SIZE : 3x1.0mm?

Torque :4.5Nm.
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Torque :2.0Nm. l

®

/ Torque :2.0Nm.

Torque :10.6Nm.

MAIN CABLE
POWER SUPPLY

Torque :2.0Nm

M OD-21011/25/09/19/REV.4

22



