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Since 2017 all our products are gathered under the sole brand of PERFORMANCE iN LIGHTING. The brands that have 
distinguished our past, PRISMA, SBP and SPITTLER will converge into one single brand of the Group. This choice is dictated by 
the new challenges we wish to face. Our products always have combined reliability with aesthetics and pleasing design with 
performance. The reliability of the products within our brands have distinguished our history of lighting, and will continue today 
in the brand PERFORMANCE iN LIGHTING with the omen that your confidence shall remain intact and wishfully be motivated to 
project the Group into new challenges that a steady evolving technology demands.

I





In order to always provide customers with clear, complete information, PERFORMANCE iN LIGHTING has decided to provide the 
data pertaining to its LED luminaires in the following ways:

-  Nominal lumen indicate the luminous flux produced by the LED source according to indications from the manufacturer of the 
LEDs used in the luminaire. Sometimes this is an average value derived from the range indicated by the producer.

-  Real lumen indicate the luminous flux output of the luminaire. The real flux is therefore generally lower than the nominal flux 
because it depends on the luminaire’s thermal regime and the use of reflectors, diffusers, screens or lenses to direct the light.

-  Wattage drawn indicated in the table includes not only absorption by the LED light source, but also driver’s loss or other 
necessary electronic components of the luminaire. We then indicate the total amount of energy actually consumed by the 
luminaire.

With this information, PERFORMANCE iN LIGHTING wants to help create more clarity in this sector, the LED luminaire 
compartment, where it is sometimes difficult to interpret information and compare products.

CLEAR CONDITIONS

WARRANTY

Focus on quality, safety and durability are the essential objectives of PERFORMANCE iN LIGHTING.

All products are covered by a 5-year warranty, provided that they are installed, maintained and used according to the instructions 
and information contained in the catalogue or on the web.

Consumable materials, such as lamps, starters, and electronic ignitors and reactors, which are compliant with warranty 
regulations issued by the European Directive on the subject, are not included in the warranty.

To consult the full text of our warranty, please go to the website www.performanceinlighting.com

PERFORMANCE iN LIGHTING is an international group based in Colognola ai Colli, in the province of Verona, Italy, with important 
manufacturing sites in Italy, Germany, Belgium and the USA. With over 700 employees and numerous affiliated companies which 
allow us to have a global vision on the lighting world. An international voice with a stylistic approach well anchored in "Made in 
Italy" and a technological research worthy of the best "Made in Germany".

All PERFORMANCE iN LIGHTING brand products are conceptualised, designed, engineered and tested in our facilities and utilise 
only leading brand components. With rare exception, all products are also assembled in our factories.

To provide clarification for our customers, we have decided to indicate on the inside label of each product where each phase 
occurs, from product concept to marketing.
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INDOOR | GENERAL INDOOR

SUSPENDED

CEILING SURFACE MOUNTED CEILING RECESSED

INLAYED

DOWNLIGHTS

WALL AND CEILING MOUNTED

INDOOR GENERAL LIGHTING

IV

9 
FL300/600/625 PL LED

7 
FL ROUND 333 PL

12 
FL ROUND 555 PL

14 
SL780 PL

4 
LIQUID PL

42 
DL185+

47 
DL220+

52 
DLSB LED

57 
DM190+

62 
DM225+

15 
LUMINICA

18 
LUMINICA UP

21  
FL300/600/625 AB LED

27 
SL780 AB

23 
FL ROUND 333 AB

30 
FL ROUND 333 EB

25 
FL ROUND 555 AB

32 
FL ROUND 555 EB

28 
FL300/600/625 EB LED

36 
FLSB 600/625EL LED

40 
FL 600/625EL TW LED

38 
FL 600/625EL MEDICUS 
LED

34 
FL600/625 EL LED

68 
WL SQUARE

72 
KL375 LED 

71 
KL270 LED 

67 
WL ROUND

70 
KL376 LED 

69 
KL271 LED 



INDOOR | OFFICE

SUSPENDED

CEILING SURFACE MOUNTED

CEILING RECESSED

FREE STANDING

INDOOR OFFICE LIGHTING

V

76 
MERCURY PL

142 
SMALL LINE SL

79 
INTENSE PL

102 
SL787PL LED

126 
SL764AB LED

133 
SL764EB LED

104 
SL789PL LED

106 
SMALL LINE PL

131 
SL789AB LED

139 
SL789EB LED 

149 
SL740SL LED

146 
SL720SL

146 
SL720SL L TWIN LED

144 
SL713SL LED

123 
SL713AB LED

118 
SL713AB FL LED

110 
SL713AB ROUND LED

114 
SL720AB ROUND LED

99 
SL764PL LED

119 
SL629 AB

121 
SL630 AB

129 
SL787AB LED

137 
SL787EB LED

94 
SL713PL LED

88 
SL713PL FL LED

82 
SL713PL ROUND LED

85 
SL720PL ROUND LED

124 
SL720AB LED

97 
SL720 PL LED

96 
SL719 PL LED

90 
SL629 PL

92 
SL629 PL CM
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RECESSED SPOTLIGHTS

RECESSED GIMBAL SYSTEM

TRACK LIGHTS

INDOOR RETAIL LIGHTING

BATTEN

VI

161 
NV414 LED

163 
NV417 LED

171 
AS425 LED

173 
AS427 LED

154 
EB431 LED

154 
EB432 LED

154 
EB433 LED

154 
EB434 LED

154 
EB435 LED

165 
NV450 LED

166 
KA40EB LED

166 
KA40EB LED

166 
KA40EB LED

168 
KA42EB LED

168 
KA42EB LED

168 
KA42EB LED

209 
MINI LED RD

199 
MINI LED FL

175 
AS150

176 
AS270

177 
AS615

183 
OTR TRACKS RAILS

181 
AS448 LED

179 
AS442 LED



INDOOR | INDUSTRIAL

SURFACE MOUNTED WATERPROOF

INDOOR INDUSTRIAL LIGHTING

HI BAY / LOW BAY

FAST TRUNKING SYSTEM

VII

250 
ACRO XS FORTILED

254 
ACRO

256 
GRILLE PROTECT

243 
NORMA+

251 
ACRO XS CERTALED

252 
ACRO XS

249 
ACRO XS OPALED

229 
KOA WALL MAXI

229 
KOA WALL MINI

246 
KOA LINE

220 
LAMA+

233 
TRY

225 
KOA MAXI

225 
KOA MINI

231 
KOA BASIC MAXI

231 
KOA BASIC MINI

257 
GYM+

242 
LM4

223 
LAMA+ MINI

241 
TRY TRACK



OUTDOOR | GENERAL OUTDOOR

CEILING SURFACE MOUNTED

WALL MOUNTED

WEATHERPROOF RESIDENTIAL LIGHTING

WALL AND CEILING MOUNTED

Coordinated series 
of luminaires for pole 
installation.

VIII

286 
QCEILING

270 
QUASAR 10

328 
CHIP OVALE

337 
SUPERDELTA OVALE/33

300 
BLIZ

283 
AMON WALL

276 
QUASAR 20

293 
POLO+ 3

290 
POLO+ ZERO

292 
POLO+ 2

291 
POLO+ 1

262 
MIMIK 10

278 
QUASAR 30

273 
QUASAR

309 
NIKKO+21/27

306 
MULTI+ 35

294 
POLO

313 
NIKKO+45

315 
NIKKO

319 
EKO+19

343 
TARTARUGA OVALE

323 
EKO 19

272 
QUASAR 10 CEILING
275 
QUASAR CEILING

280 
QUASAR 30 CEILING

264 
MIMIK 10 CEILING

321 
EKO 21/26

296 
BLIZ ROUND 30

296 
BLIZ ROUND 40

304 
MULTI+ 40 PC

331 
DROP 22/28

316 
EKO+21/26

302 
MULTI+ 30 PC

298 
BLIZ SQUARE 40

333 
DROP 20/25

341 
TARTARUGA TONDA

325 
CHIP TONDO

335 
SUPERDELTA TONDO

334 
AURA

287 
PACK

265 
MIMIK 20

268 
MIMIK 30

284 
QWALL

281 
QUASAR 60

261 
MASK+

340 
BLIZ MARINE

260 
MASK+ MINI

308 
LANTERNA NK 21/27



OUTDOOR | ARCHITECTURAL

LINEAR RECESSEDLINEAR SURFACE

FLOOD LIGHTS

INGROUNDS

OUTDOOR ARCHITECTURAL LIGHTING

RECESSED WALL

BOLLARDS

IX

364 
STRIP SQUARE 
INGROUND

368 
TRACCIA TRIMLESS

370 
TRACCIA

366 
WAYLIGHT

372 
GROOVE 17

376 
STEEL SQUARE 20

376 
STEEL SQUARE 28

376 
STEEL SQUARE 34

362 
STRIP SQUARE

356 
NOTTURNO

358 
OMBRA

360 
SPATIUM

348 
FOCUS+ ZERO KIT

348 
FOCUS+ ZERO

350 
FOCUS+ 1

352 
FOCUS+ 2

354 
FOCUS+ 3

402 
PADO

PADO BASIC

395 
INSERT 1/2

396 
ALU TECH RO

396 
ALU TECH RV

396 
ALU TECH SQUARE

388 
INSERT+ ZERO

389 
INSERT+ ZERO CLIP

390 
INSERT+ 2

390 
INSERT+ 1

392 
INSERT+ 1 MARINE

398 
MIMIK 10 POST

401 
QLIGHT

404 
STILO+

STILO+ BASIC

380 
CRICKET 168+

386 
CRICKET 168+/268+ 
COMPACT RAD

384 
CRICKET 168+ RAD

382 
CRICKET 168+/268+ 
COMPACT

393 
INSERT+ 3

408 
KHA SLIM 220

408 
KHA SLIM 93 

406 
KHA



OUTDOOR | PROFESSIONAL

FLOODLIGHTS

OUTDOOR PROFESSIONAL LIGHTING

HIGH POWER FLOODLIGHTS AND SPORTS AREAS

X

426 
WIN+1

428 
WIN+2

416 
GUELL 1

422 
GUELL 3

414 
GUELL ZERO

414 
GUELL ZERO KIT

418 
GUELL 2

420 
GUELL 2.5

424 
GUELL 4

430 
5STARS 1000

442 
RAY

438 
RAY 2000 ECG

440 
RAYHF 2000

445 
HORO

435 
SQUARE PRO

433 
SQUARE PRO CG

412 
GUELL MICRO

412 
GUELL MICRO KIT



OUTDOOR | URBAN

AREA LIGHTING

CATENARY LIGHTING

STREET LIGHTING

OUTDOOR URBAN LIGHTING

XI

452 
AMON MINI

454 
AMON MAXI

456 
SQUARE+1

458 
SQUARE+2

466 
SQUARE+ 1/2 
SOLUTION WING

464 
SQUARE+ 1/2 
SOLUTION

462 
SQUARE+ 1/2 
SYSTEMPARK

468 
SQUARE+ 1/2 
SOLUTION BAR

481 
KYRO+ 1

481 
KYRO+ 2

488 
LYRA 20 LED

474 
THEOS

477 
THEOS GLASS

474 
THEOS MINI

477 
THEOS GLASS MINI

490 
THEOS LUM MAXI

490 
THEOS LUM MINI

450 
SPILLO MINI

450 
SPILLO



NEW YORK LUM SL789SL LEDNEW YORK AB LEDSL624PLLB LED

IKE LED LF8

OPTALUM / LUX AS442 LED AS448 LED

SL740WL LED

The product lines shown here, from the PERFORMANCE iN LIGHTING collection, will no longer be manufactured. However, we will still be able to satisfy your 
requests as long as we have them on stock. 

For further information, please contact our local sales representative. 

STILL AVAILABLE

GENERAL INDOOR

INDUSTRIAL

OFFICE

RETAIL

INDOOR

XII

ISTHARLF4 ESPERIA BOX LAMA 08 LAMA KIT IP 65

DM LEDFL300/315/600/625EL LED 
RECTANGULAR

DL LED

SL740PL FL LED SL740PL LED SL740AB FL LED SL624AB LED SL730LED



WIN JOLLY LEO 5STARS SPIDERYPSILON

OIKOS KONDOR LED KYRO LYRA 20 MYRA 12

UNICA 23/28/38AURA PLAT MAGICLICK 20/25MAGICLICK SKYGUARDDUPLEX

GRADUS SQUAREGRADUS GRADUS ROUND SKYGUARD 
GARDEN

TARGA MADEFORLED

STILL AVAILABLE

PROFESSIONAL

GENERAL OUTDOOR

ARCHITECTURAL

URBAN

OUTDOOR

XIII

TYCO 20LED AQUA AQUAMAXI

KHA SLIM 250

POLO
POLO/I



ZALANDO HEADQUARTER  | Berlin | GERMANY

GENERAL INDOOR

OFFICE

RETAIL

INDUSTRIAL
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We imagine intelligent and flexible solutions that meet the diverse needs of 
indoor spaces. Light creates volumes, enhances the details, offers new views 
of the project. Office lighting, lighting for shops, lighting for industrial spaces: 
our fixtures integrate seamlessly into spaces, providing new meaning to 
architecture and living spaces, and ensuring efficiency and versatility.

Suspended
Ceiling surface mounted

Ceiling recessed
Inlayed
Downlights

Wall mounted

Wall and ceiling mounted

Suspended
Ceiling surface mounted
Ceiling recessed
Free standing

Recessed spotlights
Recessed gimbal system
Track lights
Batten

Surface mounted waterproof

Hi bay / low bay
Fast trunking system

Continuous mounted
Surface mounted

XIV



CHAPEL OF THE HOLY SHROUD  | Turin | ITALY

PROFESSIONAL

URBAN

GENERAL OUTDOOR

ARCHITECTURAL

O
U
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Decorative, efficient, small, hidden, and ambiance-setting: lighting systems for 
outdoor spaces can solve the lighting of buildings and monuments, fountains, 
pools or even streets, parking lots, parks, and gardens, in both public and 
residential settings. We put our 40-year proven technological expertise at the 
service of the most complex architectural and urban projects, with the safety, 
efficiency, and the beauty and functionality of the whole in mind.

Floodlights
High power floodlights and sports areas

Area lighting

Catenary lighting
Street lighting

Ceiling surface mounted

Wall mounted
Wall and ceiling mounted

Linear recessed
Linear surface
Flood lights

Ingrounds
Recessed wall
Bollards

XV
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 FL ROUND 333 PL
 FL ROUND 555 PL

 FL ROUND 333 AB 
 FL ROUND 555 AB
 FL ROUND 333 EB
 FL ROUND 555 EB

 SL780 AB  SL780 PL

PUBLIC UTILITIES COMPANY  | Lehrte | GERMANY

Besides the upgrade of the FL ROUND series in sizes 333 and 555 for recessed, 
ceiling and suspended mounting, the new SL 780 series is now introduced. 
This series is available in several dimensions and allows to amplify the 
architectural valence of any room: the larger sizes for larger interiors, reception 
areas or large stairwells, the smaller sizes will be applied as a decorative 
product adding subtle elegance for any office, common area or meeting 
room.

XVI
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 MERCURY PL  IN-TENSE PL  SMALL LINE SL  SL720SL
 SL720SL XL

 SL629 CM

ITV CITY  | Wolfsburg | GERMANY

VDU SMALL LINE, designed by the agency BÜRO SOMMER, is launched as an 
uplight as well the extension of the best seller range SL 720 XL in addition to a 
further development of the SL629 series for mounting in a continuous mode 
(CM) , available onLIGHT-PERFORMER ®.

The MERCURY PL and IN-TENSE PL series, both designed by Walter de Silva for 
PERFORMANCE iN LIGHTING are out for sale now. These luminaires combine 
the perfect harmony between the futuristic, dynamic, immaterial aspect and 
the strength, the sculptural valence of a timeless design. Further new versions 
with optimized efficiencies for the SL720SL and the Red Dot award winner 
SMALL LINE are added as well.

XVII
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 AS270 AS150  AS615  OTR TRACKS RAILS

PEDRALI SPA  | Bergamo | ITALY

Besides the new program of suspended, recessed and OTR surface mounted 
electrified tracks, the AS in 150 and 270 version are added to the track lighting 
with a chromatic rendering 90. 

The AS in a 615 version is now introduced. This version is the optimum single 
product solution for electrified track as an alternative to the continuous linear 
light solution. They are easy to install and to fit onto existing tracks while 
providing a dynamic and flexible setting by choosing from time to time the 
context of use and thus highlighting the displayed goods. Moreover, some 
series are still available in the brochure featuring PROMO 2019 – 20 till stocks 
last.

XVIII
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 TRY TRACK LAMA+ MINI  LM4   GYM+

TETRA PAK  | Modena  | ITALY

As a completion of the best seller range LAMA+ designed by Roberto Fiorato 
and awarded with the IF design prize, LAMA+ MINI for low ceilings is now 
introduced. The TRY series gets functional asymmetrical optics and new 
wirings. 

In addition to the completion of the TRY series for electrified track named 
TRACK which is easily repositionable to punctually follow the needs of 
product rearrangement, the LM4 is now launched. This watertight ceiling 
luminaire is the natural evolution equipped with LED of the historical LF4-LF8 
and GYM+ series for indoor sport halls.

XIX
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 LANTERNA NK 21
 LANTERNA NK 27 

 BLIZ MARINE MASK+
 MASK+ MINI 

 QUASAR 60

APPARTAMENTI DE BOEL  | Amsterdam | NETHERLANDS

Besides the LED upgrades of the historical EKO and CHIP series, the following 
novelties will be introduced: a new 60version (length in cm) of the best seller 
QUASAR, a new version of marine grade brass BLIZ for seafront applications, 
called MARINE, and as an absolute novelty the MASK+ series. 

MASK+ is the restyling of the successful homonymous series, a wall luminaire 
featuring an elegant yet dynamic balance between fullness and void, 
where the void is suggested as an object that detects and marks the shape 
by distinguishing it. The series is now further completed by a MINI size 
version. Another newcomer is the LANTERNA NK, a wall luminaire available 
in two sizes giving new life to the classical lantern present in the collective 
imagination since ancient Greek times. It makes you feel at home, in a past yet 
contemporary time, providing a sense of security during the night.

XX
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 INSERT+ ZERO CLIPS FOCUS+  INSERT+ 3  STILO+ BASIC

UNIVERSITY UCONN  | Connecticut  | USA

Besides the new attachments for FOCUS + poles series , the INSERT+ series 
expands with a new version with concealed screws (CLIPS) in the zero size 
and with a professional INSERT + 3 size applicable also in public areas. One of 
the executions of this latest series features performing optics matching the 
requirements of the French PMR (Personnes à mobilité réduite) standard. 

The STILO + offer evolves with the new BASIC version, a “full light” head for 
green areas in addition to the PADO BASIC offer, with a light pollution head 
certified FULL CUT-OFF. All “BASIC” versions are designed to LED retrofit 
existing installations. They furthermore are applicable on metallic and /or glass 
fibre extrusions for various diameters also of third parties.

XXI
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 GUELL 2  GUELL 2.5 GUELL 1 GUELL MICRO

ASSOCIAZIONE TENNIS DESENZANO  | Desenzano del Garda  | ITALY

The best seller GUELL, a series of professional multipurpose floodlights, 
expands further with the introduction of new circular optics and the new 
MICRO size, available also as a kit with a stake. 

XXII
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 THEOS GLASS  THEOS MINI GLASS  KYRO+ 2  KYRO+ 1

FRAPORT  | Frankfurt  | GERMANY

The THEOS and THEOS MINI offer evolves both via extensions of the series 
with low output sizes and the new GLASS versions. The evergreen KYRO+1 / 
2 series are LED upgraded with PERFORMANCE iN LIGHTING dedicated optics. 
The project of the new optics focusing on areas of interest is based on the L/H 
ratio of the system aiming at the same photometric result consuming 15% to 
30% less with the same level of flux emitted.

XXIII
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HOW TO READ PRODUCT SHEETS

All informations presented in this catalogue may be subject to modifications.
The company reserves the right to make any changes if necessary without prior notice. Partial or complete reproduction of this catalogue is prohibited.

The fixtures showed in the upcoming 
pages are under constant LED upgrade.
Please visit our web site  www.
performanceinlighting.com for the lastest 
updated versions available.

Complete unit
1A+1B = please order 2 codes

COMPONENTS

A gear body 
B recessed fixing kit

For products that must be mounted on a post, bracket, track or recessed into the wall, it is often neces-
sary to order several different parts (codes) to get the complete configuration. In these cases, we have 
provided tables with examples that illustrate the combinations.

COMBINATIONS

> XXX
Identifying and classifying the optics.

> XXVI
Key of colours.

> XXVII
Icon legend.

Through a careful qualitative analysis of 
our lighting solutions, PERFORMANCE iN 
LIGHTING manages its vast range of devices 
through eight areas of application.

XXIV



All informations presented in this catalogue may be subject to modifications.
The company reserves the right to make any changes if necessary without prior notice. Partial or complete reproduction of this catalogue is prohibited.

GLOSSARY: WHAT WORDS AND TERMS DO ACTUALLY MEAN

Pulsed flux @ Tj 25°C 
Most theoretical of all: the LED fed for a fraction of a second when cool, it gives the best lumen emission ever possible.

DC flux @ Tj 85°C 
Still a nominal value: the LED (itself, in plain air, not mounted within any fixture) normally fed at a given current.

Delivered (real or actual) flux (or lumens) 
The actual “quantity of light” generated by the luminaire: what is measured by the photo-cell in our laboratory and by a luxmeter on the field.

LED AND LIFETIME

«L» The “L” parameter fixes the percentage of the light flux falling referred to the hours of operation.

«B» The “B” parameter fixes the percentage of LEDs that will not keep up with the features of light flux fixed by the parameter “L”, hence it shows the percenta-
ge of LEDs that will produce less light, but that will not completely shut down.
PERFORMANCE IN LIGHTING expresses B10 value synonymous with top quality electronic components, considering technical values C and F included, in line 
with the lighting sector trends.

«C» The percentage value of LEDs that cease to function after the number of hours (expressed in thousand’s) given by the luminaire manufacturer.

«F» Fixes the percentage of damages or imperfections of the LEDs and defines, next to the percentage of components that do not keep the features of the 
declared (B) also the percentage of dead LED components.

Rate of imperfection “F” = value “B” + value “C”

Example:
Theos L80B10 @ 60.000 h
Within 20 years (60.000 h @ 8 h / day):
«L» => all of the LEDs will averagely make 20% less lumens.
«B» => 10% of the LEDs are expected to have either lost more than 20% lumens (the value indicated by L) or be out of order.

The fixtures showed in the upcoming pages are under constant LED upgrade.
Please visit our web site  www.performanceinlighting.com for the lastest updated versions available.

XXV

www.performanceinlighting.com



BR-10/ 
Natural brass/ 

Glossy

GR-11/ 
Anodised grey/ 

Matt

GR-20/ 
Metallic grey/ 

Glossy

IVORY-10/ 
Ivory/ 

Textured

WH-RAL9016/ 
White RAL9016/ 

Glossy

GR-94/ 
Metallic grey/ 

Textured

SL-10/ 
Silver/ 
Matt

BK-RAL9005/ 
Black RAL9005/ 

Glossy

WH-87/ 
White/ 
Glossy

INOX/ 
Stainless steel/ 

Glossy

GR-EV1/ 
Anodised grey/ 

Matt

GR-RAL9006/ 
Grey RAL9006/ 

Textured

AN-96/ 
Anthracite gray/ 

Textured

WH-RAL916/ 
White RAL9016/ 

Textured

AN-40/ 
Anthracite/ 

Glossy

BK-RAL9005/ 
Black RAL9005/ 

Textured

WH-87/ 
White/ 

Textured

WH-RAL9010/ 
White RAL9010/ 

Glossy

INOX/ 
Stainless steel/ 

Matt

SL-10/ 
Silver/ 
Glossy

BK-81/ 
Black/ 

Textured

RB-10 
Rust/ 

Textured

GR-RAL7035/ 
Grey RAL7035/ 

Matt

WH-RAL9003/ 
White RAL9003/ 

Glossy

TR1/ 
Trasparent/ 

Glossy

WH-RAL9010/ 
White RAL9010/ 

Textured

KEY OF COLOURS

NATURAL METALS

PAINTING | METALS

PAINTING | METALS / TECHNOPOLYMER

TECHNOPOLYMER

ANODIZED | METALS

XXVI



ULR<1

CIEn°3>95

-XX°

XX m

XX° C

Continuos mounted
luminaire

Quick installation

Dimmable 1-10V

CE certified

Water drain

Full cut-off

Heavy use conditions

Dimmable DALI

ENEC certified

Glow wire resistence

Water stop

Halogen lamp switch

Cool touch

Walk-over luminaire

Hot restrike

Loop through

Fuse

Side cable entry

Drive-over luminaire

Double switch

Through wiring connection

Adjustable louvre

Emergency luminaire 2 hPilot wire command
derating

Constant light /
presence control

Easing maintenance

Infrared motion sensor

Dawn-dusk switch

Emergency luminaire 3 h

High frequency 
motion sensor

Automatic derating Emergency luminaire 1 h

SMART! light monitor

Human Centric Lighting

EAC certified

RCM certified

Dynamic white

Protection against solid objects 
greater than 12 mm. 
No protection against water.

Protection against solid objects 
greater than 1,0 mm. 
No protection against water.

Protection against solid objects 
greater than 1,0 mm. 
Protection against vertically falling 
water drops.

Protection against solid objects 
greater than 1,0 mm. 
Protection against sprayng water.

Protection against solid objects 
greater than 1,0 mm. 
Protection against splashing water.

Protection against solid objects 
greater than 1,0 mm. 
Protection against water jets.

Dust-protected. 
Protection against splashing water.

Dust-protected. 
No protection against water.

Dust-protected. 
Protection against water jets.

Dust-tight. 
Protection against splashing water.

Dust-tight. 
Protection against water jets. 

Dust-tight. 
Protection against the effects of 
temporary immersion.

Fully dust protected.
Protected against the effects of 
permanent immersion.

Total dust protection and total 
protection against hard splashing 
water.

Protection against entry of solid 
objects ø ≥ 12 mm 
and against rain.

DIN EN 12464-1 conform

DIN 18032-3 conform

Class II luminaire.  
Reinforced or double insulated lumi-
naire without earth protection.

Class III luminaire.
SELV (Safety Extra Low-Voltage) 
luminaire which can only be fed by 
an extra low voltage supply (i.e. less 
than 50 Volts). Class III luminaires 
may not be earthed.

Luminaires bearing this symbol can 
be mounted on normally inflam-
mable surfaces.

Minimum distance betwen the lit 
object and the luminaire.

Class I luminaire. 
Luminaire with security earthing.

ICON LEGEND

INTERNATIONAL PROTECTION MARKING

MECHANICAL CHARACTERISTICS

ELECTRONIC FEATURES

LISTINGS

PROTECTION DEGREE CLASS

ULR (Upward Light Ratio) nominal 
value, device not inclined.

3° CIE flow code corresponding to 3 
π / 2 sr (75.5°).
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With dimSMART! PERFORMANCE IN LIGHTING offers a simple system for wireless dimming and controlling of luminaires. 
Control is done via a smartphone (iOS or Android). You can download (free access) an easy and user friendly app with many functions. The user can set scenes 
and configure groups of luminaires according to their requirements. dimSMART! 
uses Bluetooth for communication therefore, WLAN-net or DALI wiring is not necessary, which makes dimSMART! 
perfectly suitable for existing installations.

dimSMART!® 
WIRELESS DIMMING AND CONTROLLING

By continuously changing brightness and light temperature natural daylight has a big influence on the human biorhythm. Lighting fixtures with HCL (human 
centric lighting) change their light throughout the day bringing a small piece of nature indoors via artificial light.
Control is done by freely configurable software varying the indirect light of the floor lamps reg. level of illumination intensity and light colour (2700 K up to 
6200 K) according to the time of day.  The direct share as workplace illumination is kept constant at 4000K, individual dimming is possible.
Another technical version of floor lamps is Tunable White (TW). These allow changing individually the direct light between 2700 K and 6200 K via tactile switch 
while the direct light constantly remains at a colour temperature of 4000K. Both indirect and direct light can be dimmed by a switch.  

HCL / TUNABLE WHITE 
HUMAN CENTRIC LIGHTING and Tunable White

CONTROL LIGHTING
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The system is based on a 868 MHz wireless platform and includes luminaires that are fitted with a highly intelligent device for complete management of light, a 
complete sensory range to detect the person and lighting levels, and dedicated control stations.
SMART allows to create systems that dynamically interact with the surrounding environment by modulating the flow level of luminaires based on natural light 
variations or on the specific need by detecting staff in the work place. The entire system is wireless controlled and needs no additional control line.
System flexibility is highest with a dedicated management software that allows to programme the luminaires as required at any time, even after installation.
To create or design systems with SMART, contact the Company.

Luminaire provided with dual-tap ballasts and switch device controlled from 
additional command line (pilot command). 
By intervening on the device, the pilot command switches the power supply 
of the lamp from 100% to the reduced power value. In case of a power failure, 
when the installation is set at reduced power, the switch device always 
guarantees the re-switch of the lamp at 100% until stabilization is achieved, in 
order not to damage the lamp, and then goes back to the reduced power.

POWER REDUCTION WITH PILOT COMMAND 
Only for high-pressure sodium lamps with pilot line

Luminaires are also available with automatic power reduction and with high-
output electronic ballast already programmed to reduce the luminous flux by 
50%. The power supply recognises the virtual night mid-point (e.g. midpoint 
of the switch-on time) and reduces the flux for a total of 8 hours, of which 2 
hours before and 6 hours after.

POWER REDUCTION

SMART 
LIGHT CONTROL SYSTEM 868 Mhz
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IDENTIFYING AND CLASSIFYING THE OPTICS

PERFORMANCE iN LIGHTING luminaires offer different types of optics 
depending on project requirements.
The optic can be identified as the set of equipment designed to direct the 
light generated by a light source in a particular direction, thus determining 
the luminous emission of the luminaire itself. 

The diagram below identifies the data that will be contained in subsequent 
pages, regarding the opening angle of the beam.

IMAX = maximum luminous intensity, i.e. the maximum intensity of the 
emitted light beam.

For PERFORMANCE iN LIGHTING, symmetric optics are ones with symmetric 
emission in relation to planes α and β.  
The symmetry between the two planes may be either identical (in this case 
we are dealing with optics with square light distribution) or different (optics 
with rectangular light distribution).

EXAMPLE
Symmetric optic code: S/xx
where:
S = Symmetric
xx = the abbreviated name of the opening angle

For example: S/I - S/M - S/W - S/EW

By convention, we consider the beam opening of plane α.  
Multiple optics within the same range of opening will be distinguished by 
inserting the numerical value of the beam opening at the end.

For example: S/W50 - S/W60

Symmetric optic name

Mandatory  
indications

Additional  
indications

Type of optic Type of opening Opening angle
plane a

I 0° ÷ 20°

M 21° ÷ 45°

W 46° ÷ 75°

EW over 75°

- S | Symmetric optics

SYMMETRIC OPTICS

- S | Symmetrical optics for series of luminaires with double light emission

- C | Circular optics

- A | Asymmetric optics

- SR | Road optics
- Z | Optics for pedestrian crossings

- ELL | Elliptical optics

Depending on this luminous emission, PERFORMANCE iN LIGHTING classifies 
optics in the following categories:

- R | Grazing reflector optics

XXX

S | 



S S/A

S/B

S/C

S/D

S/E

A

SYMMETRICAL OPTICS FOR SERIES OF LUMINAIRES WITH DOUBLE LIGHT EMISSION

ASYMMETRIC OPTICS

With this classification PERFORMANCE iN LIGHTING identifies the light 
emission typology of the luminaires inside those series that contain models 
with direct, indirect and / or combined light emission.

Name of symmetrical optics for luminaires with double light emission

Type of optic Acronyms Typology of light emission

Direct symmetrical light 

Mainly symmetrical direct light

Evenly direct - indirect symmetrical light

Mainly symmetrical indirect light

Indirect symmetrical light

PERFORMANCE iN LIGHTING asymmetric optics generally have asymmetric 
light distribution on plane α with a point of maximum concentration. 
The axis passing through the point of maximum concentration and the point 
marked by the axis of the lamp is called the Imax axis.
The light distribution on plane β, on the other hand, may be symmetric or 
asymmetric.
An asymmetric optic may be symmetric in relation to one plane only.

EXAMPLE
Asymmetric optic code: Ayy/xx
where: 
A = Asymmetric
yy = numeric value of the Imax angle.  
The Imax angle is the angle between axis A and the lmax axis.
xx = the abbreviated name of the opening angle

For example: Ayy/I – Ayy/M – Ayy/W – Ayy/EW. 

By convention, the beam opening of plane α is considered.

For example:
A30/M = Asymmetric axis with Imax 30° and Medium opening
A45/I = Asymmetric axis with Imax 45° and Intensive opening

In the presence of multiple asymmetric optics with the same lmax value 
and same beam opening range, it will be necessary to distinguish them by 
adding the numeric value of the beam opening at the end.

For example: A45/M25 - A45/M40

Asymmetric optic name

Mandatory  
indications

Additional  
indications

Type of optic Imax angle Type of opening Opening angle
plane a

Numeric value of 
the Imax angle

I 0° ÷ 20°

M 21° ÷ 45°

W 46° ÷ 75°

EW over 75°
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ELLIPTICAL OPTICS

PERFORMANCE iN LIGHTING elliptical optics are circular but differ from roto-
symmetrical circular optics because the opening of the light beam on planes 
α and β is symmetric, but differs greatly between the two.
The light distribution is highly elliptical. 

EXAMPLE
Elliptical optic code: E α x β
where:
E = Elliptical
α = Opening of the light beam on plane α expressed in degrees
β = Opening of the light beam on plane β expressed in degrees

For example: E 10°x45°

CIRCULAR OPTICS

PERFORMANCE iN LIGHTING identifies those optics that generate a luminous 
emission with a symmetry of revolution about the A axis as circular optics. 
The opening angle of the beam is generally constant in all planes.
The reflectors generating these optics generally have a circular opening.

EXAMPLE
Circular optic code: C/xx
where: 
C = Circular
xx = the abbreviated name of the opening angle

For example: C/I - C/M - C/IW - C/MW -C/EW

Multiple optics within the same range of opening will be distinguished by 
inserting  
the numerical value of the beam opening at the end. 

For example: C/IW46 - C/IW50

Circular optic name

Mandatory  
indications

Additional  
indications

Type of optic Type of opening Opening angle α

I 0° ÷ 20°

M 21° ÷ 45°

IW 46° ÷ 60°

MW 61° ÷ 75°

EW over 75°

IDENTIFYING AND CLASSIFYING THE OPTICS

GRAZING REFLECTOR OPTICS

Grazing reflector optics stand out for their luminous emission that is typically 
parallel (grazing) to the installation surface (wall or ground). 
These optics are primarily used for architectural lighting with the purpose of 
designing patterns of light and they rarely have a functional use. 
A fundamental characteristic is the value of the α angle that identifies the 
value of the light beam aperture measured on the installation surface.

Installation 
surface 
(wall)

Installation 
surface 
(ground)
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SR

Two-way traffic One-way traffic

ROAD OPTICS

OPTICS FOR PEDESTRIAN CROSSINGS

For road optics, PERFORMANCE iN LIGHTING identifies the optics that have a 
very broad beam spread on the β plane (usually greater than 120°), with the 
point of maximum emission on one of the adjacent planes to the latter, up to 
a maximum of 45°. 

Road lighting based on L/H ratio that can be found in road lighting systems, 
where: 
- L: distance between the optical axes of the luminaire and the part of the 
area furthest from it with its own requirements. 
- H: height of installation of the luminaire. 

EXAMPLE 
Acronym of the road optics based on the L/H ratio: R/xxx 
where: 
R = road 
xxx = L/H value (e.g. 100 = 1.00) 
For example: R/075, R/100

For optics for pedestrian crossings PERFORMANCE iN LIGHTING identifies 
those optics for lighting in the direction of their flow. 
They feature asymmetrical emission both on the α plane and on the β plane.
 
EXAMPLE 
Acronym of optics for pedestrian crossings: Z/R 
where: 
Z = zebra (pedestrian crossing) 
R = right (for countries where driving is on the right)

Name of the road optics based on the L/H ratio:

Type of optic Acronyms Description

075 Optic for L/H up to 0.75 (0,5 ≤ L/H ≤ 0,875)

100 Optic for L/H of 1 (0,875 ≤ L/H ≤ 1,125)

125 Optic for L/H of 1.25 (1,125 ≤ L/H ≤ 1,375)

150 Optic for L/H of 1.5 (1,375 ≤ L/H ≤  1,625)
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WEBSITE

Once the application category has been identified, the search can be refined 
by choosing the TYPE sub-category (spot, bollard, suspended, etc.).

From the home page, you can search for the desired product in the 
APPLICATION (Light Collection) categories or using the PRODUCTS menu.

From the PRODUCTS menu, you can do a direct search by: 
- Product name 
- Product code 
- Accessory code

Through a careful qualitative analysis of our lighting solutions, PERFORMANCE 
iN LIGHTING manages its vast range of devices through eight areas of 
application.
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YOUTUBE 
www.youtube.com/user/performancelighting/

INSTAGRAM 
www.instagram.com/Performanceinlighting_Group/

The product search can be streamlined thanks to the FILTERS bar that allows 
you to pre-select the products based on the various technical characteristics 
(lampholder, wattage, optic, light source, class, degree of protection, 
dimmable and certifications).

On the PRODUCT CODE sheet, the DOCUMENTATION can be downloaded 
(data sheet, energy class label, instructions sheet), 2D/3D file (2d technical 
drawing, 3ds file, BIM REVIT) and PHOTOMETRIC DATA (photometric, file 
DIALUX, RELUX).

In the DOWNLOAD section, the publications in the following categories are 
available for download: 
LIGHT COLLECTION, APPLICATION CATALOGUE, NOTEBOOKS, PRODUCT 
BROCHURES and PROMO.

In our DIALUX, RELUX and OXYTECH libraries, you can find all of our lighting 
appliances in various 2D/3D formats, as well as the photometric IESNA and 
EULUMDAT solids preliminary to the most up-to-date lighting simulation 
software, as well as BIM Autodesk® Revit®.
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CONFIGURATOR

LIGHTPERFORMER®

XXXVI
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The LIGHT-PERFORMER® offers a fast and modular configuration in a few steps. 
The entire operation of the light configurator is easy and self-explaining; a 
complex lighting system is fully configured within 5 minutes.
Small information buttons provide further information and advice.

In addition there is the possibility to make changes in retrospect in the 
"expert mode" - to change the configured system again.

The complete configuration can be filed in a project folder and recalled later.

Search and find out a certain product among 5.000 catalogue products. Chat function: Our employees answer your questions online

The user ends up with the opportunity to choose between different output 
options and, for example, to pass a photometric data file to the planning 
software DIALUX (.uld) or RELUX (.rolf ).
Technical information and the photometric results are available immediately.
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LIGHTING DESIGN AND PLANNING
A team of experienced lighting engineers ensures that the lighting design and 
any other professional support provided brings the best possible answer to 
the client’s and contractor’s wishes for architectural projects. 

The Group produces, through its own laboratories, certifications and 
photometric data for each product. Only the real consumption and outputs 
of each product code are published and communicated (CLEAR CONDITIONS 
directive).

R&D, DESIGN, PLANNING
PERFORMANCE iN LIGHTING gathers productive know-how and experience in 
strategic sectors such as marketing, research and development.
Product design and planning is done with the support of an internal team 
of highly qualified technicians using the most sophisticated CAD programs, 
compatible with all production phases. 

The design of the components for the finished luminaires is monitored down 
to the smallest detail of construction, and 3D simulation allows in house 
designers to evaluate the essential qualities of the finished product before 
starting mass production. All products are completely designed in Italy, 
Germany and Belgium.

THE COMPANY
PERFORMANCE iN LIGHTING is an international group which comprises five 
luminaire manufacturing companies; two of which are situated in the Italian 
cities of Verona and Bergamo, with the others in Belgium (Brussels), Germany 
(Goslar) and USA Georgia (Atlanta).

The group converges its professional expertise, technical know-how and 
vast experience within the field of lighting, to provide a complete range of 
luminaires and engineering solutions to meet the needs of designers and 
specifiers.

MISSION
To offer luminaires with long lasting design whilst ensuring lasting quality, 
safety and durability. This is the PERFORMANCE iN LIGHTING mission. 
Each of the group companies brings together the best of their up to date 
technology, providing synergy through their unique professional interaction 
and vast knowledge base. The overriding priority to produce products of high 
technological content combined with proven functionality.
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In a world where technological innovations hit the market faster and faster, 
the theme of professional training becomes central and we therefore organize 
meetings and forums with architects, designers and selected partners. 
To PERFORMANCE iN LIGHTING the continuous training of its staff is the 
paradigm to our being enterprise. Ever since we recognised ourselves in the 
words of Claude Bernard: “It is what we think we know that keeps us away 
from learning”.

ATTENTION TO TRAINING

THE ENVIRONMENT SUSTAINABILITY
Respect and focus on the environment accompany product design and 
development operations. The optimization of production cycles, supplying of 
raw materials, selection of recyclable materials for production, logistics and 
marketing are all professionally managed. From the early stages of planning 
attention is given to the recycling or reuse of the materials up to 98%.

From 2004 PERFORMANCE iN LIGHTING is a founding member of the 
Consortium ECOLIGHT – n. 0029 (for the recycling of lighting devices, RAEE)

The conscious and optimized management of energy is tangible in the 
low environmental impact installations of its production plants. Since 2013 
PERFORMANCE iN LIGHTING has independently produced more than 50% 
of its own energy requirements through its photovoltaic installations, and is 
currently converting its fleet of cars into electrical or hybrid models.

PERSONNEL, ETHICS
People make the unit. PERFORMANCE iN LIGHTING draws its strength from 
the quality and the passion that each collaborator puts into its actions. 
Confrontation, exchange, listening and empathy are the foundations of the 
Group’s management policies. The Group facilitates the commitment to 
adjust work and family and exerts every effort to create a sound and efficient 
working environment.

Our Group not only wishes to “bring the light “to the customers but 
endeavors with different actions in social matters. Since several years, 
PERFORMANCE iN LIGHTING has supported CINI Italia, a not-for-profit 
association that was established to ensure children in the most needy areas 
of the world the right to receive care and education in early childhood, 
for instance, by helping families to learn the basics of hygiene, health and 
didactics to promote and strengthen the education and care of children in 
their own families.

A social commitment witnessed in Italy also in the creation of Asilo Nido Blu (a 
kindergarten) that was established in 2002 at the PERFORMANCE iN LIGHTING 
head office in Colognola ai Colli. It was launched for children aged from 7 
to 36 months, to offer them a dedicated socio-pedagogical program, with 
annexed didactic farm.

THE GROUP AND SOCIAL MATTERS
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O
The internal laboratory operates following the UNI EN ISO 17025:2005 standard, which allows PERFORMANCE iN LIGHTING to 
conduct all of the safety tests for its products. This guarantees the compliance of all products with the current European and 
extra-European standards. 

ENEC marked luminaires and components have been tested by a Third Party Certification Body and comply with the European 
Safety Norms. Companies which offer ENEC marked products apply a Quality System which at least complies with the 
requirements of UNI EN ISO 9001.

All products which are subject to European Directive 95/2001 bear the mark CE.

The RCM Mark "Regulatory Compliance Mark", certifies that each individual electrical and electronic product complies with the 
mandatory safety requirements in Australia and New Zealand such as the electrical safety and electromagnetic compatibility.

The EAC mark certifies the conformity of the products with the regulations of the Eurasian customs' area;the mark allows the 
access to the marketplace of Bielorussia, Russia and Kazakhstan.

QUALITY, TESTS, CERTIFICATIONS

All lighting products must comply with the Norms and Standards that govern safety, quality and durability. Therefore PERFORMANCE iN LIGHTING has invested 
in it’s own laboratories and operates a quality system that complies with the ISO 17025 standard; the laboratories have been awarded the CTF STAGE 2 
(Customers’ Testing Facilities - Stage 2) by IMQ (Istituto Marchio Qualità / Italian Quality Brand Institute) compulsory to obtain the ENEC 03 certificate. The same 
laboratories have been qualified to carry out tests complying with UL standards. PERFORMANCE iN LIGHTING today has three laboratories for endurance and 
durability tests and owns three photometric laboratories.

PERFORMANCE iN LIGHTING is certified by a quality system that complies with the ISO 9001- 2008 standard for the whole production cycle, the logistics and the 
marketing activities of its products.

In 2012 PERFORMANCE iN LIGHTING is the first company in its industry to provide a 5 year warranty on all its products.

The VDE mark documents the safety and conformity to standards of an electrical product with regard to electrical, mechanical, 
thermal, toxic and other hazards. It is awarded exclusively by the VDE test and certification institute (VDE-PZI). A manufacturer 
may only provide its products with the VDE mark after checking and issuing of a corresponding certificate.
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TESTING LABORATORY

All testing activities are supervised once a year by the Official Certification Bodies (IMQ S.p.A. and UL).

The laboratories are recognized by IMQ and VDE according to the CTFs STAGE 2 (Customers’ Testing Facilities) procedures 
that release the ENEC label in compliance with the following standards:

IEC/EN 60598-1 
Luminaires

IEC/EN 60598-2-1 
Luminaires - Part 2-1: Particular requirements – Specification for fixed general purpose luminaires 

IEC/EN 60598-2-2 
Luminaires - Part 2-2: Particular requirements – Recessed luminaires 

IEC/EN 60598-2-3 
Luminaires - Part 2-3: Particular requirements –Luminaires for road and street lighting 

IEC/EN 60598-2-4 
Luminaires - Part 2-4: Particular requirements – Portable general purpose luminaires

IEC/EN 60598-2-5 
Luminaires - Part 2-5: Floodlights

IEC/EN 60598-2-7 
Luminaires - Part 2-7: Particular requirements – Portable luminaires for garden use

IEC/EN 60598-2-13 
Luminaires - Part 2-13: Particular requirements - Ground recessed luminaires

IEC/EN 6598-2-18 
Luminaires - Part 2-18: Particular requirements – Luminaries for swimming pools and similar applications

IEC/EN 62031 
LED modules for general lighting - Safety specifications

Furthermore, the laboratories are recognized by UL according to the WTDP (Witness Test Data Program) for the release of the 
UL label in compliance with the following standards:

UL 1598 
Luminaires

CSA C22.2 NO 250.0-08 
Luminaires

UL 8750 
Standard for Light Emitting Diode (LED) Equipment for Use in Lighting Products

CSA C22.2 NO 250.13-12 
Light Emitting Diode (LED) Equipment for Lighting Applications

The laboratories also include a specific room (equipped with the best EMI Receivers available) to measure the electromagnetic 
disturbances (EMC). The equipment checks whether the products are complying with the most important related standards 
which ones are:

CISPR 15 
Limits and methods of measurement of radio disturbance characteristics of electrical lighting and similar equipment

EN 55015 
European Limits and methods of measurement of radio disturbance characteristics of electrical lighting and similar equipment

IEC EN 61000-3-2 
Electromagnetic compatibility (EMC) - Part 3-2 - Limits - Limits for harmonic current emissions
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PHOTOMETRIC LABORATORY

A considerable amount has been invested in the Photometric Laboratories. Air conditioned at 25°C and UL approved, they are equipped with 
Photogoniometers of different typology (T2 and TypeC), Spectroradiometers and Data Logger Multimeter with which light flux parameters, electrical 
parameters, temperatures and colorimetry are surveyed and measured according to the related standards listed hereafter:
Data found are collected and managed by a software that delivers the comprehensive photometric and colorimetric survey.
Data measurements and processing are collected in compliance with the following standards:

UNI EN 13032-1 
Light and Lighting –Measurement and presentation of photometric data of lamps and luminaries Part 1: Measurement and file format.

UNI EN 13032-4 
Light and lighting. Measurement and presentation of photometric data of lamps and luminaires. Part 4: LED lamps, modules and luminaires.

IES LM-79-08 
Approved method for the Electrical and Photometric Measurements of Solid-State Lighting Products.

 

PRODUCTION CHECKS

All products are subject to a vast number of accurate checks directly in the production line. Checks are done with control instruments that are checked and 
managed by the quality system procedure jointly with the indications reported on the “Minimum Values for Electrical Tests” List of the IEC/EN 60598-1 – 
Luminaires standard. This ensures the reliability and the compliance with security and performance of the product the Client expects.

 

TRAINING OF TECHNICAL DEPARTMENT

By constantly attending upgrade courses proposed by the industry associations and different certifying bodies, a fundamental importance is given to the 
specific training of the technical department.
The company attends the meetings of the industry association (ASSIL) and is present in the 34D and 34A subcommittee of CEI (Italian Electro-technical 
Committee).

 

QUALITY, TESTS, CERTIFICATIONS
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TO ILLUMINATE WITH LED – PHOTO-BIOLOGICAL RISK

With the coming onto the market of high power LED technology, usable both as common and signaling lighting, a confused marketing of poorly performing 
and unsafe products from a photo-biological viewpoint has taken place. 
PERFORMANCE iN LIGHTING therefore as a Group chose to use high power LED from leading brands only. 

On an international level a now standard has been fixed: EN62471 (IEC62471). This standard deals in a transversal way with the photo-biological risks of 
lighting sources and especially of LED devices and products using specific types of discharge lamps and LED light sources. 
A classification of GROUPS OF PHOTO-BIOLOGICAL RISKS under which luminaires may fall has been drawn.

The Groups of risks are defined as follows:

Group of Risk Nil:  
The luminaires do not pose any photo-biological risks.

Group of Risk 1:  
The luminaires do not cause photo-biological damage for the risk is cancelled by the common behavioral reaction of a person to the exposure to a light 
source.

Group of Risk 2:  
The luminaires cannot cause photo-biological damage for the risk is cancelled by instinctive reaction of looking away from a very bright and strong light or 
from a thermal suffering.

Group of Risk 3:  
The luminaires may cause photo-biological damage; risk is high even for a short or instant exposure. It is strongly advised to not use the luminaires for general 
lighting.
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The holding is composed by five manufacturing companies and many branches all over the world.
It is a unique industrial framework, its brands are distributed in more than one hundred countries 
throughout the world.
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PERFORMANCE iN LIGHTING BE
Chaussée de Haecht, 1880
Haachtsesteenweg, 1880
1130 Bruxelles / Brussel - Belgium
Tel. + 32 2 705 51 51
Fax + 32 2 705 12 87
info.be@pil.lighting

PERFORMANCE iN LIGHTING GmbH
Headquarters
Stapelner Str. 1+3
38644 Goslar - Germany
Tel. +49 (0) 5321 3777 0
Fax +49 (0) 5321 3777 99
info.de@pil.lighting

PERFORMANCE iN LIGHTING GmbH
München business unit
Hauptstraße 27
82008 Unterhaching - Germany
Tel. +49 (0) 89/66 54 76 87 230
Fax +49 (0) 89/66 54 76 87 19
info.de@pil.lighting

PERFORMANCE iN LIGHTING GmbH
Düsseldorf business unit
Leichlinger Str. 14
40764 Langenfeld - Germany
Tel. +49 (0) 21 73/2 71 99 10
Fax +49 (0) 21 73/2 71 99 29
info.de@pil.lighting

PERFORMANCE iN LIGHTING FRANCE S.A.S.
Paris business unit
Parc d’Activités de la Couronne des Prés  
107 Avenue des Pâtis - CS 50608 Epône
78417 Aubergenville Cedex - France
Tel. +33 1 3090 5360
Fax +33 1 3090 1681
info.fr@pil.lighting

PERFORMANCE iN LIGHTING S.p.A.
Viale del Lavoro 9/11
37030 Colognola ai Colli 
Verona - Italy
Tel. +39 045 61 59 211
Fax +39 045 61 59 292
info.it@pil.lighting

PERFORMANCE iN LIGHTING FRANCE S.A.S.
Strasbourg business unit
Impasse des Imprimeurs - ZI du Forlen
67118 Geispolsheim - France
Tel. +33 (0) 388 770777
Fax +33 (0) 388 773699
info.fr@pil.lighting

SBP S.p.A.
Via Provinciale 57
24050 Ghisalba
Bergamo - Italy
Tel. +39 0363 94 06 11
Fax +39 0363 94 06 90
info.it@pil.lighting

PERFORMANCE iN LIGHTING NEDERLAND
Ronde Tocht 1 C
1507 CC Zaandam - The Netherlands
Tel. + 31 75 6708 706
info.nl@pil.lighting

PERFORMANCE iN LIGHTING
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PERFORMANCE iN LIGHTING UK Ltd
Unit 4, Hepworth Park,
Brook Street, Lakeside,
Redditch, Worcestershire B98 8NZ - UK
Tel. +44 (0) 1527 58 49 26
Fax +44 (0) 1527 66 933
info.uk@pil.lighting

PERFORMANCE iN LIGHTING ESPAÑA S.A.
Pol. Industrial “La Llana” 
c/Pont de Can Claverí, 58
08191 Rubi (Barcelona) - Spain
Tel. +34 93 699 5554
Fax +34 93 699 5045
info.es@pil.lighting

PERFORMANCE iN LIGHTING AUSTRALASIA Pty
15 Industrial Avenue,
4076 Wacol
Brisbane - Australia
Tel. +61 (0) 7 3335 3555
Fax +61 (0) 7 3335 3522
info@performanceinlighting.com.au

PERFORMANCE iN LIGHTING - ISRAEL
Moshav Hagor Meshek 401, P.O.B. 9102 P.T.
Tel. +972 3 93 40 350
Fax +972 3 93 40 350
Mob +972 53 2280477

PERFORMANCE iN LIGHTING MIDDLE EAST
Dubai Airport Free Zone
P.O.Box. 371818, Dubai, U.A.E.
Tel. +971 4 2395146
info.mea@pil.lighting

OOO PERFORMANCE iN LIGHTING RUSSIA
Reg. Office: Bolshoy Zlatoustinsky pereulok, 1, building 1
101000 Moscow - Russian Federation
Tel. +7 (906) 0926330
info.ru@pil.lighting

PERFORMANCE iN LIGHTING FINLAND Oy
Tikkurikuja 1
00750 Helsinki - Finland
Tel. +358 10422 1860
Fax +358 10422 1861
info.fi@pil.lighting

PERFORMANCE iN LIGHTING USA, Inc.
2621 Keys Pointe
Conyers GA 30013 - USA
Phone +1 770 822 2115
Fax +1 770 822 9925
info.usa@pil.lighting

PERFORMANCE iN LIGHTING PORTUGAL
Estrada da Circunvalação 3558 / 3560
4435-186 Porto - Portugal
Tel. +351 229 770 624
Fax +351 229 770 699
info.pt@pil.lighting



METSÄ GROUP HEADQUARTERS | Espoo | FINLAND

INDOOR | GENERAL INDOOR
INDOOR GENERAL LIGHTING

Maximum versatility and integration: we develop indoor lighting systems that perfectly interact with architecture, favouring the balance 

between natural and artificial light. Our high-tech lighting solutions solve any spatial requirements, respecting the characteristics of each 

project.
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SUSPENDED

CEILING SURFACE MOUNTED CEILING RECESSED

INLAYED

DOWNLIGHTS

WALL AND CEILING MOUNTED

3

9 
FL300/600/625 PL LED

7 
FL ROUND 333 PL

12 
FL ROUND 555 PL

14 
SL780 PL

4 
LIQUID PL

42 
DL185+

47 
DL220+

52 
DLSB LED

57 
DM190+

62 
DM225+

15 
LUMINICA

18 
LUMINICA UP

21  
FL300/600/625 AB LED

27 
SL780 AB

23 
FL ROUND 333 AB

30 
FL ROUND 333 EB

25 
FL ROUND 555 AB

32 
FL ROUND 555 EB

28 
FL300/600/625 EB LED

36 
FLSB 600/625EL LED

40 
FL 600/625EL TW LED

38 
FL 600/625EL 
MEDICUS LED

34 
FL600/625 EL LED

68 
WL SQUARE

72 
KL375 LED 

71 
KL270 LED 

67 
WL ROUND

70 
KL376 LED 

69 
KL271 LED 



LIQUID PL
design by WALTER DE SILVA
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LIQUID PL 
M3

LIQUID PL 
M2

LIQUID PL 
M1

C/EW

Suspended round LED luminaire for indoors, comprising:
¬ Die-cast aluminium luminaire head and canopy, 

powder coated or with exclusive water lacquering.
¬ Aluminium (M1 model) or steel (M2+M3 model) 

suspension tube, powder coated or with exclusive 
water lacquering.

¬ Flowing forms create a dynamically vibrant sculptural 
effect that remains suspended in time.

The fitting is available with different light optics:
¬ Optical diffuser with integrated high transmittance 

conductor in shiny semi-mirroring glass (PLATIN)
¬ Optical diffuser with integrated high transmittance 

conductor in black glass (BLACK)

¬ Optical diffuser with integrated high transmittance 
conductor in shiny opal white glass (WHITE)

¬ Direct light distribution
¬ LED Sidelight-Technology for a homogenous light 

distribution over the entire area of the cover
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Sensor device available with task oriented PIR detector 

and daylight control
¬ Special colour versions available upon request

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

Light optic with integrated high-transmit-
ting light  
conductor made of partially reflective 
glossy glass (PLATINE)

Light optic with integrated high-transmit-
ting light conductor made of black glass 
(BLACK)

Light optic with integrated high-transmit-
ting light  
conductor made of opal white glossy glass 
(WHITE)

LIGHT OPTIC OFF/ON

4

  max 7,3 kg   max 7,5 kg   max  7,7 kg
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C/EW  -  55 W  -  3000 K  8712211553380
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C/EW  -  55 W  -  3000 K  8712211556320
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C/EW  -  55 W  -  3000 K  8712211553310
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45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/EW  -  55 W  -  3000 K  8712211553381

INDOOR  |  GENERAL INDOOR  |  SUSPENDED  |  LIQUID PL

LIQUID PL M1 BLACK IK02 0.20J xx0 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
55 W I - ü 80 3000 ü C/EW 2 x 46° 6200 lm 1140 lm 80 10 50000 h 8712211553340
55 W I - ü 80 3000 ü C/EW 2 x 46° 6200 lm 1140 lm 80 10 50000 h q 8712211553380

Power LED - dimmable DALI 220-240 V 50/60 Hz
55 W I - ü 80 3000 ü C/EW 2 x 46° 6200 lm 1140 lm 80 10 50000 h 8712211556340
55 W I - ü 80 3000 ü C/EW 2 x 46° 6200 lm 1140 lm 80 10 50000 h q 8712211556380

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
55 W I - ü 80 3000 ü C/EW 2 x 46° 6200 lm 1140 lm 80 10 50000 h 8712211558340
55 W I - ü 80 3000 ü C/EW 2 x 46° 6200 lm 1140 lm 80 10 50000 h q 8712211558380

LIQUID PL M1 WHITE IK02 0.20J xx0 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
55 W I - - 80 3000 ü C/EW 2 x 57°/58° 6200 lm 4130 lm 80 10 50000 h 8712211553300
55 W I - - 80 3000 ü C/EW 2 x 57°/58° 6200 lm 4130 lm 80 10 50000 h 8712211553310

Power LED - dimmable DALI 220-240 V 50/60 Hz
55 W I - - 80 3000 ü C/EW 2 x 57°/58° 6200 lm 4130 lm 80 10 50000 h 8712211556300
55 W I - - 80 3000 ü C/EW 2 x 57°/58° 6200 lm 4130 lm 80 10 50000 h 8712211556310

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
55 W I - - 80 3000 ü C/EW 2 x 57°/58° 6200 lm 4130 lm 80 10 50000 h 8712211558300
55 W I - - 80 3000 ü C/EW 2 x 57°/58° 6200 lm 4130 lm 80 10 50000 h 8712211558310

LIQUID PL M1 PLATIN IK02 0.20J xx0 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
55 W I - ü 80 3000 ü C/EW 2 x 48° 6200 lm 1020 lm 80 10 50000 h 8712211553320

Power LED - dimmable DALI 220-240 V 50/60 Hz
55 W I - ü 80 3000 ü C/EW 2 x 48° 6200 lm 1020 lm 80 10 50000 h 8712211556320

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
55 W I - ü 80 3000 ü C/EW 2 x 48° 6200 lm 1020 lm 80 10 50000 h 8712211558320

LIQUID PL M2 BLACK IK02 0.20J xx0 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
55 W I - ü 80 3000 ü C/EW 2 x 46° 6200 lm 1140 lm 80 10 50000 h 8712211553341
55 W I - ü 80 3000 ü C/EW 2 x 46° 6200 lm 1140 lm 80 10 50000 h q 8712211553381

Power LED - dimmable DALI 220-240 V 50/60 Hz
55 W I - ü 80 3000 ü C/EW 2 x 46° 6200 lm 1140 lm 80 10 50000 h 8712211556341
55 W I - ü 80 3000 ü C/EW 2 x 46° 6200 lm 1140 lm 80 10 50000 h q 8712211556381

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
55 W I - ü 80 3000 ü C/EW 2 x 46° 6200 lm 1140 lm 80 10 50000 h 8712211558341
55 W I - ü 80 3000 ü C/EW 2 x 46° 6200 lm 1140 lm 80 10 50000 h q 8712211558381
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C/EW  -  55 W  -  3000 K  8712211553382
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C/EW  -  55 W  -  3000 K  8712211556321
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C/EW  -  55 W  -  3000 K  8712211556322

LIQUID PL M2 WHITE IK02 0.20J xx0 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
55 W I - - 80 3000 ü C/EW 2 x 57°/58° 6200 lm 4130 lm 80 10 50000 h 8712211553301
55 W I - - 80 3000 ü C/EW 2 x 57°/58° 6200 lm 4130 lm 80 10 50000 h 8712211553311

Power LED - dimmable DALI 220-240 V 50/60 Hz
55 W I - - 80 3000 ü C/EW 2 x 57°/58° 6200 lm 4130 lm 80 10 50000 h 8712211556301
55 W I - - 80 3000 ü C/EW 2 x 57°/58° 6200 lm 4130 lm 80 10 50000 h 8712211556311

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
55 W I - - 80 3000 ü C/EW 2 x 57°/58° 6200 lm 4130 lm 80 10 50000 h 8712211558301
55 W I - - 80 3000 ü C/EW 2 x 57°/58° 6200 lm 4130 lm 80 10 50000 h 8712211558311

LIQUID PL M2 PLATIN IK02 0.20J xx0 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
55 W I - ü 80 3000 ü C/EW 2 x 48° 6200 lm 1020 lm 80 10 50000 h 8712211553321

Power LED - dimmable DALI 220-240 V 50/60 Hz
55 W I - ü 80 3000 ü C/EW 2 x 48° 6200 lm 1020 lm 80 10 50000 h 8712211556321

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
55 W I - ü 80 3000 ü C/EW 2 x 48° 6200 lm 1020 lm 80 10 50000 h 8712211558321

LIQUID PL M3 BLACK IK02 0.20J xx0 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
55 W I - ü 80 3000 ü C/EW 2 x 46° 6200 lm 1140 lm 80 10 50000 h 8712211553342
55 W I - ü 80 3000 ü C/EW 2 x 46° 6200 lm 1140 lm 80 10 50000 h q 8712211553382

Power LED - dimmable DALI 220-240 V 50/60 Hz
55 W I - ü 80 3000 ü C/EW 2 x 46° 6200 lm 1140 lm 80 10 50000 h 8712211556342
55 W I - ü 80 3000 ü C/EW 2 x 46° 6200 lm 1140 lm 80 10 50000 h q 8712211556382

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
55 W I - ü 80 3000 ü C/EW 2 x 46° 6200 lm 1140 lm 80 10 50000 h 8712211558342
55 W I - ü 80 3000 ü C/EW 2 x 46° 6200 lm 1140 lm 80 10 50000 h q 8712211558382

LIQUID PL M3 WHITE IK02 0.20J xx0 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
55 W I - - 80 3000 ü C/EW 2 x 57°/58° 6200 lm 4130 lm 80 10 50000 h 8712211553302
55 W I - - 80 3000 ü C/EW 2 x 57°/58° 6200 lm 4130 lm 80 10 50000 h 8712211553312

Power LED - dimmable DALI 220-240 V 50/60 Hz
55 W I - - 80 3000 ü C/EW 2 x 57°/58° 6200 lm 4130 lm 80 10 50000 h 8712211556302
55 W I - - 80 3000 ü C/EW 2 x 57°/58° 6200 lm 4130 lm 80 10 50000 h 8712211556312

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
55 W I - - 80 3000 ü C/EW 2 x 57°/58° 6200 lm 4130 lm 80 10 50000 h 8712211558302
55 W I - - 80 3000 ü C/EW 2 x 57°/58° 6200 lm 4130 lm 80 10 50000 h 8712211558312

LIQUID PL M3 PLATIN IK02 0.20J xx0 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
55 W I - ü 80 3000 ü C/EW 2 x 48° 6200 lm 1020 lm 80 10 50000 h 8712211553322

Power LED - dimmable DALI 220-240 V 50/60 Hz
55 W I - ü 80 3000 ü C/EW 2 x 48° 6200 lm 1020 lm 80 10 50000 h 8712211556322

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
55 W I - ü 80 3000 ü C/EW 2 x 48° 6200 lm 1020 lm 80 10 50000 h 8712211558322

6



G
EN

ER
A

L 
IN

D
O

O
R

FL ROUND 333 PL

      

ø 232

14

ø 332

MICROPRISMATIC COVER OPAL COVER S/BS/A

INDOOR  |  GENERAL INDOOR  |  SUSPENDED  |  FL ROUND 333 PL

Suspended round LED luminaire for indoors, consisting 
of:
¬ Housing made from sheet steel and diecast 

aluminium, powder-coated
The fitting is available with different light optics:
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Opal white diffuser cover for optimum light diffusion 

and excellent uniformity
¬ LED Sidelight-Technology and light orienting plastic 

optic for a homogenous light distribution over the 

entire area of the cover
¬ Light distribution direct or predominantly direct
¬ Glare prevention in accordance with DIN EN 12464-1 

(for designs with micro prism)
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with steel suspension cable (1.5 m), 

transparent power cord and ceiling rose
¬ Complete with electric converter

  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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  max 2,9 kg
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S/A  -  26 W  -  4000 K  8333261263410
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S/B  -  26 W  -  4000 K  8333491263410

FL ROUND 333 PL MP IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/A 2 x 47° 3300 lm 2620 lm 80 10 50000 h 8333261263410
26 W I - - 80 3000 ü S/A 2 x 47° 3200 lm 2540 lm 80 10 50000 h 8333261263310
10 W I - ü 80 4000 ü S/A 2 x 47° 1300 lm 1110 lm 80 10 50000 h 8333261123410
10 W I - ü 80 3000 ü S/A 2 x 47° 1260 lm 1080 lm 80 10 50000 h 8333261123310

Power LED - dimmable DALI 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/A 2 x 47° 3300 lm 2620 lm 80 10 50000 h 8333261266410
26 W I - - 80 3000 ü S/A 2 x 47° 3200 lm 2540 lm 80 10 50000 h 8333261266310
10 W I - ü 80 4000 ü S/A 2 x 47° 1300 lm 1110 lm 80 10 50000 h 8333261126410
10 W I - ü 80 3000 ü S/A 2 x 47° 1260 lm 1080 lm 80 10 50000 h 8333261126310

FL ROUND 333 PL OP IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/A 2 x 56° 3300 lm 2750 lm 80 10 50000 h 8333291263410
26 W I - - 80 3000 ü S/A 2 x 56° 3200 lm 2670 lm 80 10 50000 h 8333291263310
11 W I - - 80 4000 ü S/A 2 x 56° 1500 lm 1290 lm 80 10 50000 h 8333291123410
11 W I - - 80 3000 ü S/A 2 x 56° 1460 lm 1250 lm 80 10 50000 h 8333291123310

Power LED - dimmable DALI 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/A 2 x 56° 3300 lm 2750 lm 80 10 50000 h 8333291266410
26 W I - - 80 3000 ü S/A 2 x 56° 3200 lm 2670 lm 80 10 50000 h 8333291266310
11 W I - - 80 4000 ü S/A 2 x 56° 1500 lm 1290 lm 80 10 50000 h 8333291126410
11 W I - - 80 3000 ü S/A 2 x 56° 1460 lm 1250 lm 80 10 50000 h 8333291126310

FL ROUND 333 PL MP CORONA IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/B 2 x 47° 3300 lm 2700 lm 80 10 50000 h 8333461263410
26 W I - - 80 3000 ü S/B 2 x 47° 3200 lm 2620 lm 80 10 50000 h 8333461263310
11 W I - ü 80 4000 ü S/B 2 x 47° 1500 lm 1280 lm 80 10 50000 h 8333461123410
11 W I - ü 80 3000 ü S/B 2 x 47° 1460 lm 1240 lm 80 10 50000 h 8333461123310

Power LED - dimmable DALI 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/B 2 x 47° 3300 lm 2700 lm 80 10 50000 h 8333461266410
26 W I - - 80 3000 ü S/B 2 x 47° 3200 lm 2620 lm 80 10 50000 h 8333461266310
11 W I - ü 80 4000 ü S/B 2 x 47° 1500 lm 1280 lm 80 10 50000 h 8333461126410
11 W I - ü 80 3000 ü S/B 2 x 47° 1460 lm 1240 lm 80 10 50000 h 8333461126310

FL ROUND 333 PL OP CORONA IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/B 2 x 56° 3300 lm 2810 lm 80 10 50000 h 8333491263410
26 W I - - 80 3000 ü S/B 2 x 56° 3200 lm 2730 lm 80 10 50000 h 8333491263310
11 W I - - 80 4000 ü S/B 2 x 56° 1500 lm 1330 lm 80 10 50000 h 8333491123410
11 W I - - 80 3000 ü S/B 2 x 56° 1460 lm 1290 lm 80 10 50000 h 8333491123310

Power LED - dimmable DALI 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/B 2 x 56° 3300 lm 2810 lm 80 10 50000 h 8333491266410
26 W I - - 80 3000 ü S/B 2 x 56° 3200 lm 2730 lm 80 10 50000 h 8333491266310
11 W I - - 80 4000 ü S/B 2 x 56° 1500 lm 1330 lm 80 10 50000 h 8333491126410
11 W I - - 80 3000 ü S/B 2 x 56° 1460 lm 1290 lm 80 10 50000 h 8333491126310
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FL300/600/625 PL LED

       

OPAL COVER DIAMOND COVER

12
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15
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� 220
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20
0

200

� 280
� 300

12

� 596

20
0

200

� 280
� 300

S/BS/A

FL300PL LED 
OPAL COVER 

OPAL COVER CORONA

FL625PL LED 
OPAL COVER 

DIAMOND COVER 
DIAMOND COVER CORONA 

OPAL COVER CORONA

FL600PL LED 
OPAL COVER 

DIAMOND COVER 
DIAMOND COVER CORONA 

OPAL COVER CORONA

INDOOR  |  GENERAL INDOOR  |  SUSPENDED  |  FL300/600/625 PL LED

Inlayed LED luminaire for indoors, comprising:
¬ Housing made of extruded aluminium profile, 

powder-coated
The fitting is available with different light optics:
¬ Diamond prism cover for efficient light control, 

minimisation of glare and a high uniformity
¬ LED Sidelight-Technology and light orienting plastic 

optic for a homogenous light distribution over the 
entire area of the cover

¬ Light distribution direct or predominantly direct

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with steel suspension cable (1.5 m), 

transparent power cord and ceiling rose
¬ Complete with electric converter
¬ VDU application suitable acc. to EN 12464-1 (versions 

with diamond prism)
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

9

  max 3,1 kg   max 5,7 kg   max 6,6 kg
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S/A  -  40 W  -  4000 K  8600261403400

FL300PL LED OPAL COVER IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
27 W I - - 80 4000 ü S/A 2 x 55° 2950 lm 2460 lm 80 10 50000 h 8300291233400
27 W I - - 80 3000 ü S/A 2 x 55° 2700 lm 2250 lm 80 10 50000 h 8300291233300

Power LED - dimmable DALI 220-240 V 50/60 Hz
27 W I - - 80 4000 ü S/A 2 x 55° 2950 lm 2460 lm 80 10 50000 h 8300291236400
27 W I - - 80 3000 ü S/A 2 x 55° 2700 lm 2250 lm 80 10 50000 h 8300291236300

FL300PL LED OPAL COVER CORONA IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
27 W I - - 80 4000 ü S/B 2 x 55° 3070 lm 2560 lm 80 10 50000 h 8300491233400
27 W I - - 80 3000 ü S/B 2 x 55° 2820 lm 2350 lm 80 10 50000 h 8300491233300

Power LED - dimmable DALI 220-240 V 50/60 Hz
27 W I - - 80 4000 ü S/B 2 x 55° 3070 lm 2560 lm 80 10 50000 h 8300491236400
27 W I - - 80 3000 ü S/B 2 x 55° 2820 lm 2350 lm 80 10 50000 h 8300491236300

FL600PL LED OPAL COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/A 2 x 57° 6470 lm 4940 lm 80 10 50000 h 8600291403400
45 W I - - 80 3000 ü S/A 2 x 57° 5870 lm 4800 lm 80 10 50000 h 8600291403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/A 2 x 57° 6470 lm 4940 lm 80 10 50000 h 8600291406400
45 W I - - 80 3000 ü S/A 2 x 57° 5870 lm 4800 lm 80 10 50000 h 8600291406300

FL600PL LED DIAMOND COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/A 2 x 50°/47° 5300 lm 4420 lm 80 10 50000 h 8600261403400
40 W I - ü 80 3000 ü S/A 2 x 50°/47° 5150 lm 4290 lm 80 10 50000 h 8600261403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/A 2 x 50°/47° 5300 lm 4420 lm 80 10 50000 h 8600261406400
40 W I - ü 80 3000 ü S/A 2 x 50°/47° 5150 lm 4290 lm 80 10 50000 h 8600261406300

FL600PL LED DIAMOND COVER CORONA IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/B 2 x 47°/50° 5300 lm 4490 lm 80 10 50000 h 8600461403400
40 W I - ü 80 3000 ü S/B 2 x 47°/50° 5150 lm 4350 lm 80 10 50000 h 8600461403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/B 2 x 47°/50° 5300 lm 4490 lm 80 10 50000 h 8600461406400
40 W I - ü 80 3000 ü S/B 2 x 47°/50° 5150 lm 4350 lm 80 10 50000 h 8600461406300
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S/B  -  45 W  -  4000 K  8625491403400

INDOOR  |  GENERAL INDOOR  |  SUSPENDED  |  FL300/600/625 PL LED

FL600PL LED OPAL COVER CORONA IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/B 2 x 56° 6310 lm 5240 lm 80 10 50000 h 8600491403400
45 W I - - 80 3000 ü S/B 2 x 56° 5720 lm 5080 lm 80 10 50000 h 8600491403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/B 2 x 56° 6310 lm 5240 lm 80 10 50000 h 8600491406400
45 W I - - 80 3000 ü S/B 2 x 56° 5720 lm 5080 lm 80 10 50000 h 8600491406300

FL625PL LED OPAL COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/A 2 x 57° 6080 lm 4940 lm 80 10 50000 h 8625291403400
45 W I - - 80 3000 ü S/A 2 x 57° 5630 lm 4800 lm 80 10 50000 h 8625291403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/A 2 x 57° 6080 lm 4940 lm 80 10 50000 h 8625291406400
45 W I - - 80 3000 ü S/A 2 x 57° 5630 lm 4800 lm 80 10 50000 h 8625291406300

FL625PL LED DIAMOND COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/A 2 x 50°/47° 5300 lm 4420 lm 80 10 50000 h 8625261403400
40 W I - ü 80 3000 ü S/A 2 x 50°/47° 5150 lm 4290 lm 80 10 50000 h 8625261403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/A 2 x 50°/47° 5300 lm 4420 lm 80 10 50000 h 8625261406400
40 W I - ü 80 3000 ü S/A 2 x 50°/47° 5150 lm 4290 lm 80 10 50000 h 8625261406300

FL625PL LED DIAMOND COVER CORONA IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/B 2 x 47°/50° 5300 lm 4490 lm 80 10 50000 h 8625461403400
40 W I - ü 80 3000 ü S/B 2 x 47°/50° 5150 lm 4350 lm 80 10 50000 h 8625461403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/B 2 x 47°/50° 5300 lm 4490 lm 80 10 50000 h 8625461406400
40 W I - ü 80 3000 ü S/B 2 x 47°/50° 5150 lm 4350 lm 80 10 50000 h 8625461406300

FL625PL LED OPAL COVER CORONA IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/B 2 x 58° 6190 lm 5240 lm 80 10 50000 h 8625491403400
45 W I - - 80 3000 ü S/B 2 x 58° 5880 lm 5080 lm 80 10 50000 h 8625491403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/B 2 x 58° 6190 lm 5240 lm 80 10 50000 h 8625491406400
45 W I - - 80 3000 ü S/B 2 x 58° 5880 lm 5080 lm 80 10 50000 h 8625491406300
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FL ROUND 555 PL

      

ø 232

14

ø 552

S/BS/AMICROPRISMATIC COVER OPAL COVER

Suspended round LED luminaire for indoors, consisting 
of:
¬ Housing made from sheet steel and diecast 

aluminium, powder-coated
The fitting is available with different light optics:
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Opal white diffuser cover for optimum light diffusion 

and excellent uniformity
¬ LED Sidelight-Technology and light orienting plastic 

optic for a homogenous light distribution over the 

entire area of the cover
¬ Light distribution direct or predominantly direct
¬ Glare prevention in accordance with DIN EN 12464-1 

(for designs with micro prism)
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with steel suspension cable (1.5 m), 

transparent power cord and ceiling rose
¬ Complete with electric converter

  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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S/B  -  50 W  -  4000 K  8555691516410

INDOOR  |  GENERAL INDOOR  |  SUSPENDED  |  FL ROUND 555 PL

FL ROUND 555 PL MP IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/A 2 x 47° 6500 lm 5100 lm 80 10 50000 h 8555261513410
50 W I - - 80 3000 ü S/A 2 x 47° 6310 lm 4950 lm 80 10 50000 h 8555261513310
30 W I - ü 80 4000 ü S/A 2 x 47° 4700 lm 3260 lm 80 10 50000 h 8555261343410
30 W I - ü 80 3000 ü S/A 2 x 47° 4560 lm 3160 lm 80 10 50000 h 8555261343310

Power LED - dimmable DALI 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/A 2 x 47° 6500 lm 5100 lm 80 10 50000 h 8555261516410
50 W I - - 80 3000 ü S/A 2 x 47° 6310 lm 4950 lm 80 10 50000 h 8555261516310
30 W I - ü 80 4000 ü S/A 2 x 47° 4700 lm 3260 lm 80 10 50000 h 8555261346410
30 W I - ü 80 3000 ü S/A 2 x 47° 4560 lm 3160 lm 80 10 50000 h 8555261346310

FL ROUND 555 PL OP IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/A 2 x 57° 6500 lm 5290 lm 80 10 50000 h 8555291513410
50 W I - - 80 3000 ü S/A 2 x 57° 6310 lm 5130 lm 80 10 50000 h 8555291513310
34 W I - - 80 4000 ü S/A 2 x 57° 4700 lm 3780 lm 80 10 50000 h 8555291343410
34 W I - - 80 3000 ü S/A 2 x 57° 4560 lm 3670 lm 80 10 50000 h 8555291343310

Power LED - dimmable DALI 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/A 2 x 57° 6500 lm 5290 lm 80 10 50000 h 8555291516410
50 W I - - 80 3000 ü S/A 2 x 57° 6310 lm 5130 lm 80 10 50000 h 8555291516310
34 W I - - 80 4000 ü S/A 2 x 57° 4700 lm 3780 lm 80 10 50000 h 8555291346410
34 W I - - 80 3000 ü S/A 2 x 57° 4560 lm 3670 lm 80 10 50000 h 8555291346310

FL ROUND 555 PL MP CORONA IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/B 2 x 47° 6500 lm 5470 lm 80 10 50000 h 8555461513410
50 W I - - 80 3000 ü S/B 2 x 47° 6310 lm 5310 lm 80 10 50000 h 8555461513310
34 W I - ü 80 4000 ü S/B 2 x 47° 4700 lm 3920 lm 80 10 50000 h 8555461343410
34 W I - ü 80 3000 ü S/B 2 x 47° 4560 lm 3800 lm 80 10 50000 h 8555461343310

Power LED - dimmable DALI 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/B 2 x 47° 6500 lm 5470 lm 80 10 50000 h 8555461516410
50 W I - - 80 3000 ü S/B 2 x 47° 6310 lm 5310 lm 80 10 50000 h 8555461516310
34 W I - ü 80 4000 ü S/B 2 x 47° 4700 lm 3920 lm 80 10 50000 h 8555461346410
34 W I - ü 80 3000 ü S/B 2 x 47° 4560 lm 3800 lm 80 10 50000 h 8555461346310

FL ROUND 555 PL OP CORONA IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/B 2 x 57° 6500 lm 5580 lm 80 10 50000 h 8555491513410
50 W I - - 80 3000 ü S/B 2 x 57° 6310 lm 5410 lm 80 10 50000 h 8555491513310
34 W I - - 80 4000 ü S/B 2 x 57° 4700 lm 4000 lm 80 10 50000 h 8555491343410
34 W I - - 80 3000 ü S/B 2 x 57° 4560 lm 3880 lm 80 10 50000 h 8555491343310

Power LED - dimmable DALI 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/B 2 x 57° 6500 lm 5580 lm 80 10 50000 h 8555491516410
50 W I - - 80 3000 ü S/B 2 x 57° 6310 lm 5410 lm 80 10 50000 h 8555491516310
34 W I - - 80 4000 ü S/B 2 x 57° 4700 lm 4000 lm 80 10 50000 h 8555491346410
34 W I - - 80 3000 ü S/B 2 x 57° 4560 lm 3880 lm 80 10 50000 h 8555491346310
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S/AOPAL COVER

SL 780 PL 
S

SL 780 PL 
M

SL 780 PL 
L

Suspended round LED luminaire for indoors, consisting 
of:
¬ Housing made from a curved extruded aluminium 

profile, powder-coated
¬ LED backlight technology and high-diffusing plastic 

optics for homogeneous light intensity distribution 
over the entire light-emitting surface

¬ Direct light distribution

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Includes steel cable suspension (3 m), transparent 

supply line, and ceiling outlet jack
¬ Complete with electric converter

  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

SL780 PL S IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI 220-240 V 50/60 Hz
46 W I - - 80 4000 ü S/A 2 x 53° 7960 lm 6640 lm 80 10 50000 h 8780291476410
46 W I - - 80 3000 ü S/A 2 x 53° 7560 lm 6310 lm 80 10 50000 h 8780291476310

SL780 PL M IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI 220-240 V 50/60 Hz
95 W I - - 80 4000 ü S/A 2 x 53° 16600 lm 14490 lm 80 10 50000 h 8780291976410
95 W I - - 80 3000 ü S/A 2 x 53° 15720 lm 13770 lm 80 10 50000 h 8780291976310

SL780 PL L IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI 220-240 V 50/60 Hz
169 W I - - 80 4000 ü S/A 2 x 53° 29080 lm 24920 lm 80 10 50000 h 8780291176410
169 W I - - 80 3000 ü S/A 2 x 53° 27560 lm 23670 lm 80 10 50000 h 8780291176310

14

  max 8 kg   max 13,5 kg   max 20,5 kg
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LUMINICA
design by ARTEC3 STUDIO
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LUMINICA LUMINICA 
CL

LUMINICA 
S45 CL

www.light-performer.com

A C

B D

LUMINICA

+ +

INDOOR  |  GENERAL INDOOR  |  SUSPENDED  |  LUMINICA

Indoor suspended luminaire, comprising:
¬ Extruded aluminium profile housing, painted
¬ LED strip located inside of the aluminium profile
¬ Suspended with steel aircraft cables with quick fine 

adjustment levelling system
¬ Supply cable made of transparent PVC
¬ Continuous connections up to 5 m feasible
¬ Ice etched diffuser of extruded polycarbonate, to be 

ordered separately
¬ Rose window shaped driver tray in machined 

aluminium, painted, to be ordered separately. 

Available both in DALI and ON/OFF version
¬ Rose window from machined aluminium, ceiling 

mount, for versions with remote driver (Class III)
¬ Suspension kit for intermediate resumptions, to 

be ordered separately. Mandatory for evolutions in 
lengths of more than 2 m or as and from two product 
junctions

¬ Mixed configurations with direct and indirect light are 
not feasible

q  BK-RAL9005 / Black RAL9005 / Textured
  WH-RAL9010 / White RAL9010 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

DIFFUSER

SUSPENSION KIT

GEAR BODY MANDATORY ACCESSORIES

BEGINNING MODULE

CL MODULE

Continuos mounted luminaire Mandatory for evolutions in lengths of more than 2 m or as and 
from two product junctions.

Complete unit
1A+1B+1C+1D = please order 4 codes
A beginning module
B CL module
C diffuser
D suspension kit

15
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500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  8 W  -  3000 K  306369

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  4 W  -  3000 K  306377

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  16,5 W  -  3000 K  306371

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  12 W  -  3000 K  306381

LUMINICA 60 IK10 20J xx9 - 750 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
8 W III - - 90 3000 ü S/EW - 1035 lm 456 lm 90 10 54000 h q 621 mm 306369
8 W III - - 90 3000 ü S/EW - 1035 lm 456 lm 90 10 54000 h 621 mm 306248

LUMINICA 120 IK10 20J xx9 - 750 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
16,5 W III - - 90 3000 ü S/EW - 2070 lm 888 lm 90 10 54000 h q 1221 mm 306371
16,5 W III - - 90 3000 ü S/EW - 2070 lm 888 lm 90 10 54000 h 1221 mm 306250

LUMINICA 30 CL IK10 20J xx9 - 750 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
4 W III - - 90 3000 ü S/EW - 517 lm 223 lm 90 10 54000 h q 300 mm 306377
4 W III - - 90 3000 ü S/EW - 517 lm 223 lm 90 10 54000 h 300 mm 306256

LUMINICA 90 CL IK10 20J xx9 - 750 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
12 W III - - 90 3000 ü S/EW - 1552 lm 676 lm 90 10 54000 h q 900 mm 306381
12 W III - - 90 3000 ü S/EW - 1552 lm 676 lm 90 10 54000 h 900 mm 306260

Diffuser

Suspension kit

Beginning module

CL module

Continuos mounted luminaire

16
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500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  20,5 W  -  3000 K  306385

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  7,5 W  -  3000 K  306401

310987

310972
310973
310974
310975
310993
310994
310995
310996

310976
310997

310986 311017
311018

311015
311016

INDOOR  |  GENERAL INDOOR  |  SUSPENDED  |  LUMINICA

LUMINICA 150 CL IK10 20J xx9 - 750 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
20,5 W III - - 90 3000 ü S/EW - 2587 lm 1095 lm 90 10 54000 h q 1500 mm 306385
20,5 W III - - 90 3000 ü S/EW - 2587 lm 1095 lm 90 10 54000 h 1500 mm 306264

LUMINICA S45 CL IK10 20J xx9 - 750 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
7,5 W III - - 90 3000 ü S/EW - 1035 lm 397 lm 90 10 54000 h q 450 mm 306401
7,5 W III - - 90 3000 ü S/EW - 1035 lm 397 lm 90 10 54000 h 450 mm 306280

MANDATORY ACCESSORIES

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

LUMINICA
Diffuser LUMINICA 5430 mm 310987

LUMINICA

Ceiling rose Ø 300 mm 150 W 310972

Ceiling rose Ø 300 mm 150 W q 310993

Ceiling rose Ø 300 mm 70 W 310973

Ceiling rose Ø 300 mm 70 W q 310994

Ceiling rose Ø 100 mm 310976

Ceiling rose Ø 100 mm q 310997

Suspension kit 310986

Kit DRIVER DC 150W 24V 311017

Kit DRIVER DC 70W 24V 311018

LUMINICA - DALI

Ceiling rose Ø 300 mm 100 W DALI q 310996

Ceiling rose Ø 300 mm 100 W DALI 310975

Ceiling rose Ø 300 mm 150 W DALI q 310995

Ceiling rose Ø 300 mm 150 W DALI 310974

Kit DRIVER LCA 150W 24V DALI 311015

Kit DRIVER LCA 100W 24V DALI 311016

17



LUMINICA UP
design by ARTEC3 STUDIO

    

35

600 / 1200
621,2 / 1221,2

36
,5

21,2

35

35

15
5

450

35

300 / 900 / 1500

35

LUMINICA UP LUMINICA UP 
CL

LUMINICA UP 
S45 CL

www.light-performer.com

A C

B D

LUMINICA UP

+ +

Indoor suspended luminaire, comprising:
¬ Extruded aluminium profile housing, painted
¬ LED strip located inside of the aluminium profile
¬ Suspended with steel aircraft cables with quick fine 

adjustment levelling system
¬ Supply cable made of transparent PVC
¬ Continuous connections up to 5 m feasible
¬ Ice etched diffuser of extruded polycarbonate, to be 

ordered separately
¬ Rose window shaped driver tray in machined 

aluminium, painted, to be ordered separately. 

Available both in DALI and ON/OFF version
¬ Rose window from machined aluminium, ceiling 

mount, for versions with remote driver (Class III)
¬ Suspension kit for intermediate resumptions, to 

be ordered separately. Mandatory for evolutions in 
lengths of more than 2 m or as and from two product 
junctions

¬ Mixed configurations with direct and indirect light are 
not feasible

q  BK-RAL9005 / Black RAL9005 / Textured
  WH-RAL9010 / White RAL9010 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

DIFFUSER

SUSPENSION KIT

GEAR BODY MANDATORY ACCESSORIES

BEGINNING MODULE

CL MODULE

Continuos mounted luminaire Mandatory for evolutions in lengths of more than 2 m or as and 
from two product junctions.

Complete unit
1A+1B+1C+1D = please order 4 codes
A beginning module
B CL module
C diffuser
D suspension kit

18

+



G
EN

ER
A

L 
IN

D
O

O
R

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

S/EW  -  8 W  -  3000 K  306373

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

S/EW  -  4 W  -  3000 K  306389

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

S/EW  -  16,5 W  -  3000 K  306375

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

S/EW  -  12 W  -  3000 K  306393

INDOOR  |  GENERAL INDOOR  |  SUSPENDED  |  LUMINICA UP

LUMINICA UP 60 IK10 20J xx9 - 750 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
8 W III - - 90 3000 ü S/EW - 1035 lm 456 lm 90 10 54000 h q 621 mm 306373
8 W III - - 90 3000 ü S/EW - 1035 lm 456 lm 90 10 54000 h 621 mm 306252

LUMINICA UP 120 IK10 20J xx9 - 750 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
16,5 W III - - 90 3000 ü S/EW - 2070 lm 888 lm 90 10 54000 h q 1221 mm 306375
16,5 W III - - 90 3000 ü S/EW - 2070 lm 888 lm 90 10 54000 h 1221 mm 306254

LUMINICA UP 30 CL IK10 20J xx9 - 750 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
4 W III - - 90 3000 ü S/EW - 517 lm 223 lm 90 10 54000 h q 300 mm 306389
4 W III - - 90 3000 ü S/EW - 517 lm 223 lm 90 10 54000 h 300 mm 306268

LUMINICA UP 90 CL IK10 20J xx9 - 750 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
12 W III - - 90 3000 ü S/EW - 1552 lm 676 lm 90 10 54000 h q 1500 mm 306393
12 W III - - 90 3000 ü S/EW - 1552 lm 676 lm 90 10 54000 h 900 mm 306272

Diffuser

Suspension kit

Beginning module

CL module

Continuos mounted luminaire
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500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

S/EW  -  20,5 W  -  3000 K  306397

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

S/EW  -  7,5 W  -  3000 K  306405

310972
310973
310974
310975
310993
310994
310995
310996

310976
310997

310984 311023

311017
311018

311015
311016

310987

MANDATORY ACCESSORIES

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

LUMINICA UP
Diffuser LUMINICA 5430 mm 310987

LUMINICA UP

Ceiling rose Ø 300 mm 150 W 310972

Ceiling rose Ø 300 mm 70 W 310973

Ceiling rose Ø 100 mm 310976

Ceiling rose Ø 300 mm 150 W q 310993

Ceiling rose Ø 300 mm 70 W q 310994

Ceiling rose Ø 100 mm q 310997

Junction kit LUMINICA UP 310984

Suspension kit LUMINICA UP q 311023

Kit DRIVER DC 70W 24V 311018

Kit DRIVER DC 150W 24V 311017

LUMINICA UP - DALI

Ceiling rose Ø 300 mm 100 W DALI q 310996

Ceiling rose Ø 300 mm 100 W DALI 310975

Ceiling rose Ø 300 mm 150 W DALI q 310995

Ceiling rose Ø 300 mm 150 W DALI 310974

Kit DRIVER LCA 150W 24V DALI 311015

Kit DRIVER LCA 100W 24V DALI 311016

LUMINICA UP 150 CL IK10 20J xx9 - 750 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
20,5 W III - - 90 3000 ü S/EW - 2587 lm 1095 lm 90 10 54000 h q 1500 mm 306397
20,5 W III - - 90 3000 ü S/EW - 2587 lm 1095 lm 90 10 54000 h 1500 mm 306276

LUMINICA UP S45 CL IK10 20J xx9 - 750 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
7,5 W III - - 90 3000 ü S/EW - 1035 lm 397 lm 90 10 54000 h q 450 mm 306405
7,5 W III - - 90 3000 ü S/EW - 1035 lm 397 lm 90 10 54000 h 450 mm 306284

20
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FL300/600/625 AB LED

       

12 52

� 296

15
5

155

200

12 52

� 596

20
0

200

270

12 52

� 620

20
0

200

270

OPAL COVER DIAMOND COVER S/B - CORONA

FL300AB LED 
OPAL COVER CORONA

FL600AB LED 
DIAMOND COVER CORONA 

OPAL COVER CORONA

FL625AB LED 
DIAMOND COVER CORONA 

OPAL COVER CORONA

INDOOR  |  GENERAL INDOOR  |  CEILING SURFACE MOUNTED  |  FL300/600/625 AB LED

Surface-mounted quadratic LED luminaire for indoors, 
comprising of:
¬ Housing made of extruded aluminium profile, 

powder-coated
The fitting is available with different light optics:
¬ Diamond prism cover for efficient light control, 

minimisation of glare and a high uniformity
¬ LED Sidelight-Technology and light orienting plastic 

optic for a homogenous light distribution over the 

entire area of the cover
¬ Predominantly direct light distribution
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with electric converter
¬ VDU application suitable acc. to EN 12464-1 (versions 

with diamond prism)
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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  max 3,1 kg   max 5,7 kg   max 6,6 kg



 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/B  -  27 W  -  4000 K  8300691233400

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/B  -  45 W  -  4000 K  8600691403400

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/B  -  40 W  -  4000 K  8600661403400

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/B  -  40 W  -  4000 K  8625661403400

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/B  -  45 W  -  4000 K  8625691403400

FL300AB LED OPAL COVER CORONA IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
27 W I - - 80 4000 ü S/B 2 x 55° 3070 lm 2560 lm 80 10 50000 h 8300691233400
27 W I - - 80 3000 ü S/B 2 x 55° 2820 lm 2350 lm 80 10 50000 h 8300691233300

Power LED - dimmable DALI 220-240 V 50/60 Hz
27 W I - - 80 4000 ü S/B 2 x 55° 3070 lm 2560 lm 80 10 50000 h 8300691236400
27 W I - - 80 3000 ü S/B 2 x 55° 2820 lm 2350 lm 80 10 50000 h 8300691236300

FL600AB LED DIAMOND COVER CORONA IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/B 2 x 47°/50° 5300 lm 4490 lm 80 10 50000 h 8600661403400
40 W I - ü 80 3000 ü S/B 2 x 47°/50° 5150 lm 4350 lm 80 10 50000 h 8600661403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/B 2 x 47°/50° 5300 lm 4490 lm 80 10 50000 h 8600661406400
40 W I - ü 80 3000 ü S/B 2 x 47°/50° 5150 lm 4350 lm 80 10 50000 h 8600661406300

FL600AB LED OPAL COVER CORONA IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/B 2 x 57° 6310 lm 5240 lm 80 10 50000 h 8600691403400
45 W I - - 80 3000 ü S/B 2 x 57° 5720 lm 5080 lm 80 10 50000 h 8600691403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/B 2 x 57° 6310 lm 5240 lm 80 10 50000 h 8600691406400
45 W I - - 80 3000 ü S/B 2 x 57° 5720 lm 5080 lm 80 10 50000 h 8600691406300

FL625AB LED DIAMOND COVER CORONA IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/B 2 x 47°/50° 5300 lm 4490 lm 80 10 50000 h 8625661403400
40 W I - ü 80 3000 ü S/B 2 x 47°/50° 5150 lm 4350 lm 80 10 50000 h 8625661403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/B 2 x 47°/50° 5300 lm 4490 lm 80 10 50000 h 8625661406400
40 W I - ü 80 3000 ü S/B 2 x 47°/50° 5150 lm 4350 lm 80 10 50000 h 8625661406300

FL625AB LED OPAL COVER CORONA IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/B 2 x 57° 6190 lm 5240 lm 80 10 50000 h 8625691403400
45 W I - - 80 3000 ü S/B 2 x 57° 5880 lm 5080 lm 80 10 50000 h 8625691403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/B 2 x 57° 6190 lm 5240 lm 80 10 50000 h 8625691406400
45 W I - - 80 3000 ü S/B 2 x 57° 5880 lm 5080 lm 80 10 50000 h 8625691406300
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FL ROUND 333 AB

      

14 53

ø 332

ø 271

MICROPRISMATIC COVER OPAL COVER S/B

INDOOR  |  GENERAL INDOOR  |  CEILING SURFACE MOUNTED  |  FL ROUND 333 AB

Surface mounted round LED luminaire for indoors, 
consisting of:
¬ Housing made from sheet steel and diecast 

aluminium, powder-coated
The fitting is available with different light optics:
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Opal white diffuser cover for optimum light diffusion 

and excellent uniformity
¬ LED Sidelight-Technology and light orienting plastic 

optic for a homogenous light distribution over the 
entire area of the cover

¬ Predominantly direct light distribution
¬ Glare prevention in accordance with DIN EN 12464-1 

(for designs with micro prism)
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with electric converter

  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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  max 3,5 kg



 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/B  -  26 W  -  4000 K  8333461263410

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/B  -  26 W  -  4000 K  8333491263410

FL ROUND 333 AB MP CORONA IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/B 2 x 47° 3300 lm 2700 lm 80 10 50000 h 8333661263410
26 W I - - 80 3000 ü S/B 2 x 47° 3200 lm 2620 lm 80 10 50000 h 8333661263310
11 W I - ü 80 4000 ü S/B 2 x 47° 1500 lm 1280 lm 80 10 50000 h 8333661123410
11 W I - ü 80 3000 ü S/B 2 x 47° 1460 lm 1240 lm 80 10 50000 h 8333661123310

Power LED - dimmable DALI 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/B 2 x 47° 3300 lm 2700 lm 80 10 50000 h 8333661266410
26 W I - - 80 3000 ü S/B 2 x 47° 3200 lm 2620 lm 80 10 50000 h 8333661266310
11 W I - ü 80 4000 ü S/B 2 x 47° 1500 lm 1280 lm 80 10 50000 h 8333661126410
11 W I - ü 80 3000 ü S/B 2 x 47° 1460 lm 1240 lm 80 10 50000 h 8333661126310

FL ROUND 333 AB OP CORONA IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/B 2 x 56° 3300 lm 2810 lm 80 10 50000 h 8333691263410
26 W I - - 80 3000 ü S/B 2 x 56° 3200 lm 2730 lm 80 10 50000 h 8333691263310
11 W I - - 80 4000 ü S/B 2 x 56° 1500 lm 1330 lm 80 10 50000 h 8333691123410
11 W I - - 80 3000 ü S/B 2 x 56° 1460 lm 1290 lm 80 10 50000 h 8333691123310

Power LED - dimmable DALI 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/B 2 x 56° 3300 lm 2810 lm 80 10 50000 h 8333691266410
26 W I - - 80 3000 ü S/B 2 x 56° 3200 lm 2730 lm 80 10 50000 h 8333691266310
11 W I - - 80 4000 ü S/B 2 x 56° 1500 lm 1330 lm 80 10 50000 h 8333691126410
11 W I - - 80 3000 ü S/B 2 x 56° 1460 lm 1290 lm 80 10 50000 h 8333691126310
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52

MICROPRISMATIC COVER OPAL COVER S/B

INDOOR  |  GENERAL INDOOR  |  CEILING SURFACE MOUNTED  |  FL ROUND 555 AB

Surface mounted round LED luminaire for indoors, 
consisting of:
¬ Housing made from sheet steel and diecast 

aluminium, powder-coated
The fitting is available with different light optics:
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Opal white diffuser cover for optimum light diffusion 

and excellent uniformity
¬ LED Sidelight-Technology and light orienting plastic 

optic for a homogenous light distribution over the 
entire area of the cover

¬ Predominantly direct light distribution
¬ Glare prevention in accordance with DIN EN 12464-1 

(for designs with micro prism)
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with electric converter

  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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  max 5,4 kg



 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/B  -  50 W  -  4000 K  8555661516410

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/B  -  50 W  -  4000 K  8555691516410

FL ROUND 555 AB MP CORONA IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/B 2 x 47° 6500 lm 5470 lm 80 10 50000 h 8555661513410
50 W I - - 80 3000 ü S/B 2 x 47° 6310 lm 5310 lm 80 10 50000 h 8555661513310
34 W I - ü 80 4000 ü S/B 2 x 47° 4700 lm 3920 lm 80 10 50000 h 8555661343410
34 W I - ü 80 3000 ü S/B 2 x 47° 4560 lm 3800 lm 80 10 50000 h 8555661343310

Power LED - dimmable DALI 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/B 2 x 47° 6500 lm 5470 lm 80 10 50000 h 8555661516410
50 W I - - 80 3000 ü S/B 2 x 47° 6310 lm 5310 lm 80 10 50000 h 8555661516310
34 W I - ü 80 4000 ü S/B 2 x 47° 4700 lm 3920 lm 80 10 50000 h 8555661346410
34 W I - ü 80 3000 ü S/B 2 x 47° 4560 lm 3800 lm 80 10 50000 h 8555661346310

FL ROUND 555 AB OP CORONA IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/B 2 x 57° 6500 lm 5580 lm 80 10 50000 h 8555691513410
50 W I - - 80 3000 ü S/B 2 x 57° 6310 lm 5410 lm 80 10 50000 h 8555691513310
34 W I - - 80 4000 ü S/B 2 x 57° 4700 lm 4000 lm 80 10 50000 h 8555691343410
34 W I - - 80 3000 ü S/B 2 x 57° 4560 lm 3880 lm 80 10 50000 h 8555691343310

Power LED - dimmable DALI 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/B 2 x 57° 6500 lm 5580 lm 80 10 50000 h 8555691516410
50 W I - - 80 3000 ü S/B 2 x 57° 6310 lm 5410 lm 80 10 50000 h 8555691516310
34 W I - - 80 4000 ü S/B 2 x 57° 4700 lm 4000 lm 80 10 50000 h 8555691346410
34 W I - - 80 3000 ü S/B 2 x 57° 4560 lm 3880 lm 80 10 50000 h 8555691346310
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400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/A  -  46 W  -  4000 K  8780691476410

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/A  -  169 W  -  4000 K  8780691176410

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/A  -  95 W  -  4000 K  8780691976410

OPAL COVER S/A

SL780 AB 
S

SL780 AB 
M

SL780 AB 
L

INDOOR  |  GENERAL INDOOR  |  CEILING SURFACE MOUNTED  |  SL780 AB

Surface mounted round LED luminaire for indoors, 
consisting of:
¬ Housing made from a curved extruded aluminium 

profile, powder-coated
¬ LED backlight technology and high-diffusing plastic 

optics for homogeneous light intensity distribution 
over the entire light-emitting surface

¬ Direct light distribution
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with electric converter

  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

SL780 AB S IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI 220-240 V 50/60 Hz
46 W I - - 80 4000 ü S/A 2 x 53° 7960 lm 6640 lm 80 10 50000 h 8780691476410
46 W I - - 80 3000 ü S/A 2 x 53° 7560 lm 6310 lm 80 10 50000 h 8780691476310

SL780 AB M IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI 220-240 V 50/60 Hz
95 W I - - 80 4000 ü S/A 2 x 53° 16600 lm 14490 lm 80 10 50000 h 8780691976410
95 W I - - 80 3000 ü S/A 2 x 53° 15720 lm 13770 lm 80 10 50000 h 8780691976310

SL780 AB L IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI 220-240 V 50/60 Hz
169 W I - - 80 4000 ü S/A 2 x 53° 29080 lm 24920 lm 80 10 50000 h 8780691176410
169 W I - - 80 3000 ü S/A 2 x 53° 27560 lm 23670 lm 80 10 50000 h 8780691176310

27

  max 8 kg   max 13,5 kg   max 20,5 kg



FL300/600/625 EB LED

       

12 65

� 296

203

12 65

� 596

525

12 65

� 620

525

S/AOPAL COVER DIAMOND COVER

FL300EB LED 
OPAL COVER

FL600EB LED 
OPAL COVER 

DIAMOND COVER

FL625EB LED 
OPAL COVER 

DIAMOND COVER

Recessed quadratic LED luminaire for indoors, consisting 
of:
¬ Housing made of extruded aluminium profile, 

powder-coated
The fitting is available with different light optics:
¬ Diamond prism cover for efficient light control, 

minimisation of glare and a high uniformity
¬ LED Sidelight-Technology and light orienting plastic 

optic for a homogenous light distribution over the 

entire area of the cover
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with electric converter
¬ VDU application suitable acc. to EN 12464-1 (versions 

with diamond prism)   WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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  max 3,1 kg   max 5,7 kg   max 6,6 kg
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400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/A  -  27 W  -  4000 K  8300591233400

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/A  -  40 W  -  4000 K  8600561403400

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/A  -  45 W  -  4000 K  8600591403400

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/A  -  45 W  -  4000 K  8625591403400

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/A  -  40 W  -  4000 K  8625561403400

INDOOR  |  GENERAL INDOOR  |  CEILING RECESSED  |  FL300/600/625 EB LED

FL300EB LED OPAL COVER IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
27 W I - - 80 4000 ü S/A 2 x 55° 2950 lm 2460 lm 80 10 50000 h 8300591233400
27 W I - - 80 3000 ü S/A 2 x 55° 2700 lm 2250 lm 80 10 50000 h 8300591233300

Power LED - dimmable DALI 220-240 V 50/60 Hz
27 W I - - 80 4000 ü S/A 2 x 55° 2950 lm 2460 lm 80 10 50000 h 8300591236400
27 W I - - 80 3000 ü S/A 2 x 55° 2700 lm 2250 lm 80 10 50000 h 8300591236300

FL600EB LED OPAL COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/A 2 x 57° 6470 lm 4940 lm 80 10 50000 h 8600591403400
45 W I - - 80 3000 ü S/A 2 x 57° 5870 lm 4800 lm 80 10 50000 h 8600591403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/A 2 x 57° 6470 lm 4940 lm 80 10 50000 h 8600591406400
45 W I - - 80 3000 ü S/A 2 x 57° 5870 lm 4800 lm 80 10 50000 h 8600591406300

FL600EB LED DIAMOND COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/A 2 x 50°/47° 5300 lm 4420 lm 80 10 50000 h 8600561403400
40 W I - ü 80 3000 ü S/A 2 x 50°/47° 5150 lm 4290 lm 80 10 50000 h 8600561403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/A 2 x 50°/47° 5300 lm 4420 lm 80 10 50000 h 8600561406400
40 W I - ü 80 3000 ü S/A 2 x 50°/47° 5150 lm 4290 lm 80 10 50000 h 8600561406300

FL625EB LED OPAL COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/A 2 x 57° 6080 lm 4940 lm 80 10 50000 h 8625591403400
45 W I - - 80 3000 ü S/A 2 x 57° 5630 lm 4800 lm 80 10 50000 h 8625591403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/A 2 x 57° 6080 lm 4940 lm 80 10 50000 h 8625591406400
45 W I - - 80 3000 ü S/A 2 x 57° 5630 lm 4800 lm 80 10 50000 h 8625591406300

FL625EB LED DIAMOND COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/A 2 x 50°/47° 5300 lm 4420 lm 80 10 50000 h 8625561403400
40 W I - ü 80 3000 ü S/A 2 x 50°/47° 5150 lm 4290 lm 80 10 50000 h 8625561403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/A 2 x 50°/47° 5300 lm 4420 lm 80 10 50000 h 8625561406400
40 W I - ü 80 3000 ü S/A 2 x 50°/47° 5150 lm 4290 lm 80 10 50000 h 8625561406300
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FL ROUND 333 EB

      

14 62
,5

198

ø 332

MICROPRISMATIC COVER OPAL COVER S/A

Recessed round LED luminaire for indoors, consisting of:
¬ Housing made from sheet steel and diecast 

aluminium, powder-coated
The fitting is available with different light optics:
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Opal white diffuser cover for optimum light diffusion 

and excellent uniformity
¬ LED Sidelight-Technology and light orienting plastic 

optic for a homogenous light distribution over the 

entire area of the cover
¬ Direct light distribution
¬ Glare prevention in accordance with DIN EN 12464-1 

(for designs with micro prism)
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with electric converter

  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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  max 3,8 kg
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500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/A  -  26 W  -  4000 K  8333261263410

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/A  -  26 W  -  4000 K  8333291263410

INDOOR  |  GENERAL INDOOR  |  CEILING RECESSED  |  FL ROUND 333 EB

FL ROUND 333 EB MP IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/A 2 x 47° 3300 lm 2620 lm 80 10 50000 h 8333561263410
26 W I - - 80 3000 ü S/A 2 x 47° 3200 lm 2540 lm 80 10 50000 h 8333561263310
10 W I - ü 80 4000 ü S/A 2 x 47° 1300 lm 1110 lm 80 10 50000 h 8333561123410
10 W I - ü 80 3000 ü S/A 2 x 47° 1260 lm 1080 lm 80 10 50000 h 8333561123310

Power LED - dimmable DALI 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/A 2 x 47° 3300 lm 2620 lm 80 10 50000 h 8333561266410
26 W I - - 80 3000 ü S/A 2 x 47° 3200 lm 2540 lm 80 10 50000 h 8333561266310
10 W I - ü 80 4000 ü S/A 2 x 47° 1300 lm 1110 lm 80 10 50000 h 8333561126410
10 W I - ü 80 3000 ü S/A 2 x 47° 1260 lm 1080 lm 80 10 50000 h 8333561126310

FL ROUND 333 EB OP IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/A 2 x 55° 3300 lm 2750 lm 80 10 50000 h 8333591263410
26 W I - - 80 3000 ü S/A 2 x 55° 3200 lm 2670 lm 80 10 50000 h 8333591263310
11 W I - - 80 4000 ü S/A 2 x 55° 1500 lm 1290 lm 80 10 50000 h 8333591123410
11 W I - - 80 3000 ü S/A 2 x 55° 1460 lm 1250 lm 80 10 50000 h 8333591123310

Power LED - dimmable DALI 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/A 2 x 55° 3300 lm 2750 lm 80 10 50000 h 8333591266410
26 W I - - 80 3000 ü S/A 2 x 55° 3200 lm 2670 lm 80 10 50000 h 8333591266310
11 W I - - 80 4000 ü S/A 2 x 55° 1500 lm 1290 lm 80 10 50000 h 8333591126410
11 W I - - 80 3000 ü S/A 2 x 55° 1460 lm 1250 lm 80 10 50000 h 8333591126310
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FL ROUND 555 EB

      

ø 304

14

ø 552

63

OPAL COVER MICROPRISMATIC COVER S/A

Recessed round LED luminaire for indoors, consisting of:
¬ Housing made from sheet steel and diecast 

aluminium, powder-coated
The fitting is available with different light optics:
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Opal white diffuser cover for optimum light diffusion 

and excellent uniformity
¬ LED Sidelight-Technology and light orienting plastic 

optic for a homogenous light distribution over the 

entire area of the cover
¬ Direct light distribution
¬ Glare prevention in accordance with DIN EN 12464-1 

(for designs with micro prism)
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with electric converter

  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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45°45°45°45°45°
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S/A  -  50 W  -  4000 K  8555561516410

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°
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S/A  -  50 W  -  4000 K  8555591516410

INDOOR  |  GENERAL INDOOR  |  CEILING RECESSED  |  FL ROUND 555 EB

FL ROUND 555 EB MP IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/A 2 x 48° 6500 lm 5100 lm 80 10 50000 h 8555561513410
50 W I - - 80 3000 ü S/A 2 x 48° 6310 lm 4950 lm 80 10 50000 h 8555561513310
30 W I - ü 80 4000 ü S/A 2 x 48° 4700 lm 3260 lm 80 10 50000 h 8555561343410
30 W I - ü 80 3000 ü S/A 2 x 48° 4560 lm 3160 lm 80 10 50000 h 8555561343310

Power LED - dimmable DALI 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/A 2 x 48° 6500 lm 5100 lm 80 10 50000 h 8555561516410
50 W I - - 80 3000 ü S/A 2 x 48° 6310 lm 4950 lm 80 10 50000 h 8555561516310
30 W I - ü 80 4000 ü S/A 2 x 48° 4700 lm 3260 lm 80 10 50000 h 8555561346410
30 W I - ü 80 3000 ü S/A 2 x 48° 4560 lm 3160 lm 80 10 50000 h 8555561346310

FL ROUND 555 EB OP IK06 1J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/A 2 x 57° 6500 lm 5290 lm 80 10 50000 h 8555591513410
50 W I - - 80 3000 ü S/A 2 x 57° 6310 lm 5130 lm 80 10 50000 h 8555591513310
34 W I - - 80 4000 ü S/A 2 x 57° 4700 lm 3780 lm 80 10 50000 h 8555591343410
34 W I - - 80 3000 ü S/A 2 x 57° 4560 lm 3670 lm 80 10 50000 h 8555591343310

Power LED - dimmable DALI 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/A 2 x 57° 6500 lm 5290 lm 80 10 50000 h 8555591516410
50 W I - - 80 3000 ü S/A 2 x 57° 6310 lm 5130 lm 80 10 50000 h 8555591516310
34 W I - - 80 4000 ü S/A 2 x 57° 4700 lm 3780 lm 80 10 50000 h 8555591346410
34 W I - - 80 3000 ü S/A 2 x 57° 4560 lm 3670 lm 80 10 50000 h 8555591346310
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FL600/625 EL LED

       

12 50

� 596

12 50

� 620

S/A

FL600 EL LED 
OPAL COVER 

DIAMOND COVER

FL625 EL LED 
OPAL COVER 

DIAMOND COVER

OPAL COVER DIAMOND COVER

Quadratic lay-in LED luminaire for indoors, consisting of:
¬ Housing made of extruded aluminium profile, 

powder-coated
The fitting is available with different light optics:
¬ Diamond prism cover for efficient light control, 

minimisation of glare and a high uniformity
¬ LED Sidelight-Technology and light orienting plastic 

optic for a homogenous light distribution over the 
entire area of the cover

¬ Colour rendering index Ra > 80

¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Suitable for lattice and coffered ceilings
¬ Complete with electric converter
¬ VDU application suitable acc. to EN 12464-1 (versions 

with diamond prism)
¬ Protection class IP43 (for light emission surface for 

installation in closed ceilings)
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm
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400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°
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S/A  -  45 W  -  4000 K  8625891403400

INDOOR  |  GENERAL INDOOR  |  INLAYED   |  FL600/625 EL LED

FL600EL LED DIAMOND COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/A 2 x 50°/47° 5300 lm 4420 lm 80 10 50000 h 8600861403400
40 W I - ü 80 3000 ü S/A 2 x 50°/47° 5150 lm 4290 lm 80 10 50000 h 8600861403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/A 2 x 50°/47° 5300 lm 4420 lm 80 10 50000 h 8600861406400
40 W I - ü 80 3000 ü S/A 2 x 50°/47° 5150 lm 4290 lm 80 10 50000 h 8600861406300

FL600EL LED OPAL COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/A 2 x 57° 6470 lm 4940 lm 80 10 50000 h 8600891403400
45 W I - - 80 3000 ü S/A 2 x 57° 5870 lm 4800 lm 80 10 50000 h 8600891403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/A 2 x 57° 6470 lm 4940 lm 80 10 50000 h 8600891406400
45 W I - - 80 3000 ü S/A 2 x 57° 5870 lm 4800 lm 80 10 50000 h 8600891406300

FL625EL LED DIAMOND COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/A 2 x 50°/47° 5300 lm 4420 lm 80 10 50000 h 8625861403400
40 W I - ü 80 3000 ü S/A 2 x 50°/47° 5150 lm 4290 lm 80 10 50000 h 8625861403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/A 2 x 50°/47° 5300 lm 4420 lm 80 10 50000 h 8625861406400
40 W I - ü 80 3000 ü S/A 2 x 50°/47° 5150 lm 4290 lm 80 10 50000 h 8625861406300

FL625EL LED OPAL COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/A 2 x 57° 6080 lm 4940 lm 80 10 50000 h 8625891403400
45 W I - - 80 3000 ü S/A 2 x 57° 5630 lm 4800 lm 80 10 50000 h 8625891403300

Power LED - dimmable DALI 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/A 2 x 57° 6080 lm 4940 lm 80 10 50000 h 8625891406400
45 W I - - 80 3000 ü S/A 2 x 57° 5630 lm 4800 lm 80 10 50000 h 8625891406300
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FLSB 600/625EL LED

       

12

� 600

12

� 620

S/AOPAL COVER

FLSB  
600 EL LED

FLSB  
625 EL LED

Lay-in LED luminaire for indoors, consisting of:
¬ Die-cast aluminium housing, powder-coated
¬ LED Sidelight-Technology and light orienting plastic 

optic for a homogenous light distribution over the 
entire area of the cover

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Suitable for lattice and coffered ceilings
¬ Complete with electric converter
¬ UGR <19 for all luminosities
¬ VDU application suitable acc. to EN 12464-1 (versions 

with 26W)
¬ Protection class IP43 (for light emission surface for 

installation in closed ceilings)

¬ Recessed luminaire can only be used for cut ceilings 
with separately available installation frames

¬ Separate accessory allows the lights to be used as a 
suspended, surface mounted or recessed luminaires

  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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  max 3,6 kg   max 3,7 kg
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S/A  -  45 W  -  4000 K  8607891463400

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°
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S/A  -  45 W  -  4000 K  8627891463400

86252015 890000410 8103031800
8105031800

86006010
86256010

86005010
86255010

INDOOR  |  GENERAL INDOOR  |  INLAYED   |  FLSB 600/625EL LED

FLSB 600EL LED OPAL COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/A 2 x 57° 5930 lm 4940 lm 80 10 50000 h 8607891463400
45 W I - - 80 3000 ü S/A 2 x 57° 5760 lm 4800 lm 80 10 50000 h 8607891463300
35 W I - - 80 4000 ü S/A 2 x 57° 4760 lm 3970 lm 80 10 50000 h 8607891363400
35 W I - - 80 3000 ü S/A 2 x 57° 4630 lm 3860 lm 80 10 50000 h 8607891363300
26 W I - - 80 4000 ü S/A 2 x 57° 3680 lm 3070 lm 80 10 50000 h 8607891273400
26 W I - ü 80 3000 ü S/A 2 x 57° 3560 lm 2970 lm 80 10 50000 h 8607891273300

Power LED - dimmable DALI 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/A 2 x 57° 5930 lm 4940 lm 80 10 50000 h 8607891466400
45 W I - - 80 3000 ü S/A 2 x 57° 5760 lm 4800 lm 80 10 50000 h 8607891466300
35 W I - - 80 4000 ü S/A 2 x 57° 4760 lm 3970 lm 80 10 50000 h 8607891366400
35 W I - - 80 3000 ü S/A 2 x 57° 4630 lm 3860 lm 80 10 50000 h 8607891366300
26 W I - - 80 4000 ü S/A 2 x 57° 3680 lm 3070 lm 80 10 50000 h 8607891276400
26 W I - ü 80 3000 ü S/A 2 x 57° 3560 lm 2970 lm 80 10 50000 h 8607891276300

FLSB 625EL LED OPAL COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/A 2 x 57° 5930 lm 4940 lm 80 10 50000 h 8627891463400
45 W I - - 80 3000 ü S/A 2 x 57° 5760 lm 4800 lm 80 10 50000 h 8627891463300
35 W I - - 80 4000 ü S/A 2 x 57° 4760 lm 3970 lm 80 10 50000 h 8627891363400
35 W I - - 80 3000 ü S/A 2 x 57° 4630 lm 3860 lm 80 10 50000 h 8627891363300
26 W I - ü 80 4000 ü S/A 2 x 57° 3680 lm 3070 lm 80 10 50000 h 8627891273400
26 W I - ü 80 3000 ü S/A 2 x 57° 3560 lm 2970 lm 80 10 50000 h 8627891273300

Power LED - dimmable DALI 220-240 V 50/60 Hz
45 W I - - 80 4000 ü S/A 2 x 57° 5930 lm 4940 lm 80 10 50000 h 8627891466400
45 W I - - 80 3000 ü S/A 2 x 57° 5760 lm 4800 lm 80 10 50000 h 8627891466300
35 W I - - 80 4000 ü S/A 2 x 57° 4760 lm 3970 lm 80 10 50000 h 8627891366400
35 W I - - 80 3000 ü S/A 2 x 57° 4630 lm 3860 lm 80 10 50000 h 8627891366300
26 W I - ü 80 4000 ü S/A 2 x 57° 3680 lm 3070 lm 80 10 50000 h 8627891276400
26 W I - ü 80 3000 ü S/A 2 x 57° 3560 lm 2970 lm 80 10 50000 h 8627891276300

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

FLSB 600/625 EL LED
Y-wire suspension (1,5 m) 86252015

Ceiling rose 890000410

Mains supply (3-pole) 8103031800

Mains supply (5-pole) 8105031800

FLSB 600 EL LED

Installation frame 86005010

Mounting frame 86006010

FLSB 625 EL LED

Installation frame 86255010

Mounting frame 86256010
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FL600/625 EL MEDICUS LED

       

12 50

� 596

12 50

� 620

OPAL COVER

FL600 EL MEDICUS LED FL625 EL MEDICUS LED

S/A

Quadratic lay-in LED luminaire for indoors, consisting of:
¬ Housing made of extruded aluminium profile, 

powder-coated
¬ Designed for use in medical facilities
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ LED Sidelight-Technology for a homogenous light 

distribution over the entire area of the cover
¬ Colour rendering index Ra > 90
¬ Suitable for lattice and coffered ceilings
¬ Complete with electric converter
¬ Converter with galvanic isolation in the load circuit 

and control circuit/switch and control for DALI 
applications is possible via multiple safety circuits (DIN 
VDE 0100 part 710: 2012-10 point 710.560.9)

¬ Converter must be powered by a type A residual 
current protection switch (in accordance with DIN VDE 
0100 part 710), as mixed frequencies must not occur 

in case of a fault
¬ VDU application suitable acc. to EN 12464-1
¬ UGR <19 for all luminosities
¬ Minimal leakage current from the converter for 

wattages up to 45W in accordance with rooms from 
group 1 and 2 according to DIN VDE 0100 part 710, 
which must be equipped with a residual current circuit 
breaker with a rated differential current of 30 mA

¬ According to DIN VDE 0100 part 530, 0.4 times 
the value of the RCD must be factored in against 
unwanted shut-offs

¬ Protection class IP43 (for light emission surface for 
installation in closed ceilings)

¬ For use as a recessed luminaire and as a down light 
for F30 ceilings (with optional accessories) including a 
converter with galvanic separation in load circuit and 
control circuit

  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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  max 5,7 kg   max 6 kg
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S/A  -  43 W  -  4000 K  8608891443400
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S/A  -  43 W  -  4000 K  8628891443400

86006010
86256010

86252015 890000410 8103031800
8105031800

86005010
86255010

INDOOR  |  GENERAL INDOOR  |  INLAYED   |  FL600/625 EL MEDICUS LED

FL600EL LED MEDICUS OPAL COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
43 W I - - 90 4000 ü S/A 2 x 57°/57° 4900 lm 4100 lm 90 10 40000 h 8608891443400
43 W I - - 90 3000 ü S/A 2 x 57°/57° 4750 lm 3980 lm 90 10 40000 h 8608891443300
33 W I - - 90 4000 ü S/A 2 x 57°/57° 3900 lm 3280 lm 90 10 40000 h 8608891343400
33 W I - - 90 3000 ü S/A 2 x 57°/57° 3800 lm 3200 lm 90 10 40000 h 8608891343300
27 W I - ü 90 4000 ü S/A 2 x 57°/57° 3100 lm 2600 lm 90 10 40000 h 8608891273400
27 W I - ü 90 3000 ü S/A 2 x 57°/57° 3000 lm 2530 lm 90 10 40000 h 8608891273300

Power LED - dimmable DALI 220-240 V 50/60 Hz
43 W I - - 90 4000 ü S/A 2 x 57°/57° 4900 lm 4100 lm 90 10 40000 h 8608891446400
43 W I - - 90 3000 ü S/A 2 x 57°/57° 4750 lm 3980 lm 90 10 40000 h 8608891446300
33 W I - - 90 4000 ü S/A 2 x 57°/57° 3900 lm 3280 lm 90 10 40000 h 8608891346400
33 W I - - 90 3000 ü S/A 2 x 57°/57° 3800 lm 3200 lm 90 10 40000 h 8608891346300
27 W I - ü 90 4000 ü S/A 2 x 57°/57° 3100 lm 2600 lm 90 10 40000 h 8608891276400
27 W I - ü 90 3000 ü S/A 2 x 57°/57° 3000 lm 2530 lm 90 10 40000 h 8608891276300

FL625EL LED MEDICUS OPAL COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
43 W I - - 90 4000 ü S/A 2 x 57°/57° 4900 lm 4100 lm 90 10 40000 h 8628891443400
43 W I - - 90 3000 ü S/A 2 x 57°/57° 4750 lm 3980 lm 90 10 40000 h 8628891443300
33 W I - ü 90 4000 ü S/A 2 x 57°/57° 3900 lm 3280 lm 90 10 40000 h 8628891343400
33 W I - ü 90 3000 ü S/A 2 x 57°/57° 3800 lm 3200 lm 90 10 40000 h 8628891343300
27 W I - ü 90 4000 ü S/A 2 x 57°/57° 3100 lm 2600 lm 90 10 40000 h 8628891273400
27 W I - ü 90 3000 ü S/A 2 x 57°/57° 3000 lm 2530 lm 90 10 40000 h 8628891273300

Power LED - dimmable DALI 220-240 V 50/60 Hz
43 W I - - 90 4000 ü S/A 2 x 57°/57° 4900 lm 4100 lm 90 10 40000 h 8628891446400
43 W I - - 90 3000 ü S/A 2 x 57°/57° 4750 lm 3980 lm 90 10 40000 h 8628891446300
33 W I - ü 90 4000 ü S/A 2 x 57°/57° 3900 lm 3280 lm 90 10 40000 h 8628891346400
33 W I - ü 90 3000 ü S/A 2 x 57°/57° 3800 lm 3200 lm 90 10 40000 h 8628891346300
27 W I - ü 90 4000 ü S/A 2 x 57°/57° 3100 lm 2600 lm 90 10 40000 h 8628891276400
27 W I - ü 90 3000 ü S/A 2 x 57°/57° 3000 lm 2530 lm 90 10 40000 h 8628891276300

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

FL600/625EL MEDICUS LED

Mounting frame 86006010

Mounting frame 86256010

Installation frame 86005010

Installation frame 86255010

Y-wire suspension (1,5 m) 86252015

Ceiling rose 890000410

Mains supply (3-pole) 8103031800

Mains supply (5-pole) 8105031800
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FL600/625 EL TW LED

       

12 50

� 596

12 50

� 620

OPAL COVER S/A

FL600 EL TW LED FL625 EL TW LED

Lay-in LED luminaire for indoors, consisting of:
¬ Die-cast aluminium housing, powder-coated
¬ LED Sidelight-Technology and light orienting plastic 

optic for a homogenous light distribution over the 
entire area of the cover

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Light colour and brightness adjustable via Tunable 

White control
¬ Suitable for lattice and coffered ceilings

¬ Complete with electric converter
¬ Digital addressing in accordance with IEC 62386 Part 

209
¬ Protection class IP43 (for light emission surface for 

installation in closed ceilings)
¬ Recessed luminaire can only be used for cut ceilings 

with separately available installation frames
¬ Separate accessory allows the lights to be used as a 

suspended, surface mounted or recessed luminaires

  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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86252015 890000410 8105031800 86006010
86256010

86005010 
86255010

INDOOR  |  GENERAL INDOOR  |  INLAYED   |  FL600/625 EL TW LED

FL600EL TW LED OPAL COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

TuneableWhite Power LED - dimmable DALI DT8 - 220-240 V 50/60 Hz

36 W I - - 80
2900 - 
5900

ü S/A 2 x 57° 4800 lm 3720 lm 80 10 50000 h 8600891366900

FL625EL TW LED OPAL COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

TuneableWhite Power LED - dimmable DALI DT8 - 220-240 V 50/60 Hz

36 W I - - 80
2900 - 
5900

ü S/A 2 x 57° 4800 lm 3720 lm 80 10 50000 h 8625891366900

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

FL600/625 EL TW LED
Y-wire suspension (1,5 m) 86252015

Ceiling rose 890000410

Mains supply (5-pole) 8105031800

FL600EL TW LED

Installation frame 86005010

Mounting frame 86006010

FL625 EL TW LED

Installation frame 86255010

Mounting frame 86256010
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DL185+

       
  

80

ø 188

ø 175

10
0

ø 188

ø 175

10
0

ø 188

ø 175

DIRECT METALLIC LOUVRE WHITE OPTICDIRECT WHITE

DL185+ DL185+ 
17 W

DL185+ 
EM

Round modular LED downlight, recessed, for indoors, 
consisting of:
¬ LED module, die-cast aluminium heat sink, reflector 

with integrated ceiling trim, diffuser and external 
supply unit

¬ All components can be replaced at a later time 
without the use of tools

¬ Integrated diffuser with optimum diffusion for a very 
high level of uniformity

Modular light optics and reflectors are available in various 
versions:

¬ Reflector with integrated ceiling trim made of 
injection-moulded ABS in white with light-tight 
connection to LED module

¬ Reflector with integrated ceiling trim made of 
injection-moulded ABS in white with light-tight 
connection to LED module and matte plastic pane 
(IP54)

¬ High-shine modular reflector with integrated ceiling 

trim made of metallised injection-moulded ABS with 
light-tight connection to LED module

¬ High-shine modular radial louvre reflector with 
integrated ceiling trim made of metallised injection-
moulded ABS with light-tight connection to LED 
module

¬ Excellent dissipation with die-cast aluminium heat 
sink with FAST "Flexible Air Stream Technology"

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Suitable for ceiling tile thickness from 1-25 mm
¬ Quick installation without tools
¬ Protection class IP44 (for light emission surface for 

installation in closed ceilings)
¬ Emergency light version (1h or 3h) available
¬ Colour rendering index Ra > 90 on request

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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INDOOR  |  GENERAL INDOOR  |  DOWNLIGHTS  |  DL185+

DL185+ DIRECT WHITE IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 2150 lm 80 10 50000 h 8185761183400
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 2040 lm 80 10 50000 h 8185761183300
13 W I - - 80 4000 ü C/EW 2x50° 2100 lm 1810 lm 80 10 50000 h 8185761143400
13 W I - - 80 3000 ü C/EW 2x50° 1900 lm 1720 lm 80 10 50000 h 8185761143300
9 W I - - 80 4000 ü C/EW 2x50° 1500 lm 1300 lm 80 10 50000 h 8185761103400
9 W I - - 80 3000 ü C/EW 2x50° 1400 lm 1240 lm 80 10 50000 h 8185761103300
6 W I - - 80 4000 ü C/EW 2x50° 1100 lm 930 lm 80 10 50000 h 8185761073400
6 W I - - 80 3000 ü C/EW 2x50° 1000 lm 880 lm 80 10 50000 h 8185761073300

Power LED - dimmable DALI 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 2150 lm 80 10 50000 h 8185761186400
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 2040 lm 80 10 50000 h 8185761186300
13 W I - - 80 4000 ü C/EW 2x50° 2100 lm 1810 lm 80 10 50000 h 8185761146400
13 W I - - 80 3000 ü C/EW 2x50° 1900 lm 1720 lm 80 10 50000 h 8185761146300
9 W I - - 80 4000 ü C/EW 2x50° 1500 lm 1300 lm 80 10 50000 h 8185761106400
9 W I - - 80 3000 ü C/EW 2x50° 1400 lm 1240 lm 80 10 50000 h 8185761106300
6 W I - - 80 4000 ü C/EW 2x50° 1100 lm 930 lm 80 10 50000 h 8185761076400
6 W I - - 80 3000 ü C/EW 2x50° 1000 lm 880 lm 80 10 50000 h 8185761076300

DL185+ DIRECT WHITE EM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 3h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 2150 lm 80 10 50000 h 8185761183402
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 2040 lm 80 10 50000 h 8185761183302
13 W I - - 80 4000 ü C/EW 2x50° 2100 lm 1810 lm 80 10 50000 h 8185761143402
13 W I - - 80 3000 ü C/EW 2x50° 1900 lm 1720 lm 80 10 50000 h 8185761143302
9 W I - - 80 4000 ü C/EW 2x50° 1500 lm 1300 lm 80 10 50000 h 8185761103402
9 W I - - 80 3000 ü C/EW 2x50° 1400 lm 1240 lm 80 10 50000 h 8185761103302
6 W I - - 80 4000 ü C/EW 2x50° 1100 lm 930 lm 80 10 50000 h 8185761073402
6 W I - - 80 3000 ü C/EW 2x50° 1000 lm 880 lm 80 10 50000 h 8185761073302

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 2150 lm 80 10 50000 h 8185761186401
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 2040 lm 80 10 50000 h 8185761186301
13 W I - - 80 4000 ü C/EW 2x50° 2100 lm 1810 lm 80 10 50000 h 8185761146401
13 W I - - 80 3000 ü C/EW 2x50° 1900 lm 1720 lm 80 10 50000 h 8185761146301
9 W I - - 80 4000 ü C/EW 2x50° 1500 lm 1300 lm 80 10 50000 h 8185761106401
9 W I - - 80 3000 ü C/EW 2x50° 1400 lm 1240 lm 80 10 50000 h 8185761106301
6 W I - - 80 4000 ü C/EW 2x50° 1100 lm 930 lm 80 10 50000 h 8185761076401
6 W I - - 80 3000 ü C/EW 2x50° 1000 lm 880 lm 80 10 50000 h 8185761076301

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 2150 lm 80 10 50000 h 8185761186402
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 2040 lm 80 10 50000 h 8185761186302
13 W I - - 80 4000 ü C/EW 2x50° 2100 lm 1810 lm 80 10 50000 h 8185761146402
13 W I - - 80 3000 ü C/EW 2x50° 1900 lm 1720 lm 80 10 50000 h 8185761146302
9 W I - - 80 4000 ü C/EW 2x50° 1500 lm 1300 lm 80 10 50000 h 8185761106402
9 W I - - 80 3000 ü C/EW 2x50° 1400 lm 1240 lm 80 10 50000 h 8185761106302
6 W I - - 80 4000 ü C/EW 2x50° 1100 lm 930 lm 80 10 50000 h 8185761076402
6 W I - - 80 3000 ü C/EW 2x50° 1000 lm 880 lm 80 10 50000 h 8185761076302

Power LED - emergency 1h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 2150 lm 80 10 50000 h 8185761183401
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 2040 lm 80 10 50000 h 8185761183301
13 W I - - 80 4000 ü C/EW 2x50° 2100 lm 1810 lm 80 10 50000 h 8185761143401
13 W I - - 80 3000 ü C/EW 2x50° 1900 lm 1720 lm 80 10 50000 h 8185761143301
9 W I - - 80 4000 ü C/EW 2x50° 1500 lm 1300 lm 80 10 50000 h 8185761103401
9 W I - - 80 3000 ü C/EW 2x50° 1400 lm 1240 lm 80 10 50000 h 8185761103301
6 W I - - 80 4000 ü C/EW 2x50° 1100 lm 930 lm 80 10 50000 h 8185761073401
6 W I - - 80 3000 ü C/EW 2x50° 1000 lm 880 lm 80 10 50000 h 8185761073301
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DL185+ DIRECT METALLIC IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 41° 2500 lm 2120 lm 80 10 50000 h 8185751183400
17 W I - - 80 3000 ü C/EW 2 x 41° 2250 lm 2010 lm 80 10 50000 h 8185751183300
13 W I - - 80 4000 ü C/EW 2 x 41° 2100 lm 1780 lm 80 10 50000 h 8185751143400
13 W I - - 80 3000 ü C/EW 2 x 41° 1900 lm 1690 lm 80 10 50000 h 8185751143300
9 W I - - 80 4000 ü C/EW 2 x 41° 1500 lm 1280 lm 80 10 50000 h 8185751103400
9 W I - - 80 3000 ü C/EW 2 x 41° 1400 lm 1220 lm 80 10 50000 h 8185751103300
6 W I - - 80 4000 ü C/EW 2 x 41° 1100 lm 910 lm 80 10 50000 h 8185751073400
6 W I - ü 80 3000 ü C/EW 2 x 41° 1000 lm 870 lm 80 10 50000 h 8185751073300

Power LED - dimmable DALI 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 41° 2500 lm 2120 lm 80 10 50000 h 8185751186400
17 W I - - 80 3000 ü C/EW 2 x 41° 2250 lm 2010 lm 80 10 50000 h 8185751186300
13 W I - - 80 4000 ü C/EW 2 x 41° 2100 lm 1780 lm 80 10 50000 h 8185751146400
13 W I - - 80 3000 ü C/EW 2 x 41° 1900 lm 1690 lm 80 10 50000 h 8185751146300
9 W I - - 80 4000 ü C/EW 2 x 41° 1500 lm 1280 lm 80 10 50000 h 8185751106400
9 W I - - 80 3000 ü C/EW 2 x 41° 1400 lm 1220 lm 80 10 50000 h 8185751106300
6 W I - - 80 4000 ü C/EW 2 x 41° 1100 lm 910 lm 80 10 50000 h 8185751076400
6 W I - ü 80 3000 ü C/EW 2 x 41° 1000 lm 870 lm 80 10 50000 h 8185751076300

DL185+ DIRECT METALLIC EM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 3h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 41° 2500 lm 2120 lm 80 10 50000 h 8185751183402
17 W I - - 80 3000 ü C/EW 2 x 41° 2250 lm 2010 lm 80 10 50000 h 8185751183302
13 W I - - 80 4000 ü C/EW 2 x 41° 2100 lm 1780 lm 80 10 50000 h 8185751143402
13 W I - - 80 3000 ü C/EW 2 x 41° 1900 lm 1690 lm 80 10 50000 h 8185751143302
9 W I - - 80 4000 ü C/EW 2 x 41° 1500 lm 1280 lm 80 10 50000 h 8185751103402
9 W I - - 80 3000 ü C/EW 2 x 41° 1400 lm 1220 lm 80 10 50000 h 8185751103302
6 W I - - 80 4000 ü C/EW 2 x 41° 1100 lm 910 lm 80 10 50000 h 8185751073402
6 W I - ü 80 3000 ü C/EW 2 x 41° 1000 lm 870 lm 80 10 50000 h 8185751073302

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 41° 2500 lm 2120 lm 80 10 50000 h 8185751186401
17 W I - - 80 3000 ü C/EW 2 x 41° 2250 lm 2010 lm 80 10 50000 h 8185751186301
13 W I - - 80 4000 ü C/EW 2 x 41° 2100 lm 1780 lm 80 10 50000 h 8185751146401
13 W I - - 80 3000 ü C/EW 2 x 41° 1900 lm 1690 lm 80 10 50000 h 8185751146301
9 W I - - 80 4000 ü C/EW 2 x 41° 1500 lm 1280 lm 80 10 50000 h 8185751106401
9 W I - - 80 3000 ü C/EW 2 x 41° 1400 lm 1220 lm 80 10 50000 h 8185751106301
6 W I - - 80 4000 ü C/EW 2 x 41° 1100 lm 910 lm 80 10 50000 h 8185751076401
6 W I - ü 80 3000 ü C/EW 2 x 41° 1000 lm 870 lm 80 10 50000 h 8185751076301

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 41° 2500 lm 2120 lm 80 10 50000 h 8185751186402
17 W I - - 80 3000 ü C/EW 2 x 41° 2250 lm 2010 lm 80 10 50000 h 8185751186302
13 W I - - 80 4000 ü C/EW 2 x 41° 2100 lm 1780 lm 80 10 50000 h 8185751146402
13 W I - - 80 3000 ü C/EW 2 x 41° 1900 lm 1690 lm 80 10 50000 h 8185751146302
9 W I - - 80 4000 ü C/EW 2 x 41° 1500 lm 1280 lm 80 10 50000 h 8185751106402
9 W I - - 80 3000 ü C/EW 2 x 41° 1400 lm 1220 lm 80 10 50000 h 8185751106302
6 W I - - 80 4000 ü C/EW 2 x 41° 1100 lm 910 lm 80 10 50000 h 8185751076402
6 W I - ü 80 3000 ü C/EW 2 x 41° 1000 lm 870 lm 80 10 50000 h 8185751076302

Power LED - emergency 1h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 41° 2500 lm 2120 lm 80 10 50000 h 8185751183401
17 W I - - 80 3000 ü C/EW 2 x 41° 2250 lm 2010 lm 80 10 50000 h 8185751183301
13 W I - - 80 4000 ü C/EW 2 x 41° 2100 lm 1780 lm 80 10 50000 h 8185751143401
13 W I - - 80 3000 ü C/EW 2 x 41° 1900 lm 1690 lm 80 10 50000 h 8185751143301
9 W I - - 80 4000 ü C/EW 2 x 41° 1500 lm 1280 lm 80 10 50000 h 8185751103401
9 W I - - 80 3000 ü C/EW 2 x 41° 1400 lm 1220 lm 80 10 50000 h 8185751103301
6 W I - - 80 4000 ü C/EW 2 x 41° 1100 lm 910 lm 80 10 50000 h 8185751073401
6 W I - ü 80 3000 ü C/EW 2 x 41° 1000 lm 870 lm 80 10 50000 h 8185751073301
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INDOOR  |  GENERAL INDOOR  |  DOWNLIGHTS  |  DL185+

DL185+ LOUVRE IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 37° 2500 lm 1690 lm 80 10 50000 h 8185731183400
17 W I - - 80 3000 ü C/EW 2 x 37° 2250 lm 1610 lm 80 10 50000 h 8185731183300
13 W I - ü 80 4000 ü C/EW 2 x 37° 2100 lm 1430 lm 80 10 50000 h 8185731143400
13 W I - ü 80 3000 ü C/EW 2 x 37° 1900 lm 1360 lm 80 10 50000 h 8185731143300
9 W I - ü 80 4000 ü C/EW 2 x 37° 1500 lm 1030 lm 80 10 50000 h 8185731103400
9 W I - ü 80 3000 ü C/EW 2 x 37° 1400 lm 980 lm 80 10 50000 h 8185731103300
6 W I - ü 80 4000 ü C/EW 2 x 37° 1100 lm 730 lm 80 10 50000 h 8185731073400
6 W I - ü 80 3000 ü C/EW 2 x 37° 1000 lm 690 lm 80 10 50000 h 8185731073300

Power LED - dimmable DALI 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 37° 2500 lm 1690 lm 80 10 50000 h 8185731186400
17 W I - - 80 3000 ü C/EW 2 x 37° 2250 lm 1610 lm 80 10 50000 h 8185731186300
13 W I - ü 80 4000 ü C/EW 2 x 37° 2100 lm 1430 lm 80 10 50000 h 8185731146400
13 W I - ü 80 3000 ü C/EW 2 x 37° 1900 lm 1360 lm 80 10 50000 h 8185731146300
9 W I - ü 80 4000 ü C/EW 2 x 37° 1500 lm 1030 lm 80 10 50000 h 8185731106400
9 W I - ü 80 3000 ü C/EW 2 x 37° 1400 lm 980 lm 80 10 50000 h 8185731106300
6 W I - ü 80 4000 ü C/EW 2 x 37° 1100 lm 730 lm 80 10 50000 h 8185731076400
6 W I - ü 80 3000 ü C/EW 2 x 37° 1000 lm 690 lm 80 10 50000 h 8185731076300

DL185+ LOUVRE EM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 3h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 37° 2500 lm 1690 lm 80 10 50000 h 8185731183402
17 W I - - 80 3000 ü C/EW 2 x 37° 2250 lm 1610 lm 80 10 50000 h 8185731183302
13 W I - ü 80 4000 ü C/EW 2 x 37° 2100 lm 1430 lm 80 10 50000 h 8185731143402
13 W I - ü 80 3000 ü C/EW 2 x 37° 1900 lm 1360 lm 80 10 50000 h 8185731143302
9 W I - ü 80 4000 ü C/EW 2 x 37° 1500 lm 1030 lm 80 10 50000 h 8185731103402
9 W I - ü 80 3000 ü C/EW 2 x 37° 1400 lm 980 lm 80 10 50000 h 8185731103302
6 W I - ü 80 4000 ü C/EW 2 x 37° 1100 lm 730 lm 80 10 50000 h 8185731073402
6 W I - ü 80 3000 ü C/EW 2 x 37° 1000 lm 690 lm 80 10 50000 h 8185731073302

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 37° 2500 lm 1690 lm 80 10 50000 h 8185731186401
17 W I - - 80 3000 ü C/EW 2 x 37° 2250 lm 1610 lm 80 10 50000 h 8185731186301
13 W I - ü 80 4000 ü C/EW 2 x 37° 2100 lm 1430 lm 80 10 50000 h 8185731146401
13 W I - ü 80 3000 ü C/EW 2 x 37° 1900 lm 1360 lm 80 10 50000 h 8185731146301
9 W I - ü 80 4000 ü C/EW 2 x 37° 1500 lm 1030 lm 80 10 50000 h 8185731106401
9 W I - ü 80 3000 ü C/EW 2 x 37° 1400 lm 980 lm 80 10 50000 h 8185731106301
6 W I - ü 80 4000 ü C/EW 2 x 37° 1100 lm 730 lm 80 10 50000 h 8185731076401
6 W I - ü 80 3000 ü C/EW 2 x 37° 1000 lm 690 lm 80 10 50000 h 8185731076301

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 37° 2500 lm 1690 lm 80 10 50000 h 8185731186402
17 W I - - 80 3000 ü C/EW 2 x 37° 2250 lm 1610 lm 80 10 50000 h 8185731186302
13 W I - ü 80 4000 ü C/EW 2 x 37° 2100 lm 1430 lm 80 10 50000 h 8185731146402
13 W I - ü 80 3000 ü C/EW 2 x 37° 1900 lm 1360 lm 80 10 50000 h 8185731146302
9 W I - ü 80 4000 ü C/EW 2 x 37° 1500 lm 1030 lm 80 10 50000 h 8185731106402
9 W I - ü 80 3000 ü C/EW 2 x 37° 1400 lm 980 lm 80 10 50000 h 8185731106302
6 W I - ü 80 4000 ü C/EW 2 x 37° 1100 lm 730 lm 80 10 50000 h 8185731076402
6 W I - ü 80 3000 ü C/EW 2 x 37° 1000 lm 690 lm 80 10 50000 h 8185731076302

Power LED - emergency 1h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 37° 2500 lm 1690 lm 80 10 50000 h 8185731183401
17 W I - - 80 3000 ü C/EW 2 x 37° 2250 lm 1610 lm 80 10 50000 h 8185731183301
13 W I - ü 80 4000 ü C/EW 2 x 37° 2100 lm 1430 lm 80 10 50000 h 8185731143401
13 W I - ü 80 3000 ü C/EW 2 x 37° 1900 lm 1360 lm 80 10 50000 h 8185731143301
9 W I - ü 80 4000 ü C/EW 2 x 37° 1500 lm 1030 lm 80 10 50000 h 8185731103401
9 W I - ü 80 3000 ü C/EW 2 x 37° 1400 lm 980 lm 80 10 50000 h 8185731103301
6 W I - ü 80 4000 ü C/EW 2 x 37° 1100 lm 730 lm 80 10 50000 h 8185731073401
6 W I - ü 80 3000 ü C/EW 2 x 37° 1000 lm 690 lm 80 10 50000 h 8185731073301
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DL185+ WHITE OPTIC IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1720 lm 80 10 50000 h 8185791183400
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 1630 lm 80 10 50000 h 8185791183300
13 W I - - 80 4000 ü C/EW 2 x 48° 2100 lm 1450 lm 80 10 50000 h 8185791143400
13 W I - - 80 3000 ü C/EW 2 x 48° 1900 lm 1380 lm 80 10 50000 h 8185791143300
9 W I - - 80 4000 ü C/EW 2 x 48° 1500 lm 1040 lm 80 10 50000 h 8185791103400
9 W I - - 80 3000 ü C/EW 2 x 48° 1400 lm 990 lm 80 10 50000 h 8185791103300
6 W I - - 80 4000 ü C/EW 2 x 48° 1100 lm 740 lm 80 10 50000 h 8185791073400
6 W I - - 80 3000 ü C/EW 2 x 48° 1000 lm 700 lm 80 10 50000 h 8185791073300

Power LED - dimmable DALI 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1720 lm 80 10 50000 h 8185791186400
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 1630 lm 80 10 50000 h 8185791186300
13 W I - - 80 4000 ü C/EW 2 x 48° 2100 lm 1450 lm 80 10 50000 h 8185791146400
13 W I - - 80 3000 ü C/EW 2 x 48° 1900 lm 1380 lm 80 10 50000 h 8185791146300
9 W I - - 80 4000 ü C/EW 2 x 48° 1500 lm 1040 lm 80 10 50000 h 8185791106400
9 W I - - 80 3000 ü C/EW 2 x 48° 1400 lm 990 lm 80 10 50000 h 8185791106300
6 W I - - 80 4000 ü C/EW 2 x 48° 1100 lm 740 lm 80 10 50000 h 8185791076400
6 W I - - 80 3000 ü C/EW 2 x 48° 1000 lm 700 lm 80 10 50000 h 8185791076300

DL185+ WHITE OPTIC EM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 3h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1720 lm 80 10 50000 h 8185791183402
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 1630 lm 80 10 50000 h 8185791183302
13 W I - - 80 4000 ü C/EW 2 x 48° 2100 lm 1450 lm 80 10 50000 h 8185791143402
13 W I - - 80 3000 ü C/EW 2 x 48° 1900 lm 1380 lm 80 10 50000 h 8185791143302
9 W I - - 80 4000 ü C/EW 2 x 48° 1500 lm 1040 lm 80 10 50000 h 8185791103402
9 W I - - 80 3000 ü C/EW 2 x 48° 1400 lm 990 lm 80 10 50000 h 8185791103302
6 W I - - 80 4000 ü C/EW 2 x 48° 1100 lm 740 lm 80 10 50000 h 8185791073402
6 W I - - 80 3000 ü C/EW 2 x 48° 1000 lm 700 lm 80 10 50000 h 8185791073302

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1720 lm 80 10 50000 h 8185791186401
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 1630 lm 80 10 50000 h 8185791186301
13 W I - - 80 4000 ü C/EW 2 x 48° 2100 lm 1450 lm 80 10 50000 h 8185791146401
13 W I - - 80 3000 ü C/EW 2 x 48° 1900 lm 1380 lm 80 10 50000 h 8185791146301
9 W I - - 80 4000 ü C/EW 2 x 48° 1500 lm 1040 lm 80 10 50000 h 8185791106401
9 W I - - 80 3000 ü C/EW 2 x 48° 1400 lm 990 lm 80 10 50000 h 8185791106301
6 W I - - 80 4000 ü C/EW 2 x 48° 1100 lm 740 lm 80 10 50000 h 8185791076401
6 W I - - 80 3000 ü C/EW 2 x 48° 1000 lm 700 lm 80 10 50000 h 8185791076301

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1720 lm 80 10 50000 h 8185791186402
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 1630 lm 80 10 50000 h 8185791186302
13 W I - - 80 4000 ü C/EW 2 x 48° 2100 lm 1450 lm 80 10 50000 h 8185791146402
13 W I - - 80 3000 ü C/EW 2 x 48° 1900 lm 1380 lm 80 10 50000 h 8185791146302
9 W I - - 80 4000 ü C/EW 2 x 48° 1500 lm 1040 lm 80 10 50000 h 8185791106402
9 W I - - 80 3000 ü C/EW 2 x 48° 1400 lm 990 lm 80 10 50000 h 8185791106302
6 W I - - 80 4000 ü C/EW 2 x 48° 1100 lm 740 lm 80 10 50000 h 8185791076402
6 W I - - 80 3000 ü C/EW 2 x 48° 1000 lm 700 lm 80 10 50000 h 8185791076302

Power LED - emergency 1h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1720 lm 80 10 50000 h 8185791183401
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 1630 lm 80 10 50000 h 8185791183301
13 W I - - 80 4000 ü C/EW 2 x 48° 2100 lm 1450 lm 80 10 50000 h 8185791143401
13 W I - - 80 3000 ü C/EW 2 x 48° 1900 lm 1380 lm 80 10 50000 h 8185791143301
9 W I - - 80 4000 ü C/EW 2 x 48° 1500 lm 1040 lm 80 10 50000 h 8185791103401
9 W I - - 80 3000 ü C/EW 2 x 48° 1400 lm 990 lm 80 10 50000 h 8185791103301
6 W I - - 80 4000 ü C/EW 2 x 48° 1100 lm 740 lm 80 10 50000 h 8185791073401
6 W I - - 80 3000 ü C/EW 2 x 48° 1000 lm 700 lm 80 10 50000 h 8185791073301
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INDOOR  |  GENERAL INDOOR  |  DOWNLIGHTS  |  DL220+

Round modular LED downlight, recessed, for indoors, 
consisting of:
¬ LED module, die-cast aluminium heat sink, reflector 

with integrated ceiling trim, diffuser and external 
supply unit

¬ All components can be replaced at a later time 
without the use of tools

¬ Integrated diffuser with optimum diffusion for a very 
high level of uniformity

Modular light optics and reflectors are available in various 
versions:

¬ Reflector with integrated ceiling trim made of 
injection-moulded ABS in white with light-tight 
connection to LED module

¬ Reflector with integrated ceiling trim made of 
injection-moulded ABS in white with light-tight 
connection to LED module and matte plastic pane 
(IP54)

¬ High-shine modular reflector with integrated ceiling 

trim made of metallised injection-moulded ABS with 
light-tight connection to LED module

¬ High-shine modular radial louvre reflector with 
integrated ceiling trim made of metallised injection-
moulded ABS with light-tight connection to LED 
module

¬ Excellent dissipation with die-cast aluminium heat 
sink with FAST "Flexible Air Stream Technology"

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Suitable for ceiling tile thickness from 1-25 mm
¬ Quick installation without tools
¬ Protection class IP44 (for light emission surface for 

installation in closed ceilings)
¬ Emergency light version (1h or 3h) available
¬ Colour rendering index Ra > 90 on request

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

47

  209 mm   80 mm   max 1 kg   209 mm   100 mm   max 1,5 kg   209 mm   100 mm   max 1,5 kg



 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/EW  -  28 W  -  4000 K  8220761303400

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/EW  -  28 W  -  4000 K  8220761303401

DL220+ DIRECT WHITE IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3910 lm 80 10 50000 h 8220761303400
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 3730 lm 80 10 50000 h 8220761303300
21 W I - - 80 4000 ü C/EW 2x51° 3500 lm 3180 lm 80 10 50000 h 8220761243400
21 W I - - 80 3000 ü C/EW 2x51° 3300 lm 3030 lm 80 10 50000 h 8220761243300
15 W I - - 80 4000 ü C/EW 2x51° 2500 lm 2290 lm 80 10 50000 h 8220761163400
15 W I - - 80 3000 ü C/EW 2x51° 2350 lm 2170 lm 80 10 50000 h 8220761163300
10 W I - - 80 4000 ü C/EW 2x51° 1800 lm 1630 lm 80 10 50000 h 8220761113400
10 W I - - 80 3000 ü C/EW 2x51° 1700 lm 1550 lm 80 10 50000 h 8220761113300

Power LED - dimmable DALI 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3910 lm 80 10 50000 h 8220761306400
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 3730 lm 80 10 50000 h 8220761306300
21 W I - - 80 4000 ü C/EW 2x51° 3500 lm 3180 lm 80 10 50000 h 8220761246400
21 W I - - 80 3000 ü C/EW 2x51° 3300 lm 3030 lm 80 10 50000 h 8220761246300
15 W I - - 80 4000 ü C/EW 2x51° 2500 lm 2290 lm 80 10 50000 h 8220761166400
15 W I - - 80 3000 ü C/EW 2x51° 2350 lm 2170 lm 80 10 50000 h 8220761166300
10 W I - - 80 4000 ü C/EW 2x51° 1800 lm 1630 lm 80 10 50000 h 8220761116400
10 W I - - 80 3000 ü C/EW 2x51° 1700 lm 1550 lm 80 10 50000 h 8220761116300

DL220+ DIRECT WHITE EM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 3h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3910 lm 80 10 50000 h 8220761303402
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 3730 lm 80 10 50000 h 8220761303302
21 W I - - 80 4000 ü C/EW 2x51° 3500 lm 3180 lm 80 10 50000 h 8220761243402
21 W I - - 80 3000 ü C/EW 2x51° 3300 lm 3030 lm 80 10 50000 h 8220761243302
15 W I - - 80 4000 ü C/EW 2x51° 2500 lm 2290 lm 80 10 50000 h 8220761163402
15 W I - - 80 3000 ü C/EW 2x51° 2350 lm 2170 lm 80 10 50000 h 8220761163302
10 W I - - 80 4000 ü C/EW 2x51° 1800 lm 1630 lm 80 10 50000 h 8220761113402
10 W I - - 80 3000 ü C/EW 2x51° 1700 lm 1550 lm 80 10 50000 h 8220761113302

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3910 lm 80 10 50000 h 8220761306401
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 3730 lm 80 10 50000 h 8220761306301
21 W I - - 80 4000 ü C/EW 2x51° 3500 lm 3180 lm 80 10 50000 h 8220761246401
21 W I - - 80 3000 ü C/EW 2x51° 3300 lm 3030 lm 80 10 50000 h 8220761246301
15 W I - - 80 4000 ü C/EW 2x51° 2500 lm 2290 lm 80 10 50000 h 8220761166401
15 W I - - 80 3000 ü C/EW 2x51° 2350 lm 2170 lm 80 10 50000 h 8220761166301
10 W I - - 80 4000 ü C/EW 2x51° 1800 lm 1630 lm 80 10 50000 h 8220761116401
10 W I - - 80 3000 ü C/EW 2x51° 1700 lm 1550 lm 80 10 50000 h 8220761116301

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3910 lm 80 10 50000 h 8220761306402
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 3730 lm 80 10 50000 h 8220761306302
21 W I - - 80 4000 ü C/EW 2x51° 3500 lm 3180 lm 80 10 50000 h 8220761246402
21 W I - - 80 3000 ü C/EW 2x51° 3300 lm 3030 lm 80 10 50000 h 8220761246302
15 W I - - 80 4000 ü C/EW 2x51° 2500 lm 2290 lm 80 10 50000 h 8220761166402
15 W I - - 80 3000 ü C/EW 2x51° 2350 lm 2170 lm 80 10 50000 h 8220761166302
10 W I - - 80 4000 ü C/EW 2x51° 1800 lm 1630 lm 80 10 50000 h 8220761116402
10 W I - - 80 3000 ü C/EW 2x51° 1700 lm 1550 lm 80 10 50000 h 8220761116302

Power LED - emergency 1h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3910 lm 80 10 50000 h 8220761303401
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 3730 lm 80 10 50000 h 8220761303301
21 W I - - 80 4000 ü C/EW 2x51° 3500 lm 3180 lm 80 10 50000 h 8220761243401
21 W I - - 80 3000 ü C/EW 2x51° 3300 lm 3030 lm 80 10 50000 h 8220761243301
15 W I - - 80 4000 ü C/EW 2x51° 2500 lm 2290 lm 80 10 50000 h 8220761163401
15 W I - - 80 3000 ü C/EW 2x51° 2350 lm 2170 lm 80 10 50000 h 8220761163301
10 W I - - 80 4000 ü C/EW 2x51° 1800 lm 1630 lm 80 10 50000 h 8220761113401
10 W I - - 80 3000 ü C/EW 2x51° 1700 lm 1550 lm 80 10 50000 h 8220761113301
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DL220+ DIRECT METALLIC IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 45° 4300 lm 3850 lm 80 10 50000 h 8220751303400
28 W I - - 80 3000 ü C/EW 2 x 45° 4050 lm 3670 lm 80 10 50000 h 8220751303300
21 W I - - 80 4000 ü C/EW 2 x 45° 3500 lm 3130 lm 80 10 50000 h 8220751243400
21 W I - - 80 3000 ü C/EW 2 x 45° 3300 lm 2980 lm 80 10 50000 h 8220751243300
15 W I - - 80 4000 ü C/EW 2 x 45° 2500 lm 2260 lm 80 10 50000 h 8220751163400
15 W I - - 80 3000 ü C/EW 2 x 45° 2350 lm 2140 lm 80 10 50000 h 8220751163300
10 W I - - 80 4000 ü C/EW 2 x 45° 1800 lm 1600 lm 80 10 50000 h 8220751113400
10 W I - - 80 3000 ü C/EW 2 x 45° 1700 lm 1530 lm 80 10 50000 h 8220751113300

Power LED - dimmable DALI 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 45° 4300 lm 3850 lm 80 10 50000 h 8220751306400
28 W I - - 80 3000 ü C/EW 2 x 45° 4050 lm 3670 lm 80 10 50000 h 8220751306300
21 W I - - 80 4000 ü C/EW 2 x 45° 3500 lm 3130 lm 80 10 50000 h 8220751246400
21 W I - - 80 3000 ü C/EW 2 x 45° 3300 lm 2980 lm 80 10 50000 h 8220751246300
15 W I - - 80 4000 ü C/EW 2 x 45° 2500 lm 2260 lm 80 10 50000 h 8220751166400
15 W I - - 80 3000 ü C/EW 2 x 45° 2350 lm 2140 lm 80 10 50000 h 8220751166300
10 W I - - 80 4000 ü C/EW 2 x 45° 1800 lm 1600 lm 80 10 50000 h 8220751116400
10 W I - - 80 3000 ü C/EW 2 x 45° 1700 lm 1530 lm 80 10 50000 h 8220751116300

DL220+ DIRECT METALLIC EM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 3h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 45° 4300 lm 3850 lm 80 10 50000 h 8220751303402
28 W I - - 80 3000 ü C/EW 2 x 45° 4050 lm 3670 lm 80 10 50000 h 8220751303302
21 W I - - 80 4000 ü C/EW 2 x 45° 3500 lm 3130 lm 80 10 50000 h 8220751243402
21 W I - - 80 3000 ü C/EW 2 x 45° 3300 lm 2980 lm 80 10 50000 h 8220751243302
15 W I - - 80 4000 ü C/EW 2 x 45° 2500 lm 2260 lm 80 10 50000 h 8220751163402
15 W I - - 80 3000 ü C/EW 2 x 45° 2350 lm 2140 lm 80 10 50000 h 8220751163302
10 W I - - 80 4000 ü C/EW 2 x 45° 1800 lm 1600 lm 80 10 50000 h 8220751113402
10 W I - - 80 3000 ü C/EW 2 x 45° 1700 lm 1530 lm 80 10 50000 h 8220751113302

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 45° 4300 lm 3850 lm 80 10 50000 h 8220751306401
28 W I - - 80 3000 ü C/EW 2 x 45° 4050 lm 3670 lm 80 10 50000 h 8220751306301
21 W I - - 80 4000 ü C/EW 2 x 45° 3500 lm 3130 lm 80 10 50000 h 8220751246401
21 W I - - 80 3000 ü C/EW 2 x 45° 3300 lm 2980 lm 80 10 50000 h 8220751246301
15 W I - - 80 4000 ü C/EW 2 x 45° 2500 lm 2260 lm 80 10 50000 h 8220751166401
15 W I - - 80 3000 ü C/EW 2 x 45° 2350 lm 2140 lm 80 10 50000 h 8220751166301
10 W I - - 80 4000 ü C/EW 2 x 45° 1800 lm 1600 lm 80 10 50000 h 8220751116401
10 W I - - 80 3000 ü C/EW 2 x 45° 1700 lm 1530 lm 80 10 50000 h 8220751116301

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 45° 4300 lm 3850 lm 80 10 50000 h 8220751306402
28 W I - - 80 3000 ü C/EW 2 x 45° 4050 lm 3670 lm 80 10 50000 h 8220751306302
21 W I - - 80 4000 ü C/EW 2 x 45° 3500 lm 3130 lm 80 10 50000 h 8220751246402
21 W I - - 80 3000 ü C/EW 2 x 45° 3300 lm 2980 lm 80 10 50000 h 8220751246302
15 W I - - 80 4000 ü C/EW 2 x 45° 2500 lm 2260 lm 80 10 50000 h 8220751166402
15 W I - - 80 3000 ü C/EW 2 x 45° 2350 lm 2140 lm 80 10 50000 h 8220751166302
10 W I - - 80 4000 ü C/EW 2 x 45° 1800 lm 1600 lm 80 10 50000 h 8220751116402
10 W I - - 80 3000 ü C/EW 2 x 45° 1700 lm 1530 lm 80 10 50000 h 8220751116302

Power LED - emergency 1h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 45° 4300 lm 3850 lm 80 10 50000 h 8220751303401
28 W I - - 80 3000 ü C/EW 2 x 45° 4050 lm 3670 lm 80 10 50000 h 8220751303301
21 W I - - 80 4000 ü C/EW 2 x 45° 3500 lm 3130 lm 80 10 50000 h 8220751243401
21 W I - - 80 3000 ü C/EW 2 x 45° 3300 lm 2980 lm 80 10 50000 h 8220751243301
15 W I - - 80 4000 ü C/EW 2 x 45° 2500 lm 2260 lm 80 10 50000 h 8220751163401
15 W I - - 80 3000 ü C/EW 2 x 45° 2350 lm 2140 lm 80 10 50000 h 8220751163301
10 W I - - 80 4000 ü C/EW 2 x 45° 1800 lm 1600 lm 80 10 50000 h 8220751113401
10 W I - - 80 3000 ü C/EW 2 x 45° 1700 lm 1530 lm 80 10 50000 h 8220751113301
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DL220+ LOUVRE IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 37° 4300 lm 3080 lm 80 10 50000 h 8220731303400
28 W I - - 80 3000 ü C/EW 2 x 37° 4050 lm 2940 lm 80 10 50000 h 8220731303300
21 W I - ü 80 4000 ü C/EW 2 x 37° 3500 lm 2500 lm 80 10 50000 h 8220731243400
21 W I - ü 80 3000 ü C/EW 2 x 37° 3300 lm 2390 lm 80 10 50000 h 8220731243300
15 W I - ü 80 4000 ü C/EW 2 x 37° 2500 lm 1810 lm 80 10 50000 h 8220731163400
15 W I - ü 80 3000 ü C/EW 2 x 37° 2350 lm 1710 lm 80 10 50000 h 8220731163300
10 W I - ü 80 4000 ü C/EW 2 x 37° 1800 lm 1280 lm 80 10 50000 h 8220731113400
10 W I - ü 80 3000 ü C/EW 2 x 37° 1700 lm 1220 lm 80 10 50000 h 8220731113300

Power LED - dimmable DALI 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 37° 4300 lm 3080 lm 80 10 50000 h 8220731306400
28 W I - - 80 3000 ü C/EW 2 x 37° 4050 lm 2940 lm 80 10 50000 h 8220731306300
21 W I - ü 80 4000 ü C/EW 2 x 37° 3500 lm 2500 lm 80 10 50000 h 8220731246400
21 W I - ü 80 3000 ü C/EW 2 x 37° 3300 lm 2390 lm 80 10 50000 h 8220731246300
15 W I - ü 80 4000 ü C/EW 2 x 37° 2500 lm 1810 lm 80 10 50000 h 8220731166400
15 W I - ü 80 3000 ü C/EW 2 x 37° 2350 lm 1710 lm 80 10 50000 h 8220731166300
10 W I - ü 80 4000 ü C/EW 2 x 37° 1800 lm 1280 lm 80 10 50000 h 8220731116400
10 W I - ü 80 3000 ü C/EW 2 x 37° 1700 lm 1220 lm 80 10 50000 h 8220731116300

DL220+ LOUVRE EM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 3h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 37° 4300 lm 3080 lm 80 10 50000 h 8220731303402
28 W I - - 80 3000 ü C/EW 2 x 37° 4050 lm 2940 lm 80 10 50000 h 8220731303302
21 W I - ü 80 4000 ü C/EW 2 x 37° 3500 lm 2500 lm 80 10 50000 h 8220731243402
21 W I - ü 80 3000 ü C/EW 2 x 37° 3300 lm 2390 lm 80 10 50000 h 8220731243302
15 W I - ü 80 4000 ü C/EW 2 x 37° 2500 lm 1810 lm 80 10 50000 h 8220731163402
15 W I - ü 80 3000 ü C/EW 2 x 37° 2350 lm 1710 lm 80 10 50000 h 8220731163302
10 W I - ü 80 4000 ü C/EW 2 x 37° 1800 lm 1280 lm 80 10 50000 h 8220731113402
10 W I - ü 80 3000 ü C/EW 2 x 37° 1700 lm 1220 lm 80 10 50000 h 8220731113302

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 37° 4300 lm 3080 lm 80 10 50000 h 8220731306401
28 W I - - 80 3000 ü C/EW 2 x 37° 4050 lm 2940 lm 80 10 50000 h 8220731306301
21 W I - ü 80 4000 ü C/EW 2 x 37° 3500 lm 2500 lm 80 10 50000 h 8220731246401
21 W I - ü 80 3000 ü C/EW 2 x 37° 3300 lm 2390 lm 80 10 50000 h 8220731246301
15 W I - ü 80 4000 ü C/EW 2 x 37° 2500 lm 1810 lm 80 10 50000 h 8220731166401
15 W I - ü 80 3000 ü C/EW 2 x 37° 2350 lm 1710 lm 80 10 50000 h 8220731166301
10 W I - ü 80 4000 ü C/EW 2 x 37° 1800 lm 1280 lm 80 10 50000 h 8220731116401
10 W I - ü 80 3000 ü C/EW 2 x 37° 1700 lm 1220 lm 80 10 50000 h 8220731116301

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 37° 4300 lm 3080 lm 80 10 50000 h 8220731306402
28 W I - - 80 3000 ü C/EW 2 x 37° 4050 lm 2940 lm 80 10 50000 h 8220731306302
21 W I - ü 80 4000 ü C/EW 2 x 37° 3500 lm 2500 lm 80 10 50000 h 8220731246402
21 W I - ü 80 3000 ü C/EW 2 x 37° 3300 lm 2390 lm 80 10 50000 h 8220731246302
15 W I - ü 80 4000 ü C/EW 2 x 37° 2500 lm 1810 lm 80 10 50000 h 8220731166402
15 W I - ü 80 3000 ü C/EW 2 x 37° 2350 lm 1710 lm 80 10 50000 h 8220731166302
10 W I - ü 80 4000 ü C/EW 2 x 37° 1800 lm 1280 lm 80 10 50000 h 8220731116402
10 W I - ü 80 3000 ü C/EW 2 x 37° 1700 lm 1220 lm 80 10 50000 h 8220731116302

Power LED - emergency 1h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 37° 4300 lm 3080 lm 80 10 50000 h 8220731303401
28 W I - - 80 3000 ü C/EW 2 x 37° 4050 lm 2940 lm 80 10 50000 h 8220731303301
21 W I - ü 80 4000 ü C/EW 2 x 37° 3500 lm 2500 lm 80 10 50000 h 8220731243401
21 W I - ü 80 3000 ü C/EW 2 x 37° 3300 lm 2390 lm 80 10 50000 h 8220731243301
15 W I - ü 80 4000 ü C/EW 2 x 37° 2500 lm 1810 lm 80 10 50000 h 8220731163401
15 W I - ü 80 3000 ü C/EW 2 x 37° 2350 lm 1710 lm 80 10 50000 h 8220731163301
10 W I - ü 80 4000 ü C/EW 2 x 37° 1800 lm 1280 lm 80 10 50000 h 8220731113401
10 W I - ü 80 3000 ü C/EW 2 x 37° 1700 lm 1220 lm 80 10 50000 h 8220731113301
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INDOOR  |  GENERAL INDOOR  |  DOWNLIGHTS  |  DL220+

DL220+ WHITE OPTIC IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3130 lm 80 10 50000 h 8220791303400
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 2980 lm 80 10 50000 h 8220791303300
21 W I - - 80 4000 ü C/EW 2 x 48° 3500 lm 2540 lm 80 10 50000 h 8220791243400
21 W I - - 80 3000 ü C/EW 2 x 48° 3300 lm 2420 lm 80 10 50000 h 8220791243300
15 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1830 lm 80 10 50000 h 8220791163400
15 W I - - 80 3000 ü C/EW 2 x 48° 2350 lm 1740 lm 80 10 50000 h 8220791163300
10 W I - - 80 4000 ü C/EW 2 x 48° 1800 lm 1300 lm 80 10 50000 h 8220791113400
10 W I - - 80 3000 ü C/EW 2 x 48° 1700 lm 1240 lm 80 10 50000 h 8220791113300

Power LED - dimmable DALI 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3130 lm 80 10 50000 h 8220791306400
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 2980 lm 80 10 50000 h 8220791306300
21 W I - - 80 4000 ü C/EW 2 x 48° 3500 lm 2540 lm 80 10 50000 h 8220791246400
21 W I - - 80 3000 ü C/EW 2 x 48° 3300 lm 2420 lm 80 10 50000 h 8220791246300
15 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1830 lm 80 10 50000 h 8220791166400
15 W I - - 80 3000 ü C/EW 2 x 48° 2350 lm 1740 lm 80 10 50000 h 8220791166300
10 W I - - 80 4000 ü C/EW 2 x 48° 1800 lm 1300 lm 80 10 50000 h 8220791116400
10 W I - - 80 3000 ü C/EW 2 x 48° 1700 lm 1240 lm 80 10 50000 h 8220791116300

DL220+ WHITE OPTIC EM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 3h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3130 lm 80 10 50000 h 8220791303402
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 2980 lm 80 10 50000 h 8220791303302
21 W I - - 80 4000 ü C/EW 2 x 48° 3500 lm 2540 lm 80 10 50000 h 8220791243402
21 W I - - 80 3000 ü C/EW 2 x 48° 3300 lm 2420 lm 80 10 50000 h 8220791243302
15 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1830 lm 80 10 50000 h 8220791163402
15 W I - - 80 3000 ü C/EW 2 x 48° 2350 lm 1740 lm 80 10 50000 h 8220791163302
10 W I - - 80 4000 ü C/EW 2 x 48° 1800 lm 1300 lm 80 10 50000 h 8220791113402
10 W I - - 80 3000 ü C/EW 2 x 48° 1700 lm 1240 lm 80 10 50000 h 8220791113302

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3130 lm 80 10 50000 h 8220791306401
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 2980 lm 80 10 50000 h 8220791306301
21 W I - - 80 4000 ü C/EW 2 x 48° 3500 lm 2540 lm 80 10 50000 h 8220791246401
21 W I - - 80 3000 ü C/EW 2 x 48° 3300 lm 2420 lm 80 10 50000 h 8220791246301
15 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1830 lm 80 10 50000 h 8220791166401
15 W I - - 80 3000 ü C/EW 2 x 48° 2350 lm 1740 lm 80 10 50000 h 8220791166301
10 W I - - 80 4000 ü C/EW 2 x 48° 1800 lm 1300 lm 80 10 50000 h 8220791116401
10 W I - - 80 3000 ü C/EW 2 x 48° 1700 lm 1240 lm 80 10 50000 h 8220791116301

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3130 lm 80 10 50000 h 8220791306402
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 2980 lm 80 10 50000 h 8220791306302
21 W I - - 80 4000 ü C/EW 2 x 48° 3500 lm 2540 lm 80 10 50000 h 8220791246402
21 W I - - 80 3000 ü C/EW 2 x 48° 3300 lm 2420 lm 80 10 50000 h 8220791246302
15 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1830 lm 80 10 50000 h 8220791166402
15 W I - - 80 3000 ü C/EW 2 x 48° 2350 lm 1740 lm 80 10 50000 h 8220791166302
10 W I - - 80 4000 ü C/EW 2 x 48° 1800 lm 1300 lm 80 10 50000 h 8220791116402
10 W I - - 80 3000 ü C/EW 2 x 48° 1700 lm 1240 lm 80 10 50000 h 8220791116302

Power LED - emergency 1h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3130 lm 80 10 50000 h 8220791303401
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 2980 lm 80 10 50000 h 8220791303301
21 W I - - 80 4000 ü C/EW 2 x 48° 3500 lm 2540 lm 80 10 50000 h 8220791243401
21 W I - - 80 3000 ü C/EW 2 x 48° 3300 lm 2420 lm 80 10 50000 h 8220791243301
15 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1830 lm 80 10 50000 h 8220791163401
15 W I - - 80 3000 ü C/EW 2 x 48° 2350 lm 1740 lm 80 10 50000 h 8220791163301
10 W I - - 80 4000 ü C/EW 2 x 48° 1800 lm 1300 lm 80 10 50000 h 8220791113401
10 W I - - 80 3000 ü C/EW 2 x 48° 1700 lm 1240 lm 80 10 50000 h 8220791113301
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Recessed round LED downlight for indoors, consisting of:
¬ Multi-purpose die-cast aluminium housing combines 

all functions: heat-sinking, ceiling trim, ceiling brackets 
and gear tray connection

¬ Light-tight housing
¬ Suitable for ceiling tile thickness from 1-25 mm
¬ Recessed frosted diffuser for optimal light distribution 

and high homogeneity
¬ White modular reflector, ABS injection-moulded with 

light-tight connection of LED board

¬ Excellent heat dissipation through die-cast aluminium 
heat sink with FAST (Flexible Air Stream) Technology

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with electric converter
¬ Protection class IP54 (for light emission surface for 

installation in closed ceilings)
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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  98 mm   95 mm   max 0,8 kg

  172 mm   95 mm   max 1,9 kg

  140 mm   95 mm   max 1,1 kg

  206 mm   95 mm   max 2,5 kg
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INDOOR  |  GENERAL INDOOR  |  DOWNLIGHTS  |  DLSB LED

DLSB100 LED OPAL COVER  95 MM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
14 W I - - 80 4000 ü C/EW 2 x 45° 1500 lm 1090 lm 80 10 50000 h 810711334001
14 W I - - 80 3000 ü C/EW 2 x 45° 1400 lm 1060 lm 80 10 50000 h 810711333001
10 W I - - 80 4000 ü C/EW 2 x 45° 1100 lm 810 lm 80 10 50000 h 810710934001
10 W I - - 80 3000 ü C/EW 2 x 45° 1040 lm 790 lm 80 10 50000 h 810710933001

Power LED - dimmable DALI 220-240 V 50/60 Hz
14 W I - - 80 4000 ü C/EW 2 x 45° 1500 lm 1090 lm 80 10 50000 h 810711364001
14 W I - - 80 3000 ü C/EW 2 x 45° 1400 lm 1060 lm 80 10 50000 h 810711363001
10 W I - - 80 4000 ü C/EW 2 x 45° 1100 lm 810 lm 80 10 50000 h 810710964001
10 W I - - 80 3000 ü C/EW 2 x 45° 1040 lm 790 lm 80 10 50000 h 810710963001

Power LED - emergency 3h - 220-240 V 50/60 Hz
14 W I - - 80 4000 ü C/EW 2 x 45° 1500 lm 1090 lm 80 10 50000 h 810711334002
14 W I - - 80 3000 ü C/EW 2 x 45° 1400 lm 1060 lm 80 10 50000 h 810711333002
10 W I - - 80 4000 ü C/EW 2 x 45° 1100 lm 810 lm 80 10 50000 h 810710934002
10 W I - - 80 3000 ü C/EW 2 x 45° 1040 lm 790 lm 80 10 50000 h 810710933002

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
14 W I - - 80 4000 ü C/EW 2 x 45° 1500 lm 1090 lm 80 10 50000 h 810711364003
14 W I - - 80 3000 ü C/EW 2 x 45° 1400 lm 1060 lm 80 10 50000 h 810711363003
10 W I - - 80 4000 ü C/EW 2 x 45° 1100 lm 810 lm 80 10 50000 h 810710964003
10 W I - - 80 3000 ü C/EW 2 x 45° 1040 lm 790 lm 80 10 50000 h 810710963003

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
14 W I - - 80 4000 ü C/EW 2 x 45° 1500 lm 1090 lm 80 10 50000 h 810711364002
14 W I - - 80 3000 ü C/EW 2 x 45° 1400 lm 1060 lm 80 10 50000 h 810711363002
10 W I - - 80 4000 ü C/EW 2 x 45° 1100 lm 810 lm 80 10 50000 h 810710964002
10 W I - - 80 3000 ü C/EW 2 x 45° 1040 lm 790 lm 80 10 50000 h 810710963002

Power LED - emergency 1h - 220-240 V 50/60 Hz
14 W I - - 80 4000 ü C/EW 2 x 45° 1500 lm 1090 lm 80 10 50000 h 810711334003
14 W I - - 80 3000 ü C/EW 2 x 45° 1400 lm 1060 lm 80 10 50000 h 810711333003
10 W I - - 80 4000 ü C/EW 2 x 45° 1100 lm 810 lm 80 10 50000 h 810710934003
10 W I - - 80 3000 ü C/EW 2 x 45° 1040 lm 790 lm 80 10 50000 h 810710933003
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DLSB150 LED OPAL COVER  95 MM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
24 W I - - 80 4000 ü C/EW 2x47° 3010 lm 1990 lm 80 10 50000 h 815712334001
24 W I - - 80 3000 ü C/EW 2x47° 2640 lm 1790 lm 80 10 50000 h 815712333001
19 W I - - 80 4000 ü C/EW 2x47° 2510 lm 1700 lm 80 10 50000 h 815711834001
19 W I - - 80 3000 ü C/EW 2x47° 2250 lm 1500 lm 80 10 50000 h 815711833001
13 W I - - 80 4000 ü C/EW 2x47° 1960 lm 1320 lm 80 10 50000 h 815711234001
13 W I - - 80 3000 ü C/EW 2x47° 1760 lm 1180 lm 80 10 50000 h 815711233001
9 W I - - 80 4000 ü C/EW 2x47° 1360 lm 900 lm 80 10 50000 h 815710834001
9 W I - - 80 3000 ü C/EW 2x47° 1230 lm 820 lm 80 10 50000 h 815710833001

Power LED - dimmable DALI 220-240 V 50/60 Hz
24 W I - - 80 4000 ü C/EW 2x47° 3010 lm 1990 lm 80 10 50000 h 815712364001
24 W I - - 80 3000 ü C/EW 2x47° 2640 lm 1790 lm 80 10 50000 h 815712363001
19 W I - - 80 4000 ü C/EW 2x47° 2510 lm 1700 lm 80 10 50000 h 815711864001
19 W I - - 80 3000 ü C/EW 2x47° 2250 lm 1500 lm 80 10 50000 h 815711863001
13 W I - - 80 4000 ü C/EW 2x47° 1960 lm 1320 lm 80 10 50000 h 815711264001
13 W I - - 80 3000 ü C/EW 2x47° 1760 lm 1180 lm 80 10 50000 h 815711263001
9 W I - - 80 4000 ü C/EW 2x47° 1360 lm 900 lm 80 10 50000 h 815710864001
9 W I - - 80 3000 ü C/EW 2x47° 1230 lm 820 lm 80 10 50000 h 815710863001

Power LED - emergency 3h - 220-240 V 50/60 Hz
24 W I - - 80 4000 ü C/EW 2x47° 3010 lm 1990 lm 80 10 50000 h 815712334002
24 W I - - 80 3000 ü C/EW 2x47° 2640 lm 1790 lm 80 10 50000 h 815712333002
19 W I - - 80 4000 ü C/EW 2x47° 2510 lm 1700 lm 80 10 50000 h 815711834002
19 W I - - 80 3000 ü C/EW 2x47° 2250 lm 1500 lm 80 10 50000 h 815711833002
13 W I - - 80 4000 ü C/EW 2x47° 1960 lm 1320 lm 80 10 50000 h 815711234002
13 W I - - 80 3000 ü C/EW 2x47° 1760 lm 1180 lm 80 10 50000 h 815711233002
9 W I - - 80 4000 ü C/EW 2x47° 1360 lm 900 lm 80 10 50000 h 815710834002
9 W I - - 80 3000 ü C/EW 2x47° 1230 lm 820 lm 80 10 50000 h 815710833002

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
24 W I - - 80 4000 ü C/EW 2x47° 3010 lm 1990 lm 80 10 50000 h 815712364003
24 W I - - 80 3000 ü C/EW 2x47° 2640 lm 1790 lm 80 10 50000 h 815712363003
19 W I - - 80 4000 ü C/EW 2x47° 2510 lm 1700 lm 80 10 50000 h 815711864003
19 W I - - 80 3000 ü C/EW 2x47° 2250 lm 1500 lm 80 10 50000 h 815711863003
13 W I - - 80 4000 ü C/EW 2x47° 1960 lm 1320 lm 80 10 50000 h 815711264003
13 W I - - 80 3000 ü C/EW 2x47° 1760 lm 1180 lm 80 10 50000 h 815711263003
9 W I - - 80 4000 ü C/EW 2x47° 1360 lm 900 lm 80 10 50000 h 815710864003
9 W I - - 80 3000 ü C/EW 2x47° 1230 lm 820 lm 80 10 50000 h 815710863003

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
24 W I - - 80 4000 ü C/EW 2x47° 3010 lm 1990 lm 80 10 50000 h 815712364002
24 W I - - 80 3000 ü C/EW 2x47° 2640 lm 1790 lm 80 10 50000 h 815712363002
19 W I - - 80 4000 ü C/EW 2x47° 2510 lm 1700 lm 80 10 50000 h 815711864002
19 W I - - 80 3000 ü C/EW 2x47° 2250 lm 1500 lm 80 10 50000 h 815711863002
13 W I - - 80 4000 ü C/EW 2x47° 1960 lm 1320 lm 80 10 50000 h 815711264002
13 W I - - 80 3000 ü C/EW 2x47° 1760 lm 1180 lm 80 10 50000 h 815711263002
9 W I - - 80 4000 ü C/EW 2x47° 1360 lm 900 lm 80 10 50000 h 815710864002
9 W I - - 80 3000 ü C/EW 2x47° 1230 lm 820 lm 80 10 50000 h 815710863002

Power LED - emergency 1h - 220-240 V 50/60 Hz
24 W I - - 80 4000 ü C/EW 2x47° 3010 lm 1990 lm 80 10 50000 h 815712334003
24 W I - - 80 3000 ü C/EW 2x47° 2640 lm 1790 lm 80 10 50000 h 815712333003
19 W I - - 80 4000 ü C/EW 2x47° 2510 lm 1700 lm 80 10 50000 h 815711834003
19 W I - - 80 3000 ü C/EW 2x47° 2250 lm 1500 lm 80 10 50000 h 815711833003
13 W I - - 80 4000 ü C/EW 2x47° 1960 lm 1320 lm 80 10 50000 h 815711234003
13 W I - - 80 3000 ü C/EW 2x47° 1760 lm 1180 lm 80 10 50000 h 815711233003
9 W I - - 80 4000 ü C/EW 2x47° 1360 lm 900 lm 80 10 50000 h 815710834003
9 W I - - 80 3000 ü C/EW 2x47° 1230 lm 820 lm 80 10 50000 h 815710833003
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C/EW  -  35 W  -  4000 K  818713334001

INDOOR  |  GENERAL INDOOR  |  DOWNLIGHTS  |  DLSB LED

DLSB185 LED OPAL COVER  95 MM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
35 W I - - 80 4000 ü C/EW 2 x 48° 4110 lm 2990 lm 80 10 50000 h 818713334001
35 W I - - 80 3000 ü C/EW 2 x 48° 3540 lm 2610 lm 80 10 50000 h 818713333001
26 W I - - 80 4000 ü C/EW 2 x 46° 3410 lm 2440 lm 80 10 50000 h 818712434001
26 W I - - 80 3000 ü C/EW 2 x 46° 2860 lm 2210 lm 80 10 50000 h 818712433001
18 W I - - 80 4000 ü C/EW 2 x 46° 2460 lm 1900 lm 80 10 50000 h 818711634001
18 W I - - 80 3000 ü C/EW 2 x 46° 2380 lm 1740 lm 80 10 50000 h 818711633001
12 W I - - 80 4000 ü C/EW 2 x 46° 1890 lm 1350 lm 80 10 50000 h 818711234001
12 W I - - 80 3000 ü C/EW 2 x 46° 1710 lm 1240 lm 80 10 50000 h 818711233001
9 W I - - 80 4000 ü C/EW 2 x 48° 1330 lm 1000 lm 80 10 50000 h 818710834001
9 W I - - 80 3000 ü C/EW 2 x 48° 1270 lm 930 lm 80 10 50000 h 818710833001

Power LED - dimmable DALI 220-240 V 50/60 Hz
35 W I - - 80 4000 ü C/EW 2 x 48° 4110 lm 2990 lm 80 10 50000 h 818713364001
35 W I - - 80 3000 ü C/EW 2 x 48° 3540 lm 2610 lm 80 10 50000 h 818713363001
26 W I - - 80 4000 ü C/EW 2 x 46° 3410 lm 2440 lm 80 10 50000 h 818712464001
26 W I - - 80 3000 ü C/EW 2 x 46° 2860 lm 2210 lm 80 10 50000 h 818712463001
18 W I - - 80 4000 ü C/EW 2 x 46° 2460 lm 1900 lm 80 10 50000 h 818711664001
18 W I - - 80 3000 ü C/EW 2 x 46° 2380 lm 1740 lm 80 10 50000 h 818711663001
12 W I - - 80 4000 ü C/EW 2 x 46° 1890 lm 1350 lm 80 10 50000 h 818711264001
12 W I - - 80 3000 ü C/EW 2 x 46° 1710 lm 1240 lm 80 10 50000 h 818711263001
9 W I - - 80 4000 ü C/EW 2 x 48° 1330 lm 1000 lm 80 10 50000 h 818710864001
9 W I - - 80 3000 ü C/EW 2 x 48° 1270 lm 930 lm 80 10 50000 h 818710863001

Power LED - emergency 3h - 220-240 V 50/60 Hz
35 W I - - 80 4000 ü C/EW 2 x 48° 4110 lm 2990 lm 80 10 50000 h 818713334002
35 W I - - 80 3000 ü C/EW 2 x 48° 3540 lm 2610 lm 80 10 50000 h 818713333002
26 W I - - 80 4000 ü C/EW 2 x 46° 3410 lm 2440 lm 80 10 50000 h 818712434002
26 W I - - 80 3000 ü C/EW 2 x 46° 2860 lm 2210 lm 80 10 50000 h 818712433002
18 W I - - 80 4000 ü C/EW 2 x 46° 2460 lm 1900 lm 80 10 50000 h 818711634002
18 W I - - 80 3000 ü C/EW 2 x 46° 2380 lm 1740 lm 80 10 50000 h 818711633002
12 W I - - 80 4000 ü C/EW 2 x 46° 1890 lm 1350 lm 80 10 50000 h 818711234002
12 W I - - 80 3000 ü C/EW 2 x 46° 1710 lm 1240 lm 80 10 50000 h 818711233002
9 W I - - 80 4000 ü C/EW 2 x 48° 1330 lm 1000 lm 80 10 50000 h 818710834002
9 W I - - 80 3000 ü C/EW 2 x 48° 1270 lm 930 lm 80 10 50000 h 818710833002

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
35 W I - - 80 4000 ü C/EW 2 x 48° 4110 lm 2990 lm 80 10 50000 h 818713364003
35 W I - - 80 3000 ü C/EW 2 x 48° 3540 lm 2610 lm 80 10 50000 h 818713363003
26 W I - - 80 4000 ü C/EW 2 x 46° 3410 lm 2440 lm 80 10 50000 h 818712464003
26 W I - - 80 3000 ü C/EW 2 x 46° 2860 lm 2210 lm 80 10 50000 h 818712463003
18 W I - - 80 4000 ü C/EW 2 x 46° 2460 lm 1900 lm 80 10 50000 h 818711664003
18 W I - - 80 3000 ü C/EW 2 x 46° 2380 lm 1740 lm 80 10 50000 h 818711663003
12 W I - - 80 4000 ü C/EW 2 x 46° 1890 lm 1350 lm 80 10 50000 h 818711264003
12 W I - - 80 3000 ü C/EW 2 x 46° 1710 lm 1240 lm 80 10 50000 h 818711263003
9 W I - - 80 4000 ü C/EW 2 x 48° 1330 lm 1000 lm 80 10 50000 h 818710864003
9 W I - - 80 3000 ü C/EW 2 x 48° 1270 lm 930 lm 80 10 50000 h 818710863003

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
35 W I - - 80 4000 ü C/EW 2 x 48° 4110 lm 2990 lm 80 10 50000 h 818713364002
35 W I - - 80 3000 ü C/EW 2 x 48° 3540 lm 2610 lm 80 10 50000 h 818713363002
26 W I - - 80 4000 ü C/EW 2 x 46° 3410 lm 2440 lm 80 10 50000 h 818712464002
26 W I - - 80 3000 ü C/EW 2 x 46° 2860 lm 2210 lm 80 10 50000 h 818712463002
18 W I - - 80 4000 ü C/EW 2 x 46° 2460 lm 1900 lm 80 10 50000 h 818711664002
18 W I - - 80 3000 ü C/EW 2 x 46° 2380 lm 1740 lm 80 10 50000 h 818711663002
12 W I - - 80 4000 ü C/EW 2 x 46° 1890 lm 1350 lm 80 10 50000 h 818711264002
12 W I - - 80 3000 ü C/EW 2 x 46° 1710 lm 1240 lm 80 10 50000 h 818711263002
9 W I - - 80 4000 ü C/EW 2 x 48° 1330 lm 1000 lm 80 10 50000 h 818710864002
9 W I - - 80 3000 ü C/EW 2 x 48° 1270 lm 930 lm 80 10 50000 h 818710863002

Power LED - emergency 1h - 220-240 V 50/60 Hz
35 W I - - 80 4000 ü C/EW 2 x 48° 4110 lm 2990 lm 80 10 50000 h 818713334003
35 W I - - 80 3000 ü C/EW 2 x 48° 3540 lm 2610 lm 80 10 50000 h 818713333003
26 W I - - 80 4000 ü C/EW 2 x 46° 3410 lm 2440 lm 80 10 50000 h 818712434003
26 W I - - 80 3000 ü C/EW 2 x 46° 2860 lm 2210 lm 80 10 50000 h 818712433003
18 W I - - 80 4000 ü C/EW 2 x 46° 2460 lm 1900 lm 80 10 50000 h 818711634003
18 W I - - 80 3000 ü C/EW 2 x 46° 2380 lm 1740 lm 80 10 50000 h 818711633003
12 W I - - 80 4000 ü C/EW 2 x 46° 1890 lm 1350 lm 80 10 50000 h 818711234003
12 W I - - 80 3000 ü C/EW 2 x 46° 1710 lm 1240 lm 80 10 50000 h 818711233003
9 W I - - 80 4000 ü C/EW 2 x 48° 1330 lm 1000 lm 80 10 50000 h 818710834003
9 W I - - 80 3000 ü C/EW 2 x 48° 1270 lm 930 lm 80 10 50000 h 818710833003
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C/EW  -  51 W  -  4000 K  822722334001

DLSB220 LED OPAL COVER  95 MM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
51 W I - - 80 4000 ü C/EW 2 x 48° 5880 lm 4560 lm 80 10 50000 h 822722334001
51 W I - - 80 3000 ü C/EW 2 x 48° 5030 lm 4070 lm 80 10 50000 h 822722333001
38 W I - - 80 4000 ü C/EW 2x47° 4880 lm 3690 lm 80 10 50000 h 822721734001
38 W I - - 80 3000 ü C/EW 2x47° 4240 lm 3380 lm 80 10 50000 h 822721733001
26 W I - - 80 4000 ü C/EW 2x47° 3850 lm 2940 lm 80 10 50000 h 822721234001
26 W I - - 80 3000 ü C/EW 2x47° 3430 lm 2690 lm 80 10 50000 h 822721233001
18 W I - - 80 4000 ü C/EW 2x47° 2750 lm 2090 lm 80 10 50000 h 822720834001
18 W I - - 80 3000 ü C/EW 2x47° 2460 lm 1920 lm 80 10 50000 h 822720833001
12 W I - - 80 4000 ü C/EW 2 x 48° 2030 lm 1550 lm 80 10 50000 h 822720534001
12 W I - - 80 3000 ü C/EW 2 x 48° 1860 lm 1430 lm 80 10 50000 h 822720533001

Power LED - dimmable DALI 220-240 V 50/60 Hz
51 W I - - 80 4000 ü C/EW 2 x 48° 5880 lm 4560 lm 80 10 50000 h 822722364001
51 W I - - 80 3000 ü C/EW 2 x 48° 5030 lm 4070 lm 80 10 50000 h 822722363001
38 W I - - 80 4000 ü C/EW 2x47° 4880 lm 3690 lm 80 10 50000 h 822721764001
38 W I - - 80 3000 ü C/EW 2x47° 4240 lm 3380 lm 80 10 50000 h 822721763001
26 W I - - 80 4000 ü C/EW 2x47° 3850 lm 2940 lm 80 10 50000 h 822721264001
26 W I - - 80 3000 ü C/EW 2x47° 3430 lm 2690 lm 80 10 50000 h 822721263001
18 W I - - 80 4000 ü C/EW 2x47° 2750 lm 2090 lm 80 10 50000 h 822720864001
18 W I - - 80 3000 ü C/EW 2x47° 2460 lm 1920 lm 80 10 50000 h 822720863001
12 W I - - 80 4000 ü C/EW 2 x 48° 2030 lm 1550 lm 80 10 50000 h 822720564001
12 W I - - 80 3000 ü C/EW 2 x 48° 1860 lm 1430 lm 80 10 50000 h 822720563001

Power LED - emergency 3h - 220-240 V 50/60 Hz
51 W I - - 80 4000 ü C/EW 2 x 48° 5880 lm 4560 lm 80 10 50000 h 822722334002
51 W I - - 80 3000 ü C/EW 2 x 48° 5030 lm 4070 lm 80 10 50000 h 822722333002
38 W I - - 80 4000 ü C/EW 2x47° 4880 lm 3690 lm 80 10 50000 h 822721734002
38 W I - - 80 3000 ü C/EW 2x47° 4240 lm 3380 lm 80 10 50000 h 822721733002
26 W I - - 80 4000 ü C/EW 2x47° 3850 lm 2940 lm 80 10 50000 h 822721234002
26 W I - - 80 3000 ü C/EW 2x47° 3430 lm 2690 lm 80 10 50000 h 822721233002
18 W I - - 80 4000 ü C/EW 2x47° 2750 lm 2090 lm 80 10 50000 h 822720834002
18 W I - - 80 3000 ü C/EW 2x47° 2460 lm 1920 lm 80 10 50000 h 822720833002
12 W I - - 80 4000 ü C/EW 2 x 48° 2030 lm 1550 lm 80 10 50000 h 822720534002
12 W I - - 80 3000 ü C/EW 2 x 48° 1860 lm 1430 lm 80 10 50000 h 822720533002

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
51 W I - - 80 4000 ü C/EW 2 x 48° 5880 lm 4560 lm 80 10 50000 h 822722364003
51 W I - - 80 3000 ü C/EW 2 x 48° 5030 lm 4070 lm 80 10 50000 h 822722363003
38 W I - - 80 4000 ü C/EW 2x47° 4880 lm 3690 lm 80 10 50000 h 822721764003
38 W I - - 80 3000 ü C/EW 2x47° 4240 lm 3380 lm 80 10 50000 h 822721763003
26 W I - - 80 4000 ü C/EW 2x47° 3850 lm 2940 lm 80 10 50000 h 822721264003
26 W I - - 80 3000 ü C/EW 2x47° 3430 lm 2690 lm 80 10 50000 h 822721263003
18 W I - - 80 4000 ü C/EW 2x47° 2750 lm 2090 lm 80 10 50000 h 822720864003
18 W I - - 80 3000 ü C/EW 2x47° 2460 lm 1920 lm 80 10 50000 h 822720863003
12 W I - - 80 4000 ü C/EW 2 x 48° 2030 lm 1550 lm 80 10 50000 h 822720564003
12 W I - - 80 3000 ü C/EW 2 x 48° 1860 lm 1430 lm 80 10 50000 h 822720563003

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
51 W I - - 80 4000 ü C/EW 2 x 48° 5880 lm 4560 lm 80 10 50000 h 822722364002
51 W I - - 80 3000 ü C/EW 2 x 48° 5030 lm 4070 lm 80 10 50000 h 822722363002
38 W I - - 80 4000 ü C/EW 2x47° 4880 lm 3690 lm 80 10 50000 h 822721764002
38 W I - - 80 3000 ü C/EW 2x47° 4240 lm 3380 lm 80 10 50000 h 822721763002
26 W I - - 80 4000 ü C/EW 2x47° 3850 lm 2940 lm 80 10 50000 h 822721264002
26 W I - - 80 3000 ü C/EW 2x47° 3430 lm 2690 lm 80 10 50000 h 822721263002
18 W I - - 80 4000 ü C/EW 2x47° 2750 lm 2090 lm 80 10 50000 h 822720864002
18 W I - - 80 3000 ü C/EW 2x47° 2460 lm 1920 lm 80 10 50000 h 822720863002
12 W I - - 80 4000 ü C/EW 2 x 48° 2030 lm 1550 lm 80 10 50000 h 822720564002
12 W I - - 80 3000 ü C/EW 2 x 48° 1860 lm 1430 lm 80 10 50000 h 822720563002

Power LED - emergency 1h - 220-240 V 50/60 Hz
51 W I - - 80 4000 ü C/EW 2 x 48° 5880 lm 4560 lm 80 10 50000 h 822722334003
51 W I - - 80 3000 ü C/EW 2 x 48° 5030 lm 4070 lm 80 10 50000 h 822722333003
38 W I - - 80 4000 ü C/EW 2x47° 4880 lm 3690 lm 80 10 50000 h 822721734003
38 W I - - 80 3000 ü C/EW 2x47° 4240 lm 3380 lm 80 10 50000 h 822721733003
26 W I - - 80 4000 ü C/EW 2x47° 3850 lm 2940 lm 80 10 50000 h 822721234003
26 W I - - 80 3000 ü C/EW 2x47° 3430 lm 2690 lm 80 10 50000 h 822721233003
18 W I - - 80 4000 ü C/EW 2x47° 2750 lm 2090 lm 80 10 50000 h 822720834003
18 W I - - 80 3000 ü C/EW 2x47° 2460 lm 1920 lm 80 10 50000 h 822720833003
12 W I - - 80 4000 ü C/EW 2 x 48° 2030 lm 1550 lm 80 10 50000 h 822720534003
12 W I - - 80 3000 ü C/EW 2 x 48° 1860 lm 1430 lm 80 10 50000 h 822720533003
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DIRECT METALLIC LOUVRE WHITE OPTICDIRECT WHITE

DM190+ DM190+ 
17 W

DM190+ 
EM

INDOOR  |  GENERAL INDOOR  |  DOWNLIGHTS  |  DM190+

Quadratic modular LED downlight, recessed, for indoors, 
consisting of:
¬ LED module, die-cast aluminium heat sink, reflector 

with integrated ceiling frame, diffuser and external 
supply unit

¬ All components can be replaced at a later time 
without the use of tools

¬ Integrated diffuser with optimum diffusion for a very 
high level of uniformity

Modular light optics and reflectors are available in various 
versions:

¬ Reflector with integrated ceiling frame made of 
injection-moulded ABS in white with light-tight 
connection to LED module

¬ Reflector with integrated ceiling frame made of 
injection-moulded ABS in white with light-tight 
connection to LED module and matte plastic pane 
(IP54)

¬ High-shine modular reflector with integrated ceiling 

frame made of metallised injection-moulded ABS with 
light-tight connection to LED module

¬ High-shine modular radial louvre reflector with 
integrated ceiling frame made of metallised injection-
moulded ABS with light-tight connection to LED 
module

¬ Excellent dissipation with die-cast aluminium heat 
sink with FAST "Flexible Air Stream Technology"

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Suitable for ceiling tile thickness from 1-25 mm
¬ Quick installation without tools
¬ Protection class IP44 (for light emission surface for 

installation in closed ceilings)
¬ Emergency light version (1h or 3h) available
¬ Colour rendering index Ra > 90 on request

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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C/EW  -  17 W  -  4000 K  8190761183401

DM190+ DIRECT WHITE IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 2150 lm 80 10 50000 h 8190761183400
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 2040 lm 80 10 50000 h 8190761183300
13 W I - - 80 4000 ü C/EW 2x50° 2100 lm 1810 lm 80 10 50000 h 8190761143400
13 W I - - 80 3000 ü C/EW 2x50° 1900 lm 1720 lm 80 10 50000 h 8190761143300
9 W I - - 80 4000 ü C/EW 2x50° 1500 lm 1300 lm 80 10 50000 h 8190761103400
9 W I - - 80 3000 ü C/EW 2x50° 1400 lm 1240 lm 80 10 50000 h 8190761103300
6 W I - - 80 4000 ü C/EW 2x50° 1100 lm 930 lm 80 10 50000 h 8190761073400
6 W I - - 80 3000 ü C/EW 2x50° 1000 lm 880 lm 80 10 50000 h 8190761073300

Power LED - dimmable DALI 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 2150 lm 80 10 50000 h 8190761186400
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 2040 lm 80 10 50000 h 8190761186300
13 W I - - 80 4000 ü C/EW 2x50° 2100 lm 1810 lm 80 10 50000 h 8190761146400
13 W I - - 80 3000 ü C/EW 2x50° 1900 lm 1720 lm 80 10 50000 h 8190761146300
9 W I - - 80 4000 ü C/EW 2x50° 1500 lm 1300 lm 80 10 50000 h 8190761106400
9 W I - - 80 3000 ü C/EW 2x50° 1400 lm 1240 lm 80 10 50000 h 8190761106300
6 W I - - 80 4000 ü C/EW 2x50° 1100 lm 930 lm 80 10 50000 h 8190761076400
6 W I - - 80 3000 ü C/EW 2x50° 1000 lm 880 lm 80 10 50000 h 8190761076300

DM190+ DIRECT WHITE EM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 3h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 2150 lm 80 10 50000 h 8190761183402
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 2040 lm 80 10 50000 h 8190761183302
13 W I - - 80 4000 ü C/EW 2x50° 2100 lm 1810 lm 80 10 50000 h 8190761143402
13 W I - - 80 3000 ü C/EW 2x50° 1900 lm 1720 lm 80 10 50000 h 8190761143302
9 W I - - 80 4000 ü C/EW 2x50° 1500 lm 1300 lm 80 10 50000 h 8190761103402
9 W I - - 80 3000 ü C/EW 2x50° 1400 lm 1240 lm 80 10 50000 h 8190761103302
6 W I - - 80 4000 ü C/EW 2x50° 1100 lm 930 lm 80 10 50000 h 8190761073402
6 W I - - 80 3000 ü C/EW 2x50° 1000 lm 880 lm 80 10 50000 h 8190761073302

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 2150 lm 80 10 50000 h 8190761186401
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 2040 lm 80 10 50000 h 8190761186301
13 W I - - 80 4000 ü C/EW 2x50° 2100 lm 1810 lm 80 10 50000 h 8190761146401
13 W I - - 80 3000 ü C/EW 2x50° 1900 lm 1720 lm 80 10 50000 h 8190761146301
9 W I - - 80 4000 ü C/EW 2x50° 1500 lm 1300 lm 80 10 50000 h 8190761106401
9 W I - - 80 3000 ü C/EW 2x50° 1400 lm 1240 lm 80 10 50000 h 8190761106301
6 W I - - 80 4000 ü C/EW 2x50° 1100 lm 930 lm 80 10 50000 h 8190761076401
6 W I - - 80 3000 ü C/EW 2x50° 1000 lm 880 lm 80 10 50000 h 8190761076301

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 2150 lm 80 10 50000 h 8190761186402
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 2040 lm 80 10 50000 h 8190761186302
13 W I - - 80 4000 ü C/EW 2x50° 2100 lm 1810 lm 80 10 50000 h 8190761146402
13 W I - - 80 3000 ü C/EW 2x50° 1900 lm 1720 lm 80 10 50000 h 8190761146302
9 W I - - 80 4000 ü C/EW 2x50° 1500 lm 1300 lm 80 10 50000 h 8190761106402
9 W I - - 80 3000 ü C/EW 2x50° 1400 lm 1240 lm 80 10 50000 h 8190761106302
6 W I - - 80 4000 ü C/EW 2x50° 1100 lm 930 lm 80 10 50000 h 8190761076402
6 W I - - 80 3000 ü C/EW 2x50° 1000 lm 880 lm 80 10 50000 h 8190761076302

Power LED - emergency 1h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 2150 lm 80 10 50000 h 8190761183401
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 2040 lm 80 10 50000 h 8190761183301
13 W I - - 80 4000 ü C/EW 2x50° 2100 lm 1810 lm 80 10 50000 h 8190761143401
13 W I - - 80 3000 ü C/EW 2x50° 1900 lm 1720 lm 80 10 50000 h 8190761143301
9 W I - - 80 4000 ü C/EW 2x50° 1500 lm 1300 lm 80 10 50000 h 8190761103401
9 W I - - 80 3000 ü C/EW 2x50° 1400 lm 1240 lm 80 10 50000 h 8190761103301
6 W I - - 80 4000 ü C/EW 2x50° 1100 lm 930 lm 80 10 50000 h 8190761073401
6 W I - - 80 3000 ü C/EW 2x50° 1000 lm 880 lm 80 10 50000 h 8190761073301
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DM190+ DIRECT METALLIC IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 36° 2500 lm 2110 lm 80 10 50000 h 8190751183400
17 W I - - 80 3000 ü C/EW 2 x 36° 2250 lm 2010 lm 80 10 50000 h 8190751183300
13 W I - - 80 4000 ü C/EW 2 x 36° 2100 lm 1780 lm 80 10 50000 h 8190751143400
13 W I - - 80 3000 ü C/EW 2 x 36° 1900 lm 1690 lm 80 10 50000 h 8190751143300
9 W I - - 80 4000 ü C/EW 2 x 36° 1500 lm 1280 lm 80 10 50000 h 8190751103400
9 W I - - 80 3000 ü C/EW 2 x 36° 1400 lm 1220 lm 80 10 50000 h 8190751103300
6 W I - - 80 4000 ü C/EW 2 x 36° 1100 lm 910 lm 80 10 50000 h 8190751073400
6 W I - - 80 3000 ü C/EW 2 x 36° 1000 lm 860 lm 80 10 50000 h 8190751073300

Power LED - dimmable DALI 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 36° 2500 lm 2110 lm 80 10 50000 h 8190751186400
17 W I - - 80 3000 ü C/EW 2 x 36° 2250 lm 2010 lm 80 10 50000 h 8190751186300
13 W I - - 80 4000 ü C/EW 2 x 36° 2100 lm 1780 lm 80 10 50000 h 8190751146400
13 W I - - 80 3000 ü C/EW 2 x 36° 1900 lm 1690 lm 80 10 50000 h 8190751146300
9 W I - - 80 4000 ü C/EW 2 x 36° 1500 lm 1280 lm 80 10 50000 h 8190751106400
9 W I - - 80 3000 ü C/EW 2 x 36° 1400 lm 1220 lm 80 10 50000 h 8190751106300
6 W I - - 80 4000 ü C/EW 2 x 36° 1100 lm 910 lm 80 10 50000 h 8190751076400
6 W I - - 80 3000 ü C/EW 2 x 36° 1000 lm 860 lm 80 10 50000 h 8190751076300

DM190+ DIRECT METALLIC EM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 3h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 36° 2500 lm 2110 lm 80 10 50000 h 8190751183402
17 W I - - 80 3000 ü C/EW 2 x 36° 2250 lm 2010 lm 80 10 50000 h 8190751183302
13 W I - - 80 4000 ü C/EW 2 x 36° 2100 lm 1780 lm 80 10 50000 h 8190751143402
13 W I - - 80 3000 ü C/EW 2 x 36° 1900 lm 1690 lm 80 10 50000 h 8190751143302
9 W I - - 80 4000 ü C/EW 2 x 36° 1500 lm 1280 lm 80 10 50000 h 8190751103402
9 W I - - 80 3000 ü C/EW 2 x 36° 1400 lm 1220 lm 80 10 50000 h 8190751103302
6 W I - - 80 4000 ü C/EW 2 x 36° 1100 lm 910 lm 80 10 50000 h 8190751073402
6 W I - - 80 3000 ü C/EW 2 x 36° 1000 lm 860 lm 80 10 50000 h 8190751073302

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 36° 2500 lm 2110 lm 80 10 50000 h 8190751186401
17 W I - - 80 3000 ü C/EW 2 x 36° 2250 lm 2010 lm 80 10 50000 h 8190751186301
13 W I - - 80 4000 ü C/EW 2 x 36° 2100 lm 1780 lm 80 10 50000 h 8190751146401
13 W I - - 80 3000 ü C/EW 2 x 36° 1900 lm 1690 lm 80 10 50000 h 8190751146301
9 W I - - 80 4000 ü C/EW 2 x 36° 1500 lm 1280 lm 80 10 50000 h 8190751106401
9 W I - - 80 3000 ü C/EW 2 x 36° 1400 lm 1220 lm 80 10 50000 h 8190751106301
6 W I - - 80 4000 ü C/EW 2 x 36° 1100 lm 910 lm 80 10 50000 h 8190751076401
6 W I - - 80 3000 ü C/EW 2 x 36° 1000 lm 860 lm 80 10 50000 h 8190751076301

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 36° 2500 lm 2110 lm 80 10 50000 h 8190751186402
17 W I - - 80 3000 ü C/EW 2 x 36° 2250 lm 2010 lm 80 10 50000 h 8190751186302
13 W I - - 80 4000 ü C/EW 2 x 36° 2100 lm 1780 lm 80 10 50000 h 8190751146402
13 W I - - 80 3000 ü C/EW 2 x 36° 1900 lm 1690 lm 80 10 50000 h 8190751146302
9 W I - - 80 4000 ü C/EW 2 x 36° 1500 lm 1280 lm 80 10 50000 h 8190751106402
9 W I - - 80 3000 ü C/EW 2 x 36° 1400 lm 1220 lm 80 10 50000 h 8190751106302
6 W I - - 80 4000 ü C/EW 2 x 36° 1100 lm 910 lm 80 10 50000 h 8190751076402
6 W I - - 80 3000 ü C/EW 2 x 36° 1000 lm 860 lm 80 10 50000 h 8190751076302

Power LED - emergency 1h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 36° 2500 lm 2110 lm 80 10 50000 h 8190751183401
17 W I - - 80 3000 ü C/EW 2 x 36° 2250 lm 2010 lm 80 10 50000 h 8190751183301
13 W I - - 80 4000 ü C/EW 2 x 36° 2100 lm 1780 lm 80 10 50000 h 8190751143401
13 W I - - 80 3000 ü C/EW 2 x 36° 1900 lm 1690 lm 80 10 50000 h 8190751143301
9 W I - - 80 4000 ü C/EW 2 x 36° 1500 lm 1280 lm 80 10 50000 h 8190751103401
9 W I - - 80 3000 ü C/EW 2 x 36° 1400 lm 1220 lm 80 10 50000 h 8190751103301
6 W I - - 80 4000 ü C/EW 2 x 36° 1100 lm 910 lm 80 10 50000 h 8190751073401
6 W I - - 80 3000 ü C/EW 2 x 36° 1000 lm 860 lm 80 10 50000 h 8190751073301
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DM190+ LOUVRE IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
17 W I - ü 80 4000 ü C/EW 2 x 37° 2500 lm 1690 lm 80 10 50000 h 8190731183400
17 W I - ü 80 3000 ü C/EW 2 x 37° 2250 lm 1600 lm 80 10 50000 h 8190731183300
13 W I - ü 80 4000 ü C/EW 2 x 37° 2100 lm 1420 lm 80 10 50000 h 8190731143400
13 W I - ü 80 3000 ü C/EW 2 x 37° 1900 lm 1350 lm 80 10 50000 h 8190731143300
9 W I - ü 80 4000 ü C/EW 2 x 37° 1500 lm 1020 lm 80 10 50000 h 8190731103400
9 W I - ü 80 3000 ü C/EW 2 x 37° 1400 lm 970 lm 80 10 50000 h 8190731103300
6 W I - ü 80 4000 ü C/EW 2 x 37° 1100 lm 730 lm 80 10 50000 h 8190731073400
6 W I - ü 80 3000 ü C/EW 2 x 37° 1000 lm 690 lm 80 10 50000 h 8190731073300

Power LED - dimmable DALI 220-240 V 50/60 Hz
17 W I - ü 80 4000 ü C/EW 2 x 37° 2500 lm 1690 lm 80 10 50000 h 8190731186400
17 W I - ü 80 3000 ü C/EW 2 x 37° 2250 lm 1600 lm 80 10 50000 h 8190731186300
13 W I - ü 80 4000 ü C/EW 2 x 37° 2100 lm 1420 lm 80 10 50000 h 8190731146400
13 W I - ü 80 3000 ü C/EW 2 x 37° 1900 lm 1350 lm 80 10 50000 h 8190731146300
9 W I - ü 80 4000 ü C/EW 2 x 37° 1500 lm 1020 lm 80 10 50000 h 8190731106400
9 W I - ü 80 3000 ü C/EW 2 x 37° 1400 lm 970 lm 80 10 50000 h 8190731106300
6 W I - ü 80 4000 ü C/EW 2 x 37° 1100 lm 730 lm 80 10 50000 h 8190731076400
6 W I - ü 80 3000 ü C/EW 2 x 37° 1000 lm 690 lm 80 10 50000 h 8190731076300

DM190+ LOUVRE EM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 3h - 220-240 V 50/60 Hz
17 W I - ü 80 4000 ü C/EW 2 x 37° 2500 lm 1690 lm 80 10 50000 h 8190731183402
17 W I - ü 80 3000 ü C/EW 2 x 37° 2250 lm 1600 lm 80 10 50000 h 8190731183302
13 W I - ü 80 4000 ü C/EW 2 x 37° 2100 lm 1420 lm 80 10 50000 h 8190731143402
13 W I - ü 80 3000 ü C/EW 2 x 37° 1900 lm 1350 lm 80 10 50000 h 8190731143302
9 W I - ü 80 4000 ü C/EW 2 x 37° 1500 lm 1020 lm 80 10 50000 h 8190731103402
9 W I - ü 80 3000 ü C/EW 2 x 37° 1400 lm 970 lm 80 10 50000 h 8190731103302
6 W I - ü 80 4000 ü C/EW 2 x 37° 1100 lm 730 lm 80 10 50000 h 8190731073402
6 W I - ü 80 3000 ü C/EW 2 x 37° 1000 lm 690 lm 80 10 50000 h 8190731073302

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
17 W I - ü 80 4000 ü C/EW 2 x 37° 2500 lm 1690 lm 80 10 50000 h 8190731186401
17 W I - ü 80 3000 ü C/EW 2 x 37° 2250 lm 1600 lm 80 10 50000 h 8190731186301
13 W I - ü 80 4000 ü C/EW 2 x 37° 2100 lm 1420 lm 80 10 50000 h 8190731146401
13 W I - ü 80 3000 ü C/EW 2 x 37° 1900 lm 1350 lm 80 10 50000 h 8190731146301
9 W I - ü 80 4000 ü C/EW 2 x 37° 1500 lm 1020 lm 80 10 50000 h 8190731106401
9 W I - ü 80 3000 ü C/EW 2 x 37° 1400 lm 970 lm 80 10 50000 h 8190731106301
6 W I - ü 80 4000 ü C/EW 2 x 37° 1100 lm 730 lm 80 10 50000 h 8190731076401
6 W I - ü 80 3000 ü C/EW 2 x 37° 1000 lm 690 lm 80 10 50000 h 8190731076301

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
17 W I - ü 80 4000 ü C/EW 2 x 37° 2500 lm 1690 lm 80 10 50000 h 8190731186402
17 W I - ü 80 3000 ü C/EW 2 x 37° 2250 lm 1600 lm 80 10 50000 h 8190731186302
13 W I - ü 80 4000 ü C/EW 2 x 37° 2100 lm 1420 lm 80 10 50000 h 8190731146402
13 W I - ü 80 3000 ü C/EW 2 x 37° 1900 lm 1350 lm 80 10 50000 h 8190731146302
9 W I - ü 80 4000 ü C/EW 2 x 37° 1500 lm 1020 lm 80 10 50000 h 8190731106402
9 W I - ü 80 3000 ü C/EW 2 x 37° 1400 lm 970 lm 80 10 50000 h 8190731106302
6 W I - ü 80 4000 ü C/EW 2 x 37° 1100 lm 730 lm 80 10 50000 h 8190731076402
6 W I - ü 80 3000 ü C/EW 2 x 37° 1000 lm 690 lm 80 10 50000 h 8190731076302

Power LED - emergency 1h - 220-240 V 50/60 Hz
17 W I - ü 80 4000 ü C/EW 2 x 37° 2500 lm 1690 lm 80 10 50000 h 8190731183401
17 W I - ü 80 3000 ü C/EW 2 x 37° 2250 lm 1600 lm 80 10 50000 h 8190731183301
13 W I - ü 80 4000 ü C/EW 2 x 37° 2100 lm 1420 lm 80 10 50000 h 8190731143401
13 W I - ü 80 3000 ü C/EW 2 x 37° 1900 lm 1350 lm 80 10 50000 h 8190731143301
9 W I - ü 80 4000 ü C/EW 2 x 37° 1500 lm 1020 lm 80 10 50000 h 8190731103401
9 W I - ü 80 3000 ü C/EW 2 x 37° 1400 lm 970 lm 80 10 50000 h 8190731103301
6 W I - ü 80 4000 ü C/EW 2 x 37° 1100 lm 730 lm 80 10 50000 h 8190731073401
6 W I - ü 80 3000 ü C/EW 2 x 37° 1000 lm 690 lm 80 10 50000 h 8190731073301
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INDOOR  |  GENERAL INDOOR  |  DOWNLIGHTS  |  DM190+

DM190+ WHITE OPTIC IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1720 lm 80 10 50000 h 8190791183400
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 1630 lm 80 10 50000 h 8190791183300
13 W I - - 80 4000 ü C/EW 2 x 48° 2100 lm 1450 lm 80 10 50000 h 8190791143400
13 W I - - 80 3000 ü C/EW 2 x 48° 1900 lm 1420 lm 80 10 50000 h 8190791143300
9 W I - - 80 4000 ü C/EW 2 x 48° 1500 lm 1040 lm 80 10 50000 h 8190791103400
9 W I - - 80 3000 ü C/EW 2 x 48° 1400 lm 990 lm 80 10 50000 h 8190791103300
6 W I - - 80 4000 ü C/EW 2 x 48° 1100 lm 740 lm 80 10 50000 h 8190791073400
6 W I - - 80 3000 ü C/EW 2 x 48° 1000 lm 700 lm 80 10 50000 h 8190791073300

Power LED - dimmable DALI 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1720 lm 80 10 50000 h 8190791186400
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 1630 lm 80 10 50000 h 8190791186300
13 W I - - 80 4000 ü C/EW 2 x 48° 2100 lm 1450 lm 80 10 50000 h 8190791146400
13 W I - - 80 3000 ü C/EW 2 x 48° 1900 lm 1420 lm 80 10 50000 h 8190791146300
9 W I - - 80 4000 ü C/EW 2 x 48° 1500 lm 1040 lm 80 10 50000 h 8190791106400
9 W I - - 80 3000 ü C/EW 2 x 48° 1400 lm 990 lm 80 10 50000 h 8190791106300
6 W I - - 80 4000 ü C/EW 2 x 48° 1100 lm 740 lm 80 10 50000 h 8190791076400
6 W I - - 80 3000 ü C/EW 2 x 48° 1000 lm 700 lm 80 10 50000 h 8190791076300

DM190+ WHITE OPTIC EM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 3h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1720 lm 80 10 50000 h 8190791183402
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 1630 lm 80 10 50000 h 8190791183302
13 W I - - 80 4000 ü C/EW 2 x 48° 2100 lm 1450 lm 80 10 50000 h 8190791143402
13 W I - - 80 3000 ü C/EW 2 x 48° 1900 lm 1420 lm 80 10 50000 h 8190791143302
9 W I - - 80 4000 ü C/EW 2 x 48° 1500 lm 1040 lm 80 10 50000 h 8190791103402
9 W I - - 80 3000 ü C/EW 2 x 48° 1400 lm 990 lm 80 10 50000 h 8190791103302
6 W I - - 80 4000 ü C/EW 2 x 48° 1100 lm 740 lm 80 10 50000 h 8190791073402
6 W I - - 80 3000 ü C/EW 2 x 48° 1000 lm 700 lm 80 10 50000 h 8190791073302

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1720 lm 80 10 50000 h 8190791186401
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 1630 lm 80 10 50000 h 8190791186301
13 W I - - 80 4000 ü C/EW 2 x 48° 2100 lm 1450 lm 80 10 50000 h 8190791146401
13 W I - - 80 3000 ü C/EW 2 x 48° 1900 lm 1420 lm 80 10 50000 h 8190791146301
9 W I - - 80 4000 ü C/EW 2 x 48° 1500 lm 1040 lm 80 10 50000 h 8190791106401
9 W I - - 80 3000 ü C/EW 2 x 48° 1400 lm 990 lm 80 10 50000 h 8190791106301
6 W I - - 80 4000 ü C/EW 2 x 48° 1100 lm 740 lm 80 10 50000 h 8190791076401
6 W I - - 80 3000 ü C/EW 2 x 48° 1000 lm 700 lm 80 10 50000 h 8190791076301

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1720 lm 80 10 50000 h 8190791186402
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 1630 lm 80 10 50000 h 8190791186302
13 W I - - 80 4000 ü C/EW 2 x 48° 2100 lm 1450 lm 80 10 50000 h 8190791146402
13 W I - - 80 3000 ü C/EW 2 x 48° 1900 lm 1420 lm 80 10 50000 h 8190791146302
9 W I - - 80 4000 ü C/EW 2 x 48° 1500 lm 1040 lm 80 10 50000 h 8190791106402
9 W I - - 80 3000 ü C/EW 2 x 48° 1400 lm 990 lm 80 10 50000 h 8190791106302
6 W I - - 80 4000 ü C/EW 2 x 48° 1100 lm 740 lm 80 10 50000 h 8190791076402
6 W I - - 80 3000 ü C/EW 2 x 48° 1000 lm 700 lm 80 10 50000 h 8190791076302

Power LED - emergency 1h - 220-240 V 50/60 Hz
17 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1720 lm 80 10 50000 h 8190791183401
17 W I - - 80 3000 ü C/EW 2 x 48° 2250 lm 1630 lm 80 10 50000 h 8190791183301
13 W I - - 80 4000 ü C/EW 2 x 48° 2100 lm 1450 lm 80 10 50000 h 8190791143401
13 W I - - 80 3000 ü C/EW 2 x 48° 1900 lm 1420 lm 80 10 50000 h 8190791143301
9 W I - - 80 4000 ü C/EW 2 x 48° 1500 lm 1040 lm 80 10 50000 h 8190791103401
9 W I - - 80 3000 ü C/EW 2 x 48° 1400 lm 990 lm 80 10 50000 h 8190791103301
6 W I - - 80 4000 ü C/EW 2 x 48° 1100 lm 740 lm 80 10 50000 h 8190791073401
6 W I - - 80 3000 ü C/EW 2 x 48° 1000 lm 700 lm 80 10 50000 h 8190791073301
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Quadratic modular LED downlight, recessed, for indoors, 
consisting of:
¬ LED module, die-cast aluminium heat sink, reflector 

with integrated ceiling frame, diffuser and external 
supply unit

¬ All components can be replaced at a later time 
without the use of tools

¬ Integrated diffuser with optimum diffusion for a very 
high level of uniformity

Modular light optics and reflectors are available in various 
versions:

¬ Reflector with integrated ceiling frame made of 
injection-moulded ABS in white with light-tight 
connection to LED module

¬ Reflector with integrated ceiling frame made of 
injection-moulded ABS in white with light-tight 
connection to LED module and matte plastic pane 
(IP54)

¬ High-shine modular reflector with integrated ceiling 

frame made of metallised injection-moulded ABS with 
light-tight connection to LED module

¬ High-shine modular radial louvre reflector with 
integrated ceiling frame made of metallised injection-
moulded ABS with light-tight connection to LED 
module

¬ Excellent dissipation with die-cast aluminium heat 
sink with FAST "Flexible Air Stream Technology"

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Suitable for ceiling tile thickness from 1-25 mm
¬ Quick installation without tools
¬ Protection class IP44 (for light emission surface for 

installation in closed ceilings)
¬ Emergency light version (1h or 3h) available
¬ Colour rendering index Ra > 90 on request

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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INDOOR  |  GENERAL INDOOR  |  DOWNLIGHTS  |  DM225+

DM225+ DIRECT WHITE IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3990 lm 80 10 50000 h 8225761303400
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 3800 lm 80 10 50000 h 8225761303300
21 W I - - 80 4000 ü C/EW 2x51° 3500 lm 3240 lm 80 10 50000 h 8225761243400
21 W I - - 80 3000 ü C/EW 2x51° 3300 lm 3090 lm 80 10 50000 h 8225761243300
15 W I - - 80 4000 ü C/EW 2x51° 2500 lm 2340 lm 80 10 50000 h 8225761163400
15 W I - - 80 3000 ü C/EW 2x51° 2350 lm 2220 lm 80 10 50000 h 8225761163300
10 W I - - 80 4000 ü C/EW 2x51° 1800 lm 1660 lm 80 10 50000 h 8225761113400
10 W I - - 80 3000 ü C/EW 2x51° 1700 lm 1580 lm 80 10 50000 h 8225761113300

Power LED - dimmable DALI 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3990 lm 80 10 50000 h 8225761306400
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 3800 lm 80 10 50000 h 8225761306300
21 W I - - 80 4000 ü C/EW 2x51° 3500 lm 3240 lm 80 10 50000 h 8225761246400
21 W I - - 80 3000 ü C/EW 2x51° 3300 lm 3090 lm 80 10 50000 h 8225761246300
15 W I - - 80 4000 ü C/EW 2x51° 2500 lm 2340 lm 80 10 50000 h 8225761166400
15 W I - - 80 3000 ü C/EW 2x51° 2350 lm 2220 lm 80 10 50000 h 8225761166300
10 W I - - 80 4000 ü C/EW 2x51° 1800 lm 1660 lm 80 10 50000 h 8225761116400
10 W I - - 80 3000 ü C/EW 2x51° 1700 lm 1580 lm 80 10 50000 h 8225761116300

DM225+ DIRECT WHITE EM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 3h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3990 lm 80 10 50000 h 8225761303402
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 3800 lm 80 10 50000 h 8225761303302
21 W I - - 80 4000 ü C/EW 2x51° 3500 lm 3240 lm 80 10 50000 h 8225761243402
21 W I - - 80 3000 ü C/EW 2x51° 3300 lm 3090 lm 80 10 50000 h 8225761243302
15 W I - - 80 4000 ü C/EW 2x51° 2500 lm 2340 lm 80 10 50000 h 8225761163402
15 W I - - 80 3000 ü C/EW 2x51° 2350 lm 2220 lm 80 10 50000 h 8225761163302
10 W I - - 80 4000 ü C/EW 2x51° 1800 lm 1660 lm 80 10 50000 h 8225761113402
10 W I - - 80 3000 ü C/EW 2x51° 1700 lm 1580 lm 80 10 50000 h 8225761113302

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3990 lm 80 10 50000 h 8225761306401
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 3800 lm 80 10 50000 h 8225761306301
21 W I - - 80 4000 ü C/EW 2x51° 3500 lm 3240 lm 80 10 50000 h 8225761246401
21 W I - - 80 3000 ü C/EW 2x51° 3300 lm 3090 lm 80 10 50000 h 8225761246301
15 W I - - 80 4000 ü C/EW 2x51° 2500 lm 2340 lm 80 10 50000 h 8225761166401
15 W I - - 80 3000 ü C/EW 2x51° 2350 lm 2220 lm 80 10 50000 h 8225761166301
10 W I - - 80 4000 ü C/EW 2x51° 1800 lm 1660 lm 80 10 50000 h 8225761116401
10 W I - - 80 3000 ü C/EW 2x51° 1700 lm 1580 lm 80 10 50000 h 8225761116301

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3990 lm 80 10 50000 h 8225761306402
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 3800 lm 80 10 50000 h 8225761306302
21 W I - - 80 4000 ü C/EW 2x51° 3500 lm 3240 lm 80 10 50000 h 8225761246402
21 W I - - 80 3000 ü C/EW 2x51° 3300 lm 3090 lm 80 10 50000 h 8225761246302
15 W I - - 80 4000 ü C/EW 2x51° 2500 lm 2340 lm 80 10 50000 h 8225761166402
15 W I - - 80 3000 ü C/EW 2x51° 2350 lm 2220 lm 80 10 50000 h 8225761166302
10 W I - - 80 4000 ü C/EW 2x51° 1800 lm 1660 lm 80 10 50000 h 8225761116402
10 W I - - 80 3000 ü C/EW 2x51° 1700 lm 1580 lm 80 10 50000 h 8225761116302

Power LED - emergency 1h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3990 lm 80 10 50000 h 8225761303401
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 3800 lm 80 10 50000 h 8225761303301
21 W I - - 80 4000 ü C/EW 2x51° 3500 lm 3240 lm 80 10 50000 h 8225761243401
21 W I - - 80 3000 ü C/EW 2x51° 3300 lm 3090 lm 80 10 50000 h 8225761243301
15 W I - - 80 4000 ü C/EW 2x51° 2500 lm 2340 lm 80 10 50000 h 8225761163401
15 W I - - 80 3000 ü C/EW 2x51° 2350 lm 2220 lm 80 10 50000 h 8225761163301
10 W I - - 80 4000 ü C/EW 2x51° 1800 lm 1660 lm 80 10 50000 h 8225761113401
10 W I - - 80 3000 ü C/EW 2x51° 1700 lm 1580 lm 80 10 50000 h 8225761113301
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DM225+ DIRECT METALLIC IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 42° 4300 lm 3860 lm 80 10 50000 h 8225751303400
28 W I - - 80 3000 ü C/EW 2 x 42° 4050 lm 3680 lm 80 10 50000 h 8225751303300
21 W I - - 80 4000 ü C/EW 2 x 42° 3500 lm 3130 lm 80 10 50000 h 8225751243400
21 W I - - 80 3000 ü C/EW 2 x 42° 3300 lm 2990 lm 80 10 50000 h 8225751243300
15 W I - - 80 4000 ü C/EW 2 x 42° 2500 lm 2260 lm 80 10 50000 h 8225751163400
15 W I - - 80 3000 ü C/EW 2 x 42° 2350 lm 2140 lm 80 10 50000 h 8225751163300
10 W I - - 80 4000 ü C/EW 2 x 42° 1800 lm 1600 lm 80 10 50000 h 8225751113400
10 W I - - 80 3000 ü C/EW 2 x 42° 1700 lm 1530 lm 80 10 50000 h 8225751113300

Power LED - dimmable DALI 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 42° 4300 lm 3860 lm 80 10 50000 h 8225751306400
28 W I - - 80 3000 ü C/EW 2 x 42° 4050 lm 3680 lm 80 10 50000 h 8225751306300
21 W I - - 80 4000 ü C/EW 2 x 42° 3500 lm 3130 lm 80 10 50000 h 8225751246400
21 W I - - 80 3000 ü C/EW 2 x 42° 3300 lm 2990 lm 80 10 50000 h 8225751246300
15 W I - - 80 4000 ü C/EW 2 x 42° 2500 lm 2260 lm 80 10 50000 h 8225751166400
15 W I - - 80 3000 ü C/EW 2 x 42° 2350 lm 2140 lm 80 10 50000 h 8225751166300
10 W I - - 80 4000 ü C/EW 2 x 42° 1800 lm 1600 lm 80 10 50000 h 8225751116400
10 W I - - 80 3000 ü C/EW 2 x 42° 1700 lm 1530 lm 80 10 50000 h 8225751116300

DM225+ DIRECT METALLIC EM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 3h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 42° 4300 lm 3860 lm 80 10 50000 h 8225751303402
28 W I - - 80 3000 ü C/EW 2 x 42° 4050 lm 3680 lm 80 10 50000 h 8225751303302
21 W I - - 80 4000 ü C/EW 2 x 42° 3500 lm 3130 lm 80 10 50000 h 8225751243402
21 W I - - 80 3000 ü C/EW 2 x 42° 3300 lm 2990 lm 80 10 50000 h 8225751243302
15 W I - - 80 4000 ü C/EW 2 x 42° 2500 lm 2260 lm 80 10 50000 h 8225751163402
15 W I - - 80 3000 ü C/EW 2 x 42° 2350 lm 2140 lm 80 10 50000 h 8225751163302
10 W I - - 80 4000 ü C/EW 2 x 42° 1800 lm 1600 lm 80 10 50000 h 8225751113402
10 W I - - 80 3000 ü C/EW 2 x 42° 1700 lm 1530 lm 80 10 50000 h 8225751113302

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 42° 4300 lm 3860 lm 80 10 50000 h 8225751306401
28 W I - - 80 3000 ü C/EW 2 x 42° 4050 lm 3680 lm 80 10 50000 h 8225751306301
21 W I - - 80 4000 ü C/EW 2 x 42° 3500 lm 3130 lm 80 10 50000 h 8225751246401
21 W I - - 80 3000 ü C/EW 2 x 42° 3300 lm 2990 lm 80 10 50000 h 8225751246301
15 W I - - 80 4000 ü C/EW 2 x 42° 2500 lm 2260 lm 80 10 50000 h 8225751166401
15 W I - - 80 3000 ü C/EW 2 x 42° 2350 lm 2140 lm 80 10 50000 h 8225751166301
10 W I - - 80 4000 ü C/EW 2 x 42° 1800 lm 1600 lm 80 10 50000 h 8225751116401
10 W I - - 80 3000 ü C/EW 2 x 42° 1700 lm 1530 lm 80 10 50000 h 8225751116301

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 42° 4300 lm 3860 lm 80 10 50000 h 8225751306402
28 W I - - 80 3000 ü C/EW 2 x 42° 4050 lm 3680 lm 80 10 50000 h 8225751306302
21 W I - - 80 4000 ü C/EW 2 x 42° 3500 lm 3130 lm 80 10 50000 h 8225751246402
21 W I - - 80 3000 ü C/EW 2 x 42° 3300 lm 2990 lm 80 10 50000 h 8225751246302
15 W I - - 80 4000 ü C/EW 2 x 42° 2500 lm 2260 lm 80 10 50000 h 8225751166402
15 W I - - 80 3000 ü C/EW 2 x 42° 2350 lm 2140 lm 80 10 50000 h 8225751166302
10 W I - - 80 4000 ü C/EW 2 x 42° 1800 lm 1600 lm 80 10 50000 h 8225751116402
10 W I - - 80 3000 ü C/EW 2 x 42° 1700 lm 1530 lm 80 10 50000 h 8225751116302

Power LED - emergency 1h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 42° 4300 lm 3860 lm 80 10 50000 h 8225751303401
28 W I - - 80 3000 ü C/EW 2 x 42° 4050 lm 3680 lm 80 10 50000 h 8225751303301
21 W I - - 80 4000 ü C/EW 2 x 42° 3500 lm 3130 lm 80 10 50000 h 8225751243401
21 W I - - 80 3000 ü C/EW 2 x 42° 3300 lm 2990 lm 80 10 50000 h 8225751243301
15 W I - - 80 4000 ü C/EW 2 x 42° 2500 lm 2260 lm 80 10 50000 h 8225751163401
15 W I - - 80 3000 ü C/EW 2 x 42° 2350 lm 2140 lm 80 10 50000 h 8225751163301
10 W I - - 80 4000 ü C/EW 2 x 42° 1800 lm 1600 lm 80 10 50000 h 8225751113401
10 W I - - 80 3000 ü C/EW 2 x 42° 1700 lm 1530 lm 80 10 50000 h 8225751113301
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INDOOR  |  GENERAL INDOOR  |  DOWNLIGHTS  |  DM225+

DM225+ LOUVRE IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
28 W I - ü 80 4000 ü C/EW 2 x 37° 4300 lm 3090 lm 80 10 50000 h 8225731303400
28 W I - ü 80 3000 ü C/EW 2 x 37° 4050 lm 2940 lm 80 10 50000 h 8225731303300
21 W I - ü 80 4000 ü C/EW 2 x 37° 3500 lm 2510 lm 80 10 50000 h 8225731243400
21 W I - ü 80 3000 ü C/EW 2 x 37° 3300 lm 2390 lm 80 10 50000 h 8225731243300
15 W I - ü 80 4000 ü C/EW 2 x 37° 2500 lm 1810 lm 80 10 50000 h 8225731163400
15 W I - ü 80 3000 ü C/EW 2 x 37° 2350 lm 1710 lm 80 10 50000 h 8225731163300
10 W I - ü 80 4000 ü C/EW 2 x 37° 1800 lm 1280 lm 80 10 50000 h 8225731113400
10 W I - ü 80 3000 ü C/EW 2 x 37° 1700 lm 1220 lm 80 10 50000 h 8225731113300

Power LED - dimmable DALI 220-240 V 50/60 Hz
28 W I - ü 80 4000 ü C/EW 2 x 37° 4300 lm 3090 lm 80 10 50000 h 8225731306400
28 W I - ü 80 3000 ü C/EW 2 x 37° 4050 lm 2940 lm 80 10 50000 h 8225731306300
21 W I - ü 80 4000 ü C/EW 2 x 37° 3500 lm 2510 lm 80 10 50000 h 8225731246400
21 W I - ü 80 3000 ü C/EW 2 x 37° 3300 lm 2390 lm 80 10 50000 h 8225731246300
15 W I - ü 80 4000 ü C/EW 2 x 37° 2500 lm 1810 lm 80 10 50000 h 8225731166400
15 W I - ü 80 3000 ü C/EW 2 x 37° 2350 lm 1710 lm 80 10 50000 h 8225731166300
10 W I - ü 80 4000 ü C/EW 2 x 37° 1800 lm 1280 lm 80 10 50000 h 8225731116400
10 W I - ü 80 3000 ü C/EW 2 x 37° 1700 lm 1220 lm 80 10 50000 h 8225731116300

DM225+ LOUVRE EM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 3h - 220-240 V 50/60 Hz
28 W I - ü 80 4000 ü C/EW 2 x 37° 4300 lm 3090 lm 80 10 50000 h 8225731303402
28 W I - ü 80 3000 ü C/EW 2 x 37° 4050 lm 2940 lm 80 10 50000 h 8225731303302
21 W I - ü 80 4000 ü C/EW 2 x 37° 3500 lm 2510 lm 80 10 50000 h 8225731243402
21 W I - ü 80 3000 ü C/EW 2 x 37° 3300 lm 2390 lm 80 10 50000 h 8225731243302
15 W I - ü 80 4000 ü C/EW 2 x 37° 2500 lm 1810 lm 80 10 50000 h 8225731163402
15 W I - ü 80 3000 ü C/EW 2 x 37° 2350 lm 1710 lm 80 10 50000 h 8225731163302
10 W I - ü 80 4000 ü C/EW 2 x 37° 1800 lm 1280 lm 80 10 50000 h 8225731113402
10 W I - ü 80 3000 ü C/EW 2 x 37° 1700 lm 1220 lm 80 10 50000 h 8225731113302

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
28 W I - ü 80 4000 ü C/EW 2 x 37° 4300 lm 3090 lm 80 10 50000 h 8225731306401
28 W I - ü 80 3000 ü C/EW 2 x 37° 4050 lm 2940 lm 80 10 50000 h 8225731306301
21 W I - ü 80 4000 ü C/EW 2 x 37° 3500 lm 2510 lm 80 10 50000 h 8225731246401
21 W I - ü 80 3000 ü C/EW 2 x 37° 3300 lm 2390 lm 80 10 50000 h 8225731246301
15 W I - ü 80 4000 ü C/EW 2 x 37° 2500 lm 1810 lm 80 10 50000 h 8225731166401
15 W I - ü 80 3000 ü C/EW 2 x 37° 2350 lm 1710 lm 80 10 50000 h 8225731166301
10 W I - ü 80 4000 ü C/EW 2 x 37° 1800 lm 1280 lm 80 10 50000 h 8225731116401
10 W I - ü 80 3000 ü C/EW 2 x 37° 1700 lm 1220 lm 80 10 50000 h 8225731116301

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
28 W I - ü 80 4000 ü C/EW 2 x 37° 4300 lm 3090 lm 80 10 50000 h 8225731306402
28 W I - ü 80 3000 ü C/EW 2 x 37° 4050 lm 2940 lm 80 10 50000 h 8225731306302
21 W I - ü 80 4000 ü C/EW 2 x 37° 3500 lm 2510 lm 80 10 50000 h 8225731246402
21 W I - ü 80 3000 ü C/EW 2 x 37° 3300 lm 2390 lm 80 10 50000 h 8225731246302
15 W I - ü 80 4000 ü C/EW 2 x 37° 2500 lm 1810 lm 80 10 50000 h 8225731166402
15 W I - ü 80 3000 ü C/EW 2 x 37° 2350 lm 1710 lm 80 10 50000 h 8225731166302
10 W I - ü 80 4000 ü C/EW 2 x 37° 1800 lm 1280 lm 80 10 50000 h 8225731116402
10 W I - ü 80 3000 ü C/EW 2 x 37° 1700 lm 1220 lm 80 10 50000 h 8225731116302

Power LED - emergency 1h - 220-240 V 50/60 Hz
28 W I - ü 80 4000 ü C/EW 2 x 37° 4300 lm 3090 lm 80 10 50000 h 8225731303401
28 W I - ü 80 3000 ü C/EW 2 x 37° 4050 lm 2940 lm 80 10 50000 h 8225731303301
21 W I - ü 80 4000 ü C/EW 2 x 37° 3500 lm 2510 lm 80 10 50000 h 8225731243401
21 W I - ü 80 3000 ü C/EW 2 x 37° 3300 lm 2390 lm 80 10 50000 h 8225731243301
15 W I - ü 80 4000 ü C/EW 2 x 37° 2500 lm 1810 lm 80 10 50000 h 8225731163401
15 W I - ü 80 3000 ü C/EW 2 x 37° 2350 lm 1710 lm 80 10 50000 h 8225731163301
10 W I - ü 80 4000 ü C/EW 2 x 37° 1800 lm 1280 lm 80 10 50000 h 8225731113401
10 W I - ü 80 3000 ü C/EW 2 x 37° 1700 lm 1220 lm 80 10 50000 h 8225731113301
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DM225+ WHITE OPTIC IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3190 lm 80 10 50000 h 8225791303400
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 3040 lm 80 10 50000 h 8225791303300
21 W I - - 80 4000 ü C/EW 2 x 48° 3500 lm 2590 lm 80 10 50000 h 8225791243400
21 W I - - 80 3000 ü C/EW 2 x 48° 3300 lm 2470 lm 80 10 50000 h 8225791243300
15 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1870 lm 80 10 50000 h 8225791163400
15 W I - - 80 3000 ü C/EW 2 x 48° 2350 lm 1770 lm 80 10 50000 h 8225791163300
10 W I - - 80 4000 ü C/EW 2 x 48° 1800 lm 1320 lm 80 10 50000 h 8225791113400
10 W I - - 80 3000 ü C/EW 2 x 48° 1700 lm 1260 lm 80 10 50000 h 8225791113300

Power LED - dimmable DALI 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3190 lm 80 10 50000 h 8225791306400
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 3040 lm 80 10 50000 h 8225791306300
21 W I - - 80 4000 ü C/EW 2 x 48° 3500 lm 2590 lm 80 10 50000 h 8225791246400
21 W I - - 80 3000 ü C/EW 2 x 48° 3300 lm 2470 lm 80 10 50000 h 8225791246300
15 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1870 lm 80 10 50000 h 8225791166400
15 W I - - 80 3000 ü C/EW 2 x 48° 2350 lm 1770 lm 80 10 50000 h 8225791166300
10 W I - - 80 4000 ü C/EW 2 x 48° 1800 lm 1320 lm 80 10 50000 h 8225791116400
10 W I - - 80 3000 ü C/EW 2 x 48° 1700 lm 1260 lm 80 10 50000 h 8225791116300

DM225+ WHITE OPTIC EM IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 3h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3190 lm 80 10 50000 h 8225791303402
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 3040 lm 80 10 50000 h 8225791303302
21 W I - - 80 4000 ü C/EW 2 x 48° 3500 lm 2590 lm 80 10 50000 h 8225791243402
21 W I - - 80 3000 ü C/EW 2 x 48° 3300 lm 2470 lm 80 10 50000 h 8225791243302
15 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1870 lm 80 10 50000 h 8225791163402
15 W I - - 80 3000 ü C/EW 2 x 48° 2350 lm 1770 lm 80 10 50000 h 8225791163302
10 W I - - 80 4000 ü C/EW 2 x 48° 1800 lm 1320 lm 80 10 50000 h 8225791113402
10 W I - - 80 3000 ü C/EW 2 x 48° 1700 lm 1260 lm 80 10 50000 h 8225791113302

Power LED - dimmable DALI - emergency 1h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3190 lm 80 10 50000 h 8225791306401
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 3040 lm 80 10 50000 h 8225791306301
21 W I - - 80 4000 ü C/EW 2 x 48° 3500 lm 2590 lm 80 10 50000 h 8225791246401
21 W I - - 80 3000 ü C/EW 2 x 48° 3300 lm 2470 lm 80 10 50000 h 8225791246301
15 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1870 lm 80 10 50000 h 8225791166401
15 W I - - 80 3000 ü C/EW 2 x 48° 2350 lm 1770 lm 80 10 50000 h 8225791166301
10 W I - - 80 4000 ü C/EW 2 x 48° 1800 lm 1320 lm 80 10 50000 h 8225791116401
10 W I - - 80 3000 ü C/EW 2 x 48° 1700 lm 1260 lm 80 10 50000 h 8225791116301

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3190 lm 80 10 50000 h 8225791306402
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 3040 lm 80 10 50000 h 8225791306302
21 W I - - 80 4000 ü C/EW 2 x 48° 3500 lm 2590 lm 80 10 50000 h 8225791246402
21 W I - - 80 3000 ü C/EW 2 x 48° 3300 lm 2470 lm 80 10 50000 h 8225791246302
15 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1870 lm 80 10 50000 h 8225791166402
15 W I - - 80 3000 ü C/EW 2 x 48° 2350 lm 1770 lm 80 10 50000 h 8225791166302
10 W I - - 80 4000 ü C/EW 2 x 48° 1800 lm 1320 lm 80 10 50000 h 8225791116402
10 W I - - 80 3000 ü C/EW 2 x 48° 1700 lm 1260 lm 80 10 50000 h 8225791116302

Power LED - emergency 1h - 220-240 V 50/60 Hz
28 W I - - 80 4000 ü C/EW 2 x 48° 4300 lm 3190 lm 80 10 50000 h 8225791303401
28 W I - - 80 3000 ü C/EW 2 x 48° 4050 lm 3040 lm 80 10 50000 h 8225791303301
21 W I - - 80 4000 ü C/EW 2 x 48° 3500 lm 2590 lm 80 10 50000 h 8225791243401
21 W I - - 80 3000 ü C/EW 2 x 48° 3300 lm 2470 lm 80 10 50000 h 8225791243301
15 W I - - 80 4000 ü C/EW 2 x 48° 2500 lm 1870 lm 80 10 50000 h 8225791163401
15 W I - - 80 3000 ü C/EW 2 x 48° 2350 lm 1770 lm 80 10 50000 h 8225791163301
10 W I - - 80 4000 ü C/EW 2 x 48° 1800 lm 1320 lm 80 10 50000 h 8225791113401
10 W I - - 80 3000 ü C/EW 2 x 48° 1700 lm 1260 lm 80 10 50000 h 8225791113301
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OPAL COVER S/A

WL 
220 OPAL

WL 
270 OPAL

WL 
400 OPAL

INDOOR  |  GENERAL INDOOR  |  WALL AND CEILING MOUNTED  |  WL ROUND

Wall and ceiling mounted LED luminaire for indoors, 
comprising:
¬ Technopolymer housing (WL220/WL400)
¬ Die-cast aluminium housing, powder-coated (WL270)
¬ Light orienting technopolymer optic for a 

homogenous light distribution over the entire area of 
the cover

¬ Direct light distribution
¬ Colour rendering index Ra > 80
¬ LED lifetime 50.000 h at 80% luminous flux (L80B10)
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Complete with electric converter

  GR-94 / Metallic grey / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

WL220 OPAL IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
15 W II - - 80 4000 ü S/A 2 x 59° 1900 lm 1550 lm 80 10 50000 h 8220391153430
15 W II - - 80 3000 ü S/A 2 x 59° 1750 lm 1440 lm 80 10 50000 h 8220391153330

WL270 OPAL IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
27 W II - - 80 4000 ü S/A 2 x 56° 3500 lm 2750 lm 80 10 50000 h 8270391293430
27 W II - - 80 3000 ü S/A 2 x 55° 3200 lm 2550 lm 80 10 50000 h 8270391293330

WL400 OPAL IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
38 W II - - 80 4000 ü S/A 2 x 58° 4700 lm 3720 lm 80 10 50000 h 8400391383430
38 W II - - 80 3000 ü S/A 2 x 58° 4400 lm 3460 lm 80 10 50000 h 8400391383330
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OPAL COVER S/A

WL 
210 OPAL

WL 
260 OPAL

WL 
390 OPAL

Wall and ceiling mounted LED luminaire for indoors, 
comprising:
¬ Technopolymer housing (WL210/WL390)
¬ Die-cast aluminium housing, powder-coated (WL260)
¬ Light orienting technopolymer optic for a 

homogenous light distribution over the entire area of 

the cover
¬ Direct light distribution
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Complete with electric converter

  GR-94 / Metallic grey / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

WL210 OPAL IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
15 W II - - 80 4000 ü S/A 2 x 58° 1900 lm 1520 lm 80 10 50000 h 8210391153430
15 W II - - 80 3000 ü S/A 2 x 59° 1750 lm 1410 lm 80 10 50000 h 8210391153330

WL260 OPAL IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
28 W II - - 80 4000 ü S/A 2 x 56° 3500 lm 2870 lm 80 10 50000 h 8260391293430
28 W II - - 80 3000 ü S/A 2 x 56° 3200 lm 2670 lm 80 10 50000 h 8260391293330

WL390 OPAL IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
38 W II - - 80 4000 ü S/A 2 x 57° 4700 lm 3860 lm 80 10 50000 h 8390391383430
38 W II - - 80 3000 ü S/A 2 x 57° 4400 lm 3590 lm 80 10 50000 h 8390391383330
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S/BOPAL COVER

INDOOR  |  GENERAL INDOOR  |  WALL AND CEILING MOUNTED  |  KL271 LED

Wall and ceiling mounted LED luminaire for indoors, 
comprising:
¬ Transparent PMMA housing
¬ Light orienting technopolymer optic for a 

homogenous light distribution over the entire area of 
the cover

¬ Predominantly direct light distribution

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with electric converter
¬ AC/DC-ready

  TR1 / Transparent / Glossy

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

KL271 LED OPAL COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI 220-240 V 50/60 Hz
14 W II - - 80 4000 ü S/B 2 x 61° 1950 lm 1410 lm 80 10 50000 h 8271691146404
14 W II - - 80 3000 ü S/B 2 x 61° 1800 lm 1290 lm 80 10 50000 h 8271691146304
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  max 1,9 kg



KL376 LED

       

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/A  -  24 W  -  4000 K  8376691223404

ø 376

60

S/BOPAL COVER

Wall and ceiling mounted LED luminaire for indoors, 
comprising:
¬ Transparent PMMA housing
¬ Light orienting technopolymer optic for a 

homogenous light distribution over the entire area of 
the cover

¬ Predominantly direct light distribution
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Complete with electric converter
¬ AC/DC-ready

  TR1 / Transparent / Glossy

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

KL376 LED OPAL COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
24 W II - - 80 4000 ü S/B 2 x 58° 3700 lm 2850 lm 80 10 50000 h 8376691223404
24 W II - - 80 3000 ü S/B 2 x 58° 3400 lm 2600 lm 80 10 50000 h 8376691223304

Power LED - dimmable DALI 220-240 V 50/60 Hz
24 W II - - 80 4000 ü S/B 2 x 58° 3700 lm 2850 lm 80 10 50000 h 8376691226404
24 W II - - 80 3000 ü S/B 2 x 58° 3400 lm 2600 lm 80 10 50000 h 8376691226304
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S/BOPAL COVER

INDOOR  |  GENERAL INDOOR  |  WALL AND CEILING MOUNTED  |  KL270 LED

Wall and ceiling mounted LED luminaire for indoors, 
comprising:
¬ Transparent PMMA housing
¬ Light orienting technopolymer optic for a 

homogenous light distribution over the entire area of 
the cover

¬ Predominantly direct light distribution

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with electric converter
¬ AC/DC-ready

  TR1 / Transparent / Glossy

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

KL270 LED OPAL COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI 220-240 V 50/60 Hz
14 W II - - 80 4000 ü S/B 2 x 60° 1950 lm 1530 lm 80 10 50000 h 8270691146404
14 W II - - 80 3000 ü S/B 2 x 60° 1800 lm 1410 lm 80 10 50000 h 8270691146304
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Wall and ceiling mounted LED luminaire for indoors, 
comprising:
¬ Transparent PMMA housing
¬ Light orienting technopolymer optic for a 

homogenous light distribution over the entire area of 
the cover

¬ Predominantly direct light distribution
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Complete with electric converter
¬ AC/DC-ready

  TR1 / Transparent / Glossy

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

KL375 LED OPAL COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
24 W II - - 80 4000 ü S/B 2 x 58°/57° 3700 lm 2850 lm 80 10 50000 h 8375691223404
24 W II - - 80 3000 ü S/B 2 x 58°/57° 3400 lm 2600 lm 80 10 50000 h 8375691223304

Power LED - dimmable DALI 220-240 V 50/60 Hz
24 W II - - 80 4000 ü S/B 2 x 58°/57° 3700 lm 2850 lm 80 10 50000 h 8375691226404
24 W II - - 80 3000 ü S/B 2 x 58°/57° 3400 lm 2600 lm 80 10 50000 h 8375691226304
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MICROSOFT | Monaco | GERMANY
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MICROSOFT HQ | Munich | GERMANY

INDOOR | OFFICE

Today’s workspaces require new design directions. Putting people at the heart of the project, we study lighting systems and solutions to 

create efficient, comfortable, and functional work areas. Waiting rooms, meeting rooms, work and circulation spaces: the lighting in offices 

should promote both dynamism and concentration, and provide highly efficient solutions that are essential for stimulating creativity and 

improving the team’s performance.

INDOOR OFFICE LIGHTING

74
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FREE STANDING
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76 
MERCURY PL

142 
SMALL LINE SL

79 
IN-TENSE PL

102 
SL787PL LED

126 
SL764AB LED

133 
SL764EB LED

104 
SL789PL LED

106 
SMALL LINE PL

131 
SL789AB LED

139 
SL789EB LED 

149 
SL740SL LED

146 
SL720SL

146 
SL720SL L TWIN LED

144 
SL713SL LED

123 
SL713AB LED

118 
SL713AB FL LED

110 
SL713AB ROUND LED

114 
SL720AB ROUND LED

99 
SL764PL LED

119 
SL629 AB

121 
SL630 AB

129 
SL787AB LED

137 
SL787EB LED

94 
SL713PL LED

88 
SL713PL FL LED

82 
SL713PL ROUND LED

85 
SL720PL ROUND LED

124 
SL720AB LED

97 
SL720 PL LED

96 
SL719 PL LED

85 
SL629 PL

90 
SL629 PL CM



MERCURY PL
design by WALTER DE SILVA
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MERCURY PL 
M1

MERCURY PL 
M2

MERCURY PL 
M3

S/A

LED suspended luminaire for interior, comprising:
¬ Luminaire head made from glass with moulded 

designer cover in a wave shape and canopy made 
from moulded plastic in a drip shape.

¬ Pendant tube made from metal and cable suspension 
on one side

¬ Flowing forms create a dynamically vibrant sculptural 
effect that remains suspended in time.

The fitting is available with different light optics:
¬ Light optics made from highly transparent, lustrous 

glass with a white ceramic edge (WHITE TR) and 
integrated micro prism for efficient light diffusion, 
glare minimisation, and excellent uniformity

¬ Light optics made from highly transparent, lustrous 
glass with a black ceramic edge (BLACK TR) and 
integrated micro prism for efficient light diffusion, 
glare minimisation, and excellent uniformity

¬ Light optics made from partially mirrored, lustrous 
black glass with a black ceramic edge (BLACK DRK) 
and integrated micro prism for efficient light diffusion, 
glare minimisation, and excellent uniformity

¬ Direct light distribution
¬ LED Sidelight-Technology for a homogenous light 

distribution over the entire area of the cover
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ VDU application suitable acc. to EN 12464-1
¬ Sensor device available with task oriented PIR detector 

and daylight control
¬ Special colour versions available upon request
¬ Including pendant tube and cable suspension, supply 

line and ceiling canopy

  BK-RAL9005 / Black RAL9005 / Glossy
  WH-RAL9003 / White RAL9003 / Glossy

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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INDOOR  |  OFFICE  |  SUSPENDED  |  MERCURY PL

MERCURY PL M1 BLACK TR IK04 0,50J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
34 W I - ü 80 4000 ü S/A 2 x 46°/45° 6300 lm 3710 lm 80 10 50000 h 8807211323481
34 W I - ü 80 3000 ü S/A 2 x 46°/45° 6110 lm 3600 lm 80 10 50000 h 8807211323381

Power LED - dimmable DALI 220-240 V 50/60 Hz
34 W I - ü 80 4000 ü S/A 2 x 46°/45° 6300 lm 3710 lm 80 10 50000 h 8807211326481
34 W I - ü 80 3000 ü S/A 2 x 46°/45° 6110 lm 3600 lm 80 10 50000 h 8807211326381

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
34 W I - ü 80 4000 ü S/A 2 x 46°/45° 6300 lm 3710 lm 80 10 50000 h 8807211328481
34 W I - ü 80 3000 ü S/A 2 x 46°/45° 6110 lm 3600 lm 80 10 50000 h 8807211328381

MERCURY PL M2 BLACK TR IK04 0,50J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
34 W I - ü 80 4000 ü S/A 2 x 46°/45° 6300 lm 3710 lm 80 10 50000 h 8807211323482
34 W I - ü 80 3000 ü S/A 2 x 46°/45° 6110 lm 3600 lm 80 10 50000 h 8807211323382

Power LED - dimmable DALI 220-240 V 50/60 Hz
34 W I - ü 80 4000 ü S/A 2 x 46°/45° 6300 lm 3710 lm 80 10 50000 h 8807211326482
34 W I - ü 80 3000 ü S/A 2 x 46°/45° 6110 lm 3600 lm 80 10 50000 h 8807211326382

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
34 W I - ü 80 4000 ü S/A 2 x 46°/45° 6300 lm 3710 lm 80 10 50000 h 8807211328482
34 W I - ü 80 3000 ü S/A 2 x 46°/45° 6110 lm 3600 lm 80 10 50000 h 8807211328382

MERCURY PL M3 BLACK TR IK04 0,50J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
34 W I - ü 80 4000 ü S/A 2 x 46°/45° 6300 lm 3710 lm 80 10 50000 h 8807211323483
34 W I - ü 80 3000 ü S/A 2 x 46°/45° 6110 lm 3600 lm 80 10 50000 h 8807211323383

Power LED - dimmable DALI 220-240 V 50/60 Hz
34 W I - ü 80 4000 ü S/A 2 x 46°/45° 6300 lm 3710 lm 80 10 50000 h 8807211326483
34 W I - ü 80 3000 ü S/A 2 x 46°/45° 6110 lm 3600 lm 80 10 50000 h 8807211326383

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
34 W I - ü 80 4000 ü S/A 2 x 46°/45° 6300 lm 3710 lm 80 10 50000 h 8807211328483
34 W I - ü 80 3000 ü S/A 2 x 46°/45° 6110 lm 3600 lm 80 10 50000 h 8807211328383

MERCURY PL M1 BLACK DRK IK04 0,50J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
95 W I - ü 80 4000 ü S/A 2 x 43° 13500 lm 1910 lm 80 10 50000 h 8807221723481
95 W I - ü 80 3000 ü S/A 2 x 43° 13100 lm 1850 lm 80 10 50000 h 8807221723381

Power LED - dimmable DALI 220-240 V 50/60 Hz
95 W I - ü 80 4000 ü S/A 2 x 43° 13500 lm 1910 lm 80 10 50000 h 8807221726481
95 W I - ü 80 3000 ü S/A 2 x 43° 13100 lm 1850 lm 80 10 50000 h 8807221726381

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
95 W I - ü 80 4000 ü S/A 2 x 43° 13500 lm 1910 lm 80 10 50000 h 8807221728481
95 W I - ü 80 3000 ü S/A 2 x 43° 13100 lm 1850 lm 80 10 50000 h 8807221728381

MERCURY PL M2 BLACK DRK IK04 0,50J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
95 W I - ü 80 4000 ü S/A 2 x 43° 13500 lm 1910 lm 80 10 50000 h 8807221723482
95 W I - ü 80 3000 ü S/A 2 x 43° 13100 lm 1850 lm 80 10 50000 h 8807221723382

Power LED - dimmable DALI 220-240 V 50/60 Hz
95 W I - ü 80 4000 ü S/A 2 x 43° 13500 lm 1910 lm 80 10 50000 h 8807221726482
95 W I - ü 80 3000 ü S/A 2 x 43° 13100 lm 1850 lm 80 10 50000 h 8807221726382

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
95 W I - ü 80 4000 ü S/A 2 x 43° 13500 lm 1910 lm 80 10 50000 h 8807221728482
95 W I - ü 80 3000 ü S/A 2 x 43° 13100 lm 1850 lm 80 10 50000 h 8807221728382
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MERCURY PL M3 BLACK DRK IK04 0,50J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
95 W I - ü 80 4000 ü S/A 2 x 43° 13500 lm 1910 lm 80 10 50000 h 8807221723483
95 W I - ü 80 3000 ü S/A 2 x 43° 13100 lm 1850 lm 80 10 50000 h 8807221723383

Power LED - dimmable DALI 220-240 V 50/60 Hz
95 W I - ü 80 4000 ü S/A 2 x 43° 13500 lm 1910 lm 80 10 50000 h 8807221726483
95 W I - ü 80 3000 ü S/A 2 x 43° 13100 lm 1850 lm 80 10 50000 h 8807221726383

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
95 W I - ü 80 4000 ü S/A 2 x 43° 13500 lm 1910 lm 80 10 50000 h 8807221728483
95 W I - ü 80 3000 ü S/A 2 x 43° 13100 lm 1850 lm 80 10 50000 h 8807221728383

MERCURY PL M1 WHITE TR IK04 0,50J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
34 W I - ü 80 4000 ü S/A 2 x 46°/45° 6300 lm 3710 lm 80 10 50000 h 8807211323421
34 W I - ü 80 3000 ü S/A 2 x 46°/45° 6110 lm 3600 lm 80 10 50000 h 8807211323321

Power LED - dimmable DALI 220-240 V 50/60 Hz
34 W I - ü 80 4000 ü S/A 2 x 46°/45° 6300 lm 3710 lm 80 10 50000 h 8807211326421
34 W I - ü 80 3000 ü S/A 2 x 46°/45° 6110 lm 3600 lm 80 10 50000 h 8807211326321

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
34 W I - ü 80 4000 ü S/A 2 x 46°/45° 6300 lm 3710 lm 80 10 50000 h 8807211328421
34 W I - ü 80 3000 ü S/A 2 x 46°/45° 6110 lm 3600 lm 80 10 50000 h 8807211328321

MERCURY PL M2 WHITE TR IK04 0,50J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
34 W I - ü 80 4000 ü S/A 2 x 46°/45° 6300 lm 3710 lm 80 10 50000 h 8807211323422
34 W I - ü 80 3000 ü S/A 2 x 46°/45° 6110 lm 3600 lm 80 10 50000 h 8807211323322

Power LED - dimmable DALI 220-240 V 50/60 Hz
34 W I - ü 80 4000 ü S/A 2 x 46°/45° 6300 lm 3710 lm 80 10 50000 h 8807211326422
34 W I - ü 80 3000 ü S/A 2 x 46°/45° 6110 lm 3600 lm 80 10 50000 h 8807211326322

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
34 W I - ü 80 4000 ü S/A 2 x 46°/45° 6300 lm 3710 lm 80 10 50000 h 8807211328422
34 W I - ü 80 3000 ü S/A 2 x 46°/45° 6110 lm 3600 lm 80 10 50000 h 8807211328322

MERCURY PL M3 WHITE TR IK04 0,50J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
34 W I - ü 80 4000 ü S/A 2 x 46°/45° 6300 lm 3710 lm 80 10 50000 h 8807211323423
34 W I - ü 80 3000 ü S/A 2 x 46°/45° 6110 lm 3600 lm 80 10 50000 h 8807211323323

Power LED - dimmable DALI 220-240 V 50/60 Hz
34 W I - ü 80 4000 ü S/A 2 x 46°/45° 6300 lm 3710 lm 80 10 50000 h 8807211326423
34 W I - ü 80 3000 ü S/A 2 x 46°/45° 6110 lm 3600 lm 80 10 50000 h 8807211326323

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
34 W I - ü 80 4000 ü S/A 2 x 46°/45° 6300 lm 3710 lm 80 10 50000 h 8807211328423
34 W I - ü 80 3000 ü S/A 2 x 46°/45° 6110 lm 3600 lm 80 10 50000 h 8807211328323
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IN-TENSE PL
design by WALTER DE SILVA
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IN-TENSE PL 
M1

IN-TENSE PL 
M2

IN-TENSE PL 
M3

S/A

INDOOR  |  OFFICE  |  SUSPENDED  |  INTENSE PL

LED suspended luminaire for interior, comprising:
¬ Luminaire head made from glass with moulded design 

cover in a wave shape and drip applications made 
from metal, as well as a diecast canopy

¬ Pendant tube made from metal and cable suspension 
on one side, with drip application

¬ Flowing forms create a dynamically vibrant sculptural 
effect that remains suspended in time.

The fitting is available with different light optics:
¬ Light optics made from highly transparent, lustrous 

glass with a white ceramic edge (WHITE TR) and 
integrated micro prism for efficient light diffusion, 
glare minimisation, and excellent uniformity

¬ Light optics made from highly transparent, lustrous 
glass with a black ceramic edge (BLACK TR) and 
integrated micro prism for efficient light diffusion, 
glare minimisation, and excellent uniformity

¬ Light optics made from partially mirrored, lustrous 

black glass with a black ceramic edge (BLACK DRK) 
and integrated micro prism for efficient light diffusion, 
glare minimisation, and excellent uniformity

¬ Direct/indirect-beam light distribution for an improved 
room atmosphere and increased visual comfort

¬ LED Sidelight-Technology for a homogenous light 
distribution over the entire area of the cover

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ VDU application suitable acc. to EN 12464-1
¬ Sensor device available with task oriented PIR detector 

and daylight control
¬ Special colour versions available upon request
¬ Including pendant tube and cable suspension, supply 

line and ceiling canopy

  BK-RAL9005 / Black RAL9005 / Glossy
  WH-RAL9003 / White RAL9003 / Glossy

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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INTENSE PL M1 BLACK TR IK04 0,50J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
78 W I - ü 80 4000 ü S/D 2 x 49° 11600 lm 8650 lm 80 10 50000 h 8808411723481
78 W I - ü 80 3000 ü S/D 2 x 49° 11250 lm 8390 lm 80 10 50000 h 8808411723381

Power LED - dimmable DALI 220-240 V 50/60 Hz
78 W I - ü 80 4000 ü S/D 2 x 49° 11600 lm 8650 lm 80 10 50000 h 8808411726481
78 W I - ü 80 3000 ü S/D 2 x 49° 11250 lm 8390 lm 80 10 50000 h 8808411726381

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
78 W I - ü 80 4000 ü S/D 2 x 49° 11600 lm 8650 lm 80 10 50000 h 8808411728481
78 W I - ü 80 3000 ü S/D 2 x 49° 11250 lm 8390 lm 80 10 50000 h 8808411728381

INTENSE PL M2 BLACK TR IK04 0,50J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
78 W I - ü 80 4000 ü S/D 2 x 49° 11600 lm 8650 lm 80 10 50000 h 8808411723482
78 W I - ü 80 3000 ü S/D 2 x 49° 11250 lm 8390 lm 80 10 50000 h 8808411723382

Power LED - dimmable DALI 220-240 V 50/60 Hz
78 W I - ü 80 4000 ü S/D 2 x 49° 11600 lm 8650 lm 80 10 50000 h 8808411726482
78 W I - ü 80 3000 ü S/D 2 x 49° 11250 lm 8390 lm 80 10 50000 h 8808411726382

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
78 W I - ü 80 4000 ü S/D 2 x 49° 11600 lm 8650 lm 80 10 50000 h 8808411728482
78 W I - ü 80 3000 ü S/D 2 x 49° 11250 lm 8390 lm 80 10 50000 h 8808411728382

INTENSE PL M3 BLACK TR IK04 0,50J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
78 W I - ü 80 4000 ü S/D 2 x 49° 11600 lm 8650 lm 80 10 50000 h 8808411723483
78 W I - ü 80 3000 ü S/D 2 x 49° 11250 lm 8390 lm 80 10 50000 h 8808411723383

Power LED - dimmable DALI 220-240 V 50/60 Hz
78 W I - ü 80 4000 ü S/D 2 x 49° 11600 lm 8650 lm 80 10 50000 h 8808411726483
78 W I - ü 80 3000 ü S/D 2 x 49° 11250 lm 8390 lm 80 10 50000 h 8808411726383

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
78 W I - ü 80 4000 ü S/D 2 x 49° 11600 lm 8650 lm 80 10 50000 h 8808411728483
78 W I - ü 80 3000 ü S/D 2 x 49° 11250 lm 8390 lm 80 10 50000 h 8808411728383

INTENSE PL M1 BLACK DRK IK04 0,50J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
95 W I - ü 80 4000 ü S/D 2 x 48°/46° 13500 lm 6920 lm 80 10 50000 h 8808421943481
95 W I - ü 80 3000 ü S/D 2 x 48°/46° 13100 lm 6710 lm 80 10 50000 h 8808421943381

Power LED - dimmable DALI 220-240 V 50/60 Hz
95 W I - ü 80 4000 ü S/D 2 x 48°/46° 13500 lm 6920 lm 80 10 50000 h 8808421946481
95 W I - ü 80 3000 ü S/D 2 x 48°/46° 13100 lm 6710 lm 80 10 50000 h 8808421946381

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
95 W I - ü 80 4000 ü S/D 2 x 48°/46° 13500 lm 6920 lm 80 10 50000 h 8808421948481
95 W I - ü 80 3000 ü S/D 2 x 48°/46° 13100 lm 6710 lm 80 10 50000 h 8808421948381

INTENSE PL M2 BLACK DRK IK04 0,50J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
95 W I - ü 80 4000 ü S/D 2 x 48°/46° 13500 lm 6920 lm 80 10 50000 h 8808421943482
95 W I - ü 80 3000 ü S/D 2 x 48°/46° 13100 lm 6710 lm 80 10 50000 h 8808421943382

Power LED - dimmable DALI 220-240 V 50/60 Hz
95 W I - ü 80 4000 ü S/D 2 x 48°/46° 13500 lm 6920 lm 80 10 50000 h 8808421946482
95 W I - ü 80 3000 ü S/D 2 x 48°/46° 13100 lm 6710 lm 80 10 50000 h 8808421946382

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
95 W I - ü 80 4000 ü S/D 2 x 48°/46° 13500 lm 6920 lm 80 10 50000 h 8808421948482
95 W I - ü 80 3000 ü S/D 2 x 48°/46° 13100 lm 6710 lm 80 10 50000 h 8808421948382
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INDOOR  |  OFFICE  |  SUSPENDED  |  INTENSE PL

INTENSE PL M3 BLACK DRK IK04 0,50J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
95 W I - ü 80 4000 ü S/D 2 x 48°/46° 13500 lm 6920 lm 80 10 50000 h 8808421943483
95 W I - ü 80 3000 ü S/D 2 x 48°/46° 13100 lm 6710 lm 80 10 50000 h 8808421943383

Power LED - dimmable DALI 220-240 V 50/60 Hz
95 W I - ü 80 4000 ü S/D 2 x 48°/46° 13500 lm 6920 lm 80 10 50000 h 8808421946483
95 W I - ü 80 3000 ü S/D 2 x 48°/46° 13100 lm 6710 lm 80 10 50000 h 8808421946383

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
95 W I - ü 80 4000 ü S/D 2 x 48°/46° 13500 lm 6920 lm 80 10 50000 h 8808421948483
95 W I - ü 80 3000 ü S/D 2 x 48°/46° 13100 lm 6710 lm 80 10 50000 h 8808421948383

INTENSE PL M1 WHITE TR IK04 0,50J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
78 W I - ü 80 4000 ü S/D 2 x 49° 11600 lm 8650 lm 80 10 50000 h 8808411723421
78 W I - ü 80 3000 ü S/D 2 x 49° 11250 lm 8390 lm 80 10 50000 h 8808411723321

Power LED - dimmable DALI 220-240 V 50/60 Hz
78 W I - ü 80 4000 ü S/D 2 x 49° 11600 lm 8650 lm 80 10 50000 h 8808411726421
78 W I - ü 80 3000 ü S/D 2 x 49° 11250 lm 8390 lm 80 10 50000 h 8808411726321

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
78 W I - ü 80 4000 ü S/D 2 x 49° 11600 lm 8650 lm 80 10 50000 h 8808411728421
78 W I - ü 80 3000 ü S/D 2 x 49° 11250 lm 8390 lm 80 10 50000 h 8808411728321

INTENSE PL M2 WHITE TR IK04 0,50J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
78 W I - ü 80 4000 ü S/D 2 x 49° 11600 lm 8650 lm 80 10 50000 h 8808411723422
78 W I - ü 80 3000 ü S/D 2 x 49° 11250 lm 8390 lm 80 10 50000 h 8808411723322

Power LED - dimmable DALI 220-240 V 50/60 Hz
78 W I - ü 80 4000 ü S/D 2 x 49° 11600 lm 8650 lm 80 10 50000 h 8808411726422
78 W I - ü 80 3000 ü S/D 2 x 49° 11250 lm 8390 lm 80 10 50000 h 8808411726322

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
78 W I - ü 80 4000 ü S/D 2 x 49° 11600 lm 8650 lm 80 10 50000 h 8808411728422
78 W I - ü 80 3000 ü S/D 2 x 49° 11250 lm 8390 lm 80 10 50000 h 8808411728322

INTENSE PL M3 WHITE TR IK04 0,50J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
78 W I - ü 80 4000 ü S/D 2 x 49° 11600 lm 8650 lm 80 10 50000 h 8808411723423
78 W I - ü 80 3000 ü S/D 2 x 49° 11250 lm 8390 lm 80 10 50000 h 8808411723323

Power LED - dimmable DALI 220-240 V 50/60 Hz
78 W I - ü 80 4000 ü S/D 2 x 49° 11600 lm 8650 lm 80 10 50000 h 8808411726423
78 W I - ü 80 3000 ü S/D 2 x 49° 11250 lm 8390 lm 80 10 50000 h 8808411726323

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
78 W I - ü 80 4000 ü S/D 2 x 49° 11600 lm 8650 lm 80 10 50000 h 8808411728423
78 W I - ü 80 3000 ü S/D 2 x 49° 11250 lm 8390 lm 80 10 50000 h 8808411728323
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SL713PL ROUND LED 
MICROPRISMATIC S

SL713PL ROUND LED 
MICROPRISMATIC S 

EMERGENCY

SL713PL ROUND LED 
MICROPRISMATIC M

SL713PL ROUND LED 
MICROPRISMATIC M 

EMERGENCY

SL713PL ROUND LED 
MICROPRISMATIC L

SL713PL ROUND LED 
MICROPRISMATIC L 

EMERGENCY

MICROPRISMATIC COVER S/C

  4 kg   6 kg   8 kg

  3 kg   5 kg   7 kg

Suspended round LED luminaire for indoors, consisting 
of:
¬ Aluminium profile lightframe, steel sheet canopy, 

painted
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Direct / indirect light distribution
¬ LED Sidelight-Technology for a homogenous light 

distribution over the entire area of the cover
¬ Colour rendering index Ra > 80

¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with steel suspension cable (1.5 m), 

transparent power cord and canopy
¬ Complete with electric converter
¬ VDU application suitable acc. to EN 12464-1
¬ Emergency light version (3h) available
¬ Special colour versions available upon request

  GR-RAL9006 / Grey RAL9006 / Textured
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/C  -  26 W  -  4000 K  8713461263410

 

200 cd/klm200 cd/klm200 cd/klm200 cd/klm200 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/C  -  50 W  -  4000 K  8713461513410

INDOOR  |  OFFICE  |  SUSPENDED  |  SL713PL ROUND LED

SL713PL ROUND LED MICROPRISMATIC S IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I - ü 80 4000 ü S/C 2x50° 3100 lm 2680 lm 80 10 50000 h 8713461263430
26 W I - ü 80 3000 ü S/C 2x50° 3010 lm 2600 lm 80 10 50000 h 8713461263330
26 W I - ü 80 4000 ü S/C 2x50° 3100 lm 2680 lm 80 10 50000 h 8713461263410
26 W I - ü 80 3000 ü S/C 2x50° 3010 lm 2600 lm 80 10 50000 h 8713461263310

Power LED - dimmable DALI 220-240 V 50/60 Hz
26 W I - ü 80 4000 ü S/C 2x50° 3100 lm 2680 lm 80 10 50000 h 8713461266430
26 W I - ü 80 3000 ü S/C 2x50° 3010 lm 2600 lm 80 10 50000 h 8713461266330
26 W I - ü 80 4000 ü S/C 2x50° 3100 lm 2680 lm 80 10 50000 h 8713461266410
26 W I - ü 80 3000 ü S/C 2x50° 3010 lm 2600 lm 80 10 50000 h 8713461266310

Power LED - emergency 3h - 220-240 V 50/60 Hz
26 W I - ü 80 4000 ü S/C 2x50° 3100 lm 2680 lm 80 10 50000 h 8713461263432
26 W I - ü 80 3000 ü S/C 2x50° 3010 lm 2600 lm 80 10 50000 h 8713461263332
26 W I - ü 80 4000 ü S/C 2x50° 3100 lm 2680 lm 80 10 50000 h 8713461263412
26 W I - ü 80 3000 ü S/C 2x50° 3010 lm 2600 lm 80 10 50000 h 8713461263312

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
26 W I - ü 80 4000 ü S/C 2x50° 3100 lm 2680 lm 80 10 50000 h 8713461266432
26 W I - ü 80 3000 ü S/C 2x50° 3010 lm 2600 lm 80 10 50000 h 8713461266332
26 W I - ü 80 4000 ü S/C 2x50° 3100 lm 2680 lm 80 10 50000 h 8713461266412
26 W I - ü 80 3000 ü S/C 2x50° 3010 lm 2600 lm 80 10 50000 h 8713461266312

SL713PL ROUND LED MICROPRISMATIC M IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
50 W I - ü 80 4000 ü S/C 2 x 51°/50° 5800 lm 5100 lm 80 10 50000 h 8713461513430
50 W I - ü 80 3000 ü S/C 2 x 51°/50° 5630 lm 4950 lm 80 10 50000 h 8713461513330
50 W I - ü 80 4000 ü S/C 2 x 51°/50° 5800 lm 5100 lm 80 10 50000 h 8713461513410
50 W I - ü 80 3000 ü S/C 2 x 51°/50° 5630 lm 4950 lm 80 10 50000 h 8713461513310
34 W I - ü 80 4000 ü S/C 2 x 51°/50° 4400 lm 3700 lm 80 10 50000 h 8713461343430
34 W I - ü 80 3000 ü S/C 2 x 51°/50° 4270 lm 3590 lm 80 10 50000 h 8713461343330
34 W I - ü 80 4000 ü S/C 2 x 51°/50° 4400 lm 3700 lm 80 10 50000 h 8713461343410
34 W I - ü 80 3000 ü S/C 2 x 51°/50° 4270 lm 3590 lm 80 10 50000 h 8713461343310

Power LED - dimmable DALI 220-240 V 50/60 Hz
50 W I - ü 80 4000 ü S/C 2 x 51°/50° 5800 lm 5100 lm 80 10 50000 h 8713461516430
50 W I - ü 80 3000 ü S/C 2 x 51°/50° 5630 lm 4950 lm 80 10 50000 h 8713461516330
50 W I - ü 80 4000 ü S/C 2 x 51°/50° 5800 lm 5100 lm 80 10 50000 h 8713461516410
50 W I - ü 80 3000 ü S/C 2 x 51°/50° 5630 lm 4950 lm 80 10 50000 h 8713461516310
34 W I - ü 80 4000 ü S/C 2 x 51°/50° 4400 lm 3700 lm 80 10 50000 h 8713461346430
34 W I - ü 80 3000 ü S/C 2 x 51°/50° 4270 lm 3590 lm 80 10 50000 h 8713461346330
34 W I - ü 80 4000 ü S/C 2 x 51°/50° 4400 lm 3700 lm 80 10 50000 h 8713461346410
34 W I - ü 80 3000 ü S/C 2 x 51°/50° 4270 lm 3590 lm 80 10 50000 h 8713461346310

Power LED - emergency 3h - 220-240 V 50/60 Hz
50 W I - ü 80 4000 ü S/C 2 x 51°/50° 5800 lm 5100 lm 80 10 50000 h 8713461513432
50 W I - ü 80 3000 ü S/C 2 x 51°/50° 5630 lm 4950 lm 80 10 50000 h 8713461513332
50 W I - ü 80 4000 ü S/C 2 x 51°/50° 5800 lm 5100 lm 80 10 50000 h 8713461513412
50 W I - ü 80 3000 ü S/C 2 x 51°/50° 5630 lm 4950 lm 80 10 50000 h 8713461513312
34 W I - ü 80 4000 ü S/C 2 x 51°/50° 4400 lm 3700 lm 80 10 50000 h 8713461343432
34 W I - ü 80 3000 ü S/C 2 x 51°/50° 4270 lm 3590 lm 80 10 50000 h 8713461343332
34 W I - ü 80 4000 ü S/C 2 x 51°/50° 4400 lm 3700 lm 80 10 50000 h 8713461343412
34 W I - ü 80 3000 ü S/C 2 x 51°/50° 4270 lm 3590 lm 80 10 50000 h 8713461343312

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
50 W I - ü 80 4000 ü S/C 2 x 51°/50° 5800 lm 5100 lm 80 10 50000 h 8713461516432
50 W I - ü 80 3000 ü S/C 2 x 51°/50° 5630 lm 4950 lm 80 10 50000 h 8713461516332
50 W I - ü 80 4000 ü S/C 2 x 51°/50° 5800 lm 5100 lm 80 10 50000 h 8713461516412
50 W I - ü 80 3000 ü S/C 2 x 51°/50° 5630 lm 4950 lm 80 10 50000 h 8713461516312
34 W I - ü 80 4000 ü S/C 2 x 51°/50° 4400 lm 3700 lm 80 10 50000 h 8713461346432
34 W I - ü 80 3000 ü S/C 2 x 51°/50° 4270 lm 3590 lm 80 10 50000 h 8713461346332
34 W I - ü 80 4000 ü S/C 2 x 51°/50° 4400 lm 3700 lm 80 10 50000 h 8713461346412
34 W I - ü 80 3000 ü S/C 2 x 51°/50° 4270 lm 3590 lm 80 10 50000 h 8713461346312
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200 cd/klm200 cd/klm200 cd/klm200 cd/klm200 cd/klm
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S/C  -  76 W  -  4000 K  8713461763410

SL713PL ROUND LED MICROPRISMATIC L IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
76 W I - ü 80 4000 ü S/C 2x50° 8000 lm 6810 lm 80 10 50000 h 8713461763430
76 W I - ü 80 3000 ü S/C 2x50° 7760 lm 6600 lm 80 10 50000 h 8713461763330
76 W I - ü 80 4000 ü S/C 2x50° 8000 lm 6810 lm 80 10 50000 h 8713461763410
76 W I - ü 80 3000 ü S/C 2x50° 7760 lm 6600 lm 80 10 50000 h 8713461763310
48 W I - ü 80 4000 ü S/C 2x50° 5800 lm 4930 lm 80 10 50000 h 8713461483430
48 W I - ü 80 3000 ü S/C 2x50° 5630 lm 4780 lm 80 10 50000 h 8713461483330
48 W I - ü 80 4000 ü S/C 2x50° 5800 lm 4930 lm 80 10 50000 h 8713461483410
48 W I - ü 80 3000 ü S/C 2x50° 5630 lm 4780 lm 80 10 50000 h 8713461483310

Power LED - dimmable DALI 220-240 V 50/60 Hz
76 W I - ü 80 4000 ü S/C 2x50° 8000 lm 6810 lm 80 10 50000 h 8713461766430
76 W I - ü 80 3000 ü S/C 2x50° 7760 lm 6600 lm 80 10 50000 h 8713461766330
76 W I - ü 80 4000 ü S/C 2x50° 8000 lm 6810 lm 80 10 50000 h 8713461766410
76 W I - ü 80 3000 ü S/C 2x50° 7760 lm 6600 lm 80 10 50000 h 8713461766310
48 W I - ü 80 4000 ü S/C 2x50° 5800 lm 4930 lm 80 10 50000 h 8713461486430
48 W I - ü 80 3000 ü S/C 2x50° 5630 lm 4780 lm 80 10 50000 h 8713461486330
48 W I - ü 80 4000 ü S/C 2x50° 5800 lm 4930 lm 80 10 50000 h 8713461486410
48 W I - ü 80 3000 ü S/C 2x50° 5630 lm 4780 lm 80 10 50000 h 8713461486310

Power LED - emergency 3h - 220-240 V 50/60 Hz
76 W I - ü 80 4000 ü S/C 2x50° 8000 lm 6810 lm 80 10 50000 h 8713461763432
76 W I - ü 80 3000 ü S/C 2x50° 7760 lm 6600 lm 80 10 50000 h 8713461763332
76 W I - ü 80 4000 ü S/C 2x50° 8000 lm 6810 lm 80 10 50000 h 8713461763412
76 W I - ü 80 3000 ü S/C 2x50° 7760 lm 6600 lm 80 10 50000 h 8713461763312
48 W I - ü 80 4000 ü S/C 2x50° 5800 lm 4930 lm 80 10 50000 h 8713461483432
48 W I - ü 80 3000 ü S/C 2x50° 5630 lm 4780 lm 80 10 50000 h 8713461483332
48 W I - ü 80 4000 ü S/C 2x50° 5800 lm 4930 lm 80 10 50000 h 8713461483412
48 W I - ü 80 3000 ü S/C 2x50° 5630 lm 4780 lm 80 10 50000 h 8713461483312

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
76 W I - ü 80 4000 ü S/C 2x50° 8000 lm 6810 lm 80 10 50000 h 8713461766432
76 W I - ü 80 3000 ü S/C 2x50° 7760 lm 6600 lm 80 10 50000 h 8713461766332
76 W I - ü 80 4000 ü S/C 2x50° 8000 lm 6810 lm 80 10 50000 h 8713461766412
76 W I - ü 80 3000 ü S/C 2x50° 7760 lm 6600 lm 80 10 50000 h 8713461766312
48 W I - ü 80 4000 ü S/C 2x50° 5800 lm 4930 lm 80 10 50000 h 8713461486432
48 W I - ü 80 3000 ü S/C 2x50° 5630 lm 4780 lm 80 10 50000 h 8713461486332
48 W I - ü 80 4000 ü S/C 2x50° 5800 lm 4930 lm 80 10 50000 h 8713461486412
48 W I - ü 80 3000 ü S/C 2x50° 5630 lm 4780 lm 80 10 50000 h 8713461486312
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SL720PL ROUND LED 
MICROPRISMATIC S

SL720PL ROUND LED 
MICROPRISMATIC S 

EMERGENCY

SL720PL ROUND LED 
MICROPRISMATIC M

SL720PL ROUND LED 
MICROPRISMATIC M 

EMERGENCY

SL720PL ROUND LED 
MICROPRISMATIC L

SL720PL ROUND LED 
MICROPRISMATIC L 

EMERGENCY

MICROPRISMATIC COVER S/C

INDOOR  |  OFFICE  |  SUSPENDED  |  SL720PL ROUND LED

Suspended round LED luminaire for indoors, consisting 
of:
¬ Die-cast aluminium housing, steel sheet canopy, 

painted
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Direct / indirect light distribution
¬ LED Sidelight-Technology for a homogenous light 

distribution over the entire area of the cover
¬ Colour rendering index Ra > 80

¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with steel suspension cable (1.5 m), 

transparent power cord and canopy
¬ Complete with electric converter
¬ VDU application suitable acc. to EN 12464-1
¬ Emergency light version (3h) available
¬ Special colour versions available upon request

  GR-RAL9006 / Grey RAL9006 / Textured
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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  3 kg

  4 kg

  5 kg

  6 kg

  7 kg

  8 kg



 

250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°
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S/C  -  26 W  -  4000 K  8720461263410

 

200 cd/klm200 cd/klm200 cd/klm200 cd/klm200 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/C  -  50 W  -  4000 K  8720461513410

SL720PL ROUND LED MICROPRISMATIC S IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I - ü 80 4000 ü S/C 2x50° 3100 lm 2680 lm 80 10 50000 h 8720461263430
26 W I - ü 80 3000 ü S/C 2x50° 3010 lm 2600 lm 80 10 50000 h 8720461263330
26 W I - ü 80 4000 ü S/C 2x50° 3100 lm 2680 lm 80 10 50000 h 8720461263410
26 W I - ü 80 3000 ü S/C 2x50° 3010 lm 2600 lm 80 10 50000 h 8720461263310

Power LED - dimmable DALI 220-240 V 50/60 Hz
26 W I - ü 80 4000 ü S/C 2x50° 3100 lm 2680 lm 80 10 50000 h 8720461266430
26 W I - ü 80 3000 ü S/C 2x50° 3010 lm 2600 lm 80 10 50000 h 8720461266330
26 W I - ü 80 4000 ü S/C 2x50° 3100 lm 2680 lm 80 10 50000 h 8720461266410
26 W I - ü 80 3000 ü S/C 2x50° 3010 lm 2600 lm 80 10 50000 h 8720461266310

Power LED - emergency 3h - 220-240 V 50/60 Hz
26 W I - ü 80 4000 ü S/C 2x50° 3100 lm 2680 lm 80 10 50000 h 8720461263432
26 W I - ü 80 3000 ü S/C 2x50° 3010 lm 2600 lm 80 10 50000 h 8720461263332
26 W I - ü 80 4000 ü S/C 2x50° 3100 lm 2680 lm 80 10 50000 h 8720461263412
26 W I - ü 80 3000 ü S/C 2x50° 3010 lm 2600 lm 80 10 50000 h 8720461263312

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
26 W I - ü 80 4000 ü S/C 2x50° 3100 lm 2680 lm 80 10 50000 h 8720461266432
26 W I - ü 80 3000 ü S/C 2x50° 3010 lm 2600 lm 80 10 50000 h 8720461266332
26 W I - ü 80 4000 ü S/C 2x50° 3100 lm 2680 lm 80 10 50000 h 8720461266412
26 W I - ü 80 3000 ü S/C 2x50° 3010 lm 2600 lm 80 10 50000 h 8720461266312

SL720PL ROUND LED MICROPRISMATIC M IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
50 W I - ü 80 4000 ü S/C 2 x 51°/50° 5800 lm 5100 lm 80 10 50000 h 8720461513430
50 W I - ü 80 3000 ü S/C 2 x 51°/50° 5630 lm 4950 lm 80 10 50000 h 8720461513330
50 W I - ü 80 4000 ü S/C 2 x 51°/50° 5800 lm 5100 lm 80 10 50000 h 8720461513410
50 W I - ü 80 3000 ü S/C 2 x 51°/50° 5630 lm 4950 lm 80 10 50000 h 8720461513310
34 W I - ü 80 4000 ü S/C 2 x 51°/50° 4400 lm 3700 lm 80 10 50000 h 8720461343430
34 W I - ü 80 3000 ü S/C 2 x 51°/50° 4270 lm 3590 lm 80 10 50000 h 8720461343330
34 W I - ü 80 4000 ü S/C 2 x 51°/50° 4400 lm 3700 lm 80 10 50000 h 8720461343410
34 W I - ü 80 3000 ü S/C 2 x 51°/50° 4270 lm 3590 lm 80 10 50000 h 8720461343310

Power LED - dimmable DALI 220-240 V 50/60 Hz
50 W I - ü 80 4000 ü S/C 2 x 51°/50° 5800 lm 5100 lm 80 10 50000 h 8720461516430
50 W I - ü 80 3000 ü S/C 2 x 51°/50° 5630 lm 4950 lm 80 10 50000 h 8720461516330
50 W I - ü 80 4000 ü S/C 2 x 51°/50° 5800 lm 5100 lm 80 10 50000 h 8720461516410
50 W I - ü 80 3000 ü S/C 2 x 51°/50° 5630 lm 4950 lm 80 10 50000 h 8720461516310
34 W I - ü 80 4000 ü S/C 2 x 51°/50° 4400 lm 3700 lm 80 10 50000 h 8720461346430
34 W I - ü 80 3000 ü S/C 2 x 51°/50° 4270 lm 3590 lm 80 10 50000 h 8720461346330
34 W I - ü 80 4000 ü S/C 2 x 51°/50° 4400 lm 3700 lm 80 10 50000 h 8720461346410
34 W I - ü 80 3000 ü S/C 2 x 51°/50° 4270 lm 3590 lm 80 10 50000 h 8720461346310

Power LED - emergency 3h - 220-240 V 50/60 Hz
50 W I - ü 80 4000 ü S/C 2 x 51°/50° 5800 lm 5100 lm 80 10 50000 h 8720461513432
50 W I - ü 80 3000 ü S/C 2 x 51°/50° 5630 lm 4950 lm 80 10 50000 h 8720461513332
50 W I - ü 80 4000 ü S/C 2 x 51°/50° 5800 lm 5100 lm 80 10 50000 h 8720461513412
50 W I - ü 80 3000 ü S/C 2 x 51°/50° 5630 lm 4950 lm 80 10 50000 h 8720461513312
34 W I - ü 80 4000 ü S/C 2 x 51°/50° 4400 lm 3700 lm 80 10 50000 h 8720461343432
34 W I - ü 80 3000 ü S/C 2 x 51°/50° 4270 lm 3590 lm 80 10 50000 h 8720461343332
34 W I - ü 80 4000 ü S/C 2 x 51°/50° 4400 lm 3700 lm 80 10 50000 h 8720461343412
34 W I - ü 80 3000 ü S/C 2 x 51°/50° 4270 lm 3590 lm 80 10 50000 h 8720461343312

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
50 W I - ü 80 4000 ü S/C 2 x 51°/50° 5800 lm 5100 lm 80 10 50000 h 8720461516432
50 W I - ü 80 3000 ü S/C 2 x 51°/50° 5630 lm 4950 lm 80 10 50000 h 8720461516332
50 W I - ü 80 4000 ü S/C 2 x 51°/50° 5800 lm 5100 lm 80 10 50000 h 8720461516412
50 W I - ü 80 3000 ü S/C 2 x 51°/50° 5630 lm 4950 lm 80 10 50000 h 8720461516312
34 W I - ü 80 4000 ü S/C 2 x 51°/50° 4400 lm 3700 lm 80 10 50000 h 8720461346432
34 W I - ü 80 3000 ü S/C 2 x 51°/50° 4270 lm 3590 lm 80 10 50000 h 8720461346332
34 W I - ü 80 4000 ü S/C 2 x 51°/50° 4400 lm 3700 lm 80 10 50000 h 8720461346412
34 W I - ü 80 3000 ü S/C 2 x 51°/50° 4270 lm 3590 lm 80 10 50000 h 8720461346312
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200 cd/klm200 cd/klm200 cd/klm200 cd/klm200 cd/klm

120°120°120°120°120°
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60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/C  -  76 W  -  4000 K  8720461763410

INDOOR  |  OFFICE  |  SUSPENDED  |  SL720PL ROUND LED

SL720PL ROUND LED MICROPRISMATIC L IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
76 W I - ü 80 4000 ü S/C 2x50° 8000 lm 6810 lm 80 10 50000 h 8720461763430
76 W I - ü 80 3000 ü S/C 2x50° 7760 lm 6600 lm 80 10 50000 h 8720461763330
76 W I - ü 80 4000 ü S/C 2x50° 8000 lm 6810 lm 80 10 50000 h 8720461763410
76 W I - ü 80 3000 ü S/C 2x50° 7760 lm 6600 lm 80 10 50000 h 8720461763310
48 W I - ü 80 4000 ü S/C 2x50° 5800 lm 4930 lm 80 10 50000 h 8720461483430
48 W I - ü 80 3000 ü S/C 2x50° 5630 lm 4780 lm 80 10 50000 h 8720461483330
48 W I - ü 80 4000 ü S/C 2x50° 5800 lm 4930 lm 80 10 50000 h 8720461483410
48 W I - ü 80 3000 ü S/C 2x50° 5630 lm 4780 lm 80 10 50000 h 8720461483310

Power LED - dimmable DALI 220-240 V 50/60 Hz
76 W I - ü 80 4000 ü S/C 2x50° 8000 lm 6810 lm 80 10 50000 h 8720461766430
76 W I - ü 80 3000 ü S/C 2x50° 7760 lm 6600 lm 80 10 50000 h 8720461766330
76 W I - ü 80 4000 ü S/C 2x50° 8000 lm 6810 lm 80 10 50000 h 8720461766410
76 W I - ü 80 3000 ü S/C 2x50° 7760 lm 6600 lm 80 10 50000 h 8720461766310
48 W I - ü 80 4000 ü S/C 2x50° 5800 lm 4930 lm 80 10 50000 h 8720461486430
48 W I - ü 80 3000 ü S/C 2x50° 5630 lm 4780 lm 80 10 50000 h 8720461486330
48 W I - ü 80 4000 ü S/C 2x50° 5800 lm 4930 lm 80 10 50000 h 8720461486410
48 W I - ü 80 3000 ü S/C 2x50° 5630 lm 4780 lm 80 10 50000 h 8720461486310

Power LED - emergency 3h - 220-240 V 50/60 Hz
76 W I - ü 80 4000 ü S/C 2x50° 8000 lm 6810 lm 80 10 50000 h 8720461763432
76 W I - ü 80 3000 ü S/C 2x50° 7760 lm 6600 lm 80 10 50000 h 8720461763332
76 W I - ü 80 4000 ü S/C 2x50° 8000 lm 6810 lm 80 10 50000 h 8720461763412
76 W I - ü 80 3000 ü S/C 2x50° 7760 lm 6600 lm 80 10 50000 h 8720461763312
48 W I - ü 80 4000 ü S/C 2x50° 5800 lm 4930 lm 80 10 50000 h 8720461483432
48 W I - ü 80 3000 ü S/C 2x50° 5630 lm 4780 lm 80 10 50000 h 8720461483332
48 W I - ü 80 4000 ü S/C 2x50° 5800 lm 4930 lm 80 10 50000 h 8720461483412
48 W I - ü 80 3000 ü S/C 2x50° 5630 lm 4780 lm 80 10 50000 h 8720461483312

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
76 W I - ü 80 4000 ü S/C 2x50° 8000 lm 6810 lm 80 10 50000 h 8720461766432
76 W I - ü 80 3000 ü S/C 2x50° 7760 lm 6600 lm 80 10 50000 h 8720461766332
76 W I - ü 80 4000 ü S/C 2x50° 8000 lm 6810 lm 80 10 50000 h 8720461766412
76 W I - ü 80 3000 ü S/C 2x50° 7760 lm 6600 lm 80 10 50000 h 8720461766312
48 W I - ü 80 4000 ü S/C 2x50° 5800 lm 4930 lm 80 10 50000 h 8720461486432
48 W I - ü 80 3000 ü S/C 2x50° 5630 lm 4780 lm 80 10 50000 h 8720461486332
48 W I - ü 80 4000 ü S/C 2x50° 5800 lm 4930 lm 80 10 50000 h 8720461486412
48 W I - ü 80 3000 ü S/C 2x50° 5630 lm 4780 lm 80 10 50000 h 8720461486312
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SL713PL FL LED 
MICROPRISMATIC COVER 390

SL713PL FL LED 
MICROPRISMATIC COVER 615 D/I

SL713PL FL LED 
MICROPRISMATIC COVER 390 D/I

SL713PL FL LED 
MICROPRISMATIC COVER 615

MICROPRISMATIC COVER

  4 kg

  4 kg

  6 kg

  6 kg

S/CS/A

Inlayed LED luminaire for indoors, comprising:
¬ Aluminium profile lightframe, steel sheet canopy, 

painted
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Light distribution direct or direct/ indirect
¬ LED Sidelight-Technology for a homogenous light 

distribution over the entire area of the cover
¬ Colour rendering index Ra > 80

¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with steel suspension cable (1.5 m), 

transparent power cord and canopy
¬ Complete with electric converter
¬ VDU application suitable acc. to EN 12464-1
¬ 3000 K colour temperature version on demand
¬ Special colour versions available upon request

  GR-RAL9006 / Grey RAL9006 / Textured
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm
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S/A  -  22 W  -  4000 K  8713261253430

 

250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/C  -  30 W  -  4000 K  8713461193430
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S/A  -  46 W  -  4000 K  8713261503430

 

250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/C  -  46 W  -  4000 K  8713461433430

INDOOR  |  OFFICE  |  SUSPENDED  |  SL713PL FL LED

SL713PL FL LED MICROPRISMATIC COVER 390 IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
22 W I - ü 80 4000 ü S/A 2 x 48° 3650 lm 2080 lm 80 10 50000 h 8713261253430
22 W I - ü 80 4000 ü S/A 2 x 48° 3650 lm 2080 lm 80 10 50000 h 8713261253410

Power LED - dimmable DALI 220-240 V 50/60 Hz
22 W I - ü 80 4000 ü S/A 2 x 48° 3650 lm 2080 lm 80 10 50000 h 8713261256430
22 W I - ü 80 4000 ü S/A 2 x 48° 3650 lm 2080 lm 80 10 50000 h 8713261256410

SL713PL FL LED MICROPRISMATIC COVER 615 IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
46 W I - ü 80 4000 ü S/A 2 x 48° 6090 lm 4660 lm 80 10 50000 h 8713261503430
46 W I - ü 80 4000 ü S/A 2 x 48° 6090 lm 4660 lm 80 10 50000 h 8713261503410

Power LED - dimmable DALI 220-240 V 50/60 Hz
46 W I - ü 80 4000 ü S/A 2 x 48° 6090 lm 4660 lm 80 10 50000 h 8713261506430
46 W I - ü 80 4000 ü S/A 2 x 48° 6090 lm 4660 lm 80 10 50000 h 8713261506410

SL713PL FL LED MICROPRISMATIC 390 D/I IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
30 W I - ü 80 4000 ü S/C 2 x 45°/44° 3450 lm 2780 lm 80 10 50000 h 8713461193430
30 W I - ü 80 4000 ü S/C 2 x 45°/44° 3450 lm 2780 lm 80 10 50000 h 8713461193410

Power LED - dimmable DALI 220-240 V 50/60 Hz
30 W I - ü 80 4000 ü S/C 2 x 45°/44° 3450 lm 2780 lm 80 10 50000 h 8713461196430
30 W I - ü 80 4000 ü S/C 2 x 45°/44° 3450 lm 2780 lm 80 10 50000 h 8713461196410

SL713PL FL LED MICROPRISMATIC 615 D/I IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
46 W I - ü 80 4000 ü S/C 2 x 46°/45° 6090 lm 5130 lm 80 10 50000 h 8713461433430
46 W I - ü 80 4000 ü S/C 2 x 46°/45° 6090 lm 5130 lm 80 10 50000 h 8713461433410

Power LED - dimmable DALI 220-240 V 50/60 Hz
46 W I - ü 80 4000 ü S/C 2 x 46°/45° 6090 lm 5130 lm 80 10 50000 h 8713461436430
46 W I - ü 80 4000 ü S/C 2 x 46°/45° 6090 lm 5130 lm 80 10 50000 h 8713461436410
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SL629 PL
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MICROPRISMATIC COVER S/A S/C

  6 kg

LED suspended luminaire for interior, comprising:
¬ Housing made of steel sheet, die-cast aluminium end 

caps, powder painted
¬ Prismatic cover for efficient light diffusion, glare 

reduction and a high level of uniformity.
¬ Light distribution direct or direct/ indirect
¬ LED Sidelight-Technology for a homogenous light 

distribution over the entire area of the cover
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM

¬ Dimmable via TouchDIM®
¬ Light engine can be replaced by means of a slide-in 

mechanism
¬ Complete with steel suspension cable (1.5 m), 

transparent power cord and ceiling rose
¬ VDU application suitable acc. to EN 12464-1 (see table)
¬ Sensor device available with task oriented PIR detector 

and daylight control
¬ Special colour versions available upon request

  GR-RAL9006 / Grey RAL9006 / Textured
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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S/C  -  69 W  -  4000 K  8629461783410

 

600 cd/klm600 cd/klm600 cd/klm600 d/kl600 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/A  -  31 W  -  4000 K  8629261403410

8118000257 8118000647

INDOOR  |  OFFICE  |  SUSPENDED  |  SL629 PL

SL629 PL PRISM D/I IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
69 W I - ü 80 4000 ü S/C 2 x 42°/52° 12000 lm 8410 lm 80 10 50000 h 1544 mm 8629461783430
69 W I - ü 80 3000 ü S/C 2 x 42°/52° 11640 lm 8160 lm 80 10 50000 h 1544 mm 8629461783330
69 W I - ü 80 4000 ü S/C 2 x 42°/52° 12000 lm 8410 lm 80 10 50000 h 1544 mm 8629461783410
69 W I - ü 80 3000 ü S/C 2 x 42°/52° 11640 lm 8160 lm 80 10 50000 h 1544 mm 8629461783310
54 W I - ü 80 4000 ü S/C 2 x 41°/52° 8900 lm 6230 lm 80 10 50000 h 1244 mm 8629461543430
54 W I - ü 80 3000 ü S/C 2 x 41°/52° 8630 lm 6040 lm 80 10 50000 h 1244 mm 8629461543330
54 W I - ü 80 4000 ü S/C 2 x 41°/52° 8900 lm 6230 lm 80 10 50000 h 1244 mm 8629461543410
54 W I - ü 80 3000 ü S/C 2 x 41°/52° 8630 lm 6040 lm 80 10 50000 h 1244 mm 8629461543310

Power LED - dimmable DALI 220-240 V 50/60 Hz
69 W I - ü 80 4000 ü S/C 2 x 42°/52° 12000 lm 8410 lm 80 10 50000 h 1544 mm 8629461786430
69 W I - ü 80 3000 ü S/C 2 x 42°/52° 11640 lm 8160 lm 80 10 50000 h 1544 mm 8629461786330
69 W I - ü 80 4000 ü S/C 2 x 42°/52° 12000 lm 8410 lm 80 10 50000 h 1544 mm 8629461786410
69 W I - ü 80 3000 ü S/C 2 x 42°/52° 11640 lm 8160 lm 80 10 50000 h 1544 mm 8629461786310
54 W I - ü 80 4000 ü S/C 2 x 41°/52° 8900 lm 6230 lm 80 10 50000 h 1244 mm 8629461546430
54 W I - ü 80 3000 ü S/C 2 x 41°/52° 8630 lm 6040 lm 80 10 50000 h 1244 mm 8629461546330
54 W I - ü 80 4000 ü S/C 2 x 41°/52° 8900 lm 6230 lm 80 10 50000 h 1244 mm 8629461546410
54 W I - ü 80 3000 ü S/C 2 x 41°/52° 8630 lm 6040 lm 80 10 50000 h 1244 mm 8629461546310

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
69 W I - ü 80 4000 ü S/C 2 x 42°/52° 12000 lm 8410 lm 80 10 50000 h 1544 mm 8629461788430
69 W I - ü 80 3000 ü S/C 2 x 42°/52° 11640 lm 8160 lm 80 10 50000 h 1544 mm 8629461788330
69 W I - ü 80 4000 ü S/C 2 x 42°/52° 12000 lm 8410 lm 80 10 50000 h 1544 mm 8629461788410
69 W I - ü 80 3000 ü S/C 2 x 42°/52° 11640 lm 8160 lm 80 10 50000 h 1544 mm 8629461788310
54 W I - ü 80 4000 ü S/C 2 x 41°/52° 8900 lm 6230 lm 80 10 50000 h 1244 mm 8629461548430
54 W I - ü 80 3000 ü S/C 2 x 41°/52° 8630 lm 6040 lm 80 10 50000 h 1244 mm 8629461548330
54 W I - ü 80 4000 ü S/C 2 x 41°/52° 8900 lm 6230 lm 80 10 50000 h 1244 mm 8629461548410
54 W I - ü 80 3000 ü S/C 2 x 41°/52° 8630 lm 6040 lm 80 10 50000 h 1244 mm 8629461548310

SL629 PL PRISM IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
31 W I - ü 80 4000 ü S/A 2 x 36°/45° 6000 lm 4000 lm 80 10 50000 h 1544 mm 8629261403430
31 W I - ü 80 3000 ü S/A 2 x 36°/45° 5820 lm 3880 lm 80 10 50000 h 1544 mm 8629261403330
31 W I - ü 80 4000 ü S/A 2 x 36°/45° 6000 lm 4000 lm 80 10 50000 h 1544 mm 8629261403410
31 W I - ü 80 3000 ü S/A 2 x 36°/45° 5820 lm 3880 lm 80 10 50000 h 1544 mm 8629261403310
26 W I - ü 80 4000 ü S/A 2 x 36°/46° 4700 lm 3140 lm 80 10 50000 h 1244 mm 8629261283430
26 W I - ü 80 3000 ü S/A 2 x 36°/46° 4560 lm 3040 lm 80 10 50000 h 1244 mm 8629261283330
26 W I - ü 80 4000 ü S/A 2 x 36°/46° 4700 lm 3140 lm 80 10 50000 h 1244 mm 8629261283410
26 W I - ü 80 3000 ü S/A 2 x 36°/46° 4560 lm 3040 lm 80 10 50000 h 1244 mm 8629261283310

Power LED - dimmable DALI 220-240 V 50/60 Hz
31 W I - ü 80 4000 ü S/A 2 x 36°/45° 6000 lm 4000 lm 80 10 50000 h 1544 mm 8629261406430
31 W I - ü 80 3000 ü S/A 2 x 36°/45° 5820 lm 3880 lm 80 10 50000 h 1544 mm 8629261406330
31 W I - ü 80 4000 ü S/A 2 x 36°/45° 6000 lm 4000 lm 80 10 50000 h 1544 mm 8629261406410
31 W I - ü 80 3000 ü S/A 2 x 36°/45° 5820 lm 3880 lm 80 10 50000 h 1544 mm 8629261406310
26 W I - ü 80 4000 ü S/A 2 x 36°/46° 4700 lm 3140 lm 80 10 50000 h 1244 mm 8629261286430
26 W I - ü 80 3000 ü S/A 2 x 36°/46° 4560 lm 3040 lm 80 10 50000 h 1244 mm 8629261286330
26 W I - ü 80 4000 ü S/A 2 x 36°/46° 4700 lm 3140 lm 80 10 50000 h 1244 mm 8629261286410
26 W I - ü 80 3000 ü S/A 2 x 36°/46° 4560 lm 3040 lm 80 10 50000 h 1244 mm 8629261286310

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
31 W I - ü 80 4000 ü S/A 2 x 36°/45° 6000 lm 4000 lm 80 10 50000 h 1544 mm 8629261408430
31 W I - ü 80 3000 ü S/A 2 x 36°/45° 5820 lm 3880 lm 80 10 50000 h 1544 mm 8629261408330
31 W I - ü 80 4000 ü S/A 2 x 36°/45° 6000 lm 4000 lm 80 10 50000 h 1544 mm 8629261408410
31 W I - ü 80 3000 ü S/A 2 x 36°/45° 5820 lm 3880 lm 80 10 50000 h 1544 mm 8629261408310
26 W I - ü 80 4000 ü S/A 2 x 36°/46° 4700 lm 3140 lm 80 10 50000 h 1244 mm 8629261288430
26 W I - ü 80 3000 ü S/A 2 x 36°/46° 4560 lm 3040 lm 80 10 50000 h 1244 mm 8629261288330
26 W I - ü 80 4000 ü S/A 2 x 36°/46° 4700 lm 3140 lm 80 10 50000 h 1244 mm 8629261288410
26 W I - ü 80 3000 ü S/A 2 x 36°/46° 4560 lm 3040 lm 80 10 50000 h 1244 mm 8629261288310

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

SL629 PL
Remote control "Master" for versions with a sensor function 8118000257

Remote control "User" for versions with a sensor function 8118000647
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3 3

MICROPRISMATIC COVER

  6 kg

www.light-performer.com

S/A S/C

Suspended luminaire systems, consisting of one or 
more luminaire modules and individually selectable 
components.
¬ Housing made of steel sheet
¬ Connecting elements and end pieces made of die-cast 

aluminium, powder-coated
¬ Prismatic cover for efficient light diffusion, glare 

reduction and a high level of uniformity.
¬ Light distribution direct or direct/ indirect

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ VDU application suitable acc. to EN 12464-1
¬ Special colour versions available upon request
¬ Please have a look for the components at the list of 

accessories   GR-RAL9006 / Grey RAL9006 / Textured
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

92



O
FF

IC
E

862932230 862932210 862932310 862932330

 

300 cd/klm300 cd/klm300 cd/klm300 d/kl300 cd/klm
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S/C  -  69 W  -  4000 K  8629461783410

 
600 cd/klm600 cd/klm600 cd/klm600 d/kl600 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°
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S/A  -  31 W  -  4000 K  8629261403410

INDOOR  |  OFFICE  |  CONTINUOUS MOUNTED  |  SL629 PL CM

SL629 PL CM PRISM IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
31 W I - ü 80 4000 ü S/A 2 x 36°/45° 6000 lm 4000 lm 80 10 50000 h 1538 mm 8629261403438
31 W I - ü 80 3000 ü S/A 2 x 36°/45° 5820 lm 3880 lm 80 10 50000 h 1538 mm 8629261403338
31 W I - ü 80 4000 ü S/A 2 x 36°/45° 6000 lm 4000 lm 80 10 50000 h 1538 mm 8629261403418
31 W I - ü 80 3000 ü S/A 2 x 36°/45° 5820 lm 3880 lm 80 10 50000 h 1538 mm 8629261403318
26 W I - ü 80 4000 ü S/A 2 x 36°/46° 4700 lm 3140 lm 80 10 50000 h 1238 mm 8629261283438
26 W I - ü 80 3000 ü S/A 2 x 36°/46° 4560 lm 3040 lm 80 10 50000 h 1238 mm 8629261283338
26 W I - ü 80 4000 ü S/A 2 x 36°/46° 4700 lm 3140 lm 80 10 50000 h 1238 mm 8629261283418
26 W I - ü 80 3000 ü S/A 2 x 36°/46° 4560 lm 3040 lm 80 10 50000 h 1238 mm 8629261283318

Power LED - dimmable DALI 220-240 V 50/60 Hz
31 W I - ü 80 4000 ü S/A 2 x 36°/45° 6000 lm 4000 lm 80 10 50000 h 1538 mm 8629261406438
31 W I - ü 80 3000 ü S/A 2 x 36°/45° 5820 lm 3880 lm 80 10 50000 h 1538 mm 8629261406338
31 W I - ü 80 4000 ü S/A 2 x 36°/45° 6000 lm 4000 lm 80 10 50000 h 1538 mm 8629261406418
31 W I - ü 80 3000 ü S/A 2 x 36°/45° 5820 lm 3880 lm 80 10 50000 h 1538 mm 8629261406318
26 W I - ü 80 4000 ü S/A 2 x 36°/46° 4700 lm 3140 lm 80 10 50000 h 1238 mm 8629261286438
26 W I - ü 80 3000 ü S/A 2 x 36°/46° 4560 lm 3040 lm 80 10 50000 h 1238 mm 8629261286338
26 W I - ü 80 4000 ü S/A 2 x 36°/46° 4700 lm 3140 lm 80 10 50000 h 1238 mm 8629261286418
26 W I - ü 80 3000 ü S/A 2 x 36°/46° 4560 lm 3040 lm 80 10 50000 h 1238 mm 8629261286318

SL629 PL CM PRISM D/I IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
69 W I - ü 80 4000 ü S/C 2 x 42°/52° 12000 lm 8410 lm 80 10 50000 h 1538 mm 8629461783438
69 W I - ü 80 3000 ü S/C 2 x 42°/52° 11640 lm 8160 lm 80 10 50000 h 1538 mm 8629461783338
69 W I - ü 80 4000 ü S/C 2 x 42°/52° 12000 lm 8410 lm 80 10 50000 h 1538 mm 8629461783418
69 W I - ü 80 3000 ü S/C 2 x 42°/52° 11640 lm 8160 lm 80 10 50000 h 1538 mm 8629461783318
54 W I - ü 80 4000 ü S/C 2 x 41°/52° 8900 lm 6230 lm 80 10 50000 h 1238 mm 8629461543438
54 W I - ü 80 3000 ü S/C 2 x 41°/52° 8630 lm 6040 lm 80 10 50000 h 1238 mm 8629461543338
54 W I - ü 80 4000 ü S/C 2 x 41°/52° 8900 lm 6230 lm 80 10 50000 h 1238 mm 8629461543418
54 W I - ü 80 3000 ü S/C 2 x 41°/52° 8630 lm 6040 lm 80 10 50000 h 1238 mm 8629461543318

Power LED - dimmable DALI 220-240 V 50/60 Hz
69 W I - ü 80 4000 ü S/C 2 x 42°/52° 12000 lm 8410 lm 80 10 50000 h 1538 mm 8629461786438
69 W I - ü 80 3000 ü S/C 2 x 42°/52° 11640 lm 8160 lm 80 10 50000 h 1538 mm 8629461786338
69 W I - ü 80 4000 ü S/C 2 x 42°/52° 12000 lm 8410 lm 80 10 50000 h 1538 mm 8629461786418
69 W I - ü 80 3000 ü S/C 2 x 42°/52° 11640 lm 8160 lm 80 10 50000 h 1538 mm 8629461786318
54 W I - ü 80 4000 ü S/C 2 x 41°/52° 8900 lm 6230 lm 80 10 50000 h 1238 mm 8629461546438
54 W I - ü 80 3000 ü S/C 2 x 41°/52° 8630 lm 6040 lm 80 10 50000 h 1238 mm 8629461546338
54 W I - ü 80 4000 ü S/C 2 x 41°/52° 8900 lm 6230 lm 80 10 50000 h 1238 mm 8629461546418
54 W I - ü 80 3000 ü S/C 2 x 41°/52° 8630 lm 6040 lm 80 10 50000 h 1238 mm 8629461546318

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

SL629PL CM

SL629 Starter kit/ending kit RAL9006 862932230

SL629 Starter kit/ending kit RAL9016 862932210

SL629 Connection kit RAL9016 862932310

SL629 Connection kit RAL9006 862932330

ORDERING INFORMATION:
Only one starter kit/ending kit is required for strip lights consisting of two luminaire 
modules.  A connection kit is required for each additional luminaire module.
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SL713PL LED
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MICROPRISMATIC COVER S/C S/A

  8,5 kg

SL713PL FL LED 
MICROPRISMATIC COVER D/I 

MICROPRISMATIC COVER

LED suspended luminaire for interior, comprising:
¬ Aluminium profile lightframe, steel sheet canopy, 

painted
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Light distribution direct or direct/ indirect
¬ LED Sidelight-Technology for a homogenous light 

distribution over the entire area of the cover
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM

¬ Dimmable via TouchDIM®
¬ Complete with steel suspension cable (1.5 m), 

transparent power cord and canopy
¬ VDU application suitable acc. to EN 12464-1
¬ Sensor device available with task oriented PIR detector 

and daylight control
¬ 3000 K colour temperature version on demand
¬ Special colour versions available upon request

  GR-RAL9006 / Grey RAL9006 / Textured
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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S/C  -  94 W  -  4000 K  8713461103430

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°
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S/A  -  36 W  -  4000 K  8713261363410

INDOOR  |  OFFICE  |  SUSPENDED  |  SL713PL LED

SL713PL LED MICROPRISMATIC COVER D/I IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
94 W I - ü 80 4000 ü S/C 2 x 48°/47° 15500 lm 12150 lm 80 10 50000 h 1547 mm 8713461103430
94 W I - ü 80 4000 ü S/C 2 x 48°/47° 15500 lm 12150 lm 80 10 50000 h 1547 mm 8713461103410
78 W I ü ü 80 4000 ü S/C 2 x 48° 11600 lm 9250 lm 80 10 50000 h 1247 mm 8713461743430
78 W I ü ü 80 4000 ü S/C 2 x 48° 11600 lm 9250 lm 80 10 50000 h 1247 mm 8713461743410
63 W I ü ü 80 4000 ü S/C 2 x 48°/47° 10500 lm 8680 lm 80 10 50000 h 1547 mm 8713461653430
63 W I ü ü 80 4000 ü S/C 2 x 48°/47° 10500 lm 8680 lm 80 10 50000 h 1547 mm 8713461653410
58 W I ü ü 80 4000 ü S/C 2 x 48° 9250 lm 7410 lm 80 10 50000 h 1247 mm 8713461583430
58 W I ü ü 80 4000 ü S/C 2 x 48° 9250 lm 7410 lm 80 10 50000 h 1247 mm 8713461583410
53 W I ü ü 80 4000 ü S/C 2 x 48°/47° 8300 lm 6680 lm 80 10 50000 h 1247 mm 8713461503430
53 W I ü ü 80 4000 ü S/C 2 x 48°/47° 8300 lm 6680 lm 80 10 50000 h 1247 mm 8713461503410

Power LED - dimmable DALI 220-240 V 50/60 Hz
94 W I ü ü 80 4000 ü S/C 2 x 48°/47° 15500 lm 12150 lm 80 10 50000 h 1547 mm 8713461106430
94 W I - ü 80 4000 ü S/C 2 x 48°/47° 15500 lm 12150 lm 80 10 50000 h 1547 mm 8713461106410
78 W I ü ü 80 4000 ü S/C 2 x 48° 11600 lm 9250 lm 80 10 50000 h 1247 mm 8713461746430
78 W I ü ü 80 4000 ü S/C 2 x 48° 11600 lm 9250 lm 80 10 50000 h 1247 mm 8713461746410
63 W I ü ü 80 4000 ü S/C 2 x 48°/47° 10500 lm 8680 lm 80 10 50000 h 1547 mm 8713461656430
63 W I ü ü 80 4000 ü S/C 2 x 48°/47° 10500 lm 8680 lm 80 10 50000 h 1547 mm 8713461656410
58 W I ü ü 80 4000 ü S/C 2 x 48° 9250 lm 7410 lm 80 10 50000 h 1247 mm 8713461586430
58 W I ü ü 80 4000 ü S/C 2 x 48° 9250 lm 7410 lm 80 10 50000 h 1247 mm 8713461586410
53 W I ü ü 80 4000 ü S/C 2 x 48°/47° 8300 lm 6680 lm 80 10 50000 h 1247 mm 8713461506430
53 W I ü ü 80 4000 ü S/C 2 x 48°/47° 8300 lm 6680 lm 80 10 50000 h 1247 mm 8713461506410

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
94 W I ü ü 80 4000 ü S/C 2 x 48°/47° 15500 lm 12150 lm 80 10 50000 h 1573 mm 8713461108430
94 W I ü ü 80 4000 ü S/C 2 x 48°/47° 15500 lm 12150 lm 80 10 50000 h 1573 mm 8713461108410
78 W I ü ü 80 4000 ü S/C 2 x 48° 11600 lm 9250 lm 80 10 50000 h 1573 mm 8713461748430
78 W I ü ü 80 4000 ü S/C 2 x 48° 11600 lm 9250 lm 80 10 50000 h 1573 mm 8713461748410
63 W I ü ü 80 4000 ü S/C 2 x 48°/47° 10500 lm 8680 lm 80 10 50000 h 1573 mm 8713461658430
63 W I ü ü 80 4000 ü S/C 2 x 48°/47° 10500 lm 8680 lm 80 10 50000 h 1573 mm 8713461658410
58 W I ü ü 80 4000 ü S/C 2 x 48° 9250 lm 7410 lm 80 10 50000 h 1273 mm 8713461588430
58 W I ü ü 80 4000 ü S/C 2 x 48° 9250 lm 7410 lm 80 10 50000 h 1273 mm 8713461588410
53 W I ü ü 80 4000 ü S/C 2 x 48°/47° 8300 lm 6680 lm 80 10 50000 h 1273 mm 8713461508430
53 W I ü ü 80 4000 ü S/C 2 x 48°/47° 8300 lm 6680 lm 80 10 50000 h 1273 mm 8713461508410

SL713PL LED MICROPRISMATIC COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
36 W I ü ü 80 4000 ü S/A 2x44° 6900 lm 4550 lm 80 10 50000 h 1547 mm 8713261363430
36 W I ü ü 80 4000 ü S/A 2x44° 6900 lm 4550 lm 80 10 50000 h 1547 mm 8713261363410
32 W I ü ü 80 4000 ü S/A 2x44° 5900 lm 3890 lm 80 10 50000 h 1247 mm 8713261323430
32 W I ü ü 80 4000 ü S/A 2x44° 5900 lm 3890 lm 80 10 50000 h 1247 mm 8713261323410

Power LED - dimmable DALI 220-240 V 50/60 Hz
36 W I ü ü 80 4000 ü S/A 2x44° 6900 lm 4550 lm 80 10 50000 h 1547 mm 8713261366430
36 W I ü ü 80 4000 ü S/A 2x44° 6900 lm 4550 lm 80 10 50000 h 1547 mm 8713261366410
32 W I ü ü 80 4000 ü S/A 2x44° 5900 lm 3890 lm 80 10 50000 h 1247 mm 8713261326430
32 W I ü ü 80 4000 ü S/A 2x44° 5900 lm 3890 lm 80 10 50000 h 1247 mm 8713261326410

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
36 W I ü ü 80 4000 ü S/A 2x44° 6900 lm 4550 lm 80 10 50000 h 1573 mm 8713261368430
36 W I ü ü 80 4000 ü S/A 2x44° 6900 lm 4550 lm 80 10 50000 h 1573 mm 8713261368410
32 W I ü ü 80 4000 ü S/A 2x44° 5900 lm 3890 lm 80 10 50000 h 1273 mm 8713261328430
32 W I ü ü 80 4000 ü S/A 2x44° 5900 lm 3890 lm 80 10 50000 h 1273 mm 8713261328410
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SL719PL LED
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S/C  -  98 W  -  4000 K  8719431846430

TRANSPARENT S/C

  8 kg

LED suspended luminaire for interior, comprising:
¬ Extruded aluminium profile housing, die-cast 

aluminium end caps, painted
¬ Transparent light optic for efficient light guidance, 

glare reduction and a high uniformity
¬ Direct / indirect light distribution
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with steel suspension cable (1.5 m), 

transparent power cord and canopy

¬ Length of steel cable suspension flexibly adjustable 
through canopy opening

¬ VDU application suitable acc. to EN 12464-1
¬ Sensor device available with task oriented PIR detector 

and daylight control
¬ Bluetooth sensor component for use with dimSMART! 

light control
¬ 3000 K colour temperature version on demand
¬ Special colour versions available upon request

SL719PL LED TRANSPARENT IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED - dimmable DALI 220-240 V 50/60 Hz
98 W I ü ü 80 4000 ü S/C 2 x 21°/48° 12500 lm 8160 lm 80 10 50000 h 1542 mm 8719431846430
98 W I ü ü 80 4000 ü S/C 2 x 21°/48° 12500 lm 8160 lm 80 10 50000 h 1542 mm 8719431846410

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
98 W I ü ü 80 4000 ü S/C 2 x 21°/48° 12500 lm 8160 lm 80 10 50000 h 1542 mm 8719431848430
98 W I ü ü 80 4000 ü S/C 2 x 21°/48° 12500 lm 8160 lm 80 10 50000 h 1542 mm 8719431848410

Power LED - Bluetooth sensor component for use with dimSMART! light control - 220-240 V 50/60 Hz
98 W I - ü 80 4000 ü S/C 2 x 21°/48° 12500 lm 8160 lm 80 10 50000 h 1542 mm 8719431849430
98 W I - ü 80 4000 ü S/C 2 x 21°/48° 12500 lm 8160 lm 80 10 50000 h 1542 mm 8719431849410

  GR-RAL9006 / Grey RAL9006 / Textured
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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SL720PL LED 
TRANSPARENT

SL720PL LED 
MICROPRISMA

TRANSPARENTMICROPRISMATIC COVER S/D

  7 kg   7 kg

www.light-performer.com

S/C

INDOOR  |  OFFICE  |  SUSPENDED  |  SL720PL LED

LED suspended luminaire for interior, comprising:
¬ Extruded aluminium profile housing, die-cast 

aluminium end caps, painted
The fitting is available with different light optics:
¬ Transparent light optic for efficient light guidance, 

glare reduction and a high uniformity
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Direct / indirect light distribution
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with steel suspension cable (1.5 m), 

transparent power cord and canopy
¬ Length of steel cable suspension flexibly adjustable 

through canopy opening
¬ VDU application suitable acc. to EN 12464-1
¬ Sensor device available with task oriented PIR detector 

and daylight control
¬ Bluetooth sensor component for use with dimSMART! 

light control
¬ 3000 K colour temperature version on demand
¬ Continuous mounted version at 

www.light-performer.com
¬ Special colour versions available upon request

  GR-RAL9006 / Grey RAL9006 / Textured
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°
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S/C  -  98 W  -  4000 K  8720451846430

SL720PL LED MICROPRISMA IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
96 W I ü ü 80 4000 ü S/D 2 x 48°/47° 15500 lm 11170 lm 80 10 50000 h 1550 mm 8720461103430
96 W I ü ü 80 4000 ü S/D 2 x 48°/47° 15500 lm 11170 lm 80 10 50000 h 1550 mm 8720461103410
67 W I ü ü 80 4000 ü S/D 2 x 48° 11050 lm 7920 lm 80 10 50000 h 1225 mm 8720461723430
67 W I ü ü 80 4000 ü S/D 2 x 48° 11050 lm 7920 lm 80 10 50000 h 1225 mm 8720461723410
59 W I ü ü 80 4000 ü S/D 2 x 48°/47° 10400 lm 7530 lm 80 10 50000 h 1550 mm 8720461673430
59 W I ü ü 80 4000 ü S/D 2 x 48°/47° 10400 lm 7530 lm 80 10 50000 h 1550 mm 8720461673410
45 W I ü ü 80 4000 ü S/D 2 x 48° 8000 lm 5660 lm 80 10 50000 h 1225 mm 8720461493430
45 W I ü ü 80 4000 ü S/D 2 x 48° 8000 lm 5660 lm 80 10 50000 h 1225 mm 8720461493410

Power LED - dimmable DALI 220-240 V 50/60 Hz
96 W I ü ü 80 4000 ü S/D 2 x 48°/47° 15500 lm 11170 lm 80 10 50000 h 1550 mm 8720461106430
96 W I ü ü 80 4000 ü S/D 2 x 48°/47° 15500 lm 11170 lm 80 10 50000 h 1550 mm 8720461106410
73 W I ü ü 80 4000 ü S/D 2 x 48°/47° 12400 lm 8990 lm 80 10 50000 h 1550 mm 8720461866430
73 W I ü ü 80 4000 ü S/D 2 x 48°/47° 12400 lm 8990 lm 80 10 50000 h 1550 mm 8720461866410
67 W I ü ü 80 4000 ü S/D 2 x 48° 11050 lm 7920 lm 80 10 50000 h 1225 mm 8720461726430
67 W I ü ü 80 4000 ü S/D 2 x 48° 11050 lm 7920 lm 80 10 50000 h 1225 mm 8720461726410
59 W I ü ü 80 4000 ü S/D 2 x 48°/47° 10400 lm 7530 lm 80 10 50000 h 1550 mm 8720461676430
59 W I ü ü 80 4000 ü S/D 2 x 48°/47° 10400 lm 7530 lm 80 10 50000 h 1550 mm 8720461676410
45 W I ü ü 80 4000 ü S/D 2 x 48° 8000 lm 5660 lm 80 10 50000 h 1225 mm 8720461496430
45 W I ü ü 80 4000 ü S/D 2 x 48° 8000 lm 5660 lm 80 10 50000 h 1225 mm 8720461496410

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
96 W I ü ü 80 4000 ü S/D 2 x 48°/47° 15500 lm 11170 lm 80 10 50000 h 1550 mm 8720461108430
96 W I ü ü 80 4000 ü S/D 2 x 48°/47° 15500 lm 11170 lm 80 10 50000 h 1550 mm 8720461108410
73 W I ü ü 80 4000 ü S/D 2 x 48°/47° 12400 lm 8990 lm 80 10 50000 h 1550 mm 8720461868430
73 W I ü ü 80 4000 ü S/D 2 x 48°/47° 12400 lm 8990 lm 80 10 50000 h 1550 mm 8720461868410
67 W I ü ü 80 4000 ü S/D 2 x 48° 11050 lm 7920 lm 80 10 50000 h 1250 mm 8720461728430
67 W I ü ü 80 4000 ü S/D 2 x 48° 11050 lm 7920 lm 80 10 50000 h 1250 mm 8720461728410
59 W I ü ü 80 4000 ü S/D 2 x 48°/47° 10400 lm 7530 lm 80 10 50000 h 1550 mm 8720461678430
59 W I ü ü 80 4000 ü S/D 2 x 48°/47° 10400 lm 7530 lm 80 10 50000 h 1550 mm 8720461678410
45 W I ü ü 80 4000 ü S/D 2 x 48° 8000 lm 5660 lm 80 10 50000 h 1250 mm 8720461498430
45 W I ü ü 80 4000 ü S/D 2 x 48° 8000 lm 5660 lm 80 10 50000 h 1250 mm 8720461498410

Power LED - Bluetooth sensor component for use with dimSMART! light control - 220-240 V 50/60 Hz
96 W I ü ü 80 4000 ü S/D 2 x 48°/47° 15500 lm 11170 lm 80 10 50000 h 1550 mm 8720461109430
96 W I ü ü 80 4000 ü S/D 2 x 48°/47° 15500 lm 11170 lm 80 10 50000 h 1550 mm 8720461109410
73 W I - ü 80 4000 ü S/D 2 x 48°/47° 12400 lm 8990 lm 80 10 50000 h 1550 mm 8720461869430
73 W I - ü 80 4000 ü S/D 2 x 48°/47° 12400 lm 8990 lm 80 10 50000 h 1550 mm 8720461869410
67 W I - ü 80 4000 ü S/D 2 x 48° 11050 lm 7920 lm 80 10 50000 h 1225 mm 8720461729430
67 W I - ü 80 4000 ü S/D 2 x 48° 11050 lm 7920 lm 80 10 50000 h 1225 mm 8720461729410
59 W I - ü 80 4000 ü S/D 2 x 48°/47° 10400 lm 7530 lm 80 10 50000 h 1550 mm 8720461679430
59 W I - ü 80 4000 ü S/D 2 x 48°/47° 10400 lm 7530 lm 80 10 50000 h 1550 mm 8720461679410
45 W I - ü 80 4000 ü S/D 2 x 48° 8000 lm 5660 lm 80 10 50000 h 1225 mm 8720461499430
45 W I - ü 80 4000 ü S/D 2 x 48° 8000 lm 5660 lm 80 10 50000 h 1225 mm 8720461499410

SL720PL LED TRANSPARENT IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED - dimmable DALI 220-240 V 50/60 Hz
98 W I ü ü 80 4000 ü S/C 2 x 21°/48° 12500 lm 8160 lm 80 10 50000 h 1525 mm 8720451846430
98 W I ü ü 80 4000 ü S/C 2 x 21°/48° 12500 lm 8160 lm 80 10 50000 h 1525 mm 8720451846410

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
98 W I ü ü 80 4000 ü S/C 2 x 21°/48° 12500 lm 8160 lm 80 10 50000 h 1550 mm 8720451848430
98 W I ü ü 80 4000 ü S/C 2 x 21°/48° 12500 lm 8160 lm 80 10 50000 h 1550 mm 8720451848410

Power LED - Bluetooth sensor component for use with dimSMART! light control - 220-240 V 50/60 Hz
98 W I - ü 80 4000 ü S/C 2 x 21°/48° 12500 lm 8160 lm 80 10 50000 h 1525 mm 8720451849430
98 W I - ü 80 4000 ü S/C 2 x 21°/48° 12500 lm 8160 lm 80 10 50000 h 1525 mm 8720451849410

98



O
FF

IC
E
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40 1132 / 1202 / 1412 / 1482

60

40 1132 / 1412

95

40           1224 / 1524

60

SL764PL LED 
OPAL COVER FLAT  

MICROPRISMATIC COVER

SL764PL LED 
OPAL COVER HIGH

SL764PL LED 
ASYMMETRIC REFLECTOR

ASYMMETRIC REFLECTORMICROPRISMATIC COVEROPAL COVER S/A A20/M

  2 kg   2 kg   2 kg

www.light-performer.com

INDOOR  |  OFFICE  |  SUSPENDED  |  SL764PL LED

LED suspended luminaire for interior, comprising:
¬ Extruded aluminium housing, anodised (EV1), die-cast 

aluminium endcaps, powder painted
The fitting is available with different light optics:
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Opal PMMA diffuser for optimal light diffusion and a 

high light uniformity
¬ Asymmetric reflector made of high-reflectance 

aluminium (Al 99,98) for maximum luminaire 
efficiency and neutral colour reproduction

¬ Direct light distribution

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with steel suspension cable (1.5 m), 

transparent power cord and ceiling rose
¬ Interchangeable lighting inserts
¬ Sensor device available with task oriented PIR detector 

and daylight control
¬ Special colour versions available upon request
¬ Continuous mounted version at 

www.light-performer.com

  GR-EV1 / Anodised grey / Matt

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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SL764PL LED OPAL COVER HIGH IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 81°/49° 6820 lm 5720 lm 80 10 50000 h 1412 mm 8764251503470
53 W I ü - 80 3000 ü S/A 2 x 81°/49° 6620 lm 5540 lm 80 10 50000 h 1412 mm 8764251503370
42 W I ü - 80 4000 ü S/A 2 x 81°/49° 5460 lm 4570 lm 80 10 50000 h 1132 mm 8764251403470
42 W I ü - 80 3000 ü S/A 2 x 81°/49° 5290 lm 4440 lm 80 10 50000 h 1132 mm 8764251403370
35 W I ü - 80 4000 ü S/A 2 x 81°/49° 4220 lm 3530 lm 80 10 50000 h 1412 mm 8764251313470
35 W I ü - 80 3000 ü S/A 2 x 81°/49° 4090 lm 3430 lm 80 10 50000 h 1412 mm 8764251313370
28 W I ü - 80 4000 ü S/A 2 x 81°/49° 3370 lm 2830 lm 80 10 50000 h 1132 mm 8764251253470
28 W I ü - 80 3000 ü S/A 2 x 81°/49° 3270 lm 2740 lm 80 10 50000 h 1132 mm 8764251253370

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 81°/49° 6820 lm 5720 lm 80 10 50000 h 1412 mm 8764251506470
53 W I ü - 80 3000 ü S/A 2 x 81°/49° 6620 lm 5540 lm 80 10 50000 h 1412 mm 8764251506370
42 W I ü - 80 4000 ü S/A 2 x 81°/49° 5460 lm 4570 lm 80 10 50000 h 1132 mm 8764251406470
42 W I ü - 80 3000 ü S/A 2 x 81°/49° 5290 lm 4440 lm 80 10 50000 h 1132 mm 8764251406370
35 W I ü - 80 4000 ü S/A 2 x 81°/49° 4220 lm 3530 lm 80 10 50000 h 1412 mm 8764251316470
35 W I ü - 80 3000 ü S/A 2 x 81°/49° 4090 lm 3430 lm 80 10 50000 h 1412 mm 8764251316370
28 W I ü - 80 4000 ü S/A 2 x 81°/49° 3370 lm 2830 lm 80 10 50000 h 1132 mm 8764251256470
28 W I ü - 80 3000 ü S/A 2 x 81°/49° 3270 lm 2740 lm 80 10 50000 h 1132 mm 8764251256370

SL764PL LED OPAL COVER FLAT IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 55°/55° 6820 lm 4790 lm 80 10 50000 h 1412 mm 8764291503470
53 W I ü - 80 3000 ü S/A 2 x 55°/55° 6620 lm 4640 lm 80 10 50000 h 1412 mm 8764291503370
42 W I ü - 80 4000 ü S/A 2 x 55°/55° 5460 lm 3830 lm 80 10 50000 h 1132 mm 8764291403470
42 W I ü - 80 3000 ü S/A 2 x 55°/55° 5290 lm 3720 lm 80 10 50000 h 1132 mm 8764291403370

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 55°/55° 6820 lm 4790 lm 80 10 50000 h 1412 mm 8764291506470
53 W I ü - 80 3000 ü S/A 2 x 55°/55° 6620 lm 4640 lm 80 10 50000 h 1412 mm 8764291506370
42 W I ü - 80 4000 ü S/A 2 x 55°/55° 5460 lm 3830 lm 80 10 50000 h 1132 mm 8764291406470
42 W I ü - 80 3000 ü S/A 2 x 55°/55° 5290 lm 3720 lm 80 10 50000 h 1132 mm 8764291406370

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 55°/55° 6820 lm 4790 lm 80 10 50000 h 1482 mm 8764291508470
53 W I ü - 80 3000 ü S/A 2 x 55°/55° 6620 lm 4640 lm 80 10 50000 h 1482 mm 8764291508370
42 W I ü - 80 4000 ü S/A 2 x 55°/55° 5460 lm 3830 lm 80 10 50000 h 1202 mm 8764291408470
42 W I ü - 80 3000 ü S/A 2 x 55°/55° 5290 lm 3720 lm 80 10 50000 h 1202 mm 8764291408370

SL764PL LED MICROPRISMATIC COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 36°/44° 6820 lm 4840 lm 80 10 50000 h 1412 mm 8764261503470
53 W I ü - 80 3000 ü S/A 2 x 36°/44° 6620 lm 4690 lm 80 10 50000 h 1412 mm 8764261503370
42 W I ü - 80 4000 ü S/A 2 x 36°/44° 5460 lm 3870 lm 80 10 50000 h 1132 mm 8764261403470
42 W I ü - 80 3000 ü S/A 2 x 36°/44° 5290 lm 3750 lm 80 10 50000 h 1132 mm 8764261403370

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 36°/44° 6820 lm 4840 lm 80 10 50000 h 1412 mm 8764261506470
53 W I ü - 80 3000 ü S/A 2 x 36°/44° 6620 lm 4690 lm 80 10 50000 h 1412 mm 8764261506370
42 W I ü - 80 4000 ü S/A 2 x 36°/44° 5460 lm 3870 lm 80 10 50000 h 1132 mm 8764261406470
42 W I ü - 80 3000 ü S/A 2 x 36°/44° 5290 lm 3750 lm 80 10 50000 h 1132 mm 8764261406370

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 36°/44° 6820 lm 4840 lm 80 10 50000 h 1482 mm 8764261508470
53 W I ü - 80 3000 ü S/A 2 x 36°/44° 6620 lm 4690 lm 80 10 50000 h 1482 mm 8764261508370
42 W I ü - 80 4000 ü S/A 2 x 36°/44° 5460 lm 3870 lm 80 10 50000 h 1202 mm 8764261408470
42 W I ü - 80 3000 ü S/A 2 x 36°/44° 5290 lm 3750 lm 80 10 50000 h 1202 mm 8764261408370
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A20/M  -  34 W  -  4000 K  8764211283470

8900000570

INDOOR  |  OFFICE  |  SUSPENDED  |  SL764PL LED

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

SL764PL LED

Canopy, elongated (optional) 8900000570

SL764PL LED ASYMMETRIC REFLECTOR IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
34 W I - - 80 4000 ü A20/M - 3800 lm 3390 lm 80 10 50000 h 1524 mm 8764211283470
34 W I - - 80 3000 ü A20/M - 3690 lm 3290 lm 80 10 50000 h 1524 mm 8764211283370
29 W I ü - 80 4000 ü A20/M - 3260 lm 2910 lm 80 10 50000 h 1224 mm 8764211253470
29 W I ü - 80 3000 ü A20/M - 3160 lm 2830 lm 80 10 50000 h 1224 mm 8764211253370

Power LED - dimmable DALI 220-240 V 50/60 Hz
34 W I - - 80 4000 ü A20/M - 3800 lm 3390 lm 80 10 50000 h 1524 mm 8764211286470
34 W I - - 80 3000 ü A20/M - 3690 lm 3290 lm 80 10 50000 h 1524 mm 8764211286370
29 W I ü - 80 4000 ü A20/M - 3260 lm 2910 lm 80 10 50000 h 1224 mm 8764211256470
29 W I ü - 80 3000 ü A20/M - 3160 lm 2830 lm 80 10 50000 h 1224 mm 8764211256370
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SL787PL LED

      

71 1132 / 1412 

85

MICROPRISMATIC COVER OPAL COVER S/AS/B  S/C

  4 kg

www.light-performer.com

LED suspended luminaire for interior, comprising:
¬ Extruded aluminium housing, anodised (EV1), die-cast 

aluminium endcaps, powder painted
The fitting is available with different light optics:
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Opal PMMA diffuser for optimal light diffusion and a 

high light uniformity
¬ Light distribution direct or direct/ indirect
¬ Colour rendering index Ra > 80

¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with steel suspension cable (1.5 m), 

transparent power cord and ceiling rose
¬ Interchangeable lighting inserts
¬ Special colour versions available upon request
¬ Continuous mounted version at 

www.light-performer.com
  GR-EV1 / Anodised grey / Matt

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

102



O
FF

IC
E

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/B  -  60 W  -  4000 K  8787461843470

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/C  -  60 W  -  4000 K  8787491843470

 

600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/A  -  43 W  -  4000 K  8787261603470

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/A  -  43 W  -  4000 K  8787291603470

INDOOR  |  OFFICE  |  SUSPENDED  |  SL787PL LED

SL787PL LED MICROPRISMATIC COVER D/I IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
60 W I ü - 80 4000 ü S/B 2 x 38°/44° 8190 lm 5920 lm 80 10 50000 h 1412 mm 8787461843470
60 W I ü - 80 3000 ü S/B 2 x 38°/44° 7940 lm 5740 lm 80 10 50000 h 1412 mm 8787461843370
51 W I ü - 80 4000 ü S/B 2 x 38°/44° 7020 lm 5100 lm 80 10 50000 h 1132 mm 8787461723470
51 W I ü - 80 3000 ü S/B 2 x 38°/44° 6810 lm 4940 lm 80 10 50000 h 1132 mm 8787461723370

Power LED - dimmable DALI 220-240 V 50/60 Hz
60 W I ü - 80 4000 ü S/B 2 x 38°/44° 8190 lm 5920 lm 80 10 50000 h 1412 mm 8787461846470
60 W I ü - 80 3000 ü S/B 2 x 38°/44° 7940 lm 5740 lm 80 10 50000 h 1412 mm 8787461846370
51 W I ü - 80 4000 ü S/B 2 x 38°/44° 7020 lm 5100 lm 80 10 50000 h 1132 mm 8787461726470
51 W I ü - 80 3000 ü S/B 2 x 38°/44° 6810 lm 4940 lm 80 10 50000 h 1132 mm 8787461726370

SL787PL LED MICROPRISMATIC COVER IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
43 W I ü - 80 4000 ü S/A 2 x 38°/44° 5850 lm 4100 lm 80 10 50000 h 1412 mm 8787261603470
43 W I ü - 80 3000 ü S/A 2 x 38°/44° 5680 lm 3980 lm 80 10 50000 h 1412 mm 8787261603370
34 W I ü - 80 4000 ü S/A 2 x 38°/44° 4680 lm 3280 lm 80 10 50000 h 1132 mm 8787261483470
34 W I ü - 80 3000 ü S/A 2 x 38°/44° 4540 lm 3180 lm 80 10 50000 h 1132 mm 8787261483370

Power LED - dimmable DALI 220-240 V 50/60 Hz
43 W I ü - 80 4000 ü S/A 2 x 38°/44° 5850 lm 4100 lm 80 10 50000 h 1412 mm 8787261606470
43 W I ü - 80 3000 ü S/A 2 x 38°/44° 5680 lm 3980 lm 80 10 50000 h 1412 mm 8787261606370
34 W I ü - 80 4000 ü S/A 2 x 38°/44° 4680 lm 3280 lm 80 10 50000 h 1132 mm 8787261486470
34 W I ü - 80 3000 ü S/A 2 x 38°/44° 4540 lm 3180 lm 80 10 50000 h 1132 mm 8787261486370

SL787PL LED OPAL COVER D/I IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
60 W I ü - 80 4000 ü S/C 2 x 53°/54° 8190 lm 5670 lm 80 10 50000 h 1412 mm 8787491843470
60 W I ü - 80 3000 ü S/C 2 x 53°/54° 7940 lm 5500 lm 80 10 50000 h 1412 mm 8787491843370
51 W I ü - 80 4000 ü S/B 2 x 53°/54° 7020 lm 4900 lm 80 10 50000 h 1132 mm 8787491723470
51 W I ü - 80 3000 ü S/B 2 x 53°/54° 6810 lm 4760 lm 80 10 50000 h 1132 mm 8787491723370

Power LED - dimmable DALI 220-240 V 50/60 Hz
60 W I ü - 80 4000 ü S/C 2 x 53°/54° 8190 lm 5670 lm 80 10 50000 h 1412 mm 8787491846470
60 W I ü - 80 3000 ü S/C 2 x 53°/54° 7940 lm 5500 lm 80 10 50000 h 1412 mm 8787491846370
51 W I ü - 80 4000 ü S/B 2 x 53°/54° 7020 lm 4900 lm 80 10 50000 h 1132 mm 8787491726470
51 W I ü - 80 3000 ü S/C 2 x 53°/54° 6810 lm 4760 lm 80 10 50000 h 1132 mm 8787491726370

SL787PL LED OPAL COVER IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
43 W I ü - 80 4000 ü S/A 2 x 53°/54° 5850 lm 3860 lm 80 10 50000 h 1412 mm 8787291603470
43 W I ü - 80 3000 ü S/A 2 x 53°/54° 5680 lm 3740 lm 80 10 50000 h 1412 mm 8787291603370
34 W I ü - 80 4000 ü S/A 2 x 53°/54° 4680 lm 3090 lm 80 10 50000 h 1132 mm 8787291483470
34 W I ü - 80 3000 ü S/A 2 x 53°/54° 4540 lm 2990 lm 80 10 50000 h 1132 mm 8787291483370

Power LED - dimmable DALI 220-240 V 50/60 Hz
43 W I ü - 80 4000 ü S/A 2 x 53°/54° 5850 lm 3860 lm 80 10 50000 h 1132 mm 8787291606470
43 W I ü - 80 3000 ü S/A 2 x 53°/54° 5680 lm 3740 lm 80 10 50000 h 1412 mm 8787291606370
34 W I ü - 80 4000 ü S/A 2 x 53°/54° 4680 lm 3090 lm 80 10 50000 h 1132 mm 8787291486470
34 W I ü - 80 3000 ü S/A 2 x 53°/54° 4540 lm 2990 lm 80 10 50000 h 1132 mm 8787291486370
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SL789PL LED

       
 

92 1132 / 1412

86

LOUVREMICROPRISMATIC COVER OPAL COVER S/AS/B

  5 kg

www.light-performer.com

LED suspended luminaire for interior, comprising:
¬ Extruded aluminium housing, anodised (EV1), die-cast 

aluminium endcaps, powder painted
The fitting is available with different light optics:
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Opal PMMA diffuser for optimal light diffusion and a 

high light uniformity
¬ Aluminium raster with mirror finish MIRO® (Al 99,98) 

with glossy vacuum coating
¬ Light distribution direct or direct/ indirect
¬ Colour rendering index Ra > 80

¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with steel suspension cable (1.5 m), 

transparent power cord and ceiling rose
¬ VDU application suitable acc. to EN 12464-1 (versions 

with louvre)
¬ Interchangeable lighting inserts
¬ Special colour versions available upon request
¬ Continuous mounted version at 

www.light-performer.com

  GR-EV1 / Anodised grey / Matt

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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INDOOR  |  OFFICE  |  SUSPENDED  |  SL789PL LED

SL789PL LED MICROPRISMATIC COVER D/I IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
63 W I ü - 80 4000 ü S/B 2 x 39°/43° 8180 lm 5960 lm 80 10 50000 h 1132 mm 8789461693470
63 W I ü - 80 3000 ü S/B 2 x 39°/43° 7940 lm 5790 lm 80 10 50000 h 1132 mm 8789461693370

Power LED - dimmable DALI 220-240 V 50/60 Hz
63 W I ü - 80 4000 ü S/B 2 x 39°/43° 8180 lm 5960 lm 80 10 50000 h 1132 mm 8789461696470
63 W I ü - 80 3000 ü S/B 2 x 39°/43° 7940 lm 5790 lm 80 10 50000 h 1132 mm 8789461696370

SL789PL LED MICROPRISMATIC COVER IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 38°/43° 6820 lm 4680 lm 80 10 50000 h 1412 mm 8789261573470
53 W I ü - 80 3000 ü S/A 2 x 38°/43° 6620 lm 4540 lm 80 10 50000 h 1412 mm 8789261573370
42 W I ü - 80 4000 ü S/A 2 x 38°/43° 5460 lm 3740 lm 80 10 50000 h 1132 mm 8789261463470
42 W I ü - 80 3000 ü S/A 2 x 38°/43° 5290 lm 3630 lm 80 10 50000 h 1132 mm 8789261463370

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 38°/43° 6820 lm 4680 lm 80 10 50000 h 1412 mm 8789261576470
53 W I ü - 80 3000 ü S/A 2 x 38°/43° 6620 lm 4540 lm 80 10 50000 h 1412 mm 8789261576370
42 W I ü - 80 4000 ü S/A 2 x 38°/43° 5460 lm 3740 lm 80 10 50000 h 1132 mm 8789261466470
42 W I ü - 80 3000 ü S/A 2 x 38°/43° 5290 lm 3630 lm 80 10 50000 h 1132 mm 8789261466370

SL789PL LED OPAL COVER D/I IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
63 W I ü - 80 4000 ü S/B 2 x 53°/54° 8180 lm 5850 lm 80 10 50000 h 1132 mm 8789491693470
63 W I ü - 80 3000 ü S/B 2 x 53°/54° 7940 lm 5680 lm 80 10 50000 h 1132 mm 8789491693370

Power LED - dimmable DALI 220-240 V 50/60 Hz
63 W I ü - 80 4000 ü S/B 2 x 53°/54° 8180 lm 5850 lm 80 10 50000 h 1132 mm 8789491696470
63 W I ü - 80 3000 ü S/B 2 x 53°/54° 7940 lm 5680 lm 80 10 50000 h 1132 mm 8789491696370

SL789PL LED OPAL COVER IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 53°/54° 6820 lm 4540 lm 80 10 50000 h 1412 mm 8789291573470
53 W I ü - 80 3000 ü S/A 2 x 53°/54° 6620 lm 4400 lm 80 10 50000 h 1412 mm 8789291573370
42 W I ü - 80 4000 ü S/A 2 x 53°/54° 5460 lm 3630 lm 80 10 50000 h 1132 mm 8789291463470
42 W I ü - 80 3000 ü S/A 2 x 53°/54° 5290 lm 3520 lm 80 10 50000 h 1132 mm 8789291463370

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 53°/54° 6820 lm 4540 lm 80 10 50000 h 1412 mm 8789291576470
53 W I ü - 80 3000 ü S/A 2 x 53°/54° 6620 lm 4400 lm 80 10 50000 h 1412 mm 8789291576370
42 W I ü - 80 4000 ü S/A 2 x 53°/54° 5460 lm 3630 lm 80 10 50000 h 1132 mm 8789291466470
42 W I ü - 80 3000 ü S/A 2 x 53°/54° 5290 lm 3520 lm 80 10 50000 h 1132 mm 8789291466370

SL789PL LED LOUVRE D/I IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
74 W I ü ü 80 4000 ü S/B 2 x 42°/44° 9280 lm 6780 lm 80 10 50000 h 1132 mm 8789481693470
74 W I ü ü 80 3000 ü S/B 2 x 42°/44° 8980 lm 6580 lm 80 10 50000 h 1132 mm 8789481693370

Power LED - dimmable DALI 220-240 V 50/60 Hz
74 W I ü ü 80 4000 ü S/B 2 x 42°/44° 9280 lm 6780 lm 80 10 50000 h 1132 mm 8789481696470
74 W I ü ü 80 3000 ü S/B 2 x 42°/44° 8980 lm 6580 lm 80 10 50000 h 1132 mm 8789481696370

SL789PL LED LOUVRE IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
45 W I ü ü 80 4000 ü S/A 2 x 43°/45° 7730 lm 4170 lm 80 10 50000 h 1412 mm 8789281573470
45 W I ü ü 80 3000 ü S/A 2 x 43°/45° 7490 lm 4040 lm 80 10 50000 h 1412 mm 8789281573370
37 W I ü ü 80 4000 ü S/A 2 x 43°/45° 6180 lm 3330 lm 80 10 50000 h 1132 mm 8789281463470
37 W I ü ü 80 3000 ü S/A 2 x 43°/45° 5990 lm 3230 lm 80 10 50000 h 1132 mm 8789281463370

Power LED - dimmable DALI 220-240 V 50/60 Hz
45 W I ü ü 80 4000 ü S/A 2 x 43°/45° 7730 lm 4170 lm 80 10 50000 h 1412 mm 8789281576470
45 W I ü ü 80 3000 ü S/A 2 x 43°/45° 7490 lm 4040 lm 80 10 50000 h 1412 mm 8789281576370
37 W I ü ü 80 4000 ü S/A 2 x 43°/45° 6180 lm 3330 lm 80 10 50000 h 1132 mm 8789281466470
37 W I ü ü 80 3000 ü S/A 2 x 43°/45° 5990 lm 3230 lm 80 10 50000 h 1132 mm 8789281466370
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SMALL LINE PL
design by BÜRO SOMMER
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REFLECTORLENS S/C

  2 kg

www.light-performer.com

LED suspended luminaire for interior, comprising:
¬ Extruded aluminium profile housing, die-cast 

aluminium end caps, steel sheet canopy, painted
¬ Slender plates with open spaces give the luminaire a 

uniquely delicate design
The fitting is available with different light optics:
¬ Gear tray with individual lenses of symmetrical 

distribution for optimum light diffusion
¬ Gear tray with high-shine multifaceted reflectors made 

of pure aluminium for maximum luminaire efficiency 
and neutral colour rendering

¬ Direct / indirect light distribution
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM

¬ Dimmable via TouchDIM®
¬ Complete with steel suspension cable (1.5 m) and 

canopy
¬ The luminaire unit is attached to the cable suspension 

without tools using clips
¬ Power is supplied via the cable suspension, no 

additional supply cable is required
¬ VDU application suitable acc. to EN 12464-1
¬ Sensor device available with task oriented PIR detector 

and daylight control
¬ Special colour versions available upon request
¬ Bluetooth sensor component for use with dimSMART! 

light control

  GR-RAL9006 / Grey RAL9006 / Textured
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

106



O
FF

IC
E

 

500 cd/klm500 cd/klm500 cd/klm500 d/kl500 cd/klm

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/C  -  87 W  -  4000 K  8726421863410

INDOOR  |  OFFICE  |  SUSPENDED  |  SMALL LINE PL

SMALL LINE PL LENS IK03 0.35J xx1 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
87 W I - ü 80 4000 ü S/C 2 x 32°/42° 13000 lm 8920 lm 80 10 50000 h 1556 mm 8726421863430
87 W I - ü 80 3000 ü S/C 2 x 32°/42° 12610 lm 8650 lm 80 10 50000 h 1556 mm 8726421863330
87 W I - ü 80 4000 ü S/C 2 x 32°/42° 13000 lm 8920 lm 80 10 50000 h 1556 mm 8726421863410
87 W I - ü 80 3000 ü S/C 2 x 32°/42° 12610 lm 8650 lm 80 10 50000 h 1556 mm 8726421863310
71 W I - ü 80 4000 ü S/C 2 x 32°/42° 11000 lm 7560 lm 80 10 50000 h 1556 mm 8726421713430
71 W I - ü 80 3000 ü S/C 2 x 32°/42° 10670 lm 7330 lm 80 10 50000 h 1556 mm 8726421713330
71 W I - ü 80 4000 ü S/C 2 x 32°/42° 11000 lm 7560 lm 80 10 50000 h 1556 mm 8726421713410
71 W I - ü 80 3000 ü S/C 2 x 32°/42° 10670 lm 7330 lm 80 10 50000 h 1556 mm 8726421713310
69 W I - ü 80 4000 ü S/C 2 x 32°/42° 10400 lm 7140 lm 80 10 50000 h 1256 mm 8726421693430
69 W I - ü 80 3000 ü S/C 2 x 32°/42° 10090 lm 6920 lm 80 10 50000 h 1256 mm 8726421693330
69 W I - ü 80 4000 ü S/C 2 x 32°/42° 10400 lm 7140 lm 80 10 50000 h 1256 mm 8726421693410
69 W I - ü 80 3000 ü S/C 2 x 32°/42° 10090 lm 6920 lm 80 10 50000 h 1256 mm 8726421693310
57 W I - ü 80 4000 ü S/C 2 x 32°/42° 8800 lm 6050 lm 80 10 50000 h 1256 mm 8726421583430
57 W I - ü 80 3000 ü S/C 2 x 32°/42° 8540 lm 5870 lm 80 10 50000 h 1256 mm 8726421583330
57 W I - ü 80 4000 ü S/C 2 x 32°/42° 8800 lm 6050 lm 80 10 50000 h 1256 mm 8726421583410
57 W I - ü 80 3000 ü S/C 2 x 32°/42° 8540 lm 5870 lm 80 10 50000 h 1256 mm 8726421583310

Power LED - dimmable DALI 220-240 V 50/60 Hz
87 W I - ü 80 4000 ü S/C 2 x 32°/42° 13000 lm 8920 lm 80 10 50000 h 1556 mm 8726421866430
87 W I - ü 80 3000 ü S/C 2 x 32°/42° 12610 lm 8650 lm 80 10 50000 h 1556 mm 8726421866330
87 W I - ü 80 4000 ü S/C 2 x 32°/42° 13000 lm 8920 lm 80 10 50000 h 1556 mm 8726421866410
87 W I - ü 80 3000 ü S/C 2 x 32°/42° 12610 lm 8650 lm 80 10 50000 h 1556 mm 8726421866310
71 W I - ü 80 4000 ü S/C 2 x 32°/42° 11000 lm 7560 lm 80 10 50000 h 1556 mm 8726421716430
71 W I - ü 80 3000 ü S/C 2 x 32°/42° 10670 lm 7330 lm 80 10 50000 h 1556 mm 8726421716330
71 W I - ü 80 4000 ü S/C 2 x 32°/42° 11000 lm 7560 lm 80 10 50000 h 1556 mm 8726421716410
71 W I - ü 80 3000 ü S/C 2 x 32°/42° 10670 lm 7330 lm 80 10 50000 h 1556 mm 8726421716310
69 W I - ü 80 4000 ü S/C 2 x 32°/42° 10400 lm 7140 lm 80 10 50000 h 1256 mm 8726421696430
69 W I - ü 80 3000 ü S/C 2 x 32°/42° 10090 lm 6920 lm 80 10 50000 h 1256 mm 8726421696330
69 W I - ü 80 4000 ü S/C 2 x 32°/42° 10400 lm 7140 lm 80 10 50000 h 1256 mm 8726421696410
69 W I - ü 80 3000 ü S/C 2 x 32°/42° 10090 lm 6920 lm 80 10 50000 h 1256 mm 8726421696310
57 W I - ü 80 4000 ü S/C 2 x 32°/42° 8800 lm 6050 lm 80 10 50000 h 1256 mm 8726421586430
57 W I - ü 80 3000 ü S/C 2 x 32°/42° 8540 lm 5870 lm 80 10 50000 h 1256 mm 8726421586330
57 W I - ü 80 4000 ü S/C 2 x 32°/42° 8800 lm 6050 lm 80 10 50000 h 1256 mm 8726421586410
57 W I - ü 80 3000 ü S/C 2 x 32°/42° 8540 lm 5870 lm 80 10 50000 h 1256 mm 8726421586310

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
87 W I - ü 80 4000 ü S/C 2 x 32°/42° 13000 lm 8920 lm 80 10 50000 h 1556 mm 8726421868430
87 W I - ü 80 3000 ü S/C 2 x 32°/42° 12610 lm 8650 lm 80 10 50000 h 1556 mm 8726421868330
87 W I - ü 80 4000 ü S/C 2 x 32°/42° 13000 lm 8920 lm 80 10 50000 h 1556 mm 8726421868410
87 W I - ü 80 3000 ü S/C 2 x 32°/42° 12610 lm 8650 lm 80 10 50000 h 1556 mm 8726421868310
71 W I - ü 80 4000 ü S/C 2 x 32°/42° 11000 lm 7560 lm 80 10 50000 h 1556 mm 8726421718430
71 W I - ü 80 3000 ü S/C 2 x 32°/42° 10670 lm 7330 lm 80 10 50000 h 1556 mm 8726421718330
71 W I - ü 80 4000 ü S/C 2 x 32°/42° 11000 lm 7560 lm 80 10 50000 h 1556 mm 8726421718410
71 W I - ü 80 3000 ü S/C 2 x 32°/42° 10670 lm 7330 lm 80 10 50000 h 1556 mm 8726421718310
69 W I - ü 80 4000 ü S/C 2 x 32°/42° 10400 lm 7140 lm 80 10 50000 h 1256 mm 8726421698430
69 W I - ü 80 3000 ü S/C 2 x 32°/42° 10090 lm 6920 lm 80 10 50000 h 1256 mm 8726421698330
69 W I - ü 80 4000 ü S/C 2 x 32°/42° 10400 lm 7140 lm 80 10 50000 h 1256 mm 8726421698410
69 W I - ü 80 3000 ü S/C 2 x 32°/42° 10090 lm 6920 lm 80 10 50000 h 1256 mm 8726421698310
57 W I - ü 80 4000 ü S/C 2 x 32°/42° 8800 lm 6050 lm 80 10 50000 h 1256 mm 8726421588430
57 W I - ü 80 3000 ü S/C 2 x 32°/42° 8540 lm 5870 lm 80 10 50000 h 1256 mm 8726421588330
57 W I - ü 80 4000 ü S/C 2 x 32°/42° 8800 lm 6050 lm 80 10 50000 h 1256 mm 8726421588410
57 W I - ü 80 3000 ü S/C 2 x 32°/42° 8540 lm 5870 lm 80 10 50000 h 1256 mm 8726421588310

Power LED - Bluetooth sensor component for use with dimSMART! light control - 220-240 V 50/60 Hz
87 W I - ü 80 4000 ü S/C 2 x 32°/42° 13000 lm 8920 lm 80 10 50000 h 1556 mm 8726421869430
87 W I - ü 80 3000 ü S/C 2 x 32°/42° 12610 lm 8650 lm 80 10 50000 h 1556 mm 8726421869330
87 W I - ü 80 4000 ü S/C 2 x 32°/42° 13000 lm 8920 lm 80 10 50000 h 1556 mm 8726421869410
87 W I - ü 80 3000 ü S/C 2 x 32°/42° 12610 lm 8650 lm 80 10 50000 h 1556 mm 8726421869310
71 W I - ü 80 4000 ü S/C 2 x 32°/42° 11000 lm 7560 lm 80 10 50000 h 1556 mm 8726421719430
71 W I - ü 80 3000 ü S/C 2 x 32°/42° 10670 lm 7330 lm 80 10 50000 h 1556 mm 8726421719330
71 W I - ü 80 4000 ü S/C 2 x 32°/42° 11000 lm 7560 lm 80 10 50000 h 1556 mm 8726421719410
71 W I - ü 80 3000 ü S/C 2 x 32°/42° 10670 lm 7330 lm 80 10 50000 h 1556 mm 8726421719310
69 W I - ü 80 4000 ü S/C 2 x 32°/42° 10400 lm 7140 lm 80 10 50000 h 1256 mm 8726421699430
69 W I - ü 80 3000 ü S/C 2 x 32°/42° 10090 lm 6920 lm 80 10 50000 h 1256 mm 8726421699330
69 W I - ü 80 4000 ü S/C 2 x 32°/42° 10400 lm 7140 lm 80 10 50000 h 1256 mm 8726421699410
69 W I - ü 80 3000 ü S/C 2 x 32°/42° 10090 lm 6920 lm 80 10 50000 h 1256 mm 8726421699310
57 W I - ü 80 4000 ü S/C 2 x 32°/42° 8800 lm 6050 lm 80 10 50000 h 1256 mm 8726421589430
57 W I - ü 80 3000 ü S/C 2 x 32°/42° 8540 lm 5870 lm 80 10 50000 h 1256 mm 8726421589330
57 W I - ü 80 4000 ü S/C 2 x 32°/42° 8800 lm 6050 lm 80 10 50000 h 1256 mm 8726421589410
57 W I - ü 80 3000 ü S/C 2 x 32°/42° 8540 lm 5870 lm 80 10 50000 h 1256 mm 8726421589310
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S/C  -  87 W  -  4000 K  8726441863410

SMALL LINE PL REFLECTOR IK03 0.35J xx1 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
87 W I - ü 80 4000 ü S/C 2 x 37° 13000 lm 9830 lm 80 10 50000 h 1556 mm 8726441863430
87 W I - ü 80 3000 ü S/C 2 x 37° 12610 lm 9540 lm 80 10 50000 h 1556 mm 8726441863330
87 W I - ü 80 4000 ü S/C 2 x 37° 13000 lm 9830 lm 80 10 50000 h 1556 mm 8726441863410
87 W I - ü 80 3000 ü S/C 2 x 37° 12610 lm 9540 lm 80 10 50000 h 1556 mm 8726441863310
71 W I - ü 80 4000 ü S/C 2 x 37° 11000 lm 8330 lm 80 10 50000 h 1556 mm 8726441713430
71 W I - ü 80 3000 ü S/C 2 x 37° 10670 lm 8080 lm 80 10 50000 h 1556 mm 8726441713330
71 W I - ü 80 4000 ü S/C 2 x 37° 11000 lm 8330 lm 80 10 50000 h 1556 mm 8726441713410
71 W I - ü 80 3000 ü S/C 2 x 37° 10670 lm 8080 lm 80 10 50000 h 1556 mm 8726441713310
69 W I - ü 80 4000 ü S/C 2 x 37° 10400 lm 7870 lm 80 10 50000 h 1256 mm 8726441693430
69 W I - ü 80 3000 ü S/C 2 x 37° 10090 lm 7630 lm 80 10 50000 h 1256 mm 8726441693330
69 W I - ü 80 4000 ü S/C 2 x 37° 10400 lm 7870 lm 80 10 50000 h 1256 mm 8726441693410
69 W I - ü 80 3000 ü S/C 2 x 37° 10090 lm 7630 lm 80 10 50000 h 1256 mm 8726441693310
57 W I - ü 80 4000 ü S/C 2 x 37° 8800 lm 6660 lm 80 10 50000 h 1256 mm 8726441583430
57 W I - ü 80 3000 ü S/C 2 x 37° 8540 lm 6460 lm 80 10 50000 h 1256 mm 8726441583330
57 W I - ü 80 4000 ü S/C 2 x 37° 8800 lm 6660 lm 80 10 50000 h 1256 mm 8726441583410
57 W I - ü 80 3000 ü S/C 2 x 37° 8540 lm 6460 lm 80 10 50000 h 1256 mm 8726441583310

Power LED - dimmable DALI 220-240 V 50/60 Hz
87 W I - ü 80 4000 ü S/C 2 x 37° 13000 lm 9830 lm 80 10 50000 h 1556 mm 8726441866430
87 W I - ü 80 3000 ü S/C 2 x 37° 12610 lm 9540 lm 80 10 50000 h 1556 mm 8726441866330
87 W I - ü 80 4000 ü S/C 2 x 37° 13000 lm 9830 lm 80 10 50000 h 1556 mm 8726441866410
87 W I - ü 80 3000 ü S/C 2 x 37° 12610 lm 9540 lm 80 10 50000 h 1556 mm 8726441866310
71 W I - ü 80 4000 ü S/C 2 x 37° 11000 lm 8330 lm 80 10 50000 h 1556 mm 8726441716430
71 W I - ü 80 3000 ü S/C 2 x 37° 10670 lm 8080 lm 80 10 50000 h 1556 mm 8726441716330
71 W I - ü 80 4000 ü S/C 2 x 37° 11000 lm 8330 lm 80 10 50000 h 1556 mm 8726441716410
71 W I - ü 80 3000 ü S/C 2 x 37° 10670 lm 8080 lm 80 10 50000 h 1556 mm 8726441716310
69 W I - ü 80 4000 ü S/C 2 x 37° 10400 lm 7870 lm 80 10 50000 h 1256 mm 8726441696430
69 W I - ü 80 3000 ü S/C 2 x 37° 10090 lm 7630 lm 80 10 50000 h 1256 mm 8726441696330
69 W I - ü 80 4000 ü S/C 2 x 37° 10400 lm 7870 lm 80 10 50000 h 1256 mm 8726441696410
69 W I - ü 80 3000 ü S/C 2 x 37° 10090 lm 7630 lm 80 10 50000 h 1256 mm 8726441696310
57 W I - ü 80 4000 ü S/C 2 x 37° 8800 lm 6660 lm 80 10 50000 h 1256 mm 8726441586430
57 W I - ü 80 3000 ü S/C 2 x 37° 8540 lm 6460 lm 80 10 50000 h 1256 mm 8726441586330
57 W I - ü 80 4000 ü S/C 2 x 37° 8800 lm 6660 lm 80 10 50000 h 1256 mm 8726441586410
57 W I - ü 80 3000 ü S/C 2 x 37° 8540 lm 6460 lm 80 10 50000 h 1256 mm 8726441586310

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
87 W I - ü 80 4000 ü S/C 2 x 37° 13000 lm 9830 lm 80 10 50000 h 1556 mm 8726441868430
87 W I - ü 80 3000 ü S/C 2 x 37° 12610 lm 9540 lm 80 10 50000 h 1556 mm 8726441868330
87 W I - ü 80 4000 ü S/C 2 x 37° 13000 lm 9830 lm 80 10 50000 h 1556 mm 8726441868410
87 W I - ü 80 3000 ü S/C 2 x 37° 12610 lm 9540 lm 80 10 50000 h 1556 mm 8726441868310
71 W I - ü 80 4000 ü S/C 2 x 37° 11000 lm 8330 lm 80 10 50000 h 1556 mm 8726441718430
71 W I - ü 80 3000 ü S/C 2 x 37° 10670 lm 8080 lm 80 10 50000 h 1556 mm 8726441718330
71 W I - ü 80 4000 ü S/C 2 x 37° 11000 lm 8330 lm 80 10 50000 h 1556 mm 8726441718410
71 W I - ü 80 3000 ü S/C 2 x 37° 10670 lm 8080 lm 80 10 50000 h 1556 mm 8726441718310
69 W I - ü 80 4000 ü S/C 2 x 37° 10400 lm 7870 lm 80 10 50000 h 1256 mm 8726441698430
69 W I - ü 80 3000 ü S/C 2 x 37° 10090 lm 7630 lm 80 10 50000 h 1256 mm 8726441698330
69 W I - ü 80 4000 ü S/C 2 x 37° 10400 lm 7870 lm 80 10 50000 h 1256 mm 8726441698410
69 W I - ü 80 3000 ü S/C 2 x 37° 10090 lm 7630 lm 80 10 50000 h 1256 mm 8726441698310
57 W I - ü 80 4000 ü S/C 2 x 37° 8800 lm 6660 lm 80 10 50000 h 1256 mm 8726441588430
57 W I - ü 80 3000 ü S/C 2 x 37° 8540 lm 6460 lm 80 10 50000 h 1256 mm 8726441588330
57 W I - ü 80 4000 ü S/C 2 x 37° 8800 lm 6660 lm 80 10 50000 h 1256 mm 8726441588410
57 W I - ü 80 3000 ü S/C 2 x 37° 8540 lm 6460 lm 80 10 50000 h 1256 mm 8726441588310

Power LED - Bluetooth sensor component for use with dimSMART! light control - 220-240 V 50/60 Hz
87 W I - ü 80 4000 ü S/C 2 x 37° 13000 lm 9830 lm 80 10 50000 h 1556 mm 8726441869430
87 W I - ü 80 3000 ü S/C 2 x 37° 12610 lm 9540 lm 80 10 50000 h 1556 mm 8726441869330
87 W I - ü 80 4000 ü S/C 2 x 37° 13000 lm 9830 lm 80 10 50000 h 1556 mm 8726441869410
87 W I - ü 80 3000 ü S/C 2 x 37° 12610 lm 9540 lm 80 10 50000 h 1556 mm 8726441869310
71 W I - ü 80 4000 ü S/C 2 x 37° 11000 lm 8330 lm 80 10 50000 h 1556 mm 8726441719430
71 W I - ü 80 3000 ü S/C 2 x 37° 10670 lm 8080 lm 80 10 50000 h 1556 mm 8726441719330
71 W I - ü 80 4000 ü S/C 2 x 37° 11000 lm 8330 lm 80 10 50000 h 1556 mm 8726441719410
71 W I - ü 80 3000 ü S/C 2 x 37° 10670 lm 8080 lm 80 10 50000 h 1556 mm 8726441719310
69 W I - ü 80 4000 ü S/C 2 x 37° 10400 lm 7870 lm 80 10 50000 h 1256 mm 8726441699430
69 W I - ü 80 3000 ü S/C 2 x 37° 10090 lm 7630 lm 80 10 50000 h 1256 mm 8726441699330
69 W I - ü 80 4000 ü S/C 2 x 37° 10400 lm 7870 lm 80 10 50000 h 1256 mm 8726441699410
69 W I - ü 80 3000 ü S/C 2 x 37° 10090 lm 7630 lm 80 10 50000 h 1256 mm 8726441699310
57 W I - ü 80 4000 ü S/C 2 x 37° 8800 lm 6660 lm 80 10 50000 h 1256 mm 8726441589430
57 W I - ü 80 3000 ü S/C 2 x 37° 8540 lm 6460 lm 80 10 50000 h 1256 mm 8726441589330
57 W I - ü 80 4000 ü S/C 2 x 37° 8800 lm 6660 lm 80 10 50000 h 1256 mm 8726441589410
57 W I - ü 80 3000 ü S/C 2 x 37° 8540 lm 6460 lm 80 10 50000 h 1256 mm 8726441589310
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8118000257 8118000647

INDOOR  |  OFFICE  |  SUSPENDED  |  SMALL LINE PL

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

SMALL LINE PL
Remote control "Master" for versions with a sensor function 8118000257

Remote control "User" for versions with a sensor function 8118000647
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SL713AB ROUND LED
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SL713AB ROUND LED 
MICROPRISMATIC S

SL713AB ROUND LED 
MICROPRISMATIC M

SL713AB ROUND LED 
MICROPRISMATIC L

MICROPRISMATIC COVER S/A

  4 kg   7 kg   12 kg

Surface mounted round LED luminaire for indoors, 
consisting of:
¬ Aluminium profile lightframe, steel sheet canopy, 

painted
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Predominantly direct light distribution
¬ LED Sidelight-Technology for a homogenous light 

distribution over the entire area of the cover

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with electric converter
¬ VDU application suitable acc. to EN 12464-1
¬ Emergency light version (3h) available
¬ Special colour versions available upon request   GR-RAL9006 / Grey RAL9006 / Textured

  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/A  -  26 W  -  4000 K  8713661263414

INDOOR  |  OFFICE  |  CEILING SURFACE MOUNTED  |  SL713AB ROUND LED

SL713AB ROUND LED MICROPRISMATIC S IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/A 2 x 46° 3100 lm 2350 lm 80 10 50000 h 8713661263434
26 W I - - 80 3000 ü S/A 2 x 46° 3010 lm 2280 lm 80 10 50000 h 8713661263334
26 W I - - 80 4000 ü S/A 2 x 46° 3100 lm 2350 lm 80 10 50000 h 8713661263414
26 W I - - 80 3000 ü S/A 2 x 46° 3010 lm 2280 lm 80 10 50000 h 8713661263314
12 W I - ü 80 4000 ü S/A 2 x 46° 1500 lm 1120 lm 80 10 50000 h 8713661123434
12 W I - ü 80 3000 ü S/A 2 x 46° 1460 lm 1090 lm 80 10 50000 h 8713661123334
12 W I - ü 80 4000 ü S/A 2 x 46° 1500 lm 1120 lm 80 10 50000 h 8713661123414
12 W I - ü 80 3000 ü S/A 2 x 46° 1460 lm 1090 lm 80 10 50000 h 8713661123314

Power LED - dimmable DALI 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/A 2 x 46° 3100 lm 2350 lm 80 10 50000 h 8713661266434
26 W I - - 80 3000 ü S/A 2 x 46° 3010 lm 2280 lm 80 10 50000 h 8713661266334
26 W I - - 80 4000 ü S/A 2 x 46° 3100 lm 2350 lm 80 10 50000 h 8713661266414
26 W I - - 80 3000 ü S/A 2 x 46° 3010 lm 2280 lm 80 10 50000 h 8713661266314
12 W I - ü 80 4000 ü S/A 2 x 46° 1500 lm 1120 lm 80 10 50000 h 8713661126434
12 W I - ü 80 3000 ü S/A 2 x 46° 1460 lm 1090 lm 80 10 50000 h 8713661126334
12 W I - ü 80 4000 ü S/A 2 x 46° 1500 lm 1120 lm 80 10 50000 h 8713661126414
12 W I - ü 80 3000 ü S/A 2 x 46° 1460 lm 1090 lm 80 10 50000 h 8713661126314

Power LED - emergency 3h - 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/A 2 x 46° 3100 lm 2350 lm 80 10 50000 h 8713663263434
26 W I - - 80 3000 ü S/A 2 x 46° 3010 lm 2280 lm 80 10 50000 h 8713663263334
26 W I - - 80 4000 ü S/A 2 x 46° 3100 lm 2350 lm 80 10 50000 h 8713663263414
26 W I - - 80 3000 ü S/A 2 x 46° 3010 lm 2280 lm 80 10 50000 h 8713663263314
12 W I - ü 80 4000 ü S/A 2 x 46° 1500 lm 1120 lm 80 10 50000 h 8713663123434
12 W I - ü 80 3000 ü S/A 2 x 46° 1460 lm 1090 lm 80 10 50000 h 8713663123334
12 W I - ü 80 4000 ü S/A 2 x 46° 1500 lm 1120 lm 80 10 50000 h 8713663123414
12 W I - ü 80 3000 ü S/A 2 x 46° 1460 lm 1090 lm 80 10 50000 h 8713663123314

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/A 2 x 46° 3100 lm 2350 lm 80 10 50000 h 8713663266434
26 W I - - 80 3000 ü S/A 2 x 46° 3010 lm 2280 lm 80 10 50000 h 8713663266334
26 W I - - 80 4000 ü S/A 2 x 46° 3100 lm 2350 lm 80 10 50000 h 8713663266414
26 W I - - 80 3000 ü S/A 2 x 46° 3010 lm 2280 lm 80 10 50000 h 8713663266314
12 W I - ü 80 4000 ü S/A 2 x 46° 1500 lm 1120 lm 80 10 50000 h 8713663126434
12 W I - ü 80 3000 ü S/A 2 x 46° 1460 lm 1090 lm 80 10 50000 h 8713663126334
12 W I - ü 80 4000 ü S/A 2 x 46° 1500 lm 1120 lm 80 10 50000 h 8713663126414
12 W I - ü 80 3000 ü S/A 2 x 46° 1460 lm 1090 lm 80 10 50000 h 8713663126314
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500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/A  -  50 W  -  4000 K  8713661513414

SL713AB ROUND LED MICROPRISMATIC M IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/A 2 x 46° 5800 lm 4500 lm 80 10 50000 h 8713661513434
50 W I - - 80 3000 ü S/A 2 x 46° 5630 lm 4370 lm 80 10 50000 h 8713661513334
50 W I - - 80 4000 ü S/A 2 x 46° 5800 lm 4500 lm 80 10 50000 h 8713661513414
50 W I - - 80 3000 ü S/A 2 x 46° 5630 lm 4370 lm 80 10 50000 h 8713661513314
34 W I - ü 80 4000 ü S/A 2 x 46° 4400 lm 3380 lm 80 10 50000 h 8713661343434
34 W I - ü 80 3000 ü S/A 2 x 46° 4270 lm 3280 lm 80 10 50000 h 8713661343334
34 W I - ü 80 4000 ü S/A 2 x 46° 4400 lm 3380 lm 80 10 50000 h 8713661343414
34 W I - ü 80 3000 ü S/A 2 x 46° 4270 lm 3280 lm 80 10 50000 h 8713661343314

Power LED - dimmable DALI 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/A 2 x 46° 5800 lm 4500 lm 80 10 50000 h 8713661516434
50 W I - - 80 3000 ü S/A 2 x 46° 5630 lm 4370 lm 80 10 50000 h 8713661516334
50 W I - - 80 4000 ü S/A 2 x 46° 5800 lm 4500 lm 80 10 50000 h 8713661516414
50 W I - - 80 3000 ü S/A 2 x 46° 5630 lm 4370 lm 80 10 50000 h 8713661516314
34 W I - ü 80 4000 ü S/A 2 x 46° 4400 lm 3380 lm 80 10 50000 h 8713661346434
34 W I - ü 80 3000 ü S/A 2 x 46° 4270 lm 3280 lm 80 10 50000 h 8713661346334
34 W I - ü 80 4000 ü S/A 2 x 46° 4400 lm 3380 lm 80 10 50000 h 8713661346414
34 W I - ü 80 3000 ü S/A 2 x 46° 4270 lm 3280 lm 80 10 50000 h 8713661346314

Power LED - emergency 3h - 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/A 2 x 46° 5800 lm 4500 lm 80 10 50000 h 8713663513434
50 W I - - 80 3000 ü S/A 2 x 46° 5630 lm 4370 lm 80 10 50000 h 8713663513334
50 W I - - 80 4000 ü S/A 2 x 46° 5800 lm 4500 lm 80 10 50000 h 8713663513414
50 W I - - 80 3000 ü S/A 2 x 46° 5630 lm 4370 lm 80 10 50000 h 8713663513314
34 W I - ü 80 4000 ü S/A 2 x 46° 4400 lm 3380 lm 80 10 50000 h 8713663343434
34 W I - ü 80 3000 ü S/A 2 x 46° 4270 lm 3280 lm 80 10 50000 h 8713663343334
34 W I - ü 80 4000 ü S/A 2 x 46° 4400 lm 3380 lm 80 10 50000 h 8713663343414
34 W I - ü 80 3000 ü S/A 2 x 46° 4270 lm 3280 lm 80 10 50000 h 8713663343314

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/A 2 x 46° 5800 lm 4500 lm 80 10 50000 h 8713663516434
50 W I - - 80 3000 ü S/A 2 x 46° 5630 lm 4370 lm 80 10 50000 h 8713663516334
50 W I - - 80 4000 ü S/A 2 x 46° 5800 lm 4500 lm 80 10 50000 h 8713663516414
50 W I - - 80 3000 ü S/A 2 x 46° 5630 lm 4370 lm 80 10 50000 h 8713663516314
34 W I - ü 80 4000 ü S/A 2 x 46° 4400 lm 3380 lm 80 10 50000 h 8713663346434
34 W I - ü 80 3000 ü S/A 2 x 46° 4270 lm 3280 lm 80 10 50000 h 8713663346334
34 W I - ü 80 4000 ü S/A 2 x 46° 4400 lm 3380 lm 80 10 50000 h 8713663346414
34 W I - ü 80 3000 ü S/A 2 x 46° 4270 lm 3280 lm 80 10 50000 h 8713663346314
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500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/A  -  76 W  -  4000 K  8713661763414

INDOOR  |  OFFICE  |  CEILING SURFACE MOUNTED  |  SL713AB ROUND LED

SL713AB ROUND LED MICROPRISMATIC L IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
76 W I - ü 80 4000 ü S/A 2 x 46° 8000 lm 6160 lm 80 10 50000 h 8713661763434
76 W I - ü 80 3000 ü S/A 2 x 46° 7760 lm 5980 lm 80 10 50000 h 8713661763334
76 W I - ü 80 4000 ü S/A 2 x 46° 8000 lm 6160 lm 80 10 50000 h 8713661763414
76 W I - ü 80 3000 ü S/A 2 x 46° 7760 lm 5980 lm 80 10 50000 h 8713661763314
48 W I - ü 80 4000 ü S/A 2 x 46° 5800 lm 4460 lm 80 10 50000 h 8713661483434
48 W I - ü 80 3000 ü S/A 2 x 46° 5630 lm 4330 lm 80 10 50000 h 8713661483334
48 W I - ü 80 4000 ü S/A 2 x 46° 5800 lm 4460 lm 80 10 50000 h 8713661483414
48 W I - ü 80 3000 ü S/A 2 x 46° 5630 lm 4330 lm 80 10 50000 h 8713661483314

Power LED - dimmable DALI 220-240 V 50/60 Hz
76 W I - ü 80 4000 ü S/A 2 x 46° 8000 lm 6160 lm 80 10 50000 h 8713661766434
76 W I - ü 80 3000 ü S/A 2 x 46° 7760 lm 5980 lm 80 10 50000 h 8713661766334
76 W I - ü 80 4000 ü S/A 2 x 46° 8000 lm 6160 lm 80 10 50000 h 8713661766414
76 W I - ü 80 3000 ü S/A 2 x 46° 7760 lm 5980 lm 80 10 50000 h 8713661766314
48 W I - ü 80 4000 ü S/A 2 x 46° 5800 lm 4460 lm 80 10 50000 h 8713661486434
48 W I - ü 80 3000 ü S/A 2 x 46° 5630 lm 4330 lm 80 10 50000 h 8713661486334
48 W I - ü 80 4000 ü S/A 2 x 46° 5800 lm 4460 lm 80 10 50000 h 8713661486414
48 W I - ü 80 3000 ü S/A 2 x 46° 5630 lm 4330 lm 80 10 50000 h 8713661486314

Power LED - emergency 3h - 220-240 V 50/60 Hz
76 W I - ü 80 4000 ü S/A 2 x 46° 8000 lm 6160 lm 80 10 50000 h 8713663763434
76 W I - ü 80 3000 ü S/A 2 x 46° 7760 lm 5980 lm 80 10 50000 h 8713663763334
76 W I - ü 80 4000 ü S/A 2 x 46° 8000 lm 6160 lm 80 10 50000 h 8713663763414
76 W I - ü 80 3000 ü S/A 2 x 46° 7760 lm 5980 lm 80 10 50000 h 8713663763314
48 W I - ü 80 4000 ü S/A 2 x 46° 5800 lm 4460 lm 80 10 50000 h 8713663483434
48 W I - ü 80 3000 ü S/A 2 x 46° 5630 lm 4330 lm 80 10 50000 h 8713663483334
48 W I - ü 80 4000 ü S/A 2 x 46° 5800 lm 4460 lm 80 10 50000 h 8713663483414
48 W I - ü 80 3000 ü S/A 2 x 46° 5630 lm 4330 lm 80 10 50000 h 8713663483314

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
76 W I - ü 80 4000 ü S/A 2 x 46° 8000 lm 6160 lm 80 10 50000 h 8713663766434
76 W I - ü 80 3000 ü S/A 2 x 46° 7760 lm 5980 lm 80 10 50000 h 8713663766334
76 W I - ü 80 4000 ü S/A 2 x 46° 8000 lm 6160 lm 80 10 50000 h 8713663766414
76 W I - ü 80 3000 ü S/A 2 x 46° 7760 lm 5980 lm 80 10 50000 h 8713663766314
48 W I - ü 80 4000 ü S/A 2 x 46° 5800 lm 4460 lm 80 10 50000 h 8713663486434
48 W I - ü 80 3000 ü S/A 2 x 46° 5630 lm 4330 lm 80 10 50000 h 8713663486334
48 W I - ü 80 4000 ü S/A 2 x 46° 5800 lm 4460 lm 80 10 50000 h 8713663486414
48 W I - ü 80 3000 ü S/A 2 x 46° 5630 lm 4330 lm 80 10 50000 h 8713663486314
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SL720AB ROUND LED
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SL720AB ROUND LED 
MICROPRISMATIC S

SL720AB ROUND LED 
MICROPRISMATIC M

SL720AB ROUND LED 
MICROPRISMATIC L

MICROPRISMATIC COVER S/A

  4 kg   7 kg   12 kg

Surface mounted round LED luminaire for indoors, 
consisting of:
¬ Die-cast aluminium housing, steel sheet canopy, 

painted
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Predominantly direct light distribution
¬ LED Sidelight-Technology for a homogenous light 

distribution over the entire area of the cover

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with electric converter
¬ VDU application suitable acc. to EN 12464-1
¬ Emergency light version (3h) available
¬ Special colour versions available upon request   GR-RAL9006 / Grey RAL9006 / Textured

  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/A  -  26 W  -  4000 K  8720661263414

INDOOR  |  OFFICE  |  CEILING SURFACE MOUNTED  |  SL720AB ROUND LED

SL720AB ROUND LED MICROPRISMATIC S IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/A 2 x 46° 3100 lm 2350 lm 80 10 50000 h 8720661263434
26 W I - - 80 3000 ü S/A 2 x 46° 3010 lm 2280 lm 80 10 50000 h 8720661263334
26 W I - - 80 4000 ü S/A 2 x 46° 3100 lm 2350 lm 80 10 50000 h 8720661263414
26 W I - - 80 3000 ü S/A 2 x 46° 3010 lm 2280 lm 80 10 50000 h 8720661263314
12 W I - ü 80 4000 ü S/A 2 x 46° 1500 lm 1120 lm 80 10 50000 h 8720661123434
12 W I - ü 80 3000 ü S/A 2 x 46° 1460 lm 1090 lm 80 10 50000 h 8720661123334
12 W I - ü 80 4000 ü S/A 2 x 46° 1500 lm 1120 lm 80 10 50000 h 8720661123414
12 W I - ü 80 3000 ü S/A 2 x 46° 1460 lm 1090 lm 80 10 50000 h 8720661123314

Power LED - dimmable DALI 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/A 2 x 46° 3100 lm 2350 lm 80 10 50000 h 8720661266434
26 W I - - 80 3000 ü S/A 2 x 46° 3010 lm 2280 lm 80 10 50000 h 8720661266334
26 W I - - 80 4000 ü S/A 2 x 46° 3100 lm 2350 lm 80 10 50000 h 8720661266414
26 W I - - 80 3000 ü S/A 2 x 46° 3010 lm 2280 lm 80 10 50000 h 8720661266314
12 W I - ü 80 4000 ü S/A 2 x 46° 1500 lm 1120 lm 80 10 50000 h 8720661126434
12 W I - ü 80 3000 ü S/A 2 x 46° 1460 lm 1090 lm 80 10 50000 h 8720661126334
12 W I - ü 80 4000 ü S/A 2 x 46° 1500 lm 1120 lm 80 10 50000 h 8720661126414
12 W I - ü 80 3000 ü S/A 2 x 46° 1460 lm 1090 lm 80 10 50000 h 8720661126314

Power LED - emergency 3h - 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/A 2 x 46° 3100 lm 2350 lm 80 10 50000 h 8720663263434
26 W I - - 80 3000 ü S/A 2 x 46° 3010 lm 2280 lm 80 10 50000 h 8720663263334
26 W I - - 80 4000 ü S/A 2 x 46° 3100 lm 2350 lm 80 10 50000 h 8720663263414
26 W I - - 80 3000 ü S/A 2 x 46° 3010 lm 2280 lm 80 10 50000 h 8720663263314
12 W I - ü 80 4000 ü S/A 2 x 46° 1500 lm 1120 lm 80 10 50000 h 8720663123434
12 W I - ü 80 3000 ü S/A 2 x 46° 1460 lm 1090 lm 80 10 50000 h 8720663123334
12 W I - ü 80 4000 ü S/A 2 x 46° 1500 lm 1120 lm 80 10 50000 h 8720663123414
12 W I - ü 80 3000 ü S/A 2 x 46° 1460 lm 1090 lm 80 10 50000 h 8720663123314

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
26 W I - - 80 4000 ü S/A 2 x 46° 3100 lm 2350 lm 80 10 50000 h 8720663266434
26 W I - - 80 3000 ü S/A 2 x 46° 3010 lm 2280 lm 80 10 50000 h 8720663266334
26 W I - - 80 4000 ü S/A 2 x 46° 3100 lm 2350 lm 80 10 50000 h 8720663266414
26 W I - - 80 3000 ü S/A 2 x 46° 3010 lm 2280 lm 80 10 50000 h 8720663266314
12 W I - ü 80 4000 ü S/A 2 x 46° 1500 lm 1120 lm 80 10 50000 h 8720663126434
12 W I - ü 80 3000 ü S/A 2 x 46° 1460 lm 1090 lm 80 10 50000 h 8720663126334
12 W I - ü 80 4000 ü S/A 2 x 46° 1500 lm 1120 lm 80 10 50000 h 8720663126414
12 W I - ü 80 3000 ü S/A 2 x 46° 1460 lm 1090 lm 80 10 50000 h 8720663126314
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500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/A  -  50 W  -  4000 K  8720661513414

SL720AB ROUND LED MICROPRISMATIC M IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/A 2 x 46° 5800 lm 4500 lm 80 10 50000 h 8720661513434
50 W I - - 80 3000 ü S/A 2 x 46° 5630 lm 4370 lm 80 10 50000 h 8720661513334
50 W I - - 80 4000 ü S/A 2 x 46° 5800 lm 4500 lm 80 10 50000 h 8720661513414
50 W I - - 80 3000 ü S/A 2 x 46° 5630 lm 4370 lm 80 10 50000 h 8720661513314
34 W I - ü 80 4000 ü S/A 2 x 46° 4400 lm 3380 lm 80 10 50000 h 8720661343434
34 W I - ü 80 3000 ü S/A 2 x 46° 4270 lm 3280 lm 80 10 50000 h 8720661343334
34 W I - ü 80 4000 ü S/A 2 x 46° 4400 lm 3380 lm 80 10 50000 h 8720661343414
34 W I - ü 80 3000 ü S/A 2 x 46° 4270 lm 3280 lm 80 10 50000 h 8720661343314

Power LED - dimmable DALI 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/A 2 x 46° 5800 lm 4500 lm 80 10 50000 h 8720661516434
50 W I - - 80 3000 ü S/A 2 x 46° 5630 lm 4370 lm 80 10 50000 h 8720661516334
50 W I - - 80 4000 ü S/A 2 x 46° 5800 lm 4500 lm 80 10 50000 h 8720661516414
50 W I - - 80 3000 ü S/A 2 x 46° 5630 lm 4370 lm 80 10 50000 h 8720661516314
34 W I - ü 80 4000 ü S/A 2 x 46° 4400 lm 3380 lm 80 10 50000 h 8720661346434
34 W I - ü 80 3000 ü S/A 2 x 46° 4270 lm 3280 lm 80 10 50000 h 8720661346334
34 W I - ü 80 4000 ü S/A 2 x 46° 4400 lm 3380 lm 80 10 50000 h 8720661346414
34 W I - ü 80 3000 ü S/A 2 x 46° 4270 lm 3280 lm 80 10 50000 h 8720661346314

Power LED - emergency 3h - 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/A 2 x 46° 5800 lm 4500 lm 80 10 50000 h 8720663513434
50 W I - - 80 3000 ü S/A 2 x 46° 5630 lm 4370 lm 80 10 50000 h 8720663513334
50 W I - - 80 4000 ü S/A 2 x 46° 5800 lm 4500 lm 80 10 50000 h 8720663513414
50 W I - - 80 3000 ü S/A 2 x 46° 5630 lm 4370 lm 80 10 50000 h 8720663513314
34 W I - ü 80 4000 ü S/A 2 x 46° 4400 lm 3380 lm 80 10 50000 h 8720663343434
34 W I - ü 80 3000 ü S/A 2 x 46° 4270 lm 3280 lm 80 10 50000 h 8720663343334
34 W I - ü 80 4000 ü S/A 2 x 46° 4400 lm 3380 lm 80 10 50000 h 8720663343414
34 W I - ü 80 3000 ü S/A 2 x 46° 4270 lm 3280 lm 80 10 50000 h 8720663343314

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
50 W I - - 80 4000 ü S/A 2 x 46° 5800 lm 4500 lm 80 10 50000 h 8720663516434
50 W I - - 80 3000 ü S/A 2 x 46° 5630 lm 4370 lm 80 10 50000 h 8720663516334
50 W I - - 80 4000 ü S/A 2 x 46° 5800 lm 4500 lm 80 10 50000 h 8720663516414
50 W I - - 80 3000 ü S/A 2 x 46° 5630 lm 4370 lm 80 10 50000 h 8720663516314
34 W I - ü 80 4000 ü S/A 2 x 46° 4400 lm 3380 lm 80 10 50000 h 8720663346434
34 W I - ü 80 3000 ü S/A 2 x 46° 4270 lm 3280 lm 80 10 50000 h 8720663346334
34 W I - ü 80 4000 ü S/A 2 x 46° 4400 lm 3380 lm 80 10 50000 h 8720663346414
34 W I - ü 80 3000 ü S/A 2 x 46° 4270 lm 3280 lm 80 10 50000 h 8720663346314
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S/A  -  76 W  -  4000 K  8720661763414

INDOOR  |  OFFICE  |  CEILING SURFACE MOUNTED  |  SL720AB ROUND LED

SL720AB ROUND LED MICROPRISMATIC L IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
76 W I - ü 80 4000 ü S/A 2 x 46° 8000 lm 6160 lm 80 10 50000 h 8720661763434
76 W I - ü 80 3000 ü S/A 2 x 46° 7760 lm 5980 lm 80 10 50000 h 8720661763334
76 W I - ü 80 4000 ü S/A 2 x 46° 8000 lm 6160 lm 80 10 50000 h 8720661763414
76 W I - ü 80 3000 ü S/A 2 x 46° 7760 lm 5980 lm 80 10 50000 h 8720661763314
48 W I - ü 80 4000 ü S/A 2 x 46° 5800 lm 4460 lm 80 10 50000 h 8720661483434
48 W I - ü 80 3000 ü S/A 2 x 46° 5630 lm 4330 lm 80 10 50000 h 8720661483334
48 W I - ü 80 4000 ü S/A 2 x 46° 5800 lm 4460 lm 80 10 50000 h 8720661483414
48 W I - ü 80 3000 ü S/A 2 x 46° 5630 lm 4330 lm 80 10 50000 h 8720661483314

Power LED - dimmable DALI 220-240 V 50/60 Hz
76 W I - ü 80 4000 ü S/A 2 x 46° 8000 lm 6160 lm 80 10 50000 h 8720661766434
76 W I - ü 80 3000 ü S/A 2 x 46° 7760 lm 5980 lm 80 10 50000 h 8720661766334
76 W I - ü 80 4000 ü S/A 2 x 46° 8000 lm 6160 lm 80 10 50000 h 8720661766414
76 W I - ü 80 3000 ü S/A 2 x 46° 7760 lm 5980 lm 80 10 50000 h 8720661766314
48 W I - ü 80 4000 ü S/A 2 x 46° 5800 lm 4460 lm 80 10 50000 h 8720661486434
48 W I - ü 80 3000 ü S/A 2 x 46° 5630 lm 4330 lm 80 10 50000 h 8720661486334
48 W I - ü 80 4000 ü S/A 2 x 46° 5800 lm 4460 lm 80 10 50000 h 8720661486414
48 W I - ü 80 3000 ü S/A 2 x 46° 5630 lm 4330 lm 80 10 50000 h 8720661486314

Power LED - emergency 3h - 220-240 V 50/60 Hz
76 W I - ü 80 4000 ü S/A 2 x 46° 8000 lm 6160 lm 80 10 50000 h 8720663763434
76 W I - ü 80 3000 ü S/A 2 x 46° 7760 lm 5980 lm 80 10 50000 h 8720663763334
76 W I - ü 80 4000 ü S/A 2 x 46° 8000 lm 6160 lm 80 10 50000 h 8720663763414
76 W I - ü 80 3000 ü S/A 2 x 46° 7760 lm 5980 lm 80 10 50000 h 8720663763314
48 W I - ü 80 4000 ü S/A 2 x 46° 5800 lm 4460 lm 80 10 50000 h 8720663483434
48 W I - ü 80 3000 ü S/A 2 x 46° 5630 lm 4330 lm 80 10 50000 h 8720663483334
48 W I - ü 80 4000 ü S/A 2 x 46° 5800 lm 4460 lm 80 10 50000 h 8720663483414
48 W I - ü 80 3000 ü S/A 2 x 46° 5630 lm 4330 lm 80 10 50000 h 8720663483314

Power LED - dimmable DALI - emergency 3h - 220-240 V 50/60 Hz
76 W I - ü 80 4000 ü S/A 2 x 46° 8000 lm 6160 lm 80 10 50000 h 8720663766434
76 W I - ü 80 3000 ü S/A 2 x 46° 7760 lm 5980 lm 80 10 50000 h 8720663766334
76 W I - ü 80 4000 ü S/A 2 x 46° 8000 lm 6160 lm 80 10 50000 h 8720663766414
76 W I - ü 80 3000 ü S/A 2 x 46° 7760 lm 5980 lm 80 10 50000 h 8720663766314
48 W I - ü 80 4000 ü S/A 2 x 46° 5800 lm 4460 lm 80 10 50000 h 8720663486434
48 W I - ü 80 3000 ü S/A 2 x 46° 5630 lm 4330 lm 80 10 50000 h 8720663486334
48 W I - ü 80 4000 ü S/A 2 x 46° 5800 lm 4460 lm 80 10 50000 h 8720663486414
48 W I - ü 80 3000 ü S/A 2 x 46° 5630 lm 4330 lm 80 10 50000 h 8720663486314
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MICROPRISMATIC COVER S/C

  6 kg   6 kg

Surface-mounted quadratic LED luminaire for indoors, 
comprising of:
¬ Aluminium profile lightframe, steel sheet canopy, 

painted
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Predominantly direct light distribution
¬ LED Sidelight-Technology for a homogenous light 

distribution over the entire area of the cover

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Complete with electric converter
¬ VDU application suitable acc. to EN 12464-1
¬ 3000 K colour temperature version on demand
¬ Special colour versions available upon request   GR-RAL9006 / Grey RAL9006 / Textured

  WH-RAL9016 / White RAL9016 / Textured

SL713AB FL LED MICROPRISMATIC COVER 390 IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
21 W I - ü 80 4000 ü S/C 2 x 48° 3650 lm 2160 lm 80 10 50000 h 8713661253430
21 W I - ü 80 4000 ü S/C 2 x 48° 3650 lm 2160 lm 80 10 50000 h 8713661253410

Power LED - dimmable DALI 220-240 V 50/60 Hz
21 W I - ü 80 4000 ü S/C 2 x 48° 3650 lm 2160 lm 80 10 50000 h 8713661256430
21 W I - ü 80 4000 ü S/C 2 x 48° 3650 lm 2160 lm 80 10 50000 h 8713661256410

SL713AB FL LED MICROPRISMATIC COVER 615 IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
46 W I - ü 80 4000 ü S/C 2 x 48° 6090 lm 4740 lm 80 10 50000 h 8713661503430
46 W I - ü 80 4000 ü S/C 2 x 48° 6090 lm 4740 lm 80 10 50000 h 8713661503410

Power LED - dimmable DALI 220-240 V 50/60 Hz
46 W I - ü 80 4000 ü S/C 2 x 48° 6090 lm 4740 lm 80 10 50000 h 8713661506430
46 W I - ü 80 4000 ü S/C 2 x 48° 6090 lm 4740 lm 80 10 50000 h 8713661506410

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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SL629 AB

       
  

1244 / 1544

1000
90

50

273

MICROPRISMATIC COVER S/A

  7 kg

INDOOR  |  OFFICE  |  CEILING SURFACE MOUNTED  |  SL629 AB

LED surface-mount luminaire for interior, comprising:
¬ Housing made of steel sheet, die-cast aluminium end 

caps, powder painted
¬ Prismatic cover for efficient light diffusion, glare 

reduction and a high level of uniformity.
¬ Direct light distribution
¬ LED Sidelight-Technology for a homogenous light 

distribution over the entire area of the cover
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM

¬ Dimmable via TouchDIM®
¬ Light engine can be replaced by means of a slide-in 

mechanism
¬ UGR <19 for all luminosities
¬ VDU application suitable acc. to EN 12464-1 (see table)
¬ Sensor device available with task oriented PIR detector 

and daylight control
¬ Special colour versions available upon request

  GR-RAL9006 / Grey RAL9006 / Textured
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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S/A  -  69 W  -  4000 K  8629661613410

8118000257 8118000647

SL629 AB PRISM IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
69 W I - - 80 4000 ü S/A 2 x 37°/46° 12000 lm 7880 lm 80 10 50000 h 1544 mm 8629661613430
69 W I - - 80 3000 ü S/A 2 x 37°/46° 11640 lm 7650 lm 80 10 50000 h 1544 mm 8629661613330
69 W I - - 80 4000 ü S/A 2 x 37°/46° 12000 lm 7880 lm 80 10 50000 h 1544 mm 8629661613410
69 W I - - 80 3000 ü S/A 2 x 37°/46° 11640 lm 7650 lm 80 10 50000 h 1544 mm 8629661613310
54 W I - - 80 4000 ü S/A 2 x 36°/46° 8900 lm 5810 lm 80 10 50000 h 1244 mm 8629661453430
54 W I - - 80 3000 ü S/A 2 x 36°/46° 8630 lm 5640 lm 80 10 50000 h 1244 mm 8629661453330
54 W I - - 80 4000 ü S/A 2 x 36°/46° 8900 lm 5810 lm 80 10 50000 h 1244 mm 8629661453410
54 W I - - 80 3000 ü S/A 2 x 36°/46° 8630 lm 5640 lm 80 10 50000 h 1244 mm 8629661453310
31 W I - ü 80 4000 ü S/A 2 x 36°/45° 6000 lm 4000 lm 80 10 50000 h 1544 mm 8629661403430
31 W I - ü 80 3000 ü S/A 2 x 36°/45° 5820 lm 3880 lm 80 10 50000 h 1544 mm 8629661403330
31 W I - ü 80 4000 ü S/A 2 x 36°/45° 6000 lm 4000 lm 80 10 50000 h 1544 mm 8629661403410
31 W I - ü 80 3000 ü S/A 2 x 36°/45° 5820 lm 3880 lm 80 10 50000 h 1544 mm 8629661403310
26 W I - ü 80 4000 ü S/A 2 x 36°/46° 4700 lm 3140 lm 80 10 50000 h 1244 mm 8629661283430
26 W I - ü 80 3000 ü S/A 2 x 36°/46° 4560 lm 3040 lm 80 10 50000 h 1244 mm 8629661283330
26 W I - ü 80 4000 ü S/A 2 x 36°/46° 4700 lm 3140 lm 80 10 50000 h 1244 mm 8629661283410
26 W I - ü 80 3000 ü S/A 2 x 36°/46° 4560 lm 3040 lm 80 10 50000 h 1244 mm 8629661283310

Power LED - dimmable DALI 220-240 V 50/60 Hz
69 W I - - 80 4000 ü S/A 2 x 37°/46° 12000 lm 7880 lm 80 10 50000 h 1544 mm 8629661616430
69 W I - - 80 3000 ü S/A 2 x 37°/46° 11640 lm 7650 lm 80 10 50000 h 1544 mm 8629661616330
69 W I - - 80 4000 ü S/A 2 x 37°/46° 12000 lm 7880 lm 80 10 50000 h 1544 mm 8629661616410
69 W I - - 80 3000 ü S/A 2 x 37°/46° 11640 lm 7650 lm 80 10 50000 h 1544 mm 8629661616310
54 W I - - 80 4000 ü S/A 2 x 36°/46° 8900 lm 5810 lm 80 10 50000 h 1244 mm 8629661456430
54 W I - - 80 3000 ü S/A 2 x 36°/46° 8630 lm 5640 lm 80 10 50000 h 1244 mm 8629661456330
54 W I - - 80 4000 ü S/A 2 x 36°/46° 8900 lm 5810 lm 80 10 50000 h 1244 mm 8629661456410
54 W I - - 80 3000 ü S/A 2 x 36°/46° 8630 lm 5640 lm 80 10 50000 h 1244 mm 8629661456310
31 W I - ü 80 4000 ü S/A 2 x 36°/45° 6000 lm 4000 lm 80 10 50000 h 1544 mm 8629661406430
31 W I - ü 80 3000 ü S/A 2 x 36°/45° 5820 lm 3880 lm 80 10 50000 h 1544 mm 8629661406330
31 W I - ü 80 4000 ü S/A 2 x 36°/45° 6000 lm 4000 lm 80 10 50000 h 1544 mm 8629661406410
31 W I - ü 80 3000 ü S/A 2 x 36°/45° 5820 lm 3880 lm 80 10 50000 h 1544 mm 8629661406310
26 W I - ü 80 4000 ü S/A 2 x 36°/46° 4700 lm 3140 lm 80 10 50000 h 1244 mm 8629661286430
26 W I - ü 80 3000 ü S/A 2 x 36°/46° 4560 lm 3040 lm 80 10 50000 h 1244 mm 8629661286330
26 W I - ü 80 4000 ü S/A 2 x 36°/46° 4700 lm 3140 lm 80 10 50000 h 1244 mm 8629661286410
26 W I - ü 80 3000 ü S/A 2 x 36°/46° 4560 lm 3040 lm 80 10 50000 h 1244 mm 8629661286310

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
69 W I - - 80 4000 ü S/A 2 x 37°/46° 12000 lm 7880 lm 80 10 50000 h 1544 mm 8629661618430
69 W I - - 80 3000 ü S/A 2 x 37°/46° 11640 lm 7650 lm 80 10 50000 h 1544 mm 8629661618330
69 W I - - 80 4000 ü S/A 2 x 37°/46° 12000 lm 7880 lm 80 10 50000 h 1544 mm 8629661618410
69 W I - - 80 3000 ü S/A 2 x 37°/46° 11640 lm 7650 lm 80 10 50000 h 1544 mm 8629661618310
54 W I - - 80 4000 ü S/A 2 x 36°/46° 8900 lm 5810 lm 80 10 50000 h 1244 mm 8629661458430
54 W I - - 80 3000 ü S/A 2 x 36°/46° 8630 lm 5640 lm 80 10 50000 h 1244 mm 8629661458330
54 W I - - 80 4000 ü S/A 2 x 36°/46° 8900 lm 5810 lm 80 10 50000 h 1244 mm 8629661458410
54 W I - - 80 3000 ü S/A 2 x 36°/46° 8630 lm 5640 lm 80 10 50000 h 1244 mm 8629661458310
31 W I - ü 80 4000 ü S/A 2 x 36°/45° 6000 lm 4000 lm 80 10 50000 h 1544 mm 8629661408430
31 W I - ü 80 3000 ü S/A 2 x 36°/45° 5820 lm 3880 lm 80 10 50000 h 1544 mm 8629661408330
31 W I - ü 80 4000 ü S/A 2 x 36°/45° 6000 lm 4000 lm 80 10 50000 h 1544 mm 8629661408410
31 W I - ü 80 3000 ü S/A 2 x 36°/45° 5820 lm 3880 lm 80 10 50000 h 1544 mm 8629661408310
26 W I - ü 80 4000 ü S/A 2 x 36°/46° 4700 lm 3140 lm 80 10 50000 h 1244 mm 8629661288430
26 W I - ü 80 3000 ü S/A 2 x 36°/46° 4560 lm 3040 lm 80 10 50000 h 1244 mm 8629661288330
26 W I - ü 80 4000 ü S/A 2 x 36°/46° 4700 lm 3140 lm 80 10 50000 h 1244 mm 8629661288410
26 W I - ü 80 3000 ü S/A 2 x 36°/46° 4560 lm 3040 lm 80 10 50000 h 1244 mm 8629661288310

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

SL629 AB
Remote control "Master" for versions with a sensor function 8118000257

Remote control "User" for versions with a sensor function 8118000647
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SL630 AB

       
  

1274 / 1574

50

373

1000
90

MICROPRISMATIC COVER S/A

  10 kg

INDOOR  |  OFFICE  |  CEILING SURFACE MOUNTED  |  SL630 AB

LED surface-mount luminaire for interior, comprising:
¬ Housing made of steel sheet, die-cast aluminium end 

caps, powder painted
¬ Prismatic cover for efficient light diffusion, glare 

reduction and a high level of uniformity.
¬ Version for renovation with luminaire width of >370 

mm to cover the existing holes.
¬ Direct light distribution
¬ LED Sidelight-Technology for a homogenous light 

distribution over the entire area of the cover

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Light engine can be replaced by means of a slide-in 

mechanism
¬ VDU application suitable acc. to EN 12464-1 (see table)
¬ Sensor device available with task oriented PIR detector 

and daylight control
¬ Special colour versions available upon request

  GR-RAL9006 / Grey RAL9006 / Textured
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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SL630 AB PRISM IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
49 W I - ü 80 4000 ü S/A 2 x 37°/46° 9400 lm 6140 lm 80 10 50000 h 1574 mm 8630661613430
49 W I - ü 80 3000 ü S/A 2 x 37°/46° 9120 lm 5950 lm 80 10 50000 h 1574 mm 8630661613330
49 W I - ü 80 4000 ü S/A 2 x 37°/46° 9400 lm 6140 lm 80 10 50000 h 1574 mm 8630661613410
49 W I - ü 80 3000 ü S/A 2 x 37°/46° 9120 lm 5950 lm 80 10 50000 h 1574 mm 8630661613310
40 W I - ü 80 4000 ü S/A 2 x 36°/47° 7200 lm 4730 lm 80 10 50000 h 1274 mm 8630661453430
40 W I - ü 80 3000 ü S/A 2 x 36°/46° 6980 lm 4590 lm 80 10 50000 h 1274 mm 8630661453330
40 W I - ü 80 4000 ü S/A 2 x 36°/47° 7200 lm 4730 lm 80 10 50000 h 1274 mm 8630661453410
40 W I - ü 80 3000 ü S/A 2 x 36°/46° 6980 lm 4590 lm 80 10 50000 h 1274 mm 8630661453310

Power LED - dimmable DALI 220-240 V 50/60 Hz
49 W I - ü 80 4000 ü S/A 2 x 37°/46° 9400 lm 6140 lm 80 10 50000 h 1574 mm 8630661616430
49 W I - ü 80 3000 ü S/A 2 x 37°/46° 9120 lm 5950 lm 80 10 50000 h 1574 mm 8630661616330
49 W I - ü 80 4000 ü S/A 2 x 37°/46° 9400 lm 6140 lm 80 10 50000 h 1574 mm 8630661616410
49 W I - ü 80 3000 ü S/A 2 x 37°/46° 9120 lm 5950 lm 80 10 50000 h 1574 mm 8630661616310
40 W I - ü 80 4000 ü S/A 2 x 36°/47° 7200 lm 4730 lm 80 10 50000 h 1274 mm 8630661456430
40 W I - ü 80 3000 ü S/A 2 x 36°/46° 6980 lm 4590 lm 80 10 50000 h 1274 mm 8630661456330
40 W I - ü 80 4000 ü S/A 2 x 36°/47° 7200 lm 4730 lm 80 10 50000 h 1274 mm 8630661456410
40 W I - ü 80 3000 ü S/A 2 x 36°/46° 6980 lm 4590 lm 80 10 50000 h 1274 mm 8630661456310

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
49 W I - ü 80 4000 ü S/A 2 x 37°/46° 9400 lm 6140 lm 80 10 50000 h 1574 mm 8630661618430
49 W I - ü 80 3000 ü S/A 2 x 37°/46° 9120 lm 5950 lm 80 10 50000 h 1574 mm 8630661618330
49 W I - ü 80 4000 ü S/A 2 x 37°/46° 9400 lm 6140 lm 80 10 50000 h 1574 mm 8630661618410
49 W I - ü 80 3000 ü S/A 2 x 37°/46° 9120 lm 5950 lm 80 10 50000 h 1574 mm 8630661618310
40 W I - ü 80 4000 ü S/A 2 x 36°/47° 7200 lm 4730 lm 80 10 50000 h 1274 mm 8630661458430
40 W I - ü 80 3000 ü S/A 2 x 36°/46° 6980 lm 4590 lm 80 10 50000 h 1274 mm 8630661458330
40 W I - ü 80 4000 ü S/A 2 x 36°/47° 7200 lm 4730 lm 80 10 50000 h 1274 mm 8630661458410
40 W I - ü 80 3000 ü S/A 2 x 36°/46° 6980 lm 4590 lm 80 10 50000 h 1274 mm 8630661458310

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

SL630 AB
Remote control "Master" for versions with a sensor function 8118000257

Remote control "User" for versions with a sensor function 8118000647
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SL713AB LED
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MICROPRISMATIC COVER S/A

  9 kg

INDOOR  |  OFFICE  |  CEILING SURFACE MOUNTED  |  SL713AB LED

LED surface-mount luminaire for interior, comprising:
¬ Aluminium profile lightframe, steel sheet canopy, 

painted
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Direct light distribution
¬ LED Sidelight-Technology for a homogenous light 

distribution over the entire area of the cover
¬ Dimmable via TouchDIM®

¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Colour rendering index Ra > 80
¬ VDU application suitable acc. to EN 12464-1
¬ Sensor device available with task oriented PIR detector 

and daylight control
¬ 3000 K colour temperature version on demand
¬ Special colour versions available upon request   GR-RAL9006 / Grey RAL9006 / Textured

  WH-RAL9016 / White RAL9016 / Textured

SL713AB LED MICROPRISMATIC COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
36 W I ü ü 80 4000 ü S/A 2 x 42°/43° 6900 lm 4550 lm 80 10 50000 h 1547 mm 8713661363430
36 W I ü ü 80 4000 ü S/A 2 x 42°/43° 6900 lm 4550 lm 80 10 50000 h 1547 mm 8713661363410
32 W I ü ü 80 4000 ü S/A 2 x 43° 5900 lm 3890 lm 80 10 50000 h 1247 mm 8713661323430
32 W I ü ü 80 4000 ü S/A 2 x 43° 5900 lm 3890 lm 80 10 50000 h 1247 mm 8713661323410

Power LED - dimmable DALI 220-240 V 50/60 Hz
36 W I ü ü 80 4000 ü S/A 2 x 42°/43° 6900 lm 4550 lm 80 10 50000 h 1547 mm 8713661366430
36 W I ü ü 80 4000 ü S/A 2 x 42°/43° 6900 lm 4550 lm 80 10 50000 h 1547 mm 8713661366410
32 W I ü ü 80 4000 ü S/A 2 x 43° 5900 lm 3890 lm 80 10 50000 h 1247 mm 8713661326430
32 W I ü ü 80 4000 ü S/A 2 x 43° 5900 lm 3890 lm 80 10 50000 h 1247 mm 8713661326410

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
36 W I ü ü 80 4000 ü S/A 2 x 42°/43° 6900 lm 4550 lm 80 10 50000 h 1573 mm 8713661368430
36 W I ü ü 80 4000 ü S/A 2 x 42°/43° 6900 lm 4550 lm 80 10 50000 h 1573 mm 8713661368410
32 W I ü ü 80 4000 ü S/A 2 x 43° 5900 lm 3890 lm 80 10 50000 h 1273 mm 8713661328430
32 W I ü ü 80 4000 ü S/A 2 x 43° 5900 lm 3890 lm 80 10 50000 h 1273 mm 8713661328410

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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SL720AB LED

       
    

230 1225 / 1250 / 1525 / 1550

2053

596
466

25

MICROPRISMATIC COVER S/B

  8 kg

LED surface-mount luminaire for interior, comprising:
¬ Extruded aluminium profile housing, die-cast 

aluminium end caps, painted
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Predominantly direct light distribution
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ VDU application suitable acc. to EN 12464-1

¬ Sensor device available with task oriented PIR detector 
and daylight control

¬ Bluetooth sensor component for use with dimSMART! 
light control

¬ 3000 K colour temperature version on demand
¬ Continuous mounted version at 

www.light-performer.com
¬ Special colour versions available upon request

  GR-RAL9006 / Grey RAL9006 / Textured
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/B  -  40 W  -  4000 K  8720661363414

INDOOR  |  OFFICE  |  CEILING SURFACE MOUNTED  |  SL720AB LED

SL720AB LED MICROPRISMA IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W I ü ü 80 4000 ü S/B 2 x 42°/43° 7350 lm 4470 lm 80 10 50000 h 1525 mm 8720661363434
40 W I ü ü 80 4000 ü S/B 2 x 42°/43° 7350 lm 4470 lm 80 10 50000 h 1525 mm 8720661363414
34 W I ü ü 80 4000 ü S/B 2 x 45°/44° 5900 lm 3860 lm 80 10 50000 h 1225 mm 8720661313434
34 W I ü ü 80 4000 ü S/B 2 x 45°/44° 5900 lm 3860 lm 80 10 50000 h 1225 mm 8720661313414

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W I ü ü 80 4000 ü S/B 2 x 42°/43° 7350 lm 4470 lm 80 10 50000 h 1525 mm 8720661366434
40 W I ü ü 80 4000 ü S/B 2 x 42°/43° 7350 lm 4470 lm 80 10 50000 h 1525 mm 8720661366414
34 W I ü ü 80 4000 ü S/B 2 x 45°/44° 5900 lm 3860 lm 80 10 50000 h 1225 mm 8720661316434
34 W I ü ü 80 4000 ü S/B 2 x 45°/44° 5900 lm 3860 lm 80 10 50000 h 1225 mm 8720661316414

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
40 W I ü ü 80 4000 ü S/B 2 x 42°/43° 7350 lm 4470 lm 80 10 50000 h 1550 mm 8720661368434
40 W I ü ü 80 4000 ü S/B 2 x 42°/43° 7350 lm 4470 lm 80 10 50000 h 1550 mm 8720661368414
34 W I ü ü 80 4000 ü S/B 2 x 45°/44° 5900 lm 3860 lm 80 10 50000 h 1250 mm 8720661318434
34 W I ü ü 80 4000 ü S/B 2 x 45°/44° 5900 lm 3860 lm 80 10 50000 h 1250 mm 8720661318414

Power LED - Bluetooth sensor component for use with dimSMART! light control - 220-240 V 50/60 Hz
40 W I - ü 80 4000 ü S/B 2 x 42°/43° 7350 lm 4470 lm 80 10 50000 h 1525 mm 8720661369434
40 W I - ü 80 4000 ü S/B 2 x 42°/43° 7350 lm 4470 lm 80 10 50000 h 1525 mm 8720661369414
34 W I - ü 80 4000 ü S/B 2 x 45°/44° 5900 lm 3860 lm 80 10 50000 h 1225 mm 8720661319434
34 W I - ü 80 4000 ü S/B 2 x 45°/44° 5900 lm 3860 lm 80 10 50000 h 1225 mm 8720661319414
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SL764AB LED

       
 

40 1132 / 1202 / 1412 / 1482

60

40 564 / 1132 / 1412

95

40 1224 / 1524

60

SL764AB LED 
OPAL COVER FLAT  

MICROPRISMATIC COVER

SL764AB LED 
OPAL COVER HIGH

SL764AB LED 
ASYMMETRIC REFLECTOR

ASYMMETRIC REFLECTORMICROPRISMATIC COVEROPAL COVER S/A A20/M

  2,5 kg   2,5 kg   2,5 kg

www.light-performer.com

LED surface-mount luminaire for interior, comprising:
¬ Extruded aluminium housing, anodised (EV1), die-cast 

aluminium endcaps, powder painted
The fitting is available with different light optics:
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Opal PMMA diffuser for optimal light diffusion and a 

high light uniformity
¬ Asymmetric reflector made of high-reflectance 

aluminium (Al 99,98) for maximum luminaire 
efficiency and neutral colour reproduction

¬ Direct light distribution

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Flexible choice of feed points
¬ Interchangeable lighting inserts
¬ Special colour versions available upon request
¬ Sensor device available with task oriented PIR detector 

and daylight control
¬ Continuous mounted version at 

www.light-performer.com

  GR-EV1 / Anodised grey / Matt

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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S/A  -  53 W  -  4000 K  8764691503470

INDOOR  |  OFFICE  |  CEILING SURFACE MOUNTED  |  SL764AB LED

SL764AB LED OPAL COVER HIGH IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 81°/49° 6820 lm 5720 lm 80 10 50000 h 1412 mm 8764651503470
53 W I ü - 80 3000 ü S/A 2 x 81°/49° 6620 lm 5540 lm 80 10 50000 h 1412 mm 8764651503370
42 W I ü - 80 4000 ü S/A 2 x 81°/49° 5460 lm 4570 lm 80 10 50000 h 1132 mm 8764651403470
42 W I ü - 80 3000 ü S/A 2 x 81°/49° 5290 lm 4440 lm 80 10 50000 h 1132 mm 8764651403370
35 W I ü - 80 4000 ü S/A 2 x 81°/49° 4220 lm 3530 lm 80 10 50000 h 1412 mm 8764651313470
35 W I ü - 80 3000 ü S/A 2 x 81°/49° 4090 lm 3430 lm 80 10 50000 h 1412 mm 8764651313370
28 W I ü - 80 4000 ü S/A 2 x 81°/49° 3370 lm 2830 lm 80 10 50000 h 1132 mm 8764651253470
28 W I ü - 80 3000 ü S/A 2 x 81°/49° 3270 lm 2740 lm 80 10 50000 h 1132 mm 8764651253370
23 W I ü - 80 4000 ü S/A 2 x 82°/50° 2810 lm 2330 lm 80 10 50000 h 564 mm 8764651203470
23 W I ü - 80 3000 ü S/A 2 x 82°/50° 2720 lm 2260 lm 80 10 50000 h 564 mm 8764651203370
15 W I ü - 80 4000 ü S/A 2 x 82°/50° 2250 lm 1470 lm 80 10 50000 h 564 mm 8764651133470
15 W I ü - 80 3000 ü S/A 2 x 82°/50° 2180 lm 1430 lm 80 10 50000 h 564 mm 8764651133370

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 81°/49° 6820 lm 5720 lm 80 10 50000 h 1412 mm 8764651506470
53 W I ü - 80 3000 ü S/A 2 x 81°/49° 6620 lm 5540 lm 80 10 50000 h 1412 mm 8764651506370
42 W I ü - 80 4000 ü S/A 2 x 81°/49° 5460 lm 4570 lm 80 10 50000 h 1132 mm 8764651406470
42 W I ü - 80 3000 ü S/A 2 x 81°/49° 5290 lm 4440 lm 80 10 50000 h 1132 mm 8764651406370
35 W I ü - 80 4000 ü S/A 2 x 81°/49° 4220 lm 3530 lm 80 10 50000 h 1412 mm 8764651316470
35 W I ü - 80 3000 ü S/A 2 x 81°/49° 4090 lm 3430 lm 80 10 50000 h 1412 mm 8764651316370
28 W I ü - 80 4000 ü S/A 2 x 81°/49° 3370 lm 2830 lm 80 10 50000 h 1132 mm 8764651256470
28 W I ü - 80 3000 ü S/A 2 x 81°/49° 3270 lm 2740 lm 80 10 50000 h 1132 mm 8764651256370
23 W I ü - 80 4000 ü S/A 2 x 82°/50° 2810 lm 2330 lm 80 10 50000 h 564 mm 8764651206470
23 W I ü - 80 3000 ü S/A 2 x 82°/50° 2720 lm 2260 lm 80 10 50000 h 564 mm 8764651206370
15 W I ü - 80 4000 ü S/A 2 x 82°/50° 2250 lm 1470 lm 80 10 50000 h 564 mm 8764651136470
15 W I ü - 80 3000 ü S/A 2 x 82°/50° 2180 lm 1430 lm 80 10 50000 h 564 mm 8764651136370

SL764AB LED OPAL COVER FLAT IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 55°/55° 6820 lm 4790 lm 80 10 50000 h 1412 mm 8764691503470
53 W I ü - 80 3000 ü S/A 2 x 55°/55° 6620 lm 4640 lm 80 10 50000 h 1412 mm 8764691503370
42 W I ü - 80 4000 ü S/A 2 x 55°/55° 5460 lm 3830 lm 80 10 50000 h 1132 mm 8764691403470
42 W I ü - 80 3000 ü S/A 2 x 55°/55° 5290 lm 3720 lm 80 10 50000 h 1132 mm 8764691403370

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 55°/55° 6820 lm 4790 lm 80 10 50000 h 1412 mm 8764691506470
53 W I ü - 80 3000 ü S/A 2 x 55°/55° 6620 lm 4640 lm 80 10 50000 h 1412 mm 8764691506370
42 W I ü - 80 4000 ü S/A 2 x 55°/55° 5460 lm 3830 lm 80 10 50000 h 1132 mm 8764691406470
42 W I ü - 80 3000 ü S/A 2 x 55°/55° 5290 lm 3720 lm 80 10 50000 h 1132 mm 8764691406370

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 55°/55° 6820 lm 4790 lm 80 10 50000 h 1482 mm 8764691508470
53 W I ü - 80 3000 ü S/A 2 x 55°/55° 6620 lm 4640 lm 80 10 50000 h 1482 mm 8764691508370
42 W I ü - 80 4000 ü S/A 2 x 55°/55° 5460 lm 3830 lm 80 10 50000 h 1202 mm 8764691408470
42 W I ü - 80 3000 ü S/A 2 x 55°/55° 5290 lm 3720 lm 80 10 50000 h 1202 mm 8764691408370

SL764AB LED MICROPRISMATIC COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 36°/44° 6820 lm 4840 lm 80 10 50000 h 1412 mm 8764661503470
53 W I ü - 80 3000 ü S/A 2 x 36°/44° 6620 lm 4690 lm 80 10 50000 h 1412 mm 8764661503370
42 W I ü - 80 4000 ü S/A 2 x 36°/44° 5460 lm 3870 lm 80 10 50000 h 1132 mm 8764661403470
42 W I ü - 80 3000 ü S/A 2 x 36°/44° 5290 lm 3750 lm 80 10 50000 h 1132 mm 8764661403370

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 36°/44° 6820 lm 4840 lm 80 10 50000 h 1412 mm 8764661506470
53 W I ü - 80 3000 ü S/A 2 x 36°/44° 6620 lm 4690 lm 80 10 50000 h 1412 mm 8764661506370
42 W I ü - 80 4000 ü S/A 2 x 36°/44° 5460 lm 3870 lm 80 10 50000 h 1132 mm 8764661406470
42 W I ü - 80 3000 ü S/A 2 x 36°/44° 5290 lm 3750 lm 80 10 50000 h 1132 mm 8764661406370

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 36°/44° 6820 lm 4840 lm 80 10 50000 h 1482 mm 8764661508470
53 W I ü - 80 3000 ü S/A 2 x 36°/44° 6620 lm 4690 lm 80 10 50000 h 1482 mm 8764661508370
42 W I ü - 80 4000 ü S/A 2 x 36°/44° 5460 lm 3870 lm 80 10 50000 h 1202 mm 8764661408470
42 W I ü - 80 3000 ü S/A 2 x 36°/44° 5290 lm 3750 lm 80 10 50000 h 1202 mm 8764661408370
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A20/M  -  34 W  -  4000 K  8764611283470

8118000257 8118000647

SL764AB LED ASYMMETRIC REFLECTOR IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
34 W I ü - 80 4000 ü A20/M - 3800 lm 3390 lm 80 10 50000 h 1524 mm 8764611283470
34 W I ü - 80 3000 ü A20/M - 3690 lm 3290 lm 80 10 50000 h 1524 mm 8764611283370
29 W I ü - 80 4000 ü A20/M - 3260 lm 2910 lm 80 10 50000 h 1224 mm 8764611253470
29 W I ü - 80 3000 ü A20/M - 3160 lm 2830 lm 80 10 50000 h 1224 mm 8764611253370

Power LED - dimmable DALI 220-240 V 50/60 Hz
34 W I ü - 80 4000 ü A20/M - 3800 lm 3390 lm 80 10 50000 h 1524 mm 8764611286470
34 W I ü - 80 3000 ü A20/M - 3690 lm 3290 lm 80 10 50000 h 1524 mm 8764611286370
29 W I ü - 80 4000 ü A20/M - 3260 lm 2910 lm 80 10 50000 h 1224 mm 8764611256470
29 W I ü - 80 3000 ü A20/M - 3160 lm 2830 lm 80 10 50000 h 1224 mm 8764611256370

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

SL764AB LED
Remote control "Master" for versions with a sensor function 8118000257

Remote control "User" for versions with a sensor function 8118000647
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SL787AB LED

     

71 1132 / 1412

85

MICROPRISMATIC COVER OPAL COVER S/A

  4 kg

www.light-performer.com

INDOOR  |  OFFICE  |  CEILING SURFACE MOUNTED  |  SL787AB LED

LED surface-mount luminaire for interior, comprising:
¬ Extruded aluminium housing, anodised (EV1), die-cast 

aluminium endcaps, powder painted
The fitting is available with different light optics:
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Opal PMMA diffuser for optimal light diffusion and a 

high light uniformity
¬ Direct light distribution

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Flexible choice of feed points
¬ Interchangeable lighting inserts
¬ Special colour versions available upon request
¬ Continuous mounted version at 

www.light-performer.com
  GR-EV1 / Anodised grey / Matt

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm
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S/A  -  43 W  -  4000 K  8787691603470

SL787AB LED MICROPRISMATIC COVER IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
43 W I ü - 80 4000 ü S/A 2 x 38°/44° 5850 lm 4100 lm 80 10 50000 h 1412 mm 8787661603470
43 W I ü - 80 3000 ü S/A 2 x 38°/44° 5680 lm 3980 lm 80 10 50000 h 1412 mm 8787661603370
34 W I ü - 80 4000 ü S/A 2 x 38°/44° 4680 lm 3280 lm 80 10 50000 h 1132 mm 8787661483470
34 W I ü - 80 3000 ü S/A 2 x 38°/44° 4540 lm 3180 lm 80 10 50000 h 1132 mm 8787661483370

Power LED - dimmable DALI 220-240 V 50/60 Hz
43 W I ü - 80 4000 ü S/A 2 x 38°/44° 5850 lm 4100 lm 80 10 50000 h 1412 mm 8787661606470
43 W I ü - 80 3000 ü S/A 2 x 38°/44° 5680 lm 3980 lm 80 10 50000 h 1412 mm 8787661606370
34 W I ü - 80 4000 ü S/A 2 x 38°/44° 4680 lm 3280 lm 80 10 50000 h 1132 mm 8787661486470
34 W I ü - 80 3000 ü S/A 2 x 38°/44° 4540 lm 3180 lm 80 10 50000 h 1132 mm 8787661486370

SL787AB LED OPAL COVER IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
43 W I ü - 80 4000 ü S/A 2 x 53°/54° 5850 lm 3860 lm 80 10 50000 h 1412 mm 8787691603470
43 W I ü - 80 3000 ü S/A 2 x 53°/54° 5680 lm 3740 lm 80 10 50000 h 1412 mm 8787691603370
34 W I ü - 80 4000 ü S/A 2 x 53°/54° 4680 lm 3090 lm 80 10 50000 h 1132 mm 8787691483470
34 W I ü - 80 3000 ü S/A 2 x 53°/54° 4540 lm 2990 lm 80 10 50000 h 1132 mm 8787691483370

Power LED - dimmable DALI 220-240 V 50/60 Hz
43 W I ü - 80 4000 ü S/A 2 x 53°/54° 5850 lm 3860 lm 80 10 50000 h 1412 mm 8787691606470
43 W I ü - 80 3000 ü S/A 2 x 53°/54° 5680 lm 3740 lm 80 10 50000 h 1412 mm 8787691606370
34 W I ü - 80 4000 ü S/A 2 x 53°/54° 4680 lm 3090 lm 80 10 50000 h 1132 mm 8787691486470
34 W I ü - 80 3000 ü S/A 2 x 53°/54° 4540 lm 2990 lm 80 10 50000 h 1132 mm 8787691486370
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SL789AB LED

       
 

90 1132 / 1412

86

LOUVREMICROPRISMATIC COVER OPAL COVER S/A

  5 kg

www.light-performer.com

INDOOR  |  OFFICE  |  CEILING SURFACE MOUNTED  |  SL789AB LED

LED surface-mount luminaire for interior, comprising:
¬ Extruded aluminium housing, anodised (EV1), die-cast 

aluminium endcaps, powder painted
The fitting is available with different light optics:
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Opal PMMA diffuser for optimal light diffusion and a 

high light uniformity
¬ Aluminium raster with mirror finish MIRO® (Al 99,98) 

with glossy vacuum coating
¬ Direct light distribution

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Flexible choice of feed points
¬ VDU application suitable acc. to EN 12464-1 (versions 

with louvre)
¬ Interchangeable lighting inserts
¬ Special colour versions available upon request
¬ Continuous mounted version at 

www.light-performer.com

  GR-EV1 / Anodised grey / Matt

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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S/A  -  53 W  -  4000 K  8789691573470

SL789AB LED MICROPRISMATIC COVER IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 38°/43° 6820 lm 4680 lm 80 10 50000 h 1412 mm 8789661573470
53 W I ü - 80 3000 ü S/A 2 x 38°/43° 6620 lm 4540 lm 80 10 50000 h 1412 mm 8789661573370
42 W I ü - 80 4000 ü S/A 2 x 38°/43° 5460 lm 3740 lm 80 10 50000 h 1132 mm 8789661463470
42 W I ü - 80 3000 ü S/A 2 x 38°/43° 5290 lm 3630 lm 80 10 50000 h 1132 mm 8789661463370

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 38°/43° 6820 lm 4680 lm 80 10 50000 h 1412 mm 8789661576470
53 W I ü - 80 3000 ü S/A 2 x 38°/43° 6620 lm 4540 lm 80 10 50000 h 1412 mm 8789661576370
42 W I ü - 80 4000 ü S/A 2 x 38°/43° 5460 lm 3740 lm 80 10 50000 h 1132 mm 8789661466470
42 W I ü - 80 3000 ü S/A 2 x 38°/43° 5290 lm 3630 lm 80 10 50000 h 1132 mm 8789661466370

SL789AB LED OPAL COVER IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 53°/54° 6820 lm 4540 lm 80 10 50000 h 1412 mm 8789691573470
53 W I ü - 80 3000 ü S/A 2 x 53°/54° 6620 lm 4400 lm 80 10 50000 h 1412 mm 8789691573370
42 W I ü - 80 4000 ü S/A 2 x 53°/54° 5460 lm 3630 lm 80 10 50000 h 1132 mm 8789691463470
42 W I ü - 80 3000 ü S/A 2 x 53°/54° 5290 lm 3520 lm 80 10 50000 h 1132 mm 8789691463370

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 53°/54° 6820 lm 4540 lm 80 10 50000 h 1412 mm 8789691576470
53 W I ü - 80 3000 ü S/A 2 x 53°/54° 6620 lm 4400 lm 80 10 50000 h 1412 mm 8789691576370
42 W I ü - 80 4000 ü S/A 2 x 53°/54° 5460 lm 3630 lm 80 10 50000 h 1132 mm 8789691466470
42 W I ü - 80 3000 ü S/A 2 x 53°/54° 5290 lm 3520 lm 80 10 50000 h 1132 mm 8789691466370

SL789AB LED LOUVRE IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
45 W I ü ü 80 4000 ü S/A 2 x 43°/45° 7730 lm 4170 lm 80 10 50000 h 1412 mm 8789681573470
45 W I ü ü 80 3000 ü S/A 2 x 43°/45° 7490 lm 4040 lm 80 10 50000 h 1412 mm 8789681573370
37 W I ü ü 80 4000 ü S/A 2 x 43°/45° 6180 lm 3330 lm 80 10 50000 h 1132 mm 8789681463470
37 W I ü ü 80 3000 ü S/A 2 x 43°/45° 5990 lm 3230 lm 80 10 50000 h 1132 mm 8789681463370

Power LED - dimmable DALI 220-240 V 50/60 Hz
45 W I ü ü 80 4000 ü S/A 2 x 43°/45° 7730 lm 4170 lm 80 10 50000 h 1412 mm 8789681576470
45 W I ü ü 80 3000 ü S/A 2 x 43°/45° 7490 lm 4040 lm 80 10 50000 h 1412 mm 8789681576370
37 W I ü ü 80 4000 ü S/A 2 x 43°/45° 6180 lm 3330 lm 80 10 50000 h 1132 mm 8789681466470
37 W I ü ü 80 3000 ü S/A 2 x 43°/45° 5990 lm 3230 lm 80 10 50000 h 1132 mm 8789681466370
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SL764EB LED

       
 

44 1137 / 1207 / 1417 / 1487

6085

40 1132 / 1202 / 1412 / 1482

44 1137 / 1417

9585

40 1132 / 1412

44                1229 / 1529

6085

40                1224 / 1524

SL764EB LED 
OPAL COVER FLAT  

MICROPRISMATIC COVER

SL764EB LED 
OPAL COVER HIGH

SL764EB LED 
ASYMMETRIC REFLECTOR

56 1148 / 1218 / 1428 / 1498

6010
0

44 1139 / 1209 / 1419 / 1489

56 1148 / 1428

44 1139 / 1419

9510
0

56              1240 / 1540 

6010
0

44              1231 / 1531 

SL764EB FRAME LED 
OPAL COVER FLAT  

MICROPRISMATIC COVER

SL764EB FRAME LED 
OPAL COVER HIGH

SL764EB FRAME LED 
ASYMMETRIC REFLECTOR

ASYMMETRIC REFLECTORMICROPRISMATIC COVER OPAL COVER S/A A20/M

  2,5 kg

  2,5 kg

  2,5 kg

  2,5 kg

  2,5 kg

  2,5 kg

www.light-performer.com

INDOOR  |  OFFICE  |  CEILING RECESSED  |  SL764EB LED

LED ceiling mount indoor luminaire, comprising:
¬ Extruded aluminium profile housing, anodised (EV1) or 

powder coated, die-cast aluminium end caps, powder 
coated

The fitting is available with different light optics:
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Opal PMMA diffuser for optimal light diffusion and a 

high light uniformity
¬ Asymmetric reflector made of high-reflectance 

aluminium (Al 99,98) for maximum luminaire 
efficiency and neutral colour reproduction

¬ Direct light distribution

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Flexible choice of feed points
¬ Includes recessed mounting kit
¬ Interchangeable lighting inserts
¬ Sensor device available with task oriented PIR detector 

and daylight control
¬ Special colour versions available upon request
¬ Continuous mounted version at 

www.light-performer.com

  GR-EV1 / Anodised grey / Matt
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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SL764EB FRAME LED OPAL COVER FLAT IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 55°/55° 6820 lm 4790 lm 80 10 50000 h 1428 mm 8764591503410
53 W I ü - 80 3000 ü S/A 2 x 55°/55° 6620 lm 4640 lm 80 10 50000 h 1428 mm 8764591503310
42 W I ü - 80 4000 ü S/A 2 x 55°/55° 5460 lm 3830 lm 80 10 50000 h 1148 mm 8764591403410
42 W I ü - 80 3000 ü S/A 2 x 55°/55° 5290 lm 3720 lm 80 10 50000 h 1148 mm 8764591403310

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 55°/55° 6820 lm 4790 lm 80 10 50000 h 1428 mm 8764591506410
53 W I ü - 80 3000 ü S/A 2 x 55°/55° 6620 lm 4640 lm 80 10 50000 h 1428 mm 8764591506310
42 W I ü - 80 4000 ü S/A 2 x 55°/55° 5460 lm 3830 lm 80 10 50000 h 1148 mm 8764591406410
42 W I ü - 80 3000 ü S/A 2 x 55°/55° 5290 lm 3720 lm 80 10 50000 h 1148 mm 8764591406310

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 55°/55° 6820 lm 4790 lm 80 10 50000 h 1498 mm 8764591508410
53 W I ü - 80 3000 ü S/A 2 x 55°/55° 6620 lm 4640 lm 80 10 50000 h 1498 mm 8764591508310
42 W I ü - 80 4000 ü S/A 2 x 55°/55° 5460 lm 3830 lm 80 10 50000 h 1218 mm 8764591408410
42 W I ü - 80 3000 ü S/A 2 x 55°/55° 5290 lm 3720 lm 80 10 50000 h 1218 mm 8764591408310

SL764EB FRAME LED OPAL COVER HIGH IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 81°/49° 6820 lm 5720 lm 80 10 50000 h 1428 mm 8764551503410
53 W I ü - 80 3000 ü S/A 2 x 81°/49° 6620 lm 5540 lm 80 10 50000 h 1428 mm 8764551503310
42 W I ü - 80 4000 ü S/A 2 x 81°/49° 5460 lm 4570 lm 80 10 50000 h 1148 mm 8764551403410
42 W I ü - 80 3000 ü S/A 2 x 81°/49° 5290 lm 4440 lm 80 10 50000 h 1148 mm 8764551403310
35 W I ü - 80 4000 ü S/A 2 x 81°/49° 4220 lm 3530 lm 80 10 50000 h 1428 mm 8764551313410
35 W I ü - 80 3000 ü S/A 2 x 81°/49° 4090 lm 3430 lm 80 10 50000 h 1428 mm 8764551313310
28 W I ü - 80 4000 ü S/A 2 x 81°/49° 3370 lm 2830 lm 80 10 50000 h 1148 mm 8764551253410
28 W I ü - 80 3000 ü S/A 2 x 81°/49° 3270 lm 2740 lm 80 10 50000 h 1148 mm 8764551253310

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 81°/49° 6820 lm 5720 lm 80 10 50000 h 1428 mm 8764551506410
53 W I ü - 80 3000 ü S/A 2 x 81°/49° 6620 lm 5540 lm 80 10 50000 h 1428 mm 8764551506310
42 W I ü - 80 4000 ü S/A 2 x 81°/49° 5460 lm 4570 lm 80 10 50000 h 1148 mm 8764551406410
42 W I ü - 80 3000 ü S/A 2 x 81°/49° 5290 lm 4440 lm 80 10 50000 h 1148 mm 8764551406310
35 W I ü - 80 4000 ü S/A 2 x 81°/49° 4220 lm 3530 lm 80 10 50000 h 1428 mm 8764551316410
35 W I ü - 80 3000 ü S/A 2 x 81°/49° 4090 lm 3430 lm 80 10 50000 h 1428 mm 8764551316310
28 W I ü - 80 4000 ü S/A 2 x 81°/49° 3370 lm 2830 lm 80 10 50000 h 1148 mm 8764551256410
28 W I ü - 80 3000 ü S/A 2 x 81°/49° 3270 lm 2740 lm 80 10 50000 h 1148 mm 8764551256310

SL764EB LED OPAL COVER FLAT IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 55°/55° 6820 lm 4790 lm 80 10 50000 h 1412 mm 8764191503470
53 W I ü - 80 3000 ü S/A 2 x 55°/55° 6620 lm 4640 lm 80 10 50000 h 1412 mm 8764191503370
42 W I ü - 80 4000 ü S/A 2 x 55°/55° 5460 lm 3830 lm 80 10 50000 h 1132 mm 8764191403470
42 W I ü - 80 3000 ü S/A 2 x 55°/55° 5290 lm 3720 lm 80 10 50000 h 1132 mm 8764191403370

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 55°/55° 6820 lm 4790 lm 80 10 50000 h 1412 mm 8764191506470
53 W I ü - 80 3000 ü S/A 2 x 55°/55° 6620 lm 4640 lm 80 10 50000 h 1412 mm 8764191506370
42 W I ü - 80 4000 ü S/A 2 x 55°/55° 5460 lm 3830 lm 80 10 50000 h 1132 mm 8764191406470
42 W I ü - 80 3000 ü S/A 2 x 55°/55° 5290 lm 3720 lm 80 10 50000 h 1132 mm 8764191406370

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 55°/55° 6820 lm 4790 lm 80 10 50000 h 1482 mm 8764191508470
53 W I ü - 80 3000 ü S/A 2 x 55°/55° 6620 lm 4640 lm 80 10 50000 h 1482 mm 8764191508370
42 W I ü - 80 4000 ü S/A 2 x 55°/55° 5460 lm 3830 lm 80 10 50000 h 1202 mm 8764191408470
42 W I ü - 80 3000 ü S/A 2 x 55°/55° 5290 lm 3720 lm 80 10 50000 h 1202 mm 8764191408370
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INDOOR  |  OFFICE  |  CEILING RECESSED  |  SL764EB LED

SL764EB LED OPAL COVER HIGH IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 81°/49° 6820 lm 5720 lm 80 10 50000 h 1412 mm 8764151503470
53 W I ü - 80 3000 ü S/A 2 x 81°/49° 6620 lm 5540 lm 80 10 50000 h 1412 mm 8764151503370
42 W I ü - 80 4000 ü S/A 2 x 81°/49° 5460 lm 4570 lm 80 10 50000 h 1132 mm 8764151403470
42 W I ü - 80 3000 ü S/A 2 x 81°/49° 5290 lm 4440 lm 80 10 50000 h 1132 mm 8764151403370
35 W I ü - 80 4000 ü S/A 2 x 81°/49° 4220 lm 3530 lm 80 10 50000 h 1412 mm 8764151313470
35 W I ü - 80 3000 ü S/A 2 x 81°/49° 4090 lm 3430 lm 80 10 50000 h 1132 mm 8764151313370
28 W I ü - 80 4000 ü S/A 2 x 81°/49° 3370 lm 2830 lm 80 10 50000 h 1132 mm 8764151253470
28 W I ü - 80 3000 ü S/A 2 x 81°/49° 3270 lm 2740 lm 80 10 50000 h 1132 mm 8764151253370

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 81°/49° 6820 lm 5720 lm 80 10 50000 h 1412 mm 8764151506470
53 W I ü - 80 3000 ü S/A 2 x 81°/49° 6620 lm 5540 lm 80 10 50000 h 1412 mm 8764151506370
42 W I ü - 80 4000 ü S/A 2 x 81°/49° 5460 lm 4570 lm 80 10 50000 h 1132 mm 8764151406470
42 W I ü - 80 3000 ü S/A 2 x 81°/49° 5290 lm 4440 lm 80 10 50000 h 1132 mm 8764151406370
35 W I ü - 80 4000 ü S/A 2 x 81°/49° 4220 lm 3530 lm 80 10 50000 h 1412 mm 8764151316470
35 W I ü - 80 3000 ü S/A 2 x 81°/49° 4090 lm 3430 lm 80 10 50000 h 1412 mm 8764151316370
28 W I ü - 80 4000 ü S/A 2 x 81°/49° 3370 lm 2830 lm 80 10 50000 h 1132 mm 8764151256470
28 W I ü - 80 3000 ü S/A 2 x 81°/49° 3270 lm 2740 lm 80 10 50000 h 1132 mm 8764151256370

SL764EB FRAME LED MICROPRISMATIC COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 36°/44° 6820 lm 4840 lm 80 10 50000 h 1428 mm 8764561503410
53 W I ü - 80 3000 ü S/A 2 x 36°/44° 6620 lm 4690 lm 80 10 50000 h 1428 mm 8764561503310
42 W I ü - 80 4000 ü S/A 2 x 36°/44° 5460 lm 3870 lm 80 10 50000 h 1148 mm 8764561403410
42 W I ü - 80 3000 ü S/A 2 x 36°/44° 5290 lm 3750 lm 80 10 50000 h 1148 mm 8764561403310

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 36°/44° 6820 lm 4840 lm 80 10 50000 h 1428 mm 8764561506410
53 W I ü - 80 3000 ü S/A 2 x 36°/44° 6620 lm 4690 lm 80 10 50000 h 1428 mm 8764561506310
42 W I ü - 80 4000 ü S/A 2 x 36°/44° 5460 lm 3870 lm 80 10 50000 h 1148 mm 8764561406410
42 W I ü - 80 3000 ü S/A 2 x 36°/44° 5290 lm 3750 lm 80 10 50000 h 1148 mm 8764561406310

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 36°/44° 6820 lm 4840 lm 80 10 50000 h 1498 mm 8764561508410
53 W I ü - 80 3000 ü S/A 2 x 36°/44° 6620 lm 4690 lm 80 10 50000 h 1498 mm 8764561508310
42 W I ü - 80 4000 ü S/A 2 x 36°/44° 5460 lm 3870 lm 80 10 50000 h 1218 mm 8764561408410
42 W I ü - 80 3000 ü S/A 2 x 36°/44° 5290 lm 3750 lm 80 10 50000 h 1218 mm 8764561408310

SL764EB FRAME LED ASYMMETRIC REFLECTOR IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
34 W I ü - 80 4000 ü A20/M - 3800 lm 3390 lm 80 10 50000 h 1540 mm 8764511283410
34 W I ü - 80 3000 ü A20/M - 3690 lm 3290 lm 80 10 50000 h 1240 mm 8764511283310
29 W I ü - 80 4000 ü A20/M - 3260 lm 2910 lm 80 10 50000 h 1240 mm 8764511253410
29 W I ü - 80 3000 ü A20/M - 3160 lm 2830 lm 80 10 50000 h 1240 mm 8764511253310

Power LED - dimmable DALI 220-240 V 50/60 Hz
34 W I ü - 80 4000 ü A20/M - 3800 lm 3390 lm 80 10 50000 h 1540 mm 8764511286410
34 W I ü - 80 3000 ü A20/M - 3690 lm 3290 lm 80 10 50000 h 1540 mm 8764511286310
29 W I ü - 80 4000 ü A20/M - 3260 lm 2910 lm 80 10 50000 h 1240 mm 8764511256410
29 W I ü - 80 3000 ü A20/M - 3160 lm 2830 lm 80 10 50000 h 1240 mm 8764511256310
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SL764EB LED MICROPRISMATIC COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 36°/44° 6820 lm 4840 lm 80 10 50000 h 1412 mm 8764161503470
53 W I ü - 80 3000 ü S/A 2 x 36°/44° 6620 lm 4690 lm 80 10 50000 h 1412 mm 8764161503370
42 W I ü - 80 4000 ü S/A 2 x 36°/44° 5460 lm 3870 lm 80 10 50000 h 1132 mm 8764161403470
42 W I ü - 80 3000 ü S/A 2 x 36°/44° 5290 lm 3750 lm 80 10 50000 h 1132 mm 8764161403370

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 36°/44° 6820 lm 4840 lm 80 10 50000 h 1412 mm 8764161506470
53 W I ü - 80 3000 ü S/A 2 x 36°/44° 6620 lm 4690 lm 80 10 50000 h 1412 mm 8764161506370
42 W I ü - 80 4000 ü S/A 2 x 36°/44° 5460 lm 3870 lm 80 10 50000 h 1132 mm 8764161406470
42 W I ü - 80 3000 ü S/A 2 x 36°/44° 5290 lm 3750 lm 80 10 50000 h 1132 mm 8764161406370

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 36°/44° 6820 lm 4840 lm 80 10 50000 h 1482 mm 8764161508470
53 W I ü - 80 3000 ü S/A 2 x 36°/44° 6620 lm 4690 lm 80 10 50000 h 1482 mm 8764161508370
42 W I ü - 80 4000 ü S/A 2 x 36°/44° 5460 lm 3870 lm 80 10 50000 h 1202 mm 8764161408470
42 W I ü - 80 3000 ü S/A 2 x 36°/44° 5290 lm 3750 lm 80 10 50000 h 1202 mm 8764161408370

SL764EB LED ASYMMETRIC REFLECTOR IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
34 W I - - 80 4000 ü A20/M - 3800 lm 3390 lm 80 10 50000 h 1524 mm 8764111283470
34 W I - - 80 3000 ü A20/M - 3690 lm 3290 lm 80 10 50000 h 1524 mm 8764111283370
29 W I - - 80 4000 ü A20/M - 3260 lm 2910 lm 80 10 50000 h 1224 mm 8764111253470
29 W I - - 80 3000 ü A20/M - 3160 lm 2830 lm 80 10 50000 h 1224 mm 8764111253370

Power LED - dimmable DALI 220-240 V 50/60 Hz
34 W I - - 80 4000 ü A20/M - 3800 lm 3390 lm 80 10 50000 h 1524 mm 8764111286470
34 W I - - 80 3000 ü A20/M - 3690 lm 3290 lm 80 10 50000 h 1524 mm 8764111286370
29 W I - - 80 4000 ü A20/M - 3260 lm 2910 lm 80 10 50000 h 1224 mm 8764111256470
29 W I - - 80 3000 ü A20/M - 3160 lm 2830 lm 80 10 50000 h 1224 mm 8764111256370
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SL787EB LED
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MICROPRISMATIC COVER OPAL COVER S/A

  3,5 kg

www.light-performer.com

INDOOR  |  OFFICE  |  CEILING RECESSED  |  SL787EB LED

Recessed LED indoor luminaire, comprising:
¬ Extruded aluminium profile housing, die-cast 

aluminium end caps, painted
The fitting is available with different light optics:
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Opal PMMA diffuser for optimal light diffusion and a 

high light uniformity
¬ Colour rendering index Ra > 80

¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Flexible choice of feed points
¬ Includes recessed mounting kit
¬ Interchangeable lighting inserts
¬ Special colour versions available upon request
¬ Continuous mounted version at 

www.light-performer.com
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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SL787EB LED MICROPRISMATIC COVER IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
43 W I ü - 80 4000 ü S/A 2 x 38°/44° 5850 lm 4100 lm 80 10 50000 h 1425 mm 8787561603410
43 W I ü - 80 3000 ü S/A 2 x 38°/44° 5680 lm 3980 lm 80 10 50000 h 1425 mm 8787561603310
34 W I ü - 80 4000 ü S/A 2 x 38°/44° 4680 lm 3280 lm 80 10 50000 h 1145 mm 8787561483410
34 W I ü - 80 3000 ü S/A 2 x 38°/44° 4540 lm 3180 lm 80 10 50000 h 1145 mm 8787561483310

Power LED - dimmable DALI 220-240 V 50/60 Hz
43 W I ü - 80 4000 ü S/A 2 x 38°/44° 5850 lm 4100 lm 80 10 50000 h 1425 mm 8787561606410
43 W I ü - 80 3000 ü S/A 2 x 38°/44° 5680 lm 3980 lm 80 10 50000 h 1425 mm 8787561606310
34 W I ü - 80 4000 ü S/A 2 x 38°/44° 4680 lm 3280 lm 80 10 50000 h 1145 mm 8787561486410
34 W I ü - 80 3000 ü S/A 2 x 38°/44° 4540 lm 3180 lm 80 10 50000 h 1145 mm 8787561486310

SL787EB LED OPAL COVER IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
43 W I ü - 80 4000 ü S/A 2 x 53°/54° 5850 lm 3860 lm 80 10 50000 h 1425 mm 8787591603410
43 W I ü - 80 3000 ü S/A 2 x 53°/54° 5680 lm 3740 lm 80 10 50000 h 1425 mm 8787591603310
34 W I ü - 80 4000 ü S/A 2 x 53°/54° 4680 lm 3090 lm 80 10 50000 h 1145 mm 8787591483410
34 W I ü - 80 3000 ü S/A 2 x 53°/54° 4540 lm 2990 lm 80 10 50000 h 1145 mm 8787591483310

Power LED - dimmable DALI 220-240 V 50/60 Hz
43 W I ü - 80 4000 ü S/A 2 x 53°/54° 5850 lm 3860 lm 80 10 50000 h 1425 mm 8787591606410
43 W I ü - 80 3000 ü S/A 2 x 53°/54° 5680 lm 3740 lm 80 10 50000 h 1425 mm 8787591606310
34 W I ü - 80 4000 ü S/A 2 x 53°/54° 4680 lm 3090 lm 80 10 50000 h 1145 mm 8787591486410
34 W I ü - 80 3000 ü S/A 2 x 53°/54° 4540 lm 2990 lm 80 10 50000 h 1145 mm 8787591486310
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SL789EB LED
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SL789EB 
LED

SL789EB 
FRAME LED

LOUVREMICROPRISMATIC COVER OPAL COVER S/A

  5 kg   5 kg

www.light-performer.com

INDOOR  |  OFFICE  |  CEILING RECESSED  |  SL789EB LED

LED ceiling mount indoor luminaire, comprising:
¬ Extruded aluminium profile housing, anodised (EV1) or 

powder coated, die-cast aluminium end caps, powder 
coated

The fitting is available with different light optics:
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Opal PMMA diffuser for optimal light diffusion and a 

high light uniformity
¬ Aluminium raster with mirror finish MIRO® (Al 99,98) 

with glossy vacuum coating
¬ Direct light distribution

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Dimmable via TouchDIM®
¬ Flexible choice of feed points
¬ Includes recessed mounting kit
¬ VDU application suitable acc. to EN 12464-1 (versions 

with louvre)
¬ Interchangeable lighting inserts
¬ Special colour versions available upon request
¬ Continuous mounted version at 

www.light-performer.com

  GR-EV1 / Anodised grey / Matt
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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SL789EB LED MICROPRISMATIC COVER IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 38°/43° 6820 lm 4680 lm 80 10 50000 h 1412 mm 8789161573470
53 W I ü - 80 3000 ü S/A 2 x 38°/43° 6620 lm 4540 lm 80 10 50000 h 1412 mm 8789161573370
42 W I ü - 80 4000 ü S/A 2 x 38°/43° 5460 lm 3740 lm 80 10 50000 h 1132 mm 8789161463470
42 W I ü - 80 3000 ü S/A 2 x 38°/43° 5290 lm 3630 lm 80 10 50000 h 1132 mm 8789161463370

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 38°/43° 6820 lm 4680 lm 80 10 50000 h 1412 mm 8789161576470
53 W I ü - 80 3000 ü S/A 2 x 38°/43° 6620 lm 4540 lm 80 10 50000 h 1412 mm 8789161576370
42 W I ü - 80 4000 ü S/A 2 x 38°/43° 5460 lm 3740 lm 80 10 50000 h 1132 mm 8789161466470
42 W I ü - 80 3000 ü S/A 2 x 38°/43° 5290 lm 3630 lm 80 10 50000 h 1132 mm 8789161466370

SL789EB LED LOUVRE IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
45 W I ü ü 80 4000 ü S/A 2 x 43°/45° 7730 lm 4170 lm 80 10 50000 h 1412 mm 8789181573470
45 W I ü ü 80 3000 ü S/A 2 x 43°/45° 7490 lm 4040 lm 80 10 50000 h 1412 mm 8789181573370
37 W I ü ü 80 4000 ü S/A 2 x 43°/45° 6180 lm 3330 lm 80 10 50000 h 1132 mm 8789181463470
37 W I ü ü 80 3000 ü S/A 2 x 43°/45° 5990 lm 3230 lm 80 10 50000 h 1132 mm 8789181463370

Power LED - dimmable DALI 220-240 V 50/60 Hz
45 W I ü ü 80 4000 ü S/A 2 x 43°/45° 7730 lm 4170 lm 80 10 50000 h 1412 mm 8789181576470
45 W I ü ü 80 3000 ü S/A 2 x 43°/45° 7490 lm 4040 lm 80 10 50000 h 1412 mm 8789181576370
37 W I ü ü 80 4000 ü S/A 2 x 43°/45° 6180 lm 3330 lm 80 10 50000 h 1132 mm 8789181466470
37 W I ü ü 80 3000 ü S/A 2 x 43°/45° 5990 lm 3230 lm 80 10 50000 h 1132 mm 8789181466370

SL789EB LED OPAL COVER IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 53°/54° 6820 lm 4540 lm 80 10 50000 h 1412 mm 8789191573470
53 W I ü - 80 3000 ü S/A 2 x 53°/54° 6620 lm 4400 lm 80 10 50000 h 1412 mm 8789191573370
42 W I ü - 80 4000 ü S/A 2 x 53°/54° 5460 lm 3630 lm 80 10 50000 h 1132 mm 8789191463470
42 W I ü - 80 3000 ü S/A 2 x 53°/54° 5290 lm 3520 lm 80 10 50000 h 1132 mm 8789191463370

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 53°/54° 6820 lm 4540 lm 80 10 50000 h 1412 mm 8789191576470
53 W I ü - 80 3000 ü S/A 2 x 53°/54° 6620 lm 4400 lm 80 10 50000 h 1412 mm 8789191576370
42 W I ü - 80 4000 ü S/A 2 x 53°/54° 5460 lm 3630 lm 80 10 50000 h 1132 mm 8789191466470
42 W I ü - 80 3000 ü S/A 2 x 53°/54° 5290 lm 3520 lm 80 10 50000 h 1132 mm 8789191466370

SL789EB FRAME LED MICROPRISMATIC COVER IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 38°/43° 6820 lm 4680 lm 80 10 50000 h 1426 mm 8789561573410
53 W I ü - 80 3000 ü S/A 2 x 38°/43° 6620 lm 4540 lm 80 10 50000 h 1426 mm 8789561573310
42 W I ü - 80 4000 ü S/A 2 x 38°/43° 5460 lm 3740 lm 80 10 50000 h 1146 mm 8789561463410
42 W I ü - 80 3000 ü S/A 2 x 38°/43° 5290 lm 3630 lm 80 10 50000 h 1146 mm 8789561463310

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 38°/43° 6820 lm 4680 lm 80 10 50000 h 1426 mm 8789561576410
53 W I ü - 80 3000 ü S/A 2 x 38°/43° 6620 lm 4540 lm 80 10 50000 h 1426 mm 8789561576310
42 W I ü - 80 4000 ü S/A 2 x 38°/43° 5460 lm 3740 lm 80 10 50000 h 1146 mm 8789561466410
42 W I ü - 80 3000 ü S/A 2 x 38°/43° 5290 lm 3630 lm 80 10 50000 h 1146 mm 8789561466310
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INDOOR  |  OFFICE  |  CEILING RECESSED  |  SL789EB LED

SL789EB FRAME LED LOUVRE IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
45 W I - ü 80 4000 ü S/A 2 x 43°/45° 7730 lm 4170 lm 80 10 50000 h 1426 mm 8789581573410
45 W I - ü 80 3000 ü S/A 2 x 43°/45° 7490 lm 4040 lm 80 10 50000 h 1426 mm 8789581573310
37 W I - ü 80 4000 ü S/A 2 x 43°/45° 6180 lm 3330 lm 80 10 50000 h 1146 mm 8789581463410
37 W I - ü 80 3000 ü S/A 2 x 43°/45° 5990 lm 3230 lm 80 10 50000 h 1146 mm 8789581463310

Power LED - dimmable DALI 220-240 V 50/60 Hz
45 W I - ü 80 4000 ü S/A 2 x 43°/45° 7730 lm 4170 lm 80 10 50000 h 1426 mm 8789581576410
45 W I - ü 80 3000 ü S/A 2 x 43°/45° 7490 lm 4040 lm 80 10 50000 h 1426 mm 8789581576310
37 W I - ü 80 4000 ü S/A 2 x 43°/45° 6180 lm 3330 lm 80 10 50000 h 1146 mm 8789581466410
37 W I - ü 80 3000 ü S/A 2 x 43°/45° 5990 lm 3230 lm 80 10 50000 h 1146 mm 8789581466310

SL789EB FRAME LED OPAL COVER IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 53°/54° 6820 lm 4540 lm 80 10 50000 h 1426 mm 8789591573410
53 W I ü - 80 3000 ü S/A 2 x 53°/54° 6620 lm 4400 lm 80 10 50000 h 1426 mm 8789591573310
42 W I ü - 80 4000 ü S/A 2 x 53°/54° 5460 lm 3630 lm 80 10 50000 h 1146 mm 8789591463410
42 W I ü - 80 3000 ü S/A 2 x 53°/54° 5290 lm 3520 lm 80 10 50000 h 1146 mm 8789591463310

Power LED - dimmable DALI 220-240 V 50/60 Hz
53 W I ü - 80 4000 ü S/A 2 x 53°/54° 6820 lm 4540 lm 80 10 50000 h 1426 mm 8789591576410
53 W I ü - 80 3000 ü S/A 2 x 53°/54° 6620 lm 4400 lm 80 10 50000 h 1426 mm 8789591576310
42 W I ü - 80 4000 ü S/A 2 x 53°/54° 5460 lm 3630 lm 80 10 50000 h 1146 mm 8789591466410
42 W I ü - 80 3000 ü S/A 2 x 53°/54° 5290 lm 3520 lm 80 10 50000 h 1146 mm 8789591466310
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SMALL LINE SL 
LENS 

LENS REFLECTOR

SMALL LINE SL 
LENS 

LENS REFLECTOR 
(with a sensor function)

REFLECTORLENS S/D

  10,7 kg   10,7 kg

LED free-standing luminaire for interior, including:
¬ Pole and light plate made of extruded aluminium 

profile, head piece made of die cast aluminium, sheet 
steel base, powder-coated

¬ Slender plates with open spaces give the luminaire a 
uniquely delicate design

¬ Practical U-shaped base enables luminaire to be 
positioned flexibly and flush to a writing desk

The fitting is available with different light optics:
¬ Gear tray with individual lenses of symmetrical 

distribution for optimum light diffusion
¬ Gear tray with high-shine multifaceted reflectors made 

of pure aluminium for maximum luminaire efficiency 

and neutral colour rendering
¬ Direct / indirect light distribution
¬ Direct and indirect portions individually dimmable 

using TouchDIM® (for version with sensor: direct 
and indirect portions dimmable in tandem using 
TouchDIM®)

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ VDU application suitable acc. to EN 12464-1
¬ Sensor device available with task oriented PIR detector 

and daylight control
¬ Special colour versions available upon request

  GR-RAL9006 / Grey RAL9006 / Textured
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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INDOOR  |  OFFICE  |  FREE STANDING   |  SMALL LINE SL

SMALL LINE SL LENS IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI with switch-key - 220-240 V 50/60 Hz
88 W I - ü 80 4000 ü S/D 2 x 42°/42° 13100 lm 8900 lm 80 10 50000 h 8726721885430
88 W I - ü 80 3000 ü S/D 2 x 42°/42° 12710 lm 8630 lm 80 10 50000 h 8726721885330
88 W I - ü 80 4000 ü S/D 2 x 42°/42° 13100 lm 8900 lm 80 10 50000 h 8726721885410
88 W I - ü 80 3000 ü S/D 2 x 42°/42° 12710 lm 8630 lm 80 10 50000 h 8726721885310
63 W I - ü 80 4000 ü S/D 2 x 37°/42° 9700 lm 6570 lm 80 10 50000 h 8726721595430
63 W I - ü 80 3000 ü S/D 2 x 37°/42° 9410 lm 6380 lm 80 10 50000 h 8726721595330
63 W I - ü 80 4000 ü S/D 2 x 37°/42° 9700 lm 6570 lm 80 10 50000 h 8726721595410
63 W I - ü 80 3000 ü S/D 2 x 37°/42° 9410 lm 6380 lm 80 10 50000 h 8726721595310

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
88 W I - ü 80 4000 ü S/D 2 x 42°/42° 13100 lm 8900 lm 80 10 50000 h 8726721888430
88 W I - ü 80 3000 ü S/D 2 x 42°/42° 12710 lm 8630 lm 80 10 50000 h 8726721888330
88 W I - ü 80 4000 ü S/D 2 x 42°/42° 13100 lm 8900 lm 80 10 50000 h 8726721888410
88 W I - ü 80 3000 ü S/D 2 x 42°/42° 12710 lm 8630 lm 80 10 50000 h 8726721888310
63 W I - ü 80 4000 ü S/D 2 x 37°/42° 9700 lm 6570 lm 80 10 50000 h 8726721598430
63 W I - ü 80 3000 ü S/D 2 x 37°/42° 9410 lm 6380 lm 80 10 50000 h 8726721598330
63 W I - ü 80 4000 ü S/D 2 x 37°/42° 9700 lm 6570 lm 80 10 50000 h 8726721598410
63 W I - ü 80 3000 ü S/D 2 x 37°/42° 9410 lm 6380 lm 80 10 50000 h 8726721598310

SMALL LINE SL REFLECTOR IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI with switch-key - 220-240 V 50/60 Hz
88 W I - ü 80 4000 ü S/D 2 x 42°/42° 13100 lm 9680 lm 80 10 50000 h 8726741885430
88 W I - ü 80 3000 ü S/D 2 x 42°/42° 12710 lm 9390 lm 80 10 50000 h 8726741885330
88 W I - ü 80 4000 ü S/D 2 x 42°/42° 13100 lm 9680 lm 80 10 50000 h 8726741885410
88 W I - ü 80 3000 ü S/D 2 x 42°/42° 12710 lm 9390 lm 80 10 50000 h 8726741885310
63 W I - ü 80 4000 ü S/D 2 x 42° 9700 lm 7150 lm 80 10 50000 h 8726741595430
63 W I - ü 80 3000 ü S/D 2 x 42° 9410 lm 6940 lm 80 10 50000 h 8726741595330
63 W I - ü 80 4000 ü S/D 2 x 42° 9700 lm 7150 lm 80 10 50000 h 8726741595410
63 W I - ü 80 3000 ü S/D 2 x 42° 9410 lm 6940 lm 80 10 50000 h 8726741595310

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
88 W I - ü 80 4000 ü S/D 2 x 42°/42° 13100 lm 9680 lm 80 10 50000 h 8726741888430
88 W I - ü 80 3000 ü S/D 2 x 42°/42° 12710 lm 9390 lm 80 10 50000 h 8726741888330
88 W I - ü 80 4000 ü S/D 2 x 42°/42° 13100 lm 9680 lm 80 10 50000 h 8726741888410
88 W I - ü 80 3000 ü S/D 2 x 42°/42° 12710 lm 9390 lm 80 10 50000 h 8726741888310
63 W I - ü 80 4000 ü S/D 2 x 42° 9700 lm 7150 lm 80 10 50000 h 8726741598430
63 W I - ü 80 3000 ü S/D 2 x 42° 9410 lm 6940 lm 80 10 50000 h 8726741598330
63 W I - ü 80 4000 ü S/D 2 x 42° 9700 lm 7150 lm 80 10 50000 h 8726741598410
63 W I - ü 80 3000 ü S/D 2 x 42° 9410 lm 6940 lm 80 10 50000 h 8726741598310
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SL713SL LED

       
 

13

20
42

449 726

430 450

MICROPRISMATIC COVER S/C

  18 kg

LED free-standing luminaire for interior, including:
¬ Luminaire head and tube made of aluminium profile, 

base made of sheet steel, powder-coated
¬ Angle of the lamp head adjustable using a set screw
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Direct / indirect light distribution
¬ LED Sidelight-Technology for a homogenous light 

distribution over the entire area of the cover

¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ VDU application suitable acc. to EN 12464-1
¬ Complete with flexible power cord with plug
¬ Sensor device available with task oriented PIR detector 

and daylight control
¬ 3000 K colour temperature version on demand
¬ Special colour versions available upon request

  GR-RAL9006 / Grey RAL9006 / Textured
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/C  -  82 W  -  4000 K  8713761745411

8118000257 8118000647

INDOOR  |  OFFICE  |  FREE STANDING   |  SL713SL LED

SL713SL LED MICROPRISMATIC COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI with switch-key - 220-240 V 50/60 Hz
82 W I - ü 80 4000 ü S/C 2x47° 12000 lm 9310 lm 80 10 50000 h 8713761745431
82 W I - ü 80 4000 ü S/C 2x47° 12000 lm 9310 lm 80 10 50000 h 8713761745411
63 W I - ü 80 4000 ü S/C 2x47° 9200 lm 7310 lm 80 10 50000 h 8713761565431
63 W I - ü 80 4000 ü S/C 2x47° 9200 lm 7310 lm 80 10 50000 h 8713761565411

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
82 W I - ü 80 4000 ü S/C 2x47° 12000 lm 9310 lm 80 10 50000 h 8713761748431
82 W I - ü 80 4000 ü S/C 2x47° 12000 lm 9310 lm 80 10 50000 h 8713761748411
63 W I - ü 80 4000 ü S/C 2x47° 9200 lm 7310 lm 80 10 50000 h 8713761568431
63 W I - ü 80 4000 ü S/C 2x47° 9200 lm 7310 lm 80 10 50000 h 8713761568411

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

SL713SL LED
Remote control "Master" for versions with a sensor function 8118000257

Remote control "User" for versions with a sensor function 8118000647
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SL720SL LED

       
   

20

20
42

430 705

430 450

28

20
44

430 1006 / 1035 *

500 450

21

20
64

869

229

735

430 450

43

MICROPRISMATIC COVER

SL720SL 
L LED MICROPRISMA 

L ECO LED MICROPRISMA 
L D+ LED MICROPRISMA

SL720SL 
XL LED MICROPRISMA 

* (with a sensor function) 

XL D+ LED MICROPRISMA 

SL720SL 
L TWIN LED MICROPRISMATIC COVER

S/D

  max 16 kg   max 17 kg   max 20 kg

LED free-standing luminaire for interior, including:
¬ Steel sheet head, extruded aluminium profile post, 

steel sheet base, powder painted
¬ Angle of the lamp head adjustable using a set screw
¬ Practical U-shaped base enables luminaire to be 

positioned flexibly and flush to a writing desk
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Direct / indirect light distribution
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Direct share of light dimmable; colour temperature 

4000K
¬ Direct and indirect portions simultaneously dimmable 

(versions in 4000 K with sensor)
¬ Complete with flexible power cord with plug
¬ VDU application suitable acc. to EN 12464-1
¬ Sensor device available with task oriented PIR detector 

and daylight control
¬ Light colour and brightness of indirect light share 

manually adjustable via Tunable White control
¬ Light colour and brightness of indirect light share 

automatically adjustable via HCL (Human Centric 
Lighting) for wholesome and performance-enhancing 
management of the biorhythm

¬ 3000 K colour temperature version on demand
¬ The XL version is suitable for simultaneous illumination 

of two workplaces
¬ D+ version: The direct light section is increased, 

dimmable, with colour temperature 4000K
¬ The TWIN version is suitable for simultaneous 

illumination of two workplaces
¬ TWIN version: switchable/dimmable direct and 

indirect light section
¬ TWIN version: individual lighting control system for 

individual luminaires available on request
¬ Special colour versions available upon request
¬ For the innovative lighting technology of these lights 

patent is applied for (No. 10201511701.2)

  GR-RAL9006 / Grey RAL9006 / Textured
  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

90°90°90°90°90°

S/D  -  114 W  -  4000 K  8720761115430

 

250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/D  -  82 W  -  4000 K  8720761745430

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

90°90°90°90°90°

S/D  -  166 W  -  4000 K  8720761165410

INDOOR  |  OFFICE  |  FREE STANDING   |  SL720SL LED

SL720SL L LED MICROPRISMA IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI with switch-key - 220-240 V 50/60 Hz

114 W I - ü 80 4000 ü S/D 2 x 43° 15500 lm 13660 lm 80 10 50000 h 8720761115430

114 W I - ü 80 4000 ü S/D 2 x 43° 15500 lm 13660 lm 80 10 50000 h 8720761115410

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz

114 W I - ü 80 4000 ü S/D 2 x 43° 15500 lm 13660 lm 80 10 50000 h 8720761118430

114 W I - ü 80 4000 ü S/D 2 x 43° 15500 lm 13660 lm 80 10 50000 h 8720761118410

TuneableWhite Power LED - dimmable DALI with switch-key - 220-240 V 50/60 Hz

85 W I - ü 80
2700 - 
6200

ü S/D 2 x 43° 11500 lm 10120 lm 80 10 50000 h 8720761775930

85 W I - ü 80
2700 - 
6200

ü S/D 2 x 43° 11500 lm 10120 lm 80 10 50000 h 8720761775910

TuneableWhite Power LED - Human Centric Lighting control - 220-240 V 50/60 Hz

85 W I - ü 80
2700 - 
6200

ü S/D 2 x 43° 11500 lm 10120 lm 80 10 50000 h 8720761779930

85 W I - ü 80
2700 - 
6200

ü S/D 2 x 43° 11500 lm 10120 lm 80 10 50000 h 8720761779910

TuneableWhite Power LED - daylight sensor and PIR detector + Human Centric Lighting control - 220-240 V 50/60 Hz

85 W I - ü 80
2700 - 
6200

ü S/D 2 x 43° 11500 lm 10120 lm 80 10 50000 h 8720761778930

85 W I - ü 80
2700 - 
6200

ü S/D 2 x 43° 11500 lm 10120 lm 80 10 50000 h 8720761778910

SL720SL XL LED MICROPRISMA IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI with switch-key - 220-240 V 50/60 Hz

166 W I - ü 80 4000 ü S/D 2 x 43° 22250 lm 19560 lm 80 10 50000 h 8720761165430

166 W I - ü 80 4000 ü S/D 2 x 43° 22250 lm 19560 lm 80 10 50000 h 8720761165410

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz

166 W I - ü 80 4000 ü S/D 2 x 43° 22250 lm 19560 lm 80 10 50000 h 8720761168430

166 W I - ü 80 4000 ü S/D 2 x 43° 22250 lm 19560 lm 80 10 50000 h 8720761168410

TuneableWhite Power LED - dimmable DALI with switch-key - 220-240 V 50/60 Hz

118 W I - ü 80
2700 - 
6200

ü S/D 2 x 43° 15800 lm 14300 lm 80 10 50000 h 8720761105930

118 W I - ü 80
2700 - 
6200

ü S/D 2 x 43° 15800 lm 14300 lm 80 10 50000 h 8720761105910

TuneableWhite Power LED - Human Centric Lighting control - 220-240 V 50/60 Hz

118 W I - ü 80
2700 - 
6200

ü S/D 2 x 43° 15800 lm 14300 lm 80 10 50000 h 8720761109930

118 W I - ü 80
2700 - 
6200

ü S/D 2 x 43° 15800 lm 14300 lm 80 10 50000 h 8720761109910

TuneableWhite Power LED - daylight sensor and PIR detector + Human Centric Lighting control - 220-240 V 50/60 Hz

118 W I - ü 80
2700 - 
6200

ü S/D 2 x 43° 15800 lm 14300 lm 80 10 50000 h 8720761108930

118 W I - ü 80
2700 - 
6200

ü S/D 2 x 43° 15800 lm 14300 lm 80 10 50000 h 8720761108910

SL720SL L ECO LED MICROPRISMA IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI with switch-key - 220-240 V 50/60 Hz

82 W I - ü 80 4000 ü S/D 2x44° 12400 lm 8940 lm 80 10 50000 h 8720761745430

82 W I - ü 80 4000 ü S/D 2x44° 12400 lm 8940 lm 80 10 50000 h 8720761745410

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz

82 W I - ü 80 4000 ü S/D 2x44° 12400 lm 8940 lm 80 10 50000 h 8720761748430

82 W I - ü 80 4000 ü S/D 2x44° 12400 lm 8940 lm 80 10 50000 h 8720761748410
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300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

90°90°90°90°90°

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

90°90°90°90°90°

S/D  -  140 W  -  4000 K  8720762708430

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

90°90°90°90°90°

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

90°90°90°90°90°

S/D  -  212 W  -  4000 K  8720761215410

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

90°90°90°90°90°

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

90°90°90°90°90°

S/D  -  132 W  -  4000 K  3101686

8118000257 8118000647

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

SL720SL LED
Remote control "Master" for versions with a sensor function 8118000257

Remote control "User" for versions with a sensor function 8118000647

SL720SL L TWIN LED MICROPRISMATIC COVER IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz

140 W I - ü 80 4000 ü S/D 2 x 43° 17000 lm 15010 lm 80 10 50000 h 8720762708430

140 W I - ü 80 4000 ü S/D 2 x 43° 17000 lm 15010 lm 80 10 50000 h 8720762708410

SL720SL L D+ LED MICROPRISMA IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI with switch-key - 220-240 V 50/60 Hz

132 W I - ü 80 4000 ü S/D 2 x 44°/44° 17400 lm 15590 lm 80 10 50000 h 3101687

132 W I - ü 80 4000 ü S/D 2 x 44°/44° 17400 lm 15590 lm 80 10 50000 h 3101686

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz

132 W I - ü 80 4000 ü S/D 2 x 44°/44° 17400 lm 15590 lm 80 10 50000 h 3101689

132 W I - ü 80 4000 ü S/D 2 x 44°/44° 17400 lm 15590 lm 80 10 50000 h 3101688

TuneableWhite Power LED - dimmable DALI with switch-key - 220-240 V 50/60 Hz

105 W I - ü 80
2700 - 
6200

ü S/D 2 x 44°/44° 13800 lm 11820 lm 80 10 50000 h 3101691

105 W I - ü 80
2700 - 
6200

ü S/D 2 x 44°/44° 13800 lm 11820 lm 80 10 50000 h 3101690

TuneableWhite Power LED - Human Centric Lighting control - 220-240 V 50/60 Hz

105 W I - ü 80
2700 - 
6200

ü S/D 2 x 44°/44° 13800 lm 11820 lm 80 10 50000 h 3101695

105 W I - ü 80
2700 - 
6200

ü S/D 2 x 44°/44° 13800 lm 11820 lm 80 10 50000 h 3101694

TuneableWhite Power LED - daylight sensor and PIR detector + Human Centric Lighting control - 220-240 V 50/60 Hz

105 W I - ü 80
2700 - 
6200

ü S/D 2 x 44°/44° 13800 lm 11820 lm 80 10 50000 h 3101693

105 W I - ü 80
2700 - 
6200

ü S/D 2 x 44°/44° 13800 lm 11820 lm 80 10 50000 h 3101692

SL720SL XL D+ LED MICROPRISMA IK05 0.70J xx3 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI with switch-key - 220-240 V 50/60 Hz

212 W I - ü 80 4000 ü S/D 2 x 44° 26750 lm 23520 lm 80 10 50000 h 8720761215430

212 W I - ü 80 4000 ü S/D 2 x 44° 26750 lm 23520 lm 80 10 50000 h 8720761215410

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz

212 W I - ü 80 4000 ü S/D 2 x 44° 26750 lm 23520 lm 80 10 50000 h 8720761218430

212 W I - ü 80 4000 ü S/D 2 x 44° 26750 lm 23520 lm 80 10 50000 h 8720761218410

TuneableWhite Power LED - dimmable DALI with switch-key - 220-240 V 50/60 Hz

169 W I - ü 80
2700 - 
6200

ü S/D 2 x 44° 19700 lm 17800 lm 80 10 50000 h 8720761175930

169 W I - ü 80
2700 - 
6200

ü S/D 2 x 44° 19700 lm 17800 lm 80 10 50000 h 8720761175910

TuneableWhite Power LED - Human Centric Lighting control - 220-240 V 50/60 Hz

169 W I - ü 80
2700 - 
6200

ü S/D 2 x 44° 19700 lm 17800 lm 80 10 50000 h 8720761179930

169 W I - ü 80
2700 - 
6200

ü S/D 2 x 44° 19700 lm 17800 lm 80 10 50000 h 8720761179910

TuneableWhite Power LED - daylight sensor and PIR detector + Human Centric Lighting control - 220-240 V 50/60 Hz

169 W I - ü 80
2700 - 
6200

ü S/D 2 x 44° 19700 lm 17800 lm 80 10 50000 h 8720761178930

169 W I - ü 80
2700 - 
6200

ü S/D 2 x 44° 19700 lm 17800 lm 80 10 50000 h 8720761178910

148



O
FF

IC
E

SL740SL LED

       
  

40

20
42

312 700

430 450

40

20
42

312 1010

430 450

MICROPRISMATIC COVER S/DS/C

SL740SL 
L LED MICROPRISMATIC COVER 

L ECO LED MICROPRISMATIC COVER 

SL740SL 
XL LED MICROPRISMATIC COVER 

  18 kg   18 kg

INDOOR  |  OFFICE  |  FREE STANDING   |  SL740SL LED

LED free-standing luminaire for interior, including:
¬ Steel sheet head, extruded aluminium profile post, 

steel sheet base, powder painted
¬ Micro-prismatic diffuser for efficient light diffusion, 

glare reduction and a high uniformity
¬ Direct / indirect light distribution
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM

¬ VDU application suitable acc. to EN 12464-1
¬ Complete with flexible power cord with plug
¬ Sensor device available with task oriented PIR detector 

and daylight control
¬ The XL version is suitable for simultaneous illumination 

of two workplaces
¬ Special colour versions available upon request   GR-RAL9006 / Grey RAL9006 / Textured

  WH-RAL9016 / White RAL9016 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

90°90°90°90°90°

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

90°90°90°90°90°

S/C  -  87 W  -  4000 K  8740761935431

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

90°90°90°90°90°

S/D  -  130 W  -  4000 K  8740761135431

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

90°90°90°90°90°

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

90°90°90°90°90°

S/C  -  65 W  -  4000 K  8740761605431

8118000257 8118000647

SL740SL L LED MICROPRISMATIC COVER IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI with switch-key - 220-240 V 50/60 Hz
87 W I ü ü 80 4000 ü S/C 2 x 39°/40° 13000 lm 10500 lm 80 10 50000 h 8740761935431
87 W I ü ü 80 4000 ü S/C 2 x 39°/40° 13000 lm 10500 lm 80 10 50000 h 8740761935411

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
87 W I ü ü 80 4000 ü S/C 2 x 39°/40° 13000 lm 10500 lm 80 10 50000 h 8740761938431
87 W I ü ü 80 4000 ü S/C 2 x 39°/40° 13000 lm 10500 lm 80 10 50000 h 8740761938411

SL740SL L ECO LED MICROPRISMATIC COVER IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI with switch-key - 220-240 V 50/60 Hz
65 W I ü ü 80 4000 ü S/C 2 x 39°/40° 9000 lm 7290 lm 80 10 50000 h 8740761605431
65 W I ü ü 80 4000 ü S/C 2 x 39°/40° 9000 lm 7290 lm 80 10 50000 h 8740761605411

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
65 W I ü ü 80 4000 ü S/C 2 x 39°/40° 9000 lm 7290 lm 80 10 50000 h 8740761608431
65 W I ü ü 80 4000 ü S/C 2 x 39°/40° 9000 lm 7290 lm 80 10 50000 h 8740761608411

SL740SL XL LED MICROPRISMATIC COVER IK07 2J xx5 - 650 °
WATTAGE CLASS DIN EN

124641 CRI KELVIN COS Φ
≥ 0,9 OPTIC OPTIC

BEAM
LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI with switch-key - 220-240 V 50/60 Hz
130 W I ü ü 80 4000 ü S/D 2 x 40°/40° 20000 lm 15990 lm 80 10 50000 h 8740761135431
130 W I ü ü 80 4000 ü S/D 2 x 40°/40° 20000 lm 15990 lm 80 10 50000 h 8740761135411

Power LED - daylight sensor and PIR detector - 220-240 V 50/60 Hz
130 W I ü ü 80 4000 ü S/D 2 x 40°/40° 20000 lm 15990 lm 80 10 50000 h 8740761138431
130 W I ü ü 80 4000 ü S/D 2 x 40°/40° 20000 lm 15990 lm 80 10 50000 h 8740761138411

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

SL740SL LED
Remote control "Master" for versions with a sensor function 8118000257

Remote control "User" for versions with a sensor function 8118000647
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ITV CITY | Wolfsburg | GERMANY
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ADIGEO SHOPPING CENTRE | Verona | ITALY

INDOOR | RETAIL

In the design of a shop, the lighting systems guide the customer and accompany them on their purchasing itinerary. The customer’s attention 

is therefore managed wisely. We work on a comprehensive project that embraces the different functional and exhibition areas of the shop.

The result is an intelligent lighting system that combines technology, colour rendition, energy efficiency, and flexibility.

INDOOR RETAIL LIGHTING
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RECESSED SPOTLIGHTS

RECESSED GIMBAL SYSTEM

TRACK LIGHTS

BATTEN

153

161 
NV414 LED

163 
NV417 LED

171 
AS425 LED

173 
AS427 LED

154 
EB431 LED

154 
EB432 LED

154 
EB433 LED

154 
EB434 LED

154 
EB435 LED

165 
NV450 LED

166 
KA40EB LED

166 
KA40EB LED

166 
KA40EB LED

168 
KA42EB LED

168 
KA42EB LED

168 
KA42EB LED

209 
MINI LED RD

199 
MINI LED FL

175 
AS150

176 
AS270

177 
AS615

183 
OTR TRACKS RAILS

181 
AS448 LED

179 
AS442 LED



EB431-435 LED

       
 

ø 85

65

ø 75

ø 162

13
8

ø 150

ø 112

88

ø 100

ø 188

16
5

ø 175

ø 138

11
1

ø 125

EB431 LED 

EB434 LED 

EB432 LED 

EB435 LED 

EB433 LED 

C/I C/M C/MWC/IW

Recessed LED luminaire for indoors, consisting of:
¬ Die-cast aluminium spotlight body and ring, powder-

coated
¬ Reflector can be swivelled horizontally inwards and 

outwards thanks to the unique swivel mechanism
¬ Adjustable about 60° (from -15° up to 45°, rotatable 

about 355°
¬ High-brilliance spherical faceted reflector for 

maximum lamp performance and neutral colour 
rendering

¬ Reflector in Spot, Medium, Flood or Wide flood design
¬ Colour tolerance according to MacAdam ≤ 3 SDCM

¬ Colour rendering index Ra > 80
¬ Quick installation without tools
¬ Complete with electric converter
¬ Anchor springs
¬ Complete with clear safety glass pane

q  BK-RAL9005 / Black RAL9005 / Textured
  WH-RAL9010 / White RAL9010 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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  75 mm   0,3 kg

  150 mm   0,8 kg

  100 mm   0,3 kg

  175 mm   1,2 kg

  125 mm   0,5 kg
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INDOOR  |  RETAIL  |  RECESSED SPOTLIGHTS  |  EB431-435 LED

EB431 LED SPOT REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
9 W II - 80 4000 ü C/I 2 x 9° 1120 lm 910 lm 80 10 36000 h q 8431154073480
9 W II - 80 3000 ü C/I 2 x 9° 1070 lm 870 lm 80 10 36000 h q 8431154073380
9 W II - 80 4000 ü C/I 2 x 9° 1120 lm 910 lm 80 10 36000 h 8431154073410
9 W II - 80 3000 ü C/I 2 x 9° 1070 lm 870 lm 80 10 36000 h 8431154073310

Power LED - dimmable DALI 220-240 V 50/60 Hz
9 W II - 80 4000 ü C/I 2 x 9° 1120 lm 910 lm 80 10 36000 h q 8431154076480
9 W II - 80 3000 ü C/I 2 x 9° 1070 lm 870 lm 80 10 36000 h q 8431154076380
9 W II - 80 4000 ü C/I 2 x 9° 1120 lm 910 lm 80 10 36000 h 8431154076410
9 W II - 80 3000 ü C/I 2 x 9° 1070 lm 870 lm 80 10 36000 h 8431154076310

EB431 LED MEDIUM REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
9 W II - 80 4000 ü C/M 2 x 12° 1120 lm 890 lm 80 10 36000 h q 8431164073480
9 W II - 80 3000 ü C/M 2 x 12° 1070 lm 870 lm 80 10 36000 h q 8431164073380
9 W II - 80 4000 ü C/M 2 x 12° 1120 lm 890 lm 80 10 36000 h 8431164073410
9 W II - 80 3000 ü C/M 2 x 12° 1070 lm 870 lm 80 10 36000 h 8431164073310

Power LED - dimmable DALI 220-240 V 50/60 Hz
9 W II - 80 4000 ü C/M 2 x 12° 1120 lm 890 lm 80 10 36000 h q 8431164076480
9 W II - 80 3000 ü C/M 2 x 12° 1070 lm 870 lm 80 10 36000 h q 8431164076380
9 W II - 80 4000 ü C/M 2 x 12° 1120 lm 890 lm 80 10 36000 h 8431164076410
9 W II - 80 3000 ü C/M 2 x 12° 1070 lm 870 lm 80 10 36000 h 8431164076310

EB431 LED FLOOD REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
9 W II - 80 4000 ü C/IW 2 x 26° 1120 lm 930 lm 80 10 36000 h q 8431174073480
9 W II - 80 3000 ü C/IW 2 x 25° 1070 lm 880 lm 80 10 36000 h q 8431174073380
9 W II - 80 4000 ü C/IW 2 x 26° 1120 lm 930 lm 80 10 36000 h 8431174073410
9 W II - 80 3000 ü C/IW 2 x 25° 1070 lm 880 lm 80 10 36000 h 8431174073310

Power LED - dimmable DALI 220-240 V 50/60 Hz
9 W II - 80 4000 ü C/IW 2 x 26° 1120 lm 930 lm 80 10 36000 h q 8431174076480
9 W II - 80 3000 ü C/IW 2 x 25° 1070 lm 880 lm 80 10 36000 h q 8431174076380
9 W II - 80 4000 ü C/IW 2 x 26° 1120 lm 930 lm 80 10 36000 h 8431174076410
9 W II - 80 3000 ü C/IW 2 x 25° 1070 lm 880 lm 80 10 36000 h 8431174076310
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EB432 LED SPOT REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
14 W II - 80 4000 ü C/I 2 x 9° 1520 lm 1380 lm 80 10 36000 h q 8432154133480
14 W II - 80 3000 ü C/I 2 x 9° 1460 lm 1290 lm 80 10 36000 h q 8432154133380
14 W II - 80 4000 ü C/I 2 x 9° 1520 lm 1380 lm 80 10 36000 h 8432154133410
14 W II - 80 3000 ü C/I 2 x 9° 1460 lm 1290 lm 80 10 36000 h 8432154133310

Power LED - dimmable DALI 220-240 V 50/60 Hz
14 W II - 80 4000 ü C/I 2 x 9° 1520 lm 1380 lm 80 10 36000 h q 8432154136480
14 W II - 80 3000 ü C/I 2 x 9° 1460 lm 1290 lm 80 10 36000 h q 8432154136380
14 W II - 80 4000 ü C/I 2 x 9° 1520 lm 1380 lm 80 10 36000 h 8432154136410
14 W II - 80 3000 ü C/I 2 x 9° 1460 lm 1290 lm 80 10 36000 h 8432154136310

EB432 LED MEDIUM REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
14 W II - 80 4000 ü C/M 2 x 11° 1520 lm 1370 lm 80 10 36000 h q 8432164133480
14 W II - 80 3000 ü C/M 2 x 11° 1460 lm 1280 lm 80 10 36000 h q 8432164133380
14 W II - 80 4000 ü C/M 2 x 11° 1520 lm 1370 lm 80 10 36000 h 8432164133410
14 W II - 80 3000 ü C/M 2 x 11° 1460 lm 1280 lm 80 10 36000 h 8432164133310

Power LED - dimmable DALI 220-240 V 50/60 Hz
14 W II - 80 4000 ü C/M 2 x 11° 1520 lm 1370 lm 80 10 36000 h q 8432164136480
14 W II - 80 3000 ü C/M 2 x 11° 1460 lm 1280 lm 80 10 36000 h q 8432164136380
14 W II - 80 4000 ü C/M 2 x 11° 1520 lm 1370 lm 80 10 36000 h 8432164136410
14 W II - 80 3000 ü C/M 2 x 11° 1460 lm 1280 lm 80 10 36000 h 8432164136310

EB432 LED FLOOD REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
14 W II - 80 4000 ü C/IW 2 x 26° 1520 lm 1390 lm 80 10 36000 h q 8432174133480
14 W II - 80 3000 ü C/IW 2 x 26° 1460 lm 1300 lm 80 10 36000 h q 8432174133380
14 W II - 80 4000 ü C/IW 2 x 26° 1520 lm 1390 lm 80 10 36000 h 8432174133410
14 W II - 80 3000 ü C/IW 2 x 26° 1460 lm 1300 lm 80 10 36000 h 8432174133310

Power LED - dimmable DALI 220-240 V 50/60 Hz
14 W II - 80 4000 ü C/IW 2 x 26° 1520 lm 1390 lm 80 10 36000 h q 8432174136480
14 W II - 80 3000 ü C/IW 2 x 26° 1460 lm 1300 lm 80 10 36000 h q 8432174136380
14 W II - 80 4000 ü C/IW 2 x 26° 1520 lm 1390 lm 80 10 36000 h 8432174136410
14 W II - 80 3000 ü C/IW 2 x 26° 1460 lm 1300 lm 80 10 36000 h 8432174136310
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INDOOR  |  RETAIL  |  RECESSED SPOTLIGHTS  |  EB431-435 LED

EB433 LED SPOT REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
20 W II - 80 4000 ü C/I 2 x 10° 2890 lm 2040 lm 80 10 60000 h q 8433154193484
20 W II - 80 3000 ü C/I 2 x 10° 2580 lm 1960 lm 80 10 60000 h q 8433154193384
20 W II - 80 4000 ü C/I 2 x 10° 2890 lm 2040 lm 80 10 60000 h 8433154193414
20 W II - 80 3000 ü C/I 2 x 10° 2580 lm 1960 lm 80 10 60000 h 8433154193314

Power LED - dimmable DALI 220-240 V 50/60 Hz
20 W II - 80 4000 ü C/I 2 x 10° 2890 lm 2040 lm 80 10 60000 h q 8433154196484
20 W II - 80 3000 ü C/I 2 x 10° 2580 lm 1960 lm 80 10 60000 h q 8433154196384
20 W II - 80 4000 ü C/I 2 x 10° 2890 lm 2040 lm 80 10 60000 h 8433154196414
20 W II - 80 3000 ü C/I 2 x 10° 2580 lm 1960 lm 80 10 60000 h 8433154196314

EB433 LED MEDIUM REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
20 W II - 80 4000 ü C/M 2 x 11° 2890 lm 2120 lm 80 10 60000 h q 8433164193484
20 W II - 80 3000 ü C/M 2 x 11° 2580 lm 2040 lm 80 10 60000 h q 8433164193384
20 W II - 80 4000 ü C/M 2 x 11° 2890 lm 2120 lm 80 10 60000 h 8433164193414
20 W II - 80 3000 ü C/M 2 x 11° 2580 lm 2040 lm 80 10 60000 h 8433164193314

Power LED - dimmable DALI 220-240 V 50/60 Hz
20 W II - 80 4000 ü C/M 2 x 11° 2890 lm 2120 lm 80 10 60000 h q 8433164196484
20 W II - 80 3000 ü C/M 2 x 11° 2580 lm 2040 lm 80 10 60000 h q 8433164196384
20 W II - 80 4000 ü C/M 2 x 11° 2890 lm 2120 lm 80 10 60000 h 8433164196414
20 W II - 80 3000 ü C/M 2 x 11° 2580 lm 2040 lm 80 10 60000 h 8433164196314

EB433 LED FLOOD REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
20 W II - 80 4000 ü C/IW 2 x 23° 2890 lm 2150 lm 80 10 60000 h q 8433174193484
20 W II - 80 3000 ü C/IW 2 x 23° 2580 lm 2070 lm 80 10 60000 h q 8433174193384
20 W II - 80 4000 ü C/IW 2 x 23° 2890 lm 2150 lm 80 10 60000 h 8433174193414
20 W II - 80 3000 ü C/IW 2 x 23° 2580 lm 2070 lm 80 10 60000 h 8433174193314

Power LED - dimmable DALI 220-240 V 50/60 Hz
20 W II - 80 4000 ü C/IW 2 x 23° 2890 lm 2150 lm 80 10 60000 h q 8433174196484
20 W II - 80 3000 ü C/IW 2 x 23° 2580 lm 2070 lm 80 10 60000 h q 8433174196384
20 W II - 80 4000 ü C/IW 2 x 23° 2890 lm 2150 lm 80 10 60000 h 8433174196414
20 W II - 80 3000 ü C/IW 2 x 23° 2580 lm 2070 lm 80 10 60000 h 8433174196314

EB433 LED WIDE FLOOD REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
20 W II - 80 4000 ü C/MW 2 x 34° 2890 lm 2120 lm 80 10 60000 h q 8433184193484
20 W II - 80 3000 ü C/MW 2 x 34° 2580 lm 2040 lm 80 10 60000 h q 8433184193384
20 W II - 80 4000 ü C/MW 2 x 34° 2890 lm 2120 lm 80 10 60000 h 8433184193414
20 W II - 80 3000 ü C/MW 2 x 34° 2580 lm 2040 lm 80 10 60000 h 8433184193314

Power LED - dimmable DALI 220-240 V 50/60 Hz
20 W II - 80 4000 ü C/MW 2 x 34° 2890 lm 2120 lm 80 10 60000 h q 8433184196484
20 W II - 80 3000 ü C/MW 2 x 34° 2580 lm 2040 lm 80 10 60000 h q 8433184196384
20 W II - 80 4000 ü C/MW 2 x 34° 2890 lm 2120 lm 80 10 60000 h 8433184196414
20 W II - 80 3000 ü C/MW 2 x 34° 2580 lm 2040 lm 80 10 60000 h 8433184196314
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EB434 LED SPOT REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
27 W II - 80 4000 ü C/I 2 x 8° 3520 lm 2720 lm 80 10 60000 h q 8434154253480
27 W II - 80 3000 ü C/I 2 x 8° 3460 lm 2610 lm 80 10 60000 h q 8434154253380
27 W II - 80 4000 ü C/I 2 x 8° 3520 lm 2720 lm 80 10 60000 h 8434154253410
27 W II - 80 3000 ü C/I 2 x 8° 3460 lm 2610 lm 80 10 60000 h 8434154253310

Power LED - dimmable DALI 220-240 V 50/60 Hz
27 W II - 80 4000 ü C/I 2 x 8° 3520 lm 2720 lm 80 10 60000 h q 8434154256480
27 W II - 80 3000 ü C/I 2 x 8° 3460 lm 2610 lm 80 10 60000 h q 8434154256380
27 W II - 80 4000 ü C/I 2 x 8° 3520 lm 2720 lm 80 10 60000 h 8434154256410
27 W II - 80 3000 ü C/I 2 x 8° 3460 lm 2610 lm 80 10 60000 h 8434154256310

EB434 LED MEDIUM REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
27 W II - 80 4000 ü C/M 2 x 11° 3520 lm 2830 lm 80 10 60000 h q 8434164253480
27 W II - 80 3000 ü C/M 2 x 11° 3460 lm 2710 lm 80 10 60000 h q 8434164253380
27 W II - 80 4000 ü C/M 2 x 11° 3520 lm 2830 lm 80 10 60000 h 8434164253410
27 W II - 80 3000 ü C/M 2 x 11° 3460 lm 2710 lm 80 10 60000 h 8434164253310

Power LED - dimmable DALI 220-240 V 50/60 Hz
27 W II - 80 4000 ü C/M 2 x 11° 3520 lm 2830 lm 80 10 60000 h q 8434164256480
27 W II - 80 3000 ü C/M 2 x 11° 3460 lm 2710 lm 80 10 60000 h q 8434164256380
27 W II - 80 4000 ü C/M 2 x 11° 3520 lm 2830 lm 80 10 60000 h 8434164256410
27 W II - 80 3000 ü C/M 2 x 11° 3460 lm 2710 lm 80 10 60000 h 8434164256310

EB434 LED FLOOD REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
27 W II - 80 4000 ü C/IW 2 x 23° 3520 lm 2870 lm 80 10 60000 h q 8434174253480
27 W II - 80 3000 ü C/IW 2 x 23° 3460 lm 2760 lm 80 10 60000 h q 8434174253380
27 W II - 80 4000 ü C/IW 2 x 23° 3520 lm 2870 lm 80 10 60000 h 8434174253410
27 W II - 80 3000 ü C/IW 2 x 23° 3460 lm 2760 lm 80 10 60000 h 8434174253310

Power LED - dimmable DALI 220-240 V 50/60 Hz
27 W II - 80 4000 ü C/IW 2 x 23° 3520 lm 2870 lm 80 10 60000 h q 8434174256480
27 W II - 80 3000 ü C/IW 2 x 23° 3460 lm 2760 lm 80 10 60000 h q 8434174256380
27 W II - 80 4000 ü C/IW 2 x 23° 3520 lm 2870 lm 80 10 60000 h 8434174256410
27 W II - 80 3000 ü C/IW 2 x 23° 3460 lm 2760 lm 80 10 60000 h 8434174256310

EB434 LED WIDE FLOOD REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
27 W II - 80 4000 ü C/MW 2 x 34° 3520 lm 2830 lm 80 10 60000 h q 8434184253480
27 W II - 80 3000 ü C/MW 2 x 34° 3460 lm 2720 lm 80 10 60000 h q 8434184253380
27 W II - 80 4000 ü C/MW 2 x 34° 3520 lm 2830 lm 80 10 60000 h 8434184253410
27 W II - 80 3000 ü C/MW 2 x 34° 3460 lm 2720 lm 80 10 60000 h 8434184253310

Power LED - dimmable DALI 220-240 V 50/60 Hz
27 W II - 80 4000 ü C/MW 2 x 34° 3520 lm 2830 lm 80 10 60000 h q 8434184256480
27 W II - 80 3000 ü C/MW 2 x 34° 3460 lm 2720 lm 80 10 60000 h q 8434184256380
27 W II - 80 4000 ü C/MW 2 x 34° 3520 lm 2830 lm 80 10 60000 h 8434184256410
27 W II - 80 3000 ü C/MW 2 x 34° 3460 lm 2720 lm 80 10 60000 h 8434184256310
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INDOOR  |  RETAIL  |  RECESSED SPOTLIGHTS  |  EB431-435 LED

EB435 LED SPOT REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W II - 80 4000 ü C/I 2 x 6° 5190 lm 4290 lm 80 10 60000 h q 8435154453480
40 W II - 80 3000 ü C/I 2 x 6° 5070 lm 4120 lm 80 10 60000 h q 8435154453380
40 W II - 80 4000 ü C/I 2 x 6° 5190 lm 4290 lm 80 10 60000 h 8435154453410
40 W II - 80 3000 ü C/I 2 x 6° 5070 lm 4120 lm 80 10 60000 h 8435154453310
35 W II - 80 4000 ü C/I 2 x 6° 4400 lm 3560 lm 80 10 60000 h q 8435154323480
35 W II - 80 3000 ü C/I 2 x 6° 4280 lm 3420 lm 80 10 60000 h q 8435154323380
35 W II - 80 4000 ü C/I 2 x 6° 4400 lm 3560 lm 80 10 60000 h 8435154323410
35 W II - 80 3000 ü C/I 2 x 6° 4280 lm 3420 lm 80 10 60000 h 8435154323310

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W II - 80 4000 ü C/I 2 x 6° 5190 lm 4290 lm 80 10 60000 h q 8435154456480
40 W II - 80 3000 ü C/I 2 x 6° 5070 lm 4120 lm 80 10 60000 h q 8435154456380
40 W II - 80 4000 ü C/I 2 x 6° 5190 lm 4290 lm 80 10 60000 h 8435154456410
40 W II - 80 3000 ü C/I 2 x 6° 5070 lm 4120 lm 80 10 60000 h 8435154456310
35 W II - 80 4000 ü C/I 2 x 6° 4400 lm 3560 lm 80 10 60000 h q 8435154326480
35 W II - 80 3000 ü C/I 2 x 6° 4280 lm 3420 lm 80 10 60000 h q 8435154326380
35 W II - 80 4000 ü C/I 2 x 6° 4400 lm 3560 lm 80 10 60000 h 8435154326410
35 W II - 80 3000 ü C/I 2 x 6° 4280 lm 3420 lm 80 10 60000 h 8435154326310

EB435 LED MEDIUM REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W II - 80 4000 ü C/M 2 x 11° 5190 lm 4300 lm 80 10 60000 h q 8435164453480
40 W II - 80 3000 ü C/M 2 x 11° 5070 lm 4130 lm 80 10 60000 h q 8435164453380
40 W II - 80 4000 ü C/M 2 x 11° 5190 lm 4300 lm 80 10 60000 h 8435164453410
40 W II - 80 3000 ü C/M 2 x 11° 5070 lm 4130 lm 80 10 60000 h 8435164453310
35 W II - 80 4000 ü C/M 2 x 11° 4400 lm 3570 lm 80 10 60000 h q 8435164323480
35 W II - 80 3000 ü C/M 2 x 11° 4280 lm 3430 lm 80 10 60000 h q 8435164323380
35 W II - 80 4000 ü C/M 2 x 11° 4400 lm 3570 lm 80 10 60000 h 8435164323410
35 W II - 80 3000 ü C/M 2 x 11° 4280 lm 3430 lm 80 10 60000 h 8435164323310

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W II - 80 4000 ü C/M 2 x 11° 5190 lm 4300 lm 80 10 60000 h q 8435164456480
40 W II - 80 3000 ü C/M 2 x 11° 5070 lm 4130 lm 80 10 60000 h q 8435164456380
40 W II - 80 4000 ü C/M 2 x 11° 5190 lm 4300 lm 80 10 60000 h 8435164456410
40 W II - 80 3000 ü C/M 2 x 11° 5070 lm 4130 lm 80 10 60000 h 8435164456310
35 W II - 80 4000 ü C/M 2 x 11° 4400 lm 3570 lm 80 10 60000 h q 8435164326480
35 W II - 80 3000 ü C/M 2 x 11° 4280 lm 3430 lm 80 10 60000 h q 8435164326380
35 W II - 80 4000 ü C/M 2 x 11° 4400 lm 3570 lm 80 10 60000 h 8435164326410
35 W II - 80 3000 ü C/M 2 x 11° 4280 lm 3430 lm 80 10 60000 h 8435164326310

EB435 LED FLOOD REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W II - 80 4000 ü C/IW 2 x 23° 5190 lm 4330 lm 80 10 60000 h q 8435174453480
40 W II - 80 3000 ü C/IW 2 x 23° 5070 lm 4160 lm 80 10 60000 h q 8435174453380
40 W II - 80 4000 ü C/IW 2 x 23° 5190 lm 4330 lm 80 10 60000 h 8435174453410
40 W II - 80 3000 ü C/IW 2 x 23° 5070 lm 4160 lm 80 10 60000 h 8435174453310
35 W II - 80 4000 ü C/IW 2 x 23° 4400 lm 3600 lm 80 10 60000 h q 8435174323480
35 W II - 80 3000 ü C/IW 2 x 23° 4280 lm 3450 lm 80 10 60000 h q 8435174323380
35 W II - 80 4000 ü C/IW 2 x 23° 4400 lm 3600 lm 80 10 60000 h 8435174323410
35 W II - 80 3000 ü C/IW 2 x 23° 4280 lm 3450 lm 80 10 60000 h 8435174323310

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W II - 80 4000 ü C/IW 2 x 23° 5190 lm 4330 lm 80 10 60000 h q 8435174456480
40 W II - 80 3000 ü C/IW 2 x 23° 5070 lm 4160 lm 80 10 60000 h q 8435174456380
40 W II - 80 4000 ü C/IW 2 x 23° 5190 lm 4330 lm 80 10 60000 h 8435174456410
40 W II - 80 3000 ü C/IW 2 x 23° 5070 lm 4160 lm 80 10 60000 h 8435174456310
35 W II - 80 4000 ü C/IW 2 x 23° 4400 lm 3600 lm 80 10 60000 h q 8435174326480
35 W II - 80 3000 ü C/IW 2 x 23° 4280 lm 3450 lm 80 10 60000 h q 8435174326380
35 W II - 80 4000 ü C/IW 2 x 23° 4400 lm 3600 lm 80 10 60000 h 8435174326410
35 W II - 80 3000 ü C/IW 2 x 23° 4280 lm 3450 lm 80 10 60000 h 8435174326310
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OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

EB432
Food glass filter for meat products 8432961

Food glass filter for bakery products 8432962

Food glass filters for fruits and cheese 8432963

Food glass filter for vegetables 8432964

Food glass filter for fish products 8432965

EB433 + EB434
Food glass filter for meat products 8433961

Food glass filter for bakery products 8433962

Food glass filters for fruits and cheese 8433963

Food glass filter for vegetables 8433964

Food glass filter for fish products 8433965

Frosted safety glass pane 8414900

EB435
Food glass filter for meat products 8435961

Food glass filter for bakery products 8435962

Food glass filters for fruits and cheese 8435963

Food glass filter for vegetables 8435964

Food glass filter for fish products 8435965

Frosted safety glass pane 8417900

EB435 LED WIDE FLOOD REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W II - 80 4000 ü C/MW 2 x 34° 5190 lm 4290 lm 80 10 60000 h q 8435184453480
40 W II - 80 3000 ü C/MW 2 x 34° 5070 lm 4120 lm 80 10 60000 h q 8435184453380
40 W II - 80 4000 ü C/MW 2 x 34° 5190 lm 4290 lm 80 10 60000 h 8435184453410
40 W II - 80 3000 ü C/MW 2 x 34° 5070 lm 4120 lm 80 10 60000 h 8435184453310
35 W II - 80 4000 ü C/MW 2 x 34° 4400 lm 3570 lm 80 10 60000 h q 8435184323480
35 W II - 80 3000 ü C/MW 2 x 34° 4280 lm 3430 lm 80 10 60000 h q 8435184323380
35 W II - 80 4000 ü C/MW 2 x 34° 4400 lm 3570 lm 80 10 60000 h 8435184323410
35 W II - 80 3000 ü C/MW 2 x 34° 4280 lm 3430 lm 80 10 60000 h 8435184323310

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W II - 80 4000 ü C/MW 2 x 34° 5190 lm 4290 lm 80 10 60000 h q 8435184456480
40 W II - 80 3000 ü C/MW 2 x 34° 5070 lm 4120 lm 80 10 60000 h q 8435184456380
40 W II - 80 4000 ü C/MW 2 x 34° 5190 lm 4290 lm 80 10 60000 h 8435184456410
40 W II - 80 3000 ü C/MW 2 x 34° 5070 lm 4120 lm 80 10 60000 h 8435184456310
35 W II - 80 4000 ü C/MW 2 x 34° 4400 lm 3570 lm 80 10 60000 h q 8435184326480
35 W II - 80 3000 ü C/MW 2 x 34° 4280 lm 3430 lm 80 10 60000 h q 8435184326380
35 W II - 80 4000 ü C/MW 2 x 34° 4400 lm 3570 lm 80 10 60000 h 8435184326410
35 W II - 80 3000 ü C/MW 2 x 34° 4280 lm 3430 lm 80 10 60000 h 8435184326310
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INDOOR  |  RETAIL  |  RECESSED SPOTLIGHTS  |  NV414 LED

Recessed LED luminaire for indoors, consisting of:
¬ Die-cast aluminium housing, powder-coated
¬ High-brilliance spherical faceted reflector for 

maximum lamp performance and neutral colour 
rendering

¬ Reflector in Spot, Medium or Wide flood design
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Rated LED service life of 50,000 hrs before luminance 

drops to 80 % (L80B10 50.000h)
¬ Colour rendering index Ra > 80
¬ Quick installation without tools
¬ Complete with electric converter
¬ Anchor springs
¬ Complete with clear safety glass pane

q  BK-RAL9005 / Black RAL9005 / Textured
  WH-RAL9010 / White RAL9010 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

NV414 LED SPOT REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
27 W II - 80 4000 ü C/I 2 x 8° 3520 lm 2890 lm 80 10 60000 h q 8414151253480
27 W II - 80 3000 ü C/I 2 x 8° 3460 lm 2770 lm 80 10 60000 h q 8414151253380
27 W II - 80 4000 ü C/I 2 x 8° 3520 lm 2890 lm 80 10 60000 h 8414151253410
27 W II - 80 3000 ü C/I 2 x 8° 3460 lm 2770 lm 80 10 60000 h 8414151253310
20 W II - 80 4000 ü C/I 2 x 5° 2040 lm 1880 lm 80 10 60000 h q 8414151183480
20 W II - 80 3000 ü C/I 2 x 5° 1960 lm 1750 lm 80 10 60000 h q 8414151183380
20 W II - 80 4000 ü C/I 2 x 5° 2040 lm 1880 lm 80 10 60000 h 8414151183410
20 W II - 80 3000 ü C/I 2 x 5° 1960 lm 1750 lm 80 10 60000 h 8414151183310

Power LED - dimmable DALI 220-240 V 50/60 Hz
27 W II - 80 4000 ü C/I 2 x 8° 3520 lm 2890 lm 80 10 60000 h q 8414151256480
27 W II - 80 3000 ü C/I 2 x 8° 3460 lm 2770 lm 80 10 60000 h q 8414151256380
27 W II - 80 4000 ü C/I 2 x 8° 3520 lm 2890 lm 80 10 60000 h 8414151256410
27 W II - 80 3000 ü C/I 2 x 8° 3460 lm 2770 lm 80 10 60000 h 8414151256310
20 W II - 80 4000 ü C/I 2 x 5° 2040 lm 1880 lm 80 10 60000 h q 8414151186480
20 W II - 80 3000 ü C/I 2 x 5° 1960 lm 1750 lm 80 10 60000 h q 8414151186380
20 W II - 80 4000 ü C/I 2 x 5° 2040 lm 1880 lm 80 10 60000 h 8414151186410
20 W II - 80 3000 ü C/I 2 x 5° 1960 lm 1750 lm 80 10 60000 h 8414151186310
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NV414 LED MEDIUM REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
27 W II - 80 4000 ü C/M 2 x 15° 3520 lm 2860 lm 80 10 60000 h q 8414161253480
27 W II - 80 3000 ü C/M 2 x 15° 3460 lm 2740 lm 80 10 60000 h q 8414161253380
27 W II - 80 4000 ü C/M 2 x 15° 3520 lm 2860 lm 80 10 60000 h 8414161253410
27 W II - 80 3000 ü C/M 2 x 15° 3460 lm 2740 lm 80 10 60000 h 8414161253310
20 W II - 80 4000 ü C/M 2 x 14° 2040 lm 1870 lm 80 10 60000 h q 8414161183480
20 W II - 80 3000 ü C/M 2 x 14° 1960 lm 1740 lm 80 10 60000 h q 8414161183380
20 W II - 80 4000 ü C/M 2 x 14° 2040 lm 1870 lm 80 10 60000 h 8414161183410
20 W II - 80 3000 ü C/M 2 x 14° 1960 lm 1740 lm 80 10 60000 h 8414161183310

Power LED - dimmable DALI 220-240 V 50/60 Hz
27 W II - 80 4000 ü C/M 2 x 15° 3520 lm 2860 lm 80 10 60000 h q 8414161256480
27 W II - 80 3000 ü C/M 2 x 15° 3460 lm 2740 lm 80 10 60000 h q 8414161256380
27 W II - 80 4000 ü C/M 2 x 15° 3520 lm 2860 lm 80 10 60000 h 8414161256410
27 W II - 80 3000 ü C/M 2 x 15° 3460 lm 2740 lm 80 10 60000 h 8414161256310
20 W II - 80 4000 ü C/M 2 x 14° 2040 lm 1870 lm 80 10 60000 h q 8414161186480
20 W II - 80 3000 ü C/M 2 x 14° 1960 lm 1740 lm 80 10 60000 h q 8414161186380
20 W II - 80 4000 ü C/M 2 x 14° 2040 lm 1870 lm 80 10 60000 h 8414161186410
20 W II - 80 3000 ü C/M 2 x 14° 1960 lm 1740 lm 80 10 60000 h 8414161186310

NV414 LED WIDE FLOOD REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
27 W II - 80 4000 ü C/MW 2 x 33° 3520 lm 2920 lm 80 10 60000 h q 8414171253480
27 W II - 80 3000 ü C/MW 2 x 33° 3460 lm 2810 lm 80 10 60000 h q 8414171253380
27 W II - 80 4000 ü C/MW 2 x 33° 3520 lm 2920 lm 80 10 60000 h 8414171253410
27 W II - 80 3000 ü C/MW 2 x 33° 3460 lm 2810 lm 80 10 60000 h 8414171253310
20 W II - 80 4000 ü C/MW 2 x 33° 2040 lm 1920 lm 80 10 60000 h q 8414171183480
20 W II - 80 3000 ü C/MW 2 x 33° 1960 lm 1780 lm 80 10 60000 h q 8414171183380
20 W II - 80 4000 ü C/MW 2 x 33° 2040 lm 1920 lm 80 10 60000 h 8414171183410
20 W II - 80 3000 ü C/MW 2 x 33° 1960 lm 1780 lm 80 10 60000 h 8414171183310

Power LED - dimmable DALI 220-240 V 50/60 Hz
27 W II - 80 4000 ü C/MW 2 x 33° 3520 lm 2920 lm 80 10 60000 h q 8414171256480
27 W II - 80 3000 ü C/MW 2 x 33° 3460 lm 2810 lm 80 10 60000 h q 8414171256380
27 W II - 80 4000 ü C/MW 2 x 33° 3520 lm 2920 lm 80 10 60000 h 8414171256410
27 W II - 80 3000 ü C/MW 2 x 33° 3460 lm 2810 lm 80 10 60000 h 8414171256310
20 W II - 80 4000 ü C/MW 2 x 33° 2040 lm 1920 lm 80 10 60000 h q 8414171186480
20 W II - 80 3000 ü C/MW 2 x 33° 1960 lm 1780 lm 80 10 60000 h q 8414171186380
20 W II - 80 4000 ü C/MW 2 x 33° 2040 lm 1920 lm 80 10 60000 h 8414171186410
20 W II - 80 3000 ü C/MW 2 x 33° 1960 lm 1780 lm 80 10 60000 h 8414171186310

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

NV414 LED
Frosted safety glass pane 8414900

Food glass filter for meat products 8433961

Food glass filter for bakery products 8433962

Food glass filters for fruits and cheese 8433963

Food glass filter for vegetables 8433964

Food glass filter for fish products 8433965
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NV417 LED
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INDOOR  |  RETAIL  |  RECESSED SPOTLIGHTS  |  NV417 LED

Recessed LED luminaire for indoors, consisting of:
¬ Die-cast aluminium housing, powder-coated
¬ High-brilliance spherical faceted reflector for 

maximum lamp performance and neutral colour 
rendering

¬ Reflector in Spot, Medium or Wide flood design
¬ Colour tolerance according to MacAdam ≤ 3 SDCM

¬ Colour rendering index Ra > 80
¬ Quick installation without tools
¬ Complete with electric converter
¬ Anchor springs
¬ Complete with clear safety glass pane

q  BK-RAL9005 / Black RAL9005 / Textured
  WH-RAL9010 / White RAL9010 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

NV417 LED SPOT REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
40 W II - 80 4000 ü C/I 2 x 7° 5190 lm 4580 lm 80 10 60000 h q 8417151463480
40 W II - 80 3000 ü C/I 2 x 7° 5070 lm 4400 lm 80 10 60000 h q 8417151463380
40 W II - 80 4000 ü C/I 2 x 7° 5190 lm 4580 lm 80 10 60000 h 8417151463410
40 W II - 80 3000 ü C/I 2 x 7° 5070 lm 4400 lm 80 10 60000 h 8417151463310
35 W II - 80 4000 ü C/I 2 x 6° 4400 lm 3860 lm 80 10 60000 h q 8417151323480
35 W II - 80 3000 ü C/I 2 x 6° 4280 lm 3700 lm 80 10 60000 h q 8417151323380
35 W II - 80 4000 ü C/I 2 x 6° 4400 lm 3860 lm 80 10 60000 h 8417151323410
35 W II - 80 3000 ü C/I 2 x 6° 4280 lm 3700 lm 80 10 60000 h 8417151323310

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W II - 80 4000 ü C/I 2 x 7° 5190 lm 4580 lm 80 10 60000 h q 8417151466480
40 W II - 80 3000 ü C/I 2 x 7° 5070 lm 4400 lm 80 10 60000 h q 8417151466380
40 W II - 80 4000 ü C/I 2 x 7° 5190 lm 4580 lm 80 10 60000 h 8417151466410
40 W II - 80 3000 ü C/I 2 x 7° 5070 lm 4400 lm 80 10 60000 h 8417151466310
35 W II - 80 4000 ü C/I 2 x 6° 4400 lm 3860 lm 80 10 60000 h q 8417151326480
35 W II - 80 3000 ü C/I 2 x 6° 4280 lm 3700 lm 80 10 60000 h q 8417151326380
35 W II - 80 4000 ü C/I 2 x 6° 4400 lm 3860 lm 80 10 60000 h 8417151326410
35 W II - 80 3000 ü C/I 2 x 6° 4280 lm 3700 lm 80 10 60000 h 8417151326310
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8417900 8435961 8435962 8435963

8435964 8435965

NV417 LED MEDIUM REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
40 W II - 80 4000 ü C/M 2 x 16° 5190 lm 4600 lm 80 10 60000 h q 8417161463480
40 W II - 80 3000 ü C/M 2 x 16° 5070 lm 4410 lm 80 10 60000 h q 8417161463380
40 W II - 80 4000 ü C/M 2 x 16° 5190 lm 4600 lm 80 10 60000 h 8417161463410
40 W II - 80 3000 ü C/M 2 x 16° 5070 lm 4410 lm 80 10 60000 h 8417161463310
35 W II - 80 4000 ü C/M 2 x 16° 4400 lm 3870 lm 80 10 60000 h q 8417161323480
35 W II - 80 3000 ü C/M 2 x 16° 4280 lm 3720 lm 80 10 60000 h q 8417161323380
35 W II - 80 4000 ü C/M 2 x 16° 4400 lm 3870 lm 80 10 60000 h 8417161323410
35 W II - 80 3000 ü C/M 2 x 16° 4280 lm 3720 lm 80 10 60000 h 8417161323310

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W II - 80 4000 ü C/M 2 x 16° 5190 lm 4600 lm 80 10 60000 h q 8417161466480
40 W II - 80 3000 ü C/M 2 x 16° 5070 lm 4410 lm 80 10 60000 h q 8417161466380
40 W II - 80 4000 ü C/M 2 x 16° 5190 lm 4600 lm 80 10 60000 h 8417161466410
40 W II - 80 3000 ü C/M 2 x 16° 5070 lm 4410 lm 80 10 60000 h 8417161466310
35 W II - 80 4000 ü C/M 2 x 16° 4400 lm 3870 lm 80 10 60000 h q 8417161326480
35 W II - 80 3000 ü C/M 2 x 16° 4280 lm 3720 lm 80 10 60000 h q 8417161326380
35 W II - 80 4000 ü C/M 2 x 16° 4400 lm 3870 lm 80 10 60000 h 8417161326410
35 W II - 80 3000 ü C/M 2 x 16° 4280 lm 3720 lm 80 10 60000 h 8417161326310

NV417 LED WIDE FLOOD REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
40 W II - 80 4000 ü C/MW 2 x 35° 5190 lm 4590 lm 80 10 60000 h q 8417171463480
40 W II - 80 3000 ü C/MW 2 x 35° 5070 lm 4410 lm 80 10 60000 h q 8417171463380
40 W II - 80 4000 ü C/MW 2 x 35° 5190 lm 4590 lm 80 10 60000 h 8417171463410
40 W II - 80 3000 ü C/MW 2 x 35° 5070 lm 4410 lm 80 10 60000 h 8417171463310
35 W II - 80 4000 ü C/MW 2 x 35° 4400 lm 3860 lm 80 10 60000 h q 8417171323480
35 W II - 80 3000 ü C/MW 2 x 35° 4280 lm 3710 lm 80 10 60000 h q 8417171323380
35 W II - 80 4000 ü C/MW 2 x 35° 4400 lm 3860 lm 80 10 60000 h 8417171323410
35 W II - 80 3000 ü C/MW 2 x 35° 4280 lm 3710 lm 80 10 60000 h 8417171323310

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W II - 80 4000 ü C/MW 2 x 35° 5190 lm 4590 lm 80 10 60000 h q 8417171466480
40 W II - 80 3000 ü C/MW 2 x 35° 5070 lm 4410 lm 80 10 60000 h q 8417171466380
40 W II - 80 4000 ü C/MW 2 x 35° 5190 lm 4590 lm 80 10 60000 h 8417171466410
40 W II - 80 3000 ü C/MW 2 x 35° 5070 lm 4410 lm 80 10 60000 h 8417171466310
35 W II - 80 4000 ü C/MW 2 x 35° 4400 lm 3860 lm 80 10 60000 h q 8417171326480
35 W II - 80 3000 ü C/MW 2 x 35° 4280 lm 3710 lm 80 10 60000 h q 8417171326380
35 W II - 80 4000 ü C/MW 2 x 35° 4400 lm 3860 lm 80 10 60000 h 8417171326410
35 W II - 80 3000 ü C/MW 2 x 35° 4280 lm 3710 lm 80 10 60000 h 8417171326310

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

NV417 LED
Frosted safety glass pane 8417900

Food glass filter for meat products 8435961

Food glass filter for bakery products 8435962

Food glass filters for fruits and cheese 8435963

Food glass filter for vegetables 8435964

Food glass filter for fish products 8435965
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NV450 LED
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INDOOR  |  RETAIL  |  RECESSED SPOTLIGHTS  |  NV450 LED

Recessed LED luminaire for indoors, consisting of:
¬ Die-cast aluminium spotlight body and ring, powder-

coated
¬ Tilting and turning spotlight head
¬ High-brilliance spherical faceted reflector for 

maximum lamp performance and neutral colour 
rendering

¬ Reflector, medium or flood version

¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Colour rendering index Ra > 80
¬ Quick installation without tools
¬ Complete with electric converter
¬ Anchor springs
¬ Complete with clear safety glass pane

q  BK-RAL9005 / Black RAL9005 / Textured
  WH-RAL9010 / White RAL9010 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

NV450 LED MEDIUM REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
7 W II - 80 4000 ü C/M 2 x 14° 810 lm 770 lm 70 10 57000 h q 8450164053480
7 W II - 80 3000 ü C/M 2 x 14° 780 lm 740 lm 70 10 57000 h q 8450164053380
7 W II - 80 4000 ü C/M 2 x 14° 810 lm 770 lm 70 10 57000 h 8450164053410

Power LED - dimmable DALI 220-240 V 50/60 Hz
7 W II - 80 4000 ü C/M 2 x 14° 810 lm 770 lm 70 10 57000 h q 8450164056480
7 W II - 80 3000 ü C/M 2 x 14° 780 lm 740 lm 70 10 57000 h q 8450164056380
7 W II - 80 4000 ü C/M 2 x 14° 810 lm 770 lm 70 10 57000 h 8450164056410

NV450 LED FLOOD REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
7 W II - 80 3000 ü C/IW 2 x 23° 780 lm 660 lm 70 10 57000 h q 8450174053380
7 W II - 80 4000 ü C/IW 2 x 23° 810 lm 760 lm 70 10 57000 h 8450174053410

Power LED - dimmable DALI 220-240 V 50/60 Hz
7 W II - 80 3000 ü C/IW 2 x 23° 780 lm 660 lm 70 10 57000 h q 8450174056380
7 W II - 80 4000 ü C/IW 2 x 23° 810 lm 760 lm 70 10 57000 h 8450174056410
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KA40EB LED
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KA40EB LED 
SPOT REFLECTOR

KA40EB LED 
MEDIUM REFLECTOR

KA40EB LED 
FLOOD REFLECTOR

Recessed LED gimbal spotlight for indoors, consisting of:
¬ Die-cast aluminium spotlight body and ring, powder-

coated
¬ Adjustable luminaire head
¬ High-brilliance spherical faceted reflector for 

maximum lamp performance and neutral colour 
rendering

¬ Reflector in Spot, Medium, Flood design
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Colour rendering index Ra > 80
¬ LED lifetime 36.000 h at 80% luminous flux (L80B10)
¬ Complete with electric converter
¬ Complete with clear safety glass pane

q  BK-RAL9005 / Black RAL9005 / Textured
  WH-RAL9010 / White RAL9010 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

1 Spotlight head 2 Spotlight heads 3 Spotlight heads

Complete unit
1A+1B = please order 2 codes

COMPONENTS
A KA40EB LED
B recessed housing

Complete unit
2A+1B = please order 3 codes

COMPONENTS
A KA40EB LED
B recessed housing

Complete unit
3A+1B = please order 4 codes

COMPONENTS
A KA40EB LED
B recessed housing
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840310010 840320010 840330010
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INDOOR  |  RETAIL  |  RECESSED GIMBAL SYSTEMS  |  KA40EB LED

KA40EB LED SPOT REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
14 W II - 80 4000 ü C/I 2 x 8° 1520 lm 1220 lm 80 10 36000 h q 8403051133480
14 W II - 80 3000 ü C/I 2 x 8° 1460 lm 1130 lm 80 10 36000 h q 8403051133380
14 W II - 80 3000 ü C/I 2 x 8° 1460 lm 1130 lm 80 10 36000 h 8403051133310

Power LED - dimmable DALI 220-240 V 50/60 Hz
14 W II - 80 4000 ü C/I 2 x 8° 1520 lm 1220 lm 80 10 36000 h q 8403051136480
14 W II - 80 3000 ü C/I 2 x 8° 1460 lm 1130 lm 80 10 36000 h q 8403051136380
14 W II - 80 3000 ü C/I 2 x 8° 1460 lm 1130 lm 80 10 36000 h 8403051136310

KA40EB LED MEDIUM REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
14 W II - 80 4000 ü C/M 2 x 12° 1520 lm 1130 lm 80 10 36000 h q 8403061133480
14 W II - 80 3000 ü C/M 2 x 12° 1460 lm 1050 lm 80 10 36000 h q 8403061133380
14 W II - 80 3000 ü C/M 2 x 12° 1460 lm 1050 lm 80 10 36000 h 8403061133310

Power LED - dimmable DALI 220-240 V 50/60 Hz
14 W II - 80 4000 ü C/M 2 x 12° 1520 lm 1130 lm 80 10 36000 h q 8403061136480
14 W II - 80 3000 ü C/M 2 x 12° 1460 lm 1050 lm 80 10 36000 h q 8403061136380
14 W II - 80 3000 ü C/M 2 x 12° 1460 lm 1050 lm 80 10 36000 h 8403061136310

KA40EB LED FLOOD REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
14 W II - 80 4000 ü C/IW 2 x 24° 1520 lm 1220 lm 80 10 36000 h q 8403071133480
14 W II - 80 3000 ü C/IW 2 x 24° 1460 lm 1130 lm 80 10 36000 h q 8403071133380
14 W II - 80 3000 ü C/IW 2 x 24° 1460 lm 1130 lm 80 10 36000 h 8403071133310

Power LED - dimmable DALI 220-240 V 50/60 Hz
14 W II - 80 4000 ü C/IW 2 x 24° 1520 lm 1220 lm 80 10 36000 h q 8403071136480
14 W II - 80 3000 ü C/IW 2 x 24° 1460 lm 1130 lm 80 10 36000 h q 8403071136380
14 W II - 80 3000 ü C/IW 2 x 24° 1460 lm 1130 lm 80 10 36000 h 8403071136310

MANDATORY ACCESSORIES
DESCRIPTION COLOR PART NUMBER

KA40EB LED - 1 SPOT

Recessed housing (1 spotlight head) 840310010

Recessed housing (1 spotlight head) 840310080

KA40EB LED - 2 SPOT

Recessed housing (2 spotlight heads) 840320010

Recessed housing (2 spotlight heads) 840320080

KA40EB LED - 3 SPOT

Recessed housing (3 spotlight heads) 840330010

Recessed housing (3 spotlight heads) 840330080

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

KA40EB LED
Filter disc included assembly ring 8402900

Food glass filter for meat products 8403961

Food glass filter for bakery products 8403962

Food glass filters for fruits and cheese 8403963

Food glass filter for vegetables 8403964

Food glass filter for fish products 8403965
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Recessed LED gimbal spotlight for indoors, consisting of:
¬ Die-cast aluminium spotlight body and ring, powder-

coated
¬ Adjustable luminaire head
¬ High-brilliance spherical faceted reflector for 

maximum lamp performance and neutral colour 
rendering

¬ Reflector in Spot, Medium or Wide flood design
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Colour rendering index Ra > 80
¬ LED lifetime 60.000 h at 80% luminous flux (L80B10)
¬ Complete with electric converter
¬ Complete with clear safety glass pane

q  BK-RAL9005 / Black RAL9005 / Textured
  WH-RAL9010 / White RAL9010 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

1 Spotlight head 2 Spotlight heads 3 Spotlight heads

Complete unit
1A+1B = please order 2 codes

COMPONENTS
A KA42EB LED
B recessed housing

Complete unit
2A+1B = please order 3 codes

COMPONENTS
A KA42EB LED
B recessed housing

Complete unit
3A+1B = please order 4 codes

COMPONENTS
A KA42EB LED
B recessed housing
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INDOOR  |  RETAIL  |  RECESSED GIMBAL SYSTEMS  |  KA42EB LED

KA42EB LED SPOT REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
40 W II - 80 4000 ü C/I 2 x 6° 5190 lm 4110 lm 80 10 60000 h q 8423051463480
40 W II - 80 3000 ü C/I 2 x 6° 5070 lm 3950 lm 80 10 60000 h q 8423051463380
40 W II - 80 4000 ü C/I 2 x 6° 5190 lm 4110 lm 80 10 60000 h 8423051463410
40 W II - 80 3000 ü C/I 2 x 6° 5070 lm 3950 lm 80 10 60000 h 8423051463310
35 W II - 80 4000 ü C/I 2 x 6° 4400 lm 3480 lm 80 10 60000 h q 8423051323480
35 W II - 80 3000 ü C/I 2 x 6° 4280 lm 3340 lm 80 10 60000 h q 8423051323380
35 W II - 80 3000 ü C/I 2 x 6° 4280 lm 3340 lm 80 10 60000 h 8423051323310

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W II - 80 4000 ü C/I 2 x 6° 5190 lm 4110 lm 80 10 60000 h q 8423051466480
40 W II - 80 3000 ü C/I 2 x 6° 5070 lm 3950 lm 80 10 60000 h q 8423051466380
40 W II - 80 4000 ü C/I 2 x 6° 5190 lm 4110 lm 80 10 60000 h 8423051466410
40 W II - 80 3000 ü C/I 2 x 6° 5070 lm 3950 lm 80 10 60000 h 8423051466310
35 W II - 80 4000 ü C/I 2 x 6° 4400 lm 3480 lm 80 10 60000 h q 8423051326480
35 W II - 80 3000 ü C/I 2 x 6° 4280 lm 3340 lm 80 10 60000 h q 8423051326380
35 W II - 80 3000 ü C/I 2 x 6° 4280 lm 3340 lm 80 10 60000 h 8423051326310

KA42EB LED MEDIUM REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
40 W II - 80 4000 ü C/M 2 x 14° 5190 lm 4160 lm 80 10 60000 h q 8423061463480
40 W II - 80 3000 ü C/M 2 x 14° 5070 lm 4000 lm 80 10 60000 h q 8423061463380
40 W II - 80 4000 ü C/M 2 x 14° 5190 lm 4160 lm 80 10 60000 h 8423061463410
40 W II - 80 3000 ü C/M 2 x 14° 5070 lm 4000 lm 80 10 60000 h 8423061463310
35 W II - 80 4000 ü C/M 2 x 14° 4400 lm 3520 lm 80 10 60000 h q 8423061323480
35 W II - 80 3000 ü C/M 2 x 14° 4280 lm 3380 lm 80 10 60000 h q 8423061323380
35 W II - 80 3000 ü C/M 2 x 14° 4280 lm 3380 lm 80 10 60000 h 8423061323310

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W II - 80 4000 ü C/M 2 x 14° 5190 lm 4160 lm 80 10 60000 h q 8423061466480
40 W II - 80 3000 ü C/M 2 x 14° 5070 lm 4000 lm 80 10 60000 h q 8423061466380
40 W II - 80 4000 ü C/M 2 x 14° 5190 lm 4160 lm 80 10 60000 h 8423061466410
40 W II - 80 3000 ü C/M 2 x 14° 5070 lm 4000 lm 80 10 60000 h 8423061466310
35 W II - 80 4000 ü C/M 2 x 14° 4400 lm 3520 lm 80 10 60000 h q 8423061326480
35 W II - 80 3000 ü C/M 2 x 14° 4280 lm 3380 lm 80 10 60000 h q 8423061326380
35 W II - 80 3000 ü C/M 2 x 14° 4280 lm 3380 lm 80 10 60000 h 8423061326310

KA42EB LED WIDE FLOOD REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
40 W II - 80 4000 ü C/MW 2 x 35° 5190 lm 4110 lm 80 10 60000 h q 8423071463480
40 W II - 80 3000 ü C/MW 2 x 35° 5070 lm 3940 lm 80 10 60000 h q 8423071463380
40 W II - 80 4000 ü C/MW 2 x 35° 5190 lm 4110 lm 80 10 60000 h 8423071463410
40 W II - 80 3000 ü C/MW 2 x 35° 5070 lm 3940 lm 80 10 60000 h 8423071463310
35 W II - 80 4000 ü C/MW 2 x 35° 4400 lm 3470 lm 80 10 60000 h q 8423071323480
35 W II - 80 3000 ü C/MW 2 x 35° 4280 lm 3340 lm 80 10 60000 h q 8423071323380
35 W II - 80 3000 ü C/MW 2 x 35° 4280 lm 3340 lm 80 10 60000 h 8423071323310

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W II - 80 4000 ü C/MW 2 x 35° 5190 lm 4110 lm 80 10 60000 h q 8423071466480
40 W II - 80 3000 ü C/MW 2 x 35° 5070 lm 3940 lm 80 10 60000 h q 8423071466380
40 W II - 80 4000 ü C/MW 2 x 35° 5190 lm 4110 lm 80 10 60000 h 8423071466410
40 W II - 80 3000 ü C/MW 2 x 35° 5070 lm 3940 lm 80 10 60000 h 8423071466310
35 W II - 80 4000 ü C/MW 2 x 35° 4400 lm 3470 lm 80 10 60000 h q 8423071326480
35 W II - 80 3000 ü C/MW 2 x 35° 4280 lm 3340 lm 80 10 60000 h q 8423071326380
35 W II - 80 3000 ü C/MW 2 x 35° 4280 lm 3340 lm 80 10 60000 h 8423071326310
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8417900 8435961 8435962 8435963

8435964 8435965

8402310010 842320010 842330010

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

KA42EB LED
Frosted safety glass pane 8417900

Food glass filter for meat products 8435961

Food glass filter for bakery products 8435962

Food glass filters for fruits and cheese 8435963

Food glass filter for vegetables 8435964

Food glass filter for fish products 8435965

KA42EB LED - 1 SPOT

Recessed housing (1 spotlight head) 842310010

 Recessed housing (1 spotlight head) 842310080

KA42EB LED - 2 SPOT

Recessed housing (2 spotlight heads) 842320010

Recessed housing (2 spotlight heads) 842320080

KA42EB LED - 3 SPOT

Recessed housing (3 spotlight heads) 842330010

Recessed housing (3 spotlight heads) 842330080

MANDATORY ACCESSORIES
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INDOOR  |  RETAIL  |  TRACK LIGHTS  |  AS425 LED

LED track light for interior, including:
¬ Extruded aluminium profile and die-cast aluminium 

spotlight housing, powder-coated
¬ Tilting and turning spotlight head
¬ High-brilliance spherical faceted reflector for 

maximum lamp performance and neutral colour 
rendering

¬ Bayonet-closure ring for a toolless replacement the of 
the reflector and the louvre

¬ Reflector in Spot, Medium or Wide flood design
¬ LED lifetime 60.000 h at 80% luminous flux (L80B10)
¬ Colour rendering index Ra > 80
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Universal tri-phase adaptor included
¬ Complete with electric converter
¬ Quick installation without tools
¬ Complete with clear safety glass pane

q  BK-RAL9005 / Black RAL9005 / Textured
  WH-RAL9010 / White RAL9010 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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  0,7 kg



 

7500 cd/klm7500 cd/klm7500 cd/klm7500 cd/klm7500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/I  -  20 W  -  4000 K  8425453173410

 

1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/MW  -  20 W  -  4000 K  8425483173410

 

3000 cd/klm3000 cd/klm3000 cd/klm3000 cd/klm3000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/M  -  20 W  -  4000 K  8425463173410

8414900 8433961 8433962 8433963

8433964 8433965

AS425 LED SPOT REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
20 W I - 80 4000 ü C/I 2 x 8° 2890 lm 2290 lm 80 10 60000 h q 8425453173480
20 W I - 80 3000 ü C/I 2 x 8° 2580 lm 2190 lm 80 10 60000 h q 8425453173380
20 W I - 80 4000 ü C/I 2 x 8° 2890 lm 2290 lm 80 10 60000 h 8425453173410
20 W I - 80 3000 ü C/I 2 x 8° 2580 lm 2190 lm 80 10 60000 h 8425453173310

AS425 LED MEDIUM REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
20 W I - 80 4000 ü C/M 2 x 15° 2890 lm 2250 lm 80 10 60000 h q 8425463173480
20 W I - 80 3000 ü C/M 2 x 15° 2580 lm 2160 lm 80 10 60000 h q 8425463173380
20 W I - 80 4000 ü C/M 2 x 15° 2890 lm 2250 lm 80 10 60000 h 8425463173410
20 W I - 80 3000 ü C/M 2 x 15° 2580 lm 2160 lm 80 10 60000 h 8425463173310

AS425 LED WIDE FLOOD REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
20 W I - 80 4000 ü C/MW 2 x 33° 2890 lm 2280 lm 80 10 60000 h q 8425483173480
20 W I - 80 3000 ü C/MW 2 x 33° 2580 lm 2180 lm 80 10 60000 h q 8425483173380
20 W I - 80 4000 ü C/MW 2 x 33° 2890 lm 2280 lm 80 10 60000 h 8425483173410
20 W I - 80 3000 ü C/MW 2 x 33° 2580 lm 2180 lm 80 10 60000 h 8425483173310

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

AS425 LED
Frosted safety glass pane 8414900

Food glass filter for meat products 8433961

Food glass filter for bakery products 8433962

Food glass filters for fruits and cheese 8433963

Food glass filter for vegetables 8433964

Food glass filter for fish products 8433965
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INDOOR  |  RETAIL  |  TRACK LIGHTS  |  AS427 LED

LED track light for interior, including:
¬ Extruded aluminium profile and die-cast aluminium 

spotlight housing, powder-coated
¬ Tilting and turning spotlight head
¬ High-brilliance spherical faceted reflector for 

maximum lamp performance and neutral colour 
rendering

¬ Bayonet-closure ring for a toolless replacement the of 
the reflector and the louvre

¬ Reflector in Spot, Medium or Wide flood design
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Colour rendering index Ra > 80
¬ LED lifetime 60.000 h at 80% luminous flux (L80B10)
¬ Universal tri-phase adaptor included
¬ Complete with electric converter
¬ Quick installation without tools
¬ Complete with clear safety glass pane

q  BK-RAL9005 / Black RAL9005 / Textured
  WH-RAL9010 / White RAL9010 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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  0,7 kg



 

15000 cd/klm15000 cd/klm15000 cd/klm15000 cd/klm15000 cd/klm

90°90°90°90°90°90°90°90°90°90°
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45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/I  -  40 W  -  4000 K  8427453383410

 

900 cd/klm900 cd/klm900 cd/klm900 cd/klm900 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°
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C/MW  -  40 W  -  4000 K  8427483383410

 

4000 cd/klm4000 cd/klm4000 cd/klm4000 cd/klm4000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/M  -  40 W  -  4000 K  8427463383410

8417900 8435961 8435962 8435963

8435964 8435965

AS427 LED SPOT REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
40 W I - 80 4000 ü C/I 2 x 6° 5190 lm 4310 lm 80 10 60000 h q 8427453383480
40 W I - 80 3000 ü C/I 2 x 6° 5070 lm 4130 lm 80 10 60000 h q 8427453383380
40 W I - 80 4000 ü C/I 2 x 6° 5190 lm 4310 lm 80 10 60000 h 8427453383410
40 W I - 80 3000 ü C/I 2 x 6° 5070 lm 4130 lm 80 10 60000 h 8427453383310
35 W I - 80 4000 ü C/I 2 x 6° 4400 lm 3530 lm 80 10 60000 h q 8427453333480
35 W I - 80 3000 ü C/I 2 x 6° 4280 lm 3380 lm 80 10 60000 h q 8427453333380
35 W I - 80 4000 ü C/I 2 x 6° 4400 lm 3530 lm 80 10 60000 h 8427453333410
35 W I - 80 3000 ü C/I 2 x 6° 4280 lm 3380 lm 80 10 60000 h 8427453333310

AS427 LED MEDIUM REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
40 W I - 80 4000 ü C/M 2 x 16° 5190 lm 4340 lm 80 10 60000 h q 8427463383480
40 W I - 80 3000 ü C/M 2 x 16° 5070 lm 4170 lm 80 10 60000 h q 8427463383380
40 W I - 80 4000 ü C/M 2 x 16° 5190 lm 4340 lm 80 10 60000 h 8427463383410
40 W I - 80 3000 ü C/M 2 x 16° 5070 lm 4170 lm 80 10 60000 h 8427463383310
35 W I - 80 4000 ü C/M 2 x 16° 4400 lm 3550 lm 80 10 60000 h q 8427463333480
35 W I - 80 3000 ü C/M 2 x 16° 4280 lm 3420 lm 80 10 60000 h q 8427463333380
35 W I - 80 4000 ü C/M 2 x 16° 4400 lm 3550 lm 80 10 60000 h 8427463333410
35 W I - 80 3000 ü C/M 2 x 16° 4280 lm 3420 lm 80 10 60000 h 8427463333310

AS427 LED WIDE FLOOD REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
40 W I - 80 4000 ü C/MW 2 x 34° 5190 lm 4330 lm 80 10 60000 h q 8427483383480
40 W I - 80 3000 ü C/MW 2 x 34° 5070 lm 4160 lm 80 10 60000 h q 8427483383380
40 W I - 80 4000 ü C/MW 2 x 34° 5190 lm 4330 lm 80 10 60000 h 8427483383410
40 W I - 80 3000 ü C/MW 2 x 34° 5070 lm 4160 lm 80 10 60000 h 8427483383310
35 W I - 80 4000 ü C/MW 2 x 34° 4400 lm 3520 lm 80 10 60000 h q 8427483333480
35 W I - 80 3000 ü C/MW 2 x 34° 4280 lm 3380 lm 80 10 60000 h q 8427483333380
35 W I - 80 4000 ü C/MW 2 x 34° 4400 lm 3520 lm 80 10 60000 h 8427483333410
35 W I - 80 3000 ü C/MW 2 x 34° 4280 lm 3380 lm 80 10 60000 h 8427483333310

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

AS427 LED
Frosted safety glass pane 8417900

Food glass filter for meat products 8435961

Food glass filter for bakery products 8435962

Food glass filters for fruits and cheese 8435963

Food glass filter for vegetables 8435964

Food glass filter for fish products 8435965
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1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm

90°90°90°90°90°90°90°90°90°90°
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A/EW  -  16,5 W  -  3000 K  3100972

 

5000 cd/klm5000 cd/klm5000 cd/klm5000 cd/klm5000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°
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60°60°60°60°60°

C/I  -  20 W  -  3000 K  3100980

  0,65 kg   0,65 kg

INDOOR  |  RETAIL  |  TRACK LIGHTS  |  AS150

LED track light for interior, including:
¬ Die-cast painted aluminium housing and trim
¬ Tilting and turning spotlight head
¬ Technopolymer reflector with high efficiency 

aluminium protective surface treatment
¬ High-brilliance spherical faceted reflector for 

maximum lamp performance and neutral colour 
rendering

¬ Plastic protective diffuser

¬ Symmetrical lens
¬ Asymmetrical optic
¬ Universal tri-phase adaptor included
¬ Complete with electric converter
¬ Quick installation without tools
¬ Versions are available with ON-OFF driver and 

dimmable DALI

AS150 A/EW IK06 1J xx3 - 850 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
16,5 W I - 90 3000 ü A/EW - 1500 lm 505 lm 80 10 50000 h q 3100973
16,5 W I - 90 3000 ü A/EW - 1500 lm 505 lm 80 10 50000 h 3100971

Power LED - dimmable DALI 220-240 V 50/60 Hz
16,5 W I - 90 3000 ü A/EW - 1500 lm 505 lm 80 10 50000 h q 3100974
16,5 W I - 90 3000 ü A/EW - 1500 lm 505 lm 80 10 50000 h 3100972

AS150 C IK07 2J xx5 - 850 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
20 W I - 90 3000 ü C/I - 2000 lm 1433 lm 80 10 50000 h q 3100981
20 W I - 90 3000 ü C/M - 2000 lm 1401 lm 80 10 50000 h q 3100985
20 W I - 90 3000 ü C/I - 2000 lm 1433 lm 80 10 50000 h 3100979
20 W I - 90 3000 ü C/M - 2000 lm 1401 lm 80 10 50000 h 3100983

Power LED - dimmable DALI 220-240 V 50/60 Hz
20 W I - 90 3000 ü C/I - 2000 lm 1433 lm 80 10 50000 h q 3100982
20 W I - 90 3000 ü C/M - 2000 lm 1401 lm 80 10 50000 h q 3100986
20 W I - 90 3000 ü C/I - 2000 lm 1433 lm 80 10 50000 h 3100980
20 W I - 90 3000 ü C/M - 2000 lm 1401 lm 80 10 50000 h 3100984

q  BK-RAL9005 / Black RAL9005 / Textured
  WH-RAL9010 / White RAL9010 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm
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A/EW  -  33 W  -  3000 K  3100976

LED track light for interior, including:
¬ Die-cast painted aluminium housing and trim
¬ Tilting and turning spotlight head
¬ Technopolymer reflector with high efficiency 

aluminium protective surface treatment
¬ Plastic protective diffuser
¬ Asymmetrical optic

¬ Universal tri-phase adaptor included
¬ Complete with electric converter
¬ Quick installation without tools
¬ Versions are available with ON-OFF driver and 

dimmable DALI

AS270 A/EW IK06 1J xx3 - 850 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
33 W I - 90 3000 ü A/EW - 3300 lm 1111 lm 80 10 50000 h q 3100977
33 W I - 90 3000 ü A/EW - 3300 lm 1111 lm 80 10 50000 h 3100975

Power LED - dimmable DALI 220-240 V 50/60 Hz
33 W I - 90 3000 ü A/EW - 3300 lm 1111 lm 80 10 50000 h q 3100978
33 W I - 90 3000 ü A/EW - 3300 lm 1111 lm 80 10 50000 h 3100976

q  BK-RAL9005 / Black RAL9005 / Textured
  WH-RAL9010 / White RAL9010 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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INDOOR  |  RETAIL  |  TRACK LIGHTS  |  AS615

LED track ceiling light for interiors, comprising:
¬ Housing and cap in die-cast aluminium with polyester 

powder coating after surface chemical conversion 
treatment

¬ High-transparency polycarbonate lenses for best light 
transmission

¬ Symmetrical optics (S/EW - S/W) and double 
asymmetrical optics (2A/M).

¬ Light beam obtained by the combination of multiple 
LED modules

¬ The LED 3000 K CRI ≥ 80 and 4000 K CRI ≥ 80 versions 

are standard. Other colour temperatures and colour 
renderings are available upon request

¬ Universal tri-phase adaptor included
¬ Luminaire compatible with OTR TRACKS RAILS range 

electric tracks and installation accessories.
¬ The luminaire is suitable for installation on electric 

tracks such as EUROSTANDARD PLUS®
¬ Versions are available with ON-OFF driver and 

dimmable DALI

o  BK-81 / Black / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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  3,6 kg
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S/EW  -  68 W  -  4000 K  3101717

 

600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°
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45°45°45°45°45°

60°60°60°60°60°

2A/M  -  68 W  -  4000 K  3101719

AS615 S/EW IK04 0,50J xx3 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
68 W I - 80 4000 ü S/EW - 11975 lm 8981 lm 80 10 60000 h o 3101721
68 W I - 80 3000 ü S/EW - 11310 lm 8434 lm 80 10 60000 h o 3101737
68 W I - 80 4000 ü S/EW - 11975 lm 8981 lm 80 10 60000 h 3101717
68 W I - 80 3000 ü S/EW - 11310 lm 8434 lm 80 10 60000 h 3101733
43 W I - 80 4000 ü S/EW - 7809 lm 6076 lm 80 10 60000 h o 3101720
43 W I - 80 3000 ü S/EW - 7375 lm 5721 lm 80 10 60000 h o 3101736
43 W I - 80 4000 ü S/EW - 7809 lm 6076 lm 80 10 60000 h 3101716
43 W I - 80 3000 ü S/EW - 7375 lm 5721 lm 80 10 60000 h 3101732

Power LED - dimmable DALI 220-240 V 50/60 Hz
68 W I - 80 4000 ü S/EW - 11975 lm 8981 lm 80 10 60000 h o 3101729
68 W I - 80 3000 ü S/EW - 11310 lm 8434 lm 80 10 60000 h o 3101745
68 W I - 80 4000 ü S/EW - 11975 lm 8981 lm 80 10 60000 h 3101725
68 W I - 80 3000 ü S/EW - 11310 lm 8434 lm 80 10 60000 h 3101741
43 W I - 80 4000 ü S/EW - 7809 lm 6076 lm 80 10 60000 h o 3101728
43 W I - 80 3000 ü S/EW - 7375 lm 5721 lm 80 10 60000 h o 3101744
43 W I - 80 4000 ü S/EW - 7809 lm 6076 lm 80 10 60000 h 3101724
43 W I - 80 3000 ü S/EW - 7375 lm 5721 lm 80 10 60000 h 3101740

AS615 2A/M IK04 0,50J xx3 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
68 W I - 80 4000 ü 2A/M - 11975 lm 9578 lm 80 10 60000 h o 3101723
68 W I - 80 3000 ü 2A/M - 11310 lm 9058 lm 80 10 60000 h o 3101739
68 W I - 80 4000 ü 2A/M - 11975 lm 9578 lm 80 10 60000 h 3101719
68 W I - 80 3000 ü 2A/M - 11310 lm 9058 lm 80 10 60000 h 3101735
43 W I - 80 4000 ü 2A/M - 7809 lm 6478 lm 80 10 60000 h o 3101722
43 W I - 80 3000 ü 2A/M - 7375 lm 6134 lm 80 10 60000 h o 3101738
43 W I - 80 4000 ü 2A/M - 7809 lm 6478 lm 80 10 60000 h 3101718
43 W I - 80 3000 ü 2A/M - 7375 lm 6134 lm 80 10 60000 h 3101734

Power LED - dimmable DALI 220-240 V 50/60 Hz
68 W I - 80 4000 ü 2A/M - 11975 lm 9578 lm 80 10 60000 h o 3101731
68 W I - 80 3000 ü 2A/M - 11310 lm 9058 lm 80 10 60000 h o 3101747
68 W I - 80 4000 ü 2A/M - 11975 lm 9578 lm 80 10 60000 h 3101727
68 W I - 80 3000 ü 2A/M - 11310 lm 9058 lm 80 10 60000 h 3101743
43 W I - 80 4000 ü 2A/M - 7809 lm 6478 lm 80 10 60000 h o 3101730
43 W I - 80 3000 ü 2A/M - 7375 lm 6134 lm 80 10 60000 h o 3101746
43 W I - 80 4000 ü 2A/M - 7809 lm 6478 lm 80 10 60000 h 3101726
43 W I - 80 3000 ü 2A/M - 7375 lm 6134 lm 80 10 60000 h 3101742
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INDOOR  |  RETAIL  |  TRACK LIGHTS  |  AS442 LED

LED track light for interior, including:
¬ Extruded aluminium profile and die-cast aluminium 

spotlight housing, powder-coated
¬ Tilting and turning spotlight head
¬ High-brilliance spherical faceted reflector for 

maximum lamp performance and neutral colour 
rendering

¬ Bayonet-closure ring for a toolless replacement the of 
the reflector and the louvre

¬ Reflector in Spot, Medium, Flood design
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Colour rendering index Ra > 80
¬ Universal tri-phase adaptor included
¬ Complete with electric converter
¬ Quick installation without tools
¬ Complete with clear safety glass pane   WH-RAL9010 / White RAL9010 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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8414900 8433961 8433962 8433963

8433964 8433965

 

7500 cd/klm7500 cd/klm7500 cd/klm7500 cd/klm7500 cd/klm
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30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/I  -  27 W  -  4000 K  8442453253410

 

3000 cd/klm3000 cd/klm3000 cd/klm3000 cd/klm3000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/M  -  27 W  -  4000 K  8442463253410

 

1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/MW  -  27 W  -  4000 K  8442473253410

AS442 LED SPOT REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
27 W II - 80 4000 ü C/I 2 x 8° 3520 lm 2720 lm 80 10 50000 h 8442453253410
27 W II - 80 3000 ü C/I 2 x 8° 3460 lm 2610 lm 80 10 50000 h 8442453253310

Power LED - dimmable DALI 220-240 V 50/60 Hz
27 W II - 80 4000 ü C/I 2 x 8° 3520 lm 2720 lm 80 10 50000 h 8442453256410
27 W II - 80 3000 ü C/I 2 x 8° 3460 lm 2610 lm 80 10 50000 h 8442453256310

AS442 LED MEDIUM REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
27 W II - 80 4000 ü C/M 2 x 15° 3520 lm 2720 lm 80 10 50000 h 8442463253410
27 W II - 80 3000 ü C/M 2 x 15° 3460 lm 2610 lm 80 10 50000 h 8442463253310

Power LED - dimmable DALI 220-240 V 50/60 Hz
27 W II - 80 4000 ü C/M 2 x 15° 3520 lm 2720 lm 80 10 50000 h 8442463256410
27 W II - 80 3000 ü C/M 2 x 15° 3460 lm 2610 lm 80 10 50000 h 8442463256310

AS442 LED FLOOD REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
27 W II - 80 4000 ü C/MW 2 x 33° 3520 lm 2790 lm 80 10 50000 h 8442473253410
27 W II - 80 3000 ü C/MW 2 x 33° 3460 lm 2680 lm 80 10 50000 h 8442473253310

Power LED - dimmable DALI 220-240 V 50/60 Hz
27 W II - 80 4000 ü C/MW 2 x 33° 3520 lm 2790 lm 80 10 50000 h 8442473256410
27 W II - 80 3000 ü C/MW 2 x 33° 3460 lm 2680 lm 80 10 50000 h 8442473256310

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

AS442 LED
Frosted safety glass pane 8414900

Food glass filter for meat products 8433961

Food glass filter for bakery products 8433962

Food glass filters for fruits and cheese 8433963

Food glass filter for vegetables 8433964

Food glass filter for fish products 8433965
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INDOOR  |  RETAIL  |  TRACK LIGHTS  |  AS448 LED

LED track light for interior, including:
¬ Extruded aluminium profile and die-cast aluminium 

spotlight housing, powder-coated
¬ Tilting and turning spotlight head
¬ High-brilliance spherical faceted reflector for 

maximum lamp performance and neutral colour 
rendering

¬ Bayonet-closure ring for a toolless replacement the of 
the reflector and the louvre

¬ Reflector in Spot, Medium, Flood design
¬ Colour tolerance according to MacAdam ≤ 3 SDCM
¬ Colour rendering index Ra > 80
¬ Universal tri-phase adaptor included
¬ Complete with electric converter
¬ Quick installation without tools
¬ Complete with clear safety glass pane   WH-RAL9010 / White RAL9010 / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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  1,4 kg



 

15000 cd/klm15000 cd/klm15000 cd/klm15000 cd/klm15000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/I  -  40 W  -  4000 K  8448453463410

 

4000 cd/klm4000 cd/klm4000 cd/klm4000 cd/klm4000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/M  -  40 W  -  4000 K  8448463463410

 

1600 cd/klm1600 cd/klm1600 cd/klm1600 cd/klm1600 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/IW  -  40 W  -  4000 K  8448473463410

8417900 8435961 8435962 8435963

8435964 8435965

AS448 LED SPOT REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
40 W II - 80 4000 ü C/I 2 x 6° 5190 lm 4110 lm 80 10 50000 h 8448453463410
40 W II - 80 3000 ü C/I 2 x 6° 5070 lm 3950 lm 80 10 50000 h 8448453463310
35 W II - 80 4000 ü C/I 2 x 6° 4400 lm 3270 lm 80 10 50000 h 8448453323410
35 W II - 80 3000 ü C/I 2 x 6° 4280 lm 3140 lm 80 10 50000 h 8448453323310

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W II - 80 4000 ü C/I 2 x 6° 5190 lm 4110 lm 80 10 50000 h 8448453466410
40 W II - 80 3000 ü C/I 2 x 6° 5070 lm 3950 lm 80 10 50000 h 8448453466310
35 W II - 80 4000 ü C/I 2 x 6° 4400 lm 3270 lm 80 10 50000 h 8448453326410
35 W II - 80 3000 ü C/I 2 x 6° 4280 lm 3140 lm 80 10 50000 h 8448453326310

AS448 LED MEDIUM REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
40 W II - 80 4000 ü C/M 2 x 16° 5190 lm 4290 lm 80 10 50000 h 8448463463410
40 W II - 80 3000 ü C/M 2 x 16° 5070 lm 4120 lm 80 10 50000 h 8448463463310
35 W II - 80 4000 ü C/M 2 x 16° 4400 lm 3420 lm 80 10 50000 h 8448463323410
35 W II - 80 3000 ü C/M 2 x 16° 4280 lm 3280 lm 80 10 50000 h 8448463323310

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W II - 80 4000 ü C/M 2 x 16° 5190 lm 4290 lm 80 10 50000 h 8448463466410
40 W II - 80 3000 ü C/M 2 x 16° 5070 lm 4120 lm 80 10 50000 h 8448463466310
35 W II - 80 4000 ü C/M 2 x 16° 4400 lm 3420 lm 80 10 50000 h 8448463326410
35 W II - 80 3000 ü C/M 2 x 16° 4280 lm 3280 lm 80 10 50000 h 8448463326310

AS448 LED FLOOD REFLECTOR IK02 0.20J xx0 - 650 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 220/240 V 50/60 Hz
40 W II - 80 4000 ü C/IW 2 x 27° 5190 lm 4420 lm 80 10 50000 h 8448473463410
40 W II - 80 3000 ü C/IW 2 x 27° 5070 lm 4240 lm 80 10 50000 h 8448473463310
35 W II - 80 4000 ü C/IW 2 x 27° 4400 lm 3520 lm 80 10 50000 h 8448473323410
35 W II - 80 3000 ü C/IW 2 x 27° 4280 lm 3380 lm 80 10 50000 h 8448473323310

Power LED - dimmable DALI 220-240 V 50/60 Hz
40 W II - 80 4000 ü C/IW 2 x 27° 5190 lm 4420 lm 80 10 50000 h 8448473466410
40 W II - 80 3000 ü C/IW 2 x 27° 5070 lm 4240 lm 80 10 50000 h 8448473466310
35 W II - 80 4000 ü C/IW 2 x 27° 4400 lm 3520 lm 80 10 50000 h 8448473326410
35 W II - 80 3000 ü C/IW 2 x 27° 4280 lm 3380 lm 80 10 50000 h 8448473326310

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

AS 448
Frosted safety glass pane 8417900

Food glass filter for meat products 8435961

Food glass filter for bakery products 8435962

Food glass filters for fruits and cheese 8435963

Food glass filter for vegetables 8435964

Food glass filter for fish products 8435965
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OTR TRACKS RAILS

52 1000 / 2000 / 3000 / 4000

31,4

37
,8

31,4

37
,8

1000 / 2000 / 3000 / 4000

OTR 
STANDARD

OTR 
RECESSED

INDOOR  |  RETAIL  |  TRACK LIGHTS  |  OTR TRACKS RAILS

The track system with 3 switches is a complete 
installation system designed for stores, hypermarkets, 
public facilities, museums, factories, etc.
¬ All designs can be easily implemented, and assembly 

is facilitated by the use of tracks and standard 
accessories

¬ Designed for exposed, recessed or suspension 
installation, and the luminaires can be easily moved, 
changed or modified

¬ Tracks and accessories are available in the shades 
white (BW), grey (AL) and black (NZ)

¬ The indication “earthing conductor on the right, 
left, inside or outside” for power supply units, corner 
and T- derivations is based on the position of the 
earthing conductor on the track. The position of the 

earthing conductor on the track depends on the visual 
direction. The visual direction follows the operating 
direction of the system on the cross cup of the track 
that opens downwards

¬ Compatible with 3F “standard” adaptors that do not 
use DIM

¬ The OTR binary system is a mixed three-phase system 
with two additional conductors for the management 
of any signal (e.g. DIM 1-10 V, DALI, DMX, LON, EIB, 
etc.).

  GR-94 / Metallic grey / Textured
o  BK-81 / Black / Textured

  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

ON REQUEST

A new way of making room for all your lighting ideas.

While the bottom of the track carries out the typical direct lighting function, the top can be used 
to create indirect lighting by inserting strips or LED modules of different types. The top can also be 
used to pass the mounting cables or the control system of the lighting elements.

OTR H | INDIRECT LIGHT
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OTR TRACKS RAILS STANDARD
LENGTH COLOUR/

RAL PART NUMBER

OTR TRACKS RAILS STANDARD - 1 m
1 m 310817
1 m o 310820
1 m 310822

OTR TRACKS RAILS STANDARD - 2 m
2 m 310871
2 m o 310872
2 m 310874

OTR TRACKS RAILS STANDARD - 3 m
3 m 310884
3 m o 310885
3 m 310889

OTR TRACKS RAILS STANDARD - 4 m
4 m 310898
4 m o 310899
4 m 310900

OTR TRACKS RAILS RECESSED
LENGTH COLOUR/

RAL PART NUMBER

OTR TRACKS RAILS RECESSED - 1 m
1 m 310834
1 m o 310835
1 m 310836

OTR TRACKS RAILS RECESSED - 2 m
2 m 310879
2 m o 310880
2 m 310881

OTR TRACKS RAILS RECESSED - 3 m
3 m 310891
3 m o 310892
3 m 310893

OTR TRACKS RAILS RECESSED - 4 m
4 m 310903
4 m o 310904
4 m 310905

SuspendedCeiling surface mounted Wall mounted Ceiling recessed

(horizontally)

INSTALLATION
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310758 310755 310752

310759 310756 310753

310713 310712 310711

310667 310666 310664

310827 310821 310818

310849 310848 310847

9001 
9002

9003  
9003

9018

9010

INDOOR  |  RETAIL  |  TRACK LIGHTS  |  OTR TRACKS RAILS

Accessories | Electro-mechanical connections

Connections are available in all the versions needed to make up a complex lighting system.
Positioning of the mechanical wrench: internal, external, left, right, with reference to the red line shown in the drawing.

9001 - OTR END - FEED RIGHT
Feeder - L - right mechanical wrench / left grounding 310758

310755

310752

9002 - OTR END - FEED LEFT
Feeder - R - right mechanical wrench / right grounding 310759

310756

310753

9003 - OTR TK CONNECTOR
Through joint 310713

310712

310711

9003-M - OTR TK CONNECTOR ONLY MACHA
Insulating connection 310667

310666

310664

9010 - OTR MIDDLE-FEED
Direct joint 310827

310821

310818

9018 - OTR FLEXIBLE CORNER
Flexible joint 310849

310848

310847

DESCRIPTION COLOR PART NUMBER

185



310832 310825 310823

310833 310836 310834

310858 310854 310850

310859 310855 310851

310860 310856 310852

310861 310857 310853

310876 310875 310873

9017 - OTR X 9017 - OTR L

9017 - OTR T

AccessoriesAccessories | Electro-mechanical connections

9011 - OTR L - FEED INT

L-shaped joint - internal mechanical wrench / external 
grounding

310832

310825

310823

9012 - OTR L - FEED EXT

L-shaped joint - external mechanical wrench / internal 
grounding

310833

310826

310824

9013 - OTR T - FEED EXT LEFT
T-shaped joint - left mechanical wrench / right grounding 310858

310854

310850

9014 - OTR T - FEED EXT RIGHT
T-shaped joint - right external mechanical wrench / left 
internal grounding

310859

310855

310851

9015 - OTR T - FEED INT LEFT
T-shaped joint - left internal mechanical wrench / right 
external grounding

310860

310856

310852

9016 - OTR T - FEED INT RIGHT
T-shaped joint - right internal mechanical wrench / left 
external grounding

310861

310857

310853

9017 - OTR X - FEED
X-shaped joint 310876

310875

310873

DESCRIPTION COLOR PART NUMBER
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310674 310673 310672

310680 310679 310675

310687 310683 310681

310692 310691 310690

310706 310701 310700

310581 310580

INDOOR  |  RETAIL  |  TRACK LIGHTS  |  OTR TRACKS RAILS

AccessoriesAccessories | accessories for connections

9001 - R/6
Suspended ceiling cover for head 310674

310673

310672

9010-R/6
Suspended ceiling cover for direct joint 310680

310679

310675

9011 - R/6
Suspended ceiling cover for L-shaped joint 310687

310683

310681

9013 - R/6
Suspended ceiling cover for T-shaped joint 310692

310691

310690

9017 - R/6
Suspended ceiling cover for X-shaped joint 310706

310701

310700

9001 /115
Gasket for feeder 310581

310580

DESCRIPTION COLOR PART NUMBER
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310617 310615 310614

310620 310618 310616

310630 310629 310628

310637 310636 310635

Accessories | Track accessories
Unless otherwise indicated, all accessories are available in three colours: White W ral 9010 / Grey G RAL 7035 / Black B ral 9005

9004
Closing cap with locking screw 310617

310615

310614

9004-R
Suspended ceiling closing cap with locking screw 310620

310618

310616

9000/H
Suspension hook 310630

310629

310628

S-9000/GP
Additional protective sheath (1 m) 310637

310636

310635

9000/TP
Additional protective cap for track slots 310621

DESCRIPTION COLOR PART NUMBER
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9000-KIT2-..

9000-KIT4-..
9000-KIT6-..

S-9000/111
S-9000/131

S-9000/114-T

S-9000/322-LA

S-9000/312-LA

S-9000/212

S-9000/214

S-9000/123

S-9000/113

S-9000/215

9000/216

9000/211-S-...

9000/213

S-9000/3-...

S-9000/132

9000/215

S-9000/212
S-9000/5-...

S-9000/5-...

S-9000/231

S-9000/116

9000/211-...

9000/211-...

9000/3-...
S-9000/3-...

9000/213

9000/211-...

9000/215
9000/215

S-9000/132 9000/214

9000/3-...

9000/3-...
9000/3-...

9000/211-S-...
9000/211-S-...

9000/211-S-...

S-9000/322-SV

S-9000/115-...
S-9000/312-SV

INDOOR  |  RETAIL  |  TRACK LIGHTS  |  OTR TRACKS RAILS

Track-fastening accessories 

Complete kit for suspended fastening

Individual accessories: various possible combinations for ceiling mounting

Accessories for mounting on ceiling
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310642

310740

310653 310645 310652

310728 310715 310727

310655 310646 310654

310730 310716 310729

310698 310682 310697

Accessories | brackets

S-9000/113
Short suspension clamp (40 mm) 310653

310645

310652

S-9000/123
Long suspension clamp for use with through joint (100 
mm)

310728

310715

310727

S-9000/132
Ceiling-mounting clamp for suspensions - 310642

S-9000/313
Short suspension clamp (25 mm) 310655

310646

310654

S-9000/333
Long suspension clamp (180 mm) 310730

310716

310729

S-9000/131
Ceiling-mounting clamp  310698

310682

310697

9000/231
Clamp with automatic tensioner - 310740

DESCRIPTION COLOR PART NUMBER
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311048 311047 311046

311051 311050 311049

311054 311053 311052

311057 311056 311055

310738 311076 310754

311077 310739 311078

INDOOR  |  RETAIL  |  TRACK LIGHTS  |  OTR TRACKS RAILS

Accessories | brackets

9000/312-LA
Short suspension clamp with hole for automatic tensioner 
(35 mm)

311048

311047

311046

9000/312-SV
Short suspension clamp with hole for cable with ball 
terminal (35 mm)

311051

311050

311049

9000/322-LA
Medium suspension clamp with hole for automatic 
tensioner (100 mm)

311054

311053

311052

9000/322-SV
Medium suspension clamp with hole for cable with ball 
terminal (100 mm)

311057

311056

311055

9000/332-LA
Long suspension clamp with hole for automatic tensioner 
for use with through joint (180 mm)

310738

311076

310754

9000/332-SV
Long suspension clamp with hole for cable with ball 
terminal for use with through joint (180 mm)

311077

310739

311078

DESCRIPTION COLOR PART NUMBER
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310625

310699

310744 310743 310742

310696 310695 310694

310689 310688

310613 310612 310611

310651 310650 310649

Accessories | Clip

S-9000/111
Steel clip for mounting on ceiling - 310625

S-9000/116
Clamp with automatic tensioner - 310699

S-9000/114-T
Clip with automatic tensioner for quick mounting 310744

310743

310742

S-9000/115
Clip for quick mounting 310651

310650

310649

S-9000/118
Clip for quick mounting with M6 tensioner 310696

310695

310694

S-9000/119-TB
Clip for quick mounting of track on T-bar 310689

310688

S-9000/5
Plastic cover for clips and clamps 310613

310612

310611

DESCRIPTION COLOR PART NUMBER
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310665

310671

310693

310619

INDOOR  |  RETAIL  |  TRACK LIGHTS  |  OTR TRACKS RAILS

Accessories | Cables

Accessories | Tensioners

DESCRIPTION COLOUR/RAL CODE EURO

9000/211
Steel cable (Ø 1.5 mm - 1.5 m length) - 310634

Steel cable (Ø 1.5 mm - 2 m length) - 310643

Steel cable (Ø 1.5 mm - 3 m length) - 310657

Steel cable (Ø 1.5 mm - 5 m length) - 310718

9000/218
M5 automatic tensioner with lateral hole, in chromed 
brass - 310665

9000/215
Screw tensioner, in nickel-plated brass - 310619

9000/214
Automatic locking tensioner, in nickel-plated brass - 310693

9000/213
Automatic hook tensioner, in nickel-plated brass - 310671

9000/211-S
Steel cable (Ø 1.5 mm - 1.5 m length) with ball terminal - 310647

Steel cable (Ø 1.5 mm - 2 m length) with ball terminal - 310658

Steel cable (Ø 1.5 mm - 3 m length) with ball terminal - 310668

Steel cable (Ø 1.5 mm - 5 m length) with ball terminal - 310726

Steel cable (Ø 1.5 mm - 6 m length) with ball terminal - 310741

DESCRIPTION COLOR PART NUMBER
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310778 - 1,5 m
310787 - 3 m
310813 - 5 m

310777 - 1,5 m
310786 - 3 m
310812 - 5 m

310776 - 1,5 m
310785 - 3 m
310811 - 5 m

310801 - 1,5 m
310805 - 3 m
310831 - 5 m

310781 - 1,5 m
310794 - 3 m
310810 - 5 m

310780 - 1,5 m
310793 - 3 m
310809 - 5 m

310779 - 1,5 m
310792 - 3 m
310808 - 5 m

Accessories | complete kit for suspended mounting

9000-KIT2 - 1,5 m
Bracket for mounting on ceiling, screw tensioner, plastic 
ceiling rose, Ø 1.5 mm 1.5 m-long steel cable with ball 
end, clip for quick mounting

310778

310777

310776

9000-KIT2 - 3 m
Ceiling-mounting bracket, screw tensioner, plastic ceiling 
rose, Ø 1.5 mm 3 m-long steel cable with ball end, clip for 
quick mounting

310787

310786

310785

9000-KIT2 - 5 m
Bracket for mounting on ceiling, screw tensioner, plastic 
ceiling rose, Ø 1.5 mm 5 m-long steel cable with ball end, 
clip for quick mounting

310813

310812

310811

9000-KIT6 - 1,5 m
Screw tensioner, plastic ceiling rose, Ø 1.5 mm 1.5 m-long 
steel cable with ball end, bracket with milled hole and 
automatic tensioner

310781

310780

310779

9000-KIT6 - 3 m
Screw tensioner, plastic ceiling rose, Ø 1.5 mm 3 m-long 
steel cable with ball end, bracket with milled hole and 
automatic tensioner

310794

310793

310792

9000-KIT6 - 5 m
Screw tensioner, plastic ceiling rose, Ø 1.5 mm 5 m-long 
steel cable with ball end, bracket with milled hole and 
automatic tensioner

310810

310809

310808

9000-KIT4 - 1,5 m
Metal ball ceiling rose with hole, Ø 1.5 mm 1.5 m-long 
steel cable with ball end, with automatic tensioner

- 310801

9000-KIT4 - 3 m
Rosace métallique sphérique avec trou, câble en acier 
Ø 1,5 mm ongueur 3 m avec extrémité sphérique, avec 
tendeur automatique

- 310805

9000-KIT4 - 5 m
Metal ball ceiling rose with hole, Ø 1.5 mm 5 m-long steel 
cable with ball end, with automatic tensioner

- 310831

DESCRIPTION COLOR PART NUMBER
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310770 310769 310768

310736 310735 310734

310603 310602 310601

310606 310605 310604

310644

INDOOR  |  RETAIL  |  TRACK LIGHTS  |  OTR TRACKS RAILS

Accessories | suspended mounting set

Accessories | Ceiling roses

DESCRIPTION COLOUR/RAL CODE EURO

9000-P3-KIT4 - 1 m
Bracket for mounting on ceiling, M6 nut, plastic ceiling 
rose, M6 1 m-long threaded bar with cover sheath

310770

310769

310768

9000-P2
Bracket with M6 tensioner and plastic cover 310736

310735

310734

9000/3
Plastic ceiling rose for Ø 1.5 mm steel cable 310603

310602

310601

9000/4
Plastic ceiling rose for threaded bar in M6 steel 310606

310605

310604

9000/216
Metal ball ceiling rose with hole - 310644

DESCRIPTION COLOR PART NUMBER
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310751 310750 310749

310725 310722 310721

310764 310760 310757

310737 310733 310732

310897 310896 310895

311063 311062 311061

310888 310887 310886

311060 311059 311058

Accessories | Adapters
OTR adapters are equipped with a phase selector that allows the selection to be maintained even when the adapter is removed and/or reinserted into the line. This also allows 
for the selection of the phase before assembly, thus simplifying the operation.

9009 
6-Conductor DALI adapter (3-phase + control system) 
(maximum load 100 N = 10.2 kg)

310751

310750

310749

9009-4
4-Conductor adapter (3-phase) (maximum load 100 N 
= 10.2 kg)

310725

310722

310721

S-9209
Asymmetric 4-conductor adapter (3-phase) (maximum 
load 100 N = 10.2 kg)

310764

310760

310757

S-9209-4
Asymmetric 4-conductor adapter (3-phase) (maximum 
load 100 N = 10.2 kg)

310737

310733

310732

9409-4-DRI
Compact 4-conductor adapter with integrated driver 
(3-phase) (100-850 mA - max. 40 VDC)

311063

311062

311061

9909-DRI
Integrated 6-conductor DALI adapter with integrated 
driver (3-phase + control system) (350-500 mA - max. 
50 VDC)

310897

310896

310895

9909-4-DRI
Integrated 4-conductor adapter with integrated driver 
(3-phase) (100-850 mA - max. 40 VDC)

310888

310887

310886

9409-4
Asymmetric 4-conductor adapter (3-phase) (maximum 
load 50 N = 5.1 kg)

311060

311059

311058

DESCRIPTION COLOR PART NUMBER
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310845 310844 310843

310586 310584 310582

310656

310830 310829 310828

310678 310677 310676

310624 310623 310622

310592 310590 310588

310648

310862

310846

310609 310610

310638 310639

310662 310663

INDOOR  |  RETAIL  |  TRACK LIGHTS  |  OTR TRACKS RAILS

Accessories | Accessories for adapters

S-9000/BP-D
Adapter ceiling-mounting base (without using the track) 310845

310844

310843

9000/BR
Adapter suspended ceiling-mounting base (without 
using the track)

310830

310829

310828

S-9000/M
Mechanical adapter 310678

310677

310676

S-9000/BC
External cable clamp with plastic grub screw 310624

310623

310622

S-9000/D
Nut for M10 connector 310609

Nut for M13 connector 310610

9009/IP40
IP40 Housing for symmetrical adapter 310592

310590

310588

S-9000
Aluminium M10 connector for adapter - 310638

Aluminium M13 connector for adapter - 310639

S-9000/SC
Aluminium M10 connector without collar for adapter - 310662

Aluminium M13 connector without collar for adapter - 310663

S-9000/FI
Aluminium M10 connector with internal thread for 
adapter

- 310648

9009/T-INS
Adapter wiring insert - 310862

9009/T-HAN
Handle for adapter wiring insert - 310846

9009/10
Internal cable clamp for symmetrical adapter 310586

310584

310582

9009/51
Aluminium ring with block grub screw to prevent twisting 
of adapter connectors

- 310656

DESCRIPTION COLOR PART NUMBER
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310593 310591 310589

310587 310585 310583

310600 310599 310598

310720 310719

310724 310723

310608 310607

310669 310670

310595 310594

310708 310707

310597 310596

310710 310709

310731

Accessories | Driver box and accessories

DESCRIPTION COLOUR/RAL CODE EURO

9209/IP40
IP40 Housing for asymmetrical adapter 310593

310591

310589

9209/20
Internal cable clamp for asymmetrical adapter 310587

310585

310583

9909-DRI/11
Plastic friction ring for retractable adapter 310600

310599

310598

9909/M10
M10 Terminal for retractable adapter - 310731

9209/BD-M
LED driver box. For use with asymmetrical adaptor 
9209.... Max. size for driver housing: 116x52x30 mm

310720

310719

9209/BD-L
LED driver box. For use with asymmetrical adaptor 9209.... 
Max. size for driver housing: 162x52x30 mm

310724

310723

9209-BD/3
Plastic cover and screws for LED driver box connectors 310608

310607

9209-BD
Aluminium M10 connector for LED driver box - 310669

Aluminium M13 connector for LED driver box - 310670

9209-BD-10/4
Adapter for M10 connector for LED driver box 310595

310594

9209-BD-13/4
Adapter for M13 connector for LED driver box 310597

310596

DRV BX KIT-BD/M13
Kit for LED driver box - complete set for M13 mounting 310710

310709

DRV BX KIT-BD/M10
Kit for LED driver box - complete set for M10 mounting 310708

310707

Accessories | Accessories for adapters

DESCRIPTION COLOR PART NUMBER
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MINI LED FL

       
  

62

40

589 / 869 / 1149 / 1749 mm

400 / 600 / 800 / 1100 ± 10 mm

62

40

589 / 869 / 1149 / 1749 mm

400 / 600 / 800 / 1100 ± 10 mm

MINI LED FL MINI LED FL 
/CL

INDOOR  |  RETAIL  |  BATTEN  |  MINI LED FL

Surface mounted LED batten, suitable for edge and cove 
lighting, comprising:
¬ Extruded aluminium profile housing, painted
¬ Transparent (T) or opal (O) polycarbonate diffuser
¬ Technolpolymer end caps
¬ Symmetrical optics: Wide (S/W) and Extrawide (S/EW)
¬ Fast male-female connector, for wires Ø 7.5 - Ø 12 mm
¬ Light beam obtained by the combination of multiple 

LED modules
¬ Stainless steel external screws
¬ Stainless steel springs for quick ceiling mount
¬ Versions with dimmable 1-10 V or DALI drivers are 

available
¬ The MINI LED CL versions are complete with through-

wiring for continuous line installation
¬ For MINI LED CL versions, the electrical connection is 

provided by a 3- or 5-pole connectors, depending on 
the model; the connectors are available as accessories 
to be ordered together with the fixtures

¬ The MINI LED UP versions are fitted for electrical 
connection by wire coming in from the back of the 
device instead of from the top.

  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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589 mm - Max 1,4 kg
869 mm - Max 2 kg
1149 mm - Max 2,5 kg
1749 mm - Max 3,5 kg

589 mm - Max 1,4 kg
869 mm - Max 2 kg
1149 mm - Max 2,5 kg
1749 mm - Max 3,5 kg



MINI LED 
CL

MINI LED 
CL

MINI LED 
CL

MINI LED 
CL

MINI LED 
CL

MINI LED 
CL UP

MINI LED 
UP

MINI LED

MINI LEDMINI LED

MINI LED

Stainless steel springs for 
quick ceiling mount

Stainless steel springs for 
quick ceiling mount

Junction kit

Power supply kit

Power supply kit

Intermediate connection

Intermediate corner connection

MINI LED  CONTINUOS MOUNTED LUMINAIRE CL

MINI LED UP  CONTINUOS MOUNTED LUMINAIRE CL
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MINI LED
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S/W  -  42 W  -  4000 K  06176287

INDOOR  |  RETAIL  |  BATTEN  |  MINI LED FL

MINI LED FLT S/W IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/W - 5796 lm 3400 lm 70 10 60000 h 1749 mm 06176287
42 W I - 80 3000 ü S/W - 5400 lm 3124 lm 70 10 60000 h 1749 mm 06176187
28 W I - 80 4000 ü S/W - 3864 lm 2308 lm 70 10 60000 h 1149 mm 06176087
28 W I - 80 3000 ü S/W - 3600 lm 2120 lm 70 10 60000 h 1149 mm 06175987
24 W I - 80 4000 ü S/W - 2898 lm 1759 lm 70 10 60000 h 869 mm 06175887
24 W I - 80 3000 ü S/W - 2700 lm 1616 lm 70 10 60000 h 869 mm 06175787
15 W I - 80 4000 ü S/W - 1932 lm 1153 lm 70 10 60000 h 589 mm 06175687
15 W I - 80 3000 ü S/W - 1800 lm 1060 lm 70 10 60000 h 589 mm 06175587

Power LED - dimmable DALI 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/W - 5796 lm 3400 lm 70 10 60000 h 1749 mm 06189087
42 W I - 80 3000 ü S/W - 5400 lm 3124 lm 70 10 60000 h 1749 mm 06188987
28 W I - 80 4000 ü S/W - 3864 lm 2308 lm 70 10 60000 h 1149 mm 06188887
28 W I - 80 3000 ü S/W - 3600 lm 2120 lm 70 10 60000 h 1149 mm 06188787
24 W I - 80 4000 ü S/W - 2898 lm 1759 lm 70 10 60000 h 869 mm 06188687
24 W I - 80 3000 ü S/W - 2700 lm 1616 lm 70 10 60000 h 869 mm 06188587
15 W I - 80 4000 ü S/W - 1932 lm 1153 lm 70 10 60000 h 589 mm 06188487
15 W I - 80 3000 ü S/W - 1800 lm 1060 lm 70 10 60000 h 589 mm 06188387

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/W - 5796 lm 3400 lm 70 10 60000 h 1749 mm 06182687
42 W I - 80 3000 ü S/W - 5400 lm 3124 lm 70 10 60000 h 1749 mm 06182587
28 W I - 80 4000 ü S/W - 3864 lm 2308 lm 70 10 60000 h 1149 mm 06182487
28 W I - 80 3000 ü S/W - 3600 lm 2120 lm 70 10 60000 h 1149 mm 06182387
24 W I - 80 4000 ü S/W - 2898 lm 1759 lm 70 10 60000 h 869 mm 06182287
24 W I - 80 3000 ü S/W - 2700 lm 1616 lm 70 10 60000 h 869 mm 06182187
15 W I - 80 4000 ü S/W - 1932 lm 1153 lm 70 10 60000 h 589 mm 06182087
15 W I - 80 3000 ü S/W - 1800 lm 1060 lm 70 10 60000 h 589 mm 06181987

Power supply kit

Stainless steel springs for 
quick ceiling mount
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S/EW  -  42 W  -  4000 K  06174687

MINI LED FLT S/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 4079 lm 70 10 60000 h 1749 mm 06174687
42 W I - 80 3000 ü S/EW - 5400 lm 3748 lm 70 10 60000 h 1749 mm 06174587
28 W I - 80 4000 ü S/EW - 3864 lm 2820 lm 70 10 60000 h 1149 mm 06174487
28 W I - 80 3000 ü S/EW - 3600 lm 2592 lm 70 10 60000 h 1149 mm 06174387
24 W I - 80 4000 ü S/EW - 2898 lm 2152 lm 70 10 60000 h 869 mm 06174287
24 W I - 80 3000 ü S/EW - 2700 lm 1977 lm 70 10 60000 h 869 mm 06174187
15 W I - 80 4000 ü S/EW - 1932 lm 1395 lm 70 10 60000 h 589 mm 06173987
15 W I - 80 3000 ü S/EW - 1800 lm 1297 lm 70 10 60000 h 589 mm 06173887

Power LED - dimmable DALI 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 4079 lm 70 10 60000 h 1749 mm 06187487
42 W I - 80 3000 ü S/EW - 5400 lm 3748 lm 70 10 60000 h 1749 mm 06187387
28 W I - 80 4000 ü S/EW - 3864 lm 2820 lm 70 10 60000 h 1149 mm 06187287
28 W I - 80 3000 ü S/EW - 3600 lm 2592 lm 70 10 60000 h 1149 mm 06187187
24 W I - 80 4000 ü S/EW - 2898 lm 2152 lm 70 10 60000 h 869 mm 06187087
24 W I - 80 3000 ü S/EW - 2700 lm 1977 lm 70 10 60000 h 869 mm 06186987
15 W I - 80 4000 ü S/EW - 1932 lm 1395 lm 70 10 60000 h 589 mm 06186887
15 W I - 80 3000 ü S/EW - 1800 lm 1297 lm 70 10 60000 h 589 mm 06185987

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 4079 lm 70 10 60000 h 1749 mm 06181087
42 W I - 80 3000 ü S/EW - 5400 lm 3748 lm 70 10 60000 h 1749 mm 06180987
28 W I - 80 4000 ü S/EW - 3864 lm 2820 lm 70 10 60000 h 1149 mm 06180887
28 W I - 80 3000 ü S/EW - 3600 lm 2592 lm 70 10 60000 h 1149 mm 06180787
24 W I - 80 4000 ü S/EW - 2898 lm 2152 lm 70 10 60000 h 869 mm 06180687
24 W I - 80 3000 ü S/EW - 2700 lm 1977 lm 70 10 60000 h 869 mm 06180587
15 W I - 80 4000 ü S/EW - 1932 lm 1395 lm 70 10 60000 h 589 mm 06180487
15 W I - 80 3000 ü S/EW - 1800 lm 1297 lm 70 10 60000 h 589 mm 06180387

MINI LED FLT EM S/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED - Emergency 220-240 V 50/60 Hz
28 W I - 80 4000 ü S/EW - 3864 lm 2820 lm 70 10 60000 h 1149 mm 06256787
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S/EW  -  28 W  -  4000 K  06256887
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MINI LED FLO S/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 2769 lm 70 10 60000 h 1749 mm 06175487
42 W I - 80 3000 ü S/EW - 5400 lm 2545 lm 70 10 60000 h 1749 mm 06175387
28 W I - 80 4000 ü S/EW - 3864 lm 1895 lm 70 10 60000 h 1149 mm 06175287
28 W I - 80 3000 ü S/EW - 3600 lm 1742 lm 70 10 60000 h 1149 mm 06175187
24 W I - 80 4000 ü S/EW - 2898 lm 1445 lm 70 10 60000 h 869 mm 06175087
24 W I - 80 3000 ü S/EW - 2700 lm 1328 lm 70 10 60000 h 869 mm 06174987
15 W I - 80 4000 ü S/EW - 1932 lm 947 lm 70 10 60000 h 589 mm 06174887
15 W I - 80 3000 ü S/EW - 1800 lm 880 lm 70 10 60000 h 589 mm 06174787

Power LED - dimmable DALI 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 2769 lm 70 10 60000 h 1749 mm 06188287
42 W I - 80 3000 ü S/EW - 5400 lm 2545 lm 70 10 60000 h 1749 mm 06188187
28 W I - 80 4000 ü S/EW - 3864 lm 1895 lm 70 10 60000 h 1149 mm 06188087
28 W I - 80 3000 ü S/EW - 3600 lm 1742 lm 70 10 60000 h 1149 mm 06187987
24 W I - 80 4000 ü S/EW - 2898 lm 1445 lm 70 10 60000 h 869 mm 06187887
24 W I - 80 3000 ü S/EW - 2700 lm 1328 lm 70 10 60000 h 869 mm 06187787
15 W I - 80 4000 ü S/EW - 1932 lm 947 lm 70 10 60000 h 589 mm 06187687
15 W I - 80 3000 ü S/EW - 1800 lm 880 lm 70 10 60000 h 589 mm 06187587

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 2769 lm 70 10 60000 h 1749 mm 06181887
42 W I - 80 3000 ü S/EW - 5400 lm 2545 lm 70 10 60000 h 1749 mm 06181787
28 W I - 80 4000 ü S/EW - 3864 lm 1895 lm 70 10 60000 h 1149 mm 06181687
28 W I - 80 3000 ü S/EW - 3600 lm 1742 lm 70 10 60000 h 1149 mm 06181587
24 W I - 80 4000 ü S/EW - 2898 lm 1445 lm 70 10 60000 h 869 mm 06181487
24 W I - 80 3000 ü S/EW - 2700 lm 1328 lm 70 10 60000 h 869 mm 06181387
15 W I - 80 4000 ü S/EW - 1932 lm 947 lm 70 10 60000 h 589 mm 06181287
15 W I - 80 3000 ü S/EW - 1800 lm 880 lm 70 10 60000 h 589 mm 06181187

MINI LED FLO EM S/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED - Emergency 220-240 V 50/60 Hz
28 W I - 80 4000 ü S/EW - 3864 lm 1895 lm 70 10 60000 h 1149 mm 06256887
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S/W  -  42 W  -  4000 K  06194687

MINI LED FLT/CL S/W IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/W - 5796 lm 3400 lm 70 10 60000 h 1749 mm 06194687
42 W I - 80 3000 ü S/W - 5400 lm 3124 lm 70 10 60000 h 1749 mm 06194587
28 W I - 80 4000 ü S/W - 3864 lm 2308 lm 70 10 60000 h 1149 mm 06194487
28 W I - 80 3000 ü S/W - 3600 lm 2120 lm 70 10 60000 h 1149 mm 06194387
24 W I - 80 4000 ü S/W - 2898 lm 1759 lm 70 10 60000 h 869 mm 06194287
24 W I - 80 3000 ü S/W - 2700 lm 1616 lm 70 10 60000 h 869 mm 06194187
15 W I - 80 4000 ü S/W - 1932 lm 1153 lm 70 10 60000 h 589 mm 06194087
15 W I - 80 3000 ü S/W - 1800 lm 1060 lm 70 10 60000 h 589 mm 06193987

Power LED - dimmable DALI 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/W - 5796 lm 3400 lm 70 10 60000 h 1749 mm 06205987
42 W I - 80 3000 ü S/W - 5400 lm 3124 lm 70 10 60000 h 1749 mm 06205887
28 W I - 80 4000 ü S/W - 3864 lm 2308 lm 70 10 60000 h 1149 mm 06205787
28 W I - 80 3000 ü S/W - 3600 lm 2120 lm 70 10 60000 h 1149 mm 06205687
24 W I - 80 4000 ü S/W - 2898 lm 1759 lm 70 10 60000 h 869 mm 06205587
24 W I - 80 3000 ü S/W - 2700 lm 1616 lm 70 10 60000 h 869 mm 06205487
15 W I - 80 4000 ü S/W - 1932 lm 1153 lm 70 10 60000 h 589 mm 06205387
15 W I - 80 3000 ü S/W - 1800 lm 1060 lm 70 10 60000 h 589 mm 06205287

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/W - 5796 lm 3400 lm 70 10 60000 h 1749 mm 06200287
42 W I - 80 3000 ü S/W - 5400 lm 3124 lm 70 10 60000 h 1749 mm 06200187
28 W I - 80 4000 ü S/W - 3864 lm 2308 lm 70 10 60000 h 1149 mm 06200087
28 W I - 80 3000 ü S/W - 3600 lm 2120 lm 70 10 60000 h 1149 mm 06199987
24 W I - 80 4000 ü S/W - 2898 lm 1759 lm 70 10 60000 h 869 mm 06199887
24 W I - 80 3000 ü S/W - 2700 lm 1616 lm 70 10 60000 h 869 mm 06199787
15 W I - 80 4000 ü S/W - 1932 lm 1153 lm 70 10 60000 h 589 mm 06199687
15 W I - 80 3000 ü S/W - 1800 lm 1060 lm 70 10 60000 h 589 mm 06199587

MINI LED

MINI LED  CONTINUOS MOUNTED LUMINAIRE CL

Intermediate connection

Power supply kit

Junction kit

Intermediate corner 
connection

Stainless steel springs for 
quick ceiling mount
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MINI LED FLT/CL S/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 4079 lm 70 10 60000 h 1749 mm 06193087
42 W I - 80 3000 ü S/EW - 5400 lm 3748 lm 70 10 60000 h 1749 mm 06192987
28 W I - 80 4000 ü S/EW - 3864 lm 2820 lm 70 10 60000 h 1149 mm 06192887
28 W I - 80 3000 ü S/EW - 3600 lm 2592 lm 70 10 60000 h 1149 mm 06192787
24 W I - 80 4000 ü S/EW - 2898 lm 2152 lm 70 10 60000 h 869 mm 06192687
24 W I - 80 3000 ü S/EW - 2700 lm 1977 lm 70 10 60000 h 869 mm 06192587
15 W I - 80 4000 ü S/EW - 1932 lm 1395 lm 70 10 60000 h 589 mm 06192487
15 W I - 80 3000 ü S/EW - 1800 lm 1297 lm 70 10 60000 h 589 mm 06192387

Power LED - dimmable DALI 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 4079 lm 70 10 60000 h 1749 mm 06204387
42 W I - 80 3000 ü S/EW - 5400 lm 3748 lm 70 10 60000 h 1749 mm 06204287
28 W I - 80 4000 ü S/EW - 3864 lm 2820 lm 70 10 60000 h 1149 mm 06204187
28 W I - 80 3000 ü S/EW - 3600 lm 2592 lm 70 10 60000 h 1149 mm 06204087
24 W I - 80 4000 ü S/EW - 2898 lm 2152 lm 70 10 60000 h 869 mm 06203987
24 W I - 80 3000 ü S/EW - 2700 lm 1977 lm 70 10 60000 h 869 mm 06203887
15 W I - 80 4000 ü S/EW - 1932 lm 1395 lm 70 10 60000 h 589 mm 06203787
15 W I - 80 3000 ü S/EW - 1800 lm 1297 lm 70 10 60000 h 589 mm 06203687

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 4079 lm 70 10 60000 h 1749 mm 06198687
42 W I - 80 3000 ü S/EW - 5400 lm 3748 lm 70 10 60000 h 1749 mm 06198587
28 W I - 80 4000 ü S/EW - 3864 lm 2820 lm 70 10 60000 h 1149 mm 06198487
28 W I - 80 3000 ü S/EW - 3600 lm 2592 lm 70 10 60000 h 1149 mm 06198387
24 W I - 80 4000 ü S/EW - 2898 lm 2152 lm 70 10 60000 h 869 mm 06198287
24 W I - 80 3000 ü S/EW - 2700 lm 1977 lm 70 10 60000 h 869 mm 06198187
15 W I - 80 4000 ü S/EW - 1932 lm 1395 lm 70 10 60000 h 589 mm 06198087
15 W I - 80 3000 ü S/EW - 1800 lm 1297 lm 70 10 60000 h 589 mm 06197987

MINI LED FLT/CL EM S/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED - Emergency 220-240 V 50/60 Hz
28 W I - 80 4000 ü S/EW - 3864 lm 2820 lm 70 10 60000 h 1149 mm 06257087
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MINI LED FLO/CL S/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 2769 lm 70 10 60000 h 1749 mm 06193887
42 W I - 80 3000 ü S/EW - 5400 lm 2545 lm 70 10 60000 h 1749 mm 06193787
28 W I - 80 4000 ü S/EW - 3864 lm 1895 lm 70 10 60000 h 1149 mm 06193687
28 W I - 80 3000 ü S/EW - 3600 lm 1742 lm 70 10 60000 h 1149 mm 06193587
24 W I - 80 4000 ü S/EW - 2898 lm 1445 lm 70 10 60000 h 869 mm 06193487
24 W I - 80 3000 ü S/EW - 2700 lm 1328 lm 70 10 60000 h 869 mm 06193387
15 W I - 80 4000 ü S/EW - 1932 lm 947 lm 70 10 60000 h 589 mm 06193287
15 W I - 80 3000 ü S/EW - 1800 lm 880 lm 70 10 60000 h 589 mm 06193187

Power LED - dimmable DALI 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 2769 lm 70 10 60000 h 1749 mm 06205187
42 W I - 80 3000 ü S/EW - 5400 lm 2545 lm 70 10 60000 h 1749 mm 06205087
28 W I - 80 4000 ü S/EW - 3864 lm 1895 lm 70 10 60000 h 1149 mm 06204987
28 W I - 80 3000 ü S/EW - 3600 lm 1742 lm 70 10 60000 h 1149 mm 06204887
24 W I - 80 4000 ü S/EW - 2898 lm 1445 lm 70 10 60000 h 869 mm 06204787
24 W I - 80 3000 ü S/EW - 2700 lm 1328 lm 70 10 60000 h 869 mm 06204687
15 W I - 80 4000 ü S/EW - 1932 lm 947 lm 70 10 60000 h 589 mm 06204587
15 W I - 80 3000 ü S/EW - 1800 lm 880 lm 70 10 60000 h 589 mm 06204487

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 2769 lm 70 10 60000 h 1749 mm 06199487
42 W I - 80 3000 ü S/EW - 5400 lm 2545 lm 70 10 60000 h 1749 mm 06199387
28 W I - 80 4000 ü S/EW - 3864 lm 1895 lm 70 10 60000 h 1149 mm 06199287
28 W I - 80 3000 ü S/EW - 3600 lm 1742 lm 70 10 60000 h 1149 mm 06199187
24 W I - 80 4000 ü S/EW - 2898 lm 1445 lm 70 10 60000 h 869 mm 06199087
24 W I - 80 3000 ü S/EW - 2700 lm 1328 lm 70 10 60000 h 869 mm 06198987
15 W I - 80 4000 ü S/EW - 1932 lm 947 lm 70 10 60000 h 589 mm 06198887
15 W I - 80 3000 ü S/EW - 1800 lm 880 lm 70 10 60000 h 589 mm 06198787

MINI LED FLO/CL EM S/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED - Emergency 220-240 V 50/60 Hz
28 W I - 80 4000 ü S/EW - 3864 lm 1895 lm 70 10 60000 h 1149 mm 06257187
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MINI LED 
CL

MINI LED 
CL

MINI LED 
CL UP
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MINI LED FLT/CL UP S/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 4079 lm 70 10 60000 h 1749 mm 06255687
28 W I - 80 4000 ü S/EW - 3864 lm 2820 lm 70 10 60000 h 1149 mm 06255587

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 4079 lm 70 10 60000 h 1749 mm 06256287
28 W I - 80 4000 ü S/EW - 3864 lm 2820 lm 70 10 60000 h 1149 mm 06256187

MINI LED FLO/CL UP S/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 2769 lm 70 10 60000 h 1749 mm 06255887
28 W I - 80 4000 ü S/EW - 3864 lm 1895 lm 70 10 60000 h 1149 mm 06255787

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 2769 lm 70 10 60000 h 1749 mm 06256487
28 W I - 80 4000 ü S/EW - 3864 lm 1895 lm 70 10 60000 h 1149 mm 06256387

MINI LED FLT UP S/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 4079 lm 70 10 60000 h 1749 mm 06254487
28 W I - 80 4000 ü S/EW - 3864 lm 2820 lm 70 10 60000 h 1149 mm 06254387

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 4079 lm 70 10 60000 h 1749 mm 06255087
28 W I - 80 4000 ü S/EW - 3864 lm 2820 lm 70 10 60000 h 1149 mm 06254987

MINI LED FLO UP S/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 2769 lm 70 10 60000 h 1749 mm 06254687
28 W I - 80 4000 ü S/EW - 3864 lm 1895 lm 70 10 60000 h 1149 mm 06254587

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 2769 lm 70 10 60000 h 1749 mm 06255287
28 W I - 80 4000 ü S/EW - 3864 lm 1895 lm 70 10 60000 h 1149 mm 06255187

MINI LED

MINI LED UP  CONTINUOS MOUNTED LUMINAIRE CL
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14466020 14466220 14466420 14466120

14466320 14466520 14466620

7 mm - 14466320
6 mm - 14466220

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

MINI LED FL - ON/OFF
Power supply kit with 3-pole MINI LED (for MINI LED/FC only) 14466020

Intermediate connection Kit with 3-pole MINI LED (only for 
MINI LED/FC) 14466220

Intermediate corner connection Kit with 3-pole MINI LED (only 
for MINI LED/FC, wire not included) 14466420

MINI LED FL - DIM 1-10 V - DALI
Power supply kit with 5-pole MINI LED (only for MINI LED/FC - 
EM - DIM 1-10 V and DALI) 14466120

Intermediate connection Kit with 5-pole MINI LED (only for 
MINI LED/FC - EM - DIM 1-10V and DALI) 14466320

Intermediate corner connection Kit with 3-pole MINI LED (only 
for MINI LED/FC - EM - DIM 1-10V and DALI; wire not included) 14466520

MINI LED FL
Junction Kit MINI LED 14466620
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MINI LED RD

       
  

79

40

589 / 869 / 1149 / 1709 mm

400 / 600 / 800 / 1100 ± 10 mm

589 / 869 / 1149 / 1709 mm

400 / 600 / 800 / 1100 ± 10 mm

79

40

MINI LED RD MINI LED RD 
/CL

INDOOR  |  RETAIL  |  BATTEN  |  MINI LED RD

Surface mounted LED batten, suitable for edge and cove 
lighting, comprising:
¬ Extruded aluminium profile housing, painted
¬ Transparent (T) or opal (O) polycarbonate diffuser
¬ Technolpolymer end caps
¬ Symmetrical, asymmetrical and double asymmetrical 

optics
¬ Fast male-female connector, for wires Ø 7.5 - Ø 12 mm
¬ Light beam obtained by the combination of multiple 

LED modules
¬ Stainless steel external screws
¬ Stainless steel springs for quick ceiling mount

¬ Versions with dimmable 1-10 V or DALI drivers are 
available

¬ The MINI LED CL versions are complete with through-
wiring for continuous line installation

¬ For MINI LED CL versions, the electrical connection is 
provided by a 3- or 5-pole connectors, depending on 
the model; the connectors are available as accessories 
to be ordered together with the fixtures

¬ The MINI LED UP versions are fitted for electrical 
connection by wire coming in from the back of the 
device instead of from the top.

  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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589 mm - Max 1,4 kg
869 mm - Max 2 kg
1149 mm - Max 2,5 kg
1749 mm - Max 3,5 kg

589 mm - Max 1,4 kg
869 mm - Max 2 kg
1149 mm - Max 2,5 kg
1749 mm - Max 3,5 kg



MINI LED 
CL

MINI LED 
CL

MINI LED 
CL

MINI LED 
CL

MINI LED 
CL

MINI LED 
CL UP

MINI LED 
UP

MINI LED

MINI LEDMINI LED

MINI LED

Stainless steel springs for 
quick ceiling mount

Stainless steel springs for 
quick ceiling mount

Junction kit

Power supply kit

Power supply kit

Intermediate connection

Intermediate corner connection

MINI LED  CONTINUOS MOUNTED LUMINAIRE CL

MINI LED UP  CONTINUOS MOUNTED LUMINAIRE CL
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MINI LED
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A/EW  -  42 W  -  4000 K  06178687
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MINI LED RDT A/EW LEFT IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü A/EW - 5796 lm 4416 lm 70 10 60000 h 1709 mm 06178687
42 W I - 80 3000 ü A/EW - 5400 lm 4058 lm 70 10 60000 h 1709 mm 06178587
28 W I - 80 4000 ü A/EW - 3864 lm 2996 lm 70 10 60000 h 1149 mm 06178487
28 W I - 80 3000 ü A/EW - 3600 lm 2753 lm 70 10 60000 h 1149 mm 06178387
24 W I - 80 4000 ü A/EW - 2898 lm 2315 lm 70 10 60000 h 869 mm 06178287
24 W I - 80 3000 ü A/EW - 2700 lm 2127 lm 70 10 60000 h 869 mm 06178187
15 W I - 80 4000 ü A/EW - 1932 lm 1497 lm 70 10 60000 h 589 mm 06178087
15 W I - 80 3000 ü A/EW - 1800 lm 1376 lm 70 10 60000 h 589 mm 06177987

Power LED - dimmable DALI 220-240 V 50/60 Hz
42 W I - 80 4000 ü A/EW - 5796 lm 4416 lm 70 10 60000 h 1709 mm 06191487
42 W I - 80 3000 ü A/EW - 5400 lm 4058 lm 70 10 60000 h 1709 mm 06191387
28 W I - 80 4000 ü A/EW - 3864 lm 2996 lm 70 10 60000 h 1149 mm 06191287
28 W I - 80 3000 ü A/EW - 3600 lm 2753 lm 70 10 60000 h 1149 mm 06191187
24 W I - 80 4000 ü A/EW - 2898 lm 2315 lm 70 10 60000 h 869 mm 06191087
24 W I - 80 3000 ü A/EW - 2700 lm 2127 lm 70 10 60000 h 869 mm 06190987
15 W I - 80 4000 ü A/EW - 1932 lm 1497 lm 70 10 60000 h 589 mm 06190887
15 W I - 80 3000 ü A/EW - 1800 lm 1376 lm 70 10 60000 h 589 mm 06190787

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü A/EW - 5796 lm 4416 lm 70 10 60000 h 1709 mm 06185087
42 W I - 80 3000 ü A/EW - 5400 lm 4058 lm 70 10 60000 h 1709 mm 06184987
28 W I - 80 4000 ü A/EW - 3864 lm 2996 lm 70 10 60000 h 1149 mm 06184887
28 W I - 80 3000 ü A/EW - 3600 lm 2753 lm 70 10 60000 h 1149 mm 06184787
24 W I - 80 4000 ü A/EW - 2898 lm 2315 lm 70 10 60000 h 869 mm 06184687
24 W I - 80 3000 ü A/EW - 2700 lm 2127 lm 70 10 60000 h 869 mm 06184587
15 W I - 80 4000 ü A/EW - 1932 lm 1497 lm 70 10 60000 h 589 mm 06184487
15 W I - 80 3000 ü A/EW - 1800 lm 1376 lm 70 10 60000 h 589 mm 06184387
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MINI LED RDT A/EW RIGHT IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü A/EW - 5796 lm 4416 lm 70 10 60000 h 1709 mm 06177887
42 W I - 80 3000 ü A/EW - 5400 lm 4058 lm 70 10 60000 h 1709 mm 06177787
28 W I - 80 4000 ü A/EW - 3864 lm 2996 lm 70 10 60000 h 1149 mm 06177687
28 W I - 80 3000 ü A/EW - 3600 lm 2753 lm 70 10 60000 h 1149 mm 06177587
24 W I - 80 4000 ü A/EW - 2898 lm 2315 lm 70 10 60000 h 869 mm 06177487
24 W I - 80 3000 ü A/EW - 2700 lm 2127 lm 70 10 60000 h 869 mm 06177387
15 W I - 80 4000 ü A/EW - 1932 lm 1497 lm 70 10 60000 h 589 mm 06177287
15 W I - 80 3000 ü A/EW - 1800 lm 1376 lm 70 10 60000 h 589 mm 06177187

Power LED - dimmable DALI 220-240 V 50/60 Hz
42 W I - 80 4000 ü A/EW - 5796 lm 4416 lm 70 10 60000 h 1709 mm 06190687
42 W I - 80 3000 ü A/EW - 5400 lm 4058 lm 70 10 60000 h 1709 mm 06190587
28 W I - 80 4000 ü A/EW - 3864 lm 2996 lm 70 10 60000 h 1149 mm 06190487
28 W I - 80 3000 ü A/EW - 3600 lm 2753 lm 70 10 60000 h 1149 mm 06190387
24 W I - 80 4000 ü A/EW - 2898 lm 2315 lm 70 10 60000 h 869 mm 06190287
24 W I - 80 3000 ü A/EW - 2700 lm 2127 lm 70 10 60000 h 869 mm 06190187
15 W I - 80 4000 ü A/EW - 1932 lm 1497 lm 70 10 60000 h 589 mm 06190087
15 W I - 80 3000 ü A/EW - 1800 lm 1376 lm 70 10 60000 h 589 mm 06189987

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü A/EW - 5796 lm 4416 lm 70 10 60000 h 1709 mm 06184287
42 W I - 80 3000 ü A/EW - 5400 lm 4058 lm 70 10 60000 h 1709 mm 06184187
28 W I - 80 4000 ü A/EW - 3864 lm 2996 lm 70 10 60000 h 1149 mm 06184087
28 W I - 80 3000 ü A/EW - 3600 lm 2753 lm 70 10 60000 h 1149 mm 06183987
24 W I - 80 4000 ü A/EW - 2898 lm 2315 lm 70 10 60000 h 869 mm 06183887
24 W I - 80 3000 ü A/EW - 2700 lm 2127 lm 70 10 60000 h 869 mm 06183787
15 W I - 80 4000 ü A/EW - 1932 lm 1497 lm 70 10 60000 h 589 mm 06183687
15 W I - 80 3000 ü A/EW - 1800 lm 1376 lm 70 10 60000 h 589 mm 06183587

MINI LED RDT 2A/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
84 W I - 80 4000 ü 2A/EW - 11592 lm 7966 lm 70 10 60000 h 1709 mm 06179487
84 W I - 80 3000 ü 2A/EW - 10800 lm 7320 lm 70 10 60000 h 1709 mm 06179387
56 W I - 80 4000 ü 2A/EW - 7728 lm 5404 lm 70 10 60000 h 1149 mm 06179287
56 W I - 80 3000 ü 2A/EW - 7200 lm 4965 lm 70 10 60000 h 1149 mm 06179187
44 W I - 80 4000 ü 2A/EW - 5796 lm 4301 lm 70 10 60000 h 869 mm 06179087
44 W I - 80 3000 ü 2A/EW - 5400 lm 3952 lm 70 10 60000 h 1749 mm 06178987
28 W I - 80 4000 ü 2A/EW - 3864 lm 2701 lm 70 10 60000 h 1149 mm 06178887
28 W I - 80 3000 ü 2A/EW - 3600 lm 2482 lm 70 10 60000 h 1149 mm 06178787

Power LED - dimmable DALI 220-240 V 50/60 Hz
84 W I - 80 4000 ü 2A/EW - 11592 lm 7966 lm 70 10 60000 h 1709 mm 06192287
84 W I - 80 3000 ü 2A/EW - 10800 lm 7320 lm 70 10 60000 h 1709 mm 06192187
56 W I - 80 4000 ü 2A/EW - 7728 lm 5404 lm 70 10 60000 h 1149 mm 06192087
56 W I - 80 3000 ü 2A/EW - 7200 lm 4965 lm 70 10 60000 h 1149 mm 06191987
44 W I - 80 4000 ü 2A/EW - 5796 lm 4301 lm 70 10 60000 h 869 mm 06191887
44 W I - 80 3000 ü 2A/EW - 5400 lm 3952 lm 70 10 60000 h 869 mm 06191787
28 W I - 80 4000 ü 2A/EW - 3864 lm 2701 lm 70 10 60000 h 1149 mm 06191687
28 W I - 80 3000 ü 2A/EW - 3600 lm 2482 lm 70 10 60000 h 1149 mm 06191587

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
84 W I - 80 4000 ü 2A/EW - 11592 lm 7966 lm 70 10 60000 h 1709 mm 06185887
84 W I - 80 3000 ü 2A/EW - 10800 lm 7320 lm 70 10 60000 h 1709 mm 06185787
56 W I - 80 4000 ü 2A/EW - 7728 lm 5404 lm 70 10 60000 h 1149 mm 06185687
56 W I - 80 3000 ü 2A/EW - 7200 lm 4965 lm 70 10 60000 h 1149 mm 06185587
44 W I - 80 4000 ü 2A/EW - 5796 lm 4301 lm 70 10 60000 h 869 mm 06185487
44 W I - 80 3000 ü 2A/EW - 5400 lm 3952 lm 70 10 60000 h 869 mm 06185387
28 W I - 80 4000 ü 2A/EW - 3864 lm 2701 lm 70 10 60000 h 1149 mm 06185287
28 W I - 80 3000 ü 2A/EW - 3600 lm 2482 lm 70 10 60000 h 1149 mm 06185187
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S/EW  -  42 W  -  4000 K  06177087
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60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  28 W  -  4000 K  06256987

MINI LED 
UP

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  42 W  -  4000 K  06254887

INDOOR  |  RETAIL  |  BATTEN  |  MINI LED RD

MINI LED RDO S/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 3704 lm 70 10 60000 h 1709 mm 06177087
42 W I - 80 3000 ü S/EW - 5400 lm 3404 lm 70 10 60000 h 1709 mm 06176987
28 W I - 80 4000 ü S/EW - 3864 lm 2479 lm 70 10 60000 h 1149 mm 06176887
28 W I - 80 3000 ü S/EW - 3600 lm 2278 lm 70 10 60000 h 1149 mm 06176787
24 W I - 80 4000 ü S/EW - 2898 lm 1916 lm 70 10 60000 h 869 mm 06176687
24 W I - 80 3000 ü S/EW - 2700 lm 1760 lm 70 10 60000 h 869 mm 06176587
15 W I - 80 4000 ü S/EW - 1932 lm 1254 lm 70 10 60000 h 589 mm 06176487
15 W I - 80 3000 ü S/EW - 1800 lm 1153 lm 70 10 60000 h 589 mm 06176387

Power LED - dimmable DALI 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 3704 lm 70 10 60000 h 1709 mm 06189887
42 W I - 80 3000 ü S/EW - 5400 lm 3404 lm 70 10 60000 h 1709 mm 06189787
28 W I - 80 4000 ü S/EW - 3864 lm 2479 lm 70 10 60000 h 1149 mm 06189687
28 W I - 80 3000 ü S/EW - 3600 lm 2278 lm 70 10 60000 h 1149 mm 06189587
24 W I - 80 4000 ü S/EW - 2898 lm 1916 lm 70 10 60000 h 869 mm 06189487
24 W I - 80 3000 ü S/EW - 2700 lm 1760 lm 70 10 60000 h 869 mm 06189387
15 W I - 80 4000 ü S/EW - 1932 lm 1254 lm 70 10 60000 h 589 mm 06189287
15 W I - 80 3000 ü S/EW - 1800 lm 1153 lm 70 10 60000 h 589 mm 06189187

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 3704 lm 70 10 60000 h 1709 mm 06183487
42 W I - 80 3000 ü S/EW - 5400 lm 3404 lm 70 10 60000 h 1709 mm 06183387
28 W I - 80 4000 ü S/EW - 3864 lm 2479 lm 70 10 60000 h 1149 mm 06183287
28 W I - 80 3000 ü S/EW - 3600 lm 2278 lm 70 10 60000 h 1149 mm 06183187
24 W I - 80 4000 ü S/EW - 2898 lm 1916 lm 70 10 60000 h 869 mm 06183087
24 W I - 80 3000 ü S/EW - 2700 lm 1760 lm 70 10 60000 h 869 mm 06182987
15 W I - 80 4000 ü S/EW - 1932 lm 1254 lm 70 10 60000 h 589 mm 06182887
15 W I - 80 3000 ü S/EW - 1800 lm 1153 lm 70 10 60000 h 589 mm 06182787

MINI LED RDO EM S/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED - Emergency 220-240 V 50/60 Hz
28 W I - 80 4000 ü S/EW - 3864 lm 2479 lm 70 10 60000 h 1149 mm 06256987

MINI LED RDO UP S/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 3704 lm 70 10 60000 h 1709 mm 06254887
28 W I - 80 4000 ü S/EW - 3864 lm 2479 lm 70 10 60000 h 1149 mm 06254787

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 3704 lm 70 10 60000 h 1709 mm 06255487
28 W I - 80 4000 ü S/EW - 3864 lm 2479 lm 70 10 60000 h 1149 mm 06255387
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MINI LED 
CL

MINI LED 
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MINI LED 
CL

MINI LED

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  42 W  -  4000 K  06197087

MINI LED

MINI LED  CONTINUOS MOUNTED LUMINAIRE CL

Intermediate connection

Power supply kit

Junction kit

Intermediate corner 
connection

Stainless steel springs for 
quick ceiling mount

MINI LED RDT/CL A/EW LEFT IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü A/EW - 5796 lm 4416 lm 70 10 60000 h 1709 mm 06197087
42 W I - 80 3000 ü A/EW - 5400 lm 4058 lm 70 10 60000 h 1709 mm 06196987
28 W I - 80 4000 ü A/EW - 3864 lm 2996 lm 70 10 60000 h 1149 mm 06196887
28 W I - 80 3000 ü A/EW - 3600 lm 2753 lm 70 10 60000 h 1149 mm 06196787
24 W I - 80 4000 ü A/EW - 2898 lm 2315 lm 70 10 60000 h 869 mm 06196687
24 W I - 80 3000 ü A/EW - 2700 lm 2127 lm 70 10 60000 h 869 mm 06196587
15 W I - 80 4000 ü A/EW - 1932 lm 1497 lm 70 10 60000 h 589 mm 06196487
15 W I - 80 3000 ü A/EW - 1800 lm 1376 lm 70 10 60000 h 589 mm 06196387

Power LED - dimmable DALI 220-240 V 50/60 Hz
42 W I - 80 4000 ü A/EW - 5796 lm 4416 lm 70 10 60000 h 1709 mm 06208387
42 W I - 80 3000 ü A/EW - 5400 lm 4058 lm 70 10 60000 h 1709 mm 06208287
28 W I - 80 4000 ü A/EW - 3864 lm 2996 lm 70 10 60000 h 1149 mm 06208187
28 W I - 80 3000 ü A/EW - 3600 lm 2753 lm 70 10 60000 h 1149 mm 06208087
24 W I - 80 4000 ü A/EW - 2898 lm 2315 lm 70 10 60000 h 869 mm 06207987
24 W I - 80 3000 ü A/EW - 2700 lm 2127 lm 70 10 60000 h 869 mm 06207887
15 W I - 80 4000 ü A/EW - 1932 lm 1497 lm 70 10 60000 h 589 mm 06207787
15 W I - 80 3000 ü A/EW - 1800 lm 1376 lm 70 10 60000 h 589 mm 06207687

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü A/EW - 5796 lm 4416 lm 70 10 60000 h 1709 mm 06202687
42 W I - 80 3000 ü A/EW - 5400 lm 4058 lm 70 10 60000 h 1709 mm 06202587
28 W I - 80 4000 ü A/EW - 3864 lm 2996 lm 70 10 60000 h 1149 mm 06202487
28 W I - 80 3000 ü A/EW - 3600 lm 2753 lm 70 10 60000 h 1149 mm 06202387
24 W I - 80 4000 ü A/EW - 2898 lm 2315 lm 70 10 60000 h 869 mm 06202287
24 W I - 80 3000 ü A/EW - 2700 lm 2127 lm 70 10 60000 h 869 mm 06202187
15 W I - 80 4000 ü A/EW - 1932 lm 1497 lm 70 10 60000 h 589 mm 06202087
15 W I - 80 3000 ü A/EW - 1800 lm 1376 lm 70 10 60000 h 589 mm 06201987
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A/EW  -  42 W  -  4000 K  06196287

 

200 cd/klm200 cd/klm200 cd/klm200 cd/klm200 cd/klm
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2A/EW  -  84 W  -  4000 K  06197887

INDOOR  |  RETAIL  |  BATTEN  |  MINI LED RD

MINI LED RDT/CL A/EW RIGHT IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü A/EW - 5796 lm 4416 lm 70 10 60000 h 1709 mm 06196287
42 W I - 80 3000 ü A/EW - 5400 lm 4058 lm 70 10 60000 h 1709 mm 06196187
28 W I - 80 4000 ü A/EW - 3864 lm 2996 lm 70 10 60000 h 1149 mm 06196087
28 W I - 80 3000 ü A/EW - 3600 lm 2753 lm 70 10 60000 h 1149 mm 06195987
24 W I - 80 4000 ü A/EW - 2898 lm 2315 lm 70 10 60000 h 869 mm 06195887
24 W I - 80 3000 ü A/EW - 2700 lm 2127 lm 70 10 60000 h 869 mm 06195787
15 W I - 80 4000 ü A/EW - 1932 lm 1497 lm 70 10 60000 h 589 mm 06195687
15 W I - 80 3000 ü A/EW - 1800 lm 1376 lm 70 10 60000 h 589 mm 06195587

Power LED - dimmable DALI 220-240 V 50/60 Hz
42 W I - 80 4000 ü A/EW - 5796 lm 4416 lm 70 10 60000 h 1709 mm 06207587
42 W I - 80 3000 ü A/EW - 5400 lm 4058 lm 70 10 60000 h 1709 mm 06207487
28 W I - 80 4000 ü A/EW - 3864 lm 2996 lm 70 10 60000 h 1149 mm 06207387
28 W I - 80 3000 ü A/EW - 3600 lm 2753 lm 70 10 60000 h 1149 mm 06207287
24 W I - 80 4000 ü A/EW - 2898 lm 2315 lm 70 10 60000 h 869 mm 06207187
24 W I - 80 3000 ü A/EW - 2700 lm 2127 lm 70 10 60000 h 869 mm 06207087
15 W I - 80 4000 ü A/EW - 1932 lm 1497 lm 70 10 60000 h 589 mm 06206987
15 W I - 80 3000 ü A/EW - 1800 lm 1376 lm 70 10 60000 h 589 mm 06206887

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü A/EW - 5796 lm 4416 lm 70 10 60000 h 1709 mm 06201887
42 W I - 80 3000 ü A/EW - 5400 lm 4058 lm 70 10 60000 h 1709 mm 06201787
28 W I - 80 4000 ü A/EW - 3864 lm 2996 lm 70 10 60000 h 1149 mm 06201687
28 W I - 80 3000 ü A/EW - 3600 lm 2753 lm 70 10 60000 h 1149 mm 06201587
24 W I - 80 4000 ü A/EW - 2898 lm 2315 lm 70 10 60000 h 869 mm 06201487
24 W I - 80 3000 ü A/EW - 2700 lm 2127 lm 70 10 60000 h 869 mm 06201387
15 W I - 80 4000 ü A/EW - 1932 lm 1497 lm 70 10 60000 h 589 mm 06201287
15 W I - 80 3000 ü A/EW - 1800 lm 1376 lm 70 10 60000 h 589 mm 06201187

MINI LED RDT/CL 2A/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
84 W I - 80 4000 ü 2A/EW - 11592 lm 7966 lm 70 10 60000 h 1709 mm 06197887
84 W I - 80 3000 ü 2A/EW - 10800 lm 7320 lm 70 10 60000 h 1709 mm 06197787
56 W I - 80 4000 ü 2A/EW - 7728 lm 5404 lm 70 10 60000 h 1149 mm 06197687
56 W I - 80 3000 ü 2A/EW - 7200 lm 4965 lm 70 10 60000 h 1149 mm 06197587
44 W I - 80 4000 ü 2A/EW - 5796 lm 4301 lm 70 10 60000 h 869 mm 06197487
44 W I - 80 3000 ü 2A/EW - 5400 lm 3952 lm 70 10 60000 h 869 mm 06197387
28 W I - 80 4000 ü 2A/EW - 3864 lm 2701 lm 70 10 60000 h 1149 mm 06197287
28 W I - 80 3000 ü 2A/EW - 3600 lm 2482 lm 70 10 60000 h 1149 mm 06197187

Power LED - dimmable DALI 220-240 V 50/60 Hz
84 W I - 80 4000 ü 2A/EW - 11592 lm 7966 lm 70 10 60000 h 1709 mm 06209187
84 W I - 80 3000 ü 2A/EW - 10800 lm 7320 lm 70 10 60000 h 1709 mm 06209087
56 W I - 80 4000 ü 2A/EW - 7728 lm 5404 lm 70 10 60000 h 1149 mm 06208987
56 W I - 80 3000 ü 2A/EW - 7200 lm 4965 lm 70 10 60000 h 1149 mm 06208887
44 W I - 80 4000 ü 2A/EW - 5796 lm 4301 lm 70 10 60000 h 869 mm 06208787
44 W I - 80 3000 ü 2A/EW - 5400 lm 3952 lm 70 10 60000 h 869 mm 06208687
28 W I - 80 4000 ü 2A/EW - 3864 lm 2701 lm 70 10 60000 h 1149 mm 06208587
28 W I - 80 3000 ü 2A/EW - 3600 lm 2482 lm 70 10 60000 h 1149 mm 06208487

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
84 W I - 80 4000 ü 2A/EW - 11592 lm 7966 lm 70 10 60000 h 1709 mm 06203487
84 W I - 80 3000 ü 2A/EW - 10800 lm 7320 lm 70 10 60000 h 1709 mm 06203387
56 W I - 80 4000 ü 2A/EW - 7728 lm 5404 lm 70 10 60000 h 1149 mm 06203287
56 W I - 80 3000 ü 2A/EW - 7200 lm 4965 lm 70 10 60000 h 1149 mm 06203187
44 W I - 80 4000 ü 2A/EW - 5796 lm 4301 lm 70 10 60000 h 869 mm 06203087
44 W I - 80 3000 ü 2A/EW - 5400 lm 3952 lm 70 10 60000 h 869 mm 06202987
28 W I - 80 4000 ü 2A/EW - 3864 lm 2701 lm 70 10 60000 h 1149 mm 06202887
28 W I - 80 3000 ü 2A/EW - 3600 lm 2482 lm 70 10 60000 h 1149 mm 06202787
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S/EW  -  28 W  -  4000 K  06257287

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°
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S/EW  -  42 W  -  4000 K  06256087

MINI LED 
CL

MINI LED 
CL

MINI LED 
CL UP

MINI LED

MINI LED UP  CONTINUOS MOUNTED LUMINAIRE CL

MINI LED RDO/CL S/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 3704 lm 70 10 60000 h 1709 mm 06195487
42 W I - 80 3000 ü S/EW - 5400 lm 3404 lm 70 10 60000 h 1709 mm 06195387
28 W I - 80 4000 ü S/EW - 3864 lm 2479 lm 70 10 60000 h 1149 mm 06195287
28 W I - 80 3000 ü S/EW - 3600 lm 2278 lm 70 10 60000 h 1149 mm 06195187
24 W I - 80 4000 ü S/EW - 2898 lm 1916 lm 70 10 60000 h 869 mm 06195087
24 W I - 80 3000 ü S/EW - 2700 lm 1760 lm 70 10 60000 h 869 mm 06194987
15 W I - 80 4000 ü S/EW - 1932 lm 1254 lm 70 10 60000 h 589 mm 06194887
15 W I - 80 3000 ü S/EW - 1800 lm 1153 lm 70 10 60000 h 589 mm 06194787

Power LED - dimmable DALI 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 3704 lm 70 10 60000 h 1709 mm 06206787
42 W I - 80 3000 ü S/EW - 5400 lm 3404 lm 70 10 60000 h 1709 mm 06206687
28 W I - 80 4000 ü S/EW - 3864 lm 2479 lm 70 10 60000 h 1149 mm 06206587
28 W I - 80 3000 ü S/EW - 3600 lm 2278 lm 70 10 60000 h 1149 mm 06206487
24 W I - 80 4000 ü S/EW - 2898 lm 1916 lm 70 10 60000 h 869 mm 06206387
24 W I - 80 3000 ü S/EW - 2700 lm 1760 lm 70 10 60000 h 869 mm 06206287
15 W I - 80 4000 ü S/EW - 1932 lm 1254 lm 70 10 60000 h 589 mm 06206187
15 W I - 80 3000 ü S/EW - 1800 lm 1153 lm 70 10 60000 h 589 mm 06206087

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 3704 lm 70 10 60000 h 1709 mm 06201087
42 W I - 80 3000 ü S/EW - 5400 lm 3404 lm 70 10 60000 h 1709 mm 06200987
28 W I - 80 4000 ü S/EW - 3864 lm 2479 lm 70 10 60000 h 1149 mm 06200887
28 W I - 80 3000 ü S/EW - 3600 lm 2278 lm 70 10 60000 h 1149 mm 06200787
24 W I - 80 4000 ü S/EW - 2898 lm 1916 lm 70 10 60000 h 869 mm 06200687
24 W I - 80 3000 ü S/EW - 2700 lm 1760 lm 70 10 60000 h 869 mm 06200587
15 W I - 80 4000 ü S/EW - 1932 lm 1254 lm 70 10 60000 h 589 mm 06200487
15 W I - 80 3000 ü S/EW - 1800 lm 1153 lm 70 10 60000 h 589 mm 06200387

MINI LED RDO/CL EM S/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED - Emergency 220-240 V 50/60 Hz
28 W I - 80 4000 ü S/EW - 3864 lm 2479 lm 70 10 60000 h 1149 mm 06257287

MINI LED RDO/CL UP S/EW IK09 10J xx7 - 960 °
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 3704 lm 70 10 60000 h 1709 mm 06256087
28 W I - 80 4000 ü S/EW - 3864 lm 2479 lm 70 10 60000 h 1149 mm 06255987

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 5796 lm 3704 lm 70 10 60000 h 1709 mm 06256687
28 W I - 80 4000 ü S/EW - 3864 lm 2479 lm 70 10 60000 h 1149 mm 06256587
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14466020 14466220 14466420 14466620

14466120 14466320 14466520

7 mm - 14466320
6 mm - 14466220

INDOOR  |  RETAIL  |  BATTEN  |  MINI LED RD

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

MINI LED RD - ON/OFF
Power supply kit with 3-pole MINI LED (for MINI LED/FC only) 14466020

Intermediate connection Kit with 3-pole MINI LED (only for 
MINI LED/FC) 14466220

Intermediate corner connection Kit with 3-pole MINI LED (only 
for MINI LED/FC, wire not included) 14466420

MINI LED RD
Junction Kit MINI LED 14466620

MINI LED RD - DIM 1-10 V - DALI
Power supply kit with 5-pole MINI LED (only for MINI LED/FC - 
EM - DIM 1-10 V and DALI) 14466120

Intermediate connection Kit with 5-pole MINI LED (only for 
MINI LED/FC - EM - DIM 1-10V and DALI) 14466320

Intermediate corner connection Kit with 3-pole MINI LED (only 
for MINI LED/FC - EM - DIM 1-10V and DALI; wire not included) 14466520
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MEI FACTORY | Bergamo | ITALY

INDOOR | INDUSTRIAL

In the industrial sector, where the settings can be subject to harsh conditions, we think of energy-efficient, resistant, and durable lighting 

solutions. We pay the greatest attention to reducing energy consumption and maintenance costs, guaranteeing maximum safety standards in 

the workplace and maximum visual comfort for workers. In facilities that often have a high design complexity, we provide flexible and easy to 

manage lighting systems that guarantee significant energy savings.

INDOOR INDUSTRIAL LIGHTING
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SURFACE MOUNTED WATERPROOF

HI BAY / LOW BAY

FAST TRUNKING SYSTEM

219

250 
ACRO XS FORTILED

254 
ACRO

256 
GRILLE PROTECT

243 
NORMA+

251 
ACRO XS CERTALED

252 
ACRO XS

249 
ACRO XS OPALED

229 
KOA WALL MAXI

229 
KOA WALL MINI

246 
KOA LINE

220 
LAMA+

233 
TRY

225 
KOA MAXI

225 
KOA MINI

231 
KOA BASIC MAXI

231 
KOA BASIC MINI

257 
GYM+

242 
LM4

223 
LAMA+ MINI

241 
TRY TRACK



LAMA+
design by ROBERTO FIORATO

       
       
 

460

418
160

10
2

51

Range of indoor and outdoor suspended LED fixtures, 
comprising:
¬ Polyester powder coated die-cast aluminium housing
¬ Diffuser with integrated louvre in UV, heat stabilised, 

transparent technopolymer
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ S/W optic with UGR<22
¬ Anti-ageing silicone gasket with high resiliency
¬ Cable compartment cover in technopolymer
¬ Electrical connection with outdoor rated plug &amp; 

socket quick connector (IP66) that allows connection 
to mains without opening the luminaire. Made in PA66 
with silver-plated brass contacts, for cables Ø 9 - Ø 12 
mm

¬ Light beam obtained by the combination of multiple 
LED modules

¬ Galvanised steel suspension hooks
¬ Stainless steel external screws
¬ When using the product within environments where 

mineral or natural oils are present or in atmospheres 
that are not compatible with polycarbonate, the 
protective glass available as accessory shall be used

¬ LAMA+ DETEK is not suitable for operation with the 
protective glass shade

¬ DETEK versions with a passive infrared motion 
detector with automatic ignition

¬ The SMART version is supplied with an electronic 
device for the intelligent management of light based 
upon the wireless platform 868MHz. It allows to 
build plants able to dynamically interact with the 
surrounding environment. Specific accessories to 
program and manage the system are available.

  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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S/W  -  205 W  -  4000 K  06272087
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INDOOR  |  INDUSTRIAL  |  HI BAY / LOW BAY  |  LAMA+

LAMA+ S/W IK07 2.6J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
205 W I ü 80 4000 ü S/W - 32544 lm 25468 lm 70 10 60000 h 06272087
148 W I ü 80 4000 ü S/W - 24408 lm 19971 lm 70 10 60000 h 06280287
101 W I ü 80 4000 ü S/W - 16128 lm 13033 lm 70 10 60000 h 06272187
68 W I ü 80 4000 ü S/W - 12096 lm 9084 lm 70 10 60000 h 06280387

Power LED - dimmable DALI 220-240 V 50/60 Hz
205 W I ü 80 4000 ü S/W - 32544 lm 25468 lm 70 10 60000 h 06272887
148 W I ü 80 4000 ü S/W - 24408 lm 19971 lm 70 10 60000 h 06281087
101 W I ü 80 4000 ü S/W - 16128 lm 13033 lm 70 10 60000 h 06272987
68 W I ü 80 4000 ü S/W - 12096 lm 9084 lm 70 10 60000 h 06281187

LAMA+ S/W SMART IK07 2.6J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
205 W I - 80 4000 ü S/W - 32544 lm 25468 lm 70 10 60000 h 06273687
148 W I - 80 4000 ü S/W - 24408 lm 19971 lm 70 10 60000 h 06281887
101 W I - 80 4000 ü S/W - 16128 lm 13033 lm 70 10 60000 h 06273787
68 W I - 80 4000 ü S/W - 12096 lm 9084 lm 70 10 60000 h 06281987

LAMA+ S/W DETEK IK07 2.6J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
205 W I - 80 4000 ü S/W - 32544 lm 25468 lm 70 10 60000 h 06273287
148 W I - 80 4000 ü S/W - 24408 lm 19971 lm 70 10 60000 h 06281487
101 W I - 80 4000 ü S/W - 16128 lm 13033 lm 70 10 60000 h 06273387
68 W I - 80 4000 ü S/W - 12096 lm 9084 lm 70 10 60000 h 06281587

LAMA+ S/W EM IK07 2.6J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - Emergency 220-240 V 50/60 Hz
205 W I - 80 4000 ü S/W - 32544 lm 25468 lm 70 10 60000 h 06274087
148 W I - 80 4000 ü S/W - 24408 lm 19971 lm 70 10 60000 h 06282287
101 W I - 80 4000 ü S/W - 16128 lm 13033 lm 70 10 60000 h 06274187
68 W I - 80 4000 ü S/W - 12096 lm 9084 lm 70 10 60000 h 06282387

LAMA+ S/EW IK07 2.6J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
205 W I ü 80 4000 ü S/EW - 32544 lm 28342 lm 70 10 60000 h 06271887
148 W I ü 80 4000 ü S/EW - 24408 lm 22237 lm 70 10 60000 h 06280087
101 W I ü 80 4000 ü S/EW - 16128 lm 14703 lm 70 10 60000 h 06271987
68 W I ü 80 4000 ü S/EW - 12096 lm 10145 lm 70 10 60000 h 06280187

Power LED - dimmable DALI 220-240 V 50/60 Hz
205 W I ü 80 4000 ü S/EW - 32544 lm 28342 lm 70 10 60000 h 06272687
148 W I ü 80 4000 ü S/EW - 24408 lm 22237 lm 70 10 60000 h 06280887
101 W I ü 80 4000 ü S/EW - 16128 lm 14703 lm 70 10 60000 h 06272787
68 W I ü 80 4000 ü S/EW - 12096 lm 10145 lm 70 10 60000 h 06280987

221



 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  205 W  -  4000 K  06273487

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  205 W  -  4000 K  06273887

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  205 W  -  4000 K  06273087

14475620 3101574 14475820

0,192 m 0,042 m

Ø 9÷12
M20x1,5

H07RN-F 3G1÷2,5 mm

3x2,5 mm2

max 10 kg
Min

200 mm

Ø 9÷12

H07RN-F 5G1,5

5x2,5 mm2

14469720 14469820 14477420 3100758
3100759

LAMA+ S/EW SMART IK07 2.6J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
205 W I - 80 4000 ü S/EW - 32544 lm 28342 lm 70 10 60000 h 06273487
148 W I - 80 4000 ü S/EW - 24408 lm 22237 lm 70 10 60000 h 06281687
101 W I - 80 4000 ü S/EW - 16128 lm 14703 lm 70 10 60000 h 06273587
68 W I - 80 4000 ü S/EW - 12096 lm 10145 lm 70 10 60000 h 06281787

LAMA+ S/EW DETEK IK07 2.6J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
205 W I - 80 4000 ü S/EW - 32544 lm 28342 lm 70 10 60000 h 06273087
148 W I - 80 4000 ü S/EW - 24408 lm 22237 lm 70 10 60000 h 06281287
101 W I - 80 4000 ü S/EW - 16128 lm 14703 lm 70 10 60000 h 06273187
68 W I - 80 4000 ü S/EW - 12096 lm 10145 lm 70 10 60000 h 06281387

LAMA+ S/EW EM IK07 2.6J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - Emergency 220-240 V 50/60 Hz
205 W I - 80 4000 ü S/EW - 32544 lm 28342 lm 70 10 60000 h 06273887
148 W I - 80 4000 ü S/EW - 24408 lm 22237 lm 70 10 60000 h 06282087
101 W I - 80 4000 ü S/EW - 16128 lm 14703 lm 70 10 60000 h 06273987
68 W I - 80 4000 ü S/EW - 12096 lm 10145 lm 70 10 60000 h 06282187

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

LAMA+ SMART
USB flash drive to use with PC for wireless programming 14469720

Remote control with four configurable buttons 14469820

Wireless control pad with four configurable buttons 14477420

Model suitable for circular monitoring areas (e.g. production 
areas) 3100758

Model suitable for rectangular monitoring areas (e.g. aisles) 3100759

LAMA+
Protective grid LAMA+ 14475620

Transparent protective glass 3101574

Recessed Frame in painted steel for installation in false 
ceilings. Are not compatible with protective glass 14475820

SMART ACCESSORIES
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LAMA+ MINI
design by ROBERTO FIORATO
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INDOOR  |  INDUSTRIAL  |  HI BAY / LOW BAY  |  LAMA+ MINI

Suspended LED fixture series for indoors, made up of:
¬ Housing and cap in die-cast aluminium with polyester 

powder coating after surface chemical conversion 
treatment

¬ Flat extra clear tempered glass diffuser
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Anti-ageing silicone gasket with high resiliency
¬ Electrical connection with outdoor rated plug &amp; 

socket quick connector (IP66) that allows connection 
to mains without opening the luminaire. Made in PA66 
with silver-plated brass contacts, for cables Ø 9 - Ø 12 
mm

¬ Galvanised steel suspension hooks

¬ Stainless steel external screws
¬ Stainless steel locking springs for the glass
¬ EM versions are complete with emergency device that 

can operate on battery for 1 hour. Product can be used 
for general or emergency lighting.

¬ Versions are available with ON-OFF driver and 
dimmable DALI   WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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Ø 10÷14
M20x1,5

H07RN-F 3G1,5 mm

3x1,5 mm2

max 4,5 kg

Ø 10÷14

H07RN-F 5G1÷1,5

5x1,5 mm2

Min
150 mmMax 0,041 m

Max 0,011 m

Max 0,11 m

LAMA+ MINI S/W IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
101 W I - 80 4000 ü S/W - 16272 lm 12084 lm 70 10 60000 h 3101184
72 W I - 80 4000 ü S/W - 12204 lm 9233 lm 70 10 60000 h 3101185
52 W I - 80 4000 ü S/W - 8064 lm 6117 lm 70 10 60000 h 3101186
39 W I - 80 4000 ü S/W - 6048 lm 4725 lm 70 10 60000 h 3101187

Power LED - dimmable DALI 220-240 V 50/60 Hz
101 W I - 80 4000 ü S/W - 16272 lm 12084 lm 70 10 60000 h 3101192
72 W I - 80 4000 ü S/W - 12204 lm 9233 lm 70 10 60000 h 3101193
52 W I - 80 4000 ü S/W - 8064 lm 6117 lm 70 10 60000 h 3101194
39 W I - 80 4000 ü S/W - 6048 lm 4725 lm 70 10 60000 h 3101195

LAMA+ MINI S/W EM IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 1h - 220-240 V 50/60 Hz
52 W I - 80 4000 ü S/W - 8064 lm 6117 lm 70 10 60000 h 3101750
39 W I - 80 4000 ü S/W - 6048 lm 4725 lm 70 10 60000 h 3101751

LAMA+ MINI S/EW IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
101 W I - 80 4000 ü S/EW - 16272 lm 12775 lm 70 10 60000 h 3101188
72 W I - 80 4000 ü S/EW - 12204 lm 9805 lm 70 10 60000 h 3101189
52 W I - 80 4000 ü S/EW - 8064 lm 6454 lm 70 10 60000 h 3101190
39 W I - 80 4000 ü S/EW - 6048 lm 4988 lm 70 10 60000 h 3101191

Power LED - dimmable DALI 220-240 V 50/60 Hz
101 W I - 80 4000 ü S/EW - 16272 lm 12775 lm 70 10 60000 h 3101196
72 W I - 80 4000 ü S/EW - 12204 lm 9805 lm 70 10 60000 h 3101197
52 W I - 80 4000 ü S/EW - 8064 lm 6454 lm 70 10 60000 h 3101198
39 W I - 80 4000 ü S/EW - 6048 lm 4988 lm 70 10 60000 h 3101199

LAMA+ MINI S/EW EM IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 1h - 220-240 V 50/60 Hz
52 W I - 80 4000 ü S/EW - 8064 lm 6454 lm 70 10 60000 h 3101754
39 W I - 80 4000 ü S/EW - 6048 lm 4988 lm 70 10 60000 h 3101755
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KOA
design by SILVIA PAOLA PENNACCHIO
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KOA MAXI KOA MINI

INDOOR  |  INDUSTRIAL  |  HI BAY / LOW BAY  |  KOA

Range of indoor and outdoor LED fixtures, comprising:
¬ Die-cast aluminium housing chemically pre-treated 

and painted with polyester powder coating
¬ Diffuser with integrated louvre in UV, heat stabilised, 

transparent technopolymer
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Available optics: symmetric extra diffusing (S/EW), 

elliptical (ELL) and symmetrical with UGR<22 (S/W)
¬ Anti-ageing silicone gasket with high resiliency
¬ Electrical connection with outdoor rated plug &amp; 

socket quick connector (IP66) that allows connection 
to mains without opening the luminaire. Made in PA66 
with silver-plated brass contacts, for cables Ø 9 - Ø 12 
mm

¬ Light beam obtained by the combination of multiple 
LED modules

¬ Galvanised steel M8 suspension hook
¬ Stainless steel external screws
¬ Complete with metal safety cable that guarantees 

suspension of the fixture in case of breakage of the 
main suspension system

¬ DETEK versions with a passive infrared motion 
detector with automatic ignition

¬ The SMART version is supplied with an electronic 
device for the intelligent management of light based 
upon the wireless platform 868MHz. It allows to 
build plants able to dynamically interact with the 
surrounding environment. Specific accessories to 
program and manage the system are available.

¬ The DETEK and SMART versions may be produced 
upon request with all optics available

¬ On request, versions with DALI dimming
¬ The dual-hook accessory prevents unexpected and 

unwanted rotations of the fixture. It's especially 
recommended for elliptical-beam versions

¬ When using the product within environments where 
mineral or natural oils are present or in atmospheres 
that are not compatible with polycarbonate, the 
protective glass available as accessory shall be used

¬ KOA DETEK is not suitable for operation with the 
protective glass shade

  GR-94 / Metallic grey / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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ELL  -  270 W  -  4000 K  06113194

Min 200 mm

KOA MAXI

Ø 9÷12

H07RN-F 3G1,5

3x2,5 mm2

0,270 m2

0,047 m2

Ø 9÷12

H07RN-F 5G1,5

5x2,5 mm2

max 13 kg

KOA MAXI S/W UGR22 IK10 24J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
270 W I ü 70 4000 ü S/W - 34560 lm 29368 lm 80 10 60000 h 06234994
210 W I ü 70 4000 ü S/W - 25920 lm 22220 lm 80 10 60000 h 06235094
135 W I ü 70 4000 ü S/W - 17280 lm 15014 lm 80 10 60000 h 06235194

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
270 W I ü 70 4000 ü S/W - 34560 lm 29368 lm 80 10 60000 h 06234694
210 W I ü 70 4000 ü S/W - 25920 lm 22220 lm 80 10 60000 h 06234794
135 W I ü 70 4000 ü S/W - 17280 lm 15014 lm 80 10 60000 h 06234894

KOA MAXI S/EW IK10 24J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
270 W I ü 70 4000 ü S/EW - 34560 lm 29111 lm 80 10 60000 h 06112594
210 W I ü 70 4000 ü S/EW - 25920 lm 21967 lm 80 10 60000 h 06113394
135 W I ü 70 4000 ü S/EW - 17280 lm 14835 lm 80 10 60000 h 06120594

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
270 W I ü 70 4000 ü S/EW - 34560 lm 29111 lm 80 10 60000 h 06112794
210 W I ü 70 4000 ü S/EW - 25920 lm 21967 lm 80 10 60000 h 06113594
135 W I ü 70 4000 ü S/EW - 17280 lm 14835 lm 80 10 60000 h 06120794

KOA MAXI S/EW SMART IK10 24J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
270 W I - 70 4000 ü S/EW - 34560 lm 29111 lm 80 10 60000 h 06215294
210 W I - 70 4000 ü S/EW - 25920 lm 21988 lm 80 10 60000 h 06220294
135 W I - 70 4000 ü S/EW - 17280 lm 14836 lm 80 10 60000 h 06220694

KOA MAXI S/EW DETEK IK02 0.20J xx0
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
270 W I - 70 4000 ü S/EW - 34560 lm 29111 lm 80 10 60000 h 06228394
210 W I - 70 4000 ü S/EW - 25920 lm 21967 lm 80 10 60000 h 06228494
135 W I - 70 4000 ü S/EW - 17280 lm 14836 lm 80 10 60000 h 06228594

KOA MAXI ELL IK10 24J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
270 W I ü 70 4000 ü ELL 90°x45° 34560 lm 26273 lm 80 10 60000 h 06112994
210 W I ü 70 4000 ü ELL 90°x45° 25920 lm 19808 lm 80 10 60000 h 06113794
135 W I ü 70 4000 ü ELL 90°x45° 17280 lm 13279 lm 80 10 60000 h 06120994

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
270 W I ü 70 4000 ü ELL 90°x45° 34560 lm 26273 lm 80 10 60000 h 06113194
210 W I ü 70 4000 ü ELL 90°x45° 25920 lm 19808 lm 80 10 60000 h 06113994
135 W I ü 70 4000 ü ELL 90°x45° 17280 lm 13279 lm 80 10 60000 h 06121194
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ELL  -  135 W  -  4000 K  06127294

Min 200 mm

0,149 m2

0,035 m2

KOA MINI

Ø 9÷12

H07RN-F 3G1,5

3x2,5 mm2

Ø 9÷12

H07RN-F 5G1,5

5x2,5 mm2

max 11 kg

INDOOR  |  INDUSTRIAL  |  HI BAY / LOW BAY  |  KOA

KOA MINI S/W UGR22 IK10 24J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
135 W I ü 70 4000 ü S/W - 17280 lm 14933 lm 80 10 60000 h 06237894
70 W I ü 70 4000 ü S/W - 8640 lm 7659 lm 80 10 60000 h 06238494

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
135 W I ü 70 4000 ü S/W - 17280 lm 14933 lm 80 10 60000 h 06237494
70 W I ü 70 4000 ü S/W - 8640 lm 7659 lm 80 10 60000 h 06238194

KOA MINI S/EW IK10 24J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
135 W I ü 70 4000 ü S/EW - 17280 lm 14935 lm 80 10 60000 h 06155994
70 W I ü 70 4000 ü S/EW - 8640 lm 7584 lm 80 10 60000 h 06156194

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
135 W I ü 70 4000 ü S/EW - 17280 lm 14935 lm 80 10 60000 h 06126994
70 W I ü 70 4000 ü S/EW - 8640 lm 7584 lm 80 10 60000 h 06127594

KOA MINI S/EW DETEK IK02 0.20J xx0
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
135 W I - 70 4000 ü S/EW - 17280 lm 14935 lm 80 10 60000 h 06228694
70 W I - 70 4000 ü S/EW - 8640 lm 7584 lm 80 10 60000 h 06228794

KOA MINI ELL IK10 24J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
135 W I ü 70 4000 ü ELL 90°x45° 17280 lm 13590 lm 80 10 60000 h 06156094
70 W I ü 70 4000 ü ELL 90°x45° 8640 lm 6942 lm 80 10 60000 h 06156294

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
135 W I ü 70 4000 ü ELL 90°x45° 17280 lm 13590 lm 80 10 60000 h 06127294
70 W I ü 70 4000 ü ELL 90°x45° 8640 lm 6942 lm 80 10 60000 h 06127894
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14461220 14174920 14175020
14460720

14175120
14460820

14469720 14469820 14477420 3100758
3100759

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

KOA MAXI SMART
USB flash drive to use with PC for wireless programming 14469720

Remote control with four configurable buttons 14469820

Wireless control pad with four configurable buttons 14477420

Model suitable for circular monitoring areas (e.g. production 
areas) 3100758

Model suitable for rectangular monitoring areas (e.g. aisles) 3100759

KOA
Shaped hook KOA 14461220

Double hook KOA MINI / MAXI 14174920

KOA MAXI
Bell diffuser KOA MAXI 14175020

Protective glass MAXI 14175120

KOA MINI
Bell diffuser KOA MINI 14460720

Protective glass MINI 14460820

SMART ACCESSORIES
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KOA WALL
design by SILVIA PAOLA PENNACCHIO
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A58/W  -  270 W  -  4000 K  06226694
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SR/T2  -  270 W  -  4000 K  06137394
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KOA WALL MAXI KOA WALL MINI

INDOOR  |  INDUSTRIAL  |  HI BAY / LOW BAY  |  KOA WALL

Series of wall mounted LED luminaire for indoor and 
outdoor lighting, in two sizes, comprising:
¬ Die-cast aluminium housing chemically pre-treated 

and painted with polyester powder coating
¬ Diffuser with integrated louvre in UV, heat stabilised, 

transparent technopolymer
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Anti-ageing silicone gasket with high resiliency
¬ Electrical connection with outdoor rated plug &amp; 

socket quick connector (IP66) that allows connection 

to mains without opening the luminaire. Made in PA66 
with silver-plated brass contacts, for cables Ø 9 - Ø 12 
mm

¬ Light beam obtained by the combination of multiple 
LED modules

¬ Powder coated steel bracket
¬ Stainless steel external screws
¬ On request, versions with DALI dimming
¬ On request, it is possible to make SMART versions.

  GR-94 / Metallic grey / Textured

KOA WALL MAXI A/W IK10 24J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
270 W I ü 70 4000 ü A58/W - 34560 lm 29608 lm 80 10 60000 h 06226694
210 W I ü 70 4000 ü A58/W - 25920 lm 22393 lm 80 10 60000 h 06226994
135 W I ü 70 4000 ü A58/W - 17280 lm 15155 lm 80 10 60000 h 06227294

KOA WALL MAXI SR/T2 IK10 24J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
270 W I ü 70 4000 ü SR/T2 - 34560 lm 29285 lm 80 10 60000 h 06137394
210 W I ü 70 4000 ü SR/T2 - 25920 lm 22162 lm 80 10 60000 h 06137994
135 W I ü 70 4000 ü SR/T2 - 17280 lm 14845 lm 80 10 60000 h 06138594

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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SR/T2  -  135 W  -  4000 K  06135394

14175120
14460820

90°

Min 200 mm Min 200 mm

NO

0,270 m2

0,060m2

KOA WALL MAXI

90°

Min 200 mm Min200 mm

NO

0,149 m2

0,035 m2

KOA WALL MINI

Ø 9÷12

H07RN-F 5G1,5

5x2,5 mm2

Ø 9÷12

H07RN-F 5G1,5

5x2,5 mm2

max 12 kg

max 14 kg

KOA WALL MINI A/W IK10 24J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
135 W I ü 70 4000 ü A58/W - 17280 lm 14975 lm 80 10 60000 h 06227594
70 W I ü 70 4000 ü A58/W - 8640 lm 7644 lm 80 10 60000 h 06227894

KOA WALL MINI SR/T2 IK10 24J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
135 W I ü 70 4000 ü SR/T2 - 17280 lm 14515 lm 80 10 60000 h 06135394
70 W I ü 70 4000 ü SR/T2 - 8640 lm 7471 lm 80 10 60000 h 06135694

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

KOA WALL MAXI
Protective glass MAXI 14175120

KOA WALL MINI
Protective glass MINI 14460820
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KOA BASIC
design by SILVIA PAOLA PENNACCHIO
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KOA BASIC MAXI KOA BASIC MINI

INDOOR  |  INDUSTRIAL  |  HI BAY / LOW BAY  |  KOA BASIC

LED industrial pendant lighting for indoors and outdoors, 
in two sizes, comprising:
¬ Die-cast aluminium housing chemically pre-treated 

and painted with polyester powder coating
¬ UV stabilised transparent polycarbonate diffuser
¬ Anti-ageing silicone gasket with high resiliency
¬ Electrical connection with outdoor rated plug &amp; 

socket quick connector (IP66) that allows connection 
to mains without opening the luminaire. Made in PA66 
with silver-plated brass contacts, for cables Ø 9 - Ø 12 
mm

¬ Light beam obtained by the combination of multiple 
LED modules

¬ Galvanised steel M8 suspension hook
¬ Stainless steel external screws
¬ Complete with metal safety cable that guarantees 

suspension of the fixture in case of breakage of the 
main suspension system

¬ When using the product within environments where 
mineral or natural oils are present or in atmospheres 
that are not compatible with polycarbonate, the 
protective glass available as accessory shall be used

¬ KOA BASIC is particularly suited to replacing traditional 
industrial metal halide pendant lighting.

  GR-94 / Metallic grey / Textured

KOA BASIC MAXI S/W IK10 24J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
246 W I - 80 4000 ü S/W - 36624 lm 23388 lm 80 10 60000 h 06229094
185 W I - 80 4000 ü S/W - 27468 lm 17943 lm 80 10 60000 h 06229194
125 W I - 80 4000 ü S/W - 18312 lm 12120 lm 80 10 60000 h 06229294

KOA BASIC MINI S/W IK10 24J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
125 W I - 80 4000 ü S/W - 18312 lm 12206 lm 80 10 60000 h 06229394
62 W I - 80 4000 ü S/W - 9156 lm 6287 lm 80 10 60000 h 06229494

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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14175020
14460720

14175120
14460820

14461220 14174920

Min 200 mm
Ø 9÷12

H07RN-F 3G1,5

3x2,5 mm2
0,270 m2

0,047 m2

0,149 m2

0,035 m2
max 13 kg max 11 kg

KOA BASIC MAXI KOA BASIC MINI

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

KOA BASIC MAXI
Bell diffuser KOA MAXI 14175020

Protective glass MAXI 14175120

KOA BASIC MINI
Bell diffuser KOA MINI 14460720

Protective glass MINI 14460820

KOA BASIC
Shaped hook KOA 14461220

Double hook KOA MINI / MAXI 14174920
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www.light-performer.com

INDOOR  |  INDUSTRIAL  |  FAST TRUNKING SYSTEMS  |  TRY

LED series of indoor lighting fixtures consisting of a 
surface mounted luminaire with RAIL for electrical 
connection, suitable for commercial and industrial 
applications, comprising:
¬ Extruded aluminium luminaire housing, polyester 

powder coated, white finish
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Symmetrical lenses (S/EW - S/W), asymmetrical 

right (A/M R), asymmetrical left (A/M L) and double 
asymmetrical (2A/M)

¬ Optics studied for enhanced visual comfort.
¬ Light beam obtained by the combination of multiple 

LED modules
¬ The LED 3000 K CRI ≥ 80 and 4000 K CRI ≥ 80 versions 

are standard. Other colour temperatures and colour 
renderings are available upon request

¬ Versions are available with ON-OFF driver, dimmable 
DALI, and with an emergency unit that ensure 3 hours 
of autonomy.

¬ The ceiling light fixture is installed on the electric RAIL 
with springs, without using utensils.

¬ SMART systems can be produced using the dedicated 
wireless KITs available as accessories, to be combined 

with the "7-pole DALI" RAIL and the DALI ceiling light.
¬ The SMART solution includes an electronic device for 

intelligent management of light, besides occupancy 
and luminosity sensors based on an 868 MhZ wireless 
platform. It can be used to create systems that interact 
with the surrounding environment.

¬ They are available as 5-pole RAIL accessories only to 
be used in the ON-OFF versions.

¬ The “7-pole DALI” are available as RAIL accessories to 
be used only for TRY DALI versions or combining TRY 
DALI with TRY ON OFF

¬ The “9-pole DALI/EM" are available as RAIL accessories 
to be used for TRYEM, TRY EM +DALI, or versions 
combining TRY EM, TRY DALI, and TRY EM + DALI

¬ It is also available as an accessory module complete 
with EUROSTANDARD PLUS® electric track for 
installation of compatible projectors (AS... LED)

¬ All RAILs are complete with internal cable and 3 
phases comprising a 2.5 mm² cable, connectors for 
rapid mutual insertion and automatic dissectors for 
rapid insertion of the ceiling light.

¬ On request, versions with DALI dimming (25 W - 34 W)

  WH-RAL9003 / White RAL9003 / 

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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www.light-performer.com

TRY S/W IK05 8J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
85 W I ü 80 4000 ü S/W - 14969 lm 11599 lm 80 10 60000 h 305927
85 W I ü 80 3000 ü S/W - 14138 lm 11122 lm 80 10 60000 h 305926
71 W I ü 80 4000 ü S/W - 12800 lm 10355 lm 80 10 60000 h 305681
71 W I ü 80 3000 ü S/W - 12089 lm 9929 lm 80 10 60000 h 305680
53 W I ü 80 4000 ü S/W - 9762 lm 8154 lm 80 10 60000 h 305675
53 W I ü 80 3000 ü S/W - 9219 lm 7819 lm 80 10 60000 h 305674
42 W I ü 80 4000 ü S/W - 7765 lm 6553 lm 80 10 60000 h 305669
42 W I ü 80 3000 ü S/W - 7334 lm 6284 lm 80 10 60000 h 305668
34 W I ü 80 4000 ü S/W - 6292 lm 5393 lm 80 10 60000 h 305921
34 W I ü 80 3000 ü S/W - 5943 lm 5171 lm 80 10 60000 h 305920
25 W I ü 80 4000 ü S/W - 4815 lm 4023 lm 80 10 60000 h 305663
25 W I ü 80 3000 ü S/W - 4547 lm 3858 lm 80 10 60000 h 305662

Power LED - dimmable DALI 220-240 V 50/60 Hz
85 W I ü 80 4000 ü S/W - 14969 lm 11599 lm 80 10 60000 h 305937
85 W I ü 80 3000 ü S/W - 14138 lm 11122 lm 80 10 60000 h 305936
71 W I ü 80 4000 ü S/W - 12800 lm 10355 lm 80 10 60000 h 305707
71 W I ü 80 3000 ü S/W - 12089 lm 9929 lm 80 10 60000 h 305706
53 W I ü 80 4000 ü S/W - 9762 lm 8154 lm 80 10 60000 h 305701
53 W I ü 80 3000 ü S/W - 9219 lm 7819 lm 80 10 60000 h 305700
42 W I ü 80 4000 ü S/W - 7765 lm 6553 lm 80 10 60000 h 305695
42 W I ü 80 3000 ü S/W - 7334 lm 6284 lm 80 10 60000 h 305694

TRY S/W EM IK05 8J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - Emergency 3P + DALI 220-240 V 50/60 Hz
85 W I - 80 4000 ü S/W - 14969 lm 11599 lm 80 10 60000 h 306504
85 W I - 80 3000 ü S/W - 14138 lm 11122 lm 80 10 60000 h 306503
71 W I - 80 4000 ü S/W - 12800 lm 10355 lm 80 10 60000 h 306502
71 W I - 80 3000 ü S/W - 12089 lm 9929 lm 80 10 60000 h 306501
53 W I - 80 4000 ü S/W - 9762 lm 8154 lm 80 10 60000 h 306500
53 W I - 80 3000 ü S/W - 9219 lm 7819 lm 80 10 60000 h 306499
42 W I - 80 4000 ü S/W - 7765 lm 6553 lm 80 10 60000 h 306498
42 W I - 80 3000 ü S/W - 7334 lm 6284 lm 80 10 60000 h 306497

Power LED - Emergency 220-240 V 50/60 Hz
85 W I - 80 4000 ü S/W - 14969 lm 11599 lm 80 10 60000 h 306865
85 W I - 80 3000 ü S/W - 14138 lm 11122 lm 80 10 60000 h 306864
71 W I - 80 4000 ü S/W - 12800 lm 10355 lm 80 10 60000 h 306863
71 W I - 80 3000 ü S/W - 12089 lm 9929 lm 80 10 60000 h 306862
53 W I - 80 4000 ü S/W - 9762 lm 8154 lm 80 10 60000 h 306860
53 W I - 80 3000 ü S/W - 9219 lm 7819 lm 80 10 60000 h 306861
42 W I - 80 4000 ü S/W - 7765 lm 6553 lm 80 10 60000 h 306859
42 W I - 80 3000 ü S/W - 7334 lm 6284 lm 80 10 60000 h 306858
34 W I - 80 4000 ü S/W - 6292 lm 5393 lm 80 10 60000 h 306857
34 W I - 80 3000 ü S/W - 5943 lm 5171 lm 80 10 60000 h 306856
25 W I - 80 4000 ü S/W - 4815 lm 4023 lm 80 10 60000 h 306855
25 W I - 80 3000 ü S/W - 4547 lm 3858 lm 80 10 60000 h 306854

COVER PC

Closing plates

Ceiling surface mounted Suspended
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INDOOR  |  INDUSTRIAL  |  FAST TRUNKING SYSTEMS  |  TRY

TRY S/EW IK05 8J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
85 W I ü 80 4000 ü S/EW - 14969 lm 11593 lm 80 10 60000 h 305925
85 W I ü 80 3000 ü S/EW - 14138 lm 11116 lm 80 10 60000 h 305924
71 W I ü 80 4000 ü S/EW - 12800 lm 10350 lm 80 10 60000 h 305679
71 W I ü 80 3000 ü S/EW - 12089 lm 9925 lm 80 10 60000 h 305678
53 W I ü 80 4000 ü S/EW - 9762 lm 8150 lm 80 10 60000 h 305673
53 W I ü 80 3000 ü S/EW - 9219 lm 7815 lm 80 10 60000 h 305672
42 W I ü 80 4000 ü S/EW - 7765 lm 6550 lm 80 10 60000 h 305667
42 W I ü 80 3000 ü S/EW - 7334 lm 6281 lm 80 10 60000 h 305666
34 W I ü 80 4000 ü S/EW - 6292 lm 5390 lm 80 10 60000 h 305919
34 W I ü 80 3000 ü S/EW - 5943 lm 5169 lm 80 10 60000 h 305918
25 W I ü 80 4000 ü S/EW - 4815 lm 4021 lm 80 10 60000 h 305661
25 W I ü 80 3000 ü S/EW - 4547 lm 3856 lm 80 10 60000 h 305660

Power LED - dimmable DALI 220-240 V 50/60 Hz
85 W I ü 80 4000 ü S/EW - 14969 lm 11593 lm 80 10 60000 h 305935
85 W I ü 80 3000 ü S/EW - 14138 lm 11116 lm 80 10 60000 h 305934
71 W I ü 80 4000 ü S/EW - 12800 lm 10350 lm 80 10 60000 h 305705
71 W I ü 80 3000 ü S/EW - 12089 lm 9925 lm 80 10 60000 h 305704
53 W I ü 80 4000 ü S/EW - 9762 lm 8150 lm 80 10 60000 h 305699
53 W I ü 80 3000 ü S/EW - 9219 lm 7815 lm 80 10 60000 h 305698
42 W I ü 80 4000 ü S/EW - 7765 lm 6550 lm 80 10 60000 h 305693
42 W I ü 80 3000 ü S/EW - 7334 lm 6281 lm 80 10 60000 h 305692

TRY S/EW EM IK05 8J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - Emergency 3P + DALI 220-240 V 50/60 Hz
85 W I - 80 4000 ü S/EW - 14969 lm 11593 lm 80 10 60000 h 306905
85 W I - 80 3000 ü S/EW - 14138 lm 11116 lm 80 10 60000 h 306904
71 W I - 80 4000 ü S/EW - 12800 lm 10350 lm 80 10 60000 h 306903
71 W I - 80 3000 ü S/EW - 12089 lm 9925 lm 80 10 60000 h 306902
53 W I - 80 4000 ü S/EW - 9762 lm 8150 lm 80 10 60000 h 306901
53 W I - 80 3000 ü S/EW - 9219 lm 7815 lm 80 10 60000 h 306900
42 W I - 80 4000 ü S/EW - 7765 lm 6550 lm 80 10 60000 h 306899
42 W I - 80 3000 ü S/EW - 7334 lm 6281 lm 80 10 60000 h 306898

Power LED - Emergency 220-240 V 50/60 Hz
85 W I - 80 4000 ü S/EW - 14969 lm 11593 lm 80 10 60000 h 305933
85 W I - 80 3000 ü S/EW - 14138 lm 11116 lm 80 10 60000 h 305932
71 W I - 80 4000 ü S/EW - 12800 lm 10350 lm 80 10 60000 h 305691
71 W I - 80 3000 ü S/EW - 12089 lm 9925 lm 80 10 60000 h 305690
53 W I - 80 4000 ü S/EW - 9762 lm 8150 lm 80 10 60000 h 305689
53 W I - 80 3000 ü S/EW - 9219 lm 7815 lm 80 10 60000 h 305688
42 W I - 80 4000 ü S/EW - 7765 lm 6550 lm 80 10 60000 h 305687
42 W I - 80 3000 ü S/EW - 7334 lm 6281 lm 80 10 60000 h 305686
34 W I - 80 4000 ü S/EW - 6292 lm 5390 lm 80 10 60000 h 305931
34 W I - 80 3000 ü S/EW - 5943 lm 5169 lm 80 10 60000 h 305930
25 W I - 80 4000 ü S/EW - 4815 lm 4021 lm 80 10 60000 h 305685
25 W I - 80 3000 ü S/EW - 4547 lm 3856 lm 80 10 60000 h 305684
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A21/M  -  85 W  -  4000 K  306813
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2A/M  -  85 W  -  4000 K  305929

TRY 2A/M IK05 8J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
85 W I ü 80 4000 ü 2A/M - 14969 lm 11620 lm 80 10 60000 h 305929
85 W I ü 80 3000 ü 2A/M - 14138 lm 11143 lm 80 10 60000 h 305928
71 W I ü 80 4000 ü 2A/M - 12800 lm 10374 lm 80 10 60000 h 305683
71 W I ü 80 3000 ü 2A/M - 12089 lm 9948 lm 80 10 60000 h 305682
53 W I ü 80 4000 ü 2A/M - 9762 lm 8169 lm 80 10 60000 h 305677
53 W I ü 80 3000 ü 2A/M - 9219 lm 7833 lm 80 10 60000 h 305676
42 W I ü 80 4000 ü 2A/M - 7765 lm 6565 lm 80 10 60000 h 305671
42 W I ü 80 3000 ü 2A/M - 7334 lm 6296 lm 80 10 60000 h 305670
34 W I ü 80 4000 ü 2A/M - 6292 lm 5403 lm 80 10 60000 h 305923
34 W I ü 80 3000 ü 2A/M - 5943 lm 5181 lm 80 10 60000 h 305922
25 W I ü 80 4000 ü 2A/M - 4815 lm 4031 lm 80 10 60000 h 305665
25 W I ü 80 3000 ü 2A/M - 4547 lm 3865 lm 80 10 60000 h 305664

Power LED - dimmable DALI 220-240 V 50/60 Hz
85 W I ü 80 4000 ü 2A/M - 14969 lm 11620 lm 80 10 60000 h 305939
85 W I ü 80 3000 ü 2A/M - 14138 lm 11143 lm 80 10 60000 h 305938
71 W I ü 80 4000 ü 2A/M - 12800 lm 10374 lm 80 10 60000 h 305709
71 W I ü 80 3000 ü 2A/M - 12089 lm 9948 lm 80 10 60000 h 305708
53 W I ü 80 4000 ü 2A/M - 9762 lm 8169 lm 80 10 60000 h 305703
53 W I ü 80 3000 ü 2A/M - 9219 lm 7833 lm 80 10 60000 h 305702
42 W I ü 80 4000 ü 2A/M - 7765 lm 6565 lm 80 10 60000 h 305697
42 W I ü 80 3000 ü 2A/M - 7334 lm 6296 lm 80 10 60000 h 305696

TRY A/M L IK05 8J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
85 W I ü 80 4000 ü A21/M - 14969 lm 11128 lm 80 10 60000 h 306813
85 W I ü 80 3000 ü A21/M - 14138 lm 10669 lm 80 10 60000 h 306812
71 W I ü 80 4000 ü A21/M - 12800 lm 9933 lm 80 10 60000 h 306811
71 W I ü 80 3000 ü A21/M - 12089 lm 9525 lm 80 10 60000 h 306810
53 W I ü 80 4000 ü A21/M - 9762 lm 7821 lm 80 10 60000 h 306809
53 W I ü 80 3000 ü A21/M - 9219 lm 7501 lm 80 10 60000 h 306808
42 W I ü 80 4000 ü A21/M - 7765 lm 6287 lm 80 10 60000 h 306807
42 W I ü 80 3000 ü A21/M - 7334 lm 6022 lm 80 10 60000 h 306806
34 W I ü 80 4000 ü A21/M - 6292 lm 5155 lm 80 10 60000 h 306805
34 W I ü 80 3000 ü A21/M - 5943 lm 4960 lm 80 10 60000 h 306804
25 W I ü 80 4000 ü A21/M - 4815 lm 3860 lm 80 10 60000 h 306803
25 W I ü 80 3000 ü A21/M - 4547 lm 3696 lm 80 10 60000 h 306802

Power LED - dimmable DALI 220-240 V 50/60 Hz
85 W I ü 80 4000 ü A21/M - 14969 lm 11128 lm 80 10 60000 h 306833
85 W I ü 80 3000 ü A21/M - 14138 lm 10669 lm 80 10 60000 h 306832
71 W I ü 80 4000 ü A21/M - 12800 lm 9933 lm 80 10 60000 h 306831
71 W I ü 80 3000 ü A21/M - 12089 lm 9525 lm 80 10 60000 h 306830
53 W I ü 80 4000 ü A21/M - 9762 lm 7821 lm 80 10 60000 h 306829
53 W I ü 80 3000 ü A21/M - 9219 lm 7501 lm 80 10 60000 h 306828
42 W I ü 80 4000 ü A21/M - 7765 lm 6287 lm 80 10 60000 h 306827
42 W I ü 80 3000 ü A21/M - 7334 lm 6022 lm 80 10 60000 h 306826
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2A/M  -  85 W  -  4000 K  306853
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A21/M  -  85 W  -  4000 K  306825
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TRY A/M R IK05 8J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
85 W I ü 80 4000 ü A21/M - 14969 lm 11128 lm 80 10 60000 h 306825
85 W I ü 80 3000 ü A21/M - 14138 lm 10669 lm 80 10 60000 h 306824
71 W I ü 80 4000 ü A21/M - 12800 lm 9933 lm 80 10 60000 h 306823
71 W I ü 80 3000 ü A21/M - 12089 lm 9525 lm 80 10 60000 h 306822
53 W I ü 80 4000 ü A21/M - 9762 lm 7821 lm 80 10 60000 h 306821
53 W I ü 80 3000 ü A21/M - 9219 lm 7501 lm 80 10 60000 h 306820
42 W I ü 80 4000 ü A21/M - 7765 lm 6287 lm 80 10 60000 h 306819
42 W I ü 80 3000 ü A21/M - 7334 lm 6022 lm 80 10 60000 h 306818
34 W I ü 80 4000 ü A21/M - 6292 lm 5155 lm 80 10 60000 h 306817
34 W I ü 80 3000 ü A21/M - 5943 lm 4960 lm 80 10 60000 h 306816
25 W I ü 80 4000 ü A21/M - 4815 lm 3860 lm 80 10 60000 h 306815
25 W I ü 80 3000 ü A21/M - 4547 lm 3696 lm 80 10 60000 h 306814

Power LED - dimmable DALI 220-240 V 50/60 Hz
85 W I ü 80 4000 ü A21/M - 14969 lm 11128 lm 80 10 60000 h 306841
85 W I ü 80 3000 ü A21/M - 14138 lm 10669 lm 80 10 60000 h 306840
71 W I ü 80 4000 ü A21/M - 12800 lm 9933 lm 80 10 60000 h 306839
71 W I ü 80 3000 ü A21/M - 12089 lm 9525 lm 80 10 60000 h 306838
53 W I ü 80 4000 ü A21/M - 9762 lm 7821 lm 80 10 60000 h 306837
53 W I ü 80 3000 ü A21/M - 9219 lm 7501 lm 80 10 60000 h 306836
42 W I ü 80 4000 ü A21/M - 7765 lm 6287 lm 80 10 60000 h 306835
42 W I ü 80 3000 ü A21/M - 7334 lm 6022 lm 80 10 60000 h 306834

TRY 2A/M EM IK05 8J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - Emergency 3P + DALI 220-240 V 50/60 Hz
85 W I - 80 4000 ü 2A/M - 14969 lm 11620 lm 80 10 60000 h 306897
85 W I - 80 3000 ü 2A/M - 14138 lm 11143 lm 80 10 60000 h 306896
71 W I - 80 4000 ü 2A/M - 12800 lm 10374 lm 80 10 60000 h 306895
71 W I - 80 3000 ü 2A/M - 12089 lm 9946 lm 80 10 60000 h 306894
53 W I - 80 4000 ü 2A/M - 9762 lm 8169 lm 80 10 60000 h 306893
53 W I - 80 3000 ü 2A/M - 9219 lm 7833 lm 80 10 60000 h 306892
42 W I - 80 4000 ü 2A/M - 7765 lm 6565 lm 80 10 60000 h 306891
42 W I - 80 3000 ü 2A/M - 7334 lm 6296 lm 80 10 60000 h 306890

Power LED - Emergency 220-240 V 50/60 Hz
85 W I - 80 4000 ü 2A/M - 14969 lm 11620 lm 80 10 60000 h 306853
85 W I - 80 3000 ü 2A/M - 14138 lm 11143 lm 80 10 60000 h 306852
71 W I - 80 4000 ü 2A/M - 12800 lm 10374 lm 80 10 60000 h 306851
71 W I - 80 3000 ü 2A/M - 12089 lm 9948 lm 80 10 60000 h 306850
53 W I - 80 4000 ü 2A/M - 9762 lm 8169 lm 80 10 60000 h 306848
53 W I - 80 3000 ü 2A/M - 9219 lm 7833 lm 80 10 60000 h 306849
42 W I - 80 4000 ü 2A/M - 7765 lm 6565 lm 80 10 60000 h 306847
42 W I - 80 3000 ü 2A/M - 7334 lm 6296 lm 80 10 60000 h 306846
34 W I - 80 4000 ü 2A/M - 6992 lm 5403 lm 80 10 60000 h 306845
34 W I - 80 3000 ü 2A/M - 5943 lm 5181 lm 80 10 60000 h 306844
25 W I - 80 4000 ü 2A/M - 4815 lm 4031 lm 80 10 60000 h 306843
25 W I - 80 3000 ü 2A/M - 4547 lm 3865 lm 80 10 60000 h 306842
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A21/M  -  85 W  -  4000 K  306877
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A21/M  -  85 W  -  4000 K  306889

max 2,6 kg

TRY A/M L EM IK05 8J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - Emergency 3P + DALI 220-240 V 50/60 Hz
85 W I - 80 4000 ü A21/M - 14969 lm 11128 lm 80 10 60000 h 306913
85 W I - 80 3000 ü A21/M - 14138 lm 10669 lm 80 10 60000 h 306912
71 W I - 80 4000 ü A21/M - 12800 lm 9933 lm 80 10 60000 h 306911
71 W I - 80 3000 ü A21/M - 12089 lm 9525 lm 80 10 60000 h 306910
53 W I - 80 4000 ü A21/M - 9762 lm 7821 lm 80 10 60000 h 306909
53 W I - 80 3000 ü A21/M - 9219 lm 7501 lm 80 10 60000 h 306908
42 W I - 80 4000 ü A21/M - 7765 lm 6287 lm 80 10 60000 h 306907
42 W I - 80 3000 ü A21/M - 7334 lm 6022 lm 80 10 60000 h 306906

Power LED - Emergency 220-240 V 50/60 Hz
85 W I - 80 4000 ü A21/M - 14969 lm 11128 lm 80 10 60000 h 306877
85 W I - 80 3000 ü A21/M - 14138 lm 10669 lm 80 10 60000 h 306876
71 W I - 80 4000 ü A21/M - 12800 lm 9933 lm 80 10 60000 h 306875
71 W I - 80 3000 ü A21/M - 12089 lm 9525 lm 80 10 60000 h 306874
53 W I - 80 4000 ü A21/M - 9762 lm 7821 lm 80 10 60000 h 306872
53 W I - 80 3000 ü A21/M - 9219 lm 7501 lm 80 10 60000 h 306873
42 W I - 80 4000 ü A21/M - 7765 lm 6287 lm 80 10 60000 h 306871
42 W I - 80 3000 ü A21/M - 7334 lm 6022 lm 80 10 60000 h 306870
34 W I - 80 4000 ü A21/M - 6292 lm 5155 lm 80 10 60000 h 306869
34 W I - 80 3000 ü A21/M - 5943 lm 4960 lm 80 10 60000 h 306868
25 W I - 80 4000 ü A21/M - 4815 lm 3860 lm 80 10 60000 h 306867
25 W I - 80 3000 ü A21/M - 4547 lm 3696 lm 80 10 60000 h 306866

TRY A/M R EM IK05 8J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - Emergency 3P + DALI 220-240 V 50/60 Hz
85 W I - 80 4000 ü A21/M - 14969 lm 11128 lm 80 10 60000 h 306921
85 W I - 80 3000 ü A21/M - 14138 lm 10669 lm 80 10 60000 h 306920
71 W I - 80 4000 ü A21/M - 12800 lm 9933 lm 80 10 60000 h 306919
71 W I - 80 3000 ü A21/M - 12089 lm 9525 lm 80 10 60000 h 306918
53 W I - 80 4000 ü A21/M - 9762 lm 7821 lm 80 10 60000 h 306917
53 W I - 80 3000 ü A21/M - 9219 lm 7501 lm 80 10 60000 h 306916
42 W I - 80 4000 ü A21/M - 7765 lm 6287 lm 80 10 60000 h 306915
42 W I - 80 3000 ü A21/M - 7334 lm 6022 lm 80 10 60000 h 306914

Power LED - Emergency 220-240 V 50/60 Hz
85 W I - 80 4000 ü A21/M - 14969 lm 11128 lm 80 10 60000 h 306889
85 W I - 80 3000 ü A21/M - 14138 lm 10669 lm 80 10 60000 h 306888
71 W I - 80 4000 ü A21/M - 12800 lm 9933 lm 80 10 60000 h 306887
71 W I - 80 3000 ü A21/M - 12089 lm 9525 lm 80 10 60000 h 306886
53 W I - 80 4000 ü A21/M - 9762 lm 7821 lm 80 10 60000 h 306884
53 W I - 80 3000 ü A21/M - 9219 lm 7501 lm 80 10 60000 h 306885
42 W I - 80 4000 ü A21/M - 7765 lm 6287 lm 80 10 60000 h 306883
42 W I - 80 3000 ü A21/M - 7334 lm 6022 lm 80 10 60000 h 306882
34 W I - 80 4000 ü A21/M - 6292 lm 5155 lm 80 10 60000 h 306881
34 W I - 80 3000 ü A21/M - 5943 lm 4960 lm 80 10 60000 h 306880
25 W I - 80 4000 ü A21/M - 4815 lm 3860 lm 80 10 60000 h 306879
25 W I - 80 3000 ü A21/M - 4547 lm 3696 lm 80 10 60000 h 306878
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310566 310550 14-00354 310551

310553 3100243
3100244

3100245
3100246

INDOOR  |  INDUSTRIAL  |  FAST TRUNKING SYSTEMS  |  TRY

MANDATORY ACCESSORIES

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

RAIL-A TRY 5P

RAIL-A TRY 5P - L 1435 mm (2 stainless steel brackets included) 310554

RAIL-M TRY 5P

RAIL-M TRY 5P - L 1435 mm (2 stainless steel brackets included) 310555

RAIL-M TRY 5P - L 2870 mm (4 stainless steel brackets included) 310556

RAIL-M TRY 5P - L 4305 mm (6 stainless steel brackets included) 310557

RAIL-A TRY 7P DALI

RAIL-A TRY 7P DALI - L 1435 mm (2 stainless steel brackets included) 310558

RAIL-M TRY 7P DALI

RAIL-M TRY 7P DALI - L 1435 mm (2 stainless steel brackets included) 310559

RAIL-M TRY 7P DALI - L 2870 mm (4 stainless steel brackets 
included) 310560

RAIL-M TRY 7P DALI - L 4305 mm (6 stainless steel brackets 
included) 310561

RAIL-A TRY 9P DALI/EM
RAIL-A TRY 9P DALI/EM - L 1435 mm (2 stainless steel brackets 
included) 310934

RAIL-M TRY 9P DALI/EM
RAIL-M TRY 9P DALI/EM - L 1435 mm (2 stainless steel brackets 
included) 310935

RAIL-M TRY 9P DALI/EM - L 2870 mm (4 stainless steel brackets 
included) 310936

RAIL-M TRY 9P DALI/EM - L 4305 mm (6 stainless steel brackets 
included) 310937

TRY
Chain suspension 310550

Suspension kit 2 m 14-00354

Closing plates for RAIL (nr. 2) 310551

Cover PC RAIL - L 1435 mm 310553

Stainless steel fast fit strong for quick ceiling mount (2 pieces) 3100243

Stainless steel fast fit strong for quick ceiling mount (50 
pieces) 3100244

Stainless steel fast fit strong for quick ceiling mount+ hooks 
(2 pieces) 3100245

Stainless steel fast fit strong for quick ceiling mount + hooks 
(50 pieces) 3100246

TRY TRACK SYSTEM

Rail system for floodlights 310566
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14469820

DESCRIPTION COLOR PART NUMBER

TRY SMART
Kit TRY SMART A receiver 310568

Kit TRY SMART A receiver + sensor 310914

Kit TRY SMART M sensor 310567

USB flash drive to use with PC for wireless programming 14469720

Remote control with four configurable buttons 14469820

Wireless control pad with four configurable buttons 14477420

Closing plates

Closing plates

COMPLETE UNIT

SMART systems can be produced using the dedicated wireless  KITs available as accessories, to be combined with the "7-pole DALI" RAIL and the DALI ceiling 

light.

SMART ACCESSORIES

240
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SMART A
(310568)

SMART M
(310567)

SMART M
(310567)

SMART A
(310914)

СИСТЕМА УПРАВЛЕНИЯ СВЕТОМ TRY SMART 868 МГц
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TRY TRACK
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S/EW  -  85 W  -  4000 K  3100795

117

71

1480

max 4,2 kg

INDOOR  |  INDUSTRIAL  |  FAST TRUNKING SYSTEMS  |  TRY TRACK

LED track ceiling light for interiors, comprising:
¬ Housing in painted sheet steel and polyester powder-

coated extruded aluminium heat sink.
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Optics studied for enhanced visual comfort.
¬ Light beam obtained by the combination of multiple 

LED modules
¬ The LED 3000 K CRI ≥ 80 and 4000 K CRI ≥ 80 versions 

are standard. Other colour temperatures and colour 
renderings are available upon request

¬ Technolpolymer end caps
¬ Fixing to electric track by means of universal tri-phase 

adaptor, which also allows electric connection, and 
supplementary fastening device.

¬ Luminaire compatible with OTR TRACKS RAILS range 
electric tracks and installation accessories.

¬ The luminaire is suitable for installation on electric 
tracks such as EUROSTANDARD PLUS®

¬ TRY TRACK can be made upon request, with all the 
optics available for the TRY range

  WH-RAL9003 / White RAL9003 / Glossy

TRY TRACK S/EW IK05 0.8J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
85 W I - 80 4000 ü S/EW - 14969 lm 11593 lm 80 10 60000 h 3100795
85 W I - 80 3000 ü S/EW - 14138 lm 11116 lm 80 10 60000 h 3100790
70 W I - 80 4000 ü S/EW - 12800 lm 10350 lm 80 10 60000 h 3100794
70 W I - 80 3000 ü S/EW - 12089 lm 9925 lm 80 10 60000 h 3100789
53 W I - 80 4000 ü S/EW - 9762 lm 8150 lm 80 10 60000 h 305711
53 W I - 80 3000 ü S/EW - 9219 lm 7815 lm 80 10 60000 h 305710
42 W I - 80 4000 ü S/EW - 7765 lm 6550 lm 80 10 60000 h 3100793
42 W I - 80 3000 ü S/EW - 7334 lm 6281 lm 80 10 60000 h 3100788
34 W I - 80 4000 ü S/EW - 6292 lm 5390 lm 80 10 60000 h 3100792
34 W I - 80 3000 ü S/EW - 5943 lm 5169 lm 80 10 60000 h 3100787
25 W I - 80 4000 ü S/EW - 4815 lm 4021 lm 80 10 60000 h 3100791
25 W I - 80 3000 ü S/EW - 4547 lm 3856 lm 80 10 60000 h 3100786

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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S/EW  -  52 W  -  4000 K  3101714

Max 0,11 m
Max 0,041 m Max 0,0085 m

max 4,2 kg

Range of indoor and outdoor LED fixtures, comprising:
¬ Housing and cap in die-cast aluminium with polyester 

powder coating after surface chemical conversion 
treatment

¬ Diffusor made of extra clear, flat glass, tempered, 
markings with serigraphy, internally ice etched

¬ Anti-ageing silicone gasket with high resiliency
¬ Electrical connection with outdoor rated plug &amp; 

socket quick connector (IP66) that allows connection 
to mains without opening the luminaire. Made in PA66 
with silver-plated brass contacts, for cables Ø 9 - Ø 12 
mm

¬ Stainless steel external screws
¬ Stainless steel locking springs for the glass
¬ Stainless steel springs for quick ceiling mount
¬ 3000 K and 5000 K available upon request
¬ EM versions are complete with emergency device that 

can operate on battery for 1 hour. Product can be used 
for general or emergency lighting.

¬ Versions are available with ON-OFF driver and 
dimmable DALI

¬ Through-wiring version available upon request

  GR-94 / Metallic grey / Textured

LM4 S/EW IK06 0.80J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
101 W I - 80 4000 ü S/EW - 16272 lm 12213 lm 70 10 60000 h 3101704
72 W I - 80 4000 ü S/EW - 12204 lm 9464 lm 70 10 60000 h 3101705
52 W I - 80 4000 ü S/EW - 8064 lm 6543 lm 70 10 60000 h 3101706
39 W I - 80 4000 ü S/EW - 6048 lm 4818 lm 70 10 60000 h 3101707

Power LED - dimmable DALI 220-240 V 50/60 Hz
101 W I - 80 4000 ü S/EW - 16272 lm 12213 lm 70 10 60000 h 3101708
72 W I - 80 4000 ü S/EW - 12204 lm 9464 lm 70 10 60000 h 3101709
52 W I - 80 4000 ü S/EW - 8064 lm 6543 lm 70 10 60000 h 3101710
39 W I - 80 4000 ü S/EW - 6048 lm 4818 lm 70 10 60000 h 3101711

LM4 S/EW EM IK06 0.80J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - emergency 1h - 220-240 V 50/60 Hz
52 W I - 80 4000 ü S/EW - 8064 lm 6543 lm 70 10 60000 h 3101714
39 W I - 80 4000 ü S/EW - 6048 lm 4818 lm 70 10 60000 h 3101715

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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NORMA+
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NORMA+ 60

NORMA+ 60 CL

NORMA+ 120

NORMA+ 120 CL

NORMA+ 150

NORMA+ 150 CL

INDOOR  |  INDUSTRIAL  |  SURFACE MOUNTED WEATHERPROOF  |  NORMA+

Weatherproof luminaire with LED light source, 
comprising:
¬ UV stabilised co-extruded polycarbonate body with 

double finish; satin-finish for the optical compartment 
and matte finish for the auxiliary electrical 
compartment.

¬ Technolpolymer end caps
¬ Anti-ageing silicone gasket
¬ Polycarbonate bushing for the power connection with 

bayonet opening without utensils.
¬ Cable gland M20x1.5 for cables Ø 10- Ø 14 mm
¬ Light beam obtained by the combination of multiple 

LED modules
¬ Aluminium heat dissipation system
¬ Stainless steel springs for quick ceiling mount
¬ Supplied with anti-vacuum valve
¬ EM versions are complete with emergency device that 

can operate on battery for 1 hour. Product can be used 
for general or emergency lighting.

¬ The NORMA+ CL versions are complete with through 
wiring for continuous line installation (5x2,5 mm²)

¬ Versions with dimmable 1-10 V or DALI drivers are 
available

  GR-RAL7035 / Grey RAL7035 / Matt

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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NORMA+ 60 IK09 15J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
27 W I - 80 4000 ü S/EW - 4077 lm 3258 lm 80 10 44000 h 305949
18 W I - 80 4000 ü S/EW - 2718 lm 2246 lm 80 10 44000 h 305948

NORMA+ 120 IK09 15J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
45 W I - 80 4000 ü S/EW - 6795 lm 5215 lm 80 10 44000 h 305952
34 W I - 80 4000 ü S/EW - 5134 lm 3932 lm 80 10 44000 h 305951
25 W I - 80 4000 ü S/EW - 3775 lm 3002 lm 80 10 44000 h 305950

NORMA+ 150 IK09 15J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
68 W I - 80 4000 ü S/EW - 10268 lm 8395 lm 80 10 44000 h 305955
60 W I - 80 4000 ü S/EW - 9060 lm 7556 lm 80 10 44000 h 305954
35 W I - 80 4000 ü S/EW - 5285 lm 4355 lm 80 10 44000 h 305953

NORMA+ 60 CL IK09 15J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
27 W I - 80 4000 ü S/EW - 4077 lm 3258 lm 80 10 44000 h 305941
18 W I - 80 4000 ü S/EW - 2718 lm 2246 lm 80 10 44000 h 305940

Power LED - dimmable DALI 220-240 V 50/60 Hz
27 W I - 80 4000 ü S/EW - 4077 lm 3258 lm 80 10 44000 h 305989
18 W I - 80 4000 ü S/EW - 2718 lm 2246 lm 80 10 44000 h 305988

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
27 W I - 80 4000 ü S/EW - 4077 lm 3258 lm 80 10 44000 h 306160
18 W I - 80 4000 ü S/EW - 2718 lm 2246 lm 80 10 44000 h 306159

NORMA+ 120 CL IK09 15J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
45 W I - 80 4000 ü S/EW - 6795 lm 5215 lm 80 10 44000 h 305944
34 W I - 80 4000 ü S/EW - 5134 lm 3932 lm 80 10 44000 h 305943
25 W I - 80 4000 ü S/EW - 3775 lm 3002 lm 80 10 44000 h 305942

Power LED - dimmable DALI 220-240 V 50/60 Hz
45 W I - 80 4000 ü S/EW - 6795 lm 5215 lm 80 10 44000 h 305992
34 W I - 80 4000 ü S/EW - 5134 lm 3932 lm 80 10 44000 h 305991
25 W I - 80 4000 ü S/EW - 3775 lm 2898 lm 80 10 44000 h 305990

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
45 W I - 80 4000 ü S/EW - 6795 lm 5215 lm 80 10 44000 h 306163
34 W I - 80 4000 ü S/EW - 5134 lm 3932 lm 80 10 44000 h 306162
25 W I - 80 4000 ü S/EW - 3775 lm 3002 lm 80 10 44000 h 306161

Power LED - Emergency 220-240 V 50/60 Hz
45 W I - 80 4000 ü S/EW - 6795 lm 5215 lm 80 10 44000 h 306000
34 W I - 80 4000 ü S/EW - 5134 lm 3932 lm 80 10 44000 h 305999
25 W I - 80 4000 ü S/EW - 3775 lm 3002 lm 80 10 44000 h 305998
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400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm
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S/EW  -  68 W  -  4000 K  305947

14430995
14431995

NORMA+ 
60

NORMA+ 
60 CL

NORMA+ 
120

NORMA+ 
120 CL

NORMA+ 
150

NORMA+ 
150 CL

max 0,86 kg

max 0,69 kg

max 1,85 kg

max 1,24 kg

max 2,15 kg

max 1,56 kg

H07RN-F

5x 2,5 mm2

Ø 10÷14Ø 10÷14

H05RN-F

3x2,5 mm2

INDOOR  |  INDUSTRIAL  |  SURFACE MOUNTED WEATHERPROOF  |  NORMA+

NORMA+ 150 CL IK09 15J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
68 W I - 80 4000 ü S/EW - 10268 lm 8395 lm 80 10 44000 h 305947
60 W I - 80 4000 ü S/EW - 9060 lm 7556 lm 80 10 44000 h 305946
35 W I - 80 4000 ü S/EW - 5285 lm 4355 lm 80 10 44000 h 305945

Power LED - dimmable DALI 220-240 V 50/60 Hz
68 W I - 80 4000 ü S/EW - 10268 lm 8395 lm 80 10 44000 h 305995
60 W I - 80 4000 ü S/EW - 9060 lm 7556 lm 80 10 44000 h 305994
35 W I - 80 4000 ü S/EW - 5285 lm 4355 lm 80 10 44000 h 305993

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
68 W I - 80 4000 ü S/EW - 10268 lm 8395 lm 80 10 44000 h 306166
60 W I - 80 4000 ü S/EW - 9060 lm 7556 lm 80 10 44000 h 306165
35 W I - 80 4000 ü S/EW - 5285 lm 4355 lm 80 10 44000 h 306164

Power LED - Emergency 220-240 V 50/60 Hz
68 W I - 80 4000 ü S/EW - 10268 lm 8395 lm 80 10 44000 h 306003
60 W I - 80 4000 ü S/EW - 9060 lm 7556 lm 80 10 44000 h 306002
35 W I - 80 4000 ü S/EW - 5285 lm 4355 lm 80 10 44000 h 306001

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

NORMA+ 120
Galvanized steel protection grills, to be fixed on ceiling 14430995

NORMA+ 150
Galvanized steel protection grills, to be fixed on ceiling 14431995
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KOA LINE
design by SILVIA PAOLA PENNACCHIO
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KOA LINE SMD KOA LINE STR/PC

Range of indoor and outdoor LED fixtures, comprising:
¬ Die-cast aluminium housing chemically pre-treated 

and painted with polyester powder coating
¬ The KOA LINE…/PC versions are complete with 

transparent, UV stabilised, matte finish polycarbonate 
diffuser.

¬ The KOA LINE…/GL versions are complete with 
diffuser in flat, tempered, etched and matte finished 
safety glass.

¬ The KOA LINE SMD/LN versions have a diffuser 
with integrated lenses made of transparent, high 
transmittance, UV and heat stabilised polycarbonate, 
installed on a techno-polymer frame. Available lenses: 
extra-diffused symmetrical (S/EW), elliptical (ELL) and 
symmetrical with UGR<22 (S/W).

¬ The KOA LINE COB versions are complete with a high-
purity polished and oxidised aluminium reflector.

¬ Anti-ageing silicone gasket with high resiliency
¬ Electrical connection with outdoor rated plug &amp; 

socket quick connector (IP66) that allows connection 
to mains without opening the luminaire. Made in PA66 
with silver-plated brass contacts, for cables Ø 9 - Ø 12 

mm
¬ Light beam obtained by the combination of multiple 

LED modules
¬ Galvanised steel suspension hooks
¬ Stainless steel external screws
¬ For use in environments containing oils - either 

mineral or natural - or in the presence of atmospheres 
that are not compatible with polycarbonate, use 
version with glass diffuser only.

¬ DETEK versions with a passive infrared motion 
detector with automatic ignition

¬ On request, all KOA LINE versions can be fitted with 
threaded wiring

¬ 3000 K and 5000 K available upon request
¬ On request, it is possible to make SMART versions.
¬ In order to allow the use of these devices in various 

installation situations - on the wall, the ceiling, or a 
post - a wide range of accessories is available.

¬ In order to guarantee resistance to wind forces, we 
suggest using the installation systems available as 
accessories for outdoor spaces.

  GR-94 / Metallic grey / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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INDOOR  |  INDUSTRIAL  |  SURFACE MOUNTED WEATHERPROOF  |  KOA LINE

KOA LINE SMD/LN S/W UGR22 IK08 9J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
135 W I - 70 4000 ü S/W - 17216 lm 13927 lm 80 10 60000 h 06239994

Power LED - dimmable DALI 220-240 V 50/60 Hz
135 W I - 70 4000 ü S/W - 17216 lm 13927 lm 80 10 60000 h 06240494

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
135 W I - 70 4000 ü S/W - 17216 lm 13927 lm 80 10 60000 h 06246294

KOA LINE SMD/LN S/EW IK08 9J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
135 W I - 70 4000 ü S/EW - 17216 lm 14885 lm 80 10 60000 h 06239694

Power LED - dimmable DALI 220-240 V 50/60 Hz
135 W I - 70 4000 ü S/EW - 17216 lm 14885 lm 80 10 60000 h 06240194

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
135 W I - 70 4000 ü S/EW - 17216 lm 14885 lm 80 10 60000 h 06239194

KOA LINE SMD/LN ELL IK08 9J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
135 W I - 70 4000 ü ELL 90°x45° 17216 lm 13061 lm 80 10 60000 h 06239794

Power LED - dimmable DALI 220-240 V 50/60 Hz
135 W I - 70 4000 ü ELL 90°x45° 17216 lm 13061 lm 80 10 60000 h 06240294

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
135 W I - 70 4000 ü ELL 90°x45° 17216 lm 13061 lm 80 10 60000 h 06239294

KOA LINE SMD/LN UGR22 DETEK IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
135 W I - 70 4000 ü S/W - 17216 lm 13927 lm 70 10 50000 h 06245094

KOA LINE SMD/LN S/EW DETEK IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
135 W I - 70 4000 ü S/EW - 17216 lm 14885 lm 70 10 50000 h 06244794

KOA LINE SMD/LN ELL DETEK IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
135 W I - 70 4000 ü ELL 90°x45° 17216 lm 13061 lm 70 10 50000 h 06244894
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14471694 14471894 14471494 14471594

14471794 14006902

Min 150 mm

Ø 9÷12

H07RN-F 3G1,5

3x2,5 mm2

max 15 kg
0,125 m2

Ø 9÷12

H07RN-F 5G1,5

5x2,5 mm2
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KOA LINE STR/GL S/EW IK07 2.2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
112 W I - 85 4000 ü S/EW - 13350 lm 9826 lm 80 10 60000 h 06247794
56 W I - 85 4000 ü S/EW - 6675 lm 4970 lm 80 10 60000 h 06247694

Power LED - dimmable DALI 220-240 V 50/60 Hz
112 W I - 85 4000 ü S/EW - 13350 lm 9826 lm 80 10 60000 h 06247994
56 W I - 85 4000 ü S/EW - 6675 lm 4970 lm 80 10 60000 h 06247894

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
112 W I - 85 4000 ü S/EW - 13350 lm 9826 lm 80 10 60000 h 06247594
56 W I - 85 4000 ü S/EW - 6675 lm 4970 lm 80 10 60000 h 06247494

Power LED - Emergency 220-240 V 50/60 Hz
112 W I - 85 4000 ü S/EW - 13350 lm 9826 lm 80 10 60000 h 06248194
56 W I - 85 4000 ü S/EW - 6675 lm 4970 lm 80 10 60000 h 06248094

KOA LINE STR/PC S/EW IK08 9J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
112 W I - 85 4000 ü S/EW - 13350 lm 10013 lm 80 10 60000 h 06243294
56 W I - 85 4000 ü S/EW - 6675 lm 5207 lm 80 10 60000 h 06243194

Power LED - dimmable DALI 220-240 V 50/60 Hz
112 W I - 85 4000 ü S/EW - 13350 lm 10013 lm 80 10 60000 h 06243694
56 W I - 85 4000 ü S/EW - 6675 lm 5207 lm 80 10 60000 h 06243594

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
112 W I - 85 4000 ü S/EW - 13350 lm 10013 lm 80 10 60000 h 06243494
56 W I - 85 4000 ü S/EW - 6675 lm 5207 lm 80 10 60000 h 06243394

Power LED - Emergency 220-240 V 50/60 Hz
112 W I - 85 4000 ü S/EW - 13350 lm 10013 lm 80 10 60000 h 06243894
56 W I - 85 4000 ü S/EW - 6675 lm 5207 lm 80 10 60000 h 06243794

KOA LINE COB/GL S/EW IK07 2.2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
327 W I - 80 4000 ü S/EW - 42280 lm 32608 lm 70 10 130000 h 06242294
244 W I - 80 4000 ü S/EW - 31710 lm 24559 lm 70 10 130000 h 06242394
166 W I - 80 4000 ü S/EW - 21140 lm 16283 lm 70 10 130000 h 06242494

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

KOA LINE
KOA LINE mounting bracket 14471694

Pair of AISI 304 stainless steel mounting brackets KOA LINE 14471894

Single pole top Ø 60-76 mm support KOA LINE 14471494

Double pole top Ø 60-76 mm KOA LINE support 14471594

Pair of mounting brackets with stainless steel clamps for Ø33-
42mm pole / rail installation 14471794

Galvanized steel protection grid, for ceiling mounting 14006902
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ACRO XS OPALED

       

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/W  -  46 W  -  4000 K  15-00883

360 / 700 / 1000 mm

669 / 1277 / 1577 mm 90

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/W  -  42 W  -  4000 K  15-00856

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/W  -  45 W  -  4000 K  15-00885

 

INDOOR  |  INDUSTRIAL  |  SURFACE MOUNTED WEATHERPROOF  |  ACRO XS OPALED

Weatherproof LED luminaire complete with diffuser, 
comprising:
¬ Housing made of fiberglass reinforced polyester
¬ Opal PMMA diffuser for optimal light diffusion and a 

high light uniformity

¬ Complete with PREVALED led and integrated driver
¬ Stainless steel retaining clips
¬ Quick ceiling fixing bracket (stainless steel)

  GR-RAL7035 / Grey RAL7035 / Matt

ACRO XS OPALED IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
35 W I - 80 4000 - S/W - - 5200 lm 80 10 50000 h 1577 mm 15-00881
33 W I - 80 4000 - S/W - - 4600 lm 80 10 50000 h 1277 mm 15-00829
18 W I - 80 4000 - S/W - - 2500 lm 80 10 50000 h 669 mm 15-00886

Power LED - dimmable DALI 220-240 V 50/60 Hz
41 W I - 80 4000 - S/W - - 5800 lm 80 10 50000 h 1577 mm 15-00883
35 W I - 80 4000 - S/W - - 4400 lm 80 10 50000 h 1277 mm 15-00882

ACRO XS OPALED PC IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
35 W I - 80 4000 - S/W - - 4900 lm 80 10 50000 h 1277 mm 15-00897
33 W I - 80 4000 - S/W - - 4400 lm 80 10 50000 h 1277 mm 15-00894

Power LED - dimmable DALI 220-240 V 50/60 Hz
41 W I - 80 4000 - S/W - - 5500 lm 80 10 50000 h 1577 mm 15-00898
32 W I - 80 4000 - S/W - - 4600 lm 80 10 50000 h 1277 mm 15-00895

Power LED - Emergency 1P 220-240 V 50/60 Hz
45 W I - 80 4000 - S/W - - 5500 lm 80 10 50000 h 1577 mm 15-00856
32 W I - 80 4000 - S/W - - 3700 lm 80 10 50000 h 1277 mm 15-00855

ACRO XS OPALED DETEK IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
35 W I - 80 4000 - S/W - - 5200 lm 80 10 50000 h 1577 mm 15-00885
33 W I - 80 4000 - S/W - - 4600 lm 80 10 50000 h 1277 mm 15-00884

ACRO XS OPALED PC DETEK IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
35 W I - 80 4000 - S/W - - 4900 lm 80 10 50000 h 1577 mm 15-00896
33 W I - 80 4000 - S/W - - 4400 lm 80 10 50000 h 1277 mm 15-00893

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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ACRO XS FORTILED

    

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/W  -  71 W  -  4000 K  15-00891

700 / 1000 mm

1277 / 1577 mm

99

116

Weatherproof LED luminaire complete with diffuser, 
comprising:
¬ Housing made of fiberglass reinforced polyester
¬ Opal PMMA diffuser for optimal light diffusion and a 

high light uniformity

¬ Complete with FORTIMOLED led and integrated driver
¬ Stainless steel antivandal clips
¬ Quick ceiling fixing bracket (stainless steel)

  GR-RAL7035 / Grey RAL7035 / Matt

ACRO XS FORTILED IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
73 W I - 80 4000 - S/W - - 10200 lm 80 10 40000 h 1577 mm 15-00891
59 W I - 80 4000 - S/W - - 8100 lm 80 10 40000 h 1277 mm 15-00890

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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ACRO XS CERTALED

    

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/W  -  28 W  -  4000 K  15-00879

1277

700

99

90

INDOOR  |  INDUSTRIAL  |  SURFACE MOUNTED WEATHERPROOF  |  ACRO XS CERTALED

Weatherproof LED luminaire complete with diffuser, 
comprising:
¬ Housing made of fiberglass reinforced polyester
¬ Opal PMMA diffuser for optimal light diffusion and a 

high light uniformity

¬ Complete with CERTALED led and integrated driver
¬ Stainless steel antivandal clips
¬ Quick ceiling fixing bracket (stainless steel)

  GR-RAL7035 / Grey RAL7035 / Matt

ACRO XS CERTALED IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
36 W I - 80 4000 - S/W - - 4050 lm 80 10 35000 h 1277 mm 15-00907
27 W I - 80 4000 - S/W - - 3150 lm 80 10 35000 h 1277 mm 15-00879

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

251



ACRO XS

      

 

200 cd/klm200 cd/klm200 cd/klm200 cd/klm200 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/W  -  2x54 W   15-00747

 

200 cd/klm200 cd/klm200 cd/klm200 cd/klm200 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/W  -  2x54 W   15-00759

460 / 800 / 1100

670 / 1278 / 1578

Weatherproof luminaire for T5 and T8 lamps, with diffuser, 
comprising:
¬ Housing made of grey fiberglass reinforced polyester 

(resistant to acids, corrosion, and moisture)
¬ PMMA Diffuser with external smooth surface
¬ Injected polycarbonate diffuser (PC) with outer, 

smooth surface
¬ Reflector made of sheet steel painted white, twist lock 

fixing

¬ Stainless steel fixing clips
¬ Quick ceiling fixing bracket (stainless steel)
¬ Dimmable 1-10 V ballast available upon request
Options:
¬ Emergency (1 hour maintained)
¬ Dimmable DALI ballast available upon request

  GR-RAL7035 / Grey RAL7035 / Matt

ACRO XS T5 IK02 0.20J xx0
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL LENGTH PART NUMBER

Fluorescent - rephased electronic ballast
G5 2x54 W I - - - ü S/W - 1277 mm 15-00747
G5 2x49 W I - - - ü S/W - 1277 mm 15-00736
G5 2x35 W I - - - ü S/W - 1577 mm 15-00746
G5 2x28 W I - - - ü S/W - 1277 mm 15-00745
G5 2x24 W I - - - ü S/W - 669 mm 15-00744
G5 2x14 W I - - - ü S/W - 669 mm 15-00743
G5 1x54 W I - - - ü S/W - 1277 mm 15-00742
G5 1x49 W I - - - ü S/W - 1577 mm 15-00741
G5 1x35 W I - - - ü S/W - 1577 mm 15-00740
G5 1x28 W I - - - ü S/W - 1277 mm 15-00739
G5 1x24 W I - - - ü S/W - 669 mm 15-00738
G5 1x14 W I - - - ü S/W - 669 mm 15-00737

ACRO XS PC T5 IK08 5J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL LENGTH PART NUMBER

Fluorescent - rephased electronic ballast
G5 2x54 W I - - - ü S/W - 1277 mm 15-00759
G5 2x49 W I - - - ü S/W - 1577 mm 15-00758
G5 2x35 W I - - - ü S/W - 1577 mm 15-00757
G5 2x28 W I - - - ü S/W - 1277 mm 15-00756
G5 2x24 W I - - - ü S/W - 669 mm 15-00755
G5 2x14 W I - - - ü S/W - 669 mm 15-00754
G5 1x54 W I - - - ü S/W - 1277 mm 15-00753
G5 1x49 W I - - - ü S/W - 1577 mm 15-00752
G5 1x35 W I - - - ü S/W - 1577 mm 15-00751
G5 1x28 W I - - - ü S/W - 1277 mm 15-00750
G5 1x24 W I - - - ü S/W - 669 mm 15-00749
G5 1x14 W I - - - ü S/W - 669 mm 15-00748

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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200 cd/klm200 cd/klm200 cd/klm200 cd/klm200 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/W  -  2x58 W   15-00413

 

200 cd/klm200 cd/klm200 cd/klm200 cd/klm200 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/W  -  2x58 W   15-00419

 

200 cd/klm200 cd/klm200 cd/klm200 cd/klm200 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/W  -  2x58 W   15-00431

90-04014
90-04015
90-04016
90-04017
90-04018
90-04019
90-04020
90-04021
90-04022
90-04023
90-04024
90-04025

90-04034 90-04037 15-00760

INDOOR  |  INDUSTRIAL  |  SURFACE MOUNTED WEATHERPROOF  |  ACRO XS

ACRO XS T8 HF IK02 0.20J xx0
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL LENGTH PART NUMBER

Fluorescent - rephased electronic ballast
G13 2x58 W I - - - ü S/W - 1577 mm 15-00413
G13 2x36 W I - - - ü S/W - 1277 mm 15-00412
G13 2x18 W I - - - ü S/W - 669 mm 15-00411
G13 1x58 W I - - - ü S/W - 1577 mm 15-00410
G13 1x36 W I - - - ü S/W - 1277 mm 15-00409
G13 1x18 W I - - - ü S/W - 669 mm 15-00408

ACRO XS PC T8 HF IK08 5J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL LENGTH PART NUMBER

Fluorescent - rephased electronic ballast
G13 2x58 W I - - - ü S/W - 1577 mm 15-00431
G13 2x36 W I - - - ü S/W - 1277 mm 15-00430
G13 2x18 W I - - - ü S/W - 669 mm 15-00429
G13 1x58 W I - - - ü S/W - 1577 mm 15-00428
G13 1x36 W I - - - ü S/W - 1277 mm 15-00427
G13 1x18 W I - - - ü S/W - 669 mm 15-00426

ACRO XS T8 DIM IK02 0.20J xx0
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL LENGTH PART NUMBER

Fluorescent - dimmable 1-10 V 220-240 V 50/60 Hz
G13 2x58 W I - - - ü S/W - 1577 mm 15-00419
G13 2x36 W I - - - ü S/W - 1277 mm 15-00418
G13 2x18 W I - - - ü S/W - 669 mm 15-00417
G13 1x58 W I - - - ü S/W - 1577 mm 15-00416
G13 1x36 W I - - - ü S/W - 1277 mm 15-00415
G13 1x18 W I - - - ü S/W - 669 mm 15-00414

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

1x18 W

Spare methacrylate plexiglas 1x18 W 90-04014

Spare polycarbonate plexiglas 1x18 W 90-04020

1x36 W

Spare methacrylate plexiglas 1x36 W 90-04015

Spare polycarbonate plexiglas 1x36 W 90-04021

1x58 W

Spare methacrylate plexiglas 1x58 W 90-04016

Spare polycarbonate plexiglas 1x58 W 90-04022

2x18 W

Spare methacrylate plexiglas 2x18 W 90-04017

Spare polycarbonate plexiglas 2x18 W 90-04023

2x36 W

Spare methacrylate plexiglas 2x36 W 90-04018

Spare polycarbonate plexiglas 2x36W 90-04024

2x58 W

Spare methacrylate plexiglas 2x58 W 90-04019

Spare polycarbonate plexiglas 2x58 W 90-04025

ACRO XS
Spare clips (10) 90-04034

Attached stainless steel clips (10) 90-04037

Stainless steel bracket for quick ceiling mounting 15-00760
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ACRO

       
 

 

250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/W  -  2x58 W   15-00536

 

250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/W  -  2x58 W   15-00547

460 / 800 / 1100 mm

670 / 1278 / 1578 mm

Weatherproof fitting for T8 lamps with diffuser, including:
¬ Housing made of grey fiberglass-reinforced polyester 

with nine cable entrances
¬ PMMA Diffuser with external smooth surface
¬ Injected polycarbonate diffuser (PC) with outer, 

smooth surface
¬ Reflector made of sheet steel painted white, twist lock 

fixing

¬ Cover fixing clips made of techno-polymer (18 W: 
6 - 36 W:8 - 58 W:10) which remain attached to the 
diffuser

¬ Emergency (1 hour maintained)
Options:
¬ Stainless steel retaining clips
¬ Dimmable DALI ballast available upon request   GR-RAL7035 / Grey RAL7035 / Matt

ACRO T8 HF IK02 0.20J xx0
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL LENGTH PART NUMBER

Fluorescent - rephased electronic ballast
G13 2x58 W I - - - ü S/W - 1578 mm 15-00536
G13 2x36 W I - - - ü S/W - 1278 mm 15-00535
G13 2x18 W I - - - ü S/W - 670 mm 15-00534
G13 1x58 W I - - - ü S/W - 1578 mm 15-00533
G13 1x36 W I - - - ü S/W - 1278 mm 15-00532
G13 1x18 W I - - - ü S/W - 670 mm 15-00531

ACRO PC T8 HF IK08 5J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL LENGTH PART NUMBER

Fluorescent - rephased electronic ballast
G13 2x58 W I - - - ü S/W - 1578 mm 15-00547
G13 2x36 W I - - - ü S/W - 1278 mm 15-00545
G13 2x18 W I - - - ü S/W - 670 mm 15-00544
G13 1x58 W I - - - ü S/W - 1578 mm 15-00543
G13 1x36 W I - - - ü S/W - 1278 mm 15-00542
G13 1x18 W I - - - ü S/W - 670 mm 15-00541

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/W  -  2x58 W   15-00553

 

250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/W  -  2x58 W   15-00547

15-00561 90-01761
90-01762
90-01763
90-01767
90-01768
90-01769

90-01764
90-01765
90-01766
90-01770
90-01771
90-01772

INDOOR  |  INDUSTRIAL  |  SURFACE MOUNTED WEATHERPROOF  |  ACRO

ACRO T8 DIM IK02 0.20J xx0
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL LENGTH PART NUMBER

Fluorescent - dimmable 1-10 V 220-240 V 50/60 Hz
G13 2x58 W I - - - ü S/W - 1578 mm 15-00553
G13 2x36 W I - - - ü S/W - 1278 mm 15-00552
G13 2x18 W I - - - ü S/W - 670 mm 15-00551
G13 1x58 W I - - - ü S/W - 1578 mm 15-00550
G13 1x36 W I - - - ü S/W - 1278 mm 15-00549
G13 1x18 W I - - - ü S/W - 670 mm 15-00548

ACRO PC T8 EM IK08 5J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL LENGTH PART NUMBER

Emergency - electronic ballast
G13 2x58 W I - - - ü S/W - 1578 mm 15-00925
G13 1x58 W I - - - ü S/W - 1578 mm 15-00922

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

ACRO

Attached stainless steel clips (10) 15-00561

1x18 W
Spare methacrylate plexiglas 1x18 W 90-01761

Spare polycarbonate plexiglas 1x18 W 90-01767

1x36 W
Spare methacrylate plexiglas 1x36 W 90-01762

Spare polycarbonate plexiglas 1x36 W 90-01768

1x58 W
Spare methacrylate plexiglas 1x58 W 90-01763

Spare polycarbonate plexiglas 1x58 W 90-01769

2x18 W
Spare methacrylate plexiglas 2x18W 90-01764

Spare polycarbonate plexiglas 2x18 W 90-01770

2x36 W
Spare methacrylate plexiglas 2x36 W 90-01765

Spare polycarbonate plexiglas 2x36 W 90-01771

2x58 W
Spare methacrylate plexiglas 2x58 W 90-01766

Spare polycarbonate plexiglas 2x58 W 90-01772
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GRILLE PROTECT

114695 / 1295 / 1595

140

114 215

135

Wire guards for surface mounted fluorescent luminaires
¬ Stand-alone wire guard from surface fitting
¬ Galvanised 4mm steel wire guard
¬ Complete with two surface mounting brackets, 

allowing the grid to stay in place during lamp 
replacement

¬ Suitable for various surface mounted fluorescent 
fittings, reduces light output between 5 %-8 %

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

POWER L [mm] CODE

1x18 W 695 14-00042
1x36 W 1295 14-00043
1x58 W 1595 14-00044

2x18 W 695 14-00045
2x36 W 1295 14-00046
2x58 W 1595 14-00047
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GYM+

       

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  114 W  -  4000 K  3100004

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  160 W  -  4000 K  3100007

17
5

1523

4x Ø14,5 6,5

45

45

29
2

1548

1502

31
5

1523

4x Ø14,5 6,5

45

45

43
2

1548

1502

GYM+ 2 GYM+ 3

INDOOR  |  INDUSTRIAL  |  SURFACE MOUNTED  |  GYM+

Luminaire with white painted protection grid for 
installations such as gym and indoor sports facilities, 
includes:
¬ Enamelled steel housing
¬ Optical system with integrated PMMA prismatic 

diffuser with high light transmission (>92%)
¬ Reinforced protective grille (IK10) with safety catch.
¬ The DA versions are dual power switch versions
¬ The Gym+3 model with double switch allows three 

lighting options: central LED lighting only, lighting 
with the two lateral LEDs and full lighting.

¬ Versions are available with ON-OFF driver and 
dimmable DALI

¬ Ceiling installation or suspension by means of 
steel chain only. Rotation option using rotation kit 
accessory.

¬ Compliant to DIN 18032-3 (Ball-Proof )
  WH-87 / White / Glossy

GYM+ 2 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
114 W I - 80 4000 ü S/EW - 13500 lm 11523 lm 80 10 80000 h 3100004
83 W I - 80 4000 ü S/EW - 10050 lm 8991 lm 80 10 80000 h 3100003

Power LED - dimmable DALI 220-240 V 50/60 Hz
114 W I - 80 4000 ü S/EW - 13500 lm 11523 lm 80 10 80000 h 3100006

GYM+ 3 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
105 W
+55 W

I - 80 4000 ü S/EW - 17136 lm 16113 lm 80 10 80000 h 3100005

Power LED - dimmable DALI 220-240 V 50/60 Hz
160 W I - 80 4000 ü S/EW - 17136 lm 16113 lm 80 10 80000 h 3100007

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

GYM

GYM+ KIT rotation 3100000
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RESIDENTIAL TOWER DE VERKENNER | Utrecht | NETHERLANDS

OUTDOOR | GENERAL OUTDOOR

We study highly efficient solutions that combine efficiency and durability. Lighting for urban parks, streets, gardens, stadiums, sports fields, historic homes, 

or holiday homes: the outdoor lighting design includes a variety of solutions suited to each context, both public and private. For us, safety and durability are 

always first.

WEATHERPROOF RESIDENTIAL LIGHTING
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CEILING SURFACE MOUNTED

WALL MOUNTED

WALL AND CEILING MOUNTED

Coordinated series 
of luminaires for pole 
installation.

259

286 
Q-CEILING

270 
QUASAR 10

328 
CHIP OVALE

337 
SUPERDELTA 
OVALE/33

300 
BLIZ

283 
AMON WALL

276 
QUASAR 20

293 
POLO+ 3

290 
POLO+ ZERO

292 
POLO+ 2

291 
POLO+ 1

262 
MIMIK 10

278 
QUASAR 30

273 
QUASAR

309 
NIKKO+21/27

306 
MULTI+ 35

294 
POLO

313 
NIKKO+45

315 
NIKKO

319 
EKO+19

343 
TARTARUGA OVALE

323 
EKO 19

272 
QUASAR 10 CEILING

275 
QUASAR CEILING

280 
QUASAR 30 CEILING

264 
MIMIK 10 CEILING

321 
EKO 21/26

296 
BLIZ ROUND 30

296 
BLIZ ROUND 40

304 
MULTI+ 40 PC

331 
DROP 22/28

316 
EKO+21/26

302 
MULTI+ 30 PC

298 
BLIZ SQUARE 40

333 
DROP 20/25

341 
TARTARUGA TONDA

325 
CHIP TONDO

335 
SUPERDELTA TONDO

334 
AURA

287 
PACK

265 
MIMIK 20

268 
MIMIK 30

284 
Q-WALL

281 
QUASAR 60

261 
MASK+

340 
BLIZ MARINE

260 
MASK+ MINI

308 
LANTERNA NK 21/27



MASK+ MINI
design by ROBERTO FIORATO

      

265 45
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Indoor and outdoor wall-mount fixture, including:
¬ Painted die-cast aluminium housing
¬ Glass diffuser, internally painted for homogeneous 

diffused light
¬ Mains voltage 220-240V 50/60Hz LED module 

protected against surges up to 500V
¬ Silicone gasket
¬ M versions, i.e. single emission, are supplied with a 

single light source and are designed to allow a single 
sided light output either upwards or downwards

¬ Double-emission (B) versions are equipped with two 
lights in order to provide upward and downward 
emission

¬ DETEK versions available on request

MASK+ MINI M IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
8 W I - 80 4000 ü S/EW - 733 lm 200 lm - 10 54000 h 3102527
8 W I - 80 3000 ü S/EW - 733 lm 200 lm - 10 54000 h 3101602
8 W I - 80 4000 ü S/EW - 733 lm 200 lm - 10 54000 h 3102528
8 W I - 80 3000 ü S/EW - 733 lm 200 lm - 10 54000 h 3101603

MASK+ MINI B IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
16 W I - 80 4000 ü S/EW - 1450 lm 390 lm - 10 54000 h 3102529
16 W I - 80 3000 ü S/EW - 1450 lm 390 lm - 10 54000 h 3101604
16 W I - 80 4000 ü S/EW - 1450 lm 390 lm - 10 54000 h 3102530
16 W I - 80 3000 ü S/EW - 1450 lm 390 lm - 10 54000 h 3101605

  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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MASK+
design by ROBERTO FIORATO

       
 

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  12,5 W  -  4000 K  3100765

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  24 W  -  4000 K  3100769

326 62

300

5

26 31 55
,5

16
8

108
44

320

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  MASK+

Indoor and outdoor wall-mount fixture, including:
¬ Painted die-cast aluminium housing
¬ Glass diffuser, internally painted for homogeneous 

diffused light
¬ Silicone gasket
¬ M versions, i.e. single emission, are supplied with a 

single light source and are designed to allow a single 
sided light output either upwards or downwards

¬ Double-emission (B) versions are equipped with two 
lights in order to provide upward and downward 
emission

¬ EM/1P are maintained emergency versions
¬ Emergency - 1 hour
¬ On request, versions with DALI dimming

MASK+ M IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
12,5 W I - 80 4000 ü S/EW - 1668 lm 971 lm 70 10 50000 h 3100765
12,5 W I - 80 3000 ü S/EW - 1552 lm 914 lm 70 10 50000 h 3100763
12,5 W I - 80 4000 ü S/EW - 1668 lm 971 lm 70 10 50000 h 3100766
12,5 W I - 80 3000 ü S/EW - 1552 lm 914 lm 70 10 50000 h 3100764

Power LED- Emergency 220-240 V 50/60 Hz
12,5 W+2 WI - 80 4000 ü S/EW - 1552 lm 971 lm 70 10 50000 h 3101062
12,5 W+2 WI - 80 3000 ü S/EW - 1552 lm 914 lm 70 10 50000 h 3101060
12,5 W+2 WI - 80 4000 ü S/EW - 1552 lm 971 lm 70 10 50000 h 3101063
12,5 W+2 WI - 80 3000 ü S/EW - 1552 lm 914 lm 70 10 50000 h 3101061

MASK+ B IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
24 W I - 80 4000 ü S/EW - 3336 lm 1879 lm 70 10 50000 h 3100769
24 W I - 80 3000 ü S/EW - 3104 lm 1770 lm 70 10 50000 h 3100767
24 W I - 80 4000 ü S/EW - 3336 lm 1879 lm 70 10 50000 h 3100770
24 W I - 80 3000 ü S/EW - 3104 lm 1770 lm 70 10 50000 h 3100768

  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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MIMIK 10
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Series of wall and ceiling mounting LED luminaires for 
indoor and outdoor use, comprising:
¬ Polyester powder coated die-cast aluminium housing
¬ Powder polyester painting process optimized against 

UV rays in 13 different steps
¬ Silicone gasket
¬ LED versions include 220/240 V 50/60 Hz safety 

transformer

¬ Available in single (M) and dual (B) emission versions
¬ The MIMIK versions are available with asymmetric (CP) 

beam lenses, or with narrow beam (C/I) circular lenses. 
In the twin emission versions (B), the two different 
beam types can be combined (CP+C/I, C/I+C/I).

¬ "CP" versions feature asymmetric light distribution 
suitable for bicycle and pedestrian pathways   GR-94 / Metallic grey / Textured

  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

CP/T3  -  5 W  -  4000 K  304856

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A/W  -  5 W  -  4000 K  304826

 

4000 cd/klm4000 cd/klm4000 cd/klm4000 cd/klm4000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/I  -  5 W  -  4000 K  304850

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/W  -  10 W  -  4000 K  304832

 

3000 cd/klm3000 cd/klm3000 cd/klm3000 cd/klm3000 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

C/I  -  10 W  -  4000 K  304862

 

2500 cd/klm2500 cd/klm2500 cd/klm2500 cd/klm2500 cd/klm

90°90°90°90°90°

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

90°90°90°90°90°

..  -  10 W  -  4000 K  304868

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  MIMIK 10

MIMIK 10 FLAT M IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
5 W I ü 80 4000 ü A/W - 700 lm 473 lm 80 10 60000 h 304827
5 W I ü 80 3000 ü A/W - 650 lm 451 lm 80 10 60000 h 304824
5 W I ü 80 4000 ü A/W - 700 lm 473 lm 80 10 60000 h 304826
5 W I ü 80 3000 ü A/W - 650 lm 451 lm 80 10 60000 h 304823
5 W I ü 80 4000 ü A/W - 700 lm 473 lm 80 10 60000 h 304828
5 W I ü 80 3000 ü A/W - 650 lm 451 lm 80 10 60000 h 304825

MIMIK 10 FLAT B IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10 W I ü 80 4000 ü A/W - 1357 lm 925 lm 80 10 60000 h 304833
10 W I ü 80 3000 ü A/W - 1140 lm 880 lm 80 10 60000 h 304830
10 W I ü 80 4000 ü A/W - 1357 lm 925 lm 80 10 60000 h 304832
10 W I ü 80 3000 ü A/W - 1140 lm 880 lm 80 10 60000 h 304829
10 W I ü 80 4000 ü A/W - 1357 lm 925 lm 80 10 60000 h 304834
10 W I ü 80 3000 ü A/W - 1140 lm 880 lm 80 10 60000 h 304831

MIMIK 10 M C/I IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
5 W I ü 70 4000 ü C/I 20° 593 lm 432 lm 80 10 60000 h 304851
5 W I ü 70 3000 ü C/I 20° 561 lm 379 lm 80 10 60000 h 304848
5 W I ü 70 4000 ü C/I 20° 593 lm 432 lm 80 10 60000 h 304850
5 W I ü 70 3000 ü C/I 20° 561 lm 379 lm 80 10 60000 h 304847
5 W I ü 70 4000 ü C/I 20° 593 lm 432 lm 80 10 60000 h 304852
5 W I ü 70 3000 ü C/I 20° 561 lm 379 lm 80 10 60000 h 304849

MIMIK 10 B C/I IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10 W I ü 70 4000 ü C/I 20° 1120 lm 888 lm 80 10 60000 h 304863
10 W I ü 70 3000 ü C/I 20° 1040 lm 779 lm 80 10 60000 h 304860
10 W I ü 70 4000 ü C/I 20° 1120 lm 888 lm 80 10 60000 h 304862
10 W I ü 70 3000 ü C/I 20° 1040 lm 779 lm 80 10 60000 h 304859
10 W I ü 70 4000 ü C/I 20° 1120 lm 888 lm 80 10 60000 h 304864
10 W I ü 70 3000 ü C/I 20° 1040 lm 779 lm 80 10 60000 h 304861

MIMIK 10 M CP/T3 IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
5 W I ü 70 4000 ü CP/T3 - 593 lm 358 lm 80 10 60000 h 304857
5 W I ü 70 3000 ü CP/T3 - 561 lm 314 lm 80 10 60000 h 304854
5 W I ü 70 4000 ü CP/T3 - 593 lm 358 lm 80 10 60000 h 304856
5 W I ü 70 3000 ü CP/T3 - 561 lm 314 lm 80 10 60000 h 304853
5 W I ü 70 4000 ü CP/T3 - 593 lm 358 lm 80 10 60000 h 304858
5 W I ü 70 3000 ü CP/T3 - 561 lm 314 lm 80 10 60000 h 304855

MIMIK 10 B CP/T3+C/I IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10 W I ü 70 4000 ü - - 1120 lm 806 lm 80 10 60000 h 304869
10 W I ü 70 3000 ü - - 1040 lm 707 lm 80 10 60000 h 304866
10 W I ü 70 4000 ü - - 1120 lm 806 lm 80 10 60000 h 304868
10 W I ü 70 3000 ü - - 1040 lm 707 lm 80 10 60000 h 304865
10 W I ü 70 4000 ü - - 1120 lm 806 lm 80 10 60000 h 304870
10 W I ü 70 3000 ü - - 1040 lm 707 lm 80 10 60000 h 304867
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MIMIK 10 CEILING
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4000 cd/klm4000 cd/klm4000 cd/klm4000 cd/klm4000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/I  -  10 W  -  4000 K  304874

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/EW  -  10 W  -  4000 K  304880

Range of indoor and outdoor LED fixtures, comprising:
¬ Polyester powder coated die-cast aluminium housing
¬ Flat tempered transparent, and internally etched glass 

diffuser for the MIMIK 10 CEILING versions.
¬ Flat, microprismatic tempered glass diffuser, screen 

printed on the inner surface for MIMIK 10 CEILING 
TECH

¬ Silicone gasket
¬ LED versions include 220/240 V 50/60 Hz safety 

transformer
¬ The MIMIK 10 CEILING versions have a lens group 

made up of high-transmittance technopolymer lenses 
with different light distribution solutions to perform 
various specific lighting functions.

¬ The CEILING versions are available with circular lens 
with narrow beam (C/I).

MIMIK 10 CEILING C/I IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10 W I ü 70 4000 ü C/I 20° 1120 lm 690 lm 80 10 60000 h 304875
10 W I ü 70 3000 ü C/I 20° 1040 lm 600 lm 80 10 60000 h 304872
10 W I ü 70 4000 ü C/I 20° 1120 lm 690 lm 80 10 60000 h 304874
10 W I ü 70 3000 ü C/I 20° 1040 lm 600 lm 80 10 60000 h 304871
10 W I ü 70 4000 ü C/I 20° 1120 lm 690 lm 80 10 60000 h 304876
10 W I ü 70 3000 ü C/I 20° 1040 lm 600 lm 80 10 60000 h 304873

MIMIK 10 CEILING TECH IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10 W I ü 70 4000 ü C/EW - 1120 lm 806 lm 80 10 60000 h 304881
10 W I ü 70 3000 ü C/EW - 1040 lm 701 lm 80 10 60000 h 304878
10 W I ü 70 4000 ü C/EW - 1120 lm 806 lm 80 10 60000 h 304880
10 W I ü 70 3000 ü C/EW - 1040 lm 701 lm 80 10 60000 h 304877
10 W I ü 70 4000 ü C/EW - 1120 lm 806 lm 80 10 60000 h 304882
10 W I ü 70 3000 ü C/EW - 1040 lm 701 lm 80 10 60000 h 304879

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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MIMIK 20

       
   

42
20

0

200

88
,5

182

20
0

200

88
,5

182

65

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A/W  -  13,5 W  -  4000 K  303745

MIMIK 20MIMIK 20 
FLAT

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  MIMIK 20

Range of indoor and outdoor wall mounted LED fixtures, 
comprising:
¬ Polyester powder coated die-cast aluminium housing
¬ Powder polyester painting process optimized against 

UV rays in 13 different steps
¬ Silicone gasket
¬ LED versions include 220/240 V 50/60 Hz safety 

transformer
¬ Flat, microprismatic tempered glass diffuser, screen 

printed on the inner surface for MIMIK FLAT series
¬ Available in single (M) and dual (B) emission versions
¬ Flat, transparent, tempered glass diffuser, screen 

printed on the inner surface for MIMIK series
¬ "MIMIK fixtures are equipped with high-transmittance 

polycarbonate lenses with different light distributions 
to meet the most diverse lighting requirements

MIMIK 20 FLAT M IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
13,5 W I ü 80 4000 ü A/W - 1710 lm 1042 lm 80 10 60000 h 303744
13,5 W I ü 80 3000 ü A/W - 1653 lm 960 lm 80 10 60000 h 303746
13,5 W I ü 80 4000 ü A/W - 1710 lm 1042 lm 80 10 60000 h 303745
13,5 W I ü 80 3000 ü A/W - 1653 lm 960 lm 80 10 60000 h 303747
13,5 W I ü 80 4000 ü A/W - 1710 lm 1042 lm 80 10 60000 h 303795
13,5 W I ü 80 3000 ü A/W - 1653 lm 960 lm 80 10 60000 h 303842

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

CP/T3  -  26 W  -  4000 K  303733

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A/W  -  16,5 W  -  4000 K  304201

 

800 cd/klm800 cd/klm800 cd/klm800 cd/klm800 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

CP/T2  -  26 W  -  4000 K  303753

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/W  -  24 W  -  4000 K  303749

 

800 cd/klm800 cd/klm800 cd/klm800 cd/klm800 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

CP/T2  -  24 W  -  4000 K  304395

MIMIK 20 FLAT M EM1P IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED- Emergency 220-240 V 50/60 Hz
16,5 W I - 80 4000 ü A/W - 1710 lm 1041 lm 80 10 60000 h 304201
16,5 W I - 80 3000 ü A/W - 1653 lm 958 lm 80 10 60000 h 304198
16,5 W I - 80 4000 ü A/W - 1710 lm 1041 lm 80 10 60000 h 304202
16,5 W I - 80 3000 ü A/W - 1653 lm 958 lm 80 10 60000 h 304199
16,5 W I - 80 4000 ü A/W - 1710 lm 1041 lm 80 10 60000 h 304203
16,5 W I - 80 3000 ü A/W - 1653 lm 958 lm 80 10 60000 h 304200

MIMIK 20 FLAT B IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
24 W I ü 80 4000 ü A/W - 3420 lm 2095 lm 80 10 60000 h 303748
24 W I ü 80 3000 ü A/W - 3306 lm 1930 lm 80 10 60000 h 303750
24 W I ü 80 4000 ü A/W - 3420 lm 2095 lm 80 10 60000 h 303749
24 W I ü 80 3000 ü A/W - 3306 lm 1930 lm 80 10 60000 h 303751
24 W I ü 80 4000 ü A/W - 3420 lm 2095 lm 80 10 60000 h 303797
24 W I ü 80 3000 ü A/W - 3306 lm 1930 lm 80 10 60000 h 303794

MIMIK 20 CP/T2 IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I ü 70 4000 ü CP/T2 - 3360 lm 2292 lm 80 10 60000 h 303752
26 W I ü 70 3000 ü CP/T2 - 3120 lm 2256 lm 80 10 60000 h 303754
26 W I ü 70 4000 ü CP/T2 - 3360 lm 2292 lm 80 10 60000 h 303753
26 W I ü 70 3000 ü CP/T2 - 3120 lm 2256 lm 80 10 60000 h 303755
26 W I ü 70 4000 ü CP/T2 - 3360 lm 2292 lm 80 10 60000 h 303841
26 W I ü 70 3000 ü CP/T2 - 3120 lm 2256 lm 80 10 60000 h 303840
21 W I ü 70 4000 ü CP/T2 - 2453 lm 1928 lm 80 10 60000 h 304419
21 W I ü 70 3000 ü CP/T2 - 2278 lm 1897 lm 80 10 60000 h 304416
21 W I ü 70 4000 ü CP/T2 - 2453 lm 1928 lm 80 10 60000 h 304420
21 W I ü 70 3000 ü CP/T2 - 2278 lm 1897 lm 80 10 60000 h 304417
21 W I ü 70 4000 ü CP/T2 - 2453 lm 1928 lm 80 10 60000 h 304421
21 W I ü 70 3000 ü CP/T2 - 2278 lm 1897 lm 80 10 60000 h 304418

MIMIK 20 CP/T2 EM3P IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED- Emergency 220-240 V 50/60 Hz
24 W I - 70 4000 ü CP/T2 - 2453 lm 1928 lm 80 10 60000 h 304395
24 W I - 70 3000 ü CP/T2 - 2278 lm 1897 lm 80 10 60000 h 304394
24 W I - 70 4000 ü CP/T2 - 2453 lm 1928 lm 80 10 60000 h 304397
24 W I - 70 3000 ü CP/T2 - 2278 lm 1897 lm 80 10 60000 h 304396
24 W I - 70 4000 ü CP/T2 - 2453 lm 1928 lm 80 10 60000 h 304399
24 W I - 70 3000 ü CP/T2 - 2278 lm 1897 lm 80 10 60000 h 304398

MIMIK 20 CP/T3 IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I ü 70 4000 ü CP/T3 - 3360 lm 2309 lm 80 10 60000 h 303756
26 W I ü 70 3000 ü CP/T3 - 3120 lm 2273 lm 80 10 60000 h 303758
26 W I ü 70 4000 ü CP/T3 - 3360 lm 2309 lm 80 10 60000 h 303757
26 W I ü 70 3000 ü CP/T3 - 3120 lm 2273 lm 80 10 60000 h 303759
26 W I ü 70 4000 ü CP/T3 - 3360 lm 2309 lm 80 10 60000 h 303733
26 W I ü 70 3000 ü CP/T3 - 3120 lm 2273 lm 80 10 60000 h 303734
21 W I ü 70 4000 ü CP/T3 - 2453 lm 1935 lm 80 10 60000 h 304425
21 W I ü 70 3000 ü CP/T3 - 2278 lm 1912 lm 80 10 60000 h 304422
21 W I ü 70 4000 ü CP/T3 - 2453 lm 1935 lm 80 10 60000 h 304426
21 W I ü 70 3000 ü CP/T3 - 2278 lm 1912 lm 80 10 60000 h 304423
21 W I ü 70 4000 ü CP/T3 - 2453 lm 1935 lm 80 10 60000 h 304427
21 W I ü 70 3000 ü CP/T3 - 2278 lm 1912 lm 80 10 60000 h 304424
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600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A60/W  -  26 W  -  4000 K  303735

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

CP/T3  -  24 W  -  4000 K  304401

 

600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A60/W  -  24 W  -  4000 K  304407

310440
310441
310450

310442
310443
310451

310444
310445
310449

A B

++

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  MIMIK 20

MIMIK 20 CP/T3 EM3P IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED- Emergency 220-240 V 50/60 Hz
24 W I - 70 4000 ü CP/T3 - 2453 lm 1935 lm 80 10 60000 h 304401
24 W I - 70 3000 ü CP/T3 - 2278 lm 1912 lm 80 10 60000 h 304400
24 W I - 70 4000 ü CP/T3 - 2453 lm 1935 lm 80 10 60000 h 304403
24 W I - 70 3000 ü CP/T3 - 2278 lm 1912 lm 80 10 60000 h 304402
24 W I - 70 4000 ü CP/T3 - 2453 lm 1935 lm 80 10 60000 h 304405
24 W I - 70 3000 ü CP/T3 - 2278 lm 1912 lm 80 10 60000 h 304404

MIMIK 20 A60/W IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I ü 70 4000 ü A60/W - 3360 lm 2183 lm 80 10 60000 h 303760
26 W I ü 70 3000 ü A60/W - 3120 lm 2149 lm 80 10 60000 h 303762
26 W I ü 70 4000 ü A60/W - 3360 lm 2183 lm 80 10 60000 h 303761
26 W I ü 70 3000 ü A60/W - 3120 lm 2149 lm 80 10 60000 h 303763
26 W I ü 70 4000 ü A60/W - 3360 lm 2183 lm 80 10 60000 h 303735
26 W I ü 70 3000 ü A60/W - 3120 lm 2149 lm 80 10 60000 h 303736
21 W I ü 70 4000 ü A60/W - 2453 lm 1836 lm 80 10 60000 h 304431
21 W I ü 70 3000 ü A60/W - 2278 lm 1807 lm 80 10 60000 h 304428
21 W I ü 70 4000 ü A60/W - 2453 lm 1836 lm 80 10 60000 h 304432
21 W I ü 70 3000 ü A60/W - 2278 lm 1807 lm 80 10 60000 h 304429
21 W I ü 70 4000 ü A60/W - 2453 lm 1836 lm 80 10 60000 h 304433
21 W I ü 70 3000 ü A60/W - 2278 lm 1807 lm 80 10 60000 h 304430

MIMIK 20 A60/W EM3P IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED- Emergency 220-240 V 50/60 Hz
24 W I - 70 4000 ü A60/W - 2453 lm 1836 lm 80 10 60000 h 304407
24 W I - 70 3000 ü A60/W - 2278 lm 1807 lm 80 10 60000 h 304406
24 W I - 70 4000 ü A60/W - 2453 lm 1836 lm 80 10 60000 h 304409
24 W I - 70 3000 ü A60/W - 2278 lm 1807 lm 80 10 60000 h 304408
24 W I - 70 4000 ü A60/W - 2453 lm 1836 lm 80 10 60000 h 304411
24 W I - 70 3000 ü A60/W - 2278 lm 1807 lm 80 10 60000 h 304410

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

MIMIK FLAT M

FLAT M Customising ring / Facade Accessory 310440

FLAT M Customising ring / Facade Accessory 310441

FLAT M Customising ring / Facade Accessory 310450

MIMIK FLAT B

FLAT B Customising ring / Facade Accessory 310442

FLAT B Customising ring / Facade Accessory 310443

FLAT B Customising ring / Facade Accessory 310451

MIMIK CP/T2 - CP/T3 - A60/W

Customising ring / Facade Accessory 310444

Customising ring / Facade Accessory 310445

Customising ring / Facade Accessory 310449

Complete unit
1A+1B = please order 2 codes

COMPONENTS
A luminaire
B customising ring

(on request)
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MIMIK 30
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MIMIK 30MIMIK 30 
FLAT

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A/W  -  20 W  -  4000 K  303799

Range of indoor and outdoor wall mounted LED fixtures, 
comprising:
¬ Polyester powder coated die-cast aluminium housing
¬ Powder polyester painting process optimized against 

UV rays in 13 different steps
¬ Silicone gasket
¬ LED versions include 220/240 V 50/60 Hz safety 

transformer

¬ Flat, microprismatic tempered glass diffuser, screen 
printed on the inner surface for MIMIK FLAT series

¬ Flat, transparent, tempered glass diffuser, screen 
printed on the inner surface for MIMIK series

¬ "MIMIK fixtures are equipped with high-transmittance 
polycarbonate lenses with different light distributions 
to meet the most diverse lighting requirements   GR-94 / Metallic grey / Textured

  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

MIMIK 30 FLAT IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
20 W I ü 80 4000 ü A/W - 2736 lm 1597 lm 80 10 60000 h 303798
20 W I ü 80 3000 ü A/W - 2644 lm 1506 lm 80 10 60000 h 303800
20 W I ü 80 4000 ü A/W - 2736 lm 1597 lm 80 10 60000 h 303799
20 W I ü 80 3000 ü A/W - 2644 lm 1506 lm 80 10 60000 h 303801
20 W I ü 80 4000 ü A/W - 2736 lm 1597 lm 80 10 60000 h 303843
20 W I ü 80 3000 ü A/W - 2644 lm 1506 lm 80 10 60000 h 303844
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500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

CP/T3  -  30 W  -  4000 K  303807

 

800 cd/klm800 cd/klm800 cd/klm800 cd/klm800 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

CP/T2  -  30 W  -  4000 K  303803

 

600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A60/W  -  30 W  -  4000 K  303811

310446
310447
310448

A B

++

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  MIMIK 30

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

MIMIK FLAT

FLAT Customising ring / Facade Accessory 310446

FLAT Customising ring / Facade Accessory 310447

FLAT Customising ring / Facade Accessory 310448

Complete unit
1A+1B = please order 2 codes

COMPONENTS
A luminaire
B customising ring

MIMIK 30 CP/T2 IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
30 W I ü 70 4000 ü CP/T2 - 4480 lm 2700 lm 80 10 60000 h 303802
30 W I ü 70 3000 ü CP/T2 - 4160 lm 2506 lm 80 10 60000 h 303804
30 W I ü 70 4000 ü CP/T2 - 4480 lm 2700 lm 80 10 60000 h 303803
30 W I ü 70 3000 ü CP/T2 - 4160 lm 2506 lm 80 10 60000 h 303805
30 W I ü 70 4000 ü CP/T2 - 4480 lm 2700 lm 80 10 60000 h 303845
30 W I ü 70 3000 ü CP/T2 - 4160 lm 2506 lm 80 10 60000 h 303846

MIMIK 30 CP/T3 IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
30 W I ü 70 4000 ü CP/T3 - 4480 lm 2755 lm 80 10 60000 h 303806
30 W I ü 70 3000 ü CP/T3 - 4160 lm 2558 lm 80 10 60000 h 303808
30 W I ü 70 4000 ü CP/T3 - 4480 lm 2755 lm 80 10 60000 h 303807
30 W I ü 70 3000 ü CP/T3 - 4160 lm 2558 lm 80 10 60000 h 303809
30 W I ü 70 4000 ü CP/T3 - 4480 lm 2755 lm 80 10 60000 h 303847
30 W I ü 70 3000 ü CP/T3 - 4160 lm 2558 lm 80 10 60000 h 303848

MIMIK 30 A60/W IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
30 W I ü 70 4000 ü A60/W - 4480 lm 2558 lm 80 10 60000 h 303810
30 W I ü 70 3000 ü A60/W - 4160 lm 2373 lm 80 10 60000 h 303812
30 W I ü 70 4000 ü A60/W - 4480 lm 2558 lm 80 10 60000 h 303811
30 W I ü 70 3000 ü A60/W - 4160 lm 2373 lm 80 10 60000 h 303813
30 W I ü 70 4000 ü A60/W - 4480 lm 2558 lm 80 10 60000 h 303849
30 W I ü 70 3000 ü A60/W - 4160 lm 2373 lm 80 10 60000 h 303850

(on request)
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QUASAR 10
design by R. FIORATO - F. PAGLIARINI

       
 

100 100

10
0

50

60

Ø 6 Ø 6

Range of indoor and outdoor wall mounted LED fixtures, 
comprising:
¬ Die-cast painted aluminium housing
¬ Secured diffuser in printed transparent flat glass
¬ Polymer gasket
¬ Stainless steel fastening screws and dowels
¬ Built-in driver   GR-94 / Metallic grey / Textured

  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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750 cd/klm750 cd/klm750 cd/klm750 cd/klm750 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

R  -  3,5 W  -  4000 K  303355

 

250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

R  -  10,8 W  -  4000 K  303349

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

R  -  6 W  -  4000 K  303361

 

750 cd/klm750 cd/klm750 cd/klm750 cd/klm750 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

R  -  6 W  -  4000 K  303367

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  QUASAR 10

QUASAR 10 1WB IK02 0.20J xx0
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
3,5 W I ü 80 4000 ü R - 230 lm 122 lm 80 10 50000 h 303355
3,5 W I ü 80 3000 ü R - 150 lm 100 lm 80 10 50000 h 303354
3,5 W I ü 80 4000 ü R - 230 lm 122 lm 80 10 50000 h 303357
3,5 W I ü 80 3000 ü R - 150 lm 100 lm 80 10 50000 h 303356
3,5 W I ü 80 4000 ü R - 230 lm 122 lm 80 10 50000 h 303451
3,5 W I ü 80 3000 ü R - 150 lm 100 lm 80 10 50000 h 303450

QUASAR 10 2WB IK02 0.20J xx0
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
6 W I ü 80 4000 ü R - 460 lm 235 lm 80 10 50000 h 303361
6 W I ü 80 3000 ü R - 300 lm 192 lm 80 10 50000 h 303360
6 W I ü 80 4000 ü R - 460 lm 235 lm 80 10 50000 h 303363
6 W I ü 80 3000 ü R - 300 lm 192 lm 80 10 50000 h 303362
6 W I ü 80 4000 ü R - 460 lm 235 lm 80 10 50000 h 303453
6 W I ü 80 3000 ü R - 300 lm 192 lm 80 10 50000 h 303452

QUASAR 10 4WB IK02 0.20J xx0
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10,8 W I ü 80 4000 ü R - 920 lm 402 lm 80 10 50000 h 303349
10,8 W I ü 80 3000 ü R - 600 lm 329 lm 80 10 50000 h 303348
10,8 W I ü 80 4000 ü R - 920 lm 402 lm 80 10 50000 h 303351
10,8 W I ü 80 3000 ü R - 600 lm 329 lm 80 10 50000 h 303350
10,8 W I ü 80 4000 ü R - 920 lm 402 lm 80 10 50000 h 303449
10,8 W I ü 80 3000 ü R - 600 lm 329 lm 80 10 50000 h 303448

QUASAR 10 1NB+1WB IK02 0.20J xx0
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
6 W I ü 80 4000 ü R - 460 lm 141 lm 80 10 50000 h 303367
6 W I ü 80 3000 ü R - 300 lm 113 lm 80 10 50000 h 303366
6 W I ü 80 4000 ü R - 460 lm 141 lm 80 10 50000 h 303369
6 W I ü 80 3000 ü R - 300 lm 113 lm 80 10 50000 h 303368
6 W I ü 80 4000 ü R - 460 lm 141 lm 80 10 50000 h 303455
6 W I ü 80 3000 ü R - 300 lm 113 lm 80 10 50000 h 303454
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QUASAR 10 CEILING
design by R. FIORATO - F. PAGLIARINI

       

100 100

10
0

60

Ø 6

50

Ø 6

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  5 W  -  4000 K  304488

Range of indoor and outdoor LED fixtures, comprising:
¬ Die-cast painted aluminium housing
¬ Diffuser in flat glass, internally frosted
¬ Polymer gasket
¬ Stainless steel fastening screws and dowels
¬ Built-in driver

QUASAR 10 CEILING IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 230 V 50 Hz
5 W I - 80 4000 ü S/EW - 500 lm 255 lm 70 10 60000 h 304488
5 W I - 80 3000 ü S/EW - 500 lm 221 lm 70 10 60000 h 304487
5 W I - 80 4000 ü S/EW - 500 lm 255 lm 70 10 60000 h 304490
5 W I - 80 3000 ü S/EW - 500 lm 221 lm 70 10 60000 h 304489
5 W I - 80 4000 ü S/EW - 500 lm 255 lm 70 10 60000 h 304492
5 W I - 80 3000 ü S/EW - 500 lm 221 lm 70 10 60000 h 304491

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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QUASAR
design by R. FIORATO - F. PAGLIARINI

      

100 100

10
0

50

60

Ø 6 Ø 6

 

100 cd/klm100 cd/klm100 cd/klm100 cd/klm100 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

R  -  1x40 W   700260

 

90 cd/klm90 cd/klm90 cd/klm90 cd/klm90 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

R  -  1x40 W   700266

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  QUASAR

Series of wall and ceiling mounting luminaires for indoor 
and outdoor use, comprising:
¬ Die-cast painted aluminium housing
¬ Integral clear flat glass diffuser
¬ Polymer gasket
¬ Stainless steel locking screws

QUASAR 1W IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Halogen
G9 1x40 W I - - - R - 700266
G9 1x40 W I - - - R - 700267
G9 1x40 W I - - - R - 700265

QUASAR 2 NB 180° IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Halogen
G9 1x40 W I - - - R - 700260
G9 1x40 W I - - - R - 700261
G9 1x40 W I - - - R - 700259

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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100 cd/klm100 cd/klm100 cd/klm100 cd/klm100 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

R  -  1x40 W   700257

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

R  -  1x40 W   700269

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

R  -  1x40 W   700272

 

100 cd/klm100 cd/klm100 cd/klm100 cd/klm100 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

R  -  1x40 W   700263

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

R  -  1x40 W   700275

710007 710008 710009 710010

710011 710012 710013 710014

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

QUASAR
Narrow grille screen 710007

Wide grille screen 710008

Triangular screen 710009

Filter holder screen 710010

Filter 710011

Filter 710012

Filter 710013

Filter 710014

QUASAR 2 NB 90° IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Halogen
G9 1x40 W I - - - R - 700257
G9 1x40 W I - - - R - 700258
G9 1x40 W I - - - R - 700256

QUASAR 2W IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Halogen
G9 1x40 W I - - - R - 700269
G9 1x40 W I - - - R - 700270
G9 1x40 W I - - - R - 700268

QUASAR 4W IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Halogen
G9 1x40 W I - - - R - 700272
G9 1x40 W I - - - R - 700273
G9 1x40 W I - - - R - 700271

QUASAR 4NB IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Halogen
G9 1x40 W I - - - R - 700263
G9 1x40 W I - - - R - 700264
G9 1x40 W I - - - R - 700262

QUASAR 1NB+1W IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Halogen
G9 1x40 W I - - - R - 700275
G9 1x40 W I - - - R - 700276
G9 1x40 W I - - - R - 700274
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QUASAR CEILING
design by R. FIORATO - F. PAGLIARINI

      

100 100

10
0

60

Ø 6

50

Ø 6

 

2500 cd/klm2500 cd/klm2500 cd/klm2500 cd/klm2500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  1x50 W   700278

710007 710008 710009 710010

710011 710012 710013 710014

OUTDOOR  |  GENERAL OUTDOOR  |  CEILING SURFACE MOUNTED  |  QUASAR CEILING

Indoor and outdoor luminaire, comprising:
¬ Die-cast painted aluminium housing
¬ Integral clear flat glass diffuser
¬ Polymer gasket
¬ Stainless steel locking screws

QUASAR CEILING IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Halogen
GU10 1x50 W I - - - S/EW - 700278
GU10 1x50 W I - - - S/EW - 700279
GU10 1x50 W I - - - S/EW - 700277

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

Quasar Ceiling
Narrow grille screen 710007

Wide grille screen 710008

Triangular screen 710009

Filter holder screen 710010

Filter 710011

Filter 710012

Filter 710013

Filter 710014
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QUASAR 20
design by R. FIORATO - F. PAGLIARINI

       
 

Ø 4,5

102

10
0

200

55
,5

172

Ø 4,5

Range of indoor and outdoor wall mounted LED fixtures, 
comprising:
¬ Die-cast painted aluminium housing
¬ Glass diffuser, internally painted for homogeneous 

diffused light
¬ Flat microprismatic glass diffuser internally pattern for 

TECH versions

¬ Reflector in satin finish pure aluminium (Al 99.98)
¬ Silicone gasket
¬ High frequency electronic ballast supplied as standard
¬ Versions with dimmable 1-10 V or DALI drivers are 

available

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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800 cd/klm800 cd/klm800 cd/klm800 cd/klm800 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A30/M  -  12,5 W  -  4000 K  303531

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  12,5 W  -  4000 K  303537

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A30/M  -  23 W  -  4000 K  304099

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  23 W  -  4000 K  303543

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  QUASAR 20

QUASAR 20 TECH IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
12,5 W I ü 80 4000 ü A30/M 30° 1192 lm 765 lm 80 10 50000 h 303535
12,5 W I ü 80 3000 ü A30/M 30° 1138 lm 695 lm 80 10 50000 h 303536
12,5 W I ü 80 4000 ü A30/M 30° 1192 lm 765 lm 80 10 50000 h 303533
12,5 W I ü 80 3000 ü A30/M 30° 1138 lm 695 lm 80 10 50000 h 303534
12,5 W I ü 80 4000 ü A30/M 30° 1192 lm 765 lm 80 10 50000 h 303531
12,5 W I ü 80 3000 ü A30/M 30° 1138 lm 695 lm 80 10 50000 h 303532

QUASAR 20 DOUBLE TECH IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
23 W I ü 80 4000 ü A30/M - 2384 lm 1332 lm 80 10 50000 h 304100
23 W I ü 80 3000 ü A30/M - 2276 lm 1211 lm 80 10 50000 h 304097
23 W I ü 80 4000 ü A30/M - 2384 lm 1332 lm 80 10 50000 h 304101
23 W I ü 80 3000 ü A30/M - 2276 lm 1211 lm 80 10 50000 h 304098
23 W I ü 80 4000 ü A30/M - 2384 lm 1332 lm 80 10 50000 h 304099
23 W I ü 80 3000 ü A30/M - 2276 lm 1211 lm 80 10 50000 h 304096

QUASAR 20 M IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
12,5 W I ü 80 4000 ü S/EW - 1192 lm 448 lm 80 10 50000 h 303541
12,5 W I ü 80 3000 ü S/EW - 1138 lm 407 lm 80 10 50000 h 303542
12,5 W I ü 80 4000 ü S/EW - 1192 lm 448 lm 80 10 50000 h 303539
12,5 W I ü 80 3000 ü S/EW - 1138 lm 407 lm 80 10 50000 h 303540
12,5 W I ü 80 4000 ü S/EW - 1192 lm 448 lm 80 10 50000 h 303537
12,5 W I ü 80 3000 ü S/EW - 1138 lm 407 lm 80 10 50000 h 303538

QUASAR 20 B IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
23 W I ü 80 4000 ü S/EW - 2384 lm 910 lm 80 10 50000 h 303547
23 W I ü 80 3000 ü S/EW - 2276 lm 827 lm 80 10 50000 h 303548
23 W I ü 80 4000 ü S/EW - 2384 lm 910 lm 80 10 50000 h 303545
23 W I ü 80 3000 ü S/EW - 2276 lm 827 lm 80 10 50000 h 303546
23 W I ü 80 4000 ü S/EW - 2384 lm 910 lm 80 10 50000 h 303543
23 W I ü 80 3000 ü S/EW - 2276 lm 827 lm 80 10 50000 h 303544
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QUASAR 30
design by R. FIORATO - F. PAGLIARINI
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Ø 4,5

Ø 4,5

Range of indoor and outdoor wall mounted LED fixtures, 
comprising:
¬ Die-cast painted aluminium housing
¬ Glass diffuser, internally painted for homogeneous 

diffused light
¬ Flat microprismatic glass diffuser internally pattern for 

TECH versions
¬ Reflector in satin finish pure aluminium (Al 99.98)
¬ Silicone gasket
¬ High frequency electronic ballast supplied as standard

¬ EM/3P version is designed for multipurpose and 3 
hours sustained emergency lighting

¬ EM/3P LED versions feature an additional LED that is 
used for emergency lighting

¬ EM/3P LED versions are equipped with 3.6V 2Ah, Ni 
MH batteries

¬ 3 hours
¬ Versions with dimmable 1-10 V or DALI drivers are 

available

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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800 cd/klm800 cd/klm800 cd/klm800 cd/klm800 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A30/M  -  23 W  -  4000 K  304197

 

800 cd/klm800 cd/klm800 cd/klm800 cd/klm800 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A30/M  -  23 W  -  4000 K  303549

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  23 W  -  4000 K  303555

 

600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A30/M  -  32 W  -  4000 K  304105

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  32 W  -  4000 K  303561

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  QUASAR 30

QUASAR 30 TECH IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
23 W I ü 80 4000 ü A30/M 30° 2384 lm 1505 lm 80 10 50000 h 303553
23 W I ü 80 3000 ü A30/M 30° 2276 lm 1350 lm 80 10 50000 h 303554
23 W I ü 80 4000 ü A30/M 30° 2384 lm 1505 lm 80 10 50000 h 303551
23 W I ü 80 3000 ü A30/M 30° 2276 lm 1350 lm 80 10 50000 h 303552
23 W I ü 80 4000 ü A30/M 30° 2384 lm 1505 lm 80 10 50000 h 303549
23 W I ü 80 3000 ü A30/M 30° 2276 lm 1350 lm 80 10 50000 h 303550

QUASAR 30 DOUBLE TECH IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
32 W I ü 80 4000 ü A30/M - 3920 lm 2251 lm 80 10 50000 h 304106
32 W I ü 80 3000 ü A30/M - 3744 lm 2046 lm 80 10 50000 h 304103
32 W I ü 80 4000 ü A30/M - 3920 lm 2251 lm 80 10 50000 h 304107
32 W I ü 80 3000 ü A30/M - 3744 lm 2046 lm 80 10 50000 h 304104
32 W I ü 80 4000 ü A30/M - 3920 lm 2251 lm 80 10 50000 h 304105
32 W I ü 80 3000 ü A30/M - 3744 lm 2046 lm 80 10 50000 h 304102

QUASAR 30 M IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
23 W I ü 80 4000 ü S/EW - 2384 lm 681 lm 80 10 50000 h 303559
23 W I ü 80 3000 ü S/EW - 2276 lm 623 lm 80 10 50000 h 303560
23 W I ü 80 4000 ü S/EW - 2384 lm 681 lm 80 10 50000 h 303557
23 W I ü 80 3000 ü S/EW - 2276 lm 623 lm 80 10 50000 h 303558
23 W I ü 80 4000 ü S/EW - 2384 lm 681 lm 80 10 50000 h 303555
23 W I ü 80 3000 ü S/EW - 2276 lm 623 lm 80 10 50000 h 303556

QUASAR 30 B IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
32 W I ü 80 4000 ü S/EW - 3920 lm 1148 lm 80 10 50000 h 303565
32 W I ü 80 3000 ü S/EW - 3744 lm 1044 lm 80 10 50000 h 303566
32 W I ü 80 4000 ü S/EW - 3920 lm 1148 lm 80 10 50000 h 303563
32 W I ü 80 3000 ü S/EW - 3744 lm 1044 lm 80 10 50000 h 303564
32 W I ü 80 4000 ü S/EW - 3920 lm 1148 lm 80 10 50000 h 303561
32 W I ü 80 3000 ü S/EW - 3744 lm 1044 lm 80 10 50000 h 303562

QUASAR 30 TECH EM/3P IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED- Emergency 220-240 V 50/60 Hz
23 W+1,1 WI - 80 4000 ü A30/M - 2384 lm 1505 lm 80 10 50000 h 304346
23 W+1,1 WI - 80 3000 ü A30/M - 2276 lm 1350 lm 80 10 50000 h 304345
23 W+1,1 WI - 80 4000 ü A30/M - 2384 lm 1505 lm 80 10 50000 h 304197
23 W+1,1 WI - 80 3000 ü A30/M - 2276 lm 1350 lm 80 10 50000 h 304196
23 W+1,1 WI - 80 4000 ü A30/M - 2384 lm 1505 lm 80 10 50000 h 304348
23 W+1,1 WI - 80 3000 ü A30/M - 2276 lm 1350 lm 80 10 50000 h 304347
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QUASAR 30 CEILING
design by R. FIORATO - F. PAGLIARINI
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Ø 4,5

Ø 4,5

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/I  -  23 W  -  4000 K  306174

Range of indoor and outdoor LED fixtures, comprising:
¬ Die-cast painted aluminium housing
¬ Flat microprismatic glass diffuser internally pattern for 

TECH versions

¬ Reflector in satin finish pure aluminium (Al 99.98)
¬ Silicone gasket
¬ High frequency electronic ballast supplied as standard

QUASAR 30 CEILING TECH IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
23 W I ü 80 4000 ü S/I - 2384 lm 1652 lm 80 10 50000 h 306177
23 W I ü 80 3000 ü S/I - 2276 lm 1482 lm 80 10 50000 h 306178
23 W I ü 80 4000 ü S/I - 2384 lm 1652 lm 80 10 50000 h 306175
23 W I ü 80 3000 ü S/I - 2276 lm 1482 lm 80 10 50000 h 306176
23 W I ü 80 4000 ü S/I - 2384 lm 1652 lm 80 10 50000 h 306174
23 W I ü 80 3000 ü S/I - 2276 lm 1482 lm 80 10 50000 h 306131

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

280



G
EN

ER
A

L 
O

U
TD

O
O

R

QUASAR 60
design by R. FIORATO - F. PAGLIARINI
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500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A7/EW  -  19 W  -  4000 K  3100821

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  QUASAR 60

Range of indoor and outdoor wall mounted LED fixtures, 
comprising:
¬ Die-cast painted aluminium housing
¬ Glass diffuser, internally painted for homogeneous 

diffused light
¬ Flat microprismatic glass diffuser internally pattern for 

TECH versions
¬ Reflector in satin finish pure aluminium (Al 99.98)

¬ Silicone gasket
¬ EM/3P version is designed for multipurpose and 3 

hours sustained emergency lighting
¬ EM/3P versions are meant to be wired on a branch 

from the LED board working as both general and 
emergency lighting.

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

QUASAR 60 M IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
19 W I - 80 4000 ü A7/EW - 2736 lm 1655 lm 80 10 130000 h 3100821
19 W I - 80 3000 ü A7/EW - 2554 lm 1631 lm 80 10 130000 h 3100818
19 W I - 80 4000 ü A7/EW - 2736 lm 1655 lm 80 10 130000 h 3100822
19 W I - 80 3000 ü A7/EW - 2554 lm 1631 lm 80 10 130000 h 3100819
19 W I - 80 4000 ü A7/EW - 2736 lm 1655 lm 80 10 130000 h 3100823
19 W I - 80 3000 ü A7/EW - 2554 lm 1631 lm 80 10 130000 h 3100820

Power LED - dimmable DALI 220-240 V 50/60 Hz
19 W I - 80 4000 ü A7/EW - 2736 lm 1655 lm 80 10 130000 h 3100833
19 W I - 80 3000 ü A7/EW - 2554 lm 1631 lm 80 10 130000 h 3100830
19 W I - 80 4000 ü A7/EW - 2736 lm 1655 lm 80 10 130000 h 3100834
19 W I - 80 3000 ü A7/EW - 2554 lm 1631 lm 80 10 130000 h 3100831
19 W I - 80 4000 ü A7/EW - 2736 lm 1655 lm 80 10 130000 h 3100835
19 W I - 80 3000 ü A7/EW - 2554 lm 1631 lm 80 10 130000 h 3100832
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500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A7/EW  -  19 W  -  4000 K  3100845

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A7/EW  -  38 W  -  4000 K  3100857

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A22/EW  -  19 W  -  4000 K  3100815

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A22/EW  -  38 W  -  4000 K  3100851

QUASAR 60 B IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
38 W I - 80 4000 ü A7/EW - 5472 lm 3250 lm 80 10 130000 h 3100857
38 W I - 80 3000 ü A7/EW - 5107 lm 3204 lm 80 10 130000 h 3100854
38 W I - 80 4000 ü A7/EW - 5472 lm 3250 lm 80 10 130000 h 3100858
38 W I - 80 3000 ü A7/EW - 5107 lm 3204 lm 80 10 130000 h 3100855
38 W I - 80 4000 ü A7/EW - 5472 lm 3250 lm 80 10 130000 h 3100859
38 W I - 80 3000 ü A7/EW - 5107 lm 3204 lm 80 10 130000 h 3100856

Power LED - dimmable DALI 220-240 V 50/60 Hz
38 W I - 80 4000 ü A7/EW - 5472 lm 3250 lm 80 10 130000 h 3100869
38 W I - 80 3000 ü A7/EW - 5107 lm 3204 lm 80 10 130000 h 3100866
38 W I - 80 4000 ü A7/EW - 5472 lm 3250 lm 80 10 130000 h 3100870
38 W I - 80 3000 ü A7/EW - 5107 lm 3204 lm 80 10 130000 h 3100867
38 W I - 80 4000 ü A7/EW - 5472 lm 3250 lm 80 10 130000 h 3100871
38 W I - 80 3000 ü A7/EW - 5107 lm 3204 lm 80 10 130000 h 3100868

QUASAR 60 M EM/3P IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - Emergency 220-240 V 50/60 Hz
19 W I - 80 4000 ü A7/EW - 2736 lm 1655 lm 80 10 130000 h 3100845
19 W I - 80 3000 ü A7/EW - 2554 lm 1631 lm 80 10 130000 h 3100842
19 W I - 80 4000 ü A7/EW - 2736 lm 1655 lm 80 10 130000 h 3100846
19 W I - 80 3000 ü A7/EW - 2554 lm 1631 lm 80 10 130000 h 3100843
19 W I - 80 4000 ü A7/EW - 2736 lm 1655 lm 80 10 130000 h 3100847
19 W I - 80 3000 ü A7/EW - 2554 lm 1631 lm 80 10 130000 h 3100844

QUASAR 60 TECH IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
19 W I - 80 4000 ü A22/EW - 2736 lm 2078 lm 80 10 130000 h 3100815
19 W I - 80 3000 ü A22/EW - 2554 lm 2050 lm 80 10 130000 h 3100812
19 W I - 80 4000 ü A22/EW - 2736 lm 2078 lm 80 10 130000 h 3100816
19 W I - 80 3000 ü A22/EW - 2554 lm 2050 lm 80 10 130000 h 3100813
19 W I - 80 4000 ü A22/EW - 2736 lm 2078 lm 80 10 130000 h 3100817
19 W I - 80 3000 ü A22/EW - 2554 lm 2050 lm 80 10 130000 h 3100814

QUASAR 60 DOUBLE TECH IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
38 W I - 80 4000 ü A22/EW - 5472 lm 4082 lm 80 10 130000 h 3100851
38 W I - 80 3000 ü A22/EW - 5107 lm 4026 lm 80 10 130000 h 3100848
38 W I - 80 4000 ü A22/EW - 5472 lm 4082 lm 80 10 130000 h 3100852
38 W I - 80 3000 ü A22/EW - 5107 lm 4026 lm 80 10 130000 h 3100849
38 W I - 80 4000 ü A22/EW - 5472 lm 4082 lm 80 10 130000 h 3100853
38 W I - 80 3000 ü A22/EW - 5107 lm 4026 lm 80 10 130000 h 3100850
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AMON WALL
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500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A30/M  -  28 W  -  4000 K  306312

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A30/M  -  56 W  -  4000 K  306314

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A30/M  -  37 W  -  4000 K  306316

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  AMON WALL

Indoor and outdoor wall-mount fixture, including:
¬ Extruded aluminium profile housing, painted
¬ Diffuser in internally frosted extra clear, tempered, flat 

glass
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Anti-ageing silicone gasket
¬ Painted die cast aluminium trims and caps
¬ Dimmable driver 1-10 V ballast

¬ Aluminium heat sink
¬ Stainless steel external screws
¬ Painted die cast aluminium bracket for wall mounted 

applications, featuring ease of installation
¬ Double-emission (B) versions are equipped with two 

lights in order to provide upward and downward 
emission

¬ On request, versions with DALI dimming
  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

AMON WALL A/M IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
28 W I - 80 4000 ü A15/M - 3120 lm 1811 lm 70 10 80000 h 306311
28 W I - 80 4000 ü A30/M - 3120 lm 1786 lm 70 10 80000 h 306312

AMON WALL B A/M IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
56 W I - 80 4000 ü A15/M - 6240 lm 3622 lm 70 10 80000 h 306313
56 W I - 80 4000 ü A30/M - 6240 lm 3571 lm 70 10 80000 h 306314

AMON WALL B A/M+S/I IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
37 W I - 80 4000 ü A15/M - 4160 lm 2358 lm 70 10 80000 h 306315
37 W I - 80 4000 ü A30/M - 4160 lm 2332 lm 70 10 80000 h 306316
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Q-WALL 
MINI

Q-WALL

High flux indoor and outdoor wall mounted fitting, 
comprising;
¬ Painted aluminium housing and trim
¬ Painted die cast aluminium bracket for wall mounted 

applications, featuring ease of installation
¬ Polymer gasket
¬ Stainless steel locking screws
¬ Extra-clear flat tempered glass diffuser with internal 

screen printing
¬ 99.85% high performance anodised aluminium 

circular reflectors
¬ Excellent dissipation with die-cast aluminium heat 

sink with FAST "Flexible Air Stream Technology"
¬ M versions, i.e. single emission, are supplied with a 

single light source and are designed to allow a single 
sided light output either upwards or downwards

¬ Double-emission (B) versions are equipped with two 
lights in order to provide upward and downward 
emission

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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2000 cd/klm2000 cd/klm2000 cd/klm2000 cd/klm2000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/I  -  27,5 W  -  3000 K  306658

 

2000 cd/klm2000 cd/klm2000 cd/klm2000 cd/klm2000 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

C/I  -  58 W  -  4000 K  303897

 

2500 cd/klm2500 cd/klm2500 cd/klm2500 cd/klm2500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/I  -  29 W  -  4000 K  303915

1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

C/M  -  58 W  -  4000 K  303959

2000 cd/klm2000 cd/klm2000 cd/klm2000 cd/klm2000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/M  -  29 W  -  4000 K  303977

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

C/EW  -  58 W  -  4000 K  303965

750 cd/klm750 cd/klm750 cd/klm750 cd/klm750 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/EW  -  29 W  -  4000 K  303983

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  Q-WALL

QWALL MINI IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
27,5 W I - 80 3000 ü C/I 20° 3312 lm 2672 lm 70 10 55000 h 306657
27,5 W I - 80 3000 ü C/I 20° 3312 lm 2672 lm 70 10 55000 h 306658

QWALL B IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
58 W I - 80 4000 ü C/I 20° 6904 lm 6122 lm 80 10 55000 h 303897
58 W I - 80 4000 ü C/M 40° 6904 lm 6090 lm 80 10 55000 h 303903
58 W I - 80 4000 ü C/EW 85° 6904 lm 6167 lm 80 10 55000 h 303909
58 W I - 80 3000 ü C/I 20° 6624 lm 5755 lm 80 10 55000 h 303894
58 W I - 80 3000 ü C/M 40° 6624 lm 5725 lm 80 10 55000 h 303900
58 W I - 80 3000 ü C/EW 85° 6624 lm 5796 lm 80 10 55000 h 303906
58 W I - 80 4000 ü C/I 20° 6904 lm 6122 lm 80 10 55000 h 303898
58 W I - 80 4000 ü C/M 40° 6904 lm 6090 lm 80 10 55000 h 303904
58 W I - 80 4000 ü C/EW 85° 6904 lm 6167 lm 80 10 55000 h 303910
58 W I - 80 3000 ü C/I 20° 6624 lm 5755 lm 80 10 55000 h 303895
58 W I - 80 3000 ü C/M 40° 6624 lm 5725 lm 80 10 55000 h 303901
58 W I - 80 3000 ü C/EW 85° 6624 lm 5796 lm 80 10 55000 h 303907

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
58 W I - 80 4000 ü C/I 20° 6904 lm 6122 lm 80 10 55000 h 303952
58 W I - 80 4000 ü C/M 40° 6904 lm 6090 lm 80 10 55000 h 303958
58 W I - 80 4000 ü C/EW 85° 6904 lm 6167 lm 80 10 55000 h 303964
58 W I - 80 3000 ü C/I 20° 6624 lm 5755 lm 80 10 55000 h 303949
58 W I - 80 3000 ü C/M 40° 6624 lm 5725 lm 80 10 55000 h 303955
58 W I - 80 3000 ü C/EW 85° 6624 lm 5796 lm 80 10 55000 h 303961
58 W I - 80 4000 ü C/I 20° 6904 lm 6122 lm 80 10 55000 h 303953
58 W I - 80 4000 ü C/M 40° 6904 lm 6090 lm 80 10 55000 h 303959
58 W I - 80 4000 ü C/EW 85° 6904 lm 6167 lm 80 10 55000 h 303965
58 W I - 80 3000 ü C/I 20° 6624 lm 5755 lm 80 10 55000 h 303950
58 W I - 80 3000 ü C/M 40° 6624 lm 5725 lm 80 10 55000 h 303956
58 W I - 80 3000 ü C/EW 85° 6624 lm 5796 lm 80 10 55000 h 303962

QWALL M IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
29 W I - 80 4000 ü C/I 20° 3452 lm 3061 lm 80 10 55000 h 303915
29 W I - 80 4000 ü C/M 40° 3452 lm 3045 lm 80 10 55000 h 303921
29 W I - 80 4000 ü C/EW 85° 3452 lm 3084 lm 80 10 55000 h 303927
29 W I - 80 3000 ü C/I 20° 3312 lm 2878 lm 80 10 55000 h 303912
29 W I - 80 3000 ü C/M 40° 3312 lm 2863 lm 80 10 55000 h 303918
29 W I - 80 3000 ü C/EW 85° 3312 lm 2898 lm 80 10 55000 h 303924
29 W I - 80 4000 ü C/I 20° 3452 lm 3061 lm 80 10 55000 h 303916
29 W I - 80 4000 ü C/M 40° 3452 lm 3045 lm 80 10 55000 h 303922
29 W I - 80 4000 ü C/EW 85° 3452 lm 3084 lm 80 10 55000 h 303928
29 W I - 80 3000 ü C/I 20° 3312 lm 2878 lm 80 10 55000 h 303913
29 W I - 80 3000 ü C/M 40° 3312 lm 2863 lm 80 10 55000 h 303919
29 W I - 80 3000 ü C/EW 85° 3312 lm 2898 lm 80 10 55000 h 303925

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
29 W I - 80 4000 ü C/I 20° 3452 lm 3061 lm 80 10 55000 h 303970
29 W I - 80 4000 ü C/M 40° 3452 lm 3045 lm 80 10 55000 h 303976
29 W I - 80 4000 ü C/EW 85° 3452 lm 3084 lm 80 10 55000 h 303982
29 W I - 80 3000 ü C/I 20° 3312 lm 2878 lm 80 10 55000 h 303967
29 W I - 80 3000 ü C/M 40° 3312 lm 2863 lm 80 10 55000 h 303973
29 W I - 80 3000 ü C/EW 85° 3312 lm 2898 lm 80 10 55000 h 303979
29 W I - 80 4000 ü C/I 20° 3452 lm 3061 lm 80 10 55000 h 303971
29 W I - 80 4000 ü C/M 40° 3452 lm 3045 lm 80 10 55000 h 303977
29 W I - 80 4000 ü C/EW 85° 3452 lm 3084 lm 80 10 55000 h 303983
29 W I - 80 3000 ü C/I 20° 3312 lm 2878 lm 80 10 55000 h 303968
29 W I - 80 3000 ü C/M 40° 3312 lm 2863 lm 80 10 55000 h 303974
29 W I - 80 3000 ü C/EW 85° 3312 lm 2898 lm 80 10 55000 h 303980
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2500 cd/klm2500 cd/klm2500 cd/klm2500 cd/klm2500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/I  -  29 W  -  4000 K  303933

2000 cd/klm2000 cd/klm2000 cd/klm2000 cd/klm2000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/M  -  29 W  -  4000 K  303995

750 cd/klm750 cd/klm750 cd/klm750 cd/klm750 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/EW  -  29 W  -  4000 K  304001

Indoor and outdoor luminaire, comprising:
¬ Extruded aluminium profile housing, painted
¬ Extra-clear flat tempered glass diffuser with internal 

screen printing
¬ 99.85% high performance anodised aluminium 

circular reflectors
¬ Polymer gasket

¬ Die-cast aluminium trim painted
¬ Standard power supply already included
¬ Excellent heat dissipation through die-cast aluminium 

heat sink with FAST (Flexible Air Stream) Technology
¬ Stainless steel locking screws

QCEILING IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
29 W I - 80 4000 ü C/I 20° 3452 lm 3061 lm 80 10 - 303933
29 W I - 80 4000 ü C/M 40° 3452 lm 3045 lm 80 10 55000 h 303939
29 W I - 80 4000 ü C/EW 85° 3452 lm 3084 lm 80 10 - 303945
29 W I - 80 3000 ü C/I 20° 3312 lm 2878 lm 80 10 - 303930
29 W I - 80 3000 ü C/M 40° 3312 lm 2863 lm 80 10 - 303936
29 W I - 80 3000 ü C/EW 85° 3312 lm 2898 lm 80 10 - 303942
29 W I - 80 4000 ü C/I 20° 3452 lm 3061 lm 80 10 - 303934
29 W I - 80 4000 ü C/M 40° 3452 lm 3045 lm 80 10 - 303940
29 W I - 80 4000 ü C/EW 85° 3452 lm 3084 lm 80 10 - 303946
29 W I - 80 3000 ü C/I 20° 3312 lm 2878 lm 80 10 - 303931
29 W I - 80 3000 ü C/M 40° 3312 lm 2863 lm 80 10 - 303937
29 W I - 80 3000 ü C/EW 85° 3312 lm 2898 lm 80 10 - 303943

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
29 W I - 80 4000 ü C/I 20° 3452 lm 3061 lm 80 10 - 303988
29 W I - 80 4000 ü C/M 40° 3452 lm 3045 lm 80 10 55000 h 303994
29 W I - 80 4000 ü C/EW 85° 3452 lm 3084 lm 80 10 - 304000
29 W I - 80 3000 ü C/I 20° 3312 lm 2878 lm 80 10 - 303985
29 W I - 80 3000 ü C/M 40° 3312 lm 2863 lm 80 10 - 303991
29 W I - 80 3000 ü C/EW 85° 3312 lm 2898 lm 80 10 - 303997
29 W I - 80 4000 ü C/I 20° 3452 lm 3061 lm 80 10 - 303989
29 W I - 80 4000 ü C/M 40° 3452 lm 3045 lm 80 10 55000 h 303995
29 W I - 80 4000 ü C/EW 85° 3452 lm 3084 lm 80 10 - 304001
29 W I - 80 3000 ü C/I 20° 3312 lm 2878 lm 80 10 - 303986
29 W I - 80 3000 ü C/M 40° 3312 lm 2863 lm 80 10 - 303992
29 W I - 80 3000 ü C/EW 85° 3312 lm 2898 lm 80 10 - 303998

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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PACK
design by R. FIORATO - F. PAGLIARINI
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PACK 
Q 

Q SPLIT

PACK 
R 

R SPLIT

PACK 
Q PIR 

Q SPLIT PIR

PACK 
R PIR 

R SPLIT PIR

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  PACK

Series of wall and post mounted luminaires for indoor 
and outdoor, in two sizes, comprising:
¬ Die-cast painted aluminium base and screens
¬ Pressed matte glass diffuser
¬ Foam silicone gasket
¬ PIR versions have a motion sensor fitted into the ring, 

suitable for resistive and inductive load

¬ Tripping threshold from 5 lux to daylight level
¬ Regulation of the switch-off time from 6 seconds to 20 

minutes
¬ Vertical detection angle equal to 360°, horizontal 

angle 100°
¬ The SPLIT version sheds light from a front open screen

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  15 W  -  4000 K  303608

 

250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  8 W  -  4000 K  303480

 

250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  8 W  -  4000 K  303596

 

200 cd/klm200 cd/klm200 cd/klm200 cd/klm200 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  8 W  -  4000 K  303483

 

200 cd/klm200 cd/klm200 cd/klm200 cd/klm200 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  8 W  -  4000 K  303602

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  15 W  -  4000 K  303486

PACK Q IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
8 W I - 80 4000 ü S/EW - 834 lm 204 lm 80 10 40000 h 303481
8 W I - 80 3000 ü S/EW - 834 lm 180 lm 80 10 40000 h 303463
8 W I - 80 4000 ü S/EW - 834 lm 204 lm 80 10 40000 h 303482
8 W I - 80 3000 ü S/EW - 834 lm 180 lm 80 10 40000 h 303464
8 W I - 80 4000 ü S/EW - 834 lm 204 lm 80 10 40000 h 303480
8 W I - 80 3000 ü S/EW - 834 lm 180 lm 80 10 40000 h 303462

PACK Q SPLIT IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
8 W I - 80 4000 ü S/EW - 834 lm 243 lm 80 10 40000 h 303484
8 W I - 80 3000 ü S/EW - 834 lm 215 lm 80 10 40000 h 303466
8 W I - 80 4000 ü S/EW - 834 lm 243 lm 80 10 40000 h 303485
8 W I - 80 3000 ü S/EW - 834 lm 215 lm 80 10 40000 h 303467
8 W I - 80 4000 ü S/EW - 834 lm 243 lm 80 10 40000 h 303483
8 W I - 80 3000 ü S/EW - 834 lm 215 lm 80 10 40000 h 303465

PACK Q PIR IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
8 W I - 80 4000 ü S/EW - 834 lm 204 lm 80 10 40000 h 303597
8 W I - 80 3000 ü S/EW - 834 lm 180 lm 80 10 40000 h 303594
8 W I - 80 4000 ü S/EW - 834 lm 204 lm 80 10 40000 h 303598
8 W I - 80 3000 ü S/EW - 834 lm 180 lm 80 10 40000 h 303595
8 W I - 80 4000 ü S/EW - 834 lm 204 lm 80 10 40000 h 303596
8 W I - 80 3000 ü S/EW - 834 lm 180 lm 80 10 40000 h 303593

PACK Q SPLIT PIR IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
8 W I - 80 4000 ü S/EW - 834 lm 243 lm 80 10 40000 h 303603
8 W I - 80 3000 ü S/EW - 834 lm 215 lm 80 10 40000 h 303600
8 W I - 80 4000 ü S/EW - 834 lm 243 lm 80 10 40000 h 303604
8 W I - 80 3000 ü S/EW - 834 lm 215 lm 80 10 40000 h 303601
8 W I - 80 4000 ü S/EW - 834 lm 243 lm 80 10 40000 h 303602
8 W I - 80 3000 ü S/EW - 834 lm 215 lm 80 10 40000 h 303599

PACK R IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
15 W I - 80 4000 ü S/EW - 1667 lm 401 lm 80 10 40000 h 303487
15 W I - 80 3000 ü S/EW - 1667 lm 344 lm 80 10 40000 h 303457
15 W I - 80 4000 ü S/EW - 1667 lm 401 lm 80 10 40000 h 303488
15 W I - 80 3000 ü S/EW - 1667 lm 344 lm 80 10 40000 h 303458
15 W I - 80 4000 ü S/EW - 1667 lm 401 lm 80 10 40000 h 303486
15 W I - 80 3000 ü S/EW - 1667 lm 344 lm 80 10 40000 h 303456

PACK R PIR IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
15 W I - 80 4000 ü S/EW - 1667 lm 401 lm 80 10 40000 h 303609
15 W I - 80 3000 ü S/EW - 1667 lm 344 lm 80 10 40000 h 303606
15 W I - 80 4000 ü S/EW - 1667 lm 401 lm 80 10 40000 h 303610
15 W I - 80 3000 ü S/EW - 1667 lm 344 lm 80 10 40000 h 303607
15 W I - 80 4000 ü S/EW - 1667 lm 401 lm 80 10 40000 h 303608
15 W I - 80 3000 ü S/EW - 1667 lm 344 lm 80 10 40000 h 303605
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250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  15 W  -  4000 K  303489

 

250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  15 W  -  4000 K  303614
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0
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0
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30

260

26
0

22
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315001 
315002
315003

315007 
315008 
315009 

315004
315005 
315006

315010
315011 
315012 

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  PACK

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

PACK Q

Post Pack Q H.500 315001

Post Pack Q H.500 315002

Post Pack Q H.500 315003

Post Pack Q H.1000 315004

Post Pack Q H.1000 315005

Post Pack R H.1000 315006

PACK R

Post Pack R H.500 315007

Post Pack R H.500 315008

Post Pack R H.500 315009

Post Pack R H.1000 315010

Post Pack R H.1000 315011

Post Pack R H.1000 315012

PACK R SPLIT IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
15 W I - 80 4000 ü S/EW - 1667 lm 534 lm 80 10 40000 h 303490
15 W I - 80 3000 ü S/EW - 1667 lm 466 lm 80 10 40000 h 303460
15 W I - 80 4000 ü S/EW - 1667 lm 534 lm 80 10 40000 h 303491
15 W I - 80 3000 ü S/EW - 1667 lm 466 lm 80 10 40000 h 303461
15 W I - 80 4000 ü S/EW - 1667 lm 534 lm 80 10 40000 h 303489
15 W I - 80 3000 ü S/EW - 1667 lm 466 lm 80 10 40000 h 303459

PACK R SPLIT PIR IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
15 W I - 80 4000 ü S/EW - 1667 lm 534 lm 80 10 40000 h 303615
15 W I - 80 3000 ü S/EW - 1667 lm 466 lm 80 10 40000 h 303612
15 W I - 80 4000 ü S/EW - 1667 lm 534 lm 80 10 40000 h 303616
15 W I - 80 3000 ü S/EW - 1667 lm 466 lm 80 10 40000 h 303613
15 W I - 80 4000 ü S/EW - 1667 lm 534 lm 80 10 40000 h 303614
15 W I - 80 3000 ü S/EW - 1667 lm 466 lm 80 10 40000 h 303611

Aluminium posts comprising: 
¬  Painted extruded aluminium post suitable for single or twin (back to back) 

luminaire mounting, available in two different heights; 500 mm and 1000 mm
¬  Painted die-cast aluminium flange for anchoring to the ground
¬  Painted die-cast aluminium junction box suitable for loop in wiring

Complete unit
1A+1B = please order 2 codes
2A+1B = please order 3 codes

COMPONENTS
A luminaire
B pole
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POLO+ ZERO

       

101 58

80

82 

5

5

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  6,5 W  -  4000 K  304546

Range of indoor and outdoor wall mounted LED fixtures, 
comprising:
¬ Painted die-cast aluminium housing
¬ Diffusor made of extra clear, flat glass, tempered, 

markings with serigraphy, internally ice etched
¬ Silicone gasket
¬ Mains voltage 220-240V 50/60Hz LED module 

protected against surges up to 500V
¬ Stainless steel locking screws
¬ Also installable with light aimed upwards
¬ Complying with the recommendations for glare 

control and upward light pollution

POLO+ ZERO S/EW IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
6,5 W I - 80 4000 ü S/EW - 742 lm 271 lm 70 10 35000 h 304546
6,5 W I - 80 3000 ü S/EW - 675 lm 237 lm 70 10 35000 h 304545
6,5 W I - 80 4000 ü S/EW - 742 lm 271 lm 70 10 35000 h 304548
6,5 W I - 80 3000 ü S/EW - 675 lm 237 lm 70 10 35000 h 304547

  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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POLO+ 1

       

5

151 58

80

132

5

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  11,5 W  -  4000 K  304552

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  POLO+ 1

Range of indoor and outdoor wall mounted LED fixtures, 
comprising:
¬ Painted die-cast aluminium housing
¬ Diffusor made of extra clear, flat glass, tempered, 

markings with serigraphy, internally ice etched
¬ Silicone gasket

¬ Mains voltage 220-240V 50/60Hz LED module 
protected against surges up to 500V

¬ Stainless steel locking screws
¬ Complying with the recommendations for glare 

control and upward light pollution

POLO+ 1 S/EW IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
11,5 W I - 80 4000 ü S/EW - 1485 lm 488 lm 70 10 35000 h 304552
11,5 W I - 80 3000 ü S/EW - 1350 lm 474 lm 70 10 35000 h 304551
11,5 W I - 80 4000 ü S/EW - 1485 lm 488 lm 70 10 35000 h 304554
11,5 W I - 80 3000 ü S/EW - 1350 lm 474 lm 70 10 35000 h 304553

  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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POLO+ 2

       
 

149 86

79

5

132

5

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A/EW  -  11,5 W  -  4000 K  304558

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A/EW  -  11,5 W  -  4000 K  304974

Range of indoor and outdoor wall mounted LED fixtures, 
comprising:
¬ Painted die-cast aluminium housing
¬ Diffusor made of extra clear, flat glass, tempered, 

markings with serigraphy, internally ice etched
¬ Silicone gasket
¬ Mains voltage 220-240V 50/60Hz LED module 

protected against surges up to 500V
¬ Stainless steel locking screws
¬ Complying with the recommendations for glare 

control and upward light pollution
¬ POLO+2/I version including on/off switch

POLO+ 2 A/EW IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
11,5 W I - 80 4000 ü A/EW - 1485 lm 451 lm 70 10 35000 h 304558
11,5 W I - 80 3000 ü A/EW - 1350 lm 438 lm 70 10 35000 h 304557
11,5 W I - 80 4000 ü A/EW - 1485 lm 451 lm 70 10 35000 h 304560
11,5 W I - 80 3000 ü A/EW - 1350 lm 438 lm 70 10 35000 h 304559

POLO+ 2/I A/EW IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
11,5 W I - 80 4000 ü A/EW - 1485 lm 451 lm 70 10 35000 h 304974
11,5 W I - 80 3000 ü A/EW - 1350 lm 438 lm 70 10 35000 h 304973
11,5 W I - 80 4000 ü A/EW - 1485 lm 451 lm 70 10 35000 h 304976
11,5 W I - 80 3000 ü A/EW - 1350 lm 438 lm 70 10 35000 h 304975

  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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POLO+ 3

       

199 86

79

5

182

5

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A/EW  -  17 W  -  4000 K  304564

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  POLO+ 3

Range of indoor and outdoor wall mounted LED fixtures, 
comprising:
¬ Painted die-cast aluminium housing
¬ Diffusor made of extra clear, flat glass, tempered, 

markings with serigraphy, internally ice etched
¬ Silicone gasket

¬ Mains voltage 220-240V 50/60Hz LED module 
protected against surges up to 500V

¬ Stainless steel locking screws
¬ Complying with the recommendations for glare 

control and upward light pollution

POLO+ 3 A/EW IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
17 W I - 80 4000 ü A/EW - 2225 lm 673 lm 70 10 35000 h 304564
17 W I - 80 3000 ü A/EW - 2025 lm 620 lm 70 10 35000 h 304563
17 W I - 80 4000 ü A/EW - 2225 lm 673 lm 70 10 35000 h 304566
17 W I - 80 3000 ü A/EW - 2025 lm 620 lm 70 10 35000 h 304565

  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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POLO
design by ROBERTO FIORATO

       
 

237 146
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2
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POLO 
2

Wall and pole mounted luminaire for 45° directed light 
for indoor and outdoor, comprising:
¬ Technopolymer housing
¬ Pressed glass diffuser with internal pattern, white 

painted internally
¬ Stainless steel locking screws
¬ The securing space allows installation on the recessed 

boxes
¬ DETEK versions with a passive infrared motion 

detector with automatic ignition

¬ Only for resistance load: max 150 W, min 40 W
¬ Adjustable operation time (45 s to 10 min)
¬ Detection distance: adjustable between 4 m and 12 m
¬ Built-in photocell set at 60± 20 lux
¬ Recommended installation height: 2.1 m
¬ Detection angle 110° (non adjustable)
¬ 960° PC versions available on request
¬ POLO 2/I version including on/off switch

  GR-94 / Metallic grey / Textured
o  BK-81 / Black / Textured

  IVORY-10 / Ivory / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x75 W   007706

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x75 W   007714

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x75 W   007712

130

205

32
0

17
0

35

ø 270

89
0

120°

110

120°

008100
008101

000500
000501

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  POLO

POLO 2 IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x75 W II - - - S/EW - 007935
E27 1x75 W II - - - S/EW - o 007706
E27 1x75 W II - - - S/EW - 007705

POLO 2/I IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x75 W I - - - S/EW - 007939
E27 1x75 W I - - - S/EW - o 007714
E27 1x75 W I - - - S/EW - 007713

POLO 2 DETEK IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x75 W I - - - S/EW - 007938
E27 1x75 W I - - - S/EW - o 007712
E27 1x75 W I - - - S/EW - 007711

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

POLO

Minipost 008101

Minipost o 008100

Double Post 000501

Double Post o 000500

Complete unit
1A+1B = please order 2 codes
2A+1B = please order 3 codes

COMPONENTS
A luminaire
B pole

295
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BLIZ ROUND 30/40
design by R. FIORATO - F. PAGLIARINI

      

Ø 302

84

12
0° 20

6

238

120°

Ø 402

92

27
1,5

324

120°

12
0°

BLIZ ROUND 
30

BLIZ ROUND 
40

Series of wall and ceiling mounting luminaires for indoor 
and outdoor use, comprising:
¬ Die-cast painted aluminium housing and trim
¬ Pressed glass diffuser, painted inside
¬ Silicone gasket
¬ Through-wiring possible
¬ Analogue dimmable HF ballast, 1-10 V

¬ Dimmable DALI
¬ Supplied with SMD self-heat dissipating power LED 

metal core board: FUTURE-PROOF™
¬ Stainless steel locking screws
¬ EM/3P version is designed for multipurpose and 3 

hours sustained emergency lighting
  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  30 W  -  4000 K  304215

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  21,5 W  -  4000 K  304239

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  39 W  -  4000 K  304257

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  39 W  -  4000 K  304281

OUTDOOR  |  GENERAL OUTDOOR  |  WALL AND CEILING MOUNTED  |  BLIZ ROUND 30/40

BLIZ ROUND 30 IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
30 W I - 80 4000 ü S/EW - 4539 lm 2343 lm 80 10 60000 h 304215
30 W I - 80 3000 ü S/EW - 4236 lm 2178 lm 80 10 60000 h 304212
30 W I - 80 4000 ü S/EW - 4539 lm 2343 lm 80 10 60000 h 304216
30 W I - 80 3000 ü S/EW - 4236 lm 2178 lm 80 10 60000 h 304213
30 W I - 80 4000 ü S/EW - 4539 lm 2343 lm 80 10 60000 h 304217
30 W I - 80 3000 ü S/EW - 4236 lm 2178 lm 80 10 60000 h 304214
21,5 W I - 80 4000 ü S/EW - 3229 lm 1673 lm 80 10 60000 h 304245
21,5 W I - 80 3000 ü S/EW - 3014 lm 1555 lm 80 10 60000 h 304242
21,5 W I - 80 4000 ü S/EW - 3229 lm 1673 lm 80 10 60000 h 304246
21,5 W I - 80 3000 ü S/EW - 3014 lm 1555 lm 80 10 60000 h 304243
21,5 W I - 80 4000 ü S/EW - 3229 lm 1673 lm 80 10 60000 h 304247
21,5 W I - 80 3000 ü S/EW - 3014 lm 1555 lm 80 10 60000 h 304244

Power LED - dimmable DALI 220-240 V 50/60 Hz
30 W I - 80 4000 ü S/EW - 4539 lm 2343 lm 80 10 60000 h 304227
30 W I - 80 3000 ü S/EW - 4236 lm 2178 lm 80 10 60000 h 304224
30 W I - 80 4000 ü S/EW - 4539 lm 2343 lm 80 10 60000 h 304228
30 W I - 80 3000 ü S/EW - 4236 lm 2178 lm 80 10 60000 h 304225
30 W I - 80 4000 ü S/EW - 4539 lm 2343 lm 80 10 60000 h 304229
30 W I - 80 3000 ü S/EW - 4236 lm 2178 lm 80 10 60000 h 304226

BLIZ ROUND 30 EM/3P IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED- Emergency 220-240 V 50/60 Hz
21,5 W I - 80 4000 ü S/EW - 3229 lm 1673 lm 80 10 60000 h 304239
21,5 W I - 80 3000 ü S/EW - 3014 lm 1555 lm 80 10 60000 h 304236
21,5 W I - 80 4000 ü S/EW - 3229 lm 1673 lm 80 10 60000 h 304240
21,5 W I - 80 3000 ü S/EW - 3014 lm 1555 lm 80 10 60000 h 304237
21,5 W I - 80 4000 ü S/EW - 3229 lm 1673 lm 80 10 60000 h 304241
21,5 W I - 80 3000 ü S/EW - 3014 lm 1555 lm 80 10 60000 h 304238

BLIZ ROUND 40 IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
39 W I - 80 4000 ü S/EW - 5998 lm 2912 lm 80 10 60000 h 304257
39 W I - 80 3000 ü S/EW - 5798 lm 2739 lm 80 10 60000 h 304254
39 W I - 80 4000 ü S/EW - 5998 lm 2912 lm 80 10 60000 h 304258
39 W I - 80 3000 ü S/EW - 5798 lm 2739 lm 80 10 60000 h 304255
39 W I - 80 4000 ü S/EW - 5998 lm 2912 lm 80 10 60000 h 304259
39 W I - 80 3000 ü S/EW - 5798 lm 2739 lm 80 10 60000 h 304256

Power LED - dimmable DALI 220-240 V 50/60 Hz
39 W I - 80 4000 ü S/EW - 5998 lm 2912 lm 80 10 60000 h 304269
39 W I - 80 3000 ü S/EW - 5798 lm 2739 lm 80 10 60000 h 304266
39 W I - 80 4000 ü S/EW - 5998 lm 2912 lm 80 10 60000 h 304270
39 W I - 80 3000 ü S/EW - 5798 lm 2739 lm 80 10 60000 h 304267
39 W I - 80 4000 ü S/EW - 5998 lm 2912 lm 80 10 60000 h 304271
39 W I - 80 3000 ü S/EW - 5798 lm 2739 lm 80 10 60000 h 304268

BLIZ ROUND 40 EM/3P IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED- Emergency 220-240 V 50/60 Hz
39 W I - 80 4000 ü S/EW - 5998 lm 2912 lm 80 10 60000 h 304281
39 W I - 80 3000 ü S/EW - 5798 lm 2739 lm 80 10 60000 h 304278
39 W I - 80 4000 ü S/EW - 5998 lm 2912 lm 80 10 60000 h 304282
39 W I - 80 3000 ü S/EW - 5798 lm 2739 lm 80 10 60000 h 304279
39 W I - 80 4000 ü S/EW - 5998 lm 2912 lm 80 10 60000 h 304283
39 W I - 80 3000 ü S/EW - 5798 lm 2739 lm 80 10 60000 h 304280
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BLIZ SQUARE 40
design by R. FIORATO - F. PAGLIARINI

       
 

355

35
5

88 331,5

33
1,5 20

20

355

35
5

10
1 331,5

33
1,5 20

20

BLIZ SQUARE 40 BLIZ SQUARE 40 
/G

Series of wall and ceiling mounting luminaires for indoor 
and outdoor use, comprising:
¬ Body, trim and guard made of die-cast pressed 

aluminium, painted
¬ Pressed glass diffuser, painted inside
¬ Silicone gasket
¬ Through-wiring possible
¬ Dimmable DALI

¬ Supplied with SMD self-heat dissipating power LED 
metal core board: FUTURE-PROOF™

¬ Stainless steel locking screws
¬ EM/3P version is designed for multipurpose and 3 

hours sustained emergency lighting
¬ Powder polyester painting process optimized against 

UV rays in 13 different steps

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  39 W  -  4000 K  304650

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  39 W  -  4000 K  304668

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  39 W  -  4000 K  304782

OUTDOOR  |  GENERAL OUTDOOR  |  WALL AND CEILING MOUNTED  |  BLIZ SQUARE 40

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

BLIZ SQUARE 40
Polycarbonate diffusor 310255

BLIZ SQUARE 40 IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
39 W I ü 80 4000 ü S/EW - 6732 lm 2495 lm 80 10 36000 h 304650
39 W I ü 80 3000 ü S/EW - 6732 lm 2515 lm 80 10 36000 h 304647
39 W I ü 80 4000 ü S/EW - 6732 lm 2495 lm 80 10 36000 h 304651
39 W I ü 80 3000 ü S/EW - 6732 lm 2515 lm 80 10 36000 h 304648
39 W I ü 80 4000 ü S/EW - 6732 lm 2495 lm 80 10 36000 h 304652
39 W I ü 80 3000 ü S/EW - 6732 lm 2515 lm 80 10 36000 h 304649

Power LED - dimmable DALI 220-240 V 50/60 Hz
39 W I - 80 4000 ü S/EW - 6732 lm 2495 lm 80 10 36000 h 304662
39 W I - 80 3000 ü S/EW - 6732 lm 2515 lm 80 10 36000 h 304659
39 W I - 80 4000 ü S/EW - 6732 lm 2495 lm 80 10 36000 h 304663
39 W I - 80 3000 ü S/EW - 6732 lm 2515 lm 80 10 36000 h 304660
39 W I - 80 4000 ü S/EW - 6732 lm 2495 lm 80 10 36000 h 304664
39 W I - 80 3000 ü S/EW - 6732 lm 2515 lm 80 10 36000 h 304661

BLIZ SQUARE 40 EM/3P IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED- Emergency 220-240 V 50/60 Hz
39 W I - 80 4000 ü S/EW - 6732 lm 2495 lm 80 10 36000 h 304668
39 W I - 80 3000 ü S/EW - 6732 lm 2515 lm 80 10 36000 h 304665
39 W I - 80 4000 ü S/EW - 6732 lm 2495 lm 80 10 36000 h 304669
39 W I - 80 3000 ü S/EW - 6732 lm 2515 lm 80 10 36000 h 304666
39 W I - 80 4000 ü S/EW - 6732 lm 2495 lm 80 10 36000 h 304670
39 W I - 80 3000 ü S/EW - 6732 lm 2515 lm 80 10 36000 h 304667

BLIZ SQUARE 40/G IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
39 W I - 80 4000 ü S/EW - 6732 lm 2495 lm 80 10 36000 h 304782
39 W I - 80 3000 ü S/EW - 6732 lm 2515 lm 80 10 36000 h 304779
39 W I - 80 4000 ü S/EW - 6732 lm 2495 lm 80 10 36000 h 304783
39 W I - 80 3000 ü S/EW - 6732 lm 2515 lm 80 10 36000 h 304780
39 W I - 80 4000 ü S/EW - 6732 lm 2495 lm 80 10 36000 h 304784
39 W I - 80 3000 ü S/EW - 6732 lm 2515 lm 80 10 36000 h 304781

Power LED - dimmable DALI 220-240 V 50/60 Hz
39 W I - 80 4000 ü S/EW - 6732 lm 2495 lm 80 10 36000 h 304788
39 W I - 80 3000 ü S/EW - 6732 lm 2515 lm 80 10 36000 h 304785
39 W I - 80 4000 ü S/EW - 6732 lm 2495 lm 80 10 36000 h 304789
39 W I - 80 3000 ü S/EW - 6732 lm 2515 lm 80 10 36000 h 304786
39 W I - 80 4000 ü S/EW - 6732 lm 2495 lm 80 10 36000 h 304790
39 W I - 80 3000 ü S/EW - 6732 lm 2515 lm 80 10 36000 h 304787
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BLIZ
design by R. FIORATO - F. PAGLIARINI

     

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  14 W  -  4000 K  303413

 

50 cd/klm50 cd/klm50 cd/klm50 cd/klm50 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  1x60 W   700193

260
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ø 5
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ø 5
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260 100

10
0
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0

BLIZ 
RING

BLIZ 
GUARD

BLIZ 
VISA

Range of indoor et outdoor luminaires for ceiling, wall 
and post mounted comprising:
¬ Die-cast painted aluminium housing, trim, guard and 

screen
¬ Pressed glass diffuser, white painted inside
¬ EPDM gasket

¬ Supplied with SMD self-heat dissipating power LED 
metal core board: FUTURE-PROOF™

¬ The SUPERVISA version is compliant with anti-light 
pollution regulations

¬ Stainless steel locking screws

BLIZ LED RING IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 14 W I - - 4000 ü S/EW - 1642 lm 842 lm 80 10 50000 h 303413
LED 14 W I - - 3000 ü S/EW - 1555 lm 734 lm 80 10 50000 h 303412
LED 14 W I - - 4000 ü S/EW - 1642 lm 842 lm 80 10 50000 h 303415
LED 14 W I - - 3000 ü S/EW - 1555 lm 734 lm 80 10 50000 h 303414

BLIZ RING IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x60 W I ü - - - S/EW - - - - - - 700192
E27 1x60 W I ü - - - S/EW - - - - - - 700193

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  14 W  -  4000 K  303417

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  14 W  -  4000 K  303421

 

40 cd/klm40 cd/klm40 cd/klm40 cd/klm40 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  1x60 W   700196

 

40 cd/klm40 cd/klm40 cd/klm40 cd/klm40 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A/EW  -  1x60 W   700199

151

10
30

263

26

53
0

261261

26

315025
315026

315027
315028

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  BLIZ

BLIZ LED GUARD IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 14 W I - - 4000 ü S/EW - 1642 lm 554 lm 80 10 50000 h 303417
LED 14 W I - - 3000 ü S/EW - 1555 lm 483 lm 80 10 50000 h 303416
LED 14 W I - - 4000 ü S/EW - 1642 lm 554 lm 80 10 50000 h 303419
LED 14 W I - - 3000 ü S/EW - 1555 lm 483 lm 80 10 50000 h 303418

BLIZ GUARD IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x60 W I ü - - - S/EW - - - - - - 700195
E27 1x60 W I ü - - - S/EW - - - - - - 700196

BLIZ LED VISA IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 14 W I - - 4000 ü S/EW - 1642 lm 521 lm 80 10 50000 h 303421
LED 14 W I - - 3000 ü S/EW - 1555 lm 450 lm 80 10 50000 h 303420
LED 14 W I - - 4000 ü S/EW - 1642 lm 521 lm 80 10 50000 h 303423
LED 14 W I - - 3000 ü S/EW - 1555 lm 450 lm 80 10 50000 h 303422

BLIZ VISA IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x60 W I ü - - - A/EW - - - - - - 700198
E27 1x60 W I ü - - - A/EW - - - - - - 700199

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

BLIZ

Post Bliz H.500 315027

Post Bliz H.500 315028

Post Bliz H.1000 315025

Post Bliz H.1000 315026

Complete unit
1A+1B = please order 2 codes
2A+1B = please order 3 codes

COMPONENTS
A luminaire
B pole

301
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MULTI+ 30 PC

       
       

Ø 320

84
,5

12
0°

20
3

233,5

120°

MULTI+ 30 PC 
SMART HF

MULTI+ 30 PC 
SMART DA

ENERGY
SAVING

ENERGY
SAVING

OFF 
0%

OFF 
0%

ON - SMART DA 
30%

ON - SMART HF 
100%

HF

ON - SMART DA 
100%

ON - SMART HF 
30%

Series of wall and ceiling mounting luminaires for indoor 
and outdoor use, comprising:
¬ Technopolymer housing
¬ Opal diffuser manufactured from technopolymer, 

960°C glow wire test rated
¬ Silicone gasket
¬ Stainless steel, anti-tamper locking screws
¬ Through-wiring possible
¬ Class II
¬ Analogue dimmable HF ballast, 1-10 V
¬ Dimmable DALI
¬ EM/3P version is designed for multipurpose and 3 

hours sustained emergency lighting
¬ Max 20 mm diameter for cable/conduit entry
¬ Hyper-frequency (HF) sensor operating at a frequency 

of 5.8 Ghz+/- 75 Mhz
¬ SMART versions are equipped with customised 

electronic devices that allows energy savings reducing 
the luminous flux, whilst providing a 30% working 
flux for safety lighting and reaching 100% flux when 
necessary

¬ SMART HF versions are complete with integrated High 
Frequency sensor that operates from 30% up to 100% 
of the flux when it detects the presence of people

¬ SMART DA versions are suitable for use in systems with 
two separate lines where the demand for 100% of the 
flux is managed by a push button or line sensor

¬ Supplied with SMD self-heat dissipating power LED 
metal core board: FUTURE-PROOF™

  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  16 W  -  4000 K  304161

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°
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S/EW  -  16 W  -  4000 K  304169

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°
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S/EW  -  16 W  -  4000 K  304205

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°
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45°45°45°45°45°

60°60°60°60°60°

S/EW  -  14 W  -  4000 K  304173

OUTDOOR  |  GENERAL OUTDOOR  |  WALL AND CEILING MOUNTED  |  MULTI+ 30 PC

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

MULTI+ 30 PC
Tool TORX 310514

MULTI+ 30 PC IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
16 W II - 80 4000 ü S/EW - 2447 lm 1292 lm 80 10 60000 h 304161
16 W II - 80 3000 ü S/EW - 2226 lm 1270 lm 80 10 60000 h 304160
9.5 W II - 80 4000 ü S/EW - 1613 lm 793 lm 80 10 60000 h 304175
9.5 W II - 80 3000 ü S/EW - 1478 lm 783 lm 80 10 60000 h 304174

Power LED - dimmable DALI 220-240 V 50/60 Hz
16 W II - 80 4000 ü S/EW - 2447 lm 1292 lm 80 10 60000 h 304165
16 W II - 80 3000 ü S/EW - 2226 lm 1270 lm 80 10 60000 h 304164

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
16 W II - 80 4000 ü S/EW - 2447 lm 1292 lm 80 10 60000 h 304163
16 W II - 80 3000 ü S/EW - 2226 lm 1270 lm 80 10 60000 h 304162

MULTI+ 30 PC SMART HF IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 230 V 50 Hz
16 W II - 80 4000 ü S/EW - 2447 lm 1292 lm 80 10 60000 h 304207
16 W II - 80 3000 ü S/EW - 2226 lm 1270 lm 80 10 60000 h 304206

MULTI+ 30 PC HF IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 230 V 50 Hz
16 W II - 80 4000 ü S/EW - 2447 lm 1292 lm 80 10 60000 h 304169
16 W II - 80 3000 ü S/EW - 2226 lm 1270 lm 80 10 60000 h 304168

MULTI+ 30 PC SMART DA IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
16 W II - 80 4000 ü S/EW - 2447 lm 1292 lm 80 10 60000 h 304205
16 W II - 80 3000 ü S/EW - 2226 lm 1270 lm 80 10 60000 h 304204

MULTI+ 30 PC EM/3P IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED- Emergency 220-240 V 50/60 Hz
9.5 W II - 80 4000 ü S/EW - 1613 lm 793 lm 80 10 60000 h 304173
9.5 W II - 80 3000 ü S/EW - 1478 lm 783 lm 80 10 60000 h 304172
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MULTI+ 40 PC
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OFF 
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ON - SMART HF 
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HF

ON - SMART DA 
100%

ON - SMART HF 
30%

ENERGY
SAVING

ENERGY
SAVING

Series of wall and ceiling mounting luminaires for indoor 
and outdoor use, comprising:
¬ Technopolymer housing
¬ Opal diffuser manufactured from technopolymer, 

960°C glow wire test rated
¬ Silicone gasket
¬ Stainless steel, anti-tamper locking screws
¬ Through-wiring possible
¬ Class II
¬ Analogue dimmable HF ballast, 1-10 V
¬ Dimmable DALI
¬ EM/3P version is designed for multipurpose and 3 

hours sustained emergency lighting
¬ Max 20 mm diameter for cable/conduit entry
¬ Hyper-frequency (HF) sensor operating at a frequency 

of 5.8 Ghz+/- 75 Mhz
¬ SMART versions are equipped with customised 

electronic devices that allows energy savings reducing 
the luminous flux, whilst providing a 30% working 
flux for safety lighting and reaching 100% flux when 
necessary

¬ SMART HF versions are complete with integrated High 
Frequency sensor that operates from 30% up to 100% 
of the flux when it detects the presence of people

¬ SMART DA versions are suitable for use in systems with 
two separate lines where the demand for 100% of the 
flux is managed by a push button or line sensor

¬ Supplied with SMD self-heat dissipating power LED 
metal core board: FUTURE-PROOF™

  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm
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S/EW  -  24 W  -  4000 K  304139

OUTDOOR  |  GENERAL OUTDOOR  |  WALL AND CEILING MOUNTED  |  MULTI+ 40 PC

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

MULTI+ 40 PC
Tool TORX 310514

MULTI+ 40 PC IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
28 W II - 80 4000 ü S/EW - 4284 lm 2278 lm 80 10 60000 h 304127
28 W II - 80 3000 ü S/EW - 4141 lm 2146 lm 80 10 60000 h 304126
19.5 W II - 80 4000 ü S/EW - 3121 lm 1502 lm 80 10 60000 h 304141
19.5 W II - 80 3000 ü S/EW - 3017 lm 1464 lm 80 10 60000 h 304140

Fluorescent - electronic ballast 220-240 V 50/60 Hz
2x26 W II - - - ü S/EW - - - - - - 304142

Power LED - dimmable DALI 220-240 V 50/60 Hz
28 W II - 80 4000 ü S/EW - 4284 lm 2278 lm 80 10 60000 h 304131
28 W II - 80 3000 ü S/EW - 4141 lm 2146 lm 80 10 60000 h 304130

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
28 W II - 80 4000 ü S/EW - 4284 lm 2278 lm 80 10 60000 h 304129
28 W II - 80 3000 ü S/EW - 4141 lm 2146 lm 80 10 60000 h 304128

MULTI+ 40 PC SMART HF IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 230 V 50 Hz
28 W II - 80 4000 ü S/EW - 4284 lm 2278 lm 80 10 60000 h 304211
28 W II - 80 3000 ü S/EW - 4141 lm 2146 lm 80 10 60000 h 304210

MULTI+ 40 PC HF IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 230 V 50 Hz
28 W II - 80 4000 ü S/EW - 4284 lm 2278 lm 80 10 60000 h 304135
28 W II - 80 3000 ü S/EW - 4141 lm 2146 lm 80 10 60000 h 304134

MULTI+ 40 PC SMART DA IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
28 W II - 80 4000 ü S/EW - 4284 lm 2278 lm 80 10 60000 h 304209
28 W II - 80 3000 ü S/EW - 4141 lm 2146 lm 80 10 60000 h 304208

MULTI+ 40 PC EM/3P IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED- Emergency 220-240 V 50/60 Hz
19.5 W II - 80 4000 ü S/EW - 3121 lm 1502 lm 80 10 60000 h 304139
19.5 W II - 80 3000 ü S/EW - 3017 lm 1464 lm 80 10 60000 h 304138
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MULTI+ 35
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Range of indoor and outdoor wall mounted LED fixtures, 
comprising:
¬ Technopolymer housing
¬ Opal diffuser manufactured from technopolymer, 

960°C glow wire test rated
¬ Silicone gasket
¬ Stainless steel, anti-tamper locking screws
¬ Through-wiring possible
¬ Class II

¬ Max 20 mm diameter for cable/conduit entry
¬ EM/1P model is maintained mode emergency 

luminaires
¬ Twilight models (C versions) are complete with dusk 

sensor
¬ Supplied with SMD self-heat dissipating power LED 

metal core board   WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

Contact the Company.
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300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm
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S/EW  -  10,5 W  -  4000 K  306142
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30°30°30°30°30° 30°30°30°30°30°
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S/EW  -  10,5 W  -  4000 K  306143

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°
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S/EW  -  10,5 W  -  4000 K  306144

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  MULTI+ 35

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

MULTI+ 35
Tool TORX 310514

MULTI+ 35 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10,5 W II - 80 4000 ü S/EW - 1479 lm 763 lm 80 10 60000 h 306142
10,5 W II - 80 3000 ü S/EW - 1377 lm 724 lm 80 10 60000 h 306139
6 W II - 80 4000 ü S/EW - 612 lm 448 lm 80 10 60000 h 306706
6 W II - 80 3000 ü S/EW - 576 lm 417 lm 80 10 60000 h 306705

MULTI+ 35/C IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 230 V 50 Hz
10,5 W II - 80 4000 ü S/EW - 1479 lm 763 lm 80 10 60000 h 306143
10,5 W II - 80 3000 ü S/EW - 1377 lm 724 lm 80 10 60000 h 306140
6 W II - 80 4000 ü S/EW - 612 lm 448 lm 80 10 60000 h 3100038
6 W II - 80 3000 ü S/EW - 576 lm 417 lm 80 10 60000 h 3100037

MULTI+ 35 EM/1P IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - Emergency 1P 220-240 V 50/60 Hz
10,5 W II - 80 4000 ü S/EW - 1479 lm 763 lm 80 10 60000 h 306144
10,5 W II - 80 3000 ü S/EW - 1377 lm 724 lm 80 10 60000 h 306141
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LANTERNA NK 21/27
design by ROBERTO FIORATO
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LANTERNA NK 
21

LANTERNA NK 
27

Series of wall mounted luminaires in two sizes for indoor 
and outdoor lighting, comprising:
¬ Die-cast painted aluminium housing and trim
¬ Pressed glass diffuser, white painted inside, secured 

with the ring
¬ Pressed glass diffuser, transparent, for versions with 

E27 lamp
¬ Reflector and components bracket made of 

aluminium
¬ Foam silicone gasket
¬ Burnished stainless steel fixing screws

LANTERNA NK 21 IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 12 W I - 80 4000 ü S/EW - 738 lm 480 lm 80 10 50000 h 3102570
LED 12 W I - 80 3000 ü S/EW - 672 lm 479 lm 80 10 50000 h 3102569
LED 12 W I - 80 4000 ü S/EW - 738 lm 480 lm 80 10 50000 h 3102572
LED 12 W I - 80 3000 ü S/EW - 672 lm 479 lm 80 10 50000 h 3102571

LANTERNA NK 27 IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 14,5 W I - 80 4000 ü S/EW - 1002 lm 592 lm 80 10 50000 h 3102566
LED 14,5 W I - 80 3000 ü S/EW - 912 lm 546 lm 80 10 50000 h 3102564
LED 14,5 W I - 80 4000 ü S/EW - 1002 lm 592 lm 80 10 50000 h 3102568
LED 14,5 W I - 80 3000 ü S/EW - 912 lm 546 lm 80 10 50000 h 3102567

E27 1x100 W I - - - - - - - - - - - 3102163
E27 1x100 W I - - - - - - - - - - - 3102164

  AN-96 / Anthracite gray / Textured
  RB-10 / Rust / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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NIKKO+21/27
design by ROBERTO FIORATO
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NIKKO+ 
21

NIKKO+ 
27

NIKKO+ 
21/G

NIKKO+ 
27/G

NIKKO+ 
21/VV

NIKKO+ 
27/VV

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  NIKKO+21/27

Series of wall, ceiling and post mounted luminaires in two 
dimensions for indoor and outdoor lighting, comprising:
¬ Housing, trim, wire guards and vertical VISA in painted 

die-cast aluminium
¬ Pressed glass diffuser, white painted inside, secured 

with the ring
¬ Reflector and components bracket made of 

aluminium
¬ Foam silicone gasket
¬ Stainless steel locking screws
¬ The PC versions are equipped with vandal-resistant 

opal technopolymer diffuser, 960°C glow wire test 
rated

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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S/EW  -  1x60 W   002011

 

250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  10 W  -  4000 K  301659
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A/EW  -  1x40 W   002021

NIKKO+21 LED IK05 0.70J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 10 W I - 80 4000 - S/EW - 738 lm 479 lm 80 10 50000 h 301410
LED 10 W I - 80 3000 - S/EW - 672 lm 481 lm 80 10 50000 h 3014106
LED 10 W I - 80 4000 - S/EW - 738 lm 479 lm 80 10 50000 h 301411
LED 10 W I - 80 3000 - S/EW - 672 lm 481 lm 80 10 50000 h 3014116
LED 10 W I - 80 4000 - S/EW - 738 lm 479 lm 80 10 50000 h 301409
LED 10 W I - 80 3000 - S/EW - 672 lm 481 lm 80 10 50000 h 3014096

NIKKO+21 IK05 0.70J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x60 W I ü - - - S/EW - - - - - - 002001
E27 1x60 W I ü - - - S/EW - - - - - - 002002
E27 1x60 W I ü - - - S/EW - - - - - - 002000

NIKKO+21/G LED IK05 0.70J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 10 W I - 80 4000 - S/EW - 738 lm 255 lm 80 10 50000 h 301656
LED 10 W I - 80 3000 - S/EW - 672 lm 255 lm 80 10 50000 h 3016566
LED 10 W I - 80 4000 - S/EW - 738 lm 255 lm 80 10 50000 h 301657
LED 10 W I - 80 3000 - S/EW - 672 lm 255 lm 80 10 50000 h 3016576
LED 10 W I - 80 4000 - S/EW - 738 lm 255 lm 80 10 50000 h 301655
LED 10 W I - 80 3000 - S/EW - 672 lm 255 lm 80 10 50000 h 3016556

NIKKO+21/G IK05 0.70J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x60 W I ü - - - S/EW - - - - - - 002011
E27 1x60 W I ü - - - S/EW - - - - - - 002012
E27 1x60 W I ü - - - S/EW - - - - - - 002010

NIKKO+21/VV LED IK05 0.70J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 10 W I - 80 4000 - A/EW - 738 lm 233 lm 80 10 50000 h 301660
LED 10 W I - 80 3000 - A/EW - 672 lm 236 lm 80 10 50000 h 3016606
LED 10 W I - 80 4000 - A/EW - 738 lm 233 lm 80 10 50000 h 301661
LED 10 W I - 80 3000 - A/EW - 672 lm 236 lm 80 10 50000 h 3016616
LED 10 W I - 80 4000 - A/EW - 738 lm 233 lm 80 10 50000 h 301659
LED 10 W I - 80 3000 - A/EW - 672 lm 236 lm 80 10 50000 h 3016596

NIKKO+21/VV IK05 0.70J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x40 W I ü - - - A/EW - - - - - - 002021
E27 1x40 W I ü - - - A/EW - - - - - - 002022
E27 1x40 W I ü - - - A/EW - - - - - - 002020
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250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  13,5 W  -  4000 K  301413

 

160 cd/klm160 cd/klm160 cd/klm160 cd/klm160 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x100 W   002031

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  13,5 W  -  4000 K  301663

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x100 W   002046

 

250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  13,5 W  -  4000 K  301667

 

100 cd/klm100 cd/klm100 cd/klm100 cd/klm100 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  1x60 W   002061

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  NIKKO+21/27

NIKKO+27 LED IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 13,5 W I - 80 4000 - S/EW - 1002 lm 592 lm 80 10 50000 h 301414
LED 13,5 W I - 80 3000 - S/EW - 912 lm 546 lm 80 10 50000 h 3014146
LED 13,5 W I - 80 4000 - S/EW - 1002 lm 592 lm 80 10 50000 h 301415
LED 13,5 W I - 80 3000 - S/EW - 912 lm 546 lm 80 10 50000 h 3014156
LED 13,5 W I - 80 4000 - S/EW - 1002 lm 592 lm 80 10 50000 h 301413
LED 13,5 W I - 80 3000 - S/EW - 912 lm 546 lm 80 10 50000 h 3014136

NIKKO+27 IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x100 W I ü - - - S/EW - - - - - - 002031
E27 1x100 W I ü - - - S/EW - - - - - - 002032
E27 1x100 W I ü - - - S/EW - - - - - - 002030

NIKKO+27/G LED IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 13,5 W I - 80 4000 - S/EW - 1002 lm 270 lm 80 10 50000 h 301664
LED 13,5 W I - 80 3000 - S/EW - 912 lm 317 lm 80 10 50000 h 3016646
LED 13,5 W I - 80 4000 - S/EW - 1002 lm 270 lm 80 10 50000 h 301665
LED 13,5 W I - 80 3000 - S/EW - 912 lm 317 lm 80 10 50000 h 3016656
LED 13,5 W I - 80 4000 - S/EW - 1002 lm 270 lm 80 10 50000 h 301663
LED 13,5 W I - 80 3000 - S/EW - 912 lm 317 lm 80 10 50000 h 3016636

NIKKO+27/G IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x100 W I ü - - - S/EW - - - - - - 002046
E27 1x100 W I ü - - - S/EW - - - - - - 002047
E27 1x100 W I ü - - - S/EW - - - - - - 002045

NIKKO+27/VV LED IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 13,5 W I - 80 4000 - A/EW - 1002 lm 269 lm 80 10 50000 h 301668
LED 13,5 W I - 80 3000 - A/EW - 912 lm 327 lm 80 10 50000 h 3016686
LED 13,5 W I - 80 4000 - A/EW - 1002 lm 269 lm 80 10 50000 h 301669
LED 13,5 W I - 80 3000 - A/EW - 912 lm 327 lm 80 10 50000 h 3016696
LED 13,5 W I - 80 4000 - A/EW - 1002 lm 269 lm 80 10 50000 h 301667
LED 13,5 W I - 80 3000 - A/EW - 912 lm 327 lm 80 10 50000 h 3016676

NIKKO+27/VV IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x60 W I ü - - - A/EW - - - - - - 002061
E27 1x60 W I ü - - - A/EW - - - - - - 002062
E27 1x60 W I ü - - - A/EW - - - - - - 002060
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B

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

NIKKO+21

Wall bracket 21 000400

Wall bracket 21 000401

Wall bracket 21 000402

Post 21 H200 000404

Post 21 H200 000405

Post 21 H200 000406

Post 21 H550 000410

Post 21 H550 000409

Post 21 H800 000412

Post 21 H800 000413

Post 21 H800 000414

NIKKO+27

Wall bracket 27 000421

Wall bracket 27 000422

Post 27 H265 000424

Post 27 H265 000425

Post 27 H265 000426

Post 27 H800 000428

Post 27 H800 000429

Post 27 H800 000430

Post 27 H1200 000434

Complete unit
1A+1B = please order 2 codes
2A+1B = please order 3 codes

COMPONENTS
A luminaire
B bracket

Bracket suitable for single or twin (back to back) luminaire mounting, comprising:
¬  Support in painted extruded aluminium
¬  Wall mounting bracket with simple fix installation system, in painted die-cast 

aluminium

Post comprising:
¬  Painted extruded aluminium post, suitable for single or twin (back to back) 

luminaire mounting.
¬  Painted die-cast aluminium base plate
¬  Die-cast aluminium junction box with a 4-pole 4 mm² terminal suitable for loop 

in wiring connection.

Complete unit
1A+1B = please order 2 codes
2A+1B = please order 3 codes

COMPONENTS
A luminaire
B pole
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NIKKO+45
design by ROBERTO FIORATO

      

 

250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  15 W  -  4000 K  303114

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  2x40 W   002076

423
1 30

148 75

139
139

278
9078

75

139
139

278
9078

423
130

148

NIKKO+45 NIKKO+45 
/G

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  NIKKO+45

Wall, ceiling, bracket and post mounted luminaire for 
indoor and outdoor lighting, comprising:
¬ Die-cast painted aluminium housing, ring and screens
¬ Pressed glass diffuser, white painted inside, secured 

with the ring
¬ Reflector and components bracket made of 

aluminium

¬ Foam silicone gasket
¬ Stainless steel locking screws
¬ DA versions are dual power switch versions, designed 

with two drivers arranged in parallel. Requires two 
separate lines

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

NIKKO+45 LED DA IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 15 W I - 80 4000 ü S/EW - 1540 lm 1013 lm 80 10 50000 h 303115
LED 15 W I - 80 3000 ü S/EW - 1086 lm 843 lm 80 10 50000 h 303103
LED 15 W I - 80 4000 ü S/EW - 1540 lm 1013 lm 80 10 50000 h 303116
LED 15 W I - 80 3000 ü S/EW - 1086 lm 843 lm 80 10 50000 h 303104
LED 15 W I - 80 4000 ü S/EW - 1540 lm 1013 lm 80 10 50000 h 303114
LED 15 W I - 80 3000 ü S/EW - 1086 lm 843 lm 80 10 50000 h 303102

NIKKO+45 IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 2x40 W I ü - - - S/EW - - - - - - 002076
E27 2x40 W I ü - - - S/EW - - - - - - 002077
E27 2x40 W I ü - - - S/EW - - - - - - 002075

313



 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  15 W  -  4000 K  303118

 

80 cd/klm80 cd/klm80 cd/klm80 cd/klm80 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  2x40 W   002097
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9
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9

70

14
9

70
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1
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1
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281
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1
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000445 
000446 

000448 
000449 
000450 

000452 
000453 
000454 
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16
1

70

209

42
4

000440 
000441 
000442 

NIKKO+45/G LED DA IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 15 W I - 80 4000 ü S/EW - 1540 lm 766 lm 80 10 50000 h 303119
LED 15 W I - 80 3000 ü S/EW - 1086 lm 641 lm 80 10 50000 h 303107
LED 15 W I - 80 4000 ü S/EW - 1540 lm 766 lm 80 10 50000 h 303120
LED 15 W I - 80 3000 ü S/EW - 1086 lm 641 lm 80 10 50000 h 303108
LED 15 W I - 80 4000 ü S/EW - 1540 lm 766 lm 80 10 50000 h 303118
LED 15 W I - 80 3000 ü S/EW - 1086 lm 641 lm 80 10 50000 h 303106

NIKKO+45/G IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 2x40 W I ü - - - S/EW - - - - - - 002097
E27 2x40 W I ü - - - S/EW - - - - - - 002098
E27 2x40 W I ü - - - S/EW - - - - - - 002095

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

NIKKO+45

Wall bracket 45 000440

Wall bracket 45 000441

Wall bracket 45 000442

Post 45 H410 000444

Post 45 H410 000445

Post 45 H410 000446

Post 45 H800 000448

Post 45 H800 000449

Post 45 H800 000450

Post 45 H1200 000452

Post 45 H1200 000453

Post 45 H1200 000454

Bracket suitable for single or twin (back to back) luminaire mounting, comprising:
¬  Support in painted extruded aluminium
¬  Wall mounting bracket with simple fix installation system, in painted die-cast 

aluminium

Post comprising:
¬  Painted extruded aluminium post, suitable for single or twin (back to back) 

luminaire mounting.
¬  Painted die-cast aluminium base plate
¬  Die-cast aluminium junction box with a 4-pole 4 mm² terminal suitable for loop 

in wiring connection.

Complete unit
1A+1B = please order 2 codes
2A+1B = please order 3 codes

COMPONENTS
A luminaire
B bracket

Complete unit
1A+1B = please order 2 codes
2A+1B = please order 3 codes

COMPONENTS
A luminaire
B pole
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NIKKO
design by ROBERTO FIORATO
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100 cd/klm100 cd/klm100 cd/klm100 cd/klm100 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x60 W   001472

 

75 cd/klm75 cd/klm75 cd/klm75 cd/klm75 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x60 W   001475

 

90 cd/klm90 cd/klm90 cd/klm90 cd/klm90 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  1x60 W   001478

NIKKO NIKKO 
/G

NIKKO 
VISA

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  NIKKO

Series of wall and ceiling mounting luminaires for indoor 
and outdoor use, comprising:
¬ Technopolymer housing, trim, guard, VISA screen and 

reflector
¬ Pressed glass diffuser with internal pattern, inner white 

painted
¬ Aluminium reflector for incandescent versions
¬ EPDM gasket
¬ Stainless steel locking screws

NIKKO IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x60 W II ü - - S/EW - 001473
E27 1x60 W II ü - - S/EW - o 001472
E27 1x60 W II ü - - S/EW - 001471

NIKKO/G IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x60 W II ü - - S/EW - 001476
E27 1x60 W II ü - - S/EW - o 001475
E27 1x60 W II ü - - S/EW - 001474

NIKKO VISA IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x60 W II ü - - A/EW - 001479
E27 1x60 W II ü - - A/EW - o 001478
E27 1x60 W II ü - - A/EW - 001477

  GR-94 / Metallic grey / Textured
o  BK-81 / Black / Textured

  IVORY-10 / Ivory / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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EKO+21/26
design by ROBERTO FIORATO
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EKO+ 
21 LED

EKO+ 
26

EKO+ 
21/G

EKO+ 
26/G

EKO+ 
21 GRILL

Series of wall and ceiling mounted luminaire for indoor 
and outdoor, in two sizes, comprising:
¬ Die-cast painted aluminium housing, ring and screens
¬ Pressed glass diffuser, white painted inside
¬ Diffuser stays securely hinged to the frame
¬ Aluminium reflector for incandescent versions
¬ EPDM gasket
¬ Stainless steel locking screws
¬ No through wiring
¬ Hyper-frequency (HF) sensor operating at a frequency 

of 5.8 Ghz+/- 75 Mhz
¬ Fully adjustable daylight sensor (5-1000 lux), timing 

sensor (10-300 s) and sensitivity sensor (20-100%)
¬ Widest detection field up to 8 meters

¬ The integrated protection module inside the sensor 
allows the installation of more than one luminaire 
in the same room without the risk of reciprocal 
interference

¬ Maximum switchable load 400 W for incandescent 
lamps or 200 W for fluorescent lamps

¬ Tilting LED board for easy wiring during installation
¬ Supplied with SMD self-heat dissipating power LED 

metal core board: FUTURE-PROOF™
¬ All versions are available with polycarbonate diffuser 

IK10 on request
¬ Also available in oval

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  11 W  -  4000 K  303477

 

80 cd/klm80 cd/klm80 cd/klm80 cd/klm80 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x60 W   302044

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  16 W  -  4000 K  302632

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x60 W   302035

 

90 cd/klm90 cd/klm90 cd/klm90 cd/klm90 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  1x40 W   302053

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x100 W   302062

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  18 W  -  4000 K  303637

OUTDOOR  |  GENERAL OUTDOOR  |  WALL AND CEILING MOUNTED  |  EKO+21/26

EKO+21 LED IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 11 W I - 80 4000 ü S/EW - 1281 lm 734 lm 80 10 50000 h 303476
LED 11 W I - 80 3000 ü S/EW - 1214 lm 701 lm 80 10 50000 h 303478
LED 11 W I - 80 4000 ü S/EW - 1281 lm 734 lm 80 10 50000 h 303477
LED 11 W I - 80 3000 ü S/EW - 1214 lm 701 lm 80 10 50000 h 303479

EKO+21 IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x60 W I - - - - S/EW - - - - - - 302035
E27 1x60 W I - - - - S/EW - - - - - - 302036
E27 1x60 W I - - - - S/EW - - - - - - 302034

EKO+21/G IK10 20J xx9
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x60 W I - - - - S/EW - - - - - - 302044
E27 1x60 W I - - - - S/EW - - - - - - 302045
E27 1x60 W I - - - - S/EW - - - - - - 302043

EKO+21 GRILL IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x40 W I - - - - A/EW - - - - - - 302053
E27 1x40 W I - - - - A/EW - - - - - - 302054
E27 1x40 W I - - - - A/EW - - - - - - 302052

EKO+26 LED IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 16 W I - 80 4000 ü S/EW - 2447 lm 1245 lm 80 10 50000 h 302631
LED 16 W I - 80 3000 ü S/EW - 2226 lm 1161 lm 80 10 50000 h 302633
LED 16 W I - 80 4000 ü S/EW - 2447 lm 1245 lm 80 10 50000 h 302632
LED 16 W I - 80 3000 ü S/EW - 2226 lm 1161 lm 80 10 50000 h 302634

EKO+26 IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x100 W I - - - - S/EW - - - - - - 302062
E27 1x100 W I - - - - S/EW - - - - - - 302063
E27 1x100 W I - - - - S/EW - - - - - - 302061

EKO+26 LED DETEK HF IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 18 W I - 80 4000 ü S/EW - 2447 lm 1245 lm 80 10 50000 h 303638
LED 18 W I - 80 3000 ü S/EW - 2226 lm 1161 lm 80 10 50000 h 303636
LED 18 W I - 80 4000 ü S/EW - 2447 lm 1245 lm 80 10 50000 h 303637
LED 18 W I - 80 3000 ü S/EW - 2226 lm 1161 lm 80 10 50000 h 303635
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310312

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x100 W   302074

 

 

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

EKO 21/26
Diffuser PC Eko 26 310312

EKO+26 DETEK HF IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x21 W I - - - - S/EW - - - - - - 302293
E27 1x21 W I - - - - S/EW - - - - - - 302294
E27 1x21 W I - - - - S/EW - - - - - - 302292

EKO+26/G IK10 20J xx9
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x100 W I - - - - S/EW - - - - - - 302074
E27 1x100 W I - - - - S/EW - - - - - - 302075
E27 1x100 W I - - - - S/EW - - - - - - 302073

EKO+26/G DETEK HF IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x21 W I - - - - S/EW - - - - - - 302299
E27 1x21 W I - - - - S/EW - - - - - - 302300
E27 1x21 W I - - - - S/EW - - - - - - 302298
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EKO+19
design by ROBERTO FIORATO
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EKO+ 19 EKO+ 19 
/G

EKO+ 19 
GRILL

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  EKO+19

Wall and ceiling mounting luminaire for indoor and 
outdoor, comprising:
¬ Die-cast painted aluminium housing, ring and screens
¬ Diffuser stays securely hinged to the frame
¬ Pressed glass diffuser, white painted inside
¬ Aluminium reflector for incandescent versions
¬ EPDM gasket

¬ Stainless steel locking screws
¬ No through wiring
¬ All versions are available with polycarbonate diffuser 

IK10 on request
¬ Also available in round shape

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  10 W  -  4000 K  301381

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x60 W   302011

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  10 W  -  4000 K  301643

 

75 cd/klm75 cd/klm75 cd/klm75 cd/klm75 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x60 W   302017

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  10 W  -  4000 K  301649

 

90 cd/klm90 cd/klm90 cd/klm90 cd/klm90 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  1x60 W   302023

EKO+19 LED IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 10 W I - 80 4000 - S/EW - 738 lm 508 lm 80 10 50000 h 301382
LED 10 W I - 80 3000 - S/EW - 672 lm 479 lm 80 10 50000 h 3013826
LED 10 W I - 80 4000 - S/EW - 738 lm 508 lm 80 10 50000 h 301383
LED 10 W I - 80 3000 - S/EW - 672 lm 479 lm 80 10 50000 h 3013836
LED 10 W I - 80 4000 - S/EW - 738 lm 508 lm 80 10 50000 h 301381
LED 10 W I - 80 3000 - S/EW - 672 lm 479 lm 80 10 50000 h 3013816

EKO+19 IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x60 W I - - - - S/EW - - - - - - 302011
E27 1x60 W I - - - - S/EW - - - - - - 302012
E27 1x60 W I - - - - S/EW - - - - - - 302010

EKO+19/G LED IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 10 W I - 80 4000 - S/EW - 738 lm 235 lm 80 10 50000 h 301644
LED 10 W I - 80 3000 - S/EW - 672 lm 229 lm 80 10 50000 h 3016446
LED 10 W I - 80 4000 - S/EW - 738 lm 235 lm 80 10 50000 h 301645
LED 10 W I - 80 3000 - S/EW - 672 lm 229 lm 80 10 50000 h 3016456
LED 10 W I - 80 4000 - S/EW - 738 lm 235 lm 80 10 50000 h 301643
LED 10 W I - 80 3000 - S/EW - 672 lm 229 lm 80 10 50000 h 3016436

EKO+19/G IK10 20J xx9
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x60 W I - - - - S/EW - - - - - - 302017
E27 1x60 W I - - - - S/EW - - - - - - 302018
E27 1x60 W I - - - - S/EW - - - - - - 302016

EKO+19 GRILL LED IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 10 W I - 80 4000 - A/EW - 738 lm 248 lm 80 10 50000 h 301650
LED 10 W I - 80 3000 - A/EW - 672 lm 241 lm 80 10 50000 h 3016506
LED 10 W I - 80 4000 - A/EW - 738 lm 248 lm 80 10 50000 h 301651
LED 10 W I - 80 3000 - A/EW - 672 lm 241 lm 80 10 50000 h 3016516
LED 10 W I - 80 4000 - A/EW - 738 lm 248 lm 80 10 50000 h 301649
LED 10 W I - 80 3000 - A/EW - 672 lm 241 lm 80 10 50000 h 3016496

EKO+19 GRILL IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x60 W I - - - - A/EW - - - - - - 302023
E27 1x60 W I - - - - A/EW - - - - - - 302024
E27 1x60 W I - - - - A/EW - - - - - - 302022
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EKO 21/26
design by ROBERTO FIORATO
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EKO 
21

EKO 
26

EKO 
GRILL

EKO 
21/G

EKO 
26 DETEK

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  EKO 21/26

Series of wall and ceiling mounted luminaire for indoor 
and outdoor, in two sizes, comprising:
¬ Technopolymer housing, trim, screen or grid
¬ Pressed glass diffuser, white painted inside
¬ Aluminium reflector for incandescent versions
¬ Stainless steel locking screws
¬ All versions are available with polycarbonate diffuser 

IK10 on request

¬ Anti-tamper kit available as an accessory
¬ 960° PC versions available on request
¬ Also available in oval
¬ Supplied with SMD self-heat dissipating power LED 

metal core board: FUTURE-PROOF™&#x0D;
¬ Photometric data measure according to UNI EN 13032-

4 and IES LM-79-08   AN-40 / Anthracite / Glossy
  BK-81 / Black / Textured
  WH-87 / White / Textured
  SL-10 / Silver / Glossy

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x15 W   300455

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  1x15 W   300485

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x15 W   300470

 

200 cd/klm200 cd/klm200 cd/klm200 cd/klm200 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x23 W   300335

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x23 W   300355

310311 310312 310176
310177

EKO 21 IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
11,5 W I - 80 4000 ü S/EW - 1281 lm 1086 lm 80 10 60000 h 3100217
11,5 W I - 80 3000 ü S/EW - 1214 lm 1029 lm 80 10 60000 h 3100216
11,5 W I - 80 4000 ü S/EW - 1281 lm 1086 lm 80 10 60000 h 3100211
11,5 W I - 80 3000 ü S/EW - 1214 lm 1029 lm 80 10 60000 h 3100210

1x15 W II - - - - S/EW - - - - - - 300458
1x15 W II - - - - S/EW - - - - - - 300455
1x15 W II - - - - S/EW - - - - - - 300454
1x15 W II - - - - S/EW - - - - - - 300457

EKO 21/G IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

1x15 W II - - - - S/EW - - - - - - 300473
1x15 W II - - - - S/EW - - - - - - 300470
1x15 W II - - - - S/EW - - - - - - 300469
1x15 W II - - - - S/EW - - - - - - 300472

EKO 21 GRILL IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
11,5 W I - 80 4000 ü A/EW - 1281 lm 756 lm 80 10 60000 h 3100225
11,5 W I - 80 3000 ü A/EW - 1214 lm 716 lm 80 10 60000 h 3100224
11,5 W I - 80 4000 ü A/EW - 1281 lm 756 lm 80 10 60000 h 3100219
11,5 W I - 80 3000 ü A/EW - 1214 lm 716 lm 80 10 60000 h 3100218

1x15 W II - - - - A/EW - - - - - - 300488
1x15 W II - - - - A/EW - - - - - - 300485
1x15 W II - - - - A/EW - - - - - - 300484
1x15 W II - - - - A/EW - - - - - - 300487

EKO 26 IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
16,5 W I - 80 4000 ü S/EW - 2447 lm 1234 lm 80 10 60000 h 3100233
16,5 W I - 80 3000 ü S/EW - 2226 lm 1181 lm 80 10 60000 h 3100232
16,5 W I - 80 4000 ü S/EW - 2447 lm 1234 lm 80 10 60000 h 3100227
16,5 W I - 80 3000 ü S/EW - 2226 lm 1181 lm 80 10 60000 h 3100226

1x23 W II - - - - S/EW - - - - - - 300338
1x23 W II - - - - S/EW - - - - - - 300335
1x23 W II - - - - S/EW - - - - - - 300334
1x23 W II - - - - S/EW - - - - - - 300337

EKO 26/G IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

1x23 W II - - - - S/EW - - - - - - 300358
1x23 W II - - - - S/EW - - - - - - 300355
1x23 W II - - - - S/EW - - - - - - 300354
1x23 W II - - - - S/EW - - - - - - 300357

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

EKO 21/26
Diffuser PC Eko 21 310311

Diffuser PC Eko 26 310312

Anti-tamper 310176

Anti-tamper 310177
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EKO 19
design by ROBERTO FIORATO
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EKO 19 
/G

EKO 19 EKO 19 
GRILL

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  EKO 19

Wall and ceiling mounting luminaire for indoor and 
outdoor, comprising:
¬ Housing, ring and screens (/G, GRILL, SPLIT)in 

technopolymer
¬ Pressed glass diffuser, white painted inside
¬ Aluminium reflector for incandescent versions
¬ Stainless steel locking screws
¬ Anti-tamper kit available as an accessory

¬ All versions are available with polycarbonate diffuser 
IK10 on request

¬ Also available in round shape
¬ Supplied with SMD self-heat dissipating power LED 

metal core board: FUTURE-PROOF™&#x0D;
¬ Photometric data measure according to UNI EN 13032-

4 and IES LM-79-08   AN-40 / Anthracite / Glossy
  BK-81 / Black / Textured
  WH-87 / White / Textured
  SL-10 / Silver / Glossy

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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310310 310176
310177

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x15 W   300255

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  1x15 W   300275

 

100 cd/klm100 cd/klm100 cd/klm100 cd/klm100 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x15 W   300265

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

EKO 19
Diffuser pc Eko 19 310310

Anti-tamper 310176

Anti-tamper 310177

EKO 19 IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
6,5 W I - 80 4000 ü S/EW - 930 lm 649 lm 80 10 60000 h 3100201
6,5 W I - 80 3000 ü S/EW - 868 lm 609 lm 80 10 60000 h 3100200
6,5 W I - 80 4000 ü S/EW - 930 lm 649 lm 80 10 60000 h 3100195
6,5 W I - 80 3000 ü S/EW - 868 lm 609 lm 80 10 60000 h 3100194

1x15 W II - - - - S/EW - - - - - - 300258
1x15 W II - - - - S/EW - - - - - - 300255
1x15 W II - - - - S/EW - - - - - - 300254
1x15 W II - - - - S/EW - - - - - - 300257

EKO 19/G IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

1x15 W II - - - - S/EW - - - - - - 300268
1x15 W II - - - - S/EW - - - - - - 300265
1x15 W II - - - - S/EW - - - - - - 300264
1x15 W II - - - - S/EW - - - - - - 300267

EKO 19 GRILL IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
6,5 W I - 80 4000 ü A/EW - 930 lm 460 lm 80 10 60000 h 3100209
6,5 W I - 80 3000 ü A/EW - 868 lm 432 lm 80 10 60000 h 3100208
6,5 W I - 80 4000 ü A/EW - 930 lm 460 lm 80 10 60000 h 3100203
6,5 W I - 80 3000 ü A/EW - 868 lm 432 lm 80 10 60000 h 3100202

1x15 W II - - - - A/EW - - - - - - 300278
1x15 W II - - - - A/EW - - - - - - 300275
1x15 W II - - - - A/EW - - - - - - 300274
1x15 W II - - - - A/EW - - - - - - 300277
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CHIP TONDO
design by ROBERTO FIORATO

       
  

248 121

78

84

30 84

Ø 15

84

8430

98

288 140

Ø 15

248 127

78

84

30 84

Ø 15

84

8430

98

288 146

Ø 15

CHIP TONDO 
25

CHIP TONDO 
30

CHIP TONDO 
25 GRILL

CHIP TONDO 
30 GRILL

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  CHIP TONDO

Series of wall, ceiling and post mounted luminaires in two 
dimensions for indoor and outdoor lighting, comprising:
¬ Technopolymer housing, trim or screen
¬ Pressed glass diffuser, white painted inside
¬ Aluminium reflector for incandescent versions
¬ Technopolymer reflector for fluorescent versions
¬ Silicone gasket

¬ Side entry for 20 mm conduits (drill out holes in 
housing)

¬ Stainless steel screws (security screws available upon 
request)

¬ 960° PC versions available on request
¬ Also available in oval

  GR-94 / Metallic grey / Textured
o  BK-81 / Black / Textured

  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  11,5 W  -  4000 K  3100160

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  11,5 W  -  4000 K  3100166

 

250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  16,5 W  -  4000 K  3100172

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x21 W   005742

 

100 cd/klm100 cd/klm100 cd/klm100 cd/klm100 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A/EW  -  1x21 W   005747

CHIP TONDO 25 LED IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 11,5 W I - 80 4000 ü S/EW - 1281 lm 712 lm 80 10 60000 h 3100162
LED 11,5 W I - 80 3000 ü S/EW - 1214 lm 690 lm 80 10 60000 h 3100161
LED 11,5 W I - 80 4000 ü S/EW - 1281 lm 712 lm 80 10 60000 h o 3100164
LED 11,5 W I - 80 3000 ü S/EW - 1214 lm 690 lm 80 10 60000 h o 3100163
LED 11,5 W I - 80 4000 ü S/EW - 1281 lm 712 lm 80 10 60000 h 3100160
LED 11,5 W I - 80 3000 ü S/EW - 1214 lm 690 lm 80 10 60000 h 3100159

CHIP TONDO 25 IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Fluorescent- electronic ballast
G24q-2 1x18 W II - - 2700 ü S/EW - - - - - - 055744
G24q-2 1x18 W II - - 2700 ü S/EW - - - - - - o 055742
G24q-2 1x18 W II - - 2700 ü S/EW - - - - - - 055740

E27 1x21 W II ü - - - S/EW - - - - - - 005744
E27 1x21 W II ü - - - S/EW - - - - - - o 005742
E27 1x21 W II ü - - - S/EW - - - - - - 005740

CHIP TONDO 25 LED GRILL IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 11,5 W I - 80 4000 ü A/EW - 1281 lm 512 lm 80 10 60000 h 3100168
LED 11,5 W I - 80 3000 ü A/EW - 1214 lm 486 lm 80 10 60000 h 3100167
LED 11,5 W I - 80 4000 ü A/EW - 1281 lm 512 lm 80 10 60000 h o 3100170
LED 11,5 W I - 80 3000 ü A/EW - 1214 lm 486 lm 80 10 60000 h o 3100169
LED 11,5 W I - 80 4000 ü A/EW - 1281 lm 512 lm 80 10 60000 h 3100166
LED 11,5 W I - 80 3000 ü A/EW - 1214 lm 486 lm 80 10 60000 h 3100165

CHIP TONDO 25 GRILL IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Fluorescent- electronic ballast
G24q-2 1x18 W II - - 2700 ü A/EW - - - - - - o 055747
G24q-2 1x18 W II - - 2700 ü A/EW - - - - - - 055746

E27 1x21 W II ü - - - A/EW - - - - - - 005748
E27 1x21 W II ü - - - A/EW - - - - - - o 005747
E27 1x21 W II ü - - - A/EW - - - - - - 005746

CHIP TONDO 30 LED IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 16,5 W I - 80 4000 ü S/EW - 2447 lm 1305 lm 80 10 60000 h 3100174
LED 16,5 W I - 80 3000 ü S/EW - 2226 lm 1229 lm 80 10 60000 h 3100173
LED 16,5 W I - 80 4000 ü S/EW - 2447 lm 1305 lm 80 10 60000 h o 3100176
LED 16,5 W I - 80 3000 ü S/EW - 2226 lm 1229 lm 80 10 60000 h o 3100175
LED 16,5 W I - 80 4000 ü S/EW - 2447 lm 1305 lm 80 10 60000 h 3100172
LED 16,5 W I - 80 3000 ü S/EW - 2226 lm 1229 lm 80 10 60000 h 3100171
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300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  16,5 W  -  4000 K  3100178

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x30 W   005828

ø 248

ø 270

165 295

89
4

120°

120°

11
0

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x30 W   005823

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  CHIP TONDO

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

CHIP TONDO

Double Post o 000500

Double Post 000501

CHIP TONDO 30 IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Fluorescent- electronic ballast
G24q-2 1x18 W II - - 2700 ü S/EW - - - - - - 055837
G24q-2 1x18 W II - - 2700 ü S/EW - - - - - - o 055835
G24q-2 1x18 W II - - 2700 ü S/EW - - - - - - 055833

E27 1x30 W II ü - - - S/EW - - - - - - 005825
E27 1x30 W II ü - - - S/EW - - - - - - o 005823
E27 1x30 W II ü - - - S/EW - - - - - - 005821

CHIP TONDO 30 LED GRILL IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 16,5 W I - 80 4000 ü A/EW - 2447 lm 905 lm 80 10 60000 h 3100180
LED 16,5 W I - 80 3000 ü A/EW - 2226 lm 852 lm 80 10 60000 h 3100179
LED 16,5 W I - 80 4000 ü A/EW - 2447 lm 905 lm 80 10 60000 h o 3100182
LED 16,5 W I - 80 3000 ü A/EW - 2226 lm 852 lm 80 10 60000 h o 3100181
LED 16,5 W I - 80 4000 ü A/EW - 2447 lm 905 lm 80 10 60000 h 3100178
LED 16,5 W I - 80 3000 ü A/EW - 2226 lm 852 lm 80 10 60000 h 3100177

CHIP TONDO 30 GRILL IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Fluorescent- electronic ballast
G24q-2 1x18 W II - - 2700 ü A/EW - - - - - - 055841
G24q-2 1x18 W II - - 2700 ü A/EW - - - - - - o 055840
G24q-2 1x18 W II - - 2700 ü A/EW - - - - - - 055839

E27 1x30 W II ü - - - S/EW - - - - - - 005829
E27 1x30 W II ü - - - S/EW - - - - - - o 005828
E27 1x30 W II ü - - - S/EW - - - - - - 005827

Complete unit
1A+1B = please order 2 codes
2A+1B = please order 3 codes

COMPONENTS
A luminaire
B pole

327

A

B

A



CHIP OVALE
design by ROBERTO FIORATO

       
  

33 84

84

69

260 121

15
7

Ø 15

310

95

140

84

33
18

4

84

Ø 15

30 84

84

69

260 123

15
7

Ø 15

310

95

143

84

33
18

4

84

Ø 15

CHIP OVALE 
30

CHIP OVALE 
25 GRILL

CHIP OVALE 
25

CHIP OVALE 
30 GRILL

Series of ceiling, wall, bracket and post mounted 
luminaires for indoor and outdoor, in two sizes, 
comprising:
¬ Technopolymer housing, trim or screen
¬ Pressed glass diffuser, white painted inside
¬ Aluminium reflector for incandescent versions
¬ Silicone gasket

¬ Stainless steel screws (security screws available upon 
request)

¬ Side entry for 20 mm conduits (drill out holes in 
housing)

¬ Also available in round shape
¬ 960° codes are available for french market only

  GR-94 / Metallic grey / Textured
o  BK-81 / Black / Textured

  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  6,5 W  -  4000 K  3100136

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  6,5 W  -  4000 K  3100142

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x21 W   005702

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A/EW  -  1x21 W   005707

 

250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  11,5 W  -  4000 K  3100148

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x30 W   005782

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  CHIP OVALE

CHIP OVALE 25 LED IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 6,5 W I - 80 4000 ü S/EW - 930 lm 485 lm 80 10 60000 h 3100138
LED 6,5 W I - 80 3000 ü S/EW - 868 lm 455 lm 80 10 60000 h 3100137
LED 6,5 W I - 80 4000 ü S/EW - 930 lm 485 lm 80 10 60000 h o 3100140
LED 6,5 W I - 80 3000 ü S/EW - 868 lm 455 lm 80 10 60000 h o 3100139
LED 6,5 W I - 80 4000 ü S/EW - 930 lm 485 lm 80 10 60000 h 3100136
LED 6,5 W I - 80 3000 ü S/EW - 868 lm 455 lm 80 10 60000 h 3100135

CHIP OVALE 25 IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x21 W II ü - - - S/EW - - - - - - 005704
E27 1x21 W II ü - - - S/EW - - - - - - o 005702
E27 1x21 W II ü - - - S/EW - - - - - - 005700

CHIP OVALE 25 LED GRILL IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 6,5 W I - 80 4000 ü A/EW - 930 lm 354 lm 80 10 60000 h 3100144
LED 6,5 W I - 80 3000 ü A/EW - 868 lm 332 lm 80 10 60000 h 3100143
LED 6,5 W I - 80 4000 ü A/EW - 930 lm 354 lm 80 10 60000 h o 3100146
LED 6,5 W I - 80 3000 ü A/EW - 868 lm 332 lm 80 10 60000 h o 3100145
LED 6,5 W I - 80 4000 ü A/EW - 930 lm 354 lm 80 10 60000 h 3100142
LED 6,5 W I - 80 3000 ü A/EW - 868 lm 332 lm 80 10 60000 h 3100141

CHIP OVALE 25 GRILL IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x21 W II ü - - - A/EW - - - - - - 005708
E27 1x21 W II ü - - - A/EW - - - - - - o 005707
E27 1x21 W II ü - - - A/EW - - - - - - 005706

CHIP OVALE 30 LED IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 11,5 W I - 80 4000 ü S/EW - 1860 lm 1059 lm 80 10 60000 h 3100150
LED 11,5 W I - 80 3000 ü S/EW - 1736 lm 994 lm 80 10 60000 h 3100149
LED 11,5 W I - 80 4000 ü S/EW - 1860 lm 1059 lm 80 10 60000 h o 3100152
LED 11,5 W I - 80 3000 ü S/EW - 1736 lm 994 lm 80 10 60000 h o 3100151
LED 11,5 W I - 80 4000 ü S/EW - 1860 lm 1059 lm 80 10 60000 h 3100148
LED 11,5 W I - 80 3000 ü S/EW - 1736 lm 994 lm 80 10 60000 h 3100147

CHIP OVALE 30 IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x30 W II ü - - - S/EW - - - - - - 005784
E27 1x30 W II ü - - - S/EW - - - - - - o 005782
E27 1x30 W II ü - - - S/EW - - - - - - 005780
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300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  11,5 W  -  4000 K  3100154

 

90 cd/klm90 cd/klm90 cd/klm90 cd/klm90 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A/EW  -  1x30 W   005787
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CHIP OVALE 30 LED GRILL IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 11,5 W I - 80 4000 ü A/EW - 1860 lm 766 lm 80 10 60000 h 3100156
LED 11,5 W I - 80 3000 ü A/EW - 1736 lm 718 lm 80 10 60000 h 3100155
LED 11,5 W I - 80 4000 ü A/EW - 1860 lm 766 lm 80 10 60000 h o 3100158
LED 11,5 W I - 80 3000 ü A/EW - 1736 lm 718 lm 80 10 60000 h o 3100157
LED 11,5 W I - 80 4000 ü A/EW - 1860 lm 766 lm 80 10 60000 h 3100154
LED 11,5 W I - 80 3000 ü A/EW - 1736 lm 718 lm 80 10 60000 h 3100153

CHIP OVALE 30 GRILL IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x30 W II ü - - - A/EW - - - - - - 005788
E27 1x30 W II ü - - - A/EW - - - - - - o 005787
E27 1x30 W II ü - - - A/EW - - - - - - 005786

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

CHIP OVALE

Corner bracket (vertical mount) o 000790

Corner bracket(angled mount) o 000792

Angled bracket 40° 000503

Angled bracket 40° o 000502

Angled bracket for 42 mm post o 000800

Angled bracket for Ø 60 mm post o 000802

Twin angled bracket for 60 mm post o 000810

Post M1 000997

Post M1 o 000996

Post M2 000999

Post M2 o 000998

CHIP OVALE 25 Brackets 
Technopolymer range of accessories suitable for wall and post mounting the Chip 
Ovale 25 only.
Suitable for single or twin (back to back) luminaire mounting either vertically or on 
a 40° angled position. To ensure correct drainage a 6mm hole should be drilled on 
the lower part of the trim (please refer to installation and maintenance instruction 
sheet).
The accessories for post mount are suitable for either standard Ø 60 mm posts or Ø 
42 mm posts.

M1/M2 Post CHIP OVALE 25
Mini M1/M2 Post
¬  Post made of painted extruded aluminium suitable for single or twin (back to 

back) luminaire mounting
¬  Technopolymer brackets
¬  Self-extinguishing technopolymer junction box with 4-pole 16 mm² terminal.

Complete unit
1A+1B = please order 2 codes
2A+1B = please order 3 codes

COMPONENTS
A luminaire
B pole

Complete unit
1A+1B = please order 2 codes

COMPONENTS
A luminaire
B bracket
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DROP 22/28
design by ROBERTO FIORATO

       
   

 

300 cd/klm300 cd/klm300 cd/klm300 cd/klm300 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  11 W  -  4000 K  303066

 

40 cd/klm40 cd/klm40 cd/klm40 cd/klm40 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x60 W   004961

DROP 
22 

DROP 
28 

OUTDOOR  |  GENERAL OUTDOOR  |  WALL AND CEILING MOUNTED  |  DROP 22/28

Series of wall and ceiling mounted luminaire for indoor 
and outdoor, in two sizes, comprising:
¬ Technopolymer housing
¬ Pressed steel oxide free detensioned hi-transmittance 

glass
¬ Aluminium reflector
¬ Foam silicone gasket
¬ Chromed steel spring locks to secure diffuser to the 

housing
¬ Class II - double insulation for incandescent lamp 

versions
¬ Tool free opening and closing of the diffuser
¬ Hyper-frequency (HF) sensor operating at a frequency 

of 5.8 Ghz+/- 75 Mhz
¬ The integrated protection module inside the sensor 

allows the installation of more than one luminaire 
in the same room without the risk of reciprocal 
interference

¬ Widest detection field up to 8 meters
¬ Side entry for 20 mm conduits (drill out holes in 

housing)
¬ Self-adhesive signs available
¬ Supplied with SMD self-heat dissipating power LED 

metal core board: FUTURE-PROOF™

DROP 22 LED IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 11 W II - 80 4000 ü S/EW - 1281 lm 816 lm 80 10 50000 h 303473
LED 11 W II - 80 3000 ü S/EW - 1214 lm 758 lm 80 10 50000 h 303472
LED 11 W II - 80 4000 ü S/EW - 1281 lm 816 lm 80 10 50000 h 303475
LED 11 W II - 80 3000 ü S/EW - 1214 lm 758 lm 80 10 50000 h 303474
LED 11 W II - 80 4000 ü S/EW - 1281 lm 816 lm 80 10 50000 h 303066
LED 11 W II - 80 3000 ü S/EW - 1214 lm 758 lm 80 10 50000 h 303065

DROP 22 IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x60 W II ü - - - S/EW - - - - - - 004962
E27 1x60 W II ü - - - S/EW - - - - - - 004960
E27 1x60 W II ü - - - S/EW - - - - - - 004961

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  16 W  -  4000 K  303064

 

40 cd/klm40 cd/klm40 cd/klm40 cd/klm40 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x100 W   004970

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  18 W  -  4000 K  303632

008342 008343 008344 008345

008346 008347 008350 008351

008352 008353 008354 008355

008356 008357

DROP 28 LED IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 16 W II - 80 4000 ü S/EW - 2447 lm 1382 lm 80 10 50000 h 303469
LED 16 W II - 80 3000 ü S/EW - 2226 lm 1336 lm 80 10 50000 h 303468
LED 16 W II - 80 4000 ü S/EW - 2447 lm 1382 lm 80 10 50000 h 303471
LED 16 W II - 80 3000 ü S/EW - 2226 lm 1336 lm 80 10 50000 h 303470
LED 16 W II - 80 4000 ü S/EW - 2447 lm 1382 lm 80 10 50000 h 303064
LED 16 W II - 80 3000 ü S/EW - 2226 lm 1336 lm 80 10 50000 h 303063

DROP 28 LED HF IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 18 W II - 80 4000 ü S/EW - 2447 lm 1382 lm 80 10 50000 h 303633
LED 18 W II - 80 3000 ü S/EW - 2226 lm 1336 lm 80 10 50000 h 303630
LED 18 W II - 80 4000 ü S/EW - 2447 lm 1382 lm 80 10 50000 h 303634
LED 18 W II - 80 3000 ü S/EW - 2226 lm 1336 lm 80 10 50000 h 303631
LED 18 W II - 80 4000 ü S/EW - 2447 lm 1382 lm 80 10 50000 h 303632
LED 18 W II - 80 3000 ü S/EW - 2226 lm 1336 lm 80 10 50000 h 303629

DROP 28 IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x100 W II ü - - - S/EW - - - - - - 004972
E27 1x100 W II ü - - - S/EW - - - - - - 004970
E27 1x100 W II ü - - - S/EW - - - - - - 004951

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

DROP 22
Arrow 008342

Extinguisher 008343

Man 008344

Woman 008345

Disabled 008346

Toilet 008347

DROP 28
Right 008350

Left 008351

Up/Right 008352

Up/Left 008353

Down/Right 008354

Down/Left 008355

Arrow 008356

Exit 008357
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DROP 20/25
design by ROBERTO FIORATO

       
  

ø 215 ø 105

ø 15

67÷120

73

ø 265 105

ø 15

67÷90

93

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  1x60 W   005000

 

200 cd/klm200 cd/klm200 cd/klm200 cd/klm200 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  1x100 W   005010

DROP 
20 

DROP 
25 

OUTDOOR  |  GENERAL OUTDOOR  |  WALL AND CEILING MOUNTED  |  DROP 20/25

Series of wall and ceiling mounted luminaire for indoor 
and outdoor, in two sizes, comprising:
¬ Technopolymer housing
¬ Pressed glass diffuser with internal pattern, white 

painted internally
¬ Aluminium reflector (incandescent version only)

¬ Class II - double insulation for incandescent lamp 
versions

¬ Easy opening diffuser
¬ Side cable entry

DROP 20 IK08 5J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x60 W II ü - - S/EW - 005000

DROP 25 IK08 5J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Fluorescent-magnetic ballast
G23 2x9 W I - - ü S/EW - 005013

E27 1x100 W II ü - - S/EW - 005010

  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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AURA
design by ROBERTO FIORATO

       
 

82

22

67
÷9

0

67÷90
ø 15

Ø 280 107

67
÷9

0

126 

67÷90

ø 15

137Ø 380

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x75 W   001081

 

200 cd/klm200 cd/klm200 cd/klm200 cd/klm200 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  2x60 W   001112

AURA 
28 

AURA 
38 

Series of wall and ceiling mounting luminaires for indoor 
and outdoor use, comprising:
¬ Self-extinguishing technopolymer housing and trim
¬ Pressed glass diffuser, white painted inside for a 

smooth light output
¬ Aluminium reflector
¬ Stainless steel locking screws
¬ Easy opening diffuser

AURA 28 IK09 10J xx7
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x75 W II ü - - S/EW - 001092
E27 1x75 W II ü - - S/EW - o 001081
E27 1x75 W II ü - - S/EW - 001080

AURA 38 IK08 5J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 2x60 W I ü - - S/EW - 001126
E27 2x60 W I ü - - S/EW - o 001112
E27 2x60 W I ü - - S/EW - 001111

  GR-94 / Metallic grey / Textured
o  BK-81 / Black / Textured

  IVORY-10 / Ivory / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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SUPERDELTA TONDO
design by ROBERTO FIORATO

       

ø 266 116

ø 15

56

70
41

84
74

ø266 125

ø 15

56

70
41

84
74

SUPERDELTA TONDO 
VISA

SUPERDELTA TONDO 

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  SUPERDELTA TONDO

Wall, ceiling and post mounted luminaire for indoor and 
outdoor lighting, comprising:
¬ Technopolymer housing, trim and VISA screen
¬ Pressed glass diffuser, inside white painted or 

polycarbonate opal diffuser
¬ Aluminium reflector for incandescent versions
¬ Polymer gasket
¬ Stainless steel locking screws
¬ 960° PC versions available on request
¬ Also available in oval

  GR-94 / Metallic grey / Textured
o  BK-81 / Black / Textured

  IVORY-10 / Ivory / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x75 W   001720

 

90 cd/klm90 cd/klm90 cd/klm90 cd/klm90 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  1x60 W   001729

160 285

90
3

ø 266

ø 270

120°

120°

11
0

160 285

90
3

ø 266

ø 270

120°

120°

11
0

220 250 250

SUPERDELTA TONDO IK08 5J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x75 W II ü - - S/EW - 001718
E27 1x75 W II ü - - S/EW - o 001724
E27 1x75 W II ü - - S/EW - 001720

SUPERDELTA TONDO VISA IK08 5J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x60 W II ü - - A/EW - 001730
E27 1x60 W II ü - - A/EW - o 001729
E27 1x60 W II ü - - A/EW - 001728

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

SUPERDELTA TONDO

Bracket o 008943

Double Post o 000500

Double Post 000501

Post suitable for single or twin (back to back) luminaire mounting, comprising:
¬ Two painted extruded aluminium uprights
¬ Painted aluminium connecting flange
¬ Technopolymer shank connector acts as a junction box with 4-pole 16 mm² 

terminal

Complete unit
1A+1B = please order 2 codes
2A+1B = please order 3 codes

COMPONENTS
A luminaire
B pole

Complete unit

1A+1B = please order 2 codes

COMPONENTS
A luminaire
B bracket

336
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SUPERDELTA OVALE/33
design by ROBERTO FIORATO

       

275 116

15
5

ø 15

56

70

80

84

336

18
7

141

ø 15

56

70

80

84

275

15
5

125

ø 15

56

70

80

84

336 150

18
7

ø 15

56

70

80

84

SUPERDELTA OVALE 
33

SUPERDELTA OVALE 
VISA

SUPERDELTA OVALE

SUPERDELTA OVALE 
33 VISA

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  SUPERDELTA OVALE/33

Series of ceiling, wall, bracket and post mounted 
luminaires for indoor and outdoor, in two sizes, 
comprising:
¬ Technopolymer housing, trim and VISA screen
¬ Pressed glass diffuser, white painted inside
¬ Aluminium reflector for incandescent versions
¬ Polymer gasket
¬ Stainless steel locking screws
¬ Also available in round shape

  GR-94 / Metallic grey / Textured
o  BK-81 / Black / Textured

  IVORY-10 / Ivory / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x60 W   001704

 

80 cd/klm80 cd/klm80 cd/klm80 cd/klm80 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  1x40 W   001709

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x75 W   001800

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  1x60 W   001808

SUPERDELTA OVALE IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x60 W II ü - - S/EW - 001710
E27 1x60 W II ü - - S/EW - o 001704
E27 1x60 W II ü - - S/EW - 001700

SUPERDELTA OVALE VISA IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x40 W II ü - - A/EW - 001712
E27 1x40 W II ü - - A/EW - o 001709
E27 1x40 W II ü - - A/EW - 001708

SUPERDELTA 33 IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x75 W II ü - - S/EW - 001797
E27 1x75 W II ü - - S/EW - o 001804
E27 1x75 W II ü - - S/EW - 001800

SUPERDELTA 33 VISA IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x60 W II ü - - A/EW - 001799
E27 1x60 W II ü - - A/EW - o 001809
E27 1x60 W II ü - - A/EW - 001808
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205

176 317

176 317

285 535

285 535

330

12
9

11
30
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30

12
45

20
45

205

176 317

176 317

285 535

285 535

330

12
9

11
30

19
30

12
45

20
45

205

176 317

176 317

285 535

285 535

330

12
9

11
30

19
30

12
45

20
45

008136 008133 008137 008138 008134 008135

220 250 250220 250 250

008943 008953

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  SUPERDELTA OVALE/33

33D - Mini 33D Post
Aluminium post suitable for single or twin (back to 

back) luminaire mounting, comprising:
¬  Painted extruded aluminium post suitable for single 

or twin (back to back) luminaire mounting
¬  Self-extinguishing technopolymer junction box with 

4-pole 16 mm² terminal
¬  Painted die-cast aluminium flange for ground 

anchoring

33 M1/M2 Post
Mini 33 M1/M2 Post
Aluminium post suitable for single or twin (back to 

back) luminaire mounting, comprising:
¬  Painted extruded aluminium post suitable for single 

or twin (back to back) luminaire mounting
¬  Self-extinguishing technopolymer brackets
¬  Self-extinguishing technopolymer junction box with 

4-pole 16 mm² terminal block

Ovale and Tondo Bracket/33 Bracket
¬  Self-extinguishing technopolymer bracket angled at 

45°.
¬  Supplied complete with plugs for wall mounting

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

SUPERDELTA OVALE

Bracket o 008943

SUPERDELTA OVALE 33

Bracket 33 o 008953

Post 33 mini D o 008136

Post 33 D o 008133

Post 33 mini M1 o 008137

Post 33 mini M2 o 008138

Post mini M1 o 008134

Post 33 M2 o 008135

Complete unit

1A+1B = please order 2 codes

COMPONENTS
A luminaire
B bracket

Complete unit
1A+1B = please order 2 codes
2A+1B = please order 3 codes

COMPONENTS
A luminaire
B pole

339
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BLIZ MARINE
design by R. FIORATO - F. PAGLIARINI

    

270

16
9

91

12
8

5

226

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  13,5 W  -  4000 K  3100279

Wall and ceiling mounting luminaire for indoor and 
outdoor, comprising:
¬ Die-cast aluminium housing chemically pre-treated 

and painted with polyester powder coating
¬ Die cast polished brass guard screen with vibratory 

finishing
¬ Pressed glass diffuser, white painted inside
¬ EPDM gasket

¬ Supplied with SMD self-heat dissipating power LED 
metal core board: FUTURE-PROOF™

¬ Stainless steel locking screws
¬ Metals with natural finish surface may oxidise with 

age. To restore the original brightness use commercial 
metal polish

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

BLIZ MARINE IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
13,5 W I - 80 4000 ü S/EW - 1680 lm 745 lm 80 10 50000 h 3100279
13,5 W I - 80 3000 ü S/EW - 1584 lm 616 lm 80 10 50000 h 3100278
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TARTARUGA TONDA
design by ROBERTO FIORATO

    

ø 190 95

89 89

67

ø 200 101

22
2

67

63

63
ø 4

ø 210 110

98 98

67

ø 227 108

24
0

69

69

67

ø 4

TARTARUGA TONDA 
100

TARTARUGA TONDA 
100 VISA

TARTARUGA TONDA 
200

TARTARUGA TONDA 
200 VISA

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  TARTARUGA TONDA

Series of round indoor/outdoor wall and ceiling 
luminaires in marine brass, in two different sizes, 
comprising:
¬ Die-cast polished brass housing, guard or louvre
¬ Pressed glass diffuser with internal pattern, white 

painted internally
¬ Polymer gasket
¬ Brass cable gland and brass wing nuts to secure guard 

and diffuser (hexagon socket head screw for VISA 
version)

¬ Metals with natural finish surface may oxidise with 
age. To restore the original brightness use commercial 
metal polish

¬ Also available in oval

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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75 cd/klm75 cd/klm75 cd/klm75 cd/klm75 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  1x60 W   007602

 

80 cd/klm80 cd/klm80 cd/klm80 cd/klm80 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A/EW  -  1x40 W   007608

 

150 cd/klm150 cd/klm150 cd/klm150 cd/klm150 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  1x75 W   007603

 

100 cd/klm100 cd/klm100 cd/klm100 cd/klm100 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A/EW  -  1x60 W   007609

TARTARUGA TONDA 100 IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x60 W I - - - S/EW - 007602

TARTARUGA TONDA 200 IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x75 W I - - - S/EW - 007603

TARTARUGA TONDA 100 VISA IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x40 W I - - - A/EW - 007608

TARTARUGA TONDA 200 VISA IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x60 W I - - - A/EW - 007609
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TARTARUGA OVALE
design by ROBERTO FIORATO

    

105

16
0

130

64

48

ø 4

184 110

13
9

64

48

ø 4

110160

23
0

89

89

243 115

16
9

89 89

150

26
0

200

63

63

ø 04

274 153

20
8

63

63

ø 04

TARTARUGA OVALE 
60

TARTARUGA OVALE 
VISA 60

TARTARUGA OVALE 
150

TARTARUGA OVALE 
VISA 150

TARTARUGA OVALE 
200

TARTARUGA OVALE 
VISA 200

OUTDOOR  |  GENERAL OUTDOOR  |  WALL MOUNTED  |  TARTARUGA OVALE

Series of oval indoor/outdoor wall and ceiling luminaires 
in marine brass, in three different sizes, comprising:
¬ Die-cast polished brass housing, guard or louvre
¬ Pressed glass diffuser with internal pattern, white 

painted internally
¬ Polymer gasket
¬ Brass cable gland and brass wing nuts to secure guard 

and diffuser (hexagon socket head screw for VISA 
version)

¬ Metals with natural finish surface may oxidise with 
age. To restore the original brightness use commercial 
metal polish

¬ Also available in round shape

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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100 cd/klm100 cd/klm100 cd/klm100 cd/klm100 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x40 W   007600

 

80 cd/klm80 cd/klm80 cd/klm80 cd/klm80 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x100 W   007601

 

50 cd/klm50 cd/klm50 cd/klm50 cd/klm50 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  1x60 W   007604

 

75 cd/klm75 cd/klm75 cd/klm75 cd/klm75 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  1x40 W   007614

 

50 cd/klm50 cd/klm50 cd/klm50 cd/klm50 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A/EW  -  1x60 W   007606

 

90 cd/klm90 cd/klm90 cd/klm90 cd/klm90 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/EW  -  1x75 W   007607

TARTARUGA OVALE 60 IK05 0.70J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x40 W I - - - S/EW - 007600

TARTARUGA OVALE 150 IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x60 W I - - - S/EW - 007604

TARTARUGA OVALE 200 IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x100 W I - - - S/EW - 007601

TARTARUGA OVALE 60 VISA IK05 0.70J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x40 W I - - - A/EW - 007614

TARTARUGA OVALE 150 VISA IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x60 W I - - - A/EW - 007606

TARTARUGA OVALE 200 VISA IK07 2J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x75 W I - - - A/EW - 007607
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VALETTI CELLAR | Bardolino | ITALY

OUTDOOR | ARCHITECTURAL

Technology, design, and innovation. Our lighting systems emphasize shapes and enhance the material for a unique final result: shaping an idea.

The light becomes an integral part of the creative process: we give an answer to each need in terms of aesthetics and functionality.

With our high-tech fixtures, we offer the possibility of adjusting the intensity and the colour of the led source, in addition to numerous optical variants.

OUTDOOR ARCHITECTURAL LIGHTING
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364 
STRIP SQUARE 
INGROUND

368 
TRACCIA TRIMLESS

370 
TRACCIA

366 
WAYLIGHT

372 
GROOVE 17

376 
STEEL SQUARE 20

376 
STEEL SQUARE 28

376 
STEEL SQUARE 34

362 
STRIP SQUARE

356 
NOTTURNO

358 
OMBRA

360 
SPATIUM

348 
FOCUS+ ZERO KIT

348 
FOCUS+ ZERO

350 
FOCUS+ 1

352 
FOCUS+ 2

354 
FOCUS+ 3

395 
INSERT 1/2

396 
ALU TECH RO

396 
ALU TECH RV

396 
ALU TECH SQUARE

388 
INSERT+ ZERO

389 
INSERT+ ZERO CLIPS

390 
INSERT+ 2

390 
INSERT+ 1

392 
INSERT+ 1 MARINE

380 
CRICKET 168+

386 
CRICKET 168+/268+ 
COMPACT RAD

384 
CRICKET 168+ RAD

382 
CRICKET 168+/268+ 
COMPACT

393 
INSERT+ 3

402 
PADO
PADO BASIC

398 
MIMIK 10 POST

401 
Q-LIGHT

404 
STILO+
STILO+ BASIC

408 
KHA SLIM 220

408 
KHA SLIM 93 

406 
KHA



FOCUS+ ZERO
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FOCUS+ ZERO FOCUS+ ZERO 
KIT

LED floodlight for indoor and outdoor lighting, 
comprising:
¬ Painted, die-cast aluminium housing, in compact size.
¬ Extra-clear flat tempered glass diffuser with internal 

screen printing
¬ Aluminium reflector
¬ Waterproof cable gland M16x1.5 for cables Ø 5- Ø 10 

mm
¬ Mains voltage 220-240V 50/60Hz LED module 

protected against surges up to 500V

¬ Stainless steel locking screws
¬ Adjustable mounting bracket made of die-cast 

aluminium, painted
¬ Complete with 1 metre of cable H05RN-F 3G1 mm²
¬ The FOCUS+ZERO KIT version are complete with 3 

metres of cable H05RN-F 3G1 mm²
¬ Technopolymer peg available for anchoring to the 

ground
  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm
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45°45°45°45°45°
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S/EW  -  10 W  -  4000 K  304609

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  10 W  -  4000 K  305509

700191 310495
310496

310513

OUTDOOR  |  ARCHITECTURAL  |  FLOODLIGHTS  |  FOCUS+ ZERO

FOCUS+ ZERO S/EW IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10 W I - 80 4000 ü S/EW - 1485 lm 634 lm 70 10 35000 h 304609
10 W I - 80 3000 ü S/EW - 1350 lm 611 lm 70 10 35000 h 304608
10 W I - 80 4000 ü S/EW - 1485 lm 634 lm 70 10 35000 h 304611
10 W I - 80 3000 ü S/EW - 1350 lm 611 lm 70 10 35000 h 304610
10 W I - 80 4000 ü S/EW - 1485 lm 634 lm 70 10 35000 h 304690
10 W I - 80 3000 ü S/EW - 1350 lm 611 lm 70 10 35000 h 304689

FOCUS+ ZERO KIT S/EW IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10 W I - 80 4000 ü S/EW - 1485 lm 634 lm 70 10 35000 h 305509
10 W I - 80 3000 ü S/EW - 1350 lm 611 lm 70 10 35000 h 305508

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

FOCUS+ ZERO

Ground spike o 700191

FOCUS+ ZERO - FOCUS+ ZERO KIT
Connection Kit Y 3-way D.7-10.5mm IP68 310496

Connection Kit Y 3-way D.14-17mm IP68 310495

Connection Kit D.7-10.5mm IP68 310513
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FOCUS+1
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A/M  -  18 W  -  4000 K  305098

 

600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm
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60°60°60°60°60°
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60°60°60°60°60°

A/W  -  18 W  -  4000 K  305100

LED floodlight for indoor and outdoor lighting, 
comprising:
¬ Die-cast painted aluminium housing and trim
¬ Extra-clear flat tempered glass diffuser with internal 

screen printing
¬ Asymmetrical optic
¬ Elliptical lens
¬ Circular optic
¬ Silicone gasket
¬ Waterproof cable gland M16x1.5 for cables Ø 5- Ø 10 

mm

¬ Dimmable 1-10 V ballast available upon request
¬ Standard power supply already included
¬ High power LEDs with next generation high intensity 

light beam
¬ Stainless steel locking screws
¬ Adjustable mounting bracket made of die-cast 

aluminium, painted
¬ Technopolymer peg available for anchoring to the 

ground

FOCUS+1 A/M IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
18 W I ü 70 4000 ü A/M 10° 1880 lm 1308 lm 70 10 60000 h 305098
18 W I ü 70 3000 ü A/M 10° 1680 lm 1170 lm 70 10 60000 h 305097

Power LED - dimmable DALI 220-240 V 50/60 Hz
18 W I ü 70 4000 ü A/M 10° 1880 lm 1308 lm 70 10 60000 h 305110
18 W I ü 70 3000 ü A/M 10° 1680 lm 1170 lm 70 10 60000 h 305109

FOCUS+1 A/W IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
18 W I ü 70 4000 ü A/W 55° 1880 lm 1239 lm 70 10 60000 h 305100
18 W I ü 70 3000 ü A/W 55° 1680 lm 1108 lm 70 10 60000 h 305099

Power LED - dimmable DALI 220-240 V 50/60 Hz
18 W I ü 70 4000 ü A/W 55° 1880 lm 1239 lm 70 10 60000 h 305112
18 W I ü 70 3000 ü A/W 55° 1680 lm 1108 lm 70 10 60000 h 305111

  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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7500 cd/klm7500 cd/klm7500 cd/klm7500 cd/klm7500 cd/klm
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C/I  -  18 W  -  4000 K  305102

 

1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm
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45°45°45°45°45°
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C/IW  -  18 W  -  4000 K  305106

 

3000 cd/klm3000 cd/klm3000 cd/klm3000 cd/klm3000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/M  -  18 W  -  4000 K  305104

 

5000 cd/klm5000 cd/klm5000 cd/klm5000 cd/klm5000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

ELL  -  18 W  -  4000 K  305096

700191

OUTDOOR  |  ARCHITECTURAL  |  FLOODLIGHTS  |  FOCUS+1

FOCUS+1 C/I IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
18 W I ü 70 4000 ü C/I 17° 1880 lm 1395 lm 70 10 60000 h 305486
18 W I ü 70 3000 ü C/I 17° 1680 lm 1247 lm 70 10 60000 h 305485

Power LED - dimmable DALI 220-240 V 50/60 Hz
18 W I ü 70 4000 ü C/I 17° 1880 lm 1395 lm 70 10 60000 h 305102
18 W I ü 70 3000 ü C/I 17° 1680 lm 1247 lm 70 10 60000 h 305101

FOCUS+1 C/M IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
18 W I ü 70 4000 ü C/M 34° 1880 lm 1389 lm 70 10 60000 h 305488
18 W I ü 70 3000 ü C/M 34° 1680 lm 1242 lm 70 10 60000 h 305487

Power LED - dimmable DALI 220-240 V 50/60 Hz
18 W I ü 70 4000 ü C/M 34° 1880 lm 1389 lm 70 10 60000 h 305104
18 W I ü 70 3000 ü C/M 34° 1680 lm 1242 lm 70 10 60000 h 305103

FOCUS+1 C/W IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
18 W I ü 70 4000 ü C/IW 56° 1880 lm 1320 lm 70 10 60000 h 305490
18 W I ü 70 3000 ü C/IW 56° 1680 lm 1180 lm 70 10 60000 h 305489

Power LED - dimmable DALI 220-240 V 50/60 Hz
18 W I ü 70 4000 ü C/IW 56° 1880 lm 1320 lm 70 10 60000 h 305106
18 W I ü 70 3000 ü C/IW 56° 1680 lm 1180 lm 70 10 60000 h 305105

FOCUS+1 ELL IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
18 W I ü 70 4000 ü ELL 15°x40° 1880 lm 1462 lm 70 10 60000 h 305096
18 W I ü 70 3000 ü ELL 15°x40° 1680 lm 1307 lm 70 10 60000 h 305095

Power LED - dimmable DALI 220-240 V 50/60 Hz
18 W I ü 70 4000 ü ELL 15°x40° 1880 lm 1462 lm 70 10 60000 h 305108
18 W I ü 70 3000 ü ELL 15°x40° 1680 lm 1307 lm 70 10 60000 h 305107

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

FOCUS+ 1

Ground spike o 700191
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1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A/M  -  26 W  -  4000 K  305170

 

600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm
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60°60°60°60°60°

A/W  -  26 W  -  4000 K  305172

LED floodlight for indoor and outdoor lighting, 
comprising:
¬ Die-cast painted aluminium housing and trim
¬ Extra-clear flat tempered glass diffuser with internal 

screen printing
¬ Silicone gasket
¬ Adjustable mounting bracket made of die-cast 

aluminium, painted
¬ Stainless steel locking screws

¬ Cable gland M20x1.5 for cables Ø 7- Ø 12 mm
¬ High power LEDs with next generation high intensity 

light beam
¬ Asymmetrical optic
¬ Elliptical lens
¬ Circular optic
¬ Dimmable 1-10 V ballast available upon request

FOCUS+2 A/M IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I ü 70 4000 ü A/M 10° 2820 lm 2069 lm 70 10 60000 h 305170
26 W I ü 70 3000 ü A/M 10° 2520 lm 1853 lm 70 10 60000 h 305169

Power LED - dimmable DALI 220-240 V 50/60 Hz
26 W I ü 70 4000 ü A/M 10° 2820 lm 2069 lm 70 10 60000 h 305182
26 W I ü 70 3000 ü A/M 10° 2520 lm 1853 lm 70 10 60000 h 305181

FOCUS+2 A/W IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I ü 70 4000 ü A/W 55° 2820 lm 2074 lm 70 10 60000 h 305172
26 W I ü 70 3000 ü A/W 55° 2520 lm 1857 lm 70 10 60000 h 305171

Power LED - dimmable DALI 220-240 V 50/60 Hz
26 W I ü 70 4000 ü A/W 55° 2820 lm 2074 lm 70 10 60000 h 305184
26 W I ü 70 3000 ü A/W 55° 2520 lm 1857 lm 70 10 60000 h 305183

  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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7500 cd/klm7500 cd/klm7500 cd/klm7500 cd/klm7500 cd/klm
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45°45°45°45°45°

60°60°60°60°60°

C/I  -  26 W  -  4000 K  305162

 

1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°
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C/IW  -  26 W  -  4000 K  305166

 

2500 cd/klm2500 cd/klm2500 cd/klm2500 cd/klm2500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/M  -  26 W  -  4000 K  305164

 

5000 cd/klm5000 cd/klm5000 cd/klm5000 cd/klm5000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

ELL  -  26 W  -  4000 K  305168

B A

C

 60 mm
 90 mm

OUTDOOR  |  ARCHITECTURAL  |  FLOODLIGHTS  |  FOCUS+2

FOCUS+2 C/I IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I ü 70 4000 ü C/I 17° 2820 lm 2189 lm 70 10 60000 h 305162
26 W I ü 70 3000 ü C/I 17° 2520 lm 1960 lm 70 10 60000 h 305161

Power LED - dimmable DALI 220-240 V 50/60 Hz
26 W I ü 70 4000 ü C/I 17° 2820 lm 2189 lm 70 10 60000 h 305174
26 W I ü 70 3000 ü C/I 17° 2520 lm 1960 lm 70 10 60000 h 305173

FOCUS+2 C/M IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I ü 70 4000 ü C/M 34° 2820 lm 2181 lm 70 10 60000 h 305164
26 W I ü 70 3000 ü C/M 34° 2520 lm 1953 lm 70 10 60000 h 305163

Power LED - dimmable DALI 220-240 V 50/60 Hz
26 W I ü 70 4000 ü C/M 34° 2820 lm 2181 lm 70 10 60000 h 305176
26 W I ü 70 3000 ü C/M 34° 2520 lm 1953 lm 70 10 60000 h 305175

FOCUS+2 C/W IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I ü 70 4000 ü C/IW 56° 2820 lm 2037 lm 70 10 60000 h 305166
26 W I ü 70 3000 ü C/IW 56° 2520 lm 1824 lm 70 10 60000 h 305165

Power LED - dimmable DALI 220-240 V 50/60 Hz
26 W I ü 70 4000 ü C/IW 56° 2820 lm 2037 lm 70 10 60000 h 305178
26 W I ü 70 3000 ü C/IW 56° 2520 lm 1824 lm 70 10 60000 h 305177

FOCUS+2 ELL IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I ü 70 4000 ü ELL 15°x40° 2820 lm 2292 lm 70 10 60000 h 305168
26 W I ü 70 3000 ü ELL 15°x40° 2520 lm 2052 lm 70 10 60000 h 305167

Power LED - dimmable DALI 220-240 V 50/60 Hz
26 W I ü 70 4000 ü ELL 15°x40° 2820 lm 2292 lm 70 10 60000 h 305180
26 W I ü 70 3000 ü ELL 15°x40° 2520 lm 2052 lm 70 10 60000 h 305179

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

FOCUS+2
Gliding support made of painted aluminium for the 
installation on Ø 60 mm posts 14099896

Gliding support made of painted aluminium for the 
installation on Ø 90 mm posts 14099696

Fixing bracket 311043

Complete unit
1A+1B+1C = please order 3 codes

COMPONENTS
A luminaire
B fixing bracket
C gliding support
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A/M  -  50 W  -  4000 K  305242

 

600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm
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A/W  -  50 W  -  4000 K  305244

LED floodlight for indoor and outdoor lighting, 
comprising:
¬ Die-cast painted aluminium housing and trim
¬ Extra-clear flat tempered glass diffuser with internal 

screen printing
¬ Silicone gasket
¬ Adjustable mounting bracket made of die-cast 

aluminium, painted
¬ Stainless steel locking screws

¬ Cable gland M20x1.5 for cables Ø 7- Ø 12 mm
¬ High power LEDs with next generation high intensity 

light beam
¬ Asymmetrical optic
¬ Elliptical lens
¬ Circular optic
¬ Dimmable 1-10 V ballast available upon request

FOCUS+3 A/M IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
50 W I - 70 4000 ü A/M 10° 5640 lm 3807 lm 70 10 60000 h 305242
50 W I - 70 3000 ü A/M 10° 5040 lm 3409 lm 70 10 60000 h 305241

Power LED - dimmable DALI 220-240 V 50/60 Hz
50 W I - 70 4000 ü A/M 10° 5640 lm 3807 lm 70 10 60000 h 305254
50 W I - 70 3000 ü A/M 10° 5040 lm 3409 lm 70 10 60000 h 305253

FOCUS+3 A/W IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
50 W I - 70 4000 ü A/W 55° 5640 lm 3820 lm 70 10 60000 h 305244
50 W I - 70 3000 ü A/W 55° 5040 lm 3420 lm 70 10 60000 h 305243

Power LED - dimmable DALI 220-240 V 50/60 Hz
50 W I - 70 4000 ü A/W 55° 5640 lm 3820 lm 70 10 60000 h 305256
50 W I - 70 3000 ü A/W 55° 5040 lm 3420 lm 70 10 60000 h 305255

  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

354



A
RC

H
IT

EC
TU

RA
L

 

7500 cd/klm7500 cd/klm7500 cd/klm7500 cd/klm7500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/I  -  50 W  -  4000 K  305234
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ELL  -  50 W  -  4000 K  305240

B A

C

 60 mm
 90 mm

OUTDOOR  |  ARCHITECTURAL  |  FLOODLIGHTS  |  FOCUS+3

FOCUS+3 C/I IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
50 W I - 70 4000 ü C/I 17° 5640 lm 4199 lm 70 10 60000 h 305234
50 W I - 70 3000 ü C/I 17° 5040 lm 3760 lm 70 10 60000 h 305233

Power LED - dimmable DALI 220-240 V 50/60 Hz
50 W I - 70 4000 ü C/I 17° 5640 lm 4199 lm 70 10 60000 h 305246
50 W I - 70 3000 ü C/I 17° 5040 lm 3760 lm 70 10 60000 h 305245

FOCUS+3 C/M IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
50 W I - 70 4000 ü C/M 34° 5640 lm 4114 lm 70 10 60000 h 305236
50 W I - 70 3000 ü C/M 34° 5040 lm 3683 lm 70 10 60000 h 305235

Power LED - dimmable DALI 220-240 V 50/60 Hz
50 W I - 70 4000 ü C/M 34° 5640 lm 4114 lm 70 10 60000 h 305248
50 W I - 70 3000 ü C/M 34° 5040 lm 3683 lm 70 10 60000 h 305247

FOCUS+3 C/W IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
50 W I - 70 4000 ü C/IW 56° 5640 lm 3852 lm 70 10 60000 h 305238
50 W I - 70 3000 ü C/IW 56° 5040 lm 3449 lm 70 10 60000 h 305237

Power LED - dimmable DALI 220-240 V 50/60 Hz
50 W I - 70 4000 ü C/IW 56° 5640 lm 3852 lm 70 10 60000 h 305250
50 W I - 70 3000 ü C/IW 56° 5040 lm 3449 lm 70 10 60000 h 305249

FOCUS+3 ELL IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
50 W I - 70 4000 ü ELL 15°x45° 5640 lm 4428 lm 70 10 60000 h 305240
50 W I - 70 3000 ü ELL 15°x45° 5040 lm 3964 lm 70 10 60000 h 305239

Power LED - dimmable DALI 220-240 V 50/60 Hz
50 W I - 70 4000 ü ELL 15°x40° 5640 lm 4428 lm 70 10 60000 h 305252
50 W I - 70 3000 ü ELL 15°x40° 5040 lm 3964 lm 70 10 60000 h 305251

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

FOCUS+3
Gliding support made of painted aluminium for the 
installation on Ø 60 mm posts 14099896

Gliding support made of painted aluminium for the 
installation on Ø 90 mm posts 14099696

Fixing bracket 311043

Complete unit
1A+1B+1C = please order 3 codes

COMPONENTS
A luminaire
B fixing bracket
C gliding support
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NOTTURNO
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NOTTURNO 
500

NOTTURNO 
1000

NOTTURNO 
1500

Range of indoor and outdoor wall mounted LED fixtures, 
comprising:
¬ Extruded anodised aluminium housing
¬ Tempered glass diffuser, printed
¬ Class III
¬ Shank connection in Stainless Steel AISI 304

¬ Aluminium heat sink
¬ For the installation of the product must be used the 

appropriate brackets available as an accessory
¬ On request, versions with DALI dimming
¬ 2700 K and 5000 K available upon request

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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S/I  -  20 W  -  4000 K  304899
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90°90°90°90°90°90°90°90°90°90°
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A A

C

C

OUTDOOR  |  ARCHITECTURAL  |  LINEAR SURFACE  |  NOTTURNO

NOTTURNO 500 IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
20 W III - 80 4000 ü S/I - 2016 lm 1623 lm 80 10 60000 h 504 mm 304899
20 W III - 80 4000 ü S/M - 2016 lm 1609 lm 80 10 60000 h 504 mm 304900
20 W III - 80 4000 ü ELL 13°x36° 2016 lm 1606 lm 80 10 60000 h 504 mm 304901
20 W III - 80 3000 ü S/I - 2016 lm 1623 lm 80 10 60000 h 504 mm 304896
20 W III - 80 3000 ü S/M - 2016 lm 1609 lm 80 10 60000 h 504 mm 304897
20 W III - 80 3000 ü ELL 13°x36° 2016 lm 1606 lm 80 10 60000 h 504 mm 304898

NOTTURNO 1000 IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
40 W III - 80 4000 ü S/I - 4032 lm 3122 lm 80 10 60000 h 972 mm 304911
40 W III - 80 4000 ü S/M - 4032 lm 3095 lm 80 10 60000 h 972 mm 304912
40 W III - 80 4000 ü ELL 13°x36° 4032 lm 3088 lm 80 10 60000 h 972 mm 304913
40 W III - 80 3000 ü S/I - 4032 lm 3122 lm 80 10 60000 h 972 mm 304908
40 W III - 80 3000 ü S/M - 4032 lm 3095 lm 80 10 60000 h 972 mm 304909
40 W III - 80 3000 ü ELL 13°x36° 4032 lm 3088 lm 80 10 60000 h 972 mm 304910

NOTTURNO 1500 IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
60 W III - 80 4000 ü S/I - 6064 lm 4621 lm 80 10 60000 h 1440 mm 304923
60 W III - 80 4000 ü S/M - 6064 lm 4586 lm 80 10 60000 h 1440 mm 304924
60 W III - 80 4000 ü ELL 13°x36° 6064 lm 4571 lm 80 10 60000 h 1440 mm 304925
60 W III - 80 3000 ü S/I - 6064 lm 4621 lm 80 10 60000 h 1440 mm 304920
60 W III - 80 3000 ü S/M - 6064 lm 4581 lm 80 10 60000 h 1440 mm 304921
60 W III - 80 3000 ü ELL 13°x36° 6064 lm 4571 lm 80 10 60000 h 1440 mm 304922

CONTROL GEAR
DESCRIPTION COLOR PART NUMBER

NOTTURNO
Power Supply Unit L500 310542

Power Supply Unit L1000/1500 310543

MANDATORY ACCESSORIES
DESCRIPTION COLOR PART NUMBER

NOTTURNO

Bracket NOTTURNO (nr. 2) 310523

Bracket (nr. 2) 310524

NOTTURNO Telescopic bracket 310978

NOTTURNO ground support bracket 310981

Complete unit
1A+1B+1C = please order 3 codes

COMPONENTS
A luminaire
B power supply unit
C bracket
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S/I  -  20 W  -  4000 K  304935
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7500 cd/klm7500 cd/klm7500 cd/klm7500 cd/klm7500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

ELL  -  20 W  -  4000 K  304937

OMBRA 
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OMBRA 
1500

Range of indoor and outdoor wall mounted LED fixtures, 
comprising:
¬ Extruded anodised aluminium housing
¬ Tempered glass diffuser, printed
¬ Shank connection in Stainless Steel AISI 304
¬ Silicone gasket
¬ Aluminium heat sink
¬ Stainless steel locking screws

¬ For the installation of the product must be used the 
appropriate brackets available as an accessory

¬ Built-in driver
¬ 2700 K and 5000 K available upon request
¬ On request, versions with DALI dimming
¬ Available, on request, L500 versions pre-designed for 

through wiring

OMBRA 500 IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
20 W I - 80 4000 ü S/I - 2016 lm 1623 lm 80 10 60000 h 504 mm 304935
20 W I - 80 4000 ü S/M - 2016 lm 1609 lm 80 10 60000 h 504 mm 304936
20 W I - 80 4000 ü ELL - 2016 lm 1606 lm 80 10 60000 h 504 mm 304937
20 W I - 80 3000 ü S/I - 2016 lm 1623 lm 80 10 60000 h 504 mm 304932
20 W I - 80 3000 ü S/M - 2016 lm 1609 lm 80 10 60000 h 504 mm 304933
20 W I - 80 3000 ü ELL - 2016 lm 1606 lm 80 10 60000 h 504 mm 304934

OMBRA 500 CL IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
20 W I - 80 4000 ü S/I - 2016 lm 1623 lm 80 10 60000 h 504 mm 305834
20 W I - 80 4000 ü S/M - 2016 lm 1609 lm 80 10 60000 h 504 mm 305835
20 W I - 80 4000 ü ELL - 2016 lm 1606 lm 80 10 60000 h 504 mm 305836
20 W I - 80 3000 ü S/I - 2016 lm 1623 lm 80 10 60000 h 504 mm 305831
20 W I - 80 3000 ü S/M - 2016 lm 1609 lm 80 10 60000 h 504 mm 305832
20 W I - 80 3000 ü ELL - 2016 lm 1606 lm 80 10 60000 h 504 mm 305833

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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S/I  -  20 W  -  4000 K  305834
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4000 cd/klm4000 cd/klm4000 cd/klm4000 cd/klm4000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°
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ELL  -  40 W  -  4000 K  304949
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OUTDOOR  |  ARCHITECTURAL  |  LINEAR SURFACE  |  OMBRA

OMBRA 1000 IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W I - 80 4000 ü S/I - 4032 lm 3122 lm 80 10 60000 h 972 mm 304947
40 W I - 80 4000 ü S/M - 4032 lm 3095 lm 80 10 60000 h 972 mm 304948
40 W I - 80 4000 ü ELL - 4032 lm 3088 lm 80 10 60000 h 972 mm 304949
40 W I - 80 3000 ü S/I - 4032 lm 3122 lm 80 10 60000 h 972 mm 304944
40 W I - 80 3000 ü S/M - 4032 lm 3095 lm 80 10 60000 h 972 mm 304945
40 W I - 80 3000 ü ELL - 4032 lm 3088 lm 80 10 60000 h 972 mm 304946

OMBRA 1500 IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
60 W I - 80 4000 ü S/I - 6064 lm 4621 lm 80 10 60000 h 1440 mm 304959
60 W I - 80 4000 ü S/M - 6064 lm 4581 lm 80 10 60000 h 1440 mm 304960
60 W I - 80 4000 ü ELL - 6064 lm 4571 lm 80 10 60000 h 1440 mm 304961
60 W I - 80 3000 ü S/I - 6064 lm 4621 lm 80 10 60000 h 1440 mm 304956
60 W I - 80 3000 ü S/M - 6064 lm 4581 lm 80 10 60000 h 1440 mm 304957
60 W I - 80 3000 ü ELL - 6064 lm 4571 lm 80 10 60000 h 1440 mm 304958

MANDATORY ACCESSORIES
DESCRIPTION COLOR PART NUMBER

OMBRA

OMBRA bracket (nr. 2) 310522

Bracket (nr. 2) 310524

OMBRA telescopic bracket OMBRA 310977

OMBRA ground support bracket 310979

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

OMBRA
Wire for continuous power supply 3x1.5 mm 310569

Complete unit
1A+1B = please order 2 codes

COMPONENTS
A luminaire
B bracket
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Range of indoor and outdoor wall mounted LED fixtures, 
comprising:
¬ Extruded anodised aluminium housing
¬ Tempered glass diffuser, printed
¬ Shank connection in Stainless Steel AISI 304
¬ Silicone gasket
¬ Luminaire designed for through wiring, except for 

L500 versions

¬ Aluminium heat sink
¬ Stainless steel locking screws
¬ Extruded aluminium bracket
¬ Built-in driver
¬ On request, versions with DALI dimming
¬ 2700 K and 5000 K available upon request

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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S/I  -  20 W  -  4000 K  304983
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S/M  -  20 W  -  4000 K  304984

7500 cd/klm7500 cd/klm7500 cd/klm7500 cd/klm7500 cd/klm
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ELL  -  20 W  -  4000 K  304985

OUTDOOR  |  ARCHITECTURAL  |  LINEAR SURFACE  |  SPATIUM

SPATIUM 500 IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
20 W I - 80 4000 ü S/I - 2016 lm 1623 lm 80 10 60000 h 496 mm 304983
20 W I - 80 4000 ü S/M - 2016 lm 1609 lm 80 10 60000 h 496 mm 304984
20 W I - 80 4000 ü ELL 13°x36° 2016 lm 1606 lm 80 10 60000 h 496 mm 304985
20 W I - 80 3000 ü S/I - 2016 lm 1623 lm 80 10 60000 h 496 mm 304980
20 W I - 80 3000 ü S/M - 2016 lm 1609 lm 80 10 60000 h 496 mm 304981
20 W I - 80 3000 ü ELL 13°x36° 2016 lm 1606 lm 80 10 60000 h 496 mm 304982

SPATIUM 1000 IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W I - 80 4000 ü S/I - 4032 lm 3122 lm 80 10 60000 h 964 mm 304995
40 W I - 80 4000 ü S/M - 4032 lm 3095 lm 80 10 60000 h 964 mm 304996
40 W I - 80 4000 ü ELL 13°x36° 4032 lm 3088 lm 80 10 60000 h 964 mm 304997
40 W I - 80 3000 ü S/I - 4032 lm 3122 lm 80 10 60000 h 964 mm 304992
40 W I - 80 3000 ü S/M - 4032 lm 3095 lm 80 10 60000 h 964 mm 304993
40 W I - 80 3000 ü ELL 13°x36° 4032 lm 3088 lm 80 10 60000 h 964 mm 304994

SPATIUM 1500 IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
60 W I - 80 4000 ü S/I - 6064 lm 4621 lm 80 10 60000 h 1432 mm 305007
60 W I - 80 4000 ü S/M - 6064 lm 4581 lm 80 10 60000 h 1432 mm 305008
60 W I - 80 4000 ü ELL 13°x36° 6064 lm 4571 lm 80 10 60000 h 1432 mm 305009
60 W I - 80 3000 ü S/I - 6064 lm 4621 lm 80 10 60000 h 1432 mm 305004
60 W I - 80 3000 ü S/M - 6064 lm 4581 lm 80 10 60000 h 1432 mm 305005
60 W I - 80 3000 ü ELL 13°x36° 6064 lm 4571 lm 80 10 60000 h 1432 mm 305006
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STRIP SQUARE
design by R. FIORATO - F. PAGLIARINI
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STRIP SQUARE LED 
528

STRIP SQUARE LED 
1284

STRIP SQUARE LED 
780

 STRIP SQUARE LED 
870

STRIP SQUARE LED 
1032

 STRIP SQUARE LED 
1290

Range of indoor and outdoor wall mounted LED fixtures, 
comprising:
¬ Extruded anodised aluminium housing
¬ Tempered glass diffuser, printed
¬ End caps in painted die-cast aluminium
¬ Silicone gasket
¬ External electrical connection with sealed plug-socket 

QUICK, complete with cable
¬ Through-wiring possible
¬ The LED 3000 K CRI ≥ 80 and 4000 K CRI ≥ 80 versions 

are standard. Other colour temperatures and colour 
renderings are available upon request

¬ Stainless steel locking screws

¬ Adjustable wall mounting bracket with joint for 
directing the luminaire

¬ Aluminium gear tray for high heat dissipation of 
components

¬ The RGB LED version is operated by a radio remote 
control unit

¬ Built-in driver
¬ 4000 K LED board complete with lenses for elliptical or 

narrow beam
¬ RGB LED board complete with lenses
¬ Luminaire available in recessed in-ground version.

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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OUTDOOR  |  ARCHITECTURAL  |  LINEAR SURFACE  |  STRIP SQUARE

STRIP SQUARE LED 528 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
13,4 W II - 80 4000 ü S/I 12° 1800 lm 1146 lm 80 10 50000 h 529 mm 303387
13,4 W II - 80 4000 ü ELL 15°x45° 1800 lm 1094 lm 80 10 50000 h 529 mm 303395

STRIP SQUARE LED 780 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
20,5 W II - - 4000 ü S/I 12° 2700 lm 1764 lm 80 10 50000 h 780 mm 303389
20,5 W II - - 4000 ü ELL 15°x45° 2700 lm 1785 lm 80 10 50000 h 780 mm 303397

STRIP SQUARE LED1032 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
27 W II - 80 4000 ü S/I 12° 3600 lm 2363 lm 80 10 50000 h 1032 mm 303391
27 W II - 80 4000 ü ELL 15°x45° 3600 lm 2234 lm 80 10 50000 h 1032 mm 303399

Power LED - dimmable DALI 220-240 V 50/60 Hz
27 W II - 80 4000 ü S/I 12° 3600 lm 2363 lm 80 10 50000 h 1032 mm 303403
27 W II - 80 4000 ü ELL 15°x45° 3600 lm 2234 lm 80 10 50000 h 1032 mm 303407

STRIP SQUARE LED 1284 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
33 W II - - 4000 ü S/I 12° 4500 lm 3039 lm 80 10 50000 h 1284 mm 303393
33 W II - - 4000 ü ELL 15°x45° 4500 lm 2916 lm 80 10 50000 h 1284 mm 303401

Power LED - dimmable DALI 220-240 V 50/60 Hz
41,4 W II - - 4000 ü S/I 12° 4500 lm 3039 lm 80 10 50000 h 1284 mm 303405
41,4 W II - - 4000 ü ELL 15°x45° 4500 lm 2916 lm 80 10 50000 h 1284 mm 303409

STRIP SQUARE LED 870 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

RGB LED
36 W III - - rgb - C/M 40° 1260 lm - 80 10 50000 h 873 mm 303410

STRIP SQUARE LED 1290 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

RGB LED
54 W III - - rgb - C/M 40° 1890 lm - 80 10 50000 h 1293 mm 303411

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

RGB
RGB controller kit 310417

RGB controller kit + remote control 310418

RGB 3 channel repeater kit 310419

RGBW remote control kit 310420
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STRIP SQUARE INGROUND
design by R. FIORATO - F. PAGLIARINI
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550

STRIP SQUARE INGROUND LED 
1050

STRIP SQUARE INGROUND LED 
800

STRIP SQUARE INGROUND LED 
1300

Range of class I in-ground LED fixtures, comprising:
¬ Extruded anodised aluminium housing
¬ Tempered glass diffuser, printed
¬ End caps in painted die-cast aluminium
¬ Aluminium gear tray for high heat dissipation of 

components
¬ Silicone gasket
¬ Stainless steel locking screws

¬ Built-in driver
¬ External electrical connection with sealed plug-socket 

QUICK, complete with cable
¬ Through-wiring possible
¬ Recessed fixing kit to be ordered separately
¬ 4000 K LED board complete with lenses for elliptical or 

narrow beam

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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ELL  -  13,4 W  -  4000 K  303570
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S/I  -  27 W  -  4000 K  303576
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OUTDOOR  |  ARCHITECTURAL  |  LINEAR RECESSED  |  STRIP SQUARE INGROUND

STRIP SQUARE INGROUND LED 550 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
13,4 W I - 80 4000 ü S/I 12° 1800 lm 1226 lm 80 10 50000 h 550 mm 303568
13,4 W I - 80 4000 ü ELL 15°x45° 1800 lm 1043 lm 80 10 50000 h 550 mm 303570

STRIP SQUARE INGROUND LED 800 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
20,5 W I - 80 4000 ü S/I 12° 2700 lm 1828 lm 80 10 50000 h 802 mm 303572
20,5 W I - 80 4000 ü ELL 15°x45° 2700 lm 1603 lm 80 10 50000 h 802 mm 303574

STRIP SQUARE INGROUND LED 1050 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
27 W I - 80 4000 ü S/I 12° 3600 lm 2356 lm 80 10 50000 h 1054 mm 303576
27 W I - 80 4000 ü ELL 15°x45° 3600 lm 2108 lm 80 10 50000 h 1054 mm 303578

STRIP SQUARE INGROUND LED 1300 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
33 W I - 80 4000 ü S/I 12° 4500 lm 2994 lm 80 10 50000 h 1306 mm 303580
33 W I - 80 4000 ü ELL 15°x45° 4500 lm 2633 lm 80 10 50000 h 1306 mm 303582

MANDATORY ACCESSORIES
DESCRIPTION COLOR PART NUMBER

STRIP SQUARE INGROUND
RECESSED FIXING KIT L590 310422

RECESSED FIXING KIT L842 310423

RECESSED FIXING KIT L1094 310424

RECESSED FIXING KIT L1346 310425

Complete unit
1A+1B = please order 2 codes

components
A gear body
B recessed fixing kit
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WAYLIGHT
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S/M  -  14 W  -  4000 K  307529
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WAYLIGHT 
420

WAYLIGHT 
950

WAYLIGHT 
650

Series of walkover in-ground luminaires for lighting of 
vertical structures, comprising:
¬ Housing in extruded aluminium
¬ 8mm thick clear toughened glass cover with silk 

screening finish
¬ End caps in die-cast aluminium
¬ Reflectors for Asymmetrical and Symmetrical set-ups 

in silver/satin finished anodized aluminium
¬ Symmetrical and Asymmetrical reflectors in 

preanodised aluminium 99,7%, matte finish for LED 
models

¬ Transparent silicone gasket between housing and 
diffuser

¬ Decorative stainless steel frame
¬ Watertight connection WATER STOP systems and 

device for cascade wiring connections
¬ Standard power supply already included
¬ Stainless steel locking screws
¬ Housing and recessed rough-in kit with reduced 

depth, manufactured from self-extinguishing 
technopolymer V-2, to be ordered separately. The 
housing and recessed rough-in kit supplied with 
a dedicated protective cover to allow all masonry 
work necessary to ensure proper installation. After 
the masonry work, remove the cover and install the 
cabled structure

¬ A full, complete luminaire is the ensamble of lighting 
fixture + rough-in kit

¬ For more details, consult the factory

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

WAYLIGHT 420 S/M IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
14 W I - 80 4000 ü S/M - 1496 lm 1092 lm 80 10 50000 h 420 mm 307529
14 W I - 80 3000 ü S/M - 1474 lm 1030 lm 80 10 50000 h 420 mm 307528

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
14 W I - 80 4000 ü S/M - 1496 lm 1092 lm 80 10 50000 h 420 mm 307531
14 W I - 80 3000 ü S/M - 1474 lm 1030 lm 80 10 50000 h 420 mm 307530
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OUTDOOR  |  ARCHITECTURAL  |  LINEAR RECESSED  |  WAYLIGHT

WAYLIGHT 420 A15/I IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
14 W I - 80 4000 ü A15/W - 1496 lm 903 lm 80 10 50000 h 420 mm 307541
14 W I - 80 3000 ü A15/W - 1474 lm 851 lm 80 10 50000 h 420 mm 307540

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
14 W I - 80 4000 ü A15/W - 1496 lm 903 lm 80 10 50000 h 420 mm 307543
14 W I - 80 3000 ü A15/W - 1474 lm 851 lm 80 10 50000 h 420 mm 307542

WAYLIGHT 650 S/M IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
28 W I - 80 4000 ü S/M - 2992 lm 1726 lm 80 10 50000 h 650 mm 307533
28 W I - 80 3000 ü S/M - 2948 lm 1628 lm 80 10 50000 h 650 mm 307532

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
28 W I - 80 4000 ü S/M - 2992 lm 1726 lm 80 10 50000 h 650 mm 307535
28 W I - 80 3000 ü S/M - 2948 lm 1628 lm 80 10 50000 h 650 mm 307534

WAYLIGHT 650 A15/I IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
28 W I - 80 4000 ü A15/W - 2992 lm 1994 lm 80 10 50000 h 650 mm 307545
28 W I - 80 3000 ü A15/W - 2948 lm 1880 lm 80 10 50000 h 650 mm 307544

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
28 W I - 80 4000 ü A15/W - 2992 lm 1994 lm 80 10 50000 h 650 mm 307547
28 W I - 80 3000 ü A15/W - 2948 lm 1880 lm 80 10 50000 h 650 mm 307546

WAYLIGHT 950 S/M IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/M - 4488 lm 3033 lm 80 10 50000 h 950 mm 307537
42 W I - 80 3000 ü S/M - 4422 lm 2860 lm 80 10 50000 h 950 mm 307536

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/M - 4488 lm 3033 lm 80 10 50000 h 950 mm 307539
42 W I - 80 3000 ü S/M - 4422 lm 2860 lm 80 10 50000 h 950 mm 307538

WAYLIGHT 950 A15/I IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
42 W I - 80 4000 ü A15/W - 4488 lm 2548 lm 80 10 50000 h 950 mm 307549
42 W I - 80 3000 ü A15/W - 4422 lm 2403 lm 80 10 50000 h 950 mm 307548

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü A15/W - 4488 lm 2548 lm 80 10 50000 h 950 mm 307551
42 W I - 80 3000 ü A15/W - 4422 lm 2403 lm 80 10 50000 h 950 mm 307550

MANDATORY ACCESSORIES
DESCRIPTION COLOR PART NUMBER

WAYLIGHT
Recessed fixing kit WAYLIGHT L420 310001

Recessed fixing kit WAYLIGHT L650 310002

Recessed fixing kit WAYLIGHT L950 310003

Complete unit
1A+1B = please order 2 codes

components
A gear body
B recessed fixing kit
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Range of class I in-ground LED fixtures, comprising:
¬ Extruded anodised aluminium housing
¬ Tempered glass diffuser, printed
¬ EPDM gasket
¬ Glare suppression grid in technopolymer
¬ Through-wiring possible
¬ External electrical connection with sealed plug-socket 

QUICK, complete with cable
¬ LED versions include 220/240 V 50/60 Hz safety 

transformer
¬ Stainless steel locking screws

¬ The fixture requires recessed fixing box which must be 
ordered separately

¬ Aluminium gear tray for high heat dissipation of 
components

¬ Device for beam orientation between 0° and 30°
¬ The product can be installed either individually or in 

seamless linear compositions
¬ 2700 K and 5000 K available upon request
¬ On request, versions with DALI dimming

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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OUTDOOR  |  ARCHITECTURAL  |  LINEAR RECESSED  |  TRACCIA TRIMLESS

TRACCIA TRIMLESS 500 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
20 W I - 80 4000 ü S/I 12° 2000 lm 1769 lm 80 10 60000 h 525 mm 305347
20 W I - 80 4000 ü S/M 30° 2000 lm 1759 lm 80 10 60000 h 525 mm 305348
20 W I - 80 4000 ü ELL 13°x36° 2000 lm 1573 lm 80 10 60000 h 525 mm 305349
20 W I - 80 3000 ü S/I 12° 1900 lm 1530 lm 80 10 60000 h 525 mm 305344
20 W I - 80 3000 ü S/M 30° 1900 lm 1522 lm 80 10 60000 h 525 mm 305345
20 W I - 80 3000 ü ELL 13°x36° 1900 lm 1362 lm 80 10 60000 h 525 mm 305346

TRACCIA TRIMLESS 1000 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W I - 80 4000 ü S/I 12° 4000 lm 3274 lm 80 10 60000 h 1025 mm 305359
40 W I - 80 4000 ü S/M 30° 4000 lm 3257 lm 80 10 60000 h 1025 mm 305360
40 W I - 80 4000 ü ELL 13°x36° 4000 lm 2906 lm 80 10 60000 h 1025 mm 305361
40 W I - 80 3000 ü S/I 12° 3800 lm 2832 lm 80 10 60000 h 1025 mm 305356
40 W I - 80 3000 ü S/M 30° 3800 lm 2817 lm 80 10 60000 h 1025 mm 305357
40 W I - 80 3000 ü ELL 13°x36° 3800 lm 2513 lm 80 10 60000 h 1025 mm 305358

TRACCIA TRIMLESS 1500 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
60 W I - 80 4000 ü S/I 12° 5700 lm 5197 lm 80 10 60000 h 1525 mm 305371
60 W I - 80 4000 ü S/M 30° 5700 lm 5170 lm 80 10 60000 h 1525 mm 305372
60 W I - 80 4000 ü ELL 13°x36° 5700 lm 4614 lm 80 10 60000 h 1525 mm 305373
60 W I - 80 3000 ü S/I 12° 5700 lm 4496 lm 80 10 60000 h 1525 mm 305368
60 W I - 80 3000 ü S/M 30° 5700 lm 4472 lm 80 10 60000 h 1525 mm 305369
60 W I - 80 3000 ü ELL 13°x36° 5700 lm 3991 lm 80 10 60000 h 1525 mm 305370

MANDATORY ACCESSORIES
DESCRIPTION COLOR PART NUMBER

TRACCIA TRIMLESS
Recessed fixing Kit Traccia L500 310525

Recessed fixing Kit Traccia L1000 310526

Recessed fixing Kit Traccia L1500 310527

Wire for continuous power supply 3x1.5 mm 310569

Complete unit
1A+1B = please order 2 codes

components
A gear body
B recessed fixing kit
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Range of class I in-ground LED fixtures, comprising:
¬ Extruded anodised aluminium housing
¬ Tempered glass diffuser, printed
¬ EPDM gasket
¬ Glare suppression grid in technopolymer
¬ Through-wiring possible
¬ External electrical connection with sealed plug-socket 

QUICK, complete with cable
¬ LED versions include 220/240 V 50/60 Hz safety 

transformer
¬ Stainless steel locking screws

¬ The fixture requires recessed fixing box which must be 
ordered separately

¬ Aluminium gear tray for high heat dissipation of 
components

¬ Device for beam orientation between 0° and 30°
¬ The product can be installed either individually or in 

seamless linear compositions
¬ 2700 K and 5000 K available upon request
¬ Versions with covering edge
¬ On request, versions with DALI dimming

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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S/M  -  40 W  -  4000 K  305324
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ELL  -  40 W  -  4000 K  305325
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15000 cd/klm15000 cd/klm15000 cd/klm15000 cd/klm15000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°
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S/I  -  20 W  -  4000 K  305311

OUTDOOR  |  ARCHITECTURAL  |  LINEAR RECESSED  |  TRACCIA

TRACCIA 500 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
20 W I - 80 4000 ü S/I 12° 2000 lm 1769 lm 80 10 60000 h 525 mm 305311
20 W I - 80 4000 ü S/M 30° 2000 lm 1759 lm 80 10 60000 h 525 mm 305312
20 W I - 80 4000 ü ELL 13°x36° 2000 lm 1573 lm 80 10 60000 h 525 mm 305313
20 W I - 80 3000 ü S/I 12° 1900 lm 1530 lm 80 10 60000 h 525 mm 305308
20 W I - 80 3000 ü S/M 30° 1900 lm 1522 lm 80 10 60000 h 525 mm 305309
20 W I - 80 3000 ü ELL 13°x36° 1900 lm 1362 lm 80 10 60000 h 525 mm 305310

TRACCIA 1000 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
40 W I - 80 4000 ü S/I 12° 4000 lm 3274 lm 80 10 60000 h 1025 mm 305323
40 W I - 80 4000 ü S/M 30° 4000 lm 3257 lm 80 10 60000 h 1025 mm 305324
40 W I - 80 4000 ü ELL 13°x36° 4000 lm 2906 lm 80 10 60000 h 1025 mm 305325
40 W I - 80 3000 ü S/I 12° 3800 lm 2832 lm 80 10 60000 h 1025 mm 305320
40 W I - 80 3000 ü S/M 30° 3800 lm 2817 lm 80 10 60000 h 1025 mm 305321
40 W I - 80 3000 ü ELL 13°x36° 3800 lm 2513 lm 80 10 60000 h 1025 mm 305322

TRACCIA 1500 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED 220-240 V 50/60 Hz
60 W I - 80 4000 ü S/I 12° 5700 lm 5197 lm 80 10 60000 h 1525 mm 305335
60 W I - 80 4000 ü S/M 30° 5700 lm 5170 lm 80 10 60000 h 1525 mm 305336
60 W I - 80 4000 ü ELL 13°x36° 5700 lm 4614 lm 80 10 60000 h 1525 mm 305337
60 W I - 80 3000 ü S/I 12° 5700 lm 4496 lm 80 10 60000 h 1525 mm 305332
60 W I - 80 3000 ü S/M 30° 5700 lm 4472 lm 80 10 60000 h 1525 mm 305333
60 W I - 80 3000 ü ELL 13°x36° 5700 lm 3991 lm 80 10 60000 h 1525 mm 305334

MANDATORY ACCESSORIES
DESCRIPTION COLOR PART NUMBER

TRACCIA
Recessed fixing Kit Traccia L500 310525

Recessed fixing Kit Traccia L1000 310526

Recessed fixing Kit Traccia L1500 310527

Wire for continuous power supply 3x1.5 mm 310569

Complete unit
1A+1B = please order 2 codes

components
A gear body
B recessed fixing kit
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GROOVE 17
design by ARTEC3 STUDIO

       

D

B

A

C

Series of class III inground luminaires, comprising:
¬ Extruded anodised aluminium housing
¬ LED card encapsulated in a high performance 

technopolymer sheath with IP67 protection grade. 
Inserted into the extruded profile with double-layer 
resin-coat, it endows the product with two IP67 levels

¬ Transparent resin-coat on the bottom part to ensure 
the utmost lighting efficiency, satin finish in the visible 
part for homogeneous lighting without spots

¬ Resin-coated voltage regulation system integrated 

into every product, IP67 protection grade, designed 
to accept direct current supply voltages between 36V 
and 48V

¬ Driver 48V has to be ordered separately
¬ IP67 connectors suitable for through wiring
¬ Through-wiring possible
¬ The fixture requires recessed fixing box which must be 

ordered separately

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

Closing Kit Recessed Fixing

Cable Kit

Connection Kit

Recessed Fixing Kit

Recessed Fixing Kit

Recessed Fixing Kit

Supply cable made, 3000 mm

Closing Kit Recessed Fixing

Cable Kit

Recessed Fixing Kit

Supply cable made, 3000 mm

Complete unit
1A+1B+1C+1D = please order 4 codes
A gear body
B recessed fixing kit 
C ConnectionS 
D Closing kit recessed fixing
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RECESSED FIXING KITGEAR BODY
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S/EW  -  16 W  -  4000 K  306196

GROOVE 17 500 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
8 W III - 80 4000 - S/EW - 900 lm 104 lm 80 10 40000 h 500 mm 306180
8 W III - 80 3000 - S/EW - 900 lm 104 lm 80 10 40000 h 500 mm 306179

GROOVE 17 1000 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
16 W III - 80 4000 - S/EW - 1800 lm 200 lm 80 10 40000 h 1000 mm 306182
16 W III - 80 3000 - S/EW - 1800 lm 200 lm 80 10 40000 h 1000 mm 306181

GROOVE 17 1500 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
23 W III - 80 4000 - S/EW - 2700 lm 257 lm 80 10 40000 h 1500 mm 306184
23 W III - 80 3000 - S/EW - 2700 lm 257 lm 80 10 40000 h 1500 mm 306183

GROOVE 17 2000 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
30 W III - 80 4000 - S/EW - 3600 lm 342 lm 80 10 40000 h 2000 mm 306186
30 W III - 80 3000 - S/EW - 3600 lm 342 lm 80 10 40000 h 2000 mm 306185

GROOVE 17 500 T IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
8 W III - 80 4000 - S/EW - 900 lm 104 lm 80 10 40000 h 500 mm 306188
8 W III - 80 3000 - S/EW - 900 lm 104 lm 80 10 40000 h 500 mm 306187

GROOVE 17 500 X IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
8 W III - 80 4000 - S/EW - 900 lm 104 lm 80 10 40000 h 500 mm 306190
8 W III - 80 3000 - S/EW - 900 lm 104 lm 80 10 40000 h 500 mm 306189

GROOVE 17 R1200 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
10 W III - 80 4000 - S/EW - 1080 lm 102 lm 80 10 40000 h 614 mm 306194
10 W III - 80 3000 - S/EW - 1080 lm 102 lm 80 10 40000 h 614 mm 306193

GROOVE 17 R2000 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL LENGTH PART NUMBER

Power LED
16 W III - 80 4000 - S/EW - 1800 lm 181 lm 80 10 40000 h 1006 mm 306196
16 W III - 80 3000 - S/EW - 1800 lm 181 lm 80 10 40000 h 1006 mm 306195
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OUTDOOR  |  ARCHITECTURAL  |  LINEAR RECESSED  |  GROOVE 17

CONTROL GEAR

MANDATORY ACCESSORIES

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

GROOVE
Driver - CV 100 W - 48 V kit 310950

Driver - CV 500 W - 48 V kit 310951

GROOVE 17
Closing kit recessed fixing 310954

Supply cable made, 3000 mm 310958

Cable kit 260 mm 311065

Cable kit 510 mm 311066

Cable kit 910 mm 311067

Cable kit 1410 mm 311068

Cable kit 2260 mm 311069

GROOVE 17 500
GROOVE 17 500 mm recessed fixing kit 310940

GROOVE 17 1000
GROOVE 17 1000 mm recessed fixing kit 310942

GROOVE 17 1500
GROOVE 17 1500 mm recessed fixing kit 310943

GROOVE 17 2000
GROOVE 17 2000 mm recessed fixing kit 310944

GROOVE 17 T-X
GROOVE 17 500 mm T-X recessed fixing kit 310952

GROOVE 17 R
GROOVE 17 R1200 mm recessed fixing kit 310946

GROOVE 17 R2000 mm recessed fixing kit 310947

GROOVE 17
Connection box IP 67 310957

Connection Kit GROOVE 17 310953

Connection Kit Ø 7-13,5 mm IP68 310941

Complete unit
1A+1B+1C+1D = please order 4 codes
A gear body
B recessed fixing kit 
C ConnectionS 
D Closing kit recessed fixing

375



STEEL SQUARE

       
     

20
0

34
7

12
7

3

200

334

28
0

39
7

12
7

3

280

384

34
0

46
7

12
7

3

340

454

STEEL SQUARE 
20

STEEL SQUARE 
34

STEEL SQUARE 
28

Range of class I in-ground fixtures, comprising:
¬ Black painted anodised die-cast aluminium housing
¬ Extra-clear tempered flat glass cover thickness 12 mm
¬ Optic compartment separate from the power 

compartment for better heat control
¬ Silicone gasket
¬ Precision-cast stainless steel trim
¬ Mains connection device WATER STOP
¬ Standard power supply already included
¬ Stainless steel locking screws
¬ The fixture requires recessed fixing box which must be 

ordered separately
¬ Recessed rough-in kit made of technopolymer to 

allow water drainage through the WATER DRAIN 
system. The recessed rough-in kit is also equipped 
with a removable cover, with two bubble levels inside 
to facilitate the installation of the recessed rough-in kit

¬ The extruded profiles on which the LED are installed 
may be oriented independently

¬ The SIDE versions have the LED-holder profile 
positioned at the side

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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ELL  -  6,6 W  -  3000 K  301488

OUTDOOR  |  ARCHITECTURAL  |  INGROUNDS  |  STEEL SQUARE

STEEL SQUARE 20 SIDE  3 LED I 8° IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
3,3 W I - - 3000 ü C/I 8° 255 lm 182 lm 80 10 50000 h 301462

STEEL SQUARE 20 SIDE  3 LED ELL 10°X45 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
3,3 W I - - 3000 ü ELL 10°x45° 255 lm 146 lm 80 10 50000 h 301468

STEEL SQUARE 20  3 LED I 8° IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
3,3 W I - - 3000 ü C/I 8° 255 lm 179 lm 80 10 50000 h 301461

STEEL SQUARE 20  3 LED ELL 10°X45° IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
3,3 W I - - 3000 ü ELL 10°x45° 255 lm 144 lm 80 10 50000 h 301467

STEEL SQUARE 20  6 LED I 8° IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
6,6 W I - - 3000 ü C/I 8° 510 lm 346 lm 80 10 50000 h 301463

STEEL SQUARE 20  6 LED ELL 10°X45° IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
6,6 W I - - 3000 ü ELL 10°x45° 510 lm 278 lm 80 10 50000 h 301469

STEEL SQUARE 28 SIDE  6 LED I 8° IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
6,6 W I - - 3000 ü C/I 8° 510 lm 344 lm 80 10 50000 h 301482

STEEL SQUARE 28 SIDE  6 LED ELL 10°X45 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
6,6 W I - - 3000 ü ELL 10°x45° 510 lm 277 lm 80 10 50000 h 301488

STEEL SQUARE 28  12 LED I 8° IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
13,2 W I - - 3000 ü C/I 8° 1020 lm 686 lm 80 10 50000 h 301483
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5000 cd/klm5000 cd/klm5000 cd/klm5000 cd/klm5000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

ELL  -  13,2 W  -  3000 K  301489

 

15000 cd/klm15000 cd/klm15000 cd/klm15000 cd/klm15000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/I  -  19,8 W  -  3000 K  301484

 

5000 cd/klm5000 cd/klm5000 cd/klm5000 cd/klm5000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

ELL  -  19,8 W  -  3000 K  301490

 

15000 cd/klm15000 cd/klm15000 cd/klm15000 cd/klm15000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/I  -  8,8 W  -  3000 K  301501

 

5000 cd/klm5000 cd/klm5000 cd/klm5000 cd/klm5000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

ELL  -  8,8 W  -  3000 K  301507

 

15000 cd/klm15000 cd/klm15000 cd/klm15000 cd/klm15000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/I  -  17,6 W  -  3000 K  301502

 

5000 cd/klm5000 cd/klm5000 cd/klm5000 cd/klm5000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

ELL  -  17,6 W  -  3000 K  301508

 

15000 cd/klm15000 cd/klm15000 cd/klm15000 cd/klm15000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/I  -  26,4 W  -  3000 K  301503

 

5000 cd/klm5000 cd/klm5000 cd/klm5000 cd/klm5000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

ELL  -  26,4 W  -  3000 K  301509

STEEL SQUARE 28  12 LED ELL 10°X45° IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
13,2 W I - - 3000 ü ELL 10°x45° 1020 lm 550 lm 80 10 50000 h 301489

STEEL SQUARE 28  18 LED I 8° IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
19,8 W I - - 3000 ü C/I 8° 1530 lm 1056 lm 80 10 50000 h 301484

STEEL SQUARE 28  18 LED ELL 10°X45° IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
19,8 W I - - 3000 ü ELL 10°x45° 1530 lm 852 lm 80 10 50000 h 301490

STEEL SQUARE 34 SIDE  8 LED I 8° IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
8,8 W I - - 3000 ü C/I 8° 680 lm 463 lm 80 10 50000 h 301501

STEEL SQUARE 34 SIDE  8 LED ELL 10°X45 IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
8,8 W I - - 3000 ü ELL 10°x45° 680 lm 372 lm 80 10 50000 h 301507

STEEL SQUARE 34  16 LED I 8° IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
17,6 W I - - 3000 ü C/I 8° 1360 lm 909 lm 80 10 50000 h 301502

STEEL SQUARE 34  16 LED ELL 10°X45° IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
17,6 W I - - 3000 ü ELL 10°x45° 1360 lm 744 lm 80 10 50000 h 301508

STEEL SQUARE 34  24 LED I 8° IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26,4 W I - - 3000 ü C/I 8° 2040 lm 1357 lm 80 10 50000 h 301503

STEEL SQUARE 34  24 LED ELL 10°X45° IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26,4 W I - - 3000 ü ELL 10°x45° 2040 lm 1087 lm 80 10 50000 h 301509
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STEEL SQUARE 34STEEL SQUARE 28STEEL SQUARE 20

~400 x 400

 ~
42

7  ~
12

7

~450 x 450

 ~
42

7  ~
12

7

~500 x 500

 ~
42

7  ~
12

7

OUTDOOR  |  ARCHITECTURAL  |  INGROUNDS  |  STEEL SQUARE

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

STEEL SQUARE
Steel Recessed Fixing Kit, Square 20 310369

Steel Recessed Fixing Kit, Square 28 310374

Steel Recessed Fixing Kit, Square 34 310379

Complete unit
1A+1B = please order 2 codes

components
A gear body
B recessed fixing kit

379



CRICKET 168+
design by SILVIA PAOLA PENNACCHIO

       
     

Ø 190

Ø 195

27
0

5

27
5

Range of Class II in-ground fixtures, comprising:
¬ Reinforced, heat stabilized technopolymer housing
¬ Flat toughened glass diffuser
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ One piece, anti-ageing silicone gasket with high 

flexibility and resiliency
¬ Die-cast aluminium trim painted
¬ Die-cast aluminium trim painted after chemical 

preparation of the surface coated with AISI 316 
stainless steel (versions INOX)

¬ Mains connection device WATER STOP
¬ The LED versions use high power LEDs mounted on an 

aluminium heat sink
¬ Standard power supply already included
¬ Stainless steel locking screws
¬ Technopolymer recessed rough-in kit
¬ Rough-in kit fixing system designed for a safe 

installation even when it is not perfectly flush with the 
floor

¬ Floor mounted luminaires are subject to harsh 
conditions during use. For proper function and safety, 
they must be correctly installed by qualified personnel 
and according to the installation instructions

¬ Do not install luminaires in sunken areas
¬ Effective water drainage must be prepared with a 

gravel bed of at least 30 cm
¬ If the device is accessible to the public, it is advisable 

to ensure that the glass temperature is compatible 
with the prevailing local installation standards. The 
temperature is indicated on the website, on the data 
sheet of each item.

¬ 360° horizontal adjustability of the luminaire
¬ On request, it is possible to have versions with a 

precision-cast stainless steel ring.

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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40000 cd/klm40000 cd/klm40000 cd/klm40000 cd/klm40000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/I  -  10 W  -  6000 K  06015296

 

6000 cd/klm6000 cd/klm6000 cd/klm6000 cd/klm6000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

ELL  -  10 W  -  6000 K  06017396

Ø 6÷10

H07RN-F 2x2,5
H07RN-F 2x1,5

2x2,5 mm2

~Ø 300

 ~
60

0  ~
27

0

max 3,2 kg max 30 km/h
max 6.000 kg

50 Nm

5 kN

max 2.000 kg

OUTDOOR  |  ARCHITECTURAL  |  INGROUNDS  |  CRICKET 168+

CRICKET 168+ LED C/I IK09 16J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10 W II - 65 6000 - C/I - 600 lm 345 lm 80 10 50000 h 06015296
10 W II - 85 3000 - C/I - 540 lm 193 lm 80 10 50000 h 06015396
10 W II - 65 6000 - C/I - 600 lm 345 lm 80 10 50000 h 06017704
10 W II - 85 3000 - C/I - 540 lm 193 lm 80 10 50000 h 06017804

CRICKET 168+ LED ELL IK09 16J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10 W II - 65 6000 - ELL 10°x50° 600 lm 327 lm 80 10 50000 h 06017396
10 W II - 85 3000 - ELL 10°x50° 540 lm 192 lm 80 10 50000 h 06017496
10 W II - 65 6000 - ELL 10°x50° 600 lm 327 lm 80 10 50000 h 06018104
10 W II - 85 3000 - ELL 10°x50° 540 lm 192 lm 80 10 50000 h 06018204
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CRICKET 168+/268+ COMPACT
design by SILVIA PAOLA PENNACCHIO

17
5

Ø 190

345

26
1
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0

33
0

Ø 274

661

11
416

5
34

6

50
0

CRICKET  
168+ COMPACT

CRICKET  
268+ COMPACT

Range of class I reduced depth in-ground luminaires, 
comprising:
¬ Black painted anodised die-cast aluminium housing
¬ Flat toughened glass diffuser
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Anti-ageing silicone gasket
¬ Die-cast aluminium trim painted after chemical 

preparation of the surface coated with AISI 316 
stainless steel (versions INOX)

¬ Die-cast aluminium trim painted
¬ Mains connection device WATER STOP
¬ The LED versions use high power LEDs mounted on an 

aluminium heat sink
¬ Standard power supply already included
¬ Stainless steel external screws
¬ Technopolymer outer casing equipped with 

reinforcement bars to ensure traffic resistance. 

Designed to encourage water drainage through the 
WATER DRAIN system

¬ Floor mounted luminaires are subject to harsh 
conditions during use. For proper function and safety, 
they must be correctly installed by qualified personnel 
and according to the installation instructions

¬ Do not install luminaires in sunken areas
¬ If the device is accessible to the public, it is advisable 

to ensure that the glass temperature is compatible 
with the prevailing local installation standards. The 
temperature is indicated on the website, on the data 
sheet of each item.

¬ Rough-in kit fixing system designed for a safe 
installation even when it is not perfectly flush with the 
floor

¬ On request, it is possible to have versions with a 
precision-cast stainless steel ring.

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

382



A
RC

H
IT

EC
TU

RA
L

 

40000 cd/klm40000 cd/klm40000 cd/klm40000 cd/klm40000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/I  -  10 W  -  6000 K  06036596

 

30000 cd/klm30000 cd/klm30000 cd/klm30000 cd/klm30000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/I  -  21 W  -  6000 K  06037396

 

6000 cd/klm6000 cd/klm6000 cd/klm6000 cd/klm6000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

ELL  -  10 W  -  6000 K  06036796

 

6000 cd/klm6000 cd/klm6000 cd/klm6000 cd/klm6000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

ELL  -  21 W  -  6000 K  06037596

Ø 6÷11

H07RN-F 3Gx2,5
H07RN-F 3Gx1,5

3x2,5 mm2

~370 x 360

 ~
47

0

 ~
17

0

max 3,2 kg max 30 km/h
max 6.000 kg

50 Nm

5 kN

max 2.000 Kg

CRICKET 168+ COMPACT

~520 x 700

 ~
47

0

 ~
17

0

Ø 6÷11

H07RN-F 3Gx2,5
H07RN-F 3Gx1,5

3x2,5 mm2

max 11,6 kg max 30 km/h
max 7.500 kg

50 Nm

5 kN

max 2.000 Kg

CRICKET 268+ COMPACT

OUTDOOR  |  ARCHITECTURAL  |  INGROUNDS  |  CRICKET 168+/268+ COMPACT

CRICKET 168+ COMPACT LED C/I IK09 16J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10 W I - 70 6000 - C/I - 600 lm 345 lm 80 10 50000 h 06036596
10 W I - 85 3000 - C/I - 540 lm 193 lm 80 10 50000 h 06036696
10 W I - 70 6000 - C/I - 600 lm 345 lm 80 10 50000 h 06036904
10 W I - 85 3000 - C/I - 540 lm 193 lm 80 10 50000 h 06037004

CRICKET 168+ COMPACT LED ELL IK09 16J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10 W I - 70 6000 - ELL 10°x50° 600 lm 327 lm 80 10 50000 h 06036796
10 W I - 85 3000 - ELL 10°x50° 540 lm 192 lm 80 10 50000 h 06036896
10 W I - 70 6000 - ELL 10°x50° 600 lm 327 lm 80 10 50000 h 06037104
10 W I - 85 3000 - ELL 10°x50° 540 lm 192 lm 80 10 50000 h 06037204

CRICKET 268+ COMPACT LED C/I IK10 21J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
21 W I - 65 6000 ü C/I - 1500 lm 1063 lm 80 10 50000 h 06037396
21 W I - 85 3000 ü C/I - 1350 lm 854 lm 80 10 50000 h 06037496
21 W I - 65 6000 ü C/I - 1500 lm 1063 lm 80 10 50000 h 06037704
21 W I - 85 3000 ü C/I - 1350 lm 854 lm 80 10 50000 h 06037804

CRICKET 268+ COMPACT LED ELL IK10 21J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
21 W I - 65 6000 ü ELL 10°x50° 1500 lm 963 lm 80 10 50000 h 06037596
21 W I - 85 3000 ü ELL 10°x50° 1350 lm 735 lm 80 10 50000 h 06037696
21 W I - 65 6000 ü ELL 10°x50° 1500 lm 963 lm 80 10 50000 h 06037904
21 W I - 85 3000 ü ELL 10°x50° 1350 lm 735 lm 80 10 50000 h 06038004
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CRICKET 168+ RAD
design by SILVIA PAOLA PENNACCHIO
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CRICKET  168+ RAD 
110

CRICKET  168+ RAD 
210

CRICKET  168+ RAD 
360

Range of Class II in-ground fixtures, comprising:
¬ Reinforced, heat stabilized technopolymer housing
¬ Pressed toughened glass diffuser
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Anti-ageing silicone gasket with high resiliency
¬ Die-cast aluminium cover painted after chemical 

preparation of the surface
¬ Mains connection device WATER STOP
¬ The LED versions use high power LEDs mounted on an 

aluminium heat sink
¬ Standard power supply already included
¬ Stainless steel locking screws
¬ Technopolymer recessed rough-in kit
¬ Rough-in kit fixing system designed for a safe 

installation even when it is not perfectly flush with the 
floor

¬ Floor mounted luminaires are subject to harsh 
conditions during use. For proper function and safety, 
they must be correctly installed by qualified personnel 
and according to the installation instructions

¬ Do not install luminaires in sunken areas
¬ Effective water drainage must be prepared with a 

gravel bed of at least 30 cm
¬ If the device is accessible to the public, it is advisable 

to ensure that the glass temperature is compatible 
with the prevailing local installation standards. The 
temperature is indicated on the website, on the data 
sheet of each item.

¬ 360° horizontal adjustability of the luminaire
¬ On request, it is possible to have versions with a 

precision-cast stainless steel cover.

  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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2000 cd/klm2000 cd/klm2000 cd/klm2000 cd/klm2000 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

R  -  7,5 W  -  6000 K  06016096

 

1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

R  -  12 W  -  6000 K  06015696

 

1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

R  -  8,5 W  -  6000 K  06015896

35°

38mm

Ø 6÷10

H07RN-F 2x2,5
H07RN-F 2x1,5

2x2,5 mm2

~Ø 300

 ~
60

0  ~
27

0

max 3,4 kg
max 30 km/h
max 6.000 kg

50 Nm

5 kN

max 4.500 Kg

OUTDOOR  |  ARCHITECTURAL  |  INGROUNDS  |  CRICKET 168+ RAD

CRICKET 168+ RAD LED 110 IK09 16J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
7,5 W II - 65 6000 - R 110°+30° 400 lm 163 lm 80 10 50000 h 06016096
7,5 W II - 85 3000 - R 110°+30° 360 lm 147 lm 80 10 50000 h 06021496

CRICKET 168+ RAD LED 210 IK09 16J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
8,5 W II - 70 6000 - R 210° 500 lm 212 lm 80 10 50000 h 06015896
8,5 W II - 85 3000 - R 210° 450 lm 191 lm 80 10 50000 h 06021396

CRICKET 168+ RAD LED 360 IK09 16J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
12 W II - 65 6000 - R 360° 800 lm 316 lm 80 10 50000 h 06015696
12 W II - 65 3000 - R 360° 720 lm 284 lm 80 10 50000 h 06021296
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CRICKET 168+/268+ COMPACT RAD
design by SILVIA PAOLA PENNACCHIO
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CRICKET  168+ RAD COMPACT 
110

CRICKET  268+ RAD COMPACT 
110

CRICKET  168+ RAD COMPACT 
210

CRICKET  268+ RAD COMPACT 
210

CRICKET  168+ RAD COMPACT 
360

CRICKET  268+ RAD COMPACT 
360

Range of class I reduced depth in-ground luminaires, 
comprising:
¬ Black painted anodised die-cast aluminium housing
¬ Flat toughened glass diffuser
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Anti-ageing silicone gasket
¬ Die-cast aluminium cover painted after chemical 

preparation of the surface
¬ Mains connection device WATER STOP
¬ The LED versions use high power LEDs mounted on an 

aluminium heat sink
¬ Standard power supply already included
¬ Stainless steel external screws
¬ Technopolymer outer casing equipped with 

reinforcement bars to ensure traffic resistance. 
Designed to encourage water drainage through the 

WATER DRAIN system
¬ Floor mounted luminaires are subject to harsh 

conditions during use. For proper function and safety, 
they must be correctly installed by qualified personnel 
and according to the installation instructions

¬ Do not install luminaires in sunken areas
¬ If the device is accessible to the public, it is advisable 

to ensure that the glass temperature is compatible 
with the prevailing local installation standards. The 
temperature is indicated on the website, on the data 
sheet of each item.

¬ Rough-in kit fixing system designed for a safe 
installation even when it is not perfectly flush with the 
floor

¬ On request, it is possible to have versions with a 
precision-cast stainless steel cover.

  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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2000 cd/klm2000 cd/klm2000 cd/klm2000 cd/klm2000 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

R  -  7,5 W  -  6000 K  06033696

 

1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

R  -  12 W  -  6000 K  06033896

 

1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm

90°90°90°90°90°

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

90°90°90°90°90°

R  -  13,8 W  -  6000 K  06034196

 

1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

R  -  8,5 W  -  6000 K  06033796

 

2000 cd/klm2000 cd/klm2000 cd/klm2000 cd/klm2000 cd/klm

90°90°90°90°90°

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

90°90°90°90°90°

R  -  11 W  -  6000 K  06034396

 

1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm

90°90°90°90°90°

120°120°120°120°120°

150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

90°90°90°90°90°

R  -  19 W  -  6000 K  06033996

Ø 6÷11

H07RN-F 3Gx1,5

3x1,5 mm2

~370 x 360

 ~
47

0

 ~
17

0

max 3,4 kg max 30 km/h
max 6.000 kg

50 Nm

5 kN

max 4.500 Kg

CRICKET 168+ COMPACT RAD

Ø 7÷12

H07RN-F 3Gx1,5

3x2,5 mm2

~520 x 700

 ~
47

0

 ~
17

0

max 10 kg max 30 km/h
max 6.000 kg

50 Nm

5 kN

max 2.000 Kg

CRICKET 268+ COMPACT RAD

OUTDOOR  |  ARCHITECTURAL  |  INGROUNDS  |  CRICKET 168+/268+ COMPACT RAD

CRICKET 168+ COMPACT RAD LED 110 IK09 15J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
7,5 W I - 70 6000 - R 110°+30° 400 lm 163 lm 80 10 50000 h 06033696
7,5 W I - 85 3000 - R 110°+30° 360 lm 147 lm 80 10 50000 h 06033396

CRICKET 168+ COMPACT RAD LED 210 IK09 15J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
8,5 W I - 70 6000 - R 210° 500 lm 212 lm 80 10 50000 h 06033796
8,5 W I - 85 3000 - R 210° 450 lm 191 lm 80 10 50000 h 06033496

CRICKET 168+ COMPACT RAD LED 360 IK09 15J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
12 W I - 70 6000 - R 360° 800 lm 316 lm 80 10 50000 h 06033896
12 W I - 85 3000 - R 360° 720 lm 284 lm 80 10 50000 h 06033596

CRICKET 268+ COMPACT RAD LED 110 IK07 2.6J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
11 W I - 70 6000 ü R 110°+30° 600 lm 325 lm 80 10 50000 h 06034396
11 W I - 85 3000 ü R 110°+30° 540 lm 244 lm 80 10 50000 h 06034496

CRICKET 268+ COMPACT RAD LED 210 IK07 2.6J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
13,8 W I - 70 6000 ü R 210° 750 lm 391 lm 80 10 50000 h 06034196
13,8 W I - 85 3000 ü R 210° 675 lm 296 lm 80 10 50000 h 06034296

CRICKET 268+ COMPACT RAD LED 360 IK07 2.6J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
19 W I - 70 6000 ü R 360° 1200 lm 611 lm 80 10 50000 h 06033996
19 W I - 85 3000 ü R 360° 1080 lm 490 lm 80 10 50000 h 06034096
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INSERT+ ZERO

      

49

3

105

75

 

1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A29/M  -  5 W  -  4000 K  304109

Wall recessed luminaire, for indoor and outdoor 
comprising:
¬ Painted die-cast aluminium housing
¬ Diffuser in flat glass, internally frosted
¬ Silicone gasket

¬ Standard power supply already included
¬ Stainless steel locking screws
¬ 503 standard recessed box included in the product
¬ The fitting is suitable for through-wiring

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

INSERT+ ZERO IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
5 W I - 80 4000 ü A29/M - 530 lm 142 lm 90 10 36000 h 304111
5 W I - 80 3000 ü A29/M - 511 lm 125 lm 90 10 36000 h 304110
5 W I - 80 4000 ü A29/M - 530 lm 142 lm 90 10 36000 h 304113
5 W I - 80 3000 ü A29/M - 511 lm 125 lm 90 10 36000 h 304112
5 W I - 80 4000 ü A29/M - 530 lm 142 lm 90 10 36000 h 304109
5 W I - 80 3000 ü A29/M - 511 lm 125 lm 90 10 36000 h 304108
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INSERT+ ZERO CLIP

      

49

3

107

75

 

1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/M  -  5 W  -  3000 K  3100064

OUTDOOR  |  ARCHITECTURAL  |  RECESSED WALL  |  INSERT+ ZERO CLIP

Wall recessed luminaire, for indoor and outdoor 
comprising:
¬ Painted die-cast aluminium housing
¬ Diffuser in flat glass, internally frosted
¬ Silicone gasket
¬ Stainless steel springs for quick connection to recessed 

box
¬ Standard power supply already included
¬ 503 standard recessed box included in the product
¬ The fitting is suitable for through-wiring

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

INSERT+ ZERO CLIP IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
5 W I - 80 3000 ü A/M - 511 lm 142 lm 80 10 60000 h 3100064
5 W I - 80 3000 ü A/M - 511 lm 142 lm 80 10 60000 h 3100066
5 W I - 80 3000 ü A/M - 511 lm 142 lm 80 10 60000 h 3100062
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INSERT+ 1/2

       
 

61
3

224

55

56
3

284

88

 

900 cd/klm900 cd/klm900 cd/klm900 cd/klm900 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A37/M  -  7 W  -  4000 K  304115

 

900 cd/klm900 cd/klm900 cd/klm900 cd/klm900 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A25/W  -  10 W  -  4000 K  304121

INSERT+ 
1

INSERT+ 
2

Series of wall recessed luminaires for indoor and outdoor 
general lighting use in two sizes, comprising:
¬ Painted die-cast aluminium housing
¬ Diffuser in flat glass, internally frosted
¬ Silicone gasket
¬ External electrical connection with sealed plug-socket 

QUICK, complete with cable
¬ Electrical connector for wires Ø 7 - Ø 12 mm
¬ LED versions include 220/240 V 50/60 Hz safety 

transformer
¬ Stainless steel locking screws
¬ The fixture requires recessed fixing box which must be 

ordered separately
¬ The recessed box is equipped with a removable cover 

and provided with two spirit levels to facilitate the 
installation process

¬ INSERT+ 1/2 could be installed in existing recess 
boxes of INSERT 1/2 thanks to the dedicated adapter 
accessory

¬ Supplied with 0,2 m pre-wired H07RN-F cable
¬ For the Insert+2 series, connectors for through wiring 

connections are available as accessories. Connectors fit 
wires measuring Ø 7 - Ø 10.5 mm and Ø 14 - Ø 17 mm

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured
  WH-87 / White / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

INSERT+ 1 IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
7 W I - 80 4000 ü A37/M - 850 lm 275 lm 80 10 60000 h 304117
7 W I - 80 3000 ü A37/M - 825 lm 250 lm 80 10 60000 h 304116
7 W I - 80 4000 ü A37/M - 850 lm 275 lm 80 10 60000 h 304119
7 W I - 80 3000 ü A37/M - 825 lm 250 lm 80 10 60000 h 304118
7 W I - 80 4000 ü A37/M - 850 lm 275 lm 80 10 60000 h 304115
7 W I - 80 3000 ü A37/M - 825 lm 250 lm 80 10 60000 h 304114

INSERT+ 2 IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10 W I - 80 4000 ü A25/W - 1410 lm 553 lm 80 10 60000 h 304123
10 W I - 80 3000 ü A25/W - 1350 lm 503 lm 80 10 60000 h 304122
10 W I - 80 4000 ü A25/W - 1410 lm 553 lm 80 10 60000 h 304125
10 W I - 80 3000 ü A25/W - 1350 lm 503 lm 80 10 60000 h 304124
10 W I - 80 4000 ü A25/W - 1410 lm 553 lm 80 10 60000 h 304121
10 W I - 80 3000 ü A25/W - 1350 lm 503 lm 80 10 60000 h 304120
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310475 310490

310476
340477
310478

310487
310488
310489

310495
310496

INSERT

INSERT+

OUTDOOR  |  ARCHITECTURAL  |  RECESSED WALL  |  INSERT+ 1/2

MANDATORY ACCESSORIES
DESCRIPTION COLOR PART NUMBER

INSERT+ 1
Recessed box INSERT+ 1 310475

INSERT+ 2
Recessed box Insert + 2 310490

Complete unit
1A+1B = please order 2 codes

COMPONENTS

A luminaire 
B recessed fixing kit

Complete unit
1A+1C = please order 2 codes

COMPONENTS

A luminaire 
C adaptor

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

INSERT+ 1

Adaptor INSERT+ 1 310476

Adaptor INSERT+ 1 310477

Adaptor INSERT+ 1 310478

INSERT+ 2

Adaptor INSERT+ 2 310487

Adaptador INSERT+ 2 310488

Adaptor NSERT+ 2 310489

Connection Kit Y 3-way D.14-17mm IP68 310495

Connection Kit Y 3-way D.7-10.5mm IP68 310496
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INSERT+ 1 MARINE

      

61
3

224

55

 

750 cd/klm750 cd/klm750 cd/klm750 cd/klm750 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A37/M  -  7 W  -  4000 K  304792

220

51
88

AB
310475

Series of wall recessed luminaires for indoor and outdoor 
general lighting use in two sizes, comprising:
¬ Painted die-cast aluminium housing
¬ Diffuser in flat glass, internally frosted
¬ EPDM gasket
¬ Die cast polished brass ring with vibratory finishing.
¬ External electrical connection with sealed plug-socket 

QUICK, complete with cable
¬ Electrical connector for wires Ø 7 - Ø 12 mm
¬ LED versions include 220/240 V 50/60 Hz safety 

transformer

¬ Stainless steel locking screws
¬ The fixture requires recessed fixing box which must be 

ordered separately
¬ The recessed box is equipped with a removable cover 

and provided with two spirit levels to facilitate the 
installation process

¬ Supplied with 0,2 m pre-wired H07RN-F cable
¬ Metals with natural finish surface may oxidise with 

age. To restore the original brightness use commercial 
metal polish

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

INSERT+ 1 MARINE IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
7 W I - 70 4000 ü A37/M - 850 lm 354 lm 80 10 60000 h 304792
7 W I - 70 3000 ü A37/M - 825 lm 325 lm 80 10 60000 h 304791

MANDATORY ACCESSORIES
DESCRIPTION COLOR PART NUMBER

INSERT+ 1 MARINE
Recessed box INSERT+ 1 310475

Complete unit
1A+1B = please order 2 codes

COMPONENTS

A luminaire 
B recessed fixing kit
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284 90

OUTDOOR  |  ARCHITECTURAL  |  RECESSED WALL  |  INSERT+ 3

Wall recessed luminaire, for indoor and outdoor use in 
solid and hollow walls, for general lighting, comprising:
¬ Die-cast painted aluminium housing and trim
¬ Tempered clear glass diffuser
¬ Diffuser in flat glass, internally frosted
¬ Silicone gasket
¬ External electrical connection with sealed plug-socket 

QUICK, complete with cable
¬ Electrical connector for wires Ø 7 - Ø 12 mm
¬ LED versions include 220/240 V 50/60 Hz safety 

transformer
¬ Stainless steel locking screws
¬ The fixture requires recessed fixing box which must be 

ordered separately
¬ Supplied with 0,5 m pre-wired H07RN-F cable
¬ Anti-tamper kit available as an accessory
¬ Available for thourgh wiring as accessories. Connectors 

fit Ø 7 - Ø 10,5 mm and Ø 14 - Ø 17 mm cables
  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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750 cd/klm750 cd/klm750 cd/klm750 cd/klm750 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/W  -  27 W  -  4000 K  3100878

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A26/W  -  26 W  -  4000 K  3100875

Ø6Ø25
272 34

27
4

36
0

324 105
410

AB
3100883

INSERT+ 3 A/W IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
27 W I - 80 4000 ü A/W - 4140 lm 1592 lm 80 10 60000 h 3100879
27 W I - 80 3000 ü A/W - 4020 lm 1502 lm 80 10 60000 h 3100877
27 W I - 80 4000 ü A/W - 4140 lm 1592 lm 80 10 60000 h 3100878
27 W I - 80 3000 ü A/W - 4020 lm 1502 lm 80 10 60000 h 3100876

INSERT+ 3 A26/W IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
26 W I - 70 4000 ü A26/W - 3585 lm 1399 lm 80 10 125000 h 3100875
26 W I - 70 3000 ü A26/W - 3450 lm 1388 lm 80 10 125000 h 3100881
26 W I - 70 4000 ü A26/W - 3585 lm 1399 lm 80 10 125000 h 3100882
26 W I - 70 3000 ü A26/W - 3450 lm 1388 lm 80 10 125000 h 3100880

MANDATORY ACCESSORIES

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

INSERT+3

Recessed box INSERT+3 3100883

INSERT+ 3
Stainless steel, anti-tamper locking screws 3100992

Connection Kit Y 3-way D.14-17mm IP68 310495

Connection Kit Y 3-way D.7-10.5mm IP68 310496

Complete unit
1A+1B = please order 2 codes

COMPONENTS

A luminaire 
B recessed fixing kit

394
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INSERT 1/2
design by ROBERTO FIORATO

       
 

256

88 79

85 7

11
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75 cd/klm75 cd/klm75 cd/klm75 cd/klm75 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  1x40 W   007340

 

90 cd/klm90 cd/klm90 cd/klm90 cd/klm90 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  1x60 W   007356

INSERT 
1

008120

INSERT 
2

008122

294
252
196 40

15

12
5

83

88 21

43,5

343
312
254

15

14
1

11
0

12
2 23

AB

OUTDOOR  |  ARCHITECTURAL  |  RECESSED WALL  |  INSERT 1/2

Series of wall recessed luminaires for indoor and outdoor 
general lighting use in two sizes, comprising:
¬ Painted die-cast aluminium housing
¬ Pressed transparent glass diffuser with internal pattern
¬ EPDM gasket

¬ Stainless steel locking screws
¬ The fixture requires recessed fixing box which must be 

ordered separately

INSERT 1 IK08 5J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E14 1x40 W I ü - - S/EW - 007334
E14 1x40 W I ü - - S/EW - 007341
E14 1x40 W I ü - - S/EW - 007340

INSERT 2 IK08 5J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

E27 1x60 W I ü - - S/EW - 007354
E27 1x60 W I ü - - S/EW - 007357
E27 1x60 W I ü - - S/EW - 007356

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

MANDATORY ACCESSORIES
DESCRIPTION COLOR PART NUMBER

INSERT 1/2
Recessed fixing kit Insert 1 008120

Recessed fixing kit Insert 2 008122

Complete unit
1A+1B = please order 2 codes

COMPONENTS

A luminaire 
B recessed fixing kit
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ALU TECH

     

24
0

240

24
0

120

13
0

240

ALU TECH 
SQUARE

ALU TECH 
RV

ALU TECH 
RO

Range of recessed luminaries for wall mounted 
applications, comprising:
¬ Anodised aluminium housing
¬ Frosted glass diffuser
¬ Silicone gasket
¬ External electrical connection with sealed plug-socket 

QUICK, complete with cable
¬ Standard power supply already included
¬ Recessed fixing kit to be ordered separately
¬ Supplied with 0,2 m pre-wired H07RN-F cable
¬ No visible screws

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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800 cd/klm800 cd/klm800 cd/klm800 cd/klm800 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/W  -  10,8 W  -  4000 K  303217

 

750 cd/klm750 cd/klm750 cd/klm750 cd/klm750 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/W  -  10,8 W  -  4000 K  303221

 

900 cd/klm900 cd/klm900 cd/klm900 cd/klm900 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A/W  -  6,6 W  -  4000 K  303219

310397

310396 310395

230 77

272
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2
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2

230 77

272

23
0

27
2

132 77

172

12
2

27
2

AB

OUTDOOR  |  ARCHITECTURAL  |  RECESSED WALL  |  ALU TECH

ALU TECH SQUARE IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10,8 W I - 85 4000 ü A/W - 1224 lm 467 lm 80 10 35000 h 303217
10,8 W I - 85 3000 ü A/W - 1260 lm 441 lm 80 10 35000 h 303216

ALU TECH RV IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
6,6 W I - 85 4000 ü A/W - 612 lm 212 lm 80 10 35000 h 303219
6,6 W I - 85 3000 ü A/W - 632 lm 207 lm 80 10 35000 h 303218

ALU TECH RO IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10,8 W I - 85 4000 ü A/W - 1224 lm 421 lm 80 10 35000 h 303221
10,8 W I - 85 3000 ü A/W - 1260 lm 396 lm 80 10 35000 h 303220

MANDATORY ACCESSORIES
DESCRIPTION COLOR PART NUMBER

SQUARE
ALU TECH recessed fixing kit 240x240 310396

RV
ALU TECH recessed fixing kit 120x240 310395

RO
ALU TECH recessed fixing kit 240x130 310397

Complete unit
1A+1B = please order 2 codes

COMPONENTS

A luminaire 
B recessed fixing kit
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MIMIK 10 POST
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MIMIK 10 POST 
300

MIMIK 10 POST 
600

MIMIK 10 POST 
1000

Landscaping LED bollard luminaire comprising:
¬ Painted die-cast aluminium housing and cover
¬ Tempered glass diffuser, printed
¬ Reflector in satin finish pure aluminium (Al 99.98)
¬ Silicone gasket
¬ External electrical connection with sealed plug-socket 

QUICK, complete with cable

¬ Standard power supply already included
¬ Stainless steel locking screws
¬ Painted extruded aluminium pole
¬ Base plate included
¬ Complying with the recommendations for glare 

control and upward light pollution
  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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800 cd/klm800 cd/klm800 cd/klm800 cd/klm800 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A/I  -  11 W  -  4000 K  304619

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

CP/T3  -  10 W  -  4000 K  306553

 

800 cd/klm800 cd/klm800 cd/klm800 cd/klm800 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A/I  -  11 W  -  4000 K  304615

310496

OUTDOOR  |  ARCHITECTURAL  |  BOLLARDS  |  MIMIK 10 POST

MIMIK 10 POST 300 IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
11 W I ü 80 4000 ü A/I - 1075 lm 915 lm 80 10 60000 h 304619
11 W I ü 80 3000 ü A/I - 1006 lm 745 lm 80 10 60000 h 304617
11 W I ü 80 4000 ü A/I - 1075 lm 915 lm 80 10 60000 h 304620
11 W I ü 80 3000 ü A/I - 1006 lm 745 lm 80 10 60000 h 304618

MIMIK 10 POST 600 IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
11 W I ü 80 4000 ü A/I - 1075 lm 915 lm 80 10 60000 h 304615
11 W I ü 80 3000 ü A/I - 1006 lm 745 lm 80 10 60000 h 304613
11 W I ü 80 4000 ü A/I - 1075 lm 915 lm 80 10 60000 h 304616
11 W I ü 80 3000 ü A/I - 1006 lm 745 lm 80 10 60000 h 304614

MIMIK 10 POST 1000 IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10 W I ü 70 4000 ü CP/T3 - 1076 lm 762 lm 80 10 60000 h 306555
10 W I ü 70 3000 ü CP/T3 - 1000 lm 719 lm 80 10 60000 h 306554
10 W I ü 70 4000 ü CP/T3 - 1076 lm 762 lm 80 10 60000 h 306553
10 W I ü 70 3000 ü CP/T3 - 1000 lm 719 lm 80 10 60000 h 306552

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

MIMIK 10 POST
Connection Kit Y 3-way D.7-10.5mm IP68 310496

399



RESIDENCE “LA VALLE” | Barco di Lavagno | ITALY

400



A
RC

H
IT

EC
TU

RA
L

Q-LIGHT

       

68
3

11
8

118

310398

 

200 cd/klm200 cd/klm200 cd/klm200 cd/klm200 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/W  -  14 W  -  4000 K  306669

OUTDOOR  |  ARCHITECTURAL  |  BOLLARDS  |  Q-LIGHT

Range of bollards, comprising:
¬ Painted die-cast aluminium housing
¬ Clear UV-stabilised and impact resistant 

technopolymer cover
¬ Extra pure polished aluminium reflectors
¬ Die-cast aluminium housing and fixing plate for in-

ground installation, painted finish
¬ Die-cast aluminium housing complete with two PG11 

cable glands suitable for through wiring, to take Ø 5 

mm to Ø 10 mm cables
¬ Stainless steel fixing screws and rods
¬ Painted extruded aluminium pole
¬ Base plate included
¬ QUICK versions are supplied complete with lamps 

and ‘water stop’ connection box suitable for through 
wiring, to take Ø 5 mm to Ø 13 mm cables   GR-94 / Metallic grey / Textured

  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

Q-LIGHT
Baseplate Q-series 310398

QLIGHT IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
14 W I - 80 4000 ü S/W - 2088 lm 1151 lm 90 10 36000 h 306671
14 W I - 80 3000 ü S/W - 1944 lm 1024 lm 90 10 36000 h 306670
14 W I - 80 4000 ü S/W - 2088 lm 1151 lm 90 10 36000 h 306669
14 W I - 80 3000 ü S/W - 1944 lm 1024 lm 90 10 36000 h 306668
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PADO
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75
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Ø 60
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3x Ø9

PADO 
600

PADO

PADO 
900

PADO 
BASIC

PADO 
1200

Landscaping LED bollard luminaire comprising:
¬ Polyester powder coated die-cast aluminium housing
¬ Adapter for posts Ø 42-45 mm made of polyester 

powder-coated die-cast aluminium
¬ Internally frosted glass diffuser
¬ Silicone gasket
¬ External electrical connection with sealed plug-socket 

QUICK, complete with cable
¬ Supplied complete with 220/240 V 50/60 Hz power 

supply unit.
¬ Stainless steel locking screws

¬ Painted extruded aluminium post (h 600 mm) with 
base plate for the PADO 600 model

¬ Painted extruded aluminium post (h 900 mm) with 
base plate for the PADO 900 model

¬ Painted extruded aluminium post (h 1200 mm) with 
base plate for the PADO 1200 model

¬ Complying with the recommendations for glare 
control and upward light pollution

¬ PADO versions are suitable for installation on existing 
poles Ø 60 mm

  GR-94 / Metallic grey / Textured
  AN-96 / Anthracite gray / Textured

o  BK-81 / Black / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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310513 310481
310482

 

600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  20 W  -  4000 K  306354

 

600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  9,5 W  -  4000 K  306290

 

600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  20 W  -  4000 K  304094

 

600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  20 W  -  4000 K  304086

 

600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

S/EW  -  20 W  -  4000 K  304090

OUTDOOR  |  ARCHITECTURAL  |  BOLLARDS  |  PADO

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

PADO
Connection Kit D.7-10.5mm IP68 310513

Pole top adaptor Ø 45mm PADO 310482

Pole top adaptor Ø 45 mm PADO 310481

PADO 600 IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
20 W I - 80 4000 ü S/EW - 2061 lm 1160 lm 80 10 60000 h 304086
20 W I - 80 3000 ü S/EW - 1974 lm 1080 lm 80 10 60000 h 304084
20 W I - 80 4000 ü S/EW - 2061 lm 1160 lm 80 10 60000 h 304087
20 W I - 80 3000 ü S/EW - 1974 lm 1080 lm 80 10 60000 h 304085

PADO 900 IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
20 W I - 80 4000 ü S/EW - 2061 lm 1160 lm 80 10 60000 h 304090
20 W I - 80 3000 ü S/EW - 1974 lm 1080 lm 80 10 60000 h 304088
20 W I - 80 4000 ü S/EW - 2061 lm 1160 lm 80 10 60000 h 304091
20 W I - 80 3000 ü S/EW - 1974 lm 1080 lm 80 10 60000 h 304089

PADO 1200 IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
20 W I - 80 4000 ü S/EW - 2061 lm 1160 lm 80 10 60000 h 306354
20 W I - 80 3000 ü S/EW - 1974 lm 1080 lm 80 10 60000 h 306352
20 W I - 80 4000 ü S/EW - 2061 lm 1160 lm 80 10 60000 h 306355
20 W I - 80 3000 ü S/EW - 1974 lm 1080 lm 80 10 60000 h 306353

PADO IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
20 W I - 80 4000 ü S/EW - 2061 lm 1160 lm 80 10 60000 h 304094
20 W I - 80 3000 ü S/EW - 1974 lm 1080 lm 80 10 60000 h 304092
20 W I - 80 4000 ü S/EW - 2061 lm 1160 lm 80 10 60000 h 304095
20 W I - 80 3000 ü S/EW - 1974 lm 1080 lm 80 10 60000 h 304093
20 W I - 80 4000 ü S/EW - 2061 lm 1160 lm 80 10 60000 h o 30409490100
20 W I - 80 3000 ü S/EW - 1974 lm 1080 lm 80 10 60000 h o 30409290100

PADO BASIC IK05 0.70J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
9,5 W I - 80 4000 ü S/EW - 1494 lm 859 lm 80 10 60000 h o 306290
9,5 W I - 80 3000 ü S/EW - 1417 lm 823 lm 80 10 60000 h o 306289
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STILO+
design by ROBERTO FIORATO

       

ø 95

90

ø 104

STILO+  
MINI BASIC

ø 104

ø 95

21
0

STILO+  
MIDI BASIC

71
9

ø 95
ø 104

18
9

53
0

STILO+ 
MIDI H720

25
7

10
30

12
87

ø 95
ø 104

STILO+ 
MAXI H1290

Post mounted outdoor luminaire for general lighting, 
including:
¬ Die-cast painted aluminium glass holder
¬ Blown matte glass diffuser
¬ Mains voltage 220-240V 50/60 Hz LED module 

protected against surges up to 500 V (BASIC)
¬ Painted extruded aluminium post (h 1000 mm) with 

base plate for the STILO+MAXI versions
¬ Suitable for installation on existing poles Ø 90-76-60-

45-42 mm
¬ Supplied with 0,2 m pre-wired H07RN-F cable (BASIC) 
¬ Options: screens and rasters in different heights and 

configurations

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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80 cd/klm80 cd/klm80 cd/klm80 cd/klm80 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x60 W   302276

 

 

80 cd/klm80 cd/klm80 cd/klm80 cd/klm80 cd/klm

120°120°120°120°120°
150°150°150°150°150°150°150°150°150°150°

120°120°120°120°120°

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  1x75 W   302285

310278
310279

310275
310276

310320
310321

310323
310324

310513

OUTDOOR  |  ARCHITECTURAL  |  BOLLARDS  |  STILO+

STILO+MINI BASIC IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 10 W I - 80 4000 ü S/EW - 1480 lm 944 lm - 10 39000 h 3101651
LED 10 W I - 80 3000 ü S/EW - 1435 lm 894 lm - 10 39000 h 3101973
LED 10 W I - 80 4000 ü S/EW - 1480 lm 944 lm - 10 39000 h o 3101652
LED 10 W I - 80 3000 ü S/EW - 1435 lm 894 lm - 10 39000 h o 3101974

STILO+MIDI BASIC IK06 1J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
LED 10 W I - 80 4000 ü S/EW - 1480 lm 975 lm - 10 39000 h 3101653
LED 10 W I - 80 3000 ü S/EW - 1435 lm 928 lm - 10 39000 h 3101975
LED 10 W I - 80 4000 ü S/EW - 1480 lm 975 lm - 10 39000 h o 3101654
LED 10 W I - 80 3000 ü S/EW - 1435 lm 928 lm - 10 39000 h o 3101976

STILO+MIDI H720 IK04 0.50J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x60 W I - - - - S/EW - - - - - - 302276
E27 1x60 W I - - - - S/EW - - - - - - 302275

STILO+MAXI H1290 IK04 0.50J xx3
LAMPHOLDER WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

E27 1x75 W I - - - - S/EW - - - - - - 302285
E27 1x75 W I - - - - S/EW - - - - - - 302284

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

STILO+ BASIC
Connection Kit D.7-10.5mm IP68 310513

TIGE - STILO+ MINI / MIDI / MAXI

Stilo+ Midi cover T 310278

Stilo+ Midi cover T 310279

Stilo+ Maxi cover T 310284

Stilo+ Maxi cover T 310285

RASTER - STILO+ MINI / MIDI / MAXI

Stilo+ Midi cover R 310275

Stilo+ Midi cover R 310276

Stilo+ Maxi cover R 310281

Stilo+ Maxi cover R 310282

VISA 1 - STILO+ MINI / MIDI / MAXI

Stilo+ Midi visa 1 310320

Stilo+ Midi visa 1 310321

Stilo+ Maxi visa 1 310326

Stilo+ Maxi visa 1 310327

VISA 2 - STILO+ MINI / MIDI / MAXI

Stilo+ Midi visa 2 310323

Stilo+ Midi visa 2 310324

Stilo+ Maxi visa 2 310329

Stilo+ Maxi visa 2 310330
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KHA
design by SILVIA PAOLA PENNACCHIO

       
 

55
0

Ø 108

12
0° 120°

3x Ø 9
3x M8

Ø 155 Ø 155

90
0

Ø 108

12
0° 120°

3x Ø 9
3x M8

KHA 
5 LED

KHA 
9 LED

Range of bollards, comprising:
¬ Housing and cap made of AISI 316 electropolished 

stainless steel or powder coated aluminium, 
depending on versions

¬ UV stabilised transparent polycarbonate diffuser
¬ Extra pure polished aluminium reflectors
¬ Anti-ageing silicone gasket
¬ Technopolymer connection box with automatic fuse 

holder to facilitate power connection
¬ LED versions are manufactured with high performance 

LED arrays

¬ Inner aluminium extruded LED heat sink
¬ Stainless steel external screws
¬ Technopolymer electrical gear support
¬ Fixing rods are available as accessories for installation 

on cement
¬ Anti-tear cable gland for through-wiring available as 

accessory
¬ Die-cast aluminium floor mount base polyester, 

powder coated after chemical conversion treatment of 
the surface

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

  AN-96 / Anthracite gray / Textured
  BK-81 / Black / Textured
  INOX / Stainless steel / Matt
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14049720 14049320 14002384

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°
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OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

KHA
Internal aluminium cowl limits horizontal light output to 200° 14049720

Concrete mounting adaptor with stainless steel plate and 
galvanised steel rods 14049320

PG 13.5 anti-tearing cable gland for through wiring 
connection 14002384

KHA 5 LED C/EW IK10 24J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
19 W I - 70 5000 ü C/EW - 2684 lm 1380 lm 80 10 50000 h 06060496
19 W II - 70 5000 ü C/EW - 2684 lm 1380 lm 80 10 50000 h 06061396
19 W I - 80 4000 ü C/EW - 2448 lm 1357 lm 80 10 50000 h 06060196
19 W II - 80 4000 ü C/EW - 2448 lm 1357 lm 80 10 50000 h 06061096
19 W I - 80 3000 ü C/EW - 2370 lm 1182 lm 80 10 50000 h 06059896
19 W II - 80 3000 ü C/EW - 2370 lm 1182 lm 80 10 50000 h 06060796
19 W I - 70 5000 ü C/EW - 2684 lm 1380 lm 80 10 50000 h 06060381
19 W II - 70 5000 ü C/EW - 2684 lm 1380 lm 80 10 50000 h 06061281
19 W I - 80 4000 ü C/EW - 2448 lm 1357 lm 80 10 50000 h 06060081
19 W II - 80 4000 ü C/EW - 2448 lm 1357 lm 80 10 50000 h 06060981
19 W I - 80 3000 ü C/EW - 2370 lm 1182 lm 80 10 50000 h 06059781
19 W II - 80 3000 ü C/EW - 2370 lm 1182 lm 80 10 50000 h 06060681
19 W I - 70 5000 ü C/EW - 2684 lm 1380 lm 80 10 50000 h 06060504
19 W II - 70 5000 ü C/EW - 2684 lm 1380 lm 80 10 50000 h 06061404
19 W I - 80 4000 ü C/EW - 2448 lm 1357 lm 80 10 50000 h 06060204
19 W II - 80 4000 ü C/EW - 2448 lm 1357 lm 80 10 50000 h 06061104
19 W I - 80 3000 ü C/EW - 2370 lm 1182 lm 80 10 50000 h 06059904
19 W II - 80 3000 ü C/EW - 2370 lm 1182 lm 80 10 50000 h 06060804

KHA 9 LED C/EW IK10 24J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
19 W I - 70 5000 ü C/EW - 2684 lm 1380 lm 80 10 50000 h 06063296
19 W II - 70 5000 ü C/EW - 2684 lm 1380 lm 80 10 50000 h 06064196
19 W I - 80 4000 ü C/EW - 2448 lm 1357 lm 80 10 50000 h 06062996
19 W II - 80 4000 ü C/EW - 2448 lm 1357 lm 80 10 50000 h 06063896
19 W I - 80 3000 ü C/EW - 2370 lm 1182 lm 80 10 50000 h 06062696
19 W II - 80 3000 ü C/EW - 2370 lm 1182 lm 80 10 50000 h 06063596
19 W I - 70 5000 ü C/EW - 2684 lm 1380 lm 80 10 50000 h 06063181
19 W II - 70 5000 ü C/EW - 2684 lm 1380 lm 80 10 50000 h 06064081
19 W I - 80 4000 ü C/EW - 2448 lm 1357 lm 80 10 50000 h 06062881
19 W II - 80 4000 ü C/EW - 2448 lm 1357 lm 80 10 50000 h 06063781
19 W I - 80 3000 ü C/EW - 2370 lm 1182 lm 80 10 50000 h 06062581
19 W II - 80 3000 ü C/EW - 2370 lm 1182 lm 80 10 50000 h 06063481
19 W I - 70 5000 ü C/EW - 2684 lm 1380 lm 80 10 50000 h 06063304
19 W II - 70 5000 ü C/EW - 2684 lm 1380 lm 80 10 50000 h 06064204
19 W I - 80 4000 ü C/EW - 2448 lm 1357 lm 80 10 50000 h 06063004
19 W II - 80 4000 ü C/EW - 2448 lm 1357 lm 80 10 50000 h 06063904
19 W I - 80 3000 ü C/EW - 2370 lm 1182 lm 80 10 50000 h 06062704
19 W II - 80 3000 ü C/EW - 2370 lm 1182 lm 80 10 50000 h 06063604
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KHA SLIM
design by SILVIA PAOLA PENNACCHIO

       

120° 120°

4x Ø 7

93
0

90

22
00

90

120° 120°

4x Ø 7

KHA SLIM 
93 LED

KHA SLIM 
220 LED

Range of bollards, comprising:
¬ Housing and cap made of AISI 316 electropolished 

stainless steel or powder coated aluminium, 
depending on versions

¬ Clear UV-stabilised and impact resistant 
technopolymer cover

¬ Extra pure polished aluminium reflectors
¬ Anti-ageing silicone gasket
¬ Electrical connection with quick disconnect connector 

in PA66 without halogens and phosphorus with silver-
plated copper contacts, for cables Ø 9 - Ø 14 mm

¬ LED versions are manufactured with high performance 
LED arrays

¬ Inner aluminium extruded LED heat sink
¬ Stainless steel external screws
¬ Technopolymer electrical gear support
¬ Fixing rods are available as accessories for installation 

on cement
¬ Die-cast aluminium floor mount base polyester, 

powder coated after chemical conversion treatment of 
the surface

¬ KHA SLIM 220 floor installation can be done through 
a galvanised steel plinth to be directly buried in 
concrete or with a stainless steel base to be fastened 
to the floor with anchor bolts (included)

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

  AN-96 / Anthracite gray / Textured
  BK-81 / Black / Textured
  INOX / Stainless steel / Matt
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KHA SLIM 93 LED C/EW IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
13 W II - 70 5000 ü C/EW - 1899 lm 592 lm 80 10 50000 h 06084096
13 W II - 80 4000 ü C/EW - 1733 lm 546 lm 80 10 50000 h 06083796
13 W II - 80 3000 ü C/EW - 1677 lm 483 lm 80 10 50000 h 06083496
13 W II - 70 5000 ü C/EW - 1899 lm 592 lm 80 10 50000 h 06083981
13 W II - 80 4000 ü C/EW - 1733 lm 546 lm 80 10 50000 h 06083681
13 W II - 80 3000 ü C/EW - 1677 lm 483 lm 80 10 50000 h 06083381
13 W II - 70 5000 ü C/EW - 1899 lm 592 lm 80 10 50000 h 06084104
13 W II - 80 4000 ü C/EW - 1733 lm 546 lm 80 10 50000 h 06083804
13 W II - 80 3000 ü C/EW - 1677 lm 483 lm 80 10 50000 h 06083504

KHA SLIM 220 LED C/EW IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
13 W II - 70 5000 ü C/EW - 1899 lm 592 lm 80 10 50000 h 06081696
13 W II - 80 4000 ü C/EW - 1733 lm 546 lm 80 10 50000 h 06081396
13 W II - 80 3000 ü C/EW - 1677 lm 483 lm 80 10 50000 h 06081096
13 W II - 70 5000 ü C/EW - 1899 lm 592 lm 80 10 50000 h 06081581
13 W II - 80 4000 ü C/EW - 1733 lm 546 lm 80 10 50000 h 06081281
13 W II - 80 3000 ü C/EW - 1677 lm 483 lm 80 10 50000 h 06080981
13 W II - 70 5000 ü C/EW - 1899 lm 592 lm 80 10 50000 h 06081704
13 W II - 80 4000 ü C/EW - 1733 lm 546 lm 80 10 50000 h 06081404
13 W II - 80 3000 ü C/EW - 1677 lm 483 lm 80 10 50000 h 06081104

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

KHA SLIM
Anchor rods for in-ground concrete mounting stainless 
steel plate with galvanised steel rods (KHA SLIM H max 93 
cm/36.61" only) 14071320

Hot dipped galvanised fixing base for recessing into concrete 
(suitable only for models 220/250 cm height) 14071220

AISI 316 stainless steel floor installation base (suitable only for 
models 220/250 cm height) 14071120

409



OUTDOOR | PROFESSIONAL

PIERRE MAUROY STADIUM | Lille | FRANCE

From the lighting of sports facilities to airport lighting, from stadiums to the façades of the most important buildings: where the complexity 

and technological innovation comes into play, and the extent of the range of characteristics is the key. Our lighting systems are perfectly 

capable of meeting the highest standards required by the project and regulations. Specialised and complex structures require highly 

specialised solutions.

OUTDOOR PROFESSIONAL LIGHTING
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FLOODLIGHTS

HIGH POWER FLOODLIGHTS AND SPORTS AREAS

Price optimisation

411

426 
WIN+1

428 
WIN+2

430 
5STARS 1000

442 
RAY

438 
RAY 2000 ECG

440 
RAY-HF 2000

445 
HORO

435 
SQUARE PRO

433 
SQUARE PRO CG

416 
GUELL 1

422 
GUELL 3

414 
GUELL ZERO

414 
GUELL ZERO KIT

418 
GUELL 2

420 
GUELL 2.5

424 
GUELL 4

412 
GUELL MICRO

412 
GUELL MICRO KIT



GUELL MICRO
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GUELL MICRO GUELL MICRO 
KIT

LED floodlight for indoor and outdoor lighting, 
comprising:
¬ Painted, die-cast aluminium housing, in compact size.
¬ Extra-clear flat tempered glass diffuser with internal 

screen printing
¬ Waterproof cable gland M16x1.5 for cables Ø 5- Ø 10 

mm
¬ Mains voltage 220-240V 50/60Hz LED module 

protected against surges up to 500V

¬ Stainless steel external screws
¬ Painted steel bracket
¬ Complete with 1 metre of cable H05RN-F 3G1 mm²
¬ Technopolymer peg available for anchoring to the 

ground
¬ GUELL MICRO KIT models are equipped with a 

technopolymer peg and 3 metres of H05RN-F 3G1 
mm² cable

  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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310495
310496

310513 700191

Ø 5÷10

H07RN-F 3G1,5

3x1,5 mm2

max 0,295 kg Max 0,0067 m

Max 0,0017 m

Max 0,003 m

Min 100 mm

Min 100 mm

Min 100 mm

Max 95°

Max 95°

OUTDOOR  |  PROFESSIONAL  |  FLOODLIGHTS  |  GUELL MICRO

GUELL MICRO S/EW IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10 W I - 80 4000 ü S/EW - 1485 lm 634 lm 70 10 35000 h 3101179
10 W I - 80 3000 ü S/EW - 1350 lm 611 lm 70 10 35000 h 3101178

GUELL MICRO KIT S/EW IK06 1J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
10 W I - 80 4000 ü S/EW - 1485 lm 634 lm 70 10 35000 h 3101183
10 W I - 80 3000 ü S/EW - 1350 lm 611 lm 70 10 35000 h 3101182

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

GUELL MICRO
Connection Kit Y 3-way D.14-17mm IP68 310495

Connection Kit Y 3-way D.7-10.5mm IP68 310496

Connection Kit D.7-10.5mm IP68 310513

Ground spike o 700191
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GUELL ZERO 
KIT

GUELL ZERO 
DETEK

GUELL ZERO

LED floodlight for indoor and outdoor lighting, 
comprising:
¬ Die-cast aluminium housing chemically pre-treated 

and painted with polyester powder coating
¬ Flat tempered glass diffuser
¬ Diffuser permanently sealed to the housing through a 

high temperature resistant silicone glue
¬ Extra pure polished aluminium reflectors
¬ Stainless steel external screws
¬ Stainless steel locking springs for the glass

¬ Powder coated steel bracket
¬ Complete with 1 metre of cable H05RN-F 3G1 mm²
¬ Versions of GUELL ZERO KIT are complete with 0.5 

m arm with integrated connection box, suitable for 
through wiring

¬ DETEK versions with a passive infrared motion 
detector with automatic ignition

¬ 3000 K and 5000 K available upon request
  GR-94 / Metallic grey / Textured
  BK-RAL9005 / Black RAL9005 / Glossy
  WH-RAL9010 / White RAL9010 / Glossy

GUELL ZERO S/M IK06 1.2J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
28 W I - 80 4000 ü S/M - 3382 lm 2572 lm 70 10 150000 h 306514
28 W I - 80 4000 ü S/M - 3382 lm 2572 lm 70 10 150000 h 306512
28 W I - 80 4000 ü S/M - 3382 lm 2572 lm 70 10 150000 h 306513
15 W I - 80 4000 ü S/M - 1888 lm 1484 lm 70 10 150000 h 06115394
15 W I - 80 4000 ü S/M - 1888 lm 1484 lm 70 10 150000 h 06149080
15 W I - 80 4000 ü S/M - 1888 lm 1484 lm 70 10 150000 h 06148985

GUELL ZERO A/W IK06 1.2J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
28 W I - 80 4000 ü A30/W - 3382 lm 2575 lm 70 10 150000 h 306523
28 W I - 80 4000 ü A30/W - 3382 lm 2575 lm 70 10 150000 h 306521
28 W I - 80 4000 ü A30/W - 3382 lm 2575 lm 70 10 150000 h 306522
15 W I - 80 4000 ü A30/W - 1888 lm 1472 lm 70 10 150000 h 06115794
15 W I - 80 4000 ü A30/W - 1888 lm 1472 lm 70 10 150000 h 06148680
15 W I - 80 4000 ü A30/W - 1888 lm 1472 lm 70 10 150000 h 06148585

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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14453380 14463585 14453480 14463485

0,0116 m2

0,0226 m2

0,0483 m2

Min 100 mm Min 100 mm

Min 100 mm

Ø 8,5÷10,5

H07RN-F 3G1,5÷2,5

3x4 mm2

max 2,5 kg

GUELL ZERO KIT

Max +150°

Max -150°

14x8 (2x)

192

25

2 x M8

65
max 1,3 kg

GUELL ZERO / GUELL ZERO DETEK

GUELL ZERO DETEK

0,01 m2

0,01 m2

0,028 m2 Max +45°

Max -45°

Min100 mmMin100 mm

Min100 mm

OUTDOOR  |  PROFESSIONAL  |  FLOODLIGHTS  |  GUELL ZERO

GUELL ZERO DETEK S/M IK06 1.2J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
28 W I - 80 4000 ü S/M - 3382 lm 2572 lm 70 10 150000 h 306530
28 W I - 80 4000 ü S/M - 3382 lm 2572 lm 70 10 150000 h 306529
15 W I - 80 4000 ü S/M - 1888 lm 1484 lm 70 10 150000 h 06120094
15 W I - 80 4000 ü S/M - 1888 lm 1484 lm 70 10 150000 h 06147480

GUELL ZERO DETEK A/W IK06 1.2J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
28 W I - 80 4000 ü A30/W - 3382 lm 2575 lm 70 10 150000 h 306536
28 W I - 80 4000 ü A30/W - 3382 lm 2575 lm 70 10 150000 h 306535
15 W I - 80 4000 ü A30/W - 1888 lm 1472 lm 70 10 150000 h 06120194
15 W I - 80 4000 ü A30/W - 1888 lm 1472 lm 70 10 150000 h 06147380

GUELL ZERO KIT S/M IK06 1.2J xx3
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
28 W I - 80 4000 ü S/M - 3382 lm 2572 lm 70 10 150000 h 306541
28 W I - 80 3000 ü S/M - 3295 lm 2439 lm 70 10 150000 h 306539
28 W I - 80 4000 ü S/M - 3382 lm 2572 lm 70 10 150000 h 306542
28 W I - 80 3000 ü S/M - 3295 lm 2439 lm 70 10 150000 h 306540
15 W I - 80 4000 ü S/M - 1888 lm 1484 lm 70 10 150000 h 06124980
15 W I - 80 4000 ü S/M - 1888 lm 1484 lm 70 10 150000 h 06147585

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

GUELL ZERO

500 mm arm completes with connection base GUELL ZERO 14453380

500 mm arm completes with connection base GUELL ZERO 14463585

1000 mm arm completes with connection base GUELL ZERO 14453480

1000 mm arm completes with connection base GUELL ZERO 14463485
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GUELL 1 GUELL 1 
DETEK

LED floodlight for indoor and outdoor lighting, 
comprising:
¬ Die-cast aluminium housing chemically pre-treated 

and painted with polyester powder coating
¬ Flat tempered glass diffuser
¬ Very high performance reflectors made of 99.99% 

plated aluminium, polished, oxidised and free of 
iridescence

¬ Anti-ageing silicone gasket

¬ Cable gland M20x1.5 for cables Ø 10- Ø 14 mm
¬ Stainless steel external screws
¬ Fully integrated stainless steel aluminium spring clips
¬ Powder coated steel bracket
¬ On request, versions with dimmable ballast available
¬ DETEK versions with a passive infrared motion 

detector with automatic ignition
¬ All versions are available with 3000K LEDs on request

  GR-94 / Metallic grey / Textured

GUELL 1 S/W IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I - 80 4000 ü S/W - 7276 lm 6092 lm 70 10 150000 h 06105494
39 W I - 80 4000 ü S/W - 5558 lm 4890 lm 70 10 150000 h 06105794

GUELL 1 A/W IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I - 80 4000 ü A40/W - 7276 lm 5950 lm 70 10 150000 h 06106694
53 W I - 80 3000 ü A40/W - 7059 lm 5773 lm 70 10 150000 h 06106794
39 W I - 80 4000 ü A40/W - 5558 lm 4712 lm 70 10 150000 h 06106994
39 W I - 80 3000 ü A40/W - 5392 lm 4588 lm 70 10 150000 h 06107094

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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C/I  -  53 W  -  4000 K  06289194

 

1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm
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S/W  -  53 W  -  4000 K  06119994

 

1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm
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C/IW  -  53 W  -  4000 K  3101115

 

800 cd/klm800 cd/klm800 cd/klm800 cd/klm800 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°
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45°45°45°45°45°

60°60°60°60°60°

A40/W  -  53 W  -  4000 K  06114894

14172902 14174220 14173394 14173494

14453194 14453294 14173294 14173120

14173020 14476594

Ø 10÷14
M20x1,5

H05RN-F 3G1,5

3x2,5 mm2

max 2,5 kg

0,019 m2

0,018m20,063 m2
65

140

250

30

2x M8 Max +135°

Max -135°

Max +45°

Max -45°

Min 100 mm Min 100 mm

Min 100 mm

GUELL ZERO DETEK

OUTDOOR  |  PROFESSIONAL  |  FLOODLIGHTS  |  GUELL 1

GUELL 1 C/I IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I - 80 4000 ü C/I - 7276 lm 5739 lm 70 10 150000 h 06289194
39 W I - 80 4000 ü C/I - 5558 lm 4599 lm 70 10 150000 h 06288594

GUELL 1 C/IW IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I - 80 4000 ü C/IW - 8190 lm 5439 lm 70 10 150000 h 3101115
39 W I - 80 4000 ü C/IW - 5992 lm 4315 lm 70 10 150000 h 3101109

GUELL 1 DETEK S/W IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I - 80 4000 ü S/W - 7276 lm 6092 lm 70 10 150000 h 06119994

GUELL 1 DETEK A/W IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
53 W I - 80 4000 ü A40/W - 7276 lm 5950 lm 70 10 150000 h 06114894
53 W I - 80 3000 ü A40/W - 7059 lm 5773 lm 70 10 150000 h 06149394

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

GUELL 1
Protective grid GUELL 1 14172902

Connection box IP 66 14174220

Wall support 500 mm/19.69" GUELL 1/2 14173394

Wall support 1000 mm/39.37" GUELL 1/2 14173494

Single pole top support GUELL 1 14453194

Double pole top support GUELL 1 14453294

GUELL 1 A/W - GUELL 1 S/W

Soft glass GUELL 1 14173294

GUELL 1 A/W
Louvre GUELL 1 Asymmetrical 14173120

GUELL 1 S/W
Louvre GUELL 1 Symmetrical 14173020

GUELL 1 C/I

GUELL 1 C/I frosted glass 14476594
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GUELL 2
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S/W  -  133 W  -  4000 K  3100132
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A40/W  -  133 W  -  4000 K  3100129

37

368

400

85

31
9

LED floodlight for indoor and outdoor lighting, 
comprising:
¬ Die-cast aluminium housing chemically pre-treated 

and painted with polyester powder coating
¬ Flat tempered glass diffuser
¬ Very high performance reflectors made of 99.99% 

plated aluminium, polished, oxidised and free of 
iridescence

¬ Anti-ageing silicone gasket
¬ Cable gland M20x1.5 for cables Ø 10- Ø 14 mm
¬ Stainless steel external screws
¬ Fully integrated stainless steel aluminium spring clips
¬ Powder coated steel bracket
¬ On request, versions with dimmable ballast available
¬ All versions are available with 3000K LEDs on request   GR-94 / Metallic grey / Textured

GUELL 2 S/W IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
133 W I ü 80 4000 ü S/W - 20380 lm 13804 lm 70 10 125000 h 3100132
105 W I - 80 4000 ü S/W - 14552 lm 11863 lm 70 10 130000 h 06094094
78 W I - 80 4000 ü S/W - 11116 lm 9520 lm 70 10 150000 h 06094294

GUELL 2 A/W IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
133 W I ü 80 4000 ü A40/W - 20380 lm 13446 lm 70 10 125000 h 3100129
105 W I - 80 4000 ü A40/W - 14552 lm 11551 lm 70 10 130000 h 06094494
105 W I - 80 3000 ü A40/W - 14118 lm 11208 lm 70 10 130000 h 06105094
78 W I - 80 4000 ü A40/W - 11116 lm 9289 lm 70 10 150000 h 06094694
78 W I - 80 3000 ü A40/W - 10784 lm 9012 lm 70 10 150000 h 06105194

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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4000 cd/klm4000 cd/klm4000 cd/klm4000 cd/klm4000 cd/klm
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C/I  -  105 W  -  4000 K  06287394

 

1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°
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C/IW  -  105 W  -  4000 K  3101127

14173502 14174220 14173394 14173494

14174094 14174194 14460594 14173994

14173694 14173820 14173720 14476794

275

380

30

2x M8

200

0,030 m2

0,018m20,100 m2

Max +135°

Max -135°

Min 100 mm Min 100 mm

Min 100 mm

Ø 10÷14
M20x1,5

H05RN-F 3Gx1,5

3x2,5 mm2

max 3,6 kg

OUTDOOR  |  PROFESSIONAL  |  FLOODLIGHTS  |  GUELL 2

GUELL 2 C/I IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
105 W I - 80 4000 ü C/I - 14552 lm 10990 lm 70 10 150000 h 06287394
78 W I - 80 4000 ü C/I - 11116 lm 8854 lm 70 10 150000 h 06286794

GUELL 2 C/IW IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
105 W I - 80 4000 ü C/IW - 14614 lm 10517 lm 70 10 150000 h 3101127
78 W I - 80 4000 ü C/IW - 11625 lm 8210 lm 70 10 150000 h 3101121

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

GUELL 2
Protective grid GUELL 2 14173502

Connection box IP 66 14174220

Wall support 500 mm/19.69" GUELL 1/2 14173394

Wall support 1000 mm/39.37" GUELL 1/2 14173494

Single pole top support GUELL 2 14174094

Double pole top support GUELL 2 14174194

Reinforcing bracket GUELL 2 in painted steel. Used to fasten 
the floodlight with a single screw in the centre of the bracket 14460594

GUELL 2 A/W - GUELL 2 S/W

Soft glass GUELL 2 14173994

GUELL 2 A/W

Cover GUELL 2 Asymmetrical 14173694

Louvre GUELL 2 Asymmetrical 14173820

GUELL 2 S/W
Louvre GUELL 2 Symmetrical 14173720

GUELL 2 C/I

GUELL 2/C frosted glass 14476794
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GUELL 2.5
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S/W  -  238 W  -  4000 K  306201

43

366

395

90

45
5

11
5

LED floodlight for indoor and outdoor lighting, 
comprising:
¬ Die-cast aluminium housing chemically pre-treated 

and painted with polyester powder coating
¬ Flat tempered glass diffuser
¬ Very high performance reflectors made of 99.99% 

plated aluminium, polished, oxidised and free of 
iridescence

¬ Anti-ageing silicone gasket
¬ Cable gland M20x1.5 for cables Ø 10- Ø 14 mm

¬ The versions with A50/W optics comprise LED 
modules and reflectors specifically studied for settings 
that require highly asymmetrical light distribution.

¬ Stainless steel external screws
¬ Fully integrated stainless steel aluminium spring clips
¬ Powder coated steel bracket
¬ All versions are available with 3000K LEDs on request
¬ Complete with supplementary device for protection 

against network surges of up to 10 kV

  GR-94 / Metallic grey / Textured

GUELL 2.5 S/W IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
158 W I - 80 4000 ü S/W - 21619 lm 18062 lm 70 10 130000 h 306125
158 W I - 80 3000 ü S/W - 20806 lm 16764 lm 70 10 130000 h 3102746

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
238 W I - 80 4000 ü S/W - 33426 lm 29534 lm 70 10 130000 h 306201
238 W I - 80 3000 ü S/W - 33099 lm 25987 lm 70 10 130000 h 3102747
166 W I - 80 4000 ü S/W - 22284 lm 20195 lm 70 10 130000 h 306199

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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A50/W  -  156 W  -  4000 K  306204

 

1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm
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C/IW  -  238 W  -  4000 K  3101136

 

900 cd/klm900 cd/klm900 cd/klm900 cd/klm900 cd/klm
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A40/W  -  238 W  -  4000 K  306202

 

3000 cd/klm3000 cd/klm3000 cd/klm3000 cd/klm3000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°
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45°45°45°45°45°

60°60°60°60°60°

C/I  -  238 W  -  4000 K  306210

max 9 kg

40

200

308

382

0,032 m2

0,137 m2

0,029 m2

Max 130°

Max 130°

H05RN-F 3Gx1,5

M20x1,5
Ø 10÷14

3x2,5 mm2

310961 310962 310964 310963

310965 310982 310967 310966

Min 100 mm Min 100 mm

Min 100 mm

DIMM 1-10 V

Ø 10÷14
M20x1,5

H07RN-F 5G1,5

5x4 mm2

OUTDOOR  |  PROFESSIONAL  |  FLOODLIGHTS  |  GUELL 2.5

GUELL 2.5 A/W IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
158 W I - 80 4000 ü A40/W - 21619 lm 17511 lm 70 10 130000 h 306126
158 W I - 80 3000 ü A40/W - 20806 lm 16069 lm 70 10 130000 h 3102743

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
238 W I - 80 4000 ü A40/W - 33426 lm 28464 lm 70 10 130000 h 306202
238 W I - 80 3000 ü A40/W - 33099 lm 25517 lm 70 10 130000 h 3102744
166 W I - 80 4000 ü A40/W - 22284 lm 19364 lm 70 10 130000 h 306200

GUELL 2.5 A50/W IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
156 W I ü 80 4000 ü A50/W - 24170 lm 18453 lm 70 10 130000 h 306204
118 W I - 80 4000 ü A50/W - 18127 lm 13862 lm 70 10 130000 h 306203

Power LED - dimmable DALI 220-240 V 50/60 Hz
156 W I ü 80 4000 ü A50/W - 24170 lm 18453 lm 70 10 130000 h 306206
118 W I - 80 4000 ü A50/W - 18127 lm 13862 lm 70 10 130000 h 306205

GUELL 2.5 C/I IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
158 W I - 80 4000 ü C/I - 21619 lm 17576 lm 70 10 130000 h 306207

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
238 W I - 80 4000 ü C/I - 33426 lm 27961 lm 70 10 130000 h 306210
166 W I - 80 4000 ü C/I - 22284 lm 18999 lm 70 10 130000 h 306209

GUELL 2.5 C/IW IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
158 W I - 80 4000 ü C/IW - 21921 lm 16149 lm 70 10 130000 h 3101130

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
238 W I - 80 4000 ü C/IW - 34876 lm 26106 lm 70 10 130000 h 3101136
166 W I - 80 4000 ü C/IW - 23250 lm 17471 lm 70 10 130000 h 3101134

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

GUELL 2.5 S/W (166 W - 238 W)
Louvre GUELL 2.5 Symmetrical 310961

GUELL 2.5 A/W (166 W - 238 W)
Louvre GUELL 2.5 Symmetrical 310962

GUELL 2.5 A/W - S/W (166 W - 238 W)

GUELL 2.5 frosted glass 310964

GUELL 2.5

Cover GUELL 2.5 310963

Protective grid GUELL 2.5 310965

Wall mount support 1000 mm 310982

Double pole top support GUELL 2.5 310967

Single pole top support GUELL 2.5 310966
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GUELL 3
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LED floodlight for indoor and outdoor lighting, 
comprising:
¬ Die-cast aluminium housing chemically pre-treated 

and painted with polyester powder coating
¬ Flat extra clear tempered glass diffuser
¬ Very high performance reflectors made of 99.99% 

plated aluminium, polished, oxidised and free of 
iridescence

¬ Anti-ageing silicone gasket
¬ Cable gland M20x1.5 for cables Ø 10- Ø 14 mm
¬ The versions with A50/W optics comprise LED 

modules and reflectors specifically studied for settings 

that require highly asymmetrical light distribution.
¬ Stainless steel external screws
¬ Fully integrated stainless steel aluminium spring clips
¬ Powder coated steel bracket
¬ For versions with A50/W optics, dimmable DALI 

versions can be manufactured upon request with 
remote supply unit, up to a 50-metre maximum 
distance

¬ 3000 K and 5000 K available upon request
¬ Complete with supplementary device for protection 

against network surges of up to 10 kV

  GR-94 / Metallic grey / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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S/W  -  317 W  -  4000 K  06171694

 

900 cd/klm900 cd/klm900 cd/klm900 cd/klm900 cd/klm
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A50/W  -  305 W  -  4000 K  306114

 

1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm
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A40/W  -  317 W  -  4000 K  06171094

max 12 kg

DIMM 1-10 V

14452994 14454520 14454220 14452894

14452702 14453994 14453794 14453894

14461104

0,049 m2

0,032 m20,207m2

332

545

40

2x M10

300

Min 
1000 mm

Min 
1000 mm

Min 
1000 mm

Max +130°

Max -130°

Ø 10÷14
M20x1,5

H07RN-F 3G1,5

3x4 mm2

Ø 10÷14
M20x1,5

H07RN-F 5G1,5

5x4 mm2

OUTDOOR  |  PROFESSIONAL  |  FLOODLIGHTS  |  GUELL 3

GUELL 3 S/W IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
317 W I ü 80 4000 ü S/W - 44312 lm 36028 lm 70 10 130000 h 06171694
238 W I - 80 4000 ü S/W - 33234 lm 26947 lm 70 10 130000 h 06172894

GUELL 3 A/W IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
317 W I ü 80 4000 ü A40/W - 44312 lm 33867 lm 70 10 130000 h 06171094
238 W I - 80 4000 ü A40/W - 33234 lm 25329 lm 70 10 130000 h 06172294

GUELL 3 A50/W IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
305 W I ü 80 4000 ü A50/W - 48341 lm 35814 lm 80 10 55000 h 306114
231 W I - 80 4000 ü A50/W - 36256 lm 27496 lm 80 10 55000 h 306116

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

GUELL 3 A/W - S/W

Frosted glass GUELL 3 14452994

GUELL 3 A/W
Louvre GUELL 3 asymmetrical A40/W 14454520

Cover A40/W 14452894

GUELL 3 S/W
Louvre GUELL 3 Symmetrical 14454220

GUELL 3
Protective grid 14452702

Wall mount support 1000 mm 14453994

Single pole top support GUELL 3 for poles Ø 60-76 mm/Ø 
2.36"-2.99" 14453794

Double pole top support GUELL 3 for poles Ø 60-76 mm/Ø 
2.36"-2.99" 14453894

GUELL 3 strengthening bracket. Suitable for one floodlight 
single point fixing M10 screw in centre of the bracket 14461104
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GUELL 4
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LED floodlight for indoor and outdoor lighting, 
comprising:
¬ Die-cast aluminium housing chemically pre-treated 

and painted with polyester powder coating
¬ Flat extra clear tempered glass diffuser
¬ Very high performance reflectors made of 99.99% 

plated aluminium, polished, oxidised and free of 
iridescence

¬ Anti-ageing silicone gasket
¬ Electrical connection box in black technopolymer
¬ Cable gland for cables Ø 7 - Ø 17 mm
¬ The versions with A50/W optics comprise LED 

modules and reflectors specifically studied for settings 
that require highly asymmetrical light distribution.

¬ Stainless steel external screws
¬ Fully integrated stainless steel aluminium spring clips
¬ Steel bracket, hot galvanised and painted in polyester 

powder
¬ Cataphoresis and polyester powder coated steel sheet 

gear housing
¬ 3000 K and 5000 K available upon request
¬ For versions with A50/W optics, dimmable DALI 

versions can be manufactured upon request with 
remote supply unit, up to a 50-metre maximum 
distance

¬ Complete with supplementary device for protection 
against network surges of up to 10 kV

  GR-94 / Metallic grey / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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S/W  -  430 W  -  4000 K  06210094

 

900 cd/klm900 cd/klm900 cd/klm900 cd/klm900 cd/klm
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A50/W  -  448 W  -  4000 K  306128

 

1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm1000 cd/klm
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A40/W  -  430 W  -  4000 K  06210394

Min
1000 mm

Min
1000 mm

Max 180°

Max 180°

550

400

22x80 41
5

Ø 22Ø 22

Min
1000 mm

Max 30°

0,059 m2

0,074 m2

Ø 7÷17

5x4 mm2

H07RN-F 5G1,5

14465794 14452702 14452894

max 18 kg

OUTDOOR  |  PROFESSIONAL  |  FLOODLIGHTS  |  GUELL 4

GUELL 4 S/W IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
430 W I - 80 4000 ü S/W - 58452 lm 50573 lm 70 10 130000 h 06210094

GUELL 4 A/W IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
430 W I - 80 4000 ü A40/W - 58452 lm 46372 lm 70 10 130000 h 06210394

GUELL 4 A50/W IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - dimmable DALI 220-240 V 50/60 Hz
448 W I - 80 4000 ü A50/W - 72511 lm 52346 lm 80 10 55000 h 306128

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

GUELL 4 A/W - S/W

Vetro soft GUELL 4 14465794

GUELL 4 A/W

Cover A40/W 14452894

GUELL 4
Protective grid 14452702
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WIN+1
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LED floodlight for indoor and outdoor lighting, 
comprising:
¬ Die-cast aluminium housing chemically pre-treated 

and painted with polyester powder coating
¬ Flat tempered glass diffuser
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Available with symmetrical, asymmetrical, and road 

emission lenses
¬ Anti-ageing silicone gasket

¬ Fully integrated technopolymer trim hinged to the 
housing

¬ Cable gland M20x1.5 for cables Ø 10- Ø 14 mm
¬ Light beam obtained by the combination of multiple 

LED modules
¬ Stainless steel external screws
¬ Powder coated steel bracket
¬ On request, versions with dimmable ballast available
¬ All versions are available with 3000K LEDs on request

  GR-94 / Metallic grey / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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S/M  -  73 W  -  4000 K  06265494
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SR/T1  -  73 W  -  4000 K  06265694
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A55/W  -  73 W  -  4000 K  06265294

14043194 14043294 14048894 14048994

14049094 14049194 14050294 14049294

14043394 14048104 14029094 14047194

Ø 10÷14
M20X1,5

H05RN-F 3G1

3x2,5 mm2

max 3,9 kg

0,077 m2 0,019m2

Min 0,5 m

≥ 3 m

Max 84°

Max 69°

Max 116°

Max 69°

140

215

35

Ø 9 (3x)

OUTDOOR  |  PROFESSIONAL  |  FLOODLIGHTS  |  WIN+1

WIN+1 S/M IK07 2.4J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
73 W I - 70 4000 ü S/M - 8900 lm 7862 lm 70 10 55000 h 06265494
38 W I - 70 4000 ü S/M - 4450 lm 3943 lm 70 10 55000 h 06265594

WIN+1 A/W IK07 2.4J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
73 W I - 70 4000 ü A55/W - 8900 lm 7081 lm 70 10 55000 h 06265294
73 W I - 70 3000 ü A55/W - 8624 lm 6548 lm 70 10 55000 h 0626529490101
38 W I - 70 4000 ü A55/W - 4450 lm 3672 lm 70 10 55000 h 06265394
38 W I - 70 3000 ü A55/W - 4312 lm 3396 lm 70 10 55000 h 3102748

WIN+1 WR IK07 2.4J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
73 W I - 70 4000 ü SR/T1 - 8900 lm 7545 lm 70 10 55000 h 06265694
73 W I - 70 3000 ü SR/T1 - 8624 lm 6976 lm 70 10 55000 h 06291794
38 W I - 70 4000 ü SR/T1 - 4450 lm 3916 lm 70 10 55000 h 06265794
38 W I - 70 3000 ü SR/T1 - 4312 lm 3621 lm 70 10 55000 h 06291694

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

WIN+1

External steel cowl painted aluminium grey (WIN+1) 14043194

External anti-glare louvre painted aluminium grey (WIN+1) 14043294

Single WIN+1 pole top fitting and outreach arm for Ø 60-76 
mm poles. Aluminium pole top and steel outreach arm, 
painted aluminium grey 14048894

Twin WIN+1 aluminium pole top fitting and steel outreach 
arm for Ø 60-76 mm poles, installed at 180°. Finished painted 
aluminium grey 14048994

Twin WIN+1 aluminium pole top fitting and steel outreach 
arm for Ø 60-76 mm poles, installed at 90°. Finished painted 
aluminium grey 14049094

Three WIN+1 aluminium pole top fitting and steel outreach 
arm for Ø 60-76 mm poles, installed at 90°. Finished painted 
aluminium grey 14049194

Three WIN+1 aluminium pole top fitting and steel outreach 
arm for Ø60-76mm poles, installed at 120°. Finished painted 
aluminium grey 14050294

Four WIN+1 aluminium pole top fitting and steel outreach 
arm for Ø 60-76 mm poles, installed at 90°. Finished painted 
aluminium grey 14049294

500 mm wall mounting extension arm in sheet steel painted 
aluminium grey (WIN+1) 14043394

WIN+1 mounting bracket in stainless steel 14048104

Gliding support made of painted aluminium for the 
installation on 60 - 76 mm diam. posts . 1 luminaire 14029094

Gliding support made of painted aluminium for the 
installation on 60-76 mm diam. posts 2 opposed luminaires 14047194
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WIN+2
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LED floodlight for indoor and outdoor lighting, 
comprising:
¬ Die-cast aluminium housing chemically pre-treated 

and painted with polyester powder coating
¬ Flat tempered glass diffuser
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Available with symmetrical, asymmetrical, and road 

emission lenses
¬ Anti-ageing silicone gasket
¬ Fully integrated technopolymer trim hinged to the 

housing
¬ Cable gland M20x1.5 for cables Ø 10- Ø 14 mm
¬ Light beam obtained by the combination of multiple 

LED modules
¬ Stainless steel external screws
¬ Powder coated steel bracket
¬ On request, versions with dimmable ballast available
¬ 3000 K and 5700 K available upon request
¬ For the 210 W versions, "uplight" installation is 

permitted outdoors only.

  GR-94 / Metallic grey / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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S/M  -  210 W  -  4000 K  06266094
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SR/T2  -  210 W  -  4000 K  06266294
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A55/W  -  210 W  -  4000 K  06265894

14045694 14045794 14068694 14068794

14068894 14068994 14069094 14069194

14057394 14046120 14048694 14051294

14051394

Ø 10÷14
M20X1,5

H05RN-F 3G1

3x2,5 mm2

max 11 kg

0,037m20,177 m2

OUTDOOR  |  PROFESSIONAL  |  FLOODLIGHTS  |  WIN+2

WIN+2 S/M IK07 2.4J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
210 W I - 70 4000 ü S/M - 26700 lm 24131 lm 70 10 55000 h 06266094
139 W I - 70 4000 ü S/M - 17800 lm 16172 lm 70 10 55000 h 06266194

WIN+2 A/W IK07 2.4J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
210 W I - 70 4000 ü A55/W - 26700 lm 22099 lm 70 10 55000 h 06265894
139 W I - 70 4000 ü A55/W - 17800 lm 15013 lm 70 10 55000 h 06265994

WIN+2 WR IK07 2.4J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
210 W I - 70 4000 ü SR/T2 - 26700 lm 22999 lm 70 10 55000 h 06266294
139 W I - 70 4000 ü SR/T2 - 17800 lm 15483 lm 70 10 55000 h 06266394

290

Ø 14

Ø 11 (2X)45

350

Min 0,5 m

≥ 3 m

Max 97°

Max 90°

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

WIN+2

External anti-glare louvre painted aluminium grey (WIN+2) 14045694

External steel cowl painted aluminium grey (WIN+2) 14045794

Aluminium pole top and steel outreach arm. Painted 
aluminium grey (WIN+2) 14068694

Twin WIN+2 aluminium pole top fitting and steel outreach 
arm for Ø76mm poles, installed at 90°. Painted aluminium 
grey 14068794

Twin WIN+2 aluminium pole top fitting and steel outreach 
arm for Ø 76 mm poles, installed at 180°. Painted aluminium 
grey 14068894

Three WIN+2 aluminium pole top fitting and steel outreach 
arm for Ø 76 mm poles, installed at 90°. Painted aluminium 
grey 14068994

Three WIN+2 aluminium pole top fitting and steel outreach 
arm for Ø 76 mm poles, installed at 120°. Painted aluminium 
grey 14069094

Four WIN+2 aluminium pole top fitting and steel outreach 
arm for Ø 76 mm poles. Painted aluminium grey 14069194

Long bracket for ceiling mounting, painted aluminium grey 
(WIN+2) 14057394

WIN+2 strengthening bracket. Suitable for one floodlight 
single point fixing M12 screw in centre of the bracket 14046120

1000mm extension arm in heavy gauge steel, painted 
aluminium grey (WIN+2) 14048694

Single pole top mounting, for Ø 60-76 mm poles, painted 
aluminium grey 14051294

Double pole top mounting, Ø 60-76mm poles, painted 
aluminium grey 14051394
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5STARS 1000
design by SILVIA PAOLA PENNACCHIO
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Discharge lamp floodlight for indoor and outdoor 
lighting, comprising:
¬ Polyester powder coated die-cast aluminium housing
¬ Flat tempered glass diffuser
¬ Extra pure polished aluminium reflectors
¬ Gaskets made of silicone foam directly applied on 

glass without joints
¬ Electrical wiring box with ignitor, supplied with the 

luminaire, made of technopolymer reinforced with 
glass fibre

¬ Stainless steel external screws
¬ Fully integrated stainless steel aluminium spring clips
¬ Powder coated steel bracket
¬ Lamp holder box constructed of technopolymer

¬ Graduated goniometer for aiming purposes
¬ Patented anti-vacuum device
¬ Adequate power supply units, available as accessories, 

must be used for all floodlights

  GR-94 / Metallic grey / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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S/I  -  1x1000 W   04003794
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A45/M  -  1x600/1000 W   04002294

Max 180°

0,085m2

0,20 m2

Min 

1000 mm

Max 180°

Max 150°

Max 60°

Ø 10÷14
M20x1,5

H05RN-F 3G2,5

3x4 mm2

Min 100 mm 

Min 90°

2xØ14

Ø 16

Ø 16

90

50

200

2xM 12

max 10,8 kg

OUTDOOR  |  PROFESSIONAL  |  HIGH POWER FLOODLIGHTS AND SPORT AREAS  |  5STARS 1000

5STARS 1000 S/I IK08 5J xx5
LAMPHOLDER ILCOS WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - cabled with igniter for HPI-T PLUS lamp
E40 MT 1x1000 W I ü - - S/I - 04003794

Discharge - cabled with igniter
E40 ST-MT 1x600/1000 W I ü - - S/I - 04003594

5STARS 1000 S/M IK08 5J xx5
LAMPHOLDER ILCOS WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - cabled with igniter for HPI-T PLUS lamp
E40 MT 1x1000 W I ü - - S/M - 04001794

Discharge - cabled with igniter
E40 ST-MT 1x600/1000 W I ü - - S/M - 04001994

5STARS 1000 A/I IK08 5J xx5
LAMPHOLDER ILCOS WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - cabled with igniter for HPI-T PLUS lamp
E40 MT 1x1000 W I ü - - A45/I - 04016794

Discharge - cabled with igniter
E40 ST-MT 1x600/1000 W I ü - - A45/I - 04016994

5STARS 1000 A/M IK08 5J xx5
LAMPHOLDER ILCOS WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - cabled with igniter for HPI-T PLUS lamp
E40 MT 1x1000 W I ü - - A45/M - 04002094

Discharge - cabled with igniter
E40 ST-MT 1x600/1000 W I ü - - A45/M - 04002294
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14013220
14013320
14017494

14017594
14215003
14216003

14020701
14025701

14070520
14070620

14026520 14012320 14012420

14012520 14012620 14012720 14011594

14044620

CONTROL GEAR

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

5STARS 1000 HPI-T
Aluminium power supply unit IP65, 230 V - 50 Hz, class I, for 
lamp 1000 W HPI-T with fuse and without ignitor 14013220

Power supply unit with aluminium base and polyamide cover 
IP65, 230 V - 50 Hz, class I, for 1000 W HPI-T lamps with fuse 
and without ignitor 14216003

Power supply unit 230 V - 50 Hz, class I, on galvanised steel 
plate for 1000 W HPI-T lamps with fuse and without ignitor 14025701

5STARS 1000 HQI-T NAV-T
Aluminium power supply unit IP65, 230 V - 50 Hz, class I, for 
1000W high pressure sodium and metal halide lamps with 
fuse and without ignitor 14013320

Power supply unit with aluminium base and polyamide cover 
IP65, 230 V - 50 Hz, class I, for 1000 W high pressure sodium 
and metal halide lamps with fuse and without ignitor 14215003

Power supply unit 230 V - 50Hz, class I, on galvanised steel 
plate for high pressure sodium and metal halide lamps with 
fuse and without ignitor 14020701

5STARS 600 NAV-T
Aluminium power supply unit IP65, 230 V - 50 Hz, class I, for 
600 W high pressure sodium lamps without ignitor 14017494

Power supply unit with aluminium base and polyamide cover 
IP65, 230 V - 50 Hz, class I, for 600 W high pressure sodium 
lamps without ignitor 14017594

5STARS 1000 A
Steel wire lamp steady support (recommended for use in 
installations subject to heavy vibration) 14070620

5STARS 1000 S
Steel wire lamp steady support (recommended for use in 
installations subject to heavy vibration) 14070520

5STARS 1000
5STARS 2 frosted glass, optional replacement for standard 
clear glass 14026520

External anti-glare louvre painted aluminium grey 14012320

External cowl painted aluminium grey 14012420

Steel galvanised wire guard (18 Joule) 14012520

Single 5STARS pole top fitting and outreach arm for Ø60-
76mm poles 14012620

Twin 5STARS pole top fitting and outreach arm for Ø60-76mm 
poles 14012720

1000mm extension arm in heavy gauge steel painted 
aluminium grey 14011594

5STARS strengthening bracket. Designed for single point fixing 
M12-M14 screw in centre of the bracket 14044620

432



PR
O

FE
SS

IO
N

A
L

SQUARE PRO CG

      

935

10
0

56
0

46
3

22

159

797

1260

797463

56
0

53
9

15
9

OUTDOOR  |  PROFESSIONAL  |  HIGH POWER FLOODLIGHTS AND SPORT AREAS  |  SQUARE PRO CG

LED floodlight for indoor and outdoor lighting, 
comprising:
¬ Polyester powder coated die-cast aluminium housing
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Anti-ageing silicone gasket
¬ Die-cast aluminium cable compartment painted 

with polyester powders after chemical conversion 
treatment of the surface, complete with power supply 
unit and dimming function

¬ The electrical connection is made with a tear-proof 
cable clamp M25x1.5 for power line cables with Ø 
9-16 mm, and two tear-proof cable clamps M16 x1.5 
for dimmer line cables Ø 5-10 mm

¬ DMX/RDM dimming function
¬ Light beam obtained by the combination of multiple 

LED modules
¬ The LED 4000 K CRI ≥ 70 and 5700 K CRI ≥ 90 versions 

are standard. Other colour temperatures and colour 
renderings are available upon request

¬ Stainless steel external screws
¬ Ultra thick aluminium articulated bracket with cable 

compartment holder, painted with polyester powders 
after hot galvanisation

¬ Graduated goniometer for aiming purposes
¬ SQUARE PRO CG versions, 1,100 W, are not compatible 

with protective glass.

  GR-94 / Metallic grey / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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14474201 14474494

Max 0,125 m

Max 0,77 m

 

Min 1 m
Max 70°

NO
UP LIGHT

max 45 kg

SQUARE PRO CG DMX A/I IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

1100 W I - 90 5700 ü A/I 65° 119040 lm 96807 lm 80 10 44000 h 306346
1100 W I - 70 4000 ü A/I 65° 138086 lm 110137 lm 80 10 44000 h 306340
840 W I - 90 5700 ü A/I 65° 93120 lm 80989 lm 80 10 108000 h 306334
840 W I - 70 4000 ü A/I 65° 111360 lm 92501 lm 80 10 108000 h 306328

SQUARE PRO CG DMX A/M IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

1100 W I - 90 5700 ü A/M 45° 119040 lm 101457 lm 80 10 44000 h 306344
1100 W I - 90 5700 ü A/M 60° 119040 lm 95496 lm 80 10 44000 h 306345
1100 W I - 70 4000 ü A/M 45° 138086 lm 117265 lm 80 10 44000 h 306338
1100 W I - 70 4000 ü A/M 60° 138086 lm 109468 lm 80 10 44000 h 306339
840 W I - 90 5700 ü A/M 45° 93120 lm 86969 lm 80 10 108000 h 306332
840 W I - 90 5700 ü A/M 60° 93120 lm 80616 lm 80 10 108000 h 306333
840 W I - 70 4000 ü A/M 45° 111360 lm 100065 lm 80 10 108000 h 306326
840 W I - 70 4000 ü A/M 60° 111360 lm 91633 lm 80 10 108000 h 306327

SQUARE PRO CG DMX C/I IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

1100 W I - 90 5700 ü C/I 10° 119040 lm 99809 lm 80 10 44000 h 306341
1100 W I - 70 4000 ü C/I 10° 138086 lm 117715 lm 80 10 44000 h 306335
840 W I - 90 5700 ü C/I 10° 93120 lm 85010 lm 80 10 108000 h 306329
840 W I - 70 4000 ü C/I 10° 111360 lm 100254 lm 80 10 108000 h 306323

SQUARE PRO CG DMX ELL IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

1100 W I - 90 5700 ü ELL 15°x30° 119040 lm 99345 lm 80 10 44000 h 306342
1100 W I - 90 5700 ü ELL 30°x40° 119040 lm 93037 lm 80 10 44000 h 306343
1100 W I - 70 4000 ü ELL 15°x30° 138086 lm 114823 lm 80 10 44000 h 306336
1100 W I - 70 4000 ü ELL 30°x 40° 138086 lm 108658 lm 80 10 44000 h 306337
840 W I - 90 5700 ü ELL 15°x30° 93120 lm 84799 lm 80 10 108000 h 306330
840 W I - 90 5700 ü ELL 30°x40° 93120 lm 79983 lm 80 10 108000 h 306331
840 W I - 70 4000 ü ELL 15°x30° 111360 lm 98007 lm 80 10 108000 h 306324
840 W I - 70 4000 ü ELL 30°x 40° 111360 lm 93409 lm 80 10 108000 h 306325

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

SQUARE PRO CG
Protective grid SQUARE PRO 14474201

Protective glass SQUARE PRO (max 840 W) 14474494
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OUTDOOR  |  PROFESSIONAL  |  HIGH POWER FLOODLIGHTS AND SPORT AREAS  |  SQUARE PRO

LED floodlight for indoor and outdoor lighting, 
comprising:
¬ Polyester powder coated die-cast aluminium housing
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Anti-ageing silicone gasket
¬ Built-in electrical connection box with aluminium 

cover
¬ Waterproof cable gland M25x1.5 for cables Ø 9- Ø 16 

mm
¬ Light beam obtained by the combination of multiple 

LED modules
¬ The LED 4000 K CRI ≥ 70 and 5700 K CRI ≥ 90 versions 

are standard. Other colour temperatures and colour 
renderings are available upon request

¬ Stainless steel external screws
¬ Steel bracket, hot galvanised and painted in polyester 

powder
¬ Graduated goniometer for aiming purposes
¬ The SQUARE PRO output includes the losses of the 

power unit
¬ SQUARE PRO 4CH versions are not compatible with 

protective glass
¬ To feed the SQUARE PRO only use the supply groups 

supplied as accessories
¬ The floodlights must be correctly combined with 

the corresponding supply boxes (BOX or steel plate). 
Please carefully observe the number of channels: 2 
channels (2CH), 3 channels (3CH) or 4 channels (4CH)

¬ DALI dimming power supply units are available in IP66 
sealed BOXES. The connection between them and the 
related projectors must be established with maximum 
cable length 50 m.

  GR-94 / Metallic grey / Textured

SQUARE PRO 64/2 A/I IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 2CH
552 W I ü 90 5700 - A65/I - 62080 lm 56689 lm 80 10 108000 h 06270594
550 W I ü 70 4000 - A65/I - 74240 lm 64091 lm 80 10 108000 h 06270494

SQUARE PRO 96/3 A/I IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 3CH
830 W I ü 90 5700 - A65/I - 93120 lm 80989 lm 80 10 108000 h 06271794
810 W I ü 70 4000 - A65/I - 111360 lm 92501 lm 80 10 108000 h 06271694

SQUARE PRO 96/4 A/I IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 4CH
1105 W I ü 90 5700 - A65/I - 119040 lm 96807 lm 80 10 44000 h 06284894
1066 W I ü 70 4000 - A65/I - 138086 lm 110137 lm 80 10 44000 h 06284794

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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SQUARE PRO 64/2 A/M IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 2CH
552 W I ü 90 5700 - A45/M - 62080 lm 59145 lm 80 10 108000 h 06270194
552 W I ü 90 5700 - A60/M - 62080 lm 55735 lm 80 10 108000 h 06270394
550 W I ü 70 4000 - A45/M - 74240 lm 68595 lm 80 10 108000 h 06270094
550 W I ü 70 4000 - A60/M - 74240 lm 64345 lm 80 10 108000 h 06270294

SQUARE PRO 96/3 A/M IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 3CH
830 W I ü 90 5700 - A45/M - 93120 lm 86969 lm 80 10 108000 h 06271394
830 W I ü 90 5700 - A60/M - 93120 lm 80616 lm 80 10 108000 h 06271594
810 W I ü 70 4000 - A45/M - 111360 lm 100065 lm 80 10 108000 h 06271294
810 W I ü 70 4000 - A60/M - 111360 lm 91633 lm 80 10 108000 h 06271494

SQUARE PRO 96/4 A/M IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 4CH
1105 W I ü 90 5700 - A45/M - 119040 lm 101457 lm 80 10 44000 h 06284494
1105 W I ü 90 5700 - A60/M - 119040 lm 95496 lm 80 10 44000 h 06284694
1066 W I ü 70 4000 - A45/M - 138086 lm 117265 lm 80 10 44000 h 06284394
1066 W I ü 70 4000 - A60/M - 138086 lm 109468 lm 80 10 44000 h 06284594

SQUARE PRO 64/2 C/I IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 2CH
552 W I ü 90 5700 - C/I 10° 62080 lm 58243 lm 80 10 108000 h 06269594
550 W I ü 70 4000 - C/I 10° 74240 lm 67725 lm 80 10 108000 h 06269494

SQUARE PRO 96/3 C/I IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 3CH
830 W I ü 90 5700 - C/I 10° 93120 lm 85010 lm 80 10 108000 h 06270794
810 W I ü 70 4000 - C/I 10° 111360 lm 100255 lm 80 10 108000 h 06270694

SQUARE PRO 96/4 C/I IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 4CH
1105 W I ü 90 5700 - C/I 10° 119040 lm 99724 lm 80 10 44000 h 06283894
1066 W I ü 70 4000 - C/I 10° 138086 lm 117714 lm 80 10 44000 h 06283794

SQUARE PRO 64/2 ELL IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 2CH
552 W I ü 90 5700 - ELL 15°x30° 62080 lm 57888 lm 80 10 108000 h 06269794
552 W I ü 90 5700 - ELL 30°x 40° 62080 lm 54502 lm 80 10 108000 h 06269994
550 W I ü 70 4000 - ELL 15°x30° 74240 lm 67906 lm 80 10 108000 h 06269694
550 W I ü 70 4000 - ELL 30°x 40° 74240 lm 63948 lm 80 10 108000 h 06269894

SQUARE PRO 96/3 ELL IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 3CH
830 W I ü 90 5700 - ELL 15°x30° 93120 lm 84799 lm 80 10 108000 h 06270994
830 W I ü 90 5700 - ELL 30°x40° 93120 lm 79983 lm 80 10 108000 h 06271194
810 W I ü 70 4000 - ELL 15°x30° 111360 lm 98007 lm 80 10 108000 h 06270894
810 W I ü 70 4000 - ELL 30°x 40° 111360 lm 93409 lm 80 10 108000 h 06271094

SQUARE PRO 96/4 ELL IK07 3J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - 4CH
1105 W I ü 90 5700 - ELL 15°x30° 119040 lm 99345 lm 80 10 44000 h 06284094
1105 W I ü 90 5700 - ELL 30°x40° 119040 lm 93037 lm 80 10 44000 h 06284294
1066 W I ü 70 4000 - ELL 15°x30° 138086 lm 114823 lm 80 10 44000 h 06283994
1066 W I ü 70 4000 - ELL 30°x 40° 138086 lm 108658 lm 80 10 44000 h 06284194
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14473401 14473894
14473994
14474094
14474194
14476094
310988

14473601 14475901

14474201 14474494 14474594

max 24 kg

Max 0,419 m2

Max 0,083 m2

Max 180 °

2CH H07R-F 5G1.5-2,5 mm 3CH H07RN-F 5G1.5-2,5 mm + 
H07RN-F 2X1,5-2,5 mm

4CH H07RN-F 5G1.5-2,5 mm +
H07RN-F 4X1,5-2,5 mm

2CH 5X2,5 mm 3CH 7X2,5 mm 4CH 9X2,5 mm

M25x1,5
Ø 10÷16 mm

M25x1,5
Ø 10÷16 mm

M25x1,5
Ø 10÷16 mmMin

1000 mm
90°

OUTDOOR  |  PROFESSIONAL  |  HIGH POWER FLOODLIGHTS AND SPORT AREAS  |  SQUARE PRO

CONTROL GEAR

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

SQUARE PRO 64/2
Drivers unit 600 W - 1,4 A - 2CH - 220-240 V 50/60 Hz 14473401

Drivers box 600 W - 1,4 A - 2CH - 220-240 V 50/60 Hz 14473894

Drivers box 600 W 1,4A-2CH-DIM DALI 14473994

SQUARE PRO 96/3
Drivers unit 900 W - 1,4 A - 3CH - 220-240 V 50/60 Hz 14473601

Drivers box 900 W - 1,4 A - 3CH - 220-240 V 50/60 Hz 14474094

Drivers box 900 W 1,4A-3CH-DIM DALI 14474194

SQUARE PRO 96/4
Drivers unit 1100 W 1,8 A - 4CH - 220-240 V 50/60 Hz 14475901

Drivers box 1100 W - 1,8 A - 4CH - 220-240 V 50/60 Hz 14476094

Drivers box 1100 W 1,8A-4CH-DIM DALI 310988

SQUARE PRO
Protective grid SQUARE PRO 14474201

Protective glass SQUARE PRO (max 840 W) 14474494

Vertical bracket SQUARE PRO 14474594
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RAY 2000 ECG
design by SILVIA PAOLA PENNACCHIO

       
  

520 ~480 

~5
85

 

Indoor/outdoor metal halide floodlight suitable for 
electronic power supply, comprising:
¬ Die-cast painted aluminium housing and trim
¬ Flat tempered glass diffuser
¬ Extra pure polished aluminium reflectors
¬ Anti-ageing silicone gasket
¬ Electrical wiring box with ignitor, supplied with the 

luminaire, made of technopolymer reinforced with 
glass fibre

¬ Automatic line isolator switch in LCP
¬ Internal wiring in nickel-plated copper with THT 

silicone insulation

¬ Ceramic lamp supports with stainless steel check 
spring

¬ Stainless steel external screws
¬ Fully integrated stainless steel safety spring clips
¬ Painted steel bracket
¬ Patented anti-vacuum device
¬ Graduated goniometer for aiming purposes
¬ Retractable stainless steel aiming device
¬ Suitable for TV coverage, HDTV and super slow-motion
¬ Charge strictly with its electronic ballast, available as 

an accessory

  GR-94 / Metallic grey / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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C/M  -  1x2000 W   04396394

Min 100 cm
Ø 9 ÷ Ø 14
M25 x 1,5

H07RN-F 3G2,5

3x2,5 mm2

0,21 m²

max 12,8 kg

120

22 x 80 2 x Ø13

14464120

14013720 14166494

OUTDOOR  |  PROFESSIONAL  |  HIGH POWER FLOODLIGHTS AND SPORT AREAS  |  RAY 2000 ECG

RAY 2000 ECG C/I IK07 2.6J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - cabled with ignitor electronic ballast for HQI-TS D/S ECG lamp
cable 1x2000 W I - - - C/I 7° 04395894
cable 1x2000 W I - - - C/I 10° 04395994
cable 1x2000 W I - - - C/I 15° 04396094
cable 1x2000 W I - - - C/I 17° 04396194

RAY 2000 ECG C/M IK07 2.6J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - cabled with ignitor electronic ballast for HQI-TS D/S ECG lamp
cable 1x2000 W I - - - C/M 25° 04396294
cable 1x2000 W I - - - C/M 32° 04396394
cable 1x2000 W I - - - C/M 34° 04396494
cable 1x2000 W I - - - C/M 40° 04396594

RAY 2000 ECG C/W IK07 2.6J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - cabled with ignitor electronic ballast for HQI-TS D/S ECG lamp
cable 1x2000 W I - - - C/IW 60° 04396694

CONTROL GEAR

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

RAY 2000 ECG
230V 50/60Hz, IP 20, Class I electronic ballast for 2000W HQI-
TS D/S ECG lamps 14464120

RAY 2000 ECG
Stainless steel wire guard 14013720

RAY Bracket with slots to allow the luminaire to be turned 
transversally and longitudinally 14166494
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RAY-HF 2000
design by SILVIA PAOLA PENNACCHIO

       
 

520 ~480 

~5
85

 

Metal halide floodlight for outdoor lighting, comprising:
¬ Die-cast painted aluminium housing and trim
¬ Flat tempered glass diffuser
¬ Extra pure polished aluminium reflectors
¬ Anti-ageing silicone gasket
¬ Electrical wiring box with ignitor, supplied with the 

luminaire, made of technopolymer reinforced with 
glass fibre

¬ Automatic line isolator switch in LCP
¬ Internal wiring in nickel-plated copper with THT 

silicone insulation

¬ Ceramic lamp supports with stainless steel check 
spring

¬ Stainless steel external screws
¬ Fully integrated stainless steel safety spring clips
¬ Painted steel bracket
¬ Patented anti-vacuum device
¬ Graduated goniometer for aiming purposes
¬ Retractable stainless steel aiming device
¬ HF versions are solely designed for outdoor use
¬ Adequate power supply units, available as accessories, 

must be used for all floodlights

  GR-94 / Metallic grey / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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2500 cd/klm2500 cd/klm2500 cd/klm2500 cd/klm2500 cd/klm
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45°45°45°45°45°

60°60°60°60°60°

C/M  -  1x2000 W   04035594

14150320 14169011

14013720 14166494

Min 100 cm
Ø 9 ÷ Ø 14
M25 x 1,5

H07RN-F 3G2,5

3x2,5 mm2

0,21 m²

max 12,8 kg

120

22 x 80 2 x Ø13

OUTDOOR  |  PROFESSIONAL  |  HIGH POWER FLOODLIGHTS AND SPORT AREAS  |  RAY-HF 2000

RAYHF 2000 C/I IK07 2.6J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - cabled with igniter for HQI-TS High Flux lamp
cable 1x2000 W I - - - C/I 7° 04035094
cable 1x2000 W I - - - C/I 10° 04035194
cable 1x2000 W I - - - C/I 15° 04035294
cable 1x2000 W I - - - C/I 17° 04035394

RAYHF 2000 C/M IK07 2.6J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - cabled with igniter for HQI-TS High Flux lamp
cable 1x2000 W I - - - C/M 25° 04035494
cable 1x2000 W I - - - C/M 32° 04035594
cable 1x2000 W I - - - C/M 34° 04035694
cable 1x2000 W I - - - C/M 40° 04035794

RAYHF 2000 C/W IK07 2.6J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - cabled with igniter for HQI-TS High Flux lamp
cable 1x2000 W I - - - C/IW 60° 04035894

CONTROL GEAR
DESCRIPTION COLOR PART NUMBER

RAY-HF 2000
Power supply unit 400 V - 50 Hz, class I, on galvanised steel 
plate for 2000 W HQI-TS High Flux lamps with fuse and 
without ignitor 14150320

Power supply box for 2000 W HQI-TS High Flux 
400-415V-12.2A lamp 14169011

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

RAY-HF 2000
Stainless steel wire guard 14013720

RAY Bracket with slots to allow the luminaire to be turned 
transversally and longitudinally 14166494
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RAY
design by SILVIA PAOLA PENNACCHIO

       
   

520 ~480 

~5
85

 

Metal halide floodlight for indoor and outdoor lighting, 
comprising:
¬ Die-cast painted aluminium housing and trim
¬ Flat tempered glass diffuser
¬ Extra pure polished aluminium reflectors
¬ Anti-ageing silicone gasket
¬ Electrical wiring box with ignitor, supplied with the 

luminaire, made of technopolymer reinforced with 
glass fibre

¬ Automatic line isolator switch in LCP
¬ Internal wiring in nickel-plated copper with THT 

silicone insulation

¬ Ceramic lamp supports with stainless steel check 
spring

¬ Stainless steel external screws
¬ Fully integrated stainless steel safety spring clips
¬ Painted steel bracket
¬ Patented anti-vacuum device
¬ Graduated goniometer for aiming purposes
¬ Retractable stainless steel aiming device
¬ Adequate power supply units, available as accessories, 

must be used for all floodlights

  GR-94 / Metallic grey / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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C/IW  -  1x1000 W   04003894
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1 x Ø 22   1 x M20

2 x Ø 13   2 x M12

120 

220 

60

Min 100 cm
Ø 9 ÷ Ø 14
M25 x 1,5

H07RN-F 3G2,5

3x2,5 mm2

0,21 m²

max 12,8 kg

OUTDOOR  |  PROFESSIONAL  |  HIGH POWER FLOODLIGHTS AND SPORT AREAS  |  RAY

RAY 1000 C/I IK07 2.6J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - equipped with igniter for HQI-TS D/S LAMP
cable 1x1000 W I ü - - C/I 7° 04002394
cable 1x1000 W I ü - - C/I 15° 04002494
cable 1x1000 W I ü - - C/I 10° 04032694
cable 1x1000 W I ü - - C/I 17° 04034694

RAY 1000 C/M IK07 2.6J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - equipped with igniter for HQI-TS D/S LAMP
cable 1x1000 W I ü - - C/M 34° 04002594
cable 1x1000 W I ü - - C/M 25° 04032794
cable 1x1000 W I ü - - C/M 32° 04032894
cable 1x1000 W I ü - - C/M 40° 04032994

RAY 1000 C/W IK07 2.6J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - equipped with igniter for HQI-TS D/S LAMP
cable 1x1000 W I ü - - C/IW 60° 04003894

RAY 2000 C/I IK07 2.6J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - equipped with igniter for HQI-TS D/S LAMP
cable 1x2000 W I ü - - C/I 7° 04002994
cable 1x2000 W I ü - - C/I 15° 04003094
cable 1x2000 W I ü - - C/I 17° 04032394
cable 1x2000 W I ü - - C/I 10° 04033394

RAY 2000 C/M IK07 2.6J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - equipped with igniter for HQI-TS D/S LAMP
cable 1x2000 W I ü - - C/M 34° 04003194
cable 1x2000 W I ü - - C/M 25° 04033494
cable 1x2000 W I ü - - C/M 32° 04033594
cable 1x2000 W I ü - - C/M 40° 04033694

RAY 2000 C/W IK07 2.6J xx5
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - equipped with igniter for HQI-TS D/S LAMP
cable 1x2000 W I ü - - C/IW 60° 04004094

443



14013720 14166494

14013320
14014394

14020701 14260003 14020601

14014420

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

RAY
Stainless steel wire guard 14013720

RAY Bracket with slots to allow the luminaire to be turned 
transversally and longitudinally 14166494

CONTROL GEAR
DESCRIPTION COLOR PART NUMBER

RAY 1000 HQI-TS D/S
Aluminium power supply unit IP65, 230 V - 50 Hz, class I, for 
1000W high pressure sodium and metal halide lamps with 
fuse and without ignitor 14013320

Power supply unit 230 V - 50Hz, class I, on galvanised steel 
plate for high pressure sodium and metal halide lamps with 
fuse and without ignitor 14020701

Set includes power supply unit and power-factor capacitor 
for 1000W high pressure sodium and metal halide lamp, 230V 
50 Hz 14260003

RAY 2000 HQI-TS D/S
Aluminium power supply unit IP65, 400 V - 50 Hz, class I, for 
2000 W HQI-TS D/S lamps without ignitor 14014394

Power supply unit 400 V - 50 Hz, class I, on galvanised steel 
plate for 2000W metal halide lamps (not for HQI-TS and HQI-
TS High Flux) with fuse and without ignitor 14020601

Set including power supply unit and power-factor capacitor 
for 2000W HQI-TS 400V 50 Hz lamp 14014420
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HORO
design by SILVIA PAOLA PENNACCHIO

       
     

 

2000 cd/klm2000 cd/klm2000 cd/klm2000 cd/klm2000 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A45/I  -  1x1000 W   04022494

540

40
5

570 474 660

22
6

235

HORO HORO 
HR

OUTDOOR  |  PROFESSIONAL  |  HIGH POWER FLOODLIGHTS AND SPORT AREAS  |  HORO

Discharge lamp floodlight for indoor and outdoor 
lighting, comprising:
¬ Die-cast aluminium housing chemically pre-treated 

and painted with polyester powder coating
¬ Flat extra clear tempered glass diffuser
¬ Extra pure polished aluminium reflectors
¬ Anti-ageing silicone gasket
¬ Automatic line isolator switch in LCP
¬ Electrical connection box in black technopolymer
¬ Ceramic lamp supports with stainless steel check 

spring

¬ Stainless steel locking springs for the glass
¬ Stainless steel external screws
¬ Fully integrated stainless steel safety spring clips
¬ Mounting bracket in hot dip galvanised steel
¬ Patented anti-vacuum device
¬ HR versions are supplied with a Hot Restrike ignitor for 

instantaneous re-start of the lamp
¬ Adequate power supply units, available as accessories, 

must be used for all floodlights

  GR-94 / Metallic grey / Textured

HORO 1000 A/I IK09 12J xx7
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - cabled with igniter for MHN-FC lamp
cable 1x1000 W I ü - - A45/I - 04022594

Discharge - cabled with igniter
E40 1x1000 W I ü - - A45/I - 04022994

Discharge - equipped with igniter for HQI-TS D/S LAMP
cable 1x1000 W I ü - - A45/I - 04022394

Discharge - cabled with ignitor for MHN-LA lamp
cable 1x1000 W I ü - - A45/I - 04022494

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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A45/W  -  1x2000 W   01062594

HORO 1000 A/M IK09 12J xx7
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - cabled with igniter for MHN-FC lamp
cable 1x1000 W I ü - - A45/M - 04022894

Discharge - cabled with igniter
E40 1x1000 W I ü - - A45/M - 04023094

Discharge - equipped with igniter for HQI-TS D/S LAMP
cable 1x1000 W I ü - - A45/M - 04022694

Discharge - cabled with ignitor for MHN-LA lamp
cable 1x1000 W I ü - - A45/M - 04022794

HORO 1000 HR A/M IK09 12J xx7
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - equipped with Hot Restrike igniter for HQI-TS D/S LAMP
cable 1x1000 W I - - - A45/M - 04025094

HORO 2000 A/I IK09 12J xx7
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - cabled with igniter for MHN-FC lamp
cable 1x2000 W I ü - - A45/I - 04021894

Discharge - equipped with igniter for HQI-TS D/S LAMP
cable 1x2000 W I ü - - A45/I - 04021594

Discharge - cabled with igniter for HQI-TS N/L lamp
cable 1x2000 W I ü - - A45/I - 04021694

Discharge - cabled with ignitor for MHN-LA lamp
cable 1x2000 W I ü - - A45/I - 04021794

HORO 2000 HR A/I IK09 12J xx7
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - equipped with Hot Restrike igniter for HQI-TS D/S LAMP
cable 1x2000 W I - - - A45/I - 04023194

HORO 2000 A/M IK09 12J xx7
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - cabled with igniter for MHN-FC lamp
cable 1x2000 W I ü - - A45/M - 04022294

Discharge - equipped with igniter for HQI-TS D/S LAMP
cable 1x2000 W I ü - - A45/M - 04021994

Discharge - cabled with igniter for HQI-TS N/L lamp
cable 1x2000 W I ü - - A45/M - 04022094

Discharge - cabled with ignitor for MHN-LA lamp
cable 1x2000 W I ü - - A45/M - 04022194

HORO 2000 HR A/M IK09 12J xx7
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - equipped with Hot Restrike igniter for HQI-TS D/S LAMP
cable 1x2000 W I - - - A45/M - 04023294

HORO 2000 A/W IK09 12J xx7
LAMPHOLDER WATTAGE CLASS CRI COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

COLOUR/
RAL PART NUMBER

Discharge - not cabled for lamp HQI-T D/I
E40 1x2000 W I - - - A45/W - 01062594
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14013320
14014394
14106003

14215003 14020701 14260003

14020601 14014420

14090394 14090494
14090594

14090202 14159204

max 14 kg

HORO
HORO

max 16 kg

HORO HR

HORO HR

0,115 m²

0,285 m²

0,155 m² 0,130 m²

0,285 m²

0,155 m²

3 x Ø 21  

300

474

+25°

0°
-5°

Min 100

Min 30
H07RN-F 3G2,5

3 x 2,5 mm2

Ø 9 ÷ 14
M25 x 1,5

OUTDOOR  |  PROFESSIONAL  |  HIGH POWER FLOODLIGHTS AND SPORT AREAS  |  HORO

CONTROL GEAR

OPTIONAL ACCESSORIES

DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

HORO 1000 HQI-TS D/S / MHN-LA / MHN-FC / ST
Aluminium power supply unit IP65, 230 V - 50 Hz, class I, for 
1000W high pressure sodium and metal halide lamps with 
fuse and without ignitor 14013320

Power supply unit with aluminium base and polyamide cover 
IP65, 230 V - 50 Hz, class I, for 1000 W high pressure sodium 
and metal halide lamps with fuse and without ignitor 14215003

Power supply unit 230 V - 50Hz, class I, on galvanised steel 
plate for high pressure sodium and metal halide lamps with 
fuse and without ignitor 14020701

Set includes power supply unit and power-factor capacitor 
for 1000W high pressure sodium and metal halide lamp, 230V 
50 Hz 14260003

HORO 2000 HQI-TS D/S
Aluminium power supply unit IP65, 400 V - 50 Hz, class I, for 
2000 W HQI-TS D/S lamps without ignitor 14014394

HORO 2000 HQI-TS D/S / HQI-TS N/L / MHN-LA / MHN-FC
Power supply unit 400 V - 50 Hz, class I, on galvanised steel 
plate for 2000W metal halide lamps (not for HQI-TS and HQI-
TS High Flux) with fuse and without ignitor 14020601

Set including power supply unit and power-factor capacitor 
for 2000W HQI-TS 400V 50 Hz lamp 14014420

HORO 2000 HQI-TS N/L / MHN-LA / MHN-FC
Aluminium power supply unit IP65, 400 V - 50 Hz, class I, for 
2000 W HQI-T / MHN-LA / MHN-FC / HQI-TS N/L metal halide 
lamps (not for HQI-TS and HQI-TS High Flux), without ignitor 14106003

HORO
External cowl in sheet aluminium, provides full cut off with 
peak beam max 55° and reduces upward light pollution 14090394

External cowl in sheet aluminium, provides full cut off with 
peak beam max 60° and reduces upward light pollution 14090494

External cowl in sheet aluminium, provides full cut off with 
peak beam max 65° and reduces upward light pollution 14090594

Long mounting bracket in hot dipped galvanised steel 
suitable for use when mounting one floodlight above another 
to avoid interference of light distribution 14090202

Horo viewfinder 14159204
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OUTDOOR | URBAN

‘CITTÀ DI LOMBARDIA’ SQUARE | Milan | ITALY

A custom-made lighting solution for each urban area: streets, car parks, squares, green areas, playgrounds, bridges, pedestrian streets.

We create versatile urban lighting systems that combine collective and individual interests. We want to offer urban spaces a new identity, and 

improve the perception of those who live in and use them.

OUTDOOR URBAN LIGHTING
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AREA LIGHTING

CATENARY LIGHTING

STREET LIGHTING

449

452 
AMON MINI

454 
AMON MAXI

456 
SQUARE+1

458 
SQUARE+2

466 
SQUARE+ 1/2 
SOLUTION WING

464 
SQUARE+ 1/2 
SOLUTION

462 
SQUARE+ 1/2 
SYSTEMPARK

468 
SQUARE+ 1/2 
SOLUTION BAR

481 
KYRO+ 1

481 
KYRO+ 2

488 
LYRA 20 LED

474 
THEOS

477 
THEOS GLASS

474 
THEOS MINI

477 
THEOS GLASS 
MINI

490 
THEOS LUM

490 
THEOS LUM MINI

450 
SPILLO MINI

450 
SPILLO



SPILLO
design by ALESSANDRO PEDRETTI

       
     

Ø 360

Ø 180

10
0011

87

Ø 120
3x Ø 11

187

360

100
187

587

100

SPILLO 
MINI POST

SPILLO 
MINI

SPILLO

Series of LED landscaping outdoor bollard and pole-top 
luminaires, comprising:
¬ Painted die-cast aluminium housing
¬ Anti-ageing silicone gasket
¬ External electrical connection with sealed plug-socket 

QUICK, complete with cable
¬ Waterproof cable gland M25x1.5 for cables Ø 9- Ø 14 

mm
¬ Stainless steel external screws
¬ Analogue dimmable HF ballast, 1-10 V
¬ Each LED is coupled with an electronic safety device 

(NUD) that can by-pass it in case of failure

¬ The “SECURE LIGHT DISTRIBUTION” system guarantees 
uniform light distribution even in the remote case of 
LED failures

¬ Supplied with 1m pre-wired HORNF-5 cable
¬ "CP" versions feature asymmetric light distribution 

suitable for bicycle and pedestrian pathways
¬ Supplied complete with 220/240 V 50/60 Hz power 

supply unit.
¬ Complying with the recommendations for glare 

control and upward light pollution

  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/EW  -  16 W  -  4000 K  303496

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/EW  -  44 W  -  4000 K  303501

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

C/EW  -  16 W  -  4000 K  303497

0,0062 m2

0,264 m2

0,081 m2

0,0047m2

0,101 m2

max 7 kg

SPILLO

max 5,5 kg

SPILLO
MINI POST

max 3,3 kg

SPILLO
MINI

Ø 60 Ø 76

310403 310405

88,9

Ø 7

33
00

30

11
0

19
0

55
0

315023

31040328
00

8

27
0

27
0

22
0

4 x Ø 11

88,9

Ø 7

90°~90°~

315024

Ø 48 Ø 60

310404 310416

Ø 169

3  x Ø 12

310414

Ø 120
4 x Ø 11 Ø 260

Ø 220

310415

4 x Ø 11

Ø 120

3x Ø 11

Ø 180

OUTDOOR  |  URBAN  |  AREA LIGHTING  |  SPILLO

SPILLO MINI POST IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
16 W II ü 70 4000 - C/EW - 1683 lm 1034 lm 80 10 60000 h 303496
11 W II ü 70 4000 - C/EW - 1122 lm 703 lm 80 10 60000 h 303494

SPILLO MINI IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
16 W II ü 70 4000 - C/EW - 1683 lm 1034 lm 80 10 60000 h 303497
11 W II ü 70 4000 - C/EW - 1122 lm 703 lm 80 10 60000 h 303528

SPILLO IK10 20J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED - with automatic power reduction 220-240 V 50/60 Hz
44 W II - 70 4000 - C/EW - 5236 lm 3301 lm 80 10 60000 h 304024

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
44 W II ü 70 4000 - C/EW - 5236 lm 3301 lm 80 10 60000 h 303501
44 W II ü 70 4000 - CP - 5236 lm 3403 lm 80 10 60000 h 303814
24 W II ü 70 4000 - C/EW - 2618 lm 1674 lm 80 10 60000 h 303499

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

SPILLO MINI

Pole too adaptor Ø 48 mm 310404

Pole top adaptor Ø 60 mm 310416

Baseplate Spillo Mini 310414

SPILLO

Pole top adaptor Ø 60 mm 310403

Pole top adaptor Ø 76 mm 310405

Pole Spillo INT. 3.3 m 315023

Pole Spillo F.T. 2.8 m with flange 315024

Baseplate Spillo 310415
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AMON MINI
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AMON MINI AMON MINI 
SOFT

Range of bollards, comprising:
¬ Extruded aluminium profile housing, painted
¬ The SOFT version comes complete with satinized UV 

stabilized polycarbonate diffuser
¬ Diffuser in internally frosted extra clear, tempered, flat 

glass
¬ Optical compartment in painted, die-cast aluminium
¬ Extra pure polished aluminium reflectors
¬ Anti-ageing silicone gasket
¬ Electrical connection via connecting box
¬ Dimmable driver 1-10 V ballast
¬ Stainless steel external screws

¬ Cable compartment in painted, die-cast aluminium
¬ Complete with supplementary device for protection 

against network surges of up to 10 kV (DM)
¬ Ground mounting flange in painted steel
¬ Aesthetic painted die-cast aluminium flange cover for 

the base plate, available as accessory
¬ Installation can make use of the accessory stainless 

steel ground plate to anchor the device to cement
¬ On request, versions with DALI dimming
¬ 3000 K and 5000 K available upon request

  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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750 cd/klm750 cd/klm750 cd/klm750 cd/klm750 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/W  -  41 W  -  4000 K  306059

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  41 W  -  4000 K  306061

310921 310922 310923

AMON MINI AMON MINI SOFT

max 22 kg

0,26 m2 0,29 m2

H07RN-F / 5G 1,5/2,5 mm2

Ø 7÷17

NO NO

OUTDOOR  |  URBAN  |  AREA LIGHTING  |  AMON MINI

AMON MINI S/W IK09 10J xx7
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
41 W I - 80 4000 ü S/W - 5046 lm 2024 lm 70 10 150000 h 306059

AMON MINI SOFT S/EW IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
41 W I - 80 4000 ü S/EW - 5046 lm 1900 lm 70 10 150000 h 306061

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

AMON MINI

AMON AN-96 groundplate cover 310921

Flange plate with fixing rod 310922

Flange plate fixing root 310923
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AMON MAXI
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AMON MAXI AMON MAXI 
SOFT

Range of lighting columns, comprising:
¬ Column in extruded polyester-powder coated 

aluminium
¬ The SOFT version comes complete with satinized UV 

stabilized polycarbonate diffuser
¬ Diffuser in internally frosted extra clear, tempered, flat 

glass
¬ Optical compartment in painted, die-cast aluminium
¬ Optical unit made of high transmittance technoplymer 

lenses or of purest polished and oxydized aluminium 
according to the models

¬ Anti-ageing silicone gasket
¬ Electrical connection via connecting box
¬ Porthole made of painted die-cast aluminium

¬ Dimmable driver 1-10 V ballast
¬ Stainless steel external screws
¬ Cable compartment in painted, die-cast aluminium
¬ Complete with supplementary device for protection 

against network surges of up to 10 kV (DM)
¬ Ground mounting flange in painted steel
¬ Aesthetic painted die-cast aluminium flange cover for 

the base plate, available as accessory
¬ Installation can make use of the accessory stainless 

steel ground plate to anchor the device to cement
¬ On request, versions with DALI dimming
¬ 3000 K and 5000 K available upon request

  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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310921 310922 310923

AMON MAXI AMON MAXI SOFT

0,75 m2 0,96 m2

NO NO

H07RN-F / 5G 1,5/2,5 mm2

 

1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/W  -  81 W  -  4000 K  306063

 

600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

A30/M  -  29 W  -  4000 K  306065

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  42 W  -  4000 K  306066

 

250 cd/klm250 cd/klm250 cd/klm250 cd/klm250 cd/klm

60°60°60°60°60°

30°30°30°30°30° 30°30°30°30°30°

60°60°60°60°60°

S/EW  -  85 W  -  4000 K  306067

max 36 kg

OUTDOOR  |  URBAN  |  AREA LIGHTING  |  AMON MAXI

AMON MAXI S/W IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
81 W I - 80 4000 ü S/W - 10092 lm 3684 lm 70 10 80000 h 306063

AMON MAXI A/M IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
29 W I - 80 4000 ü A17/M - 3120 lm 1526 lm 70 10 80000 h 306064
29 W I - 80 4000 ü A30/M - 3120 lm 1514 lm 70 10 80000 h 306065

AMON MAXI S/EW IK08 5J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
42 W I - 80 4000 ü S/EW - 4992 lm 2081 lm 70 10 80000 h 306066

AMON MAXI SOFT S/EW IK07 2J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
85 W I - 80 4000 ü S/EW - 7046 lm 4144 lm 70 10 50000 h 306067

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

AMON MAXI

AMON AN-96 groundplate cover 310921

Flange plate with fixing rod 310922

Flange plate fixing root 310923
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SQUARE+1
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LED floodlight for indoor and outdoor lighting, 
comprising:
¬ Polyester powder coated die-cast aluminium housing
¬ Flat tempered glass diffuser
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Available lenses: road lenses for narrow roads and 

cycling/pedestrian lanes (SR/T1), asymmetrical lenses 
(A55/W), and lenses for pedestrian crossings (ZR).

¬ Anti-ageing silicone gasket
¬ Fully integrated painted die-cast aluminium trim 

hinged to the housing
¬ Electrical connection through an IP66 quick external 

socket-plug connector that makes it possible to 
connect it to the network without opening the 
lighting element, made of techno-polymer, 5 poles x 4 
mm², for wires ø 10 - ø 14 mm

¬ Light beam obtained by the combination of multiple 
LED modules

¬ Stainless steel external screws
¬ Complete with supplementary device for protection 

against network surges of up to 10 kV (DM)
¬ On request, versions with dimmable ballast available
¬ 3000 K and 5700 K available upon request
¬ A wide range of accessories are available for floodlight 

installation in various situations, e.g. wall and post
¬ In order to allow for the use of lenses in typical urban 

furniture settings (parks, gardens, pedestrian areas, 
squares, parking areas, etc.), the SYSTEMPARK range of 
accessories is available. They offer a range of stainless 
steel posts and painted aluminium arms that make it 
possible to solve a variety of installation requirements.

  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.

456



U
RB

A
N

 

600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A55/W  -  73 W  -  4000 K  06258496

 

1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

Z/R  -  73 W  -  4000 K  06260096

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

SR/T1  -  73 W  -  4000 K  06179696

max 3,75 kg

Ø 10÷14 mm

H07RN-F 2x1,5mm2

0,077 m2 0,019 m2

Min 0,5 m

Max 15 m

466 
SQUARE+1 
SOLUTION WING

464 
SQUARE+1 
SOLUTION

462
SQUARE+1 
SYSTEMPARK

468 
SQUARE+1 
SOLUTION BAR

OUTDOOR  |  URBAN  |  AREA LIGHTING  |  SQUARE+1

SQUARE+1 A/W IK07 2.4J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
73 W II - 70 4000 ü A55/W - 8900 lm 7081 lm 70 10 55000 h 06258396
38 W II - 70 4000 ü A55/W - 4450 lm 3672 lm 70 10 55000 h 06258796

Power LED - with automatic power reduction 220-240 V 50/60 Hz
73 W II - 70 4000 ü A55/W - 8900 lm 7081 lm 70 10 55000 h 06258496
38 W II - 70 4000 ü A55/W - 4450 lm 3672 lm 70 10 55000 h 06258896

SQUARE+1 SR/T1 IK07 2.4J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
73 W II - 70 4000 ü SR/T1 - 8900 lm 7545 lm 70 10 55000 h 06179596
38 W II - 70 4000 ü SR/T1 - 4450 lm 3916 lm 70 10 55000 h 06179996

Power LED - with automatic power reduction 220-240 V 50/60 Hz
73 W II - 70 4000 ü SR/T1 - 8900 lm 7545 lm 70 10 55000 h 06179696
38 W II - 70 4000 ü SR/T1 - 4450 lm 3916 lm 70 10 55000 h 06180096

SQUARE+1 Z/R IK07 2.4J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
73 W II - 70 4000 ü Z/R - 8900 lm 7451 lm 70 10 55000 h 06259996
38 W II - 70 4000 ü Z/R - 4450 lm 3708 lm 70 10 55000 h 06260196

Power LED - with automatic power reduction 220-240 V 50/60 Hz
73 W II - 70 4000 ü Z/R - 8900 lm 7451 lm 70 10 55000 h 06260096
38 W II - 70 4000 ü Z/R - 4450 lm 3708 lm 70 10 55000 h 06260296
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LED floodlight for indoor and outdoor lighting, 
comprising:
¬ Polyester powder coated die-cast aluminium housing
¬ Flat tempered glass diffuser
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Available lenses: lenses for two-lane roads (SR/T2), 

lenses for wide roads (SR/T3) and asymmetrical lenses 
(A55/W).

¬ Anti-ageing silicone gasket
¬ Fully integrated painted die-cast aluminium trim 

hinged to the housing
¬ Electrical connection through an IP66 quick external 

socket-plug connector that makes it possible to 
connect it to the network without opening the 
lighting element, made of techno-polymer, 5 poles x 4 
mm², for wires ø 10 - ø 14 mm

¬ Light beam obtained by the combination of multiple 

LED modules
¬ Stainless steel external screws
¬ Complete with supplementary device for protection 

against network surges of up to 10 kV (DM)
¬ On request, versions with dimmable ballast available
¬ 3000 K and 5700 K available upon request
¬ For the 210 W versions, "uplight" installation is 

permitted outdoors only.
¬ A wide range of accessories are available for floodlight 

installation in various situations, e.g. wall and post
¬ In order to allow for the use of lenses in typical urban 

furniture settings (parks, gardens, pedestrian areas, 
squares, parking areas, etc.), the SYSTEMPARK range of 
accessories is available. They offer a range of stainless 
steel posts and painted aluminium arms that make it 
possible to solve a variety of installation requirements.

  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°
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30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

A55/W  -  210 W  -  4000 K  06263696

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

SR/T3  -  210 W  -  4000 K  06262096

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

SR/T2  -  210 W  -  4000 K  06186196

M20x1,5

H07RN-F 2x1,5mm2

0,177 m2 0,037 m2

Min 0,5 m

Min 15 m

466 
SQUARE+2 
SOLUTION WING

464 
SQUARE+2 
SOLUTION

462 
SQUARE+2 
SYSTEMPARK

468 
SQUARE+2 
SOLUTION BAR

max 10,5 kg

OUTDOOR  |  URBAN  |  AREA LIGHTING  |  SQUARE+2

SQUARE+2 A/W IK07 2.4J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
210 W II - 70 4000 ü A55/W - 26700 lm 22099 lm 70 10 55000 h 06263596
139 W II - 70 4000 ü A55/W - 17800 lm 15013 lm 70 10 55000 h 06263996

Power LED - with automatic power reduction 220-240 V 50/60 Hz
210 W II - 70 4000 ü A55/W - 26700 lm 22099 lm 70 10 55000 h 06263696
139 W II - 70 4000 ü A55/W - 17800 lm 15013 lm 70 10 55000 h 06264096

SQUARE+2 SR/T2 IK07 2.4J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
210 W II - 70 4000 ü SR/T2 - 26700 lm 22999 lm 70 10 55000 h 06186096
139 W II - 70 4000 ü SR/T2 - 17800 lm 15483 lm 70 10 55000 h 06186496

Power LED - with automatic power reduction 220-240 V 50/60 Hz
210 W II - 70 4000 ü SR/T2 - 26700 lm 22999 lm 70 10 55000 h 06186196
139 W II - 70 4000 ü SR/T2 - 17800 lm 15483 lm 70 10 55000 h 06186596

SQUARE+2 SR/T3 IK07 2.4J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
210 W II - 70 4000 ü SR/T3 - 26700 lm 22031 lm 70 10 55000 h 06261996
139 W II - 70 4000 ü SR/T3 - 17800 lm 15080 lm 70 10 55000 h 06262396

Power LED - with automatic power reduction 220-240 V 50/60 Hz
210 W II - 70 4000 ü SR/T3 - 26700 lm 22031 lm 70 10 55000 h 06262096
139 W II - 70 4000 ü SR/T3 - 17800 lm 15080 lm 70 10 55000 h 06262496

459



‘CITTÀ DI LOMBARDIA’ SQUARE | Milan | ITALY

460



U
RB

A
N

SQUARE+ SOLUTION

SQUARE+ SOLUTION  WING SQUARE+ SOLUTION  BAR

SQUARE+ SYSTEMPARK

OUTDOOR  |  URBAN  |  AREA LIGHTING  |  SQUARE+ 461



SQUARE+ SYSTEMPARK

D
E

D

E

GD
E
F

A    SQUARE+1/2

B
C

A    SQUARE+1/2

B
C

A    SQUARE+1/2

B
C

A    SQUARE+1/2

B
C

G

C CC C

B BB B
A AA A

C CC C

D

E

F

B (x4)

A (x4)

C (x 2)B (x2)

A (x2)

C (x 2)

B (x3)

A (x3)

C (x 2)

C (x 2)

A (x2)

B (x2)

C (x 2)

B (x1)

A (x1)

 90 mm  60 mm

 90 mm

 90 mm  90 mm

 90 mm

H 3,5 m

H 5 m

H 6 m

 90 mm

H 3,5 m

H 5 m

H 6 m

 90 mm

H 5+1 m

H 6+1 m

A 

SQUARE+1

A 

SQUARE+2

1 pole F.T.
1 flange plate

COMPONENTS

 pole arm for SQUARE+
 pole mounting kit

COMPONENTS

 pole arm for SQUARE+
 pole mounting kit

COMPONENTS

 pole arm for SQUARE+
 pole mounting kit

COMPONENTS

 pole arm for SQUARE+
 pole mounting kit

1 pole F.T.
1 base plate
4 fixing rods

1 pole INT.

COMPLETE UNIT
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E
310923

G
14099320

F
14099220

C 
14099896

D - POLE F.T.

C 
14099696

G - POLE INT.

B 
14473096

B 
14473196

Ø 90 

Ø 135 

105

Ø 60 

Ø 135 

105

245
238

55 

215 40 

575 

346

80 

280
 300

40 

685

 90 mm

H 3,5 m

H 5 m

H 6 m

 90 mm

H 5+1 m

H 6+1 m
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OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

SQUARE+1 SYSTEMPARK

Pole arms for Square SQUARE+1 14473096

SQUARE+1/2 SYSTEMPARK
Gliding support made of painted aluminium for the 
installation on Ø 90 mm posts. 14099696

Gliding support made of painted aluminium for the 
installation on Ø 60 mm posts. 14099896

POLE SQUARE+1/2 SYSTEMPARK

Pole Ø 90 mm INT. (buried) 5+1 m 14099004

Pole Ø 90 mm INT. (buried) 6+1 m 14099104

Pole Ø 90 mm / Ø 3,54 F.T. 3,5 m c/w flange 14098704

Pole Ø 90 mm F.T. 5 m c/w flange 14098804

Pole Ø 90 mm / Ø 3,54 F.T. 6 m c/w flange 14098904

ANCHOR KIT SQUARE+1/2 SYSTEMPARK
Flange plate fixing root 310923

Base plate/1 F.T. post 14099220

Fixing rod Ø 18x400 mm. 14099320

SQUARE+2 SYSTEMPARK

Pole arms for SQUARE+2 14473196
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SQUARE+ SOLUTION

A

A

B

D

A   SQUARE+1/2
B

A   SQUARE+1/2
D

A
C

A   SQUARE+1
C

 60 mm

 76 mm

A 

SQUARE+1

A 

SQUARE+2

COMPONENTS

Pole and bracket / arm

COMPONENTS

sliding pole clamp

COMPONENTS

wall-mounting arm

COMPLETE UNIT

464



U
RB

A
N

215 

140

Ø 9   

55 

70 
 

77 

80 

346

250 

Ø 11    

500

518 

95 

30 49 

215 

50 

95 
Ø 16 

Ø 9 

D  
14111196

C  
14133596

D  
14472896

C  
14133696

D  
14111896

D  
14472996

380 350

200

200 164

1000 

977,5

Ø 9340

380

14110396 14110496120

618 

 Ø 60 ÷ 62
Ø 76 ÷ 78

550

215 100 

100

120

 215

118

50 

636

550  

Ø 60 ÷ 62
Ø 76 ÷ 78

B  B  

14110596 14110696

14110896

14110796

14111296 14111396

850

Ø 76  

120

100  350

100

922 

120

350

850 

940

Ø 76 

50 

118

B  B  

14111496 14111596

14111796

14111696
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OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

SQUARE+1 SOLUTION

Single pole top arm Ø 60÷76 mm SQUARE+1 14110396

Double arm at 90° with pole top Ø 60÷76 mm SQUARE+1 14110496

Double arm at 180° with pole top Ø 60÷76 mm SQUARE+1 14110596

Triple arm at 90° with pole top Ø 60÷76 mm SQUARE+1 14110696

Triple arm at 120° with pole top Ø 60÷76 mm SQUARE+1 14110796

Quadruple pole top arm Ø 60÷76 mm SQUARE+1 14110896

Gliding support made of painted aluminium for the 
installation on Ø 60 - 76 mm posts. 1 luminaire SQUARE+1 14133596

Gliding support made of painted aluminium for the 
installation on 60-76 mm diam. posts 2 opposed luminaires 
SQUARE+1 14133696

Wall-mounting arm SQUARE+1 14111196

Arms for Square+1 14472896

SQUARE+2 SOLUTION

Single pole top arm Ø 76 mm SQUARE+2 14111296

Double arm at 90° with pole top Ø 76 mm SQUARE+2 14111396

Double arm at 180° with pole top Ø 76 mm SQUARE+2 14111496

Triple arm at 90° with pole top Ø 76 mm SQUARE+2 14111596

Triple arm at 120° with pole top Ø 76 mm SQUARE+2 14111696

Quadruple pole top arm Ø 76 mm SQUARE+2 14111796

Wall-mounting arm SQUARE+2 14111896

Arms for SQUARE+2 14472996
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SQUARE+ SOLUTION WING

SQUARE+2 SOLUTION WING

SQUARE+1 SOLUTION WING

4 m

3 m

8 m

7 m

6 m

5 m

- 0,8

- 0,5 m

AA B

B B

A   SQUARE+1/2 A   SQUARE+1/2
B

A 

SQUARE+1

A 

SQUARE+2

Pole INT. and bracket / armPole F.T. and bracket / arm

COMPONENTS COMPONENTS

COMPLETE UNIT
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B - POLE F.T.

B - POLE F.T.

B - POLE INT.

B - POLE INT.

3,1 m

4,1 m

6,2 m

7,2 m

8,2 m

3,1 m

4,1 m

6,2 m

7,2 m

8,2 m

0,5 m

0,8 m

1285 mm

840 mm

2575 mm 

1680 mm 

OUTDOOR  |  URBAN  |  AREA LIGHTING  |  SQUARE+

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

SQUARE+1 SOLUTION WING POLE F.T (above-ground pole)
SQUARE WING with 3.1 m high pole and base plate with 
single arm for SQUARE+1. 14125596

SQUARE WING with 4.1 m high pole and base plate with 
single arm for SQUARE+1. 14125696

SQUARE WING with 3.1 m high pole and base plate with 
double arm for SQUARE+1. 14125796

SQUARE WING with 4.1 m high pole and base plate with 
double arm for SQUARE+1. 14125896

SQUARE+1 SOLUTION WING POLE INT. (buried pole)
SQUARE WING with 3.1 m + 0.5 m high pole to be buried for 
floor mounting, with single arm for SQUARE+1. 14126596

SQUARE WING with 4.1 m + 0.5 m high pole to be buried for 
floor mounting, with single arm for SQUARE+1. 14126696

SQUARE WING with 3.1 m + 0.5 m high pole to be buried for 
floor mounting, with double arm for SQUARE+1. 14126796

SQUARE WING with 4.1 m + 0.5 m high pole to be buried for 
floor mounting, with double arm for SQUARE+1. 14126896

SQUARE+2 SOLUTION WING POLE F.T. (above-ground pole)
SQUARE WING with 7.2 m high pole and base plate with 
single arm for SQUARE+2. 14126096

SQUARE WING with 6.2 m high pole and base plate with 
single arm for SQUARE+2. 14125996

SQUARE WING with 8.2 m high pole and base plate with 
single arm for SQUARE+2. 14126196

SQUARE WING with 6.2 m high pole and base plate with 
double arm for SQUARE+2. 14126296

SQUARE WING with 7.2 m high pole and base plate with 
double arm for SQUARE+2. 14126396

SQUARE WING with 8.2 m high pole and base plate with 
double arm for SQUARE+2. 14126496

SQUARE+2 SOLUTION WING POLE INT. (buried pole)
SQUARE WING with 6.2 m + 0.8 m high pole to be buried for 
floor mounting, with single arm for SQUARE+2. 14126996

SQUARE WING with 7.2 m + 0.8 m high pole to be buried for 
floor mounting, with single arm for SQUARE+2. 14127096

SQUARE WING with 8.2 m + 0.8 m high pole to be buried for 
floor mounting, with single arm for SQUARE+2. 14127196

SQUARE WING with 6.2 m + 0.8 m high pole to be buried for 
floor mounting, with double arm for SQUARE+2. 14127296

SQUARE WING with 7.2 m + 0.8 m high pole to be buried for 
floor mounting, with double arm for SQUARE+2. 14127396

SQUARE WING with 8.2 m + 0.8 m high pole to be buried for 
floor mounting, with double arm for SQUARE+2. 14127496
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SQUARE+ SOLUTION BAR

SQUARE+1 SOLUTION BAR
4 m

3 m

SQUARE+2 SOLUTION BAR

8 m

7 m

6 m

5 m

- 0,8

- 0,5 m

A 

SQUARE+1

A 

SQUARE+2

B

A   SQUARE+1/2 A   SQUARE+1/2

A A

B

B B
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B - POLE F.T.

B - POLE F.T.

B - POLE INT.

B - POLE INT.

3,1 m

4,1 m

6,2 m

7,2 m

8,2 m

3,1 m

4,1 m

6,2 m

7,2 m

8,2 m

0,5 m

0,8 m

840 mm 1680 mm 

1285 mm 2575 mm 

OUTDOOR  |  URBAN  |  AREA LIGHTING  |  SQUARE+

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

DESCRIPTION COLOR PART NUMBER

SQUARE+1 SOLUTION BAR POLE F.T. (above-ground pole)
SQUARE BAR with 3.1 m high pole and base plate with single 
arm for SQUARE+1. 14123596

SQUARE BAR with 4.1 m high pole and base plate with single 
arm for SQUARE+1. 14123696

SQUARE BAR with 3.1 m high pole and base plate with double 
arm for SQUARE+1. 14123796

SQUARE BAR with 4.1 m high pole and base plate with double 
arm for SQUARE+1. 14123896

SQUARE+1 SOLUTION BAR POLE INT. (buried pole)
SQUARE BAR with 3.1 m + 0.5 m high pole to be buried for 
floor mounting, with single arm for SQUARE+1. 14124596

SQUARE BAR with 4.1 m + 0.5 m high pole to be buried for 
floor mounting, with single arm for SQUARE+1. 14124696

SQUARE BAR with 3.1 m + 0.5 m high pole to be buried for 
floor mounting, with double arm for SQUARE+1. 14124796

SQUARE BAR with 4.1 m + 0.5 m high pole to be buried for 
floor mounting, with double arm for SQUARE+1. 14124896

SQUARE+2 SOLUTION BAR POLE F.T. (above-ground pole)
SQUARE BAR with 6.2 m high pole and base plate with single 
arm for SQUARE+2. 14123996

SQUARE BAR with 7.2 m high pole and base plate with single 
arm for SQUARE+2. 14124096

SQUARE BAR with 8.2 m high pole and base plate with single 
arm for SQUARE+2. 14124196

SQUARE BAR with 6.2 m high pole and base plate with double 
arm for SQUARE+2. 14124296

SQUARE BAR with 7.2 m high pole and base plate with double 
arm for SQUARE+2. 14124396

SQUARE BAR with 8.2 m high pole and base plate with double 
arm for SQUARE+2. 14124496

SQUARE+2 SOLUTION BAR POLE INT. (buried pole)
SQUARE BAR with 6.2 m + 0.8 m high pole to be buried for 
floor mounting, with single arm for SQUARE+2. 14124996

SQUARE BAR with 7.2 m + 0.8 m high pole to be buried for 
floor mounting, with single arm for SQUARE+2. 14125096

SQUARE BAR with 8.2 m + 0.8 m high pole to be buried for 
floor mounting, with single arm for SQUARE+2. 14125196

SQUARE BAR with 6.2 m + 0.8 m high pole to be buried for 
floor mounting, with double arm for SQUARE+2. 14125296

SQUARE BAR with 7.2 m + 0.8 m high pole to be buried for 
floor mounting, with double arm for SQUARE+2. 14125396

SQUARE BAR with 8.2 m + 0.8 m high pole to be buried for 
floor mounting, with double arm for SQUARE+2. 14125496
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THEOS
design by SILVIA PAOLA PENNACCHIO
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THEOS MINITHEOS

Series of LED road lighting luminaires, in two versions, 
comprising:
¬ Die-cast aluminium housing chemically pre-treated 

and painted with polyester powder coating
¬ Die-cast aluminium pole-mounting joint, painted grey, 

for pole Ø 60 mm or 76 mm
¬ Diffuser with integrated louvre in UV, heat stabilised, 

transparent technopolymer
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Optics available: for narrow roads (SR/T1), for roads 

with two lanes (SR/2) for large roads (SR/T3) and 
asymmetrical - (A58/W) according to the model

¬ Anti-ageing silicone gasket with high resiliency
¬ Switch splitter automatically disconnects the power 

supply when the cable cover is opened
¬ Cable gland M20x1.5 for cables Ø 10- Ø 14 mm
¬ The THEOS version, 244 W, is provided complete 

with 1 m cable H07RN-F 2 x 1.5 mm2 and IP66 
plug-socket, produced in polyamide with silver-
plated brass contacts, for cables Ø 9 - Ø14 mm, that 

allows connection to the mains without opening the 
luminaire.

¬ High efficiency electronic driver
¬ Light beam obtained by the combination of multiple 

LED modules
¬ Compliant with the UNI 10819 Standard and with the 

Italian regional laws on light pollution
¬ Stainless steel external screws
¬ Complete with supplementary device for protection 

against network surges of up to 10 kV (DM)
¬ The “SECURE LIGHT DISTRIBUTION” system guarantees 

uniform light distribution even in the remote case of 
LED failures

¬ The THEOS MINI and THEOS versions may be produced 
upon request with all optics available

¬ Versions with automatic power reduction available
¬ On request, versions with dimmable ballast available
¬ All versions are available with 3000K LEDs on request
¬ Other colour temperatures and colour renderings are 

available upon request

  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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A58/W  -  70 W  -  4000 K  06222296

 

600 cd/klm600 cd/klm600 cd/klm600 cd/klm600 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

SR/T2  -  70 W  -  4000 K  06209396

 

1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm1500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

SR/T1  -  70 W  -  4000 K  06223096

max 6 kg

0,039 m2

0,109 m2

Max 15 m

Ø60÷62
Ø76÷78

Min 110
Max 40°

H07RN-F 2x1,5 m2

2x2,5 mm2

Ø 10÷14
M20 x 1,5

Max 40°

Max 20°

Max 15°

OUTDOOR  |  URBAN  |  STREET LIGHTING  |  THEOS

THEOS MINI A/W IK08 9J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
70 W II ü 70 4000 ü A58/W - 8608 lm 7464 lm 80 10 60000 h 06222196
70 W II ü 70 3000 ü A58/W - 8000 lm 6604 lm 80 10 60000 h 06224996
35 W II ü 70 4000 ü A58/W - 4304 lm 3829 lm 80 10 60000 h 06222596
18 W II ü 70 4000 ü A58/W - 2152 lm 2126 lm 80 10 60000 h 305734

Power LED - with automatic power reduction 220-240 V 50/60 Hz
70 W II ü 70 4000 ü A58/W - 8608 lm 7464 lm 80 10 60000 h 06222296
35 W II ü 70 4000 ü A58/W - 4304 lm 3829 lm 80 10 60000 h 06222696
18 W II ü 70 4000 ü A58/W - 2152 lm 2126 lm 80 10 60000 h 305738

THEOS MINI SR/T1 IK08 9J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
70 W II ü 70 4000 ü SR/T1 - 8608 lm 6944 lm 80 10 60000 h 06222996
35 W II ü 70 4000 ü SR/T1 - 4304 lm 3536 lm 80 10 60000 h 06223396
18 W II ü 70 4000 ü SR/T1 - 2152 lm 1978 lm 80 10 60000 h 305726

Power LED - with automatic power reduction 220-240 V 50/60 Hz
70 W II ü 70 4000 ü SR/T1 - 8608 lm 6944 lm 80 10 60000 h 06223096
35 W II ü 70 4000 ü SR/T1 - 4304 lm 3536 lm 80 10 60000 h 06223496
18 W II ü 70 4000 ü SR/T1 - 2152 lm 1978 lm 80 10 60000 h 305730

THEOS MINI SR/T2 IK08 9J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
70 W II ü 70 4000 ü SR/T2 - 8608 lm 7453 lm 80 10 60000 h 06209296
70 W II ü 70 3000 ü SR/T2 - 8000 lm 6595 lm 80 10 60000 h 06224196
35 W II ü 70 4000 ü SR/T2 - 4304 lm 3844 lm 80 10 60000 h 06209696
18 W II ü 70 4000 ü SR/T2 - 2152 lm 2127 lm 80 10 60000 h 305719

Power LED - with automatic power reduction 220-240 V 50/60 Hz
70 W II ü 70 4000 ü SR/T2 - 8608 lm 7453 lm 80 10 60000 h 06209396
35 W II ü 70 4000 ü SR/T2 - 4304 lm 3844 lm 80 10 60000 h 06209796
18 W II ü 70 4000 ü SR/T2 - 2152 lm 2127 lm 80 10 60000 h 305722
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A58/W  -  170 W  -  4000 K  06216196

 

400 cd/klm400 cd/klm400 cd/klm400 cd/klm400 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

SR/T3  -  244 W  -  4000 K  305981

 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°
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SR/T2  -  170 W  -  4000 K  06130796

14174796 14077796

max 10,5 kg

0,063 m2

0,173 m2

0,063 m2

0,173 m2

Max 40°

Max 40°

Max 20°

Max 15°

Max 15 m

Ø60÷62
Ø76÷78

Min 110

H07RN-F 2x1,5 m2

2x2,5 mm2

Ø 10÷14
M20 x 1,5

THEOS A/W IK08 9J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
170 W II ü 70 4000 ü A58/W - 21520 lm 17886 lm 80 10 60000 h 06216196
140 W II ü 70 4000 ü A58/W - 17216 lm 14153 lm 80 10 60000 h 06216296
105 W II ü 70 4000 ü A58/W - 12912 lm 10668 lm 80 10 60000 h 06216396
70 W II ü 70 4000 ü A58/W - 8608 lm 7173 lm 80 10 60000 h 06216496

Power LED - with automatic power reduction 220-240 V 50/60 Hz
170 W II ü 70 4000 ü A58/W - 21520 lm 17886 lm 80 10 60000 h 06216696
140 W II ü 70 4000 ü A58/W - 17216 lm 14153 lm 80 10 60000 h 06216796
105 W II ü 70 4000 ü A58/W - 12912 lm 10668 lm 80 10 60000 h 06216896
70 W II ü 70 4000 ü A58/W - 8608 lm 7173 lm 80 10 60000 h 06216996

THEOS SR/T2 IK08 9J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
170 W II ü 70 4000 ü SR/T2 - 21520 lm 19608 lm 80 10 60000 h 06130796
140 W II ü 70 4000 ü SR/T2 - 17216 lm 15583 lm 80 10 60000 h 06109996
105 W II ü 70 4000 ü SR/T2 - 12912 lm 11553 lm 80 10 60000 h 06110296
70 W II ü 70 4000 ü SR/T2 - 8608 lm 7925 lm 80 10 60000 h 06110596

Power LED - with automatic power reduction 220-240 V 50/60 Hz
170 W II ü 70 4000 ü SR/T2 - 21520 lm 19608 lm 80 10 60000 h 06130896
140 W II ü 70 4000 ü SR/T2 - 17216 lm 15583 lm 80 10 60000 h 06110896
105 W II ü 70 4000 ü SR/T2 - 12912 lm 11553 lm 80 10 60000 h 06111196
70 W II ü 70 4000 ü SR/T2 - 8608 lm 7925 lm 80 10 60000 h 06111496

THEOS SR/T3 IK08 9J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
244 W II ü 70 4000 ü SR/T3 - 32279 lm 23904 lm 80 10 60000 h 305981
163 W II ü 70 4000 ü SR/T3 - 21520 lm 18557 lm 80 10 60000 h 305961
133 W II ü 70 4000 ü SR/T3 - 17216 lm 14962 lm 80 10 60000 h 305960
102 W II ü 70 4000 ü SR/T3 - 12912 lm 11270 lm 80 10 60000 h 305959

Power LED - with automatic power reduction 220-240 V 50/60 Hz
244 W II ü 70 4000 ü SR/T3 - 32279 lm 23904 lm 80 10 60000 h 305984
163 W II ü 70 4000 ü SR/T3 - 21520 lm 18557 lm 80 10 60000 h 305970
133 W II ü 70 4000 ü SR/T3 - 17216 lm 14962 lm 80 10 60000 h 305969
102 W II ü 70 4000 ü SR/T3 - 12912 lm 11270 lm 80 10 60000 h 305968

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

THEOS

Wall mount bracket THEOS 14174796

Hot-dipped galvanized wall angled steel bracket, cataphoresis 
and polyester powder 14077796
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THEOS GLASS
design by SILVIA PAOLA PENNACCHIO
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THEOS GLASS THEOS GLASS MINI

OUTDOOR  |  URBAN  |  STREET LIGHTING  |  THEOS GLASS

Series of LED road lighting luminaires, in two versions, 
comprising:
¬ Die-cast aluminium housing chemically pre-treated 

and painted with polyester powder coating
¬ Die-cast aluminium trim ring, polyester-powder 

painted after chemical surface treatment, fully 
integrated and hinged to the housing

¬ Die-cast aluminium pole-mounting joint, painted grey, 
for pole Ø 60 mm or 76 mm

¬ Flat extra clear tempered glass diffuser
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Optics available depending on the models: SR/075 

for narrow roads with an L/H ratio (road width/pole 
height) between 0.5 and 0.75; SR/100 for two-lane 
roads and L/H ratio equal to 1; SR/125 for wide roads 
and L/H ratio equal to 1.25; SR/150 for wide roads and 
L/H ratio equal to 1.5

¬ Anti-ageing silicone gasket with high resiliency

¬ Cable gland M20x1.5 for cables Ø 10- Ø 14 mm
¬ Automatic line isolator switch that cuts off power 

supply when ring is opened
¬ High efficiency electronic driver
¬ Versions are available with ON-OFF driver and 

dimmable DALI
¬ Compliant with the UNI 10819 Standard and with the 

Italian regional laws on light pollution
¬ Stainless steel external screws
¬ Complete with supplementary device for protection 

against network surges of up to 10 kV (DM)
¬ The “SECURE LIGHT DISTRIBUTION” system guarantees 

uniform light distribution even in the remote case of 
LED failures

¬ Versions with automatic power reduction available
¬ All versions are available with 3000K LEDs on request
¬ Other colour temperatures and colour renderings are 

available upon request

  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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SR/150¬†  -  136 W  -  4000 K  306456

0,063 m2

0,173 m2

Max 40°
Max 40°

Max 20°

Max 15°
Max 15 m

Ø60÷62
Ø76÷78

Min 110

H07RN-F 2x1,5 m2

2x2,5 mm2

Ø 10÷14
M20 x 1,5

THEOS GLASS

max 10,5 kg

THEOS GLASS SR/075 IK08 9J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/075 - 21726 lm 18391 lm 70 10 72000 h 306443
104 W II - 70 4000 ü SR/075 - 16294 lm 13892 lm 70 10 72000 h 306430

Power LED - dimmable DALI 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/075 - 21726 lm 18391 lm 70 10 72000 h 306442
104 W II - 70 4000 ü SR/075 - 16294 lm 13892 lm 70 10 72000 h 306435

Power LED - with automatic power reduction 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/075 - 21726 lm 18391 lm 70 10 72000 h 306434
104 W II - 70 4000 ü SR/075 - 16294 lm 13892 lm 70 10 72000 h 306438

THEOS GLASS SR/100 IK08 9J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/100 - 21726 lm - 70 10 72000 h 306460
104 W II - 70 4000 ü SR/100 - 16294 lm - 70 10 72000 h 306461

Power LED - dimmable DALI 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/100 - 21726 lm - 70 10 72000 h 306486
104 W II - 70 4000 ü SR/100 - 16294 lm - 70 10 72000 h 306487

Power LED - with automatic power reduction 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/100 - 21726 lm - 70 10 72000 h 306472
104 W II - 70 4000 ü SR/100 - 16294 lm - 70 10 72000 h 306473

THEOS GLASS SR/125 IK08 9J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/125 - 21726 lm 18191 lm 70 10 72000 h 306452
104 W II - 70 4000 ü SR/125 - 16294 lm 13728 lm 70 10 72000 h 306453

Power LED - dimmable DALI 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/125 - 21726 lm 18191 lm 70 10 72000 h 306482
104 W II - 70 4000 ü SR/125 - 16294 lm 13728 lm 70 10 72000 h 306483

Power LED - with automatic power reduction 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/125 - 21726 lm 18191 lm 70 10 72000 h 306464
104 W II - 70 4000 ü SR/125 - 16294 lm 13728 lm 70 10 72000 h 306465

THEOS GLASS SR/150 IK08 9J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/150  - 21726 lm 18019 lm 70 10 72000 h 306456
104 W II - 70 4000 ü SR/150  - 16294 lm 13456 lm 70 10 72000 h 306457

Power LED - dimmable DALI 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/150  - 21726 lm 18019 lm 70 10 72000 h 306484
104 W II - 70 4000 ü SR/150  - 16294 lm 13456 lm 70 10 72000 h 306485

Power LED - with automatic power reduction 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/150  - 21726 lm 18019 lm 70 10 72000 h 306468
104 W II - 70 4000 ü SR/150  - 16294 lm 13456 lm 70 10 72000 h 306469
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SR/075  -  71 W  -  4000 K  306428
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SR/100  -  70 W  -  4000 K  CODICE

0,039 m2

0,109 m2

Max 15 m

Ø60÷62
Ø76÷78

Min 110 Max 40°

H07RN-F 2x1,5 m2

2x2,5 mm2

Ø 10÷14
M20 x 1,5

Max 40°

Max 20°

Max 15°

THEOS GLASS MINI

max 6,7 kg

OUTDOOR  |  URBAN  |  STREET LIGHTING  |  THEOS GLASS

THEOS GLASS MINI SR/075 IK08 6J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
71 W II - 70 4000 ü SR/075 - 10863 lm 9239 lm 70 10 72000 h 306428
58 W II - 70 4000 ü SR/075 - 9021 lm 7733 lm 70 10 72000 h 3101903
46 W II - 70 4000 ü SR/075 - 7155 lm 6278 lm 70 10 72000 h 3101891
35 W II - 70 4000 ü SR/075 - 5431 lm 4662 lm 70 10 72000 h 306429
19 W II - 70 4000 ü SR/075 - 2716 lm 2608 lm 70 10 72000 h 306454

Power LED - dimmable DALI 220-240 V 50/60 Hz
71 W II - 70 4000 ü SR/075 - 10863 lm 9239 lm 70 10 72000 h 306448
58 W II - 70 4000 ü SR/075 - 9021 lm 7733 lm 70 10 72000 h 3101911
46 W II - 70 4000 ü SR/075 - 7155 lm 6278 lm 70 10 72000 h 3101899
35 W II - 70 4000 ü SR/075 - 5431 lm 4662 lm 70 10 72000 h 306449
19 W II - 70 4000 ü SR/075 - 2716 lm 2608 lm 70 10 72000 h 306462

Power LED - with automatic power reduction 220-240 V 50/60 Hz
71 W II - 70 4000 ü SR/075 - 10863 lm 9239 lm 70 10 72000 h 306436
58 W II - 70 4000 ü SR/075 - 9021 lm 7733 lm 70 10 72000 h 3101907
46 W II - 70 4000 ü SR/075 - 7155 lm 6278 lm 70 10 72000 h 3101895
35 W II - 70 4000 ü SR/075 - 5431 lm 4662 lm 70 10 72000 h 306437
19 W II - 70 4000 ü SR/075 - 2716 lm 2608 lm 70 10 72000 h 306458

THEOS GLASS MINI SR/100 IK08 6J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
71 W II - 70 4000 ü SR/100 - 10863 lm - 70 10 72000 h 306432
71 W II - 70 3000 ü SR/100 - 10364 lm - 70 10 72000 h 3102749
58 W II - 70 4000 ü SR/100 - 9021 lm - 70 10 72000 h 3101904
58 W II - 70 3000 ü SR/100 - 8655 lm - 70 10 72000 h 3102750
46 W II - 70 4000 ü SR/100 - 7155 lm - 70 10 72000 h 3101892
35 W II - 70 4000 ü SR/100 - 5431 lm - 70 10 72000 h 306433
19 W II - 70 4000 ü SR/100 - 2716 lm - 70 10 72000 h 306455

Power LED - dimmable DALI 220-240 V 50/60 Hz
71 W II - 70 4000 ü SR/100 - 10863 lm - 70 10 72000 h 306450
58 W II - 70 4000 ü SR/100 - 9021 lm - 70 10 72000 h 3101912
46 W II - 70 4000 ü SR/100 - 7155 lm - 70 10 72000 h 3101900
35 W II - 70 4000 ü SR/100 - 5431 lm - 70 10 72000 h 306451
19 W II - 70 4000 ü SR/100 - 2716 lm - 70 10 72000 h 306463

Power LED - with automatic power reduction 220-240 V 50/60 Hz
71 W II - 70 4000 ü SR/100 - 10863 lm - 70 10 72000 h 306440
58 W II - 70 4000 ü SR/100 - 9021 lm - 70 10 72000 h 3101908
46 W II - 70 4000 ü SR/100 - 7155 lm - 70 10 72000 h 3101896
35 W II - 70 4000 ü SR/100 - 5431 lm - 70 10 72000 h 306441
19 W II - 70 4000 ü SR/100 - 2716 lm - 70 10 72000 h 306459

479



 

500 cd/klm500 cd/klm500 cd/klm500 cd/klm500 cd/klm

90°90°90°90°90°90°90°90°90°90°

60°60°60°60°60°

45°45°45°45°45°

30°30°30°30°30° 15°15°15°15°15° 15°15°15°15°15° 30°30°30°30°30°

45°45°45°45°45°

60°60°60°60°60°

SR/125  -  71 W  -  4000 K  306444
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SR/150¬†  -  71 W  -  4000 K  306446

14174796 14077796

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

THEOS GLASS

Wall mount bracket THEOS 14174796

Hot-dipped galvanized wall angled steel bracket, cataphoresis 
and polyester powder 14077796

THEOS GLASS MINI SR/125 IK08 6J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
71 W II - 70 4000 ü SR/125 - 10863 lm 9068 lm 70 10 72000 h 306444
58 W II - 70 4000 ü SR/125 - 9021 lm 7700 lm 70 10 72000 h 3101905
46 W II - 70 4000 ü SR/125 - 7155 lm 6251 lm 70 10 72000 h 3101893
35 W II - 70 4000 ü SR/125 - 5431 lm 4633 lm 70 10 72000 h 306445
19 W II - 70 4000 ü SR/125 - 2716 lm 2596 lm 70 10 72000 h 306466

Power LED - dimmable DALI 220-240 V 50/60 Hz
71 W II - 70 4000 ü SR/125 - 10863 lm 9068 lm 70 10 72000 h 306431
58 W II - 70 4000 ü SR/125 - 9021 lm 7700 lm 70 10 72000 h 3101913
46 W II - 70 4000 ü SR/125 - 7155 lm 6251 lm 70 10 72000 h 3101901
35 W II - 70 4000 ü SR/125 - 5431 lm 4633 lm 70 10 72000 h 306476
19 W II - 70 4000 ü SR/125 - 2716 lm 2596 lm 70 10 72000 h 306474

Power LED - with automatic power reduction 220-240 V 50/60 Hz
71 W II - 70 4000 ü SR/125 - 10863 lm 9068 lm 70 10 72000 h 306480
58 W II - 70 4000 ü SR/125 - 9021 lm 7700 lm 70 10 72000 h 3101909
46 W II - 70 4000 ü SR/125 - 7155 lm 6251 lm 70 10 72000 h 3101897
35 W II - 70 4000 ü SR/125 - 5431 lm 4633 lm 70 10 72000 h 306477
19 W II - 70 4000 ü SR/125 - 2716 lm 2596 lm 70 10 72000 h 306470

THEOS GLASS MINI SR/150 IK08 6J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
71 W II - 70 4000 ü SR/150  - 10863 lm 8767 lm 70 10 72000 h 306446
58 W II - 70 4000 ü SR/150  - 9021 lm 7549 lm 70 10 72000 h 3101906
58 W II - 70 3000 ü SR/150  - 8655 lm 6679 lm 70 10 72000 h 3102751
46 W II - 70 4000 ü SR/150  - 7155 lm 6128 lm 70 10 72000 h 3101894
35 W II - 70 4000 ü SR/150  - 5431 lm 4538 lm 70 10 72000 h 306447
19 W II - 70 4000 ü SR/150  - 2716 lm 2546 lm 70 10 72000 h 306467

Power LED - dimmable DALI 220-240 V 50/60 Hz
71 W II - 70 4000 ü SR/150  - 10863 lm 8767 lm 70 10 72000 h 306439
58 W II - 70 4000 ü SR/150  - 9021 lm 7549 lm 70 10 72000 h 3101914
46 W II - 70 4000 ü SR/150  - 7155 lm 6128 lm 70 10 72000 h 3101902
35 W II - 70 4000 ü SR/150  - 5431 lm 4538 lm 70 10 72000 h 306478
19 W II - 70 4000 ü SR/150  - 2716 lm 2546 lm 70 10 72000 h 306475

Power LED - with automatic power reduction 220-240 V 50/60 Hz
71 W II - 70 4000 ü SR/150  - 10863 lm 8767 lm 70 10 72000 h 306481
58 W II - 70 4000 ü SR/150  - 9021 lm 7549 lm 70 10 72000 h 3101910
46 W II - 70 4000 ü SR/150  - 7155 lm 6128 lm 70 10 72000 h 3101898
35 W II - 70 4000 ü SR/150  - 5431 lm 4538 lm 70 10 72000 h 306479
19 W II - 70 4000 ü SR/150  - 2716 lm 2546 lm 70 10 72000 h 306471
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KYRO+
design by SILVIA PAOLA PENNACCHIO
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Series of LED road lighting luminaires, in two versions, 
comprising:
¬ Housing and cap in die-cast aluminium with polyester 

powder coating after surface chemical conversion 
treatment

¬ Flat extra clear tempered glass diffuser
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Optics available depending on the models: SR/075 

for narrow roads with an L/H ratio (road width/pole 
height) between 0.5 and 0.75; SR/100 for two-lane 
roads and L/H ratio equal to 1; SR/125 for wide roads 
and L/H ratio equal to 1.25; SR/150 for wide roads and 
L/H ratio equal to 1.5

¬ Aluminium heat sink
¬ Anti-ageing silicone gasket with high resiliency
¬ Switch splitter automatically disconnects the power 

supply when the cable cover is opened
¬ Waterproof cable gland M25x1.5 for cables Ø 9- Ø 14 

mm
¬ High efficiency electronic driver
¬ Compliant with the UNI 10819 Standard and with the 

Italian regional laws on light pollution
¬ Stainless steel external screws
¬ Technopolymer component holder bracket reinforced 

with fiberglass
¬ Painted die-cast aluminium pole clamp
¬ KYRO+1 versions are suitable for installing on Ø 42 - Ø 

60/62 mm poles, KYRO+1-D76 versions on Ø 76 mm 
poles, and KYRO+2 versions on Ø 60/62 - Ø 76 mm 
poles

¬ Gear tray removable without tools
¬ Complete with supplementary device for protection 

against network surges of up to 10 kV (DM)
¬ The “SECURE LIGHT DISTRIBUTION” system guarantees 

uniform light distribution even in the remote case of 
LED failures

¬ Versions with automatic power reduction available
¬ Versions are available with ON-OFF driver and 

dimmable DALI
¬ DALI version is provided complete with 1 m cable 

H07RN-F 2 x 1.5 mm2 and IP66 plug-socket, produced 
in polyamide with silver-plated brass contacts, for 
cables Ø 9 - Ø14 mm, that allows connection to the 
mains without opening the luminaire.

¬ All versions are available with 3000K LEDs on request
¬ Other colour temperatures and colour renderings are 

available upon request

  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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KYRO+1 SR/075 IK09 10J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/075 - 10863 lm 9144 lm 70 10 72000 h 306593
36 W II - 70 4000 ü SR/075 - 5431 lm 4729 lm 70 10 72000 h 306594

Power LED - dimmable DALI 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/075 - 10863 lm 9144 lm 70 10 72000 h 306613
36 W II - 70 4000 ü SR/075 - 5431 lm 4729 lm 70 10 72000 h 306614

Power LED - with automatic power reduction 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/075 - 10863 lm 9144 lm 70 10 72000 h 306601
36 W II - 70 4000 ü SR/075 - 5431 lm 4729 lm 70 10 72000 h 306602

KYRO+1 SR/100 IK09 10J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/100 - 10863 lm - 70 10 72000 h 306597
36 W II - 70 4000 ü SR/100 - 5431 lm - 70 10 72000 h 306598

Power LED - dimmable DALI 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/100 - 10863 lm - 70 10 72000 h 306615
36 W II - 70 4000 ü SR/100 - 5431 lm - 70 10 72000 h 306616

Power LED - with automatic power reduction 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/100 - 10863 lm - 70 10 72000 h 306605
36 W II - 70 4000 ü SR/100 - 5431 lm - 70 10 72000 h 306606

KYRO+1 SR/125 IK09 10J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/125 - 10863 lm 9132 lm 70 10 72000 h 306609
36 W II - 70 4000 ü SR/125 - 5431 lm 4711 lm 70 10 72000 h 306610

Power LED - dimmable DALI 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/125 - 10863 lm 9132 lm 70 10 72000 h 306599
36 W II - 70 4000 ü SR/125 - 5431 lm 4711 lm 70 10 72000 h 306600

Power LED - with automatic power reduction 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/125 - 10863 lm 9132 lm 70 10 72000 h 306596
36 W II - 70 4000 ü SR/125 - 5431 lm 4711 lm 70 10 72000 h 306595

KYRO+1 SR/150 IK09 10J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/150  - 10863 lm 9096 lm 70 10 72000 h 306611
36 W II - 70 4000 ü SR/150  - 5431 lm 4700 lm 70 10 72000 h 306612

Power LED - dimmable DALI 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/150  - 10863 lm 9096 lm 70 10 72000 h 306607
36 W II - 70 4000 ü SR/150  - 5431 lm 4700 lm 70 10 72000 h 306608

Power LED - with automatic power reduction 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/150  - 10863 lm 9096 lm 70 10 72000 h 306603
36 W II - 70 4000 ü SR/150  - 5431 lm 4700 lm 70 10 72000 h 306604
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SR/150¬†  -  70 W  -  4000 K  306682

Ø 9÷14
M25x1,5

H07RN-F

2x2,5 mm2
0,068 m20,170 m2

90 mm Ø 42 mm
Ø 60÷62 mm Ø 76 mmØ 90 mm

Ø 42÷60 mm

Ø 90 mm

NO

OK
Max 30°

OK

NO

max 7,6 kg

KYRO+ 1
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KYRO+1D76 SR/075 IK09 10J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/075 - 10863 lm 9144 lm 70 10 72000 h 306672
36 W II - 70 4000 ü SR/075 - 5431 lm 4729 lm 70 10 72000 h 306673

Power LED - dimmable DALI 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/075 - 10863 lm 9144 lm 70 10 72000 h 306692
36 W II - 70 4000 ü SR/075 - 5431 lm 4729 lm 70 10 72000 h 306693

Power LED - with automatic power reduction 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/075 - 10863 lm 9144 lm 70 10 72000 h 306680
36 W II - 70 4000 ü SR/075 - 5431 lm 4729 lm 70 10 72000 h 306681

KYRO+1D76 SR/100 IK09 10J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/100 - 10863 lm - 70 10 72000 h 306676
36 W II - 70 4000 ü SR/100 - 5431 lm - 70 10 72000 h 306677

Power LED - dimmable DALI 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/100 - 10863 lm - 70 10 72000 h 306694
36 W II - 70 4000 ü SR/100 - 5431 lm - 70 10 72000 h 306695

Power LED - with automatic power reduction 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/100 - 10863 lm - 70 10 72000 h 306684
36 W II - 70 4000 ü SR/100 - 5431 lm - 70 10 72000 h 306685

KYRO+1D76 SR/125 IK09 10J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/125 - 10863 lm 9132 lm 70 10 72000 h 306688
36 W II - 70 4000 ü SR/125 - 5431 lm 4711 lm 70 10 72000 h 306689

Power LED - dimmable DALI 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/125 - 10863 lm 9132 lm 70 10 72000 h 306678
36 W II - 70 4000 ü SR/125 - 5431 lm 4711 lm 70 10 72000 h 306679

Power LED - with automatic power reduction 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/125 - 10863 lm 9132 lm 70 10 72000 h 306674
36 W II - 70 4000 ü SR/125 - 5431 lm 4711 lm 70 10 72000 h 306675

KYRO+1D76 SR/150 IK09 10J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/150  - 10863 lm 9069 lm 70 10 72000 h 306690
36 W II - 70 4000 ü SR/150  - 5431 lm 4700 lm 70 10 72000 h 306691

Power LED - dimmable DALI 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/150  - 10863 lm 9069 lm 70 10 72000 h 306686
36 W II - 70 4000 ü SR/150  - 5431 lm 4700 lm 70 10 72000 h 306687

Power LED - with automatic power reduction 220-240 V 50/60 Hz
70 W II - 70 4000 ü SR/150  - 10863 lm 9069 lm 70 10 72000 h 306682
36 W II - 70 4000 ü SR/150  - 5431 lm 4700 lm 70 10 72000 h 306683
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SR/150¬†  -  136 W  -  4000 K  306621

Ø 9÷14
M25x1,5

H07RN-F

2x2,5 mm2

0,095 m20,245 m2

100 mm Ø 60÷62 mm
Ø 76÷78 mm

100 mm

Ø 60÷62 mm
Ø 76÷78 mm OK

NO

Max 30°
NO

OKmax 12,2 kg

KYRO+ 2

KYRO+2 SR/075 IK08 7J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/075 - 21726 lm 18116 lm 70 10 72000 h 306645
103 W II - 70 4000 ü SR/075 - 16294 lm 13723 lm 70 10 72000 h 306646

Power LED - dimmable DALI 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/075 - 21726 lm 18116 lm 70 10 72000 h 306643
103 W II - 70 4000 ü SR/075 - 16294 lm 13723 lm 70 10 72000 h 306644

Power LED - with automatic power reduction 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/075 - 21726 lm 18116 lm 70 10 72000 h 306641
103 W II - 70 4000 ü SR/075 - 16294 lm 13723 lm 70 10 72000 h 306642

KYRO+2 SR/100 IK08 7J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/100 - 21726 lm - 70 10 72000 h 306625
103 W II - 70 4000 ü SR/100 - 16294 lm - 70 10 72000 h 306626

Power LED - dimmable DALI 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/100 - 21726 lm - 70 10 72000 h 306651
103 W II - 70 4000 ü SR/100 - 16294 lm - 70 10 72000 h 306652

Power LED - with automatic power reduction 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/100 - 21726 lm - 70 10 72000 h 306637
103 W II - 70 4000 ü SR/100 - 16294 lm - 70 10 72000 h 306638

KYRO+2 SR/125 IK08 7J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/125 - 21726 lm 17762 lm 70 10 72000 h 306617
103 W II - 70 4000 ü SR/125 - 16294 lm 13607 lm 70 10 72000 h 306618

Power LED - dimmable DALI 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/125 - 21726 lm 17762 lm 70 10 72000 h 306647
103 W II - 70 4000 ü SR/125 - 16294 lm 13607 lm 70 10 72000 h 306648

Power LED - with automatic power reduction 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/125 - 21726 lm 17762 lm 70 10 72000 h 306629
103 W II - 70 4000 ü SR/125 - 16294 lm 13607 lm 70 10 72000 h 306630

KYRO+2 SR/150 IK08 7J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/150  - 21726 lm 17741 lm 70 10 72000 h 306621
103 W II - 70 4000 ü SR/150  - 16294 lm 13469 lm 70 10 72000 h 306622

Power LED - dimmable DALI 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/150  - 21726 lm 17741 lm 70 10 72000 h 306649
103 W II - 70 4000 ü SR/150  - 16294 lm 13469 lm 70 10 72000 h 306650

Power LED - with automatic power reduction 220-240 V 50/60 Hz
136 W II - 70 4000 ü SR/150  - 21726 lm 17741 lm 70 10 72000 h 306633
103 W II - 70 4000 ü SR/150  - 16294 lm 13469 lm 70 10 72000 h 306634
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OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER DESCRIPTION COLOR PART NUMBER

KYRO+
Kit of 10 rubber sealing gaskets for up to 2 no. Ø 8 mm cables 14077820

Kit of 10 rubber sealing gasket for 1 no. flat cable 19x5.8 mm 14077920

KYRO+ SOLUTION / KYRO+1
Wall mounting bracket L=310 mm (KYRO+1), in phospho-
chromate and cataphoresispre-treated steel finished polyester 
painted 14077596

KYRO+ SOLUTION / KYRO+2
Wall mounting bracket 370 mm (KYRO+2), in phospho-
chromate and cataphoresispre-treated steel finished polyester 
painted 14077696

KYRO+ SOLUTION
Single 1200 mm extension arms, hot dipped galvanised steel, 
suitable for installation on Ø 60 mm pole top 14077102

850 mm steel extension arm finished complete with 
adjustable sliding aluminium pole clamp for Ø76-90 mm 
poles 14082096

Twin (back to back) 2x1200 mm extension arms, hot dipped 
galvanised steel, suitable for installation on Ø 60 mm pole top 14077202

Galvanised, grey-paint finish, 1200 mm single extension arm, 
suitable for installation on Ø 60 mm posts 14088396

Twin (back to back) 2x1200 mm extension arms, hot dipped 
galvanised steel finished, suitable for installation on Ø 60mm 
pole top 14088496

Single 1500 mm extension arms, phospho-chromate and 
cataphoresis pre-treated steel finished polyester painted. 
Aluminium pole top mounting joint suitable for Ø60 poles 
(with sleeve) or Ø76mm poles, available in horizontal or 25° 
inclined position 14077396

Twin (back to back) 2x1500 mm extension arms, phospho-
chromate and cataphoresis pre-treated steel finished polyester 
painted. Aluminium pole top mounting joint suitable for Ø60 
poles (with sleeve) or Ø76 mm poles, available in horizontal or 
25° inclined position 14077496

2000 mm extension arms in hot dipped galvanised tubular 
steel with aluminium joints finished available as single 
mounting options on Ø76÷115mm poles 14138196

2000 mm extension arms in hot dipped galvanised tubular 
steel with aluminium joints finished available as twin 180° and 
120° (back to back) mounting options on Ø76÷115mm poles 14138296

2000 mm extension arms in hot dipped galvanised tubular 
steel with aluminium joints finished available as three 120° 
mounting options on Ø76÷115mm poles 14138396

Hot dipped galvanised steel brackets suitable for installing 
single fittings (back to Back) on Ø80-120mm poles. Complete 
with fixing rods and nuts, requires poles to be drilled 14081902

Hot dipped galvanised steel brackets suitable for installing 
single or twin fittings (back to Back) on Ø80-120mm poles. 
Complete with fixing rods and nuts, requires poles to be 
drilled 14084202

Hot dipped galvanised steel finished matt grey brackets 
suitable for installing single or twin fittings (back to Back) on 
Ø80÷120mm poles. Complete with fixing rods and M8 nuts, 
requires poles to be drilled 14088696

Hot dipped galvanised steel finished matt grey brackets 
suitable for installing single or twin fittings (back to Back) on 
Ø80÷120mm poles. Complete with fixing rods and M8 nuts, 
requires poles to be drilled 14088796

Complete unit (wall mount)
1A+1D = 2 codes

COMPONENTS
Kyro luminaire
wall mount kit

Complete unit
1A+1B = 2 codes

COMPONENTS
Kyro luminaire
Arm
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LYRA 20 LED
design by SILVIA PAOLA PENNACCHIO

       
     

569

35
9

21
0

Ø 60
Ø 76

Series of street luminaires, comprising:
¬ Technopolymer housing
¬ Pole clamp in die-cast aluminium painted with 

polyester powder for post top installation Ø 60, Ø 76 
or on arms Ø 42 - Ø 60

¬ Diffuser with integrated louvre in UV, heat stabilised, 
transparent technopolymer

¬ High-transparency polycarbonate lenses for best light 
transmission

¬ Available lenses: lenses for narrow roads (SR/T1), and 
lenses for two lane roads (SR/T2).

¬ Anti-ageing silicone gasket with high resiliency
¬ Switch splitter automatically disconnects the power 

supply when the cable cover is opened
¬ Aluminium heat dissipation system

¬ Light beam obtained by the combination of multiple 
LED modules

¬ Compliant with the UNI 10819 Standard and with the 
Italian regional laws on light pollution

¬ Stainless steel external screws
¬ Stainless steel retaining clips
¬ Galvanised steel gear tray bracket
¬ The “SECURE LIGHT DISTRIBUTION” system guarantees 

uniform light distribution even in the remote case of 
LED failures

¬ On request, versions with dimmable ballast available
¬ On request, it is possible to have versions with 

asymmetrical lens.

  GR-RAL7035 / Grey RAL7035 / Matt

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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SR/T1  -  105 W  -  4000 K  06253290
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SR/T2  -  105 W  -  4000 K  06252690

max 7,5 kg

max 15°

min 100 mm
Ø 60 ÷76

max 15°

min 100 mm

Ø 42 ÷60
Ø 9÷12
M20x1,5

H07RN-F 2x1,5

2x2,5 mm2

0,102 m2

0,204 m2

0,102 m2

0,204 m2

14152017
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LYRA 20 LED SR/T1 IK08 7J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
105 W II ü 70 4000 ü SR/T1 - 12912 lm 9179 lm 80 10 60000 h 06253290
70 W II ü 70 4000 ü SR/T1 - 8608 lm 6616 lm 80 10 60000 h 06251490
35 W II ü 70 4000 ü SR/T1 - 4304 lm 3454 lm 80 10 60000 h 06251790
18 W II - 70 4000 ü SR/T1 - 2153 lm 2131 lm 80 10 60000 h 3101775

Power LED - with automatic power reduction 220-240 V 50/60 Hz
105 W II ü 70 4000 ü SR/T1 - 12912 lm 9179 lm 80 10 60000 h 06253490
70 W II ü 70 4000 ü SR/T1 - 8608 lm 6616 lm 80 10 60000 h 06251990
35 W II ü 70 4000 ü SR/T1 - 4304 lm 3454 lm 80 10 60000 h 06252090
18 W II - 70 4000 ü SR/T1 - 2153 lm 2131 lm 80 10 60000 h 3101776

LYRA 20 LED SR/T2 IK08 7J xx5
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED 220-240 V 50/60 Hz
105 W II ü 70 4000 ü SR/T2 - 12912 lm 10028 lm 80 10 60000 h 06252690
70 W II ü 70 4000 ü SR/T2 - 8608 lm 7012 lm 80 10 60000 h 06109390
35 W II ü 70 4000 ü SR/T2 - 4304 lm 3613 lm 80 10 60000 h 06109690
18 W II - 70 4000 ü SR/T2 - 2143 lm 2229 lm 80 10 60000 h 3101777

Power LED - with automatic power reduction 220-240 V 50/60 Hz
105 W II ü 70 4000 ü SR/T2 - 12912 lm 10028 lm 80 10 60000 h 06252890
70 W II ü 70 4000 ü SR/T2 - 8608 lm 7012 lm 80 10 60000 h 06228190
35 W II ü 70 4000 ü SR/T2 - 4304 lm 3613 lm 80 10 60000 h 06228090
18 W II - 70 4000 ü SR/T2 - 2143 lm 2229 lm 80 10 60000 h 3101778

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

LYRA 20 LED
Wall angled bracket in hot dipped galvanized steel, 
cataphoresis and finished polyester 14152017
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THEOS LUM
design by SILVIA PAOLA PENNACCHIO

THEOS LUM MAXI THEOS LUM MINI

Range of LED street lighting fixtures in two sizes for 
central suspension in the street, comprising:
¬ Die-cast aluminium housing chemically pre-treated 

and painted with polyester powder coating
¬ Diffuser with integrated louvre in UV, heat stabilised, 

transparent technopolymer
¬ High-transparency polycarbonate lenses for best light 

transmission
¬ Anti-ageing silicone gasket with high resiliency
¬ Electrical connection with outdoor rated plug &amp; 

socket quick connector (IP66) that allows connection 
to mains without opening the luminaire. Made in PA66 
with silver-plated brass contacts, for cables Ø 9 - Ø 12 
mm

¬ Light beam obtained by the combination of multiple 
LED modules

¬ Wire mount in ultra thick galvanised sheet steel
¬ Stainless steel external screws

¬ Wire mount, whose special geometrical design is 
studied for easy installation and firm locking with 
strong metal clamps

¬ The luminaire is designed for dual adjustment to 
optimise light emission on the street: the angle 
adjustment allows to direction it when the wire is 
not perpendicular to the street, and the transversal 
adjustment allows to direction it when the wire is not 
parallel to the ground

¬ The “SECURE LIGHT DISTRIBUTION” system guarantees 
uniform light distribution even in the remote case of 
LED failures

¬ On request, versions with DALI dimming
¬ All versions are available with 3000K LEDs on request
¬ Other colour temperatures and colour renderings are 

available upon request

  AN-96 / Anthracite gray / Textured

Please visit our web site
www.performanceinlighting.com

for the lastest updated versions available.
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SR  -  210 W  -  4000 K  06119296
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14175120
14460820

THEOS LUM MAXI THEOS LUM MINI

Ø 9÷12
M20x1,5

H07RN-F 2x1,5

2x2,5 mm2

0,149 m2

0,039 m2

0,270 m2

0,050 m2

max 14 kg max 11 kg

OUTDOOR  |  URBAN  |  CATENARY LIGHTING  |  THEOS LUM

THEOS LUM MAXI SR IK10 24J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
210 W II ü - 4000 ü SR - 25920 lm 21636 lm 80 10 60000 h 06119296
135 W II ü - 4000 ü SR - 17280 lm 14622 lm 80 10 60000 h 06119496

THEOS LUM MINI SR IK10 24J xx9
WATTAGE CLASS CRI KELVIN COS Φ

≥ 0,9 OPTIC OPTIC
BEAM

LIGHTSOURCE
LUMEN OUTPUT

LUMINAIRE
LUMEN OUTPUT L B LIFETIME COLOUR/

RAL PART NUMBER

Power LED dimmable 1-10 V 220-240 V 50/60 Hz
135 W II ü - 4000 ü SR - 17280 lm 14720 lm 80 10 60000 h 06134496
70 W II ü - 4000 ü SR - 8640 lm 7475 lm 80 10 60000 h 06134796

OPTIONAL ACCESSORIES
DESCRIPTION COLOR PART NUMBER

THEOS LUM
Protective glass MAXI 14175120

Protective glass MINI 14460820
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ILCOS OSRAM PHILIPS G.E.

18 W G24d2 FSQ 08086000 DULUX-D 18 W/840 PL-C/2p 18W-840 F18DBX/840
26 W G24q3 FSQ 08006420 DULUX-D/E 26 W/840 PL-C/4p 26W-840 -
18 W 2G11 FSD 08045000 * DULUX-L  18 W/840 PL-L/4p 18W-840 F18BX/840
42 W Gx24q-4 FSM 08087000 DULUX-T/E 42 W/21-840 PL-T/4p 42W-840 F42QBX/840/4p
22 W 2Gx13 FC 08008320 FC LUMILUX 22W/840 Circular TL-5 22W/840 -
55 W 2Gx13 FC 08008420 FC LUMILUX 55W/840 Circular TL-5 55W/840 -
60 W 2Gx13 FC 08008520 - Circular TL-5 60W/840 -
70 W E27 SE 08029000 NA V-E 70W/I SON 70W/I LU70/90/D//I/27
100 W E40 SE 08030000 NA V-E 100 SUPER SON-T PLUS 100W LU 100/100/T/40
150 W E40 SE 08017620 NA V-E 150 SUPER 4Y SON PIA PLUS 150W LU150/100/XO/D/40
250 W E40 SE 08017720 NA V-E 250SUPER 4Y SON PIA PLUS 250W LU250/XO/D/40
400 W E40 SE 08017820 NA V-E 400 SUPER 4Y SON PIA PLUS 400W LU400/XO/D/40
70 W E27 ST 08026000 NA V-T 70   SUPER SON-T PLUS 70W LU70/90/T12/27
100 W E27 ST 08031000 NA V-T 100   SUPER SON-T PLUS 100W LU100/100/T/40
150 W E40 ST 08012720 NA V-T 150 SUPER SON-T PIA PLUS 150 -
250 W E40 ST 08006020 NA V-T 250 SUPER SON-T PLUS 250 LU 250/XSO/T/40
400 W E40 ST 08006120 NA V-T 400 SUPER SON-T PLUS 400 LU 400/XO/T/40
600 W E40 ST 08078000 NA V-T 600 SUPER SON-T 600 PLUS LU 600/HO/T/40 
1000 W E40 ST 08039000 NA V-T 1000 SON-T 1000 LU 1000/110/T/40
70 W RX7s SD 08042000 NA V-TS 70 SUPER - -
150 W RX7s SD 08082000 NA V-TS 150 SUPER - -
250 W Fc2 SD 08088000 NA V-TS 250 - -
400 W Fc2 SD 08089000 NA V-TS 400 - -
70 W RX7s MD 08019000 HQI-TS 70/WDL U VS MHW-TD 70 U VS ARC 70/TD/730
70 W RX7s MD 08052000 HQI-TS 70/NDL U VS MHN-TD 70 U VS ARC 70/TD/742
150 W RX7s MD 08020000 HQI-TS 150/WDL U VS MHW-TD 150 U VS ARC 150/TD/730
150 W RX7s MD 08053000 HQI-TS 150/NDL U VS MHN-TD 150 U VS ARC 150/TD/742
150 W RX7s MD 08001420 HCI-TS 150/NDL CDM-TD 150/942 -
20 W G8,5 MT 08005920 HCI-TC 20W/WDL - CMH 20/TC/U/830
70 W G12 MT 08079000 HQI-T 70/NDL - ARC 70/T/U/842
150 W G12 MT 08056000 HQI-T 150/WDL - ARC 150/T/U/830
150 W G12 MT 08080000 HQI-T 150/NDL - ARC 150/T/U/840
70 W G12 MT 08001120 HCI-T 70/NDL CDM-T 70/942 -
250 W Fc2 MD 08001520 * HQI-TS 250/WDL - -
250 W Fc2 MD 08074000 HQI-TS 250/NDL MHN-TD 250 ARC 250/TD/840
400 W Fc2 MD 08090000 HQI-TS 400/NDL - -
70 W E27 ME 08019220 * HCI-E/P 70/830 WDL PB - -
100 W E27 ME 08018420 * HCI-E/P 100/830 WDL PB COATED - -
150 W E27 ME 08002520 * HQI-E 150W/NDL - -
150 W E27 ME 08018520 * HCI-E/P 150/830 WDL PB COATED - -
250 W E40 ME 08024000 * HQI-E 250/D - -
400 W E40 ME 08065000 * HQI-E 400/D - -
70 W E27 MT 08007520 HCI-TT 70W/830 SUPER 4Y E27 CDO-TT 70W/828 -
150 W E40 MT 08001220 HCI-TT 150W/830 SUPER 4Y E40 CDO-TT 150W/828 -
250 W E40 MT 08022000 * HQI-T 250/D - -
400 W E40 MT 08023000 * HQI-T 400-BT/D - -
1000 W E40 MT 08038000 HQI-T 1000/D - SPL 1000/T/H/960
1000 W E40 MT 08050000 - HPI-T 1000 -
2000 W / 230 V E40 MT 08057000 - HPI-T 2000 -
2000 W / 400 V E40 MT 08040000 HQI-T 2000/D/I - SPL 2000/I/T/H/960
1000 W / 230 V MN 08000000 - MHN-LA 1000 -
2000 W / 400 V MN 08091000 - MHN-LA 2000 -
1000 W / 230 V MN 08001620 HQI-TS 1000/D/S - -
2000 W / 400 V MN 08001720 HQI-TS 2000/D/S - -
2000 W / 400 V MN 08010620 HQI-TS 2000/N/L - -
2000 W / 400 V MN 08017320 HQI-TS/HF/D/S - -
2000 W / 230 V MN 08058220 HQI-TS/ECG/D/S - -

*

PHILIPS HPI-BU PLUS lamps operate on H.P.S. control gear (250W/25.500 lumens and 400W/42.500 lumens) and on M.H./M.V. control gear (250W/18.000 lumens and 400W/32.500 lumens).

LIST OF AVAILABLE LAMPS

PART NUMBER

Lamps offered are based upon our selected brand and stock availability.

Lamp with integral ignitor.

Until stocks are exhausted.
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PERFORMANCE iN LIGHTING S.p.A.
Viale del Lavoro 9/11
37030 Colognola ai Colli (VR) - Italy
T +39 (0) 45 61 59 211 
F +39 (0) 45 61 59 393

www.performanceinlighting.com
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