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At the end of the 20th century, there was a breakthrough in thinking about 
environment and its connection with socio-economic development. 
The idea of sustainable development, based on building a low-carbon economy, 
using natural resources in a rational and economical way and using environmentally 
friendly technologies and production methods, has become more popular.

Implementing these demands in reference  to production processes as well as 
to the product life cycle including material recycling options, it forces producers 
to use materials, which are able to connect all these features together and at the 
same time take account of economic factors. Among such materials aluminum 
is one of the leaders, which over the last decades has become one of the most 
appreciated in almost every industry.

Aluminum due to its pro-ecological features, as well as technical values has been 
used as the main material for production of the ROSA lighting columns - being  
a byword for modernity, economy and sustainable development.

Elements made from appropriate quality aluminum alloys, are 100% eternally 
recyclable, without losing any properties and material quality. Including the 
ROSA anodized columns, made of high quality EN AW-6060 alloy, protected with 
a thin layer of aluminum oxide, can be directly recycled - without burdening the 
environment.
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Straight aluminium columns	 48-75

Aluminium columns with welded extension arms	 76-87

Decorative aluminium columns 	 88-101 Aluminium light masts	 114-117

Two-piece aluminium columns with curved extension arms	 102-107

Two-piece aluminium columns with curved extension arms      108-109 Lowering-and-raising columns 	 110-113
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WA-0	 WA-4	 WA-5/2	 WA-14/2	WA-5/1	 WA-14/1	 WA-20/1, WA-20/1 fi60 WA-20/2, WA-20/2 fi60 WA-31 fi42

Aluminium Extension arms WA 	 128-129

WR-5A/1/0,6/5	 WR-4/2/0,5/5 ZP	WR-2/1/0,95/5	

WR-10/1/0,85/0	

WR-2/3/0,95/5	 WR-5A/2/0,6/5	 WR-4/2/1,0/5 ZP	WR-2/2/0,95/5	 WR-4/1/0,5/5 ZP	 WR-4/1/1,0/5 ZP	 WR-4/1/1,5/5 ZP	

Aluminium Extension arms WR		  130-139

Aluminium flag poles 	 122-123Aluminium columns for traffic signal lights  	 118-121

WR-T1/1,5/5	  WR-61/1/2,0/5	

WR-8A/1/0,6/5	WR-4/2/1,5/5 ZP	 WR-7/1/0,5 WR-7/2/0,5

WR-19/1/1,0/0	

WR-15/2/1,0/5	

WR-8B

WR-19/1/1,0/5	

 WR-T2/1,5/5	

WR-18/1/1,5/5	

WR-10/2/0,85/0	 WR-10P/1/0,85/0 ZP WR-10P/1/1,5/0 ZP

WR-10P/2/0,85/0 ZP

WR-18A/1/1,5/5	

WR-15/1/1,0/5	

WR-8A/1/1,0/5	

WR-19/2/1,0/5

WR-14/1/1,0/5	 WR-14/1/1,5/5	

WR-21/1/1,5/0	 WR-71/1/1,2WR-23/1/0,76

WR-14/2/1,0/5	 WR-14/2/1,5/5	

WR-21/2/1,5/0	 WR-71/2/1,2

WM-1	 WM-6	WM-21	 WM-3	 WM-4	WM-2	 WM-21 REG	 WM-31 REG	 WM-42	 WM-5	

Aluminium Extension arms WM 	 144-145

WRP-1	 WRP-3	WRP-2	

Aluminium Extension arms WRP	 140-141

WN-1	 WN-3	 WN-21	 WN-21 REG	WN-2	 WN-4	 WN-42	

Aluminium Extension arms WN 	 142-143

WRK-3	 WRK-5	WRK-4	 WRK-6	

Aluminium Extension arms WRK 	 146-147

KA-C1	KA-A1	 KA-10	 KA-19	KA-D1	 KA-5	 KA-14	 KA-20	 KA-21	

Aluminium Wall brackets KA 	 148-149
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Plastic coated poles 	 154-161
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WT-14/2	WT-5/1	 WT-8/1	 WT-11/1	WT-5/2	 WT-8/2	 WT-11/2	 WT-14/1	

Extension arms WT 	 164-165

WTM-31	 WTM-11/2	 WTM-15/2	 WTM-20/2	WTM-11/1	 WTM-15/1P	 WTM-20/1	WTM-15/1U	

Extension arms WTM 	 166-167

Bracket configuration 1 Bracket configuration P 1 Wall bracket  KR Wall bracket  KPBracket configuration 2+1 Bracket configuration 3+1Bracket configuration 2 Bracket configuration P 2Bracket configuration 3

Bracket configuration 	 168-169 Bracket configuration P  170 Wall brackets	 172

ISKRA LED 	

ISKRA LED P	

ISKRA LED PROG 	

ISKRA LED P PROG 	

ARTEMIS LED	 ISKRA LED LB 36	 ISKRA LED HB 120	ISKRA LED LB 80	 ISKRA LED HB 180	

VEGA LED ALFA	VEGA LED	

COSMO LED ALFA	

ISKRA LED ALFA	

ISKRA LED P ALFA	

ISKRA LED ALFA PROG	

ISKRA LED P ALFA PROG	

VEGA LED BETA	

OW LED	 OW II LED	ATLANTIS LED	

CUDDLE II LED	

AURIS LED

CUDDLE II LED REG COSMO LED	

CORONA LED	 MIRA LED	

COSMO LED DELTA	

DROP LED	 OS-1 LED	 OS-11 LED	MIZAR LED	GEMINI LED	

ELBA LED	

SPS SM

Luminaires LED 	 184-227

Industrial luminaires LED 	 240-245

Luminaires LED for pedestrian crossing	 232-239



IP65 IP65 IP65

8 9

Lighting sets LED 	 262-297

Lighting columns LED	 298-323

High-intensity discharge luminaires    	 326-339

Concrete footings 	 342-343

Reinforcement baskets	 344-345

Louvre reflectors 	 350

Connection boxes 	 346-349

Decorative elements 	 351

DROP I LEDSNAKE I LED

FLARE LED

DROP II LEDSNAKE II LED

SLICE LEDKARIN LED EV

CUT-3/4/5 LEDBEAM I LED CUT-4/5 II LEDBEAM II LED

DAMA II LED

CUT-6/7/8 LED

STICK LED

CUT-1 LED SAL PROF DECOR LED KARIN LED 450-1200W KARIN LED 2400-6000

CUT-II-6/7/8 LED

STICK II LED CORE LED

KARIN DECOR LED

FLEXI LED EDGE-1 EDGE-2STICK III LED GULLWING 1 LED

SAL DECO-1 LED

SAL DECO-2 LED SAL DECO-3 LED

STICK IV LED GULLWING 2 LED

ELBA OPA-1

Lamp diffuser Atlantis

OS-1
Lamp diffuser Auris 
MaxiOZ Lamp diffuser  Auris

Lamp diffuser sphere

Lamp diffuser spher

Lamp diffuser Auris I

Lamp diffuser Klio

Lamp diffuser sphere

OP
Lamp diffuser Auris 
Maxi I

Bollards SAMR Bollards SAP

B-20	B-0	

Z-20	Z-0	

NTB-1	

Louvre reflector big

B-70	

Z-70	

B-50	

Z-50	

TB-2	

Big light spike

B-40	

Z-40	

NTB-3	

Louvre reflector for OS-1

B-71	

Z-71	

B-51	

Z-51	

TB-12	

Small light spike

B-30	B-0A	

Z-30	Z-0A	

NTB-2	

Louvre reflector small

B-71T	

Z-71T	

B-51A	

Z-51A	 Z-52	

TB-11	

Light sphere	

B-40B	

Z-40B	

TB-1	

Small light spike

B-80	

Z-80	

B-60T	

Z-60	

B-60	

Z-60T	

Light sphere	Big light spike
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ROSA Group, established in 1992 by Stanisław Rosa, is a Polish company 
specializing in the design and production of complete outdoor lighting sets. At 
that time company employed several people. Today it is a dynamic company in 
the lighting industry. In production plants with total area of 34 000 m², located in 
Tychy and in one foreign company, ROSA employs almost 400 people.

The success of the company is made up of many factors, but the most important 
are the people who work in it. Tradition, experience, reliability, individual approach 
to each customer, supported by innovative, creative and ecological solutions are 
the advantages recognized not only in Poland but also in almost sixty countries 
on all continents to which we export our products. By deciding to cooperate 
with ROSA, the customer receives the support, assistance and advisory service 
of the best specialists in the industry in Poland. Highly specialized engineering 
staff and our own technical know-how guarantee professional and efficient 
execution of even the most difficult tasks.

Strength in modernity
We develop Polish technical thought. Our engineering staff and research 
teams constantly develop innovative product manufacturing methods. In 2019, 
construction of the third plant “ZPSO III” at Towarowa Street was finished. It is a 
10,000sqm  production and warehouse facility equipped with innovative machines, 
robots and a machining center. At the same time, our second aluminium columns 
production line began work. Complete automation of the production process 
produces one metre of column in a record time of one minute. The new ROSA Office 
building with a usable area of over 3,000 sqm with development center, research 
laboratory, exhibition room and conference-training room, will be completed in 
2020. The ROSA anodising plant is one of the most modern facilities of its kind 
in Europe. The implemented solutions allow for interference or electrochemical 
colouring of aluminium elements up to 10m long, also in complex shapes and in 
10 colours, each with the option of chemical brightening. 

Companies within the ROSA Group: 
 • �ZPSO ROSA Stanislaw Rosa  – producer of aluminium columns, luminaires, 

connection boxes, plastic coated poles, concrete footings and reinforcement 
baskets, three company branches:

	 ZPSO I, 1 Strefowa Street, Tychy
	 ZPSO II, 16 Cielmicka Street, Tychy
	 ZPSO III, 54 Towarowa Street, Tychy

 • �ZU ROSA Ltd. 13  Towarowa Street, Tychy – the largest and most modern anodising 
plant in Central  and Eastern Europe using interference colouring technology for 
profiles  up to 10 m long, 

 • �ROSA Vostok Ltd. 23 Kashena Street, Smoleńsk, Rosja– company which operates 
on Kazakhstan, Belarus  and Russian market (except the Kaliningrad district), 

Laboratory of the future
Our laboratories primarily allow for fast and flexible response to market needs as 
well as creating innovative lighting solutions.

The chemical laboratory is equipped with modern equipment for measuring the 
quality of anodic coatings. The spectrometer determines the qualitative and 
quantitative composition of the alloy admixtures, which is a key factor in the 
qualification of aluminium alloys for anodising. The measurement of the quality 
of oxide coatings colouring separated into spectral, colour intensity and matt 
surface level is measured by a high quality spectrophotometer. 

The R&D laboratory allows to conducts research and analysis of materials used in 
various aggressive environments. It is equipped with the following:

• climatic chamber	 • NSS & CASS salt chamber 
• dust chamber	 • thermal chamber
• xenotest (aging chamber)	 • goniophotometer
• resistance testing machine 	 • integrating sphere ‘Ulbricht sphere’
• column fatigue test stand                            • glow wire testing stand 
• photobiological safety tests stand;            • IP code testing stand; 

We thoroughly analyze the components of our products for heat conduction, 
corrosion resistance, UV resistance, light distribution and photometric properties 
of the used LEDs. This gives us full control over the manufacturing processes, 
from raw materials to final products. This allows us to ensure high quality and 
reliability of the finished product.

Original design 
We are open to new ideas and we are constantly looking for innovative solutions. 
Our creative approach to lighting has been many times awarded by both Polish 
and foreign specialists. An example is the DROP LED lighting set, which is a laure-
ate in the international Red Dot Award competition, as well as appreciated design 
of the SNAKE LED llighting set that won prestigious award in the national Dobry 
Wzór competition.

ROSA – and it’s all (b)right now!

• we have been in the lighting industry for over 28 years, 
• we offer complex commercial and engineering service,
• we specialize in the production of complete lighting sets,
• we offer a wide range of energy-saving LED luminaires,
• our products made of anodised aluminium are available in 10 colours, each    
   with the option of chemical brightening, 
• we make unusual and unique product solutions of columns, masts and  
   luminiares, 
• we have copyright protected technological solutions,
• we offer added value as comfort, safety, quality and aesthetics,
• we illuminate and decorate the surroundings in which we live.
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Eco revolution for the environment
ROSA products are aesthetic, easy to assemble and guarantee long-term product 
life. They are produced in a process that protects the natural environment and in-
tended for use without harming the environment. In care for our surroundings, we 
take specific actions every day, which are our common investment in the future.

Energy efficiency
ROSA LED luminaires significantly reduce energy consumption, providing A ++ 
savings class, while LEDs are environmentally friendly because they do not emit 
UV rays or infrared radiation.

Aluminum ‚Green Metal’
Aluminium is the main material for production of ROSA columns. Effective alumi-
num recycling allows save up 95% of energy needed to produce a new material, 
without losing original value. In relation to environmental protection, this process 
allows 100% reduction of the amount of solid waste, several times reduction of 
CO2 emissions to the atmosphere and minimize of water consumption to 97%. 
The pro-ecological choice of raw material is a wise decision which benefits not 
only current but also future generations.

Area of environmental Impact reduction [%]
Economical modernization

The surface of anodised aluminium Rosa products can be renewed even after a 
very long period of use, this operation does not require any special technological 
processes, that involve additional environmental pollution. Removing an anodic 
layer from the columns and the application of new ones take place during the 
same technological process. The anodic layer can be freely modified for both cor-
rosion resistance and  the  column colour

Environment friendly 
ROSA products are manufactured in environment friendly conditions and energy 
efficient plants. Fuel used to generate energy in our company is a natural gas 
whose burning is not harmful to the environment and its use contributes to active 
fight for healthier air. We also use generated off-heat in the aluminum anodizing 
process and in addition to heat and cool production rooms and halls, or heat tap 
water.

Confirmed quality
Technologies and methods of our production are protected by patents. Our dai-
ly activities are based on the Quality Management System ISO 9001: 2008. We 
have all certificates applicable in the EU including Qualanod, which  is awarded to 
the highest quality of anodic layers and confirms the compliance with European 
standards. We also have the passive safety certificate for aluminium columns in 
class 100-NE-C-S-SE-MD-0 according to EN standard 12767:2019 (100 NE2 acc. 
to EN 12767:2007).

Photo biological safety
Due to the huge impact of lighting on the environment and the hazard associated 
with it, photo biological safety is one of the basic requirements by european direc-
tive included in PN-EN 62471: 2010 standards, that must be met by a light-emit-
ting product. 
Potential threats resulting from the use of artificial lighting:
• eye hazard of UV radiation
• damage to cornea of the eye
• cataract
• retinal thermal injury - from staring at strong light source

Out of concern for a high level of  protection of public interests such as health, 
safety and the environment we have specialised equipment testing to confirm the 
safety of our products.We subject our products to numerous tests i.e.checking 
light source exposure times and viewing distances, colour temperatures and lumi-
naire power. We prepare lighting distribution diagrams specifying  the risk group 
classification (RG0, RG1, RG2, RG3) for each LED luminarie.

ENEC Certificate
The high quality  of our products is confirmed by European Norms 
Electrical Certification. ENEC - for the series of luminaries: CUD-
DLE II LED, CUDDLE II LED REG and ISKRA LED, ISKRA LED ALFA,  
ISKRA LED PROG, ISKRA LED PROG ALFA for selected opticis. ENEC is the Eu-
ropean mark that compliance with European safety, reliability and the highest 
quality. The certification process includes inspections at 
manufacturing plants and product testing. ROSA as a brand 
with many years of experience, carries out regular checks 
to ensure that products fulfil the requirements of standards.

Proper maintenance and regular cleaning of anodized aluminum products allows to keep their aesthetic and decorative appearance for a longer period of time.

Types of contamination and recommended cleaning products

Recommendations before maintenance
1. It is not recommended to clean aluminum with:
• corrosive potassium (potassium hydroxide),
• technical soda (sodium carbonate);
• caustic soda;
• acid products,
• polishing products,
• products that can damage the anode surface. 

2. Health and safety information:
• Use protective clothing as recommended by the cleaning product producent.
• It is recommended to use biodegradable preparations and liquids with a 
neutral pH. Before cleaning surface, check  function of the products. You can 
do test in an invisible place. In case of adverse effects from tested cleaning 
product, do not continue cleaning proces.

Contamination removing process

Ecology, economy and quality of our products Anodised aluminum - Cleaning and maintenance

Reduction of energy 
consumption

Reduction 
of waste

Reduction of water 
pollution

Reduction of air 
pollution

Aluminium Steel

I Category II Category III Category

industrial atmosphere pollution,
road salt residues,
permanent precipitation from car exhausts, etc.,

graffiti,
paint,
markers

stickers,
tape,
glues

Recommended cleaning products

HENKEL LOCTITE SF 7840
HG – Super Cleaner;

HG – Graffiti Remover
HENKEL BODERITE S-ST 1302
MetalZell L250
AGS 5SR;

HG - Sticker Remover
HENKEL BONDERITE C-MC 400
AGS GLUE REMOVER;

1. Apply the cleaner to column, then wait until it reacts 
with dirt.

2. Wash column with a sponge or brush
(soft bristle).

3. Rinse thoroughly with clean water

1. Wash column  according to first category cleaning 
procedure.

2. Apply graffiti and paint remover. Leave for the time 
specified in the product card. Wash with sponge and 
cleaning detergent.

3. Rinse thoroughly with clean water.

1. Wash column  according to first category cleaning 
procedure.

2. Use a plastic spatula to remove stickers and tapes. 
Apply a sticker remover; Leave for the time specified in 
the card.  Wash with sponge and cleaning detergent.

3. Rinse thoroughly with clean water.

If necessary, repeat the process until effect is achieved;



Otwór zamknięty 
Plastikową zaślepką

Śruba M8X25 A4
2x podkładka pod M8 A4 DIN125
nakrętka M8 A4 DIN934

Śruba M8X25 A4
(Wykręcić z uziemienia opcja 1)

Bednarka

Dolny zamek wnęki
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Wiring chamber 
Each aluminium lighting column has a wiring chamber, where the connection box 
is installed. The wiring chamber cover is laser cut( straight columns) or by specially 
designed saw (in case of columns produced outside the technological line) and fixed 
by bolts. Wire chamber of aluminium columns which are laser cut on the technolog-
ical line has an ingress protection IP 54. 
The closure of the chamber is equipped with catch (locks) welded into the cover 
and chamber, so that the cover additionally transfers the load resulting from the 
column’s operating conditions.

Earthing
There is an M8 bolt in the hole of the lower lock of the chamber for fastening  the 
earthing wire. This location allows easy access to the bolt, thus allows for quick 
maintenance and assembly.

As an alternative to earthing used in the wiring chamber there is additional earthing 
possibility in column’s base-plate. This solution can be used especially when apply-
ing earthing of columns using hoop iron. In this case, earthing is made in column 
base-plate. The earthing hoop iron is being screwed to the base-plate of the column 
using bolt M8 taken from wiring chamber (OPTION 1) and screwed into hole made 
in the base-plate. When using OPTION 1 the hole will stay closed by plastic plug.

Bolts for wiring chamber cover 
The wiring chamber door is secured by hexagonal stainless steel bolts with pre-
vent door opening by unauthorised persons. O-ring washers are fitted to each bolt 
to prevent falling out during unscrewing. On customer request, the column can be 
equipped with triangular head screws.

Column reinforcement
Columns marked with index “wzm” are reinforced. Reinforcement of the column 
within the base-plate and wiring chamber by an additional tube or a thicker wall 
allows the use of more luminaires or extension arms, or their installations in areas 
exposed to high wind speeds.

Material 
Conical columns are rolled from EN AW-6060 aluminium alloy tubes. Aluminium 
column base-plates are pressed from EN AW-5754 aluminium alloy sheet. Used 
materials guarantee correct automatic welding process, polishing and creation of 
anodised oxide layers on manufactured products.

Technology of production of standard columns
Two automatic production lines consisting of six highly technologically advanced  
stations,  which depending on requirements, can work simultaneously or as separate 
items. Complete automation of aluminium columns’ production process significantly 
increases productivity. Just  one  minute  is  needed  to  produce  1  meter  of  aluminium  
column.  As  a  result,  production of  a ten meter  ROSA column  takes  only  10  minutes.  
The innovative ROSA aluminium column production line is unique in the world and solu-
tions used in it are protected by patent. Each stage of the production process is closely 
monitored and controlled, which makes the final product stand out for its high quality.

Technology of production of non standard columns
In addition to catalogue projects we realize individual orders in accordance with the  
individual projects. We have practically unlimited production capabilities to produce 
any nonstandard column or extension arm. We offer both minor modifications based 
on standard products listed in the catalogue as well as completely new projects, 
totally different from our standard offer. Experienced engineers in the Design and 
Technical Department can create a design and calculation for any customer inquiry. 
We have a highly expanded and modern machinery park. Devices such as water cut-
ting machine, laser cutting station, CNC machines,  benders for columns, aluminium 
sheets and pipes allow us to make different details of complicated shapes and to cut 
different decorative elements for columns and extension arms and finally to bend 
column and extension arms at a given angle.

Production of aluminium columns

Triangular key and bolt    		  Hexagonal key and bolt

Earthing option 1 Earthing option 2

Hole closed plastic 
plug Hoop iron

Bolt M8x25 A4
(unscrew from the earthing)
option 1)

Bolt M8x25 A4
2x washer M8 A4 DIN125
Nut M8 A4 DIN934

Bottom lock of 
wiring chamber

The wiring chamber in aluminium columns
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Connection of two-piece aluminium columns 
Permanent connection of two-piece aluminium columns is assured by using spe-
cially designed stainless steel coronet connection clamp.

Connecting element is secured by using:
• 3 bolts M10 – for two-piece columns type SAL, 
• 4 bolts M10 – for two-piece masts type MAL.

Acceptable column loads 
Designing of lighting columns is based on the group of standards EN 40.

Thanks to the plant control system, ROSA has obtained the CERTIFICATE 
 of Constancy of Performance which confirms that we fulfil requirements contained  
in the following standards of the EN40 group and guarantee keeping them stable. 

 1. EN 40-1 – Lighting columns – Terms and definitions.
 2. EN 40-2 – Lighting columns – General requirements and dimensions.
 3. �EN 40-3-1 – Lighting columns – Designing and verification – Specification of 

characteristic loading and recalled EN 1991-1-4. Designing bases  and influenc-
ing on construction. 2-4 Wind loads.

 4. �EN 40-3-2 2 – Lighting columns – Designing and verification –  Verification by 
testing. 

 5. �EN 40-3-3 – Lighting columns – Designing and verification –  Verification by 
calculations. 

 6. EN 40-6 – Aluminium lighting columns – requirements. 
 7. EN 40-5  – Steel lighting columns - requirements.

The above listed standards, apart from a number of recommendations, specify the 
method of determining the permissible load on the structure of the column. By cal-
culating the permissible load on the columns, a number of characteristic parame-
ters are taken into account, such as: average wind speed, location category, horizon-
tal deviation, shape factor.

Resistance calculations 
Column resistance calculations are made in resistance program in accordance with 
standards EN 40 and EN 1991-1-4. Column resistance is calculated for columns 
without wiring chamber door fitted.

Recommendations for SAL- ... dz column installation method

1. Dig a hole in the ground at the installation site.
2. At the bottom of the hole place a concrete tile fixing the installation depth.
3. Insert a plastic pipe of suitable diameter (at least twice the diameter size of the 
coulmn) into the hole with prepared holes on the sides to feed the power cable. The 
length of the pipe should be long enough so that its edge does not interfere with the 
installation of paving bricks.
4. Cover the pipe from outside with earth so that the groundworks can be completed 
together with the position of the paving bricks.
5. Unscrew the wiring chamber door
6. Place the column in the hole by hand, while introducing the power cables into the  
holes in the underground part of the column, so that their ends appear in the open 
wiring chamber of the column.
7. Set the column vertically and / or block the column in this position with wedge
 if possible.
8. Pour dry concrete or concrete to the bottom of the hole to a depth of about 10-20 
cm. It is a fundamental the column stabilization.
9. Then pour sand into the hole in an amount that covers the power cables with the 
holes in the column. Sand protects against damage to the cables.
10. Cover the rest of the hole with soil and compact. Complete the missing part of 
the pavement around the pole.
11. After completing these steps, proceed to the operation of mounting the lumi-
naires, extension arms and connection boxes.

Warning! On the columns up to 5m, where luminaires with mounting directly at the 
end of the column are used, it is possible to put them on before starting the mount-
ing to the ground, eliminating the need to rent a car with a lift.

Connecting clamp for two- 
-piece column type SAL

Connecting clamp for two-piece 
column type MAL

Passive safety 
Aware of the safety requirements expected from the producers of lighting columns 
in order to minimize the danger resulting from road accidents we have carried out 
passive safety tests on our products according to standard EN 12767 “Passive safe-
ty of support structures for road equipment. Requirements and test methods.”

As a result of the tests we identified class of passive safety for aluminum columns 
in heights from 2 to 12 m:
 • SAL and MAL from ø114 to ø225 mm rooted 
• SAL from ø114 to ø180 mm with base-plate

According to requirements of EN 12767:2019 standard the columns have functional 
properties in terms of passive safety when impacting a vehicle of 
100-NE-C-S-SE-MD-0 classification (100 NE2 acc. EN 12767:2007).

Where:
100  – tested impact speed 
NE    – non-energy-absorbing construction
C       – Occupant safety class
S       – Backfill type: standard
SE     – Collapse mode: Separation from the foundation
MD   – Direction class: multidirectional
0       – Risk of roof deformation: low risk < 102mm

Categories and parameters 
Definition of standards 
Construction categories in respect of the energy absorption degree: 
HE – high level of energy absorption
 LE – low level of energy absorption 
NE – no energy absorption
Class „0”  – passive safety requirements are not met

Levels of energy absorption according to EN 12767

High level of energy absorption

Low level of energy absorption

No energy absorption

SAL-... dz column

Dry concrete or concrete, thickness 10-20 cm

Plastic pipe
Soil + pavement floor

Concrete tile fixing the mounting depth

Sand

Power cable

Paving brick
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Rosa Anodising Plant
The anodised products  anodising plant is part of the ROSA GROUP. It has been 
in operation since 2009 and is today the largest facility of its kind in East-Central 
Europe. Modern interference clouring technologyprovides a colour palette with a 
wide range....... resistant to external factors  including UV radiation. ROSA anodis-
ing plant specializes in services such as anodising electrochemical or interference 
colouring of aluminium materials (including metal sheets, pipes, profiles or other 
structural elements). Modern interference technology of colouring provides colour 
pallete, which is wider than traditional one, resistant to external factors including UV 
radiation. The ROSA anodising plant anodises sections up to  10m long, in simple or 
complex shapes, in ten unique anodising colours each with the option of chemical 
brightening (soft gloss).

Anodising process 
Raw and unsecured aluminium is susceptible to dirt and it corrodes in the polluted 
and aggressive environment. We offer to our clients the highest quality products, 
that’s why all of our aluminium columns are anodised. Anodising is a surface treat-
ment of aluminium and its alloys consisting of a controlled electrolytic formation  of 
a protective layer of aluminium oxide. Depending on product destination and terms 
of use anodised coatings are made in several thickness classes.  The thickness of 
the anodic coating lighting columns is 20 µm. This ensures safe use in moderate 
and harsh conditions. For exceptionally harsh conditions a coat  of 25 µm is recom-
mended. The porous structure of the oxide coating allows  to permanent colouring 
of metal by electrochemical or interference method.  In these technologies, metallic 
fraction is permanently associated with the structure of an anode layer and the ap-
propriate geometry and orientation of the pores  determines the perceived colour.

Anodising is used for the following purposes: 
•  the anti-corrosion and mechanical protection of the metal surface, with particular  
  emphasis on atmospheric corrosion, especially against aggressive environmental 
  factors such as sea water, acid rain, salt etc.,
• decorative – anodised surfaces achieve a smooth, satin finish and additional 
  colouring guarantees exceptional aesthetics of surface finish.

Quality guaranteed!
 We have conducted in our R&D laboratory a test of resistance of anodic oxide 
coatings to UV radiation. The test was performed in accordance with the recom-
mendation of the standard EN ISO 6581 „Anodising of aluminium and its alloys – 
Determination of the comparative fastness to ultraviolet light and heat of colour-
ed anodic oxidation coatings”. During 14600 h of the samples exposure in Q-Sun 
Xe-3 device, there was no colour change of observed oxide layers.  Such exposure 
period is equivalent to 20 years of operation in Polish climatic conditions. In order 
to determine corrosion resistance, the samples of anodised aluminium lighting 
columns were tested in a salt chamber at a salt concentration of 5% (for com-
parison, salt concentration in the Baltic Sea is 0.8% and in the North Sea it is 3%).

Exposure of samples in the chamber lasted a total of 20 000 h and despite such a 
long period of test no corrosion was detected. The test was carried out in accord-
ance with the standard DIN EN ISO 9227, according to the NSS method.

The company received technical approval of the 
European Association  of  Surface Treatment Alu-
minium QUALANOD with the right to use the Qual-
ity Label QUALANOD of Anode Coatings,  which 
confirms the highest quality of services provided 
by ROSA anodising plant.

Value of anodised aluminium? 
•  anodised coatings are integrally connected with   
   he surface, so there is no the option of peeling, 
   spalling  or delamination, 
•  long useful lifetime, with the the option of receiving a guarantee  up to 20 years,  
•  high aesthetics for a long time of use,  
•  high resistance to UV radiation, 
•  high abrasion resistance due to greater hardness of the coating, 
•  corrosion-free,
•  availability of a wide range of colours,  
•  decorative surface function.

Anodising process 
The process of anodising is carried out on an automated technological line 
equipped with 27 tanks. This process can be divided into three stages. Between 
the essential processes the rinsing operation of the product  is performed.

STAGES OF THE ANODISING PROCESS: 

1. Surface preparation: 
 • surface pre-treatment phase - removal of grease and other contaminants 
    of various origin from the surface of the aluminium,  
 • alkaline bath phase – removal of oxide layer from product surface, giving 
    it a  matt finish.
 • pickling (lightening) phase – removal  residual alloy impurities and thin oxide
   layers and sediments that may remain after the etching process, the removal  
    is necessary to achieve the correct adhesion of the oxide coating to the surface.

2. Anodising and colouring: 

•  anodising is controlled formation of aluminium oxide layer on the aluminium 
surface during electrochemical process. Anodised coating is formed by electro-
lysis, in a sulfuric acid solution involving direct current of a certain density. The 
anodic coating grows in 2/3 of its thickness into the metal surface and grows 1/3 
above it. It becomes much thicker than the natural one, so it effectively protects 
the aluminium surface from further oxidation i.e. corrosion. Its structure allows 
permanent colouring of the product by chemical, electrochemical or interference 
method. 

 •  electrochemical colouring is based on the treatment of the anodised product in 
the electrolyte containing tin ions. Reduced in a cathode cycle metal is deposited 
on the bottom of the pores of the oxide coating and gives a permanent colouring 
to the aluminium surface. This results in a range of colours from bright to dark 
shades of brown and black.

 •  interference colouring is preceded by pore shape modification operation  of the 
anodic layer. Then, in such modified pores, the surface of the aluminium is per-
manently coloured, widening the palette of colours obtained in electrochemical 
colouring with new colours. This method uses the phenomenon  of interference, 
that is, the overlapping of reflected light waves, leading to the increase or decre-
ase of the amplitude of the incident wave. Modifying this amplitude through the 
appropriate controlled variation of the pore shape  of the anode layer allows for 
the creation of new Colours.

3. Sealing  
Sealing aims to close the porous oxide layer, which guarantees proper corrosion 
resistance. This is the final stage of the anodising process, carried out in a hot 
dematerialized water bath with small accelerating additives, where the pores of 
the oxide coating are filled with boehmite and aluminium hydroxide.

Chemical brightening 
Chemical brightening is obtained by the chemical etching of the glossy alumi-
nium surface structure before anodising. The process is based on chemical smo-
othing of the surface structure, this results in a reduction of matt and lightens the 
metal surface, which gives the gloss finish. 

Dry etching technology
The so-called dry etching technology involves surface treatment by shot blasting 
method. The process is carried out using a modern machine to matt the surface 
by subjecting the workpieces to abrasive blasting operations using shot with a 
diameter of about 0.1 mm, giving the surfaces a delicate, satin appearance. This 
type of technology allows to significantly eliminate all kinds of surface defects 
arising from extrusion or rolling processes such as streaks, thermal lines, etc. 
and minor mechanical damages in the form of scratches and abrasions. The 
surfaces thus obtained are characterized by much better quality compared to 
traditional chemical etching. 
Used technical solutions allow to shot blast elements from sheet thickness of 
1mm without the risk of surface damage. 

Comparative test result of aluminium material quality with corrosion protection and without 
such protection.  

Anodising process

Black 
steel

Model sample

Test in salt chamber

Standard DIN EN ISO 9227– NSS method 
Test in neutral salt fog

Test in salt chamber

Standard DIN EN ISO 9227– CASS 
method 
Test in acid salt fog with addition  of 
copper

Hot 
galvanized 
steel

Raw  
aluminium

Anodised 
aluminium

Galvanized 
steel
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Anodising process of aluminium products

Before anodising proces

Degreasing and etching

Chemical brightening

Pickling

Anodising Sealing

Natural colour Electrochemical colouring

Colouring

Sealing

Colour effect

Wave of entering 
light

Wave of entering 
light

Diffuse 
light wave

Diffuse 
light wave

Colouring

Sealing

Colour effect

Interference colouring
Pore modificationorganic and inorganic pollutants 

(including greases) 
intrinsic oxide layer

aluminium

aluminium

aluminium

aluminium

pores of anodised  
oxide layer sealant 

(boehmite)
sealant 
(boehmite)

sealant 
(boehmite)

tin tin

tin tin

modified pores  
of the anodised  
oxide layer

oxide layer oxide layer

oxide layer

aluminium aluminium

aluminium

primary aluminium 
level

oxide 
layer oxide layer oxide layeroxide layer

aluminium aluminium aluminium aluminium

after etching deposit



22 23

Anodising colour palette

Real anodising colour can differ presented colour sample. 
“W” means brightening.

Elastomer protection
In very unfavorable (environmental) conditions, the base-plates and parts of the  
rooted column are exposed to the adverse effects of salt and ammonia compounds 
and mechanical damage. For additional corrosion protection at the bottom of the 
column, we offer the option of covering the base-plate including holes for mounting 
bolts and a fragment of rolled part up to 350 mm by polyurethane elastomer.
The thickness of the protective coating is within the range of 0.7 mm to 1 mm with 
a hardness of about 90°sh. The surface of the elastomer is painted with a UV-resist-
ant paint, similar to the colour of the anodic coating of the column. Elastomer pro-
tection is in accordance with the EN-40 standards, i.e. the European requirements 
for aluminium lighting columns.

All rooted columns type SAL dz are protected by a polyurethane elastomer as 
standard. Both material and production technology are environmentally friendly.

aluminium surface

Polyurethane elastomer protection  of 
columns with base-plate
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Polyurethane elastomer 
protection of rooted columns

polyurethane elastomer 

primer

paint in the colour 
of the column

Natural C-0

Black C-35

Champagne C-32

Inox C-45

Olive C-33

Grey CI-63

Green CI-75

Brown C-34

Graphite CI-65

Anthracite CI-78

Natural C-0W

Black C-35W

Champagne C-32W

Inox C-45W

Olive C-33W

Grey CI-63W

Green CI-75W

Brown C-34W

Graphite CI-65W

Anthracite CI-78W
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Stylish plastic coated poles are elements of small architecture and are designed 
to illuminate parks, squares, green spaces and urban markets. Variety of shapes 
and heights of poles allows to adjust the lighting to the surrounding.  
Plastic coated poles are characterized by high aesthetics, easy transport and as-
sembly, resistance to adverse external factors, high mechanical resistance.

Pole construction 
Plastic coated pole is built of three connected elements:  
•  supporting structure made of steel tubes of hybrid construction, welded to  
   the steel base-plate which is reinforced with angle braces, 
•  external components made of special composition of plastics  
   by thermoforming and injection molding method,
•  self-extinguishing, rigid polyurethane foam that fills the space between 
   the structure and the plastic coating of the pole.

The pole steel construction was specially designed to absorb the load created  
mostly by wind pressure.

Plastic coating is made in two versions: 
•  standard thermal resistance – poles used in countries where air temperature  
   varies between -30°C to +40°C,
•  high thermal resistance – poles used in countries where air temperature is less
   than -30°C and exceeds +40°C. This applies to poles in black colour.  
   This type of pole is additionally marked with letter “F”.

Wiring chamber

Poles with wiring chamber are additionally marked with letter “W”.  The wiring 
chamber is located in the first, lower section of the lighting pole. It is designed
for installation connection box on the aluminium rail located on the back of the 
steel structure of the pole. The rail fixing clamp can be used as a protective clamp. 
The wiring chamber is protected by decorative plastic cover in identical colour 
and texture to the pole. 

Plastic coated poles are characterized by: 
 • corrosion resistance,
 • light weight to facilitate transport and assembly, 
 • aesthetic appearance,
 • resistance to adverse weather conditions,
 • resistance to salt, ammonia and other caustic substance,
 • UV resistant, 
 • high mechanical qualities, 
 • suitable for every climatic zone,
 • low cost of maintenance.

Production of plastic coated poles

Steel construction

External plastic coating

Wiring chamber in SP poles

Bolt M8 to screw
 earthing cable

Wiring chamber in S and SM poles

Polyurethane foam

Types of plastic coated poles 
Plastic coated poles are produced in three versions:
	 S – traditional, 
                  SP – straight, 
                  SM – composite.

Types of spigot 

Three types of spigot are used depending on type of plastic coated pole: 
•  type „A” – designed for assembly arm systems in poles type S and SP  
   and extension arms WT in poles type SP, 
•  type „B” – designed  for  using  luminaires  with  assembly spigot Ø60 mm  
    (OS -1 LED, OS -11 LED, ELBA LED, ELBA, OS -1, OP, OPA -1)  
     in poles type S and SP, 
•  type „E” – designed for assembly extension arms WTM in poles type SM. 

The spigot is an integral and non-modified part of the pole.

column view

Example of construction of a pole S-40W Example of construction of a pole SM-1W Cross-section of spigots in plastic coated poles

column viewcross-section cross-sectionsteel construction steel construction
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LED luminaires 
ROSA LED luminaires feature an unique design, innovative LED light sources and 
anodising technology. In our products we focus on quality, durability and aesthet-
ics. In the ROSA LED offer you can find park luminaires designed for illuminating 
urban areas (parks, traffic routes, plazas and squares); street  luminaires dedicat-
ed to highways, roads, avenues and industrial areas;  floodlights used to illuminate 
architectural elements, sports facilities, car parks and other outdoor areas; there 
are also industrial luminaires available for high- and low-bay applications as well 
as gas stations.

ROSA LED luminaires – real benefits:
• reduction of electricity consumption up to 75% 
• lower operating and maintenance costs 
• the option of applying power reduction 
• reduction in number of used lighting points 
• aesthetic and decorative appearance

Light sources 
ROSA LED products are equipped with state of the art light sources, capable  
of reaching luminous efficacy up to 136lm/W on luminaire level. 

Light colour temperature, colour rendering index 
ROSA LED luminaires are available as standard with four colour temperatures: 
2700K, 3500 K, 4000 K or 5000 K.

Warm white light colours of 2700K, 3500 K and neutral white light of 4000 K is 
preferred in lighting of urban spaces and parks (marked with number “1”, “3 and 
4” in the product code). While neutral white light colour of 5000 K, due to higher 
luminous efficacy is commonly used in street lighting (marked with number “6” 
in product code). Selecting one of these options depends only on the customer’s 
preference. It is also possible to order luminaires with different colour temperatu-
re: 2200 K, 3000 K, 4500 K as a custom made variant.

Optics 
ROSA LED luminaires use only optics made of PMMA (polymethyl methacrylate) 
with increased temperature resistance. It is used both in lenses and lamp diffus-
ers/light diffusing plates (ELBA LED, ATLANTIS LED, CORONA LED, KARIN LED, 
OS-11 LED, AURIS LED).

Standard LED module – used in park luminaires and lighting sets: DROP LED 
and FLEXI LED

Replaceable led module 
Interchangeable module contains 12 LEDs. It is available with nine unique optical 
systems. Module has a thermal protection sensor, increased resistance to elec-
trical discharges and IP66 ingress protection. 

Assembly and disassembly of the module can be done using standard tools.

Luminaire  construction 
Housings of ROSA LED luminaires and lighting sets are made of profiles and 
sheets of high-quality aluminum alloy* subjected to anodising process. They are 
characterized by high thermal properties (conductivity >200 W/mK). Anodising 
process protects luminaire body from corrosion and aggressive  external factors 
such as acid rain, sea water, UV radiation, salt, while giving it  a decorative char-
acter. In addition to aesthetics, it improves heat dissipation  via thermal radiation, 
maintaining low operating temperatures of LED is the key for its longevity.  

* exceptions are luminaires ELBA LED, ATLANTIS LED, OS-11 LED, AURIS LED.

Smart City
Nowadays, the idea of a smart city equals idea of better life, aimed at improving 
quality of joint capital, the environment and technology. Implementation of smart 
solutions and digitization of cities is a process of modernizing urban infrastruc-
ture, by which currently transformed resources can be basis for future improve-
ments and innovations. Which will reduce costs and time necessary for further 
investments or dealing with new challenges.

Smart Lighting
The concepts of large cities assume the introduction of solutions enabling 
intelligent lighting control, which ROSA LED luminaires are equipped now. 
Innovative programming of luminaires with LED light source allows to reduce 
energy consumption, at the same time increase light efficiency, economically for 
economy of constantly growing agglomerations. Modernization and investment 
in smart luminaires is good step not only because of savings, the luminaires 
equipped with appropriate system sensors create a number of new possibilities, 
incl.:

- during night hours when power reduction is on, lamps can light up following 
  route of emergency vehicles like ambulances or fire trucks;
- power of light can be correlated with data of weather stations, reacting to chang-
  ing weather conditions e.g. increasing the power of light when weather is bad;

- when pedestrians cross street, luminaire can change power to brighter light 
  (underexposed pedestrian crossings);
- when bus is close to bus stop, streetlights around the bus stop can be 
  automatically set up brighter than those further away.

IoT solutions
The next stage towards the digitization of cities is the option of implementing 
pioneering IoT solutions (Internet of Things). Modern lighting infrastructure due to 
dense distribution is a great place to locate a huge network of receivers, that allow 
to get all kinds of city data using sensors that collect data from the environment 
and traffic recording cameras incl.: 
search for free parking spaces or microphones that respond to specific sounds. 
All this to make society work in a safer and more sustainable way.

We make future now
Along with the global growth rate of electric vehicles and realizing EU require-
ments for improving air quality, incl.: One of our products implementing SMART 
technologies is Karin LED EV. It is the lighting column fully integrated with electric 
vehicle charging station. Our company as a producer of the complete lighting set, 
has ability to assemble and create the most innovative technologies today.

New is introduction of D4i sockets (according to Zhaga Book 18) and 
NEMA – ANSI C136.41 sockets, that are used to connect lighting sensors 
enabling wireless control of LED luminaires. Universal construction gives 
possibility to installation of control interface and sensors of any producer 
whose product will be compatible with current standards. The D4i sock-
et has 4 iInputs and  the NEMA socket has 5-7 iInputs. Each luminaire is 
equipped with socket cap. 
Introduction of these normalization into ROSA products is compatible with 
goals the Zhaga Consortium, whose demands regarding to standardiza-
tion of specifications for LED luminaire components are already in com-
mon use in the global lighting market. 

Luminaires Smart lighting as step towards Smart City

Zhaga (D4i) i Nema socketsLight colour Correlated colour temperature 
(CCT)

Colour rendering index
(CRI)

Warm white
2 700 K >80

3 500 K >80

Neutral white
4 000 K >70

5 000 K >70
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Optics controls where light distribution is directed, its proper selection ensures 
sustainable energy consumption and reduces investment costs.

Light Distribution Curve
Optics for LED interchangeable module are determined using Light Distribution 
Curve that is visual representation of the light diffused by a luminaire, which re-
sults from construction of light source or luminaire shape. To specify the distri-
bution, light intensity measurements are made using light sources with a total 
stream of 1000 lm, then a curve is created for the characteristic plane or planes 
of the luminaire.
The graph gives light distribution in two planes:
• C0-C180 plane perpendicular to the axis of luminaire.
• C90-C270 vertical plane passing through longitudinal axis of luminaire.

Diagram of planes
 
 

Street lighting 

DW Optics
It is universal optic used in traffic with even combination of lighting parameters.

ME optics
It is recommended for wider roads, illuminate even three lanes with sidewalks 
on both sides of the road with luminaires only on the one side of the road.

T2 optics
It is best to illuminate narrower roads with  two lanes, as well as in the installation 
of luminaires on the center lane which separating the roadway into a two-lane 
configuration (road classes P and M).

T3 optics
It allows for wider light distribution than the T2 optics, it works similarly in lighting 
roads with two lanes and sidewalks.

Illumination of pedestrian routes / residential roads

SP optics
It emits light very widely, so distance between the luminaires can be eight times 
bigger than the height of the columns on which they are installed.
 

 
 
3L optics
Dedicated to bike path, has wide light distribution. 
Long distances from low columns.

Park / Area Lighting

VS optics
It is characterized by uniformly asymmetrical light distribution around 
the luminaire (square beam).

 
 
T4 optics
It is recommended for low-height luminaires located at small distance from each 
other. It is characterized by light emission far forward.

Pedestrian crossings
To avoid discomfort glare for drivers in pedestrian crossing lighting is 
recommended to use optics with an asymmetrical light distribution, respectively 
right and left side traffic.

PP optics

 
Important! The optics for left side traffic also works in the case of lighting 
pedestrian crossings in the configuration for right side traffic when installing 
columns on the refuge island.

PL optics

Optics for LED interchangeable module

road direction

road 
direction
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Power driver 
In LED luminaires we use highly efficient current and programmable constant, 
drivers of Philips Xitanium and Osram 4DIM.These LED drivers offer high  reliabil-
ity and flexibility due to a large number of programmable options, which can be 
applied accordingly to customer requirements. A number of functions  are availa-
ble at the user’s disposal: adjustable output current, DALI interface,  optional 1-10 
V, programmable time profiles. Additionally, the driver has an  option to monitor 
temperature of LED modules, it will reduce luminaire power when it detects tem-
perature higher than recommended. This protects LEDs from overheating, and 
hence from faster wear.

The driver is enclosed in a body with connectors that facilitates possible  replace-
ment with simple tools only.

For the CUDDLE LED II luminaire, we created a special power driver body with 
built-in Zhaga or Nema sockets, to which sensors for intelligent lighting control 
can be connected.

LED driver parameters, used in selected street luminaries

Programmable time profiles guarantee increased LED lighting savings. Our cli-
ents has a choice of up to five power levels, ranging from 10 to 100% of rated 
power, at any luminaire operation time interval. Driver utilize selected time profile 
– variable luminaire power level according to investor needs during  operation 
hours. This solution reduces luminaire overall power consumption, which trans-
lates into economic savings.  

External control system
ROSA LED luminaires are equipped with DALI interface or 1-10V (as standard  
or as an option, depending on lighting fixture type), which enables them to be 
connected to an independent controller or a connected control system that limits 
energy consumption.
Proper control of luminaires output power depending on f.ex. traffic on selected 
stretch of road, can provide additional savings of 40-70%. The ability to join  
luminaires to specific groups (f.ex. a group of pedestrian crossings or a group  
of major city roads) facilitates simultaneous control of classified luminaires. 
In addition, the lighting control system enables reporting of faults (f. ex. when  
a luminaire stops working – it can signal an error via in-system notification, 
e-mail or sms).

Advantages: 
• reduces energy consumption and running costs, 
• monitoring and remote control of urban lighting,
• real-time light intensity control, 
•  programming of switching times and power intensity of luminaires for  selected 
   time of day, year.

Overvoltage protection 
Outdoor lighting utilising LED technology is particularly prone to overvoltages 
and surges in electrical network or from atmospheric events such as lightning. 
All ROSA LED luminaires are equipped with 10 kV overvoltage protection, which 
lowers the overvoltages to a safe level for the electronics used in the LED  lumi-
naires. This protection significantly increases luminaire resistance  to electrical 
discharges (up to 15 surges at 10 kV). In addition, in case of higher number of 
surges or higher single surge - it breaks and cuts off the luminaire from the mains.

ROSA Designer 
Available on the App Store

The electronic products’ catalogue 
ROSA DESIGNER is a complete range of products: 
columns,  extension arms, luminaires or whole 
lighting sets. Wide range of products allows to 
easily use the catalogue and selection of elements 
so that the final effect not only meets the visual 
but also technical expectations. Check all the  
possibilities.

Complete panel 
Composing the lighting set has never been so easy. 
Effortless in use panel allows for quick and  
accurate adjustment of the selected products.  
Just a few clicks to connect all the necessary 
elements and determine their colour from the 
anodising colour palette.

Spatial visualization 
You do not need imagination – simply go to 
the Visualizer to see how the composed 
lighting set will be presented in a specific 
location. Take a picture of the street or square 
and place the selected lighting in it. 
And everything is light up ...

Automatic inquiry generation 
From the application level there are technical  
drawings of individual products available.  
Log in to be able to generate a product list.

SUMMER TIMEWINTER TIME



Straight aluminium columns
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Wroclaw Promenades
Wroclaw, Poland
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MoonOffice
Cracow, Poland
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North Bypass
Jaworzno, Poland

Rybaczówka Park
Strzelce Opolskie, Poland



40 41

Integrated transport interchange node 
Cieszyn, Poland
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Water barrage
Malczyce, Poland
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PE Academy 
Gorzów Wielkopolski, Poland 

Municipal Stadium, 
Tychy, Poland 
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National Polish Radio Symphony Orchestra, 
Katowice, Poland 

Lubomirskiego Street, 
Cracow, Poland 
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* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Diameter of the column ending: ø60 mm 
Luminaire mounting: directly on the column, luminaires with mounting ø60 mm  
with weight and surface parameters not exceeding the data from the strength  
table included in the technical data sheet 

ø114 mm at the base

Straight aluminium columns

Luminaire: ISKRA LED ALFA
Column: SAL-4/B60

Cracow, Poland

SAL-3/B60 SAL-3,5/B60 SAL-4/B60 SAL-4,5/B60 SAL-5/B60SAL-2,5/B60

Base-plate of aluminium column 224 x 180 x 8

H

Column type SAL-2,5/B60 SAL-3/B60 SAL-3,5/B60 SAL-4/B60 SAL-4,5/B60 SAL-5/B60

Height of the column H [mm] 2 500 3 000 3 500 4 000 4 500 5 000

Code 42126/C… 42120/C… 42101/C… 42102/C… 42103/C… 42127/C…

Net weight [kg] 7,1 8,3 9,8 11,4 12,9 13,6

Approximate unit volume [m3]* 0,056 0,067 0,078 0,09 0,1 0,11

Recommended luminaires for column
top mounting ISKRA LED ALFA, ISKRA LED ALFA PROG, ELBA LED, AURIS LED, ATLANTIS LED, MIRA LED, ELBA, OPA-1, OP, OZ

Recommended extension arms and luminaires WA-14/1, WA-41 fi42 - OW LED

Concrete footing / reinforcement basket type B-50 / Z-50

Threaded anchor ending 4xM14

Concrete footing / reinforcement basket code 311150 / 311205

Fasteners 4006

Dimension of the base plate
(side / bolt spacing / thickness) [mm] 224 / 180 / 8
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* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Diameter of the column ending: ø60 mm 
Luminaire mounting: directly on the column, luminaires with mounting ø60 mm  
with weight and surface parameters not exceeding the data from the strength  
table included in the technical data sheet 

ø114 mm at the base

Straight aluminium columns

Luminaire: ATLANTIS LED
Column: SAL-4/D60

SAL-3/D60 SAL-3,5/D60 SAL-4/D60 SAL-5/D60SAL-4,5/D60

Base-plate of aluminium column 260x200x8

Tymbark, Poland

Column type SAL-3/D60 SAL-3,5/D60 SAL-4/D60 SAL-4,5/D60 SAL-5/D60

Height of the column H [mm] 3 000 3 500 4 000 4 500 5 000

Code 42122/C… 42114/C… 42115/C… 42116/C… 42128/C…

Net weight [kg] 8,7 10,2 11,7 13,3 14

Approximate unit volume [m3]* 0,087 0,101 0,115 0,13 0,145

Recommended luminaires for column
top mounting ISKRA LED ALFA, ISKRA LED ALFA PROG, ELBA LED, AURIS LED, ATLANTIS LED, MIRA LED, ELBA, OPA-1, OP, OZ

Recommended extension arms and luminaires WA-14/1, WA-41 fi42 - OW LED

Concrete footing / reinforcement basket type B-51 / Z-51

Threaded anchor ending 4xM18

Concrete footing / reinforcement basket code 311151 / 311251

Fasteners 4008

Dimension of the base plate
(side / bolt spacing / thickness) [mm] 260 / 200 / 8
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* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  of the 
column up to the height of 350 mm (other height on customer’s request) 
Diameter of the column ending: ø60 mm 
Luminaire mounting: directly on the column, luminaires with mounting ø60 mm  
with weight and surface parameters not exceeding the data from the strength  
table included in the technical data sheet 

ø114 mm at ground level

Straight aluminium columns

Luminaire: ELBA LED
Column: SAL-4/B60 dz

SAL-3/B60 dz SAL-3,5/B60 dz SAL-4/B60 dz SAL-5/B60 dzSAL-4,5/B60 dz

H
h

Ending of aluminium column

Suwałki, Poland

Column type SAL-3/B60 dz SAL-3,5/B60 dz SAL-4/B60 dz SAL-4,5/B60 dz SAL-5/B60 dz

Height of the column nad gruntem H [mm] 3 000 3 500 4 000 4 500 5 000

Code 42124/C… 42108/C… 42111/C… 42107/C… 42113/C…

Net weight [kg] 9,8 11,3 12,9 14,4 15,5

Approximate unit volume [m3]* 0,024 0,027 0,03 0,033 0,036

Recommended luminaires for column
top mounting ISKRA LED ALFA, ISKRA LED ALFA PROG, ELBA LED, AURIS LED, ATLANTIS LED, MIRA LED, ELBA, OPA-1, OP, OZ

Recommended extension arms and luminaires WA-14/1, WA-41 fi42 - OW LED

Rooted section  h [mm] 800
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Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Diameter of the column ending: ø60 mm 
Luminaire mounting: directly on the column, luminaires with mounting ø60 mm  
with weight and surface parameters not exceeding the data from the strength  
table included in the technical data sheet 

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

ø120 mm at the base

Straight aluminium columns

Luminaire: AURIS LED
Column: SAL-5

SAL-4,5 SAL-5 SAL-5,5 SAL-6SAL-4

H

Wiring chamber of aluminium column with 
mounting rail for connection box

Radom, Poland

Column type SAL-4 SAL-4,5 SAL-5 SAL-5,5 SAL-6

Height of the column H [mm] 4 000 4 500 5 000 5 500 6 000

Code 42201/C… 42202/C… 42203/C… 42205/C… 42207/C…

Net weight [kg] 13,9 15,9 16,9 19,0 21,1

Approximate unit volume [m3]* 0,09 0,101 0,112 0,123 0,134

Recommended luminaires for column
top mounting

ISKRA LED ALFA, ISKRA LED P ALFA, ELBA LED, ATLANTIS LED, COSMO DELTA LED, VEGA LED ALFA,  
VEGA LED BETA, MIRA LED, MIZAR LED, ELBA, OPA-1, OP, OZ

Recommended extension arms and luminaires
WA-41 fi42 - Luminaire OW LED; WA-5/1 - Luminaire ELBA LED, ATLANTIS LED, OPA-1, OP, OZ;  

WA-14/1 - Luminaire OW LED, DROP LED;

WA-14/2- oprawy OW LED, DROP LED;

Concrete footing / reinforcement basket type B-50 / Z-50

Threaded anchor ending 4xM14

Concrete footing / reinforcement basket code 311150 / 311205

Fasteners 4006

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 224 / 180 / 8
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Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Diameter of the column ending: ø60 mm 
Luminaire mounting: directly on the column, luminaires with mounting ø60 mm  
with weight and surface parameters not exceeding the data from the strength  
table included in the technical data sheet 

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

ø120 mm at the base

Straight aluminium columns

SAL-4,5E SAL-5E SAL-6ESAL-4E

H

Laser cut wiring chamber of aluminium column

Luminaire: VEGA LED ALFA
Column: SAL-5E

Gorzów Wielkopolski, Poland

Column type SAL-4E SAL-4,5E SAL-5E SAL-6E

Height of the column H [mm] 4 000 4 500 5 000 6 000

Code 42217/C… 42218/C… 42219/C… 42223/C…

Net weight [kg] 14,3 16,4 17,4 21,5

Approximate unit volume [m3]* 0,116 0,13 0,145 0,174

Recommended luminaires for column
top mounting

ISKRA LED ALFA, ISKRA LED ALFA PROG, ISKRA LED P ALFA, ISKRA LED P ALFA PROG, ELBA LED, AURIS LED, ATLANTIS LED, 
COSMO DELTA LED, VEGA LED ALFA, VEGA LED BETA, MIRA LED, MIZAR LED, ELBA, OPA-1, OP, OZ

Recommended extension arms and luminaires
WA-41 fi42 - Luminaire OW LED; WA-5/1 - Luminaire ELBA LED, ATLANTIS LED, OPA-1, OP, OZ;  

WA-14/1 - Luminaire OW LED, DROP LED;

WA-14/2- oprawy OW LED, DROP LED;

Concrete footing / reinforcement basket type B-51 / Z-51

Threaded anchor ending 4xM18

Concrete footing / reinforcement basket code 311151 / 311251

Fasteners 4008

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 260 / 200 / 8
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Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  of the 
column up to the height of 350 mm (other height on customer’s request) 
Diameter of the column ending: ø60 mm 
Luminaire mounting: directly on the column, luminaires with mounting ø60 mm  
with weight and surface parameters not exceeding the data from the strength  
table included in the technical data sheet 

ø120 mm at ground level

Straight aluminium columns

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Luminaire: MIZAR LED
Column: SAL-4 dz

SAL-4 dz SAL-4,5 dz SAL-5 dz

H
h

Installation wires’ hole for rooted aluminum columns

Wroclaw, Poland

Column type SAL-4 dz SAL-4,5 dz SAL-5 dz

Height of the column nad gruntem H [mm] 4 000 4 500 5 000

Code 42231/C… 42232/C… 42233/C…

Net weight [kg] 15,7 17,4 19,5

Approximate unit volume [m3]* 0,032 0,035 0,039

Recommended luminaires for column
top mounting

ISKRA LED ALFA, ISKRA LED P ALFA, ISKRA LED ALFA PROG, ISKRA LED P ALFA PROG, ELBA LED, AURIS LED, 
ATLANTIS LED, COSMO DELTA LED, VEGA LED ALFA, VEGA LED BETA, MIRA LED, MIZAR LED, ELBA, OPA-1, OP, OZ

Recommended extension arms and luminaires
WA-41 fi42 - Luminaire OW LED; WA-5/1 - Luminaire ELBA LED, ATLANTIS LED, OPA-1, OP, OZ;  

WA-14/1 - Luminaire OW LED, DROP LED;

WA-14/2- Luminaires OW LED, DROP LED;

Rooted section h [mm] 800
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* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Straight aluminium columns
ø146 mm at the base

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  of the column 
up to the height of 350 mm (other height on customer’s request)
Diameter of the column ending: ø60 mm 
Luminaire mounting: directly on the column, luminaires with mounting ø60 mm  
with weight and surface parameters not exceeding the data from the strength  
table included in the technical data sheet 

Luminaire: ISKRA LED
Extension arm:  WR-10/1/0,85/0
Column: SAL-60

SAL-65 SAL-70 SAL-75 SAL-80SAL-60

H

Base-plate of aluminium column 320x250x10

Iława, Poland

Column type SAL-60 SAL-65 SAL-70 SAL-75 SAL-80

Height of the column H [mm] 6 000 6 500 7 000 7 500 8 000

Code 42313/C… 42314/C… 42315/C… 42316/C… 42317/C…

Net weight [kg] 25,4 27,3 30 32,6 35,2

Approximate unit volume [m3]* 0,265 0,287 0,309 0,331 0,353

Recommended luminaires for column
top mounting

CUDDLE II LED REG, COSMO DELTA LED, VEGA LED ALFA, VEGA LED BETA, COSMO LED ALFA

ISKRA LED ALFA, ISKRA LED P ALFA, ISKRA LED 
ALFA PROG, ISKRA LED P ALFA PROG, 

Recommended extension arms and luminaires

WR-4/1/1,0/5 ZP, WR-10P/1/0,85/0 ZP, WR-10P/2/0,85/0 ZP - Luminaire CUDDLE II LED, CUDDLE II LED REG, ISKRA LED,  
ISKRA LED PROG, COSMO LED; WN-1 - Luminaire ARTEMIS LED

 WR-2/1/0,95/5, WR-4/2/1,0/5 ZP, WR-4/1/1,5/5 ZP, WR-4/2/1,5/5 ZP,  
WR-8A/1/0,6/5, WR-5A/1/0,6/5, WR-13/1/0,8/5 ZP, WR-15/1/1,0/5 

- Luminaire CUDDLE II LED, CUDDLE II LED REG, ISKRA LED, ISKRA LED PROG, 
COSMO LED; WR-10/1/0,85/0, WR-10P/1/0,85/0 ZP - Luminaire ISKRA LED, 

ISKRA LED PROG, WA-20/1 fi60, WA-20/2 fi60, WR-71/1/1,2, WR-71/2/1,2 - OW 
II LED; WN-2 - Luminaire ARTEMIS LED

Concrete footing / reinforcement basket type B-60 / Z-60

Threaded anchor ending 4xM18

Concrete footing / reinforcement basket code 311160 / 311206

Fasteners 4008

Dimension of the base plate (side / bolt spacing / 
thickness) [mm] 320 / 250 / 10
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Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour   
of the column up to the height of 350 mm (other height on customer’s request) 
Diameter of the column ending: ø60 mm 
Luminaire mounting: directly on the column, luminaires with mounting ø60 mm  
with weight and surface parameters not exceeding the data from the strength  
table included in the technical data sheet 

ø146 mm at ground level

Straight aluminium columns

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Luminaire: VEGA LED
Extension arm:  WR-4/1/1,0/5 ZP
Column: SAL-55 dz

SAL-55 dz SAL-60 dz SAL-70 dz

H
h

Ending of aluminium column

Ełk, Poland

h 
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Column type SAL-55 dz SAL-60 dz SAL-70 dz

Height of the column nad gruntem H [mm] 5 500 6 000 7 000

Code 42322/C… 42323/C… 42325/C…

Net weight [kg] 24,1 26,7 32,8

Approximate unit volume [m3]* 0,064 0,069 0,082

Recommended luminaires for column
top mounting

CUDDLE II LED REG, COSMO DELTA LED, VEGA LED ALFA, VEGA LED BETA, COSMO LED ALFA

ISKRA LED ALFA, ISKRA LED P ALFA, ISKRA LED ALFA PROG,  
ISKRA LED P ALFA PROG

Recommended extension arms and luminaires

 WR-2/1/0,95/5, WR-4/2/1,0/5 ZP, WR-4/1/1,5/5 ZP, WR-4/2/1,5/5 ZP, WR-8A/1/0,6/5, WR-5A/1/0,6/5,  
WR-13/1/0,8/5 ZP, WR-15/1/1,0/5 - Luminaire CUDDLE II LED, CUDDLE II LED REG, ISKRA LED,  

ISKRA LED PROG, COSMO LED;  
WR-10P/1/0,85/0 ZP - Luminaire ISKRA LED, ISKRA LED PROG,  

WA-20/1 fi60, WA-20/2 fi60, WR-71/1/1,2, WR-71/2/1,2 - OW II LED; 
WN-2 - Luminaire ARTEMIS LED

Rooted section h [mm] 800 800 1000
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* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Diameter of the column ending: ø60 mm 
Luminaire mounting: directly on the column, luminaires with mounting ø60 mm  
with weight and surface parameters not exceeding the data from the strength  
table included in the technical data sheet 

ø146 mm at the base

Straight aluminium columns

Column type SAL-50G SAL-60G SAL-70G

Height of the column H [mm] 5 000 6 000 7 000

Code 42341/C… 42343/C… 42345/C…

Net weight [kg] 22,8 24,8 29,4

Approximate unit volume [m3]* 0,155 0,186 0,217

Recommended luminaires for column
top mounting

CUDDLE II LED REG, COSMO DELTA LED, VEGA LED ALFA, VEGA LED BETA, COSMO LED ALFA

ISKRA LED ALFA, ISKRA LED P ALFA, ISKRA LED ALFA PROG, ISKRA LED P ALFA PROG

Recommended extension arms and luminaires

OW; WR-2/1/0,95/5, WR-4/1/0,5/5 ZP, WR-4/2/0,5/5 ZP, WR-4/1/1,5/5 ZP, WR-4/2/1,5/5 ZP, W-8A/1/0,6/5, WR-13/1/0,8/5 ZP - Luminaire 
CUDDLE II LED, CUDDLE II LED REG, ISKRA LED, ISKRA LED PROG, COSMO LED;

WR-10P/1/0,85/0 ZP, WR-10P/2/0,85/0 ZP, WR-10P/1/1,5/0 ZP- ISKRA LED, ISKRA LED PROG;

WA-20/1 - Luminaire OW LED, DROP LED,  
WR-5A/1/0,6/5, WR-8B/1/0,35/…, 

WR-14/1/1,0/5 - Luminaire CUDDLE II LED, CUD-
DLE II LED REG, ISKRA LED, ISKRA LED PROG, 

COSMO LED;  
WN-2 - Luminaire ARTEMIS LED

Concrete footing / reinforcement basket type B-51 / Z-51

Threaded anchor ending 4xM18

Concrete footing / reinforcement basket code 311151 / 311251

Fasteners 4008

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 260 / 200 / 12

Luminaire: VEGA LED
Extension arm:  WR-2/1/0,95/5
Column: SAL-50G

SAL-50G SAL-60G SAL-70G

H

Assembly of aluminium column’s door

Czechowice-Dziedzice, Poland
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Tychy, Poland

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Diameter of the column ending: ø60 mm 
Luminaire mounting: directly on the column, luminaires with mounting ø60 mm  
with weight and surface parameters not exceeding the data from the strength  
table included in the technical data sheet 

ø146 mm at the base

Straight aluminium columns

Column type SAL-60H SAL-70H SAL-80H

Height of the column H [mm] 6 000 7 000 8 000

Code 42335/C… 42337/C… 42340/C…

Net weight [kg] 27,1 31,7 36,9

Approximate unit volume [m3]* 0,392 0,458 0,523

Recommended luminaires for column
top mounting

CUDDLE II LED REG, COSMO DELTA LED, VEGA LED ALFA, VEGA LED BETA, COSMO LED ALFA

ISKRA LED ALFA, ISKRA LED P ALFA, ISKRA LED ALFA PROG, ISKRA LED P ALFA PROG

Recommended extension arms and luminaires

WR-4/1/1,0/5 ZP, WR-10P/1/0,85/0 ZP, WR-10P/2/0,85/0 ZP - Luminaire CUDDLE II LED, CUDDLE II LED REG, ISKRA LED,  
ISKRA LED PROG, COSMO LED; WN-1 - Luminaire ARTEMIS LED

 WR-2/1/0,95/5, WR-4/2/1,0/5 ZP, WR-4/1/1,5/5 ZP, WR-4/2/1,5/5 ZP, WR-8A/1/0,6/5,  
WR-5A/1/0,6/5, WR-13/1/0,8/5 ZP, WR-15/1/1,0/5 - Luminaire CUDDLE II LED, CUDDLE II LED REG, ISKRA 

LED, ISKRA LED PROG, COSMO LED; WR-10P/1/0,85/0 ZP - Luminaire ISKRA LED, ISKRA LED PROG, 
WA-20/1 fi60, WA-20/2 fi60, WR-71/1/1,2, WR-71/2/1,2 - OW II LED; 

WN-2 - Luminaire ARTEMIS LED

Concrete footing / reinforcement basket type B-71 / Z-71

Threaded anchor ending 4xM24

Concrete footing / reinforcement basket code 311171 / 311271

Fasteners 4012

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 400 / 300 / 10

Luminaire: CUDDLE II LED
Extension arm: WR-14/1/1,0/5
Column: SAL-60H

SAL-60H SAL-70H SAL-80H

H

Base-plate of aluminium column 400x300x10
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* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Diameter of the column ending: ø60 mm 
Luminaire mounting: directly on the column, luminaires with mounting ø60 mm  
with weight and surface parameters not exceeding the data from the strength  
table included in the technical data sheet 

ø178 mm at the base

Straight aluminium columns

Luminaire: CUDDLE II LED
Extension arm:  WR-19/1/1,0/0
Column: SAL-80K

Column type SAL-70K SAL-80K SAL-90K SAL-100K

Height of the column H [mm] 7 000 8 000 9 000 10 000

Code 42628/C… 42630/C… 42632/C… 42634/C…

Net weight [kg] 35,3 37,4 42,7 47,5

Approximate unit volume [m3]* 0,458 0,525 0,589 0,654

Recommended luminaires for column
top mounting COSMO LED ALFA, CUDDLE II LED REG

Recommended extension arms and luminaires

WR-2/1/0,95/5, WR-4/1/1,0/5 ZP, WR-4/2/1,0/5 ZP, WR-4/1/1,5/5 ZP, WR-4/2/1,5/5 ZP, WR-15/1/1,0/5- Luminaire  
CUDDLE II LED, CUDDLE II LED REG, COSMO LED

WR-2/2/0,95/5, WR-15/2/1,0/5- Luminaire CUDDLE II LED, CUDDLE II LED REG, COSMO LED;

WR-8A/1/1/5, WR-14/1/1,0/5, WR-14/2/1,0/5 - Luminaire 
CUDDLE II LED, CUDDLE II LED REG, COSMO LED;

WA-20/1 fi60, WA-20/2 fi60, WR-71/1/1,2, WR-71/2/1,2  
- Luminaire OW II LED

Concrete footing / reinforcement basket type B-71 / Z-71 B-70, B-71 / Z-70, Z-71

Threaded anchor ending 4xM24 4xM24

Concrete footing / reinforcement basket code 311171 / 311271 311170, 311171 / 311207, 311271

Fasteners 4012 4012

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 400 / 300 / 10 400 / 300 /10

SAL-80KSAL-70K SAL-90K SAL-100K

H

Laser cut wiring chamber of aluminium column

Rzeszów, Poland
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Tychy, Poland

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Diameter of the column ending: ø60 mm 
Luminaire mounting: directly on the column, luminaires with mounting ø60 mm 
with weight and surface parameters not exceeding the data from the strength  
table included in the technical data sheet 

Luminaire: CUDDLE II LED
Extension arm: WR-14/1/1,5/5
Column: SAL-80M

Column type SAL-80M SAL-90M SAL-100M

Height of the column H [mm] 8 000 9 000 10 000

Code 42755/C… 42757/C… 42759/C…

Net weight [kg] 42,7 49,3 55,1

Approximate unit volume [m3]* 0,523 0,589 0,654

Recommended luminaires for column
top mounting COSMO LED ALFA, CUDDLE II LED REG

Recommended extension arms and luminaires

WR-4/1/1,5/5 ZP, WR-4/2/1,5/5 ZP, WR-T1/1,5/5, WR-14/2/1,0/5, WR-21/1/1,5/0, WRP/1/L/Z/5 
 - Luminaire CUDDLE II LED, CUDDLE II LED REG, COSMO LED

WR-14/1/1,5/5, WR-18A/1/1,5/5, WR-19/1/1,0/0, WR-19/2/1,0/0, WR-21/2/1,5/0- 
Luminaire CUDDLE II LED, CUDDLE II LED REG, COSMO LED, ARTERMIS LED;

WA-20/1 fi60, WA-20/2 fi60, WR-71/1/1,2, WR-71/2/1,2 - Luminaire OW II LED

Concrete footing / reinforcement basket type B-70, B-71 / Z-70, Z-71

Threaded anchor ending 4xM24

Concrete footing / reinforcement basket code 311170, 311171 / 311207, 311271

Fasteners 4012

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 400 / 300 / 12

SAL-90MSAL-80M SAL-100M

H

Assembly of aluminium column’s door
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* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request) 
Diameter of the column ending: ø60 mm 
Luminaire mounting: directly on the column, luminaires with mounting ø60 mm 
with weight and surface parameters not exceeding the data from the strength  
table included in the technical data sheet 

ø178 i ø180 mm at ground level

Straight aluminium columns

Column type SAL-70K dz SAL-80K dz SAL-85K dz SAL-80M dz SAL-85M dz

Height of the column nad gruntem H [mm] 7 000 8 000 8 500 8 000 8 500

Code 42604/C… 42606/C… 42607/C… 42706/C… 42707/C…

Net weight [kg] 35,8 41,4 43,6 47,7 50,3

Approximate unit volume [m3]* 0,109 0,127 0,133 0,128 0,135

Recommended luminaires for column
top mounting COSMO LED ALFA, CUDDLE II LED REG

Recommended extension arms and luminaires

WA-20/1 fi60, WA-20/2 fi60, WR-71/1/1,2, WR-71/2/1,2 - Luminaire OW II LED
WR-14/1/1,0/5, WR-14/2/1,0/5 - Luminaire CUDDLE II LED, CUDDLE II LED REG, COSMO LED;

WR-2/2/0,95/5, WR-8A/1/1/5, WR-15/2/1,0/5- Luminaire CUDDLE II LED,  
CUDDLE II LED REG, COSMO LED;

WR-4/1/1,5/5 ZP, WR-4/2/1,5/5 ZP, WR-T1/1,5/5, 
WR-14/1/1,5/5, WR-14/2/1,0/5, WR-18A/1/1,5/5, 
WR-19/1/1,0/0, WR-19/2/1,0/0, WR-21/1/1,5/0, 

WR-21/2/1,5/0, WRP/1/L/Z/5 - Luminaire CUDDLE 
II LED, CUDDLE II LED REG, COSMO LED

Rooted section h [mm] 1 200 1 500

SAL-70K dz SAL-80K dz SAL-85K dz

H
h

Installation wires’ hole for rooted aluminum columns dz
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Luminaire: CUDDLE II LED REG
Extension arm:  WR-21/1
Column: SAL-80M dz

Nysa, Poland
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 Connection of two-piece aluminium column type SAL

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Diameter of the column ending: ø60 mm 
Luminaire mounting: directly on the column, luminaires with mounting ø60 mm  
with weight and surface parameters not exceeding the data from the strength  
table included in the technical data sheet 

two-piece / reinforced / ø176 mm at the base 

Straight aluminium columns

Column type SAL-9,3 SAL-9,8 SAL-10,3 SAL-10,8 SAL-11,3 SAL-11,8

Height of the column H [mm] 9 300 9 800 10 300 10 800 11 300 11 800

Code 42456/C… 42457/C… 42458/C… 42459/C… 42460/C… 42461/C…

Net weight [kg] 47,6 50,8 53,9 56,0 57,0 60,2

Approximate unit volume [m3]* 0,437 0,473 0,509 0,513 0,516 0,55

Recommended luminaires for column
top mounting COSMO LED ALFA, CUDDLE II LED REG

Recommended extension arms and luminaires WR-4/1/0,5/5 ZP, WR-4/1/1,0/5 ZP, WR-8B/1/0,35/0, – Luminaire: CUDDLE II LED, CUDDLE II LED REG, COSMO LED ALFA; 
 WN-1 – Luminaire ARTEMIS LED

Concrete footing / reinforcement basket type B-70, B-71 / Z-70, Z-71

Threaded anchor ending 4xM24

Concrete footing / reinforcement basket code 311170, 311171 / 311207, 311271

Fasteners 4012

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 400 / 300 / 12

Column type SAL-9,3 wzm SAL-9,8 wzm SAL-10,3 wzm SAL-10,8 wzm SAL-11,3 wzm SAL-11,8 wzm

Height of the column H [mm] 93 00 98 00 10 300 10 800 11 300 11 800

Code 42476/C… 42477/C… 42478/C… 42479/C… 42470/C… 42471/C…

Net weight [kg] 53,3 57,2 61,1 63,2 64,2 67,8

Approximate unit volume [m3]* 0,437 0,473 0,509 0,513 0,516 0,55

Recommended luminaires for column
top mounting COSMO LED ALFA, CUDDLE II LED REG

Recommended extension arms and luminaires WR-4/1/0,5/5 ZP, WR-4/1/1,0/5 ZP, WR-4/2/1,0/5 ZP, WR-8B/1/0,35/0, – Luminaire: CUDDLE II LED, CUDDLE II LED REG, 
COSMO LED ALFA; WN-1 – Luminaire ARTEMIS LED

Concrete footing / reinforcement basket type B-70 / Z-70

Threaded anchor ending 4xM24

Concrete footing / reinforcement basket code 311170 / 311207

Fasteners 4012

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 400 / 300 / 12

Luminaire: ARTEMIS LED
Extension arm: WN-1
Column: SAL-11,3

SAL-10,3SAL-9,8 SAL-10,8SAL-9,3 SAL-11,3 SAL-11,8

H
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Aluminium columns with welded extension arms

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Luminaire mounting: directly on the extension arm, luminaires with mounting ø60 mm 
with weight and surface parameters not exceeding the data from the strength table 
included in the technical data sheet

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Column type SAL-A1 SAL-A2 SAL-D1 SAL-D2

Height of the column [mm] 4 000 4 000 4 000 4 000

Code 42209/C… 42210/C… 42215/C… 42216/C…

Net weight [kg] 15,1 16,4 15,6 16,8 

Approximate unit volume [m3]* 0,263 0,397 0,282 0,431

Recommended luminaires ISKRA LED ALFA, ELBA LED, AURIS LED, ATLANTIS LED, VEGA LED ALFA, VEGA LED BETA,  
MIRA LED, MIZAR LED, OS-1 LED, OS-11 LED

Concrete footing / reinforcement basket type B-50 / Z-50

Threaded anchor ending 4xM14

Concrete footing / reinforcement basket code 311150 / 311205

Fasteners 4006

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 224 / 180 / 8

ø120 mm at the base

Luminaire: ATLANTIS LED
Column: SAL-A1

SAL-A1 SAL-A2 SAL-D1 SAL-D2

Nowe Miasteczko, Poland
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Aluminium columns with welded extension arms

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Luminaire mounting: directly on the extension arm, luminaires with mounting ø42 
mm with weight and surface parameters not exceeding the data from the strength 
table included  in the technical data sheet

* For order of more than 10 pcs stated volume may change according to packing 
/C… – choice of anodising colour

Column type SAL-K1 ZP SAL-K2 ZP SAL-M1 ZP SAL-M2 ZP

Height of the column [mm] 6 000 6 000 6 000 6 000

Code 423309/C… 423069/C… 423089/C… 423099/C…

Net weight [kg] 26,5 27,6 26,9 28,3

Approximate unit volume [m3]* 0,67 0,972 0,661 0,951

Recommended luminaires OW LED, DROP LED

Concrete footing / reinforcement basket type B-60 / Z-60

Threaded anchor ending 4xM18

Concrete footing / reinforcement basket code 311160 / 311206

Fasteners 4008

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 320 / 250 / 10

ø146 mm at the base

Luminaire: DROP LED
Column: SAL-K1 ZP

SAL-K1 ZP SAL-K2 ZP SAL-M1 ZP SAL-M2 ZP

Sosnowiec, Poland
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Aluminium columns with welded extension arms

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour of 
the column up to the height of 350 mm (other height on customer’s request)
Luminaire mounting: directly on the extension arm, luminaires with mounting ø60 mm 
or ø42 mm with weight and surface parameters not exceeding the data 
from the strength table included in the technical data sheet

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Column type SAL-R1 SAL-R2 SAL-N12/5 SAL-N22/5

Height of the column [mm] 6 000 6 000 8 000 8 000

Code 42334/C… 42311/C… 4234711/C… 4234811/C…

Net weight [kg] 29,0 32,6 37,7 40,2

Approximate unit volume [m3]* 0,831 1,306 1,21 1,94

Recommended luminaires OW LED, DROP LED CUDDLE II LED, CUDDLE II LED REG, COSMO LED, 
VEGA LED

Concrete footing / reinforcement basket type B-60 / Z-60

Threaded anchor ending 4xM18

Concrete footing / reinforcement basket code 311160 / 311206

Fasteners 4008

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 320 / 250 /10

ø146 mm at the base

Luminaire: OW LED
+ transparent diffuser
Column: SAL-R1

SAL-R1 SAL-R2 SAL-N12/5 SAL-N22/5

Rzeszów, Poland
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Aluminium columns with welded extension arms

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Luminaire mounting: directly on the extension arm, luminaires with mounting ø60 mm  
with weight and surface parameters not exceeding the data from 
the strength table included in the technical data sheet

* For order of more than 10 pcs stated volume may change according to packing 
/C… – choice of anodising colour

Column type SAL-U1/5 SAL-Z1/5 SAL-W1/5 SAL-P61

Height of the column [mm] 9 300 9 300 1 0000 9 000

Code 4246515/C… 4247415/C… 4246915/C… 42487/C…

Net weight [kg] 51,0 53,0 56,5 59,5

Approximate unit volume [m3]* 1,79 0,98 0,916 0,8

Recommended luminaires CUDDLE II LED, CUDDLE II LED REG, COSMO LED

Concrete footing / reinforcement basket type B-70 / Z-70

Threaded anchor ending 4xM24

Concrete footing / reinforcement basket code 311170 / 311207

Komplet elementów złącznych 4012

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 400 / 300 /12

ø176 i ø180 mm at the base

Luminaire: CUDDLE II LED
Column: SAL-P61

SAL-Z1/5 SAL-W1/5 SAL-P61SAL-U1/5

Stary Sącz, Poland

 SAL connector  SAL connector

 SAL connector

 MAL connector
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Płock, Poland

Aluminium columns with welded extension arms

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Luminaire mounting: directly on the extension arm, luminaires with mounting
ø60 mm or ø42 mm with weight and surface parameters not exceeding the data 
from the strength table included in the technical data sheet

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Column type SAL-P71 SAL-P81 SAL-S11 SAL-T11

Height of the column [mm] 9 000 10 300 11 300 11 300

Code 42488/C… 42489/C… 42495/C… 42496/C…

Net weight [kg] 60,3 58,8 67,3 66,3

Approximate unit volume [m3]* 0,873 0,803 1,35 0,76

Recommended luminaires COSMO LED, CUDDLE II LED, CUDDLE II LED REG
COSMO LED, CUDDLE II LED,  

CUDDLE II LED REG, 
OW LED, DROP LED

COSMO LED, CUDDLE II LED,  
CUDDLE II LED REG

Concrete footing / reinforcement basket type B-71 / Z-71 B-70 / Z-70

Threaded anchor ending 4xM24 4xM24

Concrete footing / reinforcement basket code 311171 / 311271 311170 / 311207

Fasteners 4012

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 400 / 300 /12

ø176 i ø180 mm at the base

Luminaire: COSMO LED,
OW LED + transparent diffuser
Column: SAL-S11

SAL-P81 SAL-S11 SAL-T11SAL-P71

Al
EN 40

NE

 SAL connector SAL connector SAL connector
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Aluminium columns with welded extension arms

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Diameter of the column ending: ø60 mm 
Luminaire mounting: directly on the extension arm, luminaires with mounting ø60 mm 
with weight and surface parameters not exceeding the data from the strength table 
included in the technical data sheet

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Column type SAL-P11 SAL-P12 SAL-11 P11 OZ SAL-11 P12 OZ

Height of the column [mm] 10 300 10 300 11 300 11 300

Code 42481/C… 42482/C… 42493/CI65/C45 42494/CI65/C45

Net weight [kg] 59,4 64,3 73,3 84,6

Approximate unit volume [m3]* 1,03 1,42 0,705 0,858

Recommended luminaires COSMO LED, CUDDLE II LED, CUDDLE II LED REG COSMO LED, CUDDLE II LED, CUDDLE II LED REG 

Concrete footing / reinforcement basket type B-70 / Z-70

Threaded anchor ending 4xM24

Concrete footing / reinforcement basket code 311170 / 311207

Fasteners 4012

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 400 / 300 /12 400 / 300 /12 400 / 300 /12 400 / 300 /15

ø176 mm at the base

SAL-P12 SAL-11 P11 OZ SAL-11 P12 OZSAL-P11

Al
EN 40

NE

Stepnica, Poland

Luminaire: CUDDLE II LED
Column: SAL-P12

 SAL connector  SAL connector SAL connector

 SAL connector
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Decorative aluminium columns

Anodising: 10 colours, each with the option of chemical brightening 
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request) 
Luminaire mounting: directly on the column, luminaires with mounting ø60 mm 
with weight and surface parameters not exceeding the data from the strength 
table included in the technical data sheet

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Column type SAL DP-31 SAL DP-42 SAL DP-44  SAL DP-46 SAL DP-45

Height of the column [mm] 3 000 4 000 4 000 4 000 4 000

Code 42910/C… 42911/C… 42913/C… 42943/C… 42914/C…

Net weight [kg] 12,6 16,2 16,8 16,8 17,3

Approximate unit volume [m3]* 0,067 0,09 0,09 0,09 0,14

Recommended luminaires ISKRA LED ALFA, ISKRA LED ALFA PROG, ELBA LED, AURIS LED,  
ATLANTIS LED, VEGA LED BETA, MIRA LED, MIZAR LED, OS-1 LED, OS-11 LED

OPA-1,  
AURIS LED,  

ATLANTIS LED

Concrete footing / reinforcement basket type B-50 / Z-50

Threaded anchor ending 4xM14

Concrete footing / reinforcement basket code 311150 / 311205

Fasteners 4006

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 224 / 180 / 8

SAL DP-46SAL DP-31 • SAL DP-42 SAL DP-44 • SAL DP-45 
Luminaire: ATLANTIS LED
Column: SAL DP-44

SAL DP-42 SAL DP-44 SAL DP-45 SAL DP-46SAL DP-31
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Decorative aluminium columns

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Diameter of the column ending: ø60 mm 
Luminaire mounting: directly on the column, luminaires with mounting ø60 mm 
with weight and surface parameters not exceeding the data from the strength table 
included in the technical data sheet

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Column type SAL DP-38 SAL DP-48 SAL DP-58 SAL DP-38 dz SAL DP-48 dz SAL DP-58 dz

Height of the column [mm] 3 000 4 000 5 000 3 000 4 000 5 000

Code 42945/C… 42946/C… 42947/C… 42965/C… 42966/C… 42967/C…

Net weight [kg] 9,5 11,7 13,4 10,8 13,0 14,7

Approximate unit volume [m3]* 0,087 0,116 0,145 0,027 0,034 0,041

Recommended luminaires ISKRA LED ALFA, ISKRA LED ALFA PROG, ELBA LED, AURIS LED, ATLANTIS LED, VEGA LED BETA, MIRA LED, MIZAR LED,  
OS-1 LED, OS-11 LED

Concrete footing / reinforcement basket type B-51 / Z-51 –

Threaded anchor ending 4xM18 –

Concrete footing / reinforcement basket code 311151 / 311251 –

Fasteners 4008 –

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 260 / 200 / 8 –

Rooted section h [mm] – 800

Luminaire: ELBA LED
Column: SAL DP-48

SAL DP-48 SAL DP-58

SAL DP-38 dz SAL DP-48 dz SAL DP-58 dz

SAL DP-38
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Decorative aluminium columns

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request) 
Diameter of the column ending: ø60 mm 

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Column type SAL DP-407G SAL DP-507G SAL DP-607G SAL DP-807M

Height of the column [mm] 4 000 5 000 6 000 8 000

Code 42970/C… 42971/C… 42972/C… 42974/C…

Net weight [kg] 20,8 24,6 28,5 44,2

Approximate unit volume [m3]* 0,139 0,164 0,187 0,537

Recommended extension arms and luminaires WR-7/1/0,5, WR-7/2/0,5 - Luminaire OS-1 LED, OS-11 LED;  
WA-31 fi42, WA-20/1, WA-20/2 - Luminaire OW LED

WR-23/1/0,76, WR-71/1/1,2, 
WR-71/2/1,2, WA-20/1 fi60, 

WA-20/2 fi60 - OW II LED

Concrete footing / reinforcement basket type B-51 / Z-51 B-70, B-71 / Z-70, Z-71

Threaded anchor ending 4xM18 4xM24

Concrete footing / reinforcement basket code 311151 / 311251 311170, 311171  
/ 311207, 311271

Fasteners 4008 4012

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 260 / 200 / 12 400 / 300 / 12

SAL DP-507G SAL DP-607G SAL DP-807MSAL DP-407G
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Bochnia, Poland

Luminaire: OW II LED
Extension arm: WR-71/1/1,2
Column: SAL DP-807M
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SAL DL-1 SAL DL-2 • SAL DL-6 SAL DL-3 SAL DL-5

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Column type SAL DL-1 SAL DL-2 SAL DL-3 SAL DL -5 SAL DL-6

Height of the column [mm] 7 000 5 500 6 000 4 500 5 000

Code 42993/C… 42994/C… 42995/C… 42997/C… 42998/C…

Net weight [kg] 32,7 21,5 24,8 24,9 17,7

Approximate unit volume [m3]* 1,09 0,714 0,186 0,159 0,186

Recommended luminaires
ISKRA LED, ISKRA LED PROG, GEMINI 

LED, CUDDLE II LED, CUDDLE II LED REG, 
COSMO LED

ISKRA LED, ISKRA LED 
PROG, GEMINI LED, 

VEGA LED, 

CORONA LED,  
COSMO DELTA LED VEGA LED BETA

ISKRA LED, ISKRA LED 
PROG, GEMINI LED, 

VEGA LED

Concrete footing / reinforcement basket type B-60 / Z-60 B-51 / Z-51

Threaded anchor ending 4xM18

Concrete footing / reinforcement basket code 311160 / 311206 311151 / 311251

Fasteners 4008 4008

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 320 / 250 / 10 260 / 200 / 8 260 / 200 / 12 260 / 200 / 8

SAL DL-1 SAL DL-2 SAL DL-3 SAL DL-5 SAL DL-6

Decorative aluminium columns

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Luminaire mounting:  directly on the extension arm of the column, or on the column,  
luminaires with mounting ø60 mm with weight and surface parameters not exceeding  
the data from the strength table included in the technical data sheet
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SAL DS-51 / SAL DS-52SAL DL-10

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Column type SAL DL-10 SAL DS-51 SAL DS-52

Height of the column [mm] 5 000 6 000 5 500

Code 42999/C45/C35 42224/C… 42225/C…

Net weight [kg] 23,0 24,2 23,4

Approximate unit volume [m3]* 0,3 0,804 0,735

Recommended luminaires

ISKRA LED,  
ISKRA LED P ISKRA 

LED PROG,  
ISKRA LED P PROG

OW LED, DROP LED
ISKRA LED, ISKRA LED 

PROG, GEMINI LED, 
VEGA LED, 

Concrete footing / reinforcement basket type B-50 / Z-50 B-51 / Z-51

Threaded anchor ending 4xM14 4xM18

Concrete footing / reinforcement basket code 311150 / 311205 311151 / 311251

Fasteners 4006 4008

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 224 / 180 / 8 260 / 200 / 8

Luminaire: OW LED  
+ transparent diffuser
Column: SAL DS-51

SAL DS-51 SAL DS-52SAL DL-10

Decorative aluminium columns

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Luminaire mounting: directly on the extension arm of the column, or on the column,  
luminaires with mounting ø60 mm with weight and surface parameters not exceeding  
the data from the strength table included in the technical data sheet
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* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Column type SAL DS-81 SAL DS-86 SAL DS-87

Height of the column [mm] 7 820 7 700 6 600

Code 42937/C… 42942/C… 42976/C…

Net weight [kg] 36,0 36,2 34,1

Approximate unit volume [m3]* 0,61 0,79 0,66

Recommended luminaires CUDDLE II LED, CUDDLE II LED REG, COSMO LED, VEGA LED

Concrete footing / reinforcement basket type B-60 / Z-60

Threaded anchor ending 4xM18

Concrete footing / reinforcement basket code 311160 / 311206

Fasteners 4008

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 320 / 250 / 10

Decorative aluminium columns

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Luminaire mounting: directly on the extension arm of the column, luminaires 
with  mounting ø60 mm with weight and surface parameters not exceeding 
the data from the strength table included in the technical data sheet

Luminaire: COSMO LED
Column: SAL DS-87

SAL DS-86 SAL DS-87SAL DS-81
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* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Column type SAL DS-84 SAL DS-88

Height of the column H [mm] 8 400 9 400

Code 42940/C… 42988/C…

Net weight [kg] 48,2 60,6

Approximate unit volume [m3]* 1,57 1,895

Recommended luminaires CUDDLE II LED, CUDDLE II LED REG, COSMO LED

Concrete footing / reinforcement basket type B-70 / Z-70

Threaded anchor ending 4xM24

Concrete footing / reinforcement basket code 311170 / 311207

Fasteners 4012

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 400 / 300 / 12

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Luminaire mounting:  directly on the extension arm of the column, luminaires 
with mounting ø60 mm with weight and surface parameters not exceeding 
the data from the strength table included in the technical data sheet

Decorative aluminium columns

Luminaire: COSMO LED
Column: SAL-84

SAL DS-88SAL DS-84
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Two – piece aluminium column joint with curved  
extension arm WŁN

ø180 mm at the base

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Luminaire mounting: directly on the extension arm of the column, luminaires with 
mounting ø60 mm with weight and surface parameters not exceeding the data  
from the strength table included in the technical data sheet

Two-piece aluminium columns
with curved extension arms

Column type SAL-9 WŁN 
1/1,5/1,7/5

SAL-10 WŁN 
1/1,5/2,7/5

SAL-11 WŁN 
1/1,5/3,7/5

Height of the column H H [mm] 9 000 10 000 11 000

Arm length [mm] 1 500 1 500 1 500

Code 42720/C… 42721/C… 42722/C…

Net weight [kg] 45,3 47,4 49,5

Approximate unit volume [m3]* 0,67 0,74 0,82

Recommended luminaires CUDDLE II LED, CUDDLE II LED REG, COSMO LED

Concrete footing / reinforcement basket type B-71 / Z-71

Threaded anchor ending 4xM24

Concrete footing / reinforcement basket code 311171 / 311271

Fasteners 4012

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 400 / 300 / 10

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Luminaire: CUDDLE II LED
Column: SAL-9 WŁN 1/1,5/1,7/5

Wroclaw, Poland
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Curved extension arm of two-piece aluminium column 

Column type SAL 9 
WŁ1/1,5/3,2/5

SAL 9 
WŁ1/2,0/3,2/5

SAL 9 
WŁ1/2,5/3,2/5

SAL 10 
WŁ1/1,5/3,7/5

SAL 10 
WŁ1/2,0/3,7/5

Height of the column H [mm] 9 000 9 000 9 000 10 000 10 000

Arm length [mm] 1 500 2 000 2 500 1 500 2 000

Code 42419/C… 42422/C… 42425/C… 42437/C… 42440/C…

Net weight [kg] 50,8 52,8 53,9 56 57

Approximate unit volume [m3]* 0,67 0,73 0,8 0,74 0,82

Recommended luminaires CUDDLE II LED, CUDDLE II LED REG, COSMO LED

Concrete footing / reinforcement basket type B-71 / Z-71 B-70 / Z-70 B-70 / Z-70 B-71 / Z-71 B-70 / Z-70

Threaded anchor ending 4xM24 4xM24 4xM24 4xM24 4xM24

Concrete footing / reinforcement basket code 311171 / 311271 311207 /
311270

311207 /
311270 311171 / 311271 311207 / 311270

Fasteners 4012

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 400 / 300 / 12

Column type SAL 10 WŁ1/2,5/3,7/5 SAL 11 WŁ1/1,5/4,7/5 SAL 11 WŁ1/2,0/4,7/5 SAL 12 WŁ1/1,5/5,2/5

Height of the column H [mm] 10 000 11 000 11 000 12 000

Arm length [mm] 2 500 1 500 2 000 1 500

Code 42443/C… 42451/C… 42453,/C… 42455/C…

Net weight [kg] 59,1 59,1 61,2 64,3

Approximate unit volume [m3]* 0,89 0,82 0,92 0,89

Recommended luminaires CUDDLE II LED, CUDDLE II LED REG, COSMO LED

Concrete footing / reinforcement basket type B-70 / Z-70 B-71 / Z-71 B-70 / Z-70 B-71 / Z-71

Threaded anchor ending 4xM24 4xM24 4xM24 4xM24

Concrete footing / reinforcement basket code 311207 / 311270 311171 / 311271 311207 / 311270 311171 / 311271

Fasteners 4012

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 400 / 300 / 12

ø176 mm at the base
Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Luminaire mounting: directly on the extension arm of the column, luminaires 
with mounting ø60 mm with weight and surface parameters not exceeding 
the data from the strength table included in the technical data sheet

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Two-piece aluminium columns  
with curved extension arms

Luminaire: CUDDLE II LED
Column: SAL 9 WŁ1/1,5/3,2/5

 SAL connector



1500 / 2000 / 2500

łącznik SAL

ramię dokręcane

Ø120

H
Ø

60

5O

53
00

 / 
58

00
 / 

63
00

 / 
68

00
 +

 3
50

34 30

R50
A

A

40
0

30
0

95

Ø176

12

40
0

60
0

Al
EN 40

NE NE

106 107

Curved extension arms of two-piece aluminium column

Column type SAL 9 
WŁ2/1,5/3,2/5

SAL 9 
WŁ2/2,0/3,2/5

SAL 9
WŁ/2/2,5/3,2/5

SAL 10
WŁ2/1,5/3,7/5

SAL 10
WŁ2/2,0/3,7/5

SAL 10
WŁ2/2,5/3,7/5

SAL 11
WŁ2/1,5/4,7/5

Height of the column H [mm] 9 000 9 000 9 000 10 000 10 000 10 000 11 000

Arm length [mm] 1 500 2 000 2 500 1 500 2 000 2 500 1 500

Code 42420/C… 42423/C… 42426/C… 42438/C… 42441/C… 42444/C… 42452/C…

Net weight [kg] 56,4 60,1 62,2 61,6 63,7 67,4 64,2

Approximate unit volume [m3]* 0,73 0,81 0,89 0,8 0,89 0,99 0,88

Recommended luminaires CUDDLE II LED, CUDDLE II LED REG, COSMO LED

Concrete footing / reinforcement basket type B-71 / Z-71 B-70 / Z-70 B-70 / Z-70 B-71 / Z-71 B-70 / Z-70 B-70 / Z-70 B-71 / Z-71

Threaded anchor ending 4xM24 4xM24 4xM24 4xM24 4xM24 4xM24 4xM24

Concrete footing / reinforcement basket code 311171/ 311271 311207 / 311270 311207 / 311270 311171 / 311271 311207 / 311270 311207 / 311270 311171 / 311271

Fasteners 4012

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 400 / 300 / 12

ø176 mm at the base

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Luminaire mounting: directly on the extension arm of the column, luminaires 
with mounting ø60 mm with weight and surface parameters not exceeding 
the data from the strength table included in the technical data sheet
ściowej zawartej w karcie technicznej

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Two-piece aluminium columns  
with curved extension arms

Wroclaw, Poland

 SAL connector

     arm tightened
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Column type SAL 9  
WŁ3/1,5/3,2/5

SAL 9  
WŁ3/2,0/3,2/5

SAL 9  
WŁ3/2,5/3,2/5

SAL 10 
WŁ3/1,5/3,7/5

SAL 10 
WŁ3/2,0/3,7/5

SAL 10 
WŁ3/2,5/3,7/5

Height of the column H [mm] 9 000 9 000 9 000 10 000 10 000 10 000

Arm length [mm] 1 500 2 000 2 500 1 500 2 000 2 500

Code 42421/C… 42424/C… 42427/C… 42439/C… 42442/C… 42445/C…

Net weight [kg] 60,4 65,9 68,9 65,6 68,9 74,2

Approximate unit volume [m3]* 1,06 1,25 1,43 1,19 1,38 1,61

Recommended luminaires CUDDLE II LED, CUDDLE II LED REG, COSMO LED

Concrete footing / reinforcement basket type B-70 / Z-70

Threaded anchor ending 4xM24

Concrete footing / reinforcement basket code 311207 / 311270

Fasteners 4012

Dimension of the base plate 
(side / bolt spacing / thickness) [mm] 400 / 300 / 12

ø176 mm at the base

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Luminaire mounting: directly on the extension arm of the column, luminaires 
with mounting ø60 mm with weight and surface parameters not exceeding 
the data from the strength table included in the technical data sheet

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Two-piece aluminium columns  
with curved extension arms

Curved extension arm of two-piece aluminium column 

Jaworzno, Poland

 SAL connector

 2 arms
 tightened
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Column type SAL-45/P SAL-50/P SAL-60/P SAL-70P

Height of the column H [mm] 4 500 5 000 6 000 7 000

Code 42915/C… 42916/C… 42925/C… 42927/C…

Net weight [kg] 21,6 23,8 29,7 33

Approximate unit volume [m3]* 0,13 0,145 0,174 0,203

Recommended luminaires for column top 
mounting

ISKRA LED ALFA, ISKRA LED ALFA PROG, ELBA LED,  
AURIS LED, ATLANTIS LED, VEGA LED BETA, MIRA LED, 

MIZAR LED, OS-1 LED, OS-11 LED

ISKRA LED ALFA, ISKRA LED ALFA PROG, VEGA LED ALFA, 
CORONA LED, COSMO DELTA LED, COSMO ALFA LED

Recommended extension arms and luminaires WN-1 – Luminaire ISKRA LED LB; WR-4/1/0,5/5 – Luminaire: ISKRA LED, ISKRA LED PROG, VEGA LED

Concrete footing / reinforcement basket type B-51 / Z-51

Threaded anchor ending 4xM18

Concrete footing / reinforcement basket code 311151 / 311251

Fasteners 4008

Dimension of the base plate
(side / bolt spacing / thickness) [mm] 260 / 200 / 8 260 / 200 /12

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Lowering and raising columns

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer’s request)
Diameter of the column ending: ø60 mm 
Luminaire mounting: directly on the column, luminaires with mounting ø60 mm  
with weight and surface parameters not exceeding the data from the strength  
table included in the technical data sheet 
1

1.  Removing the door 2. Unscrewing the hinge’s  
    bolt

3. �Manually lowering 
    the column

SAL-70/PSAL-60/PSAL-45/P SAL-50/P
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Easy and safe way of lowering the column

place of lowering 
the column

France
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1. � Assembly of (manual  
     or articulated) mechanism
     on the column

2. Removing the door of wiring  
    chamber

3. �Unscrewing 3 column’s
    securing bolts at the break 
    point

4. �Mounting the drill in the 
mechanism

5. Lowering the column

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Column type SAL-85M/P SAL-90M/P SAL-95M/P SAL-100M/P SAL-115M/P

Height of the column H [mm] 8 500 9 000 9 500 10 000 11 500

Code 42930/C… 42931/C… 42932/C… 42933/C… 42949/C…

Net weight [kg] 51,1 54,4 57,6 60,2 71,6

Approximate unit volume [m3]* 0,556 0,589 0,621 0,654 0,275

Recommended luminaires for column top mounting COSMO LED ALFA, CUDDLE II LED REG

Recommended extension arms and luminaires WR-4/1/1,0/5 ZP, WR-8B/1/0,35/0, WR-13/1/0,8/5 ZP, WR-13/2/0,8/5 ZP, WR-15/1/1,0/5, WR-15/2/1,0/5 – Luminaire CUDDLE II LED,  
CUDDLE II LEG REG, COSMO LED; WN-21, WN-21 REG, WN-4 – floodlights

Concrete footing / reinforcement basket type B-70 / Z-70

Threaded anchor ending 4xM24

Concrete footing / reinforcement basket code 311170 / 311207

Fasteners 4012

Dimension of the base plate
(side / bolt spacing / thickness) [mm] 400 / 300 / 12

Name Code

Manual mechanism 4005

Articulated mechanism 4010

Lowering and raising columns

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer request)
Diameter of the column ending: ø60 mm 
Luminaire mounting: directly on the column, luminaires with mounting ø60 mm  
with weight and surface parameters not exceeding the data from the strength table 
included in the technical data sheet

SAL-100M/P SAL-115M/PSAL-95M/PSAL-85M/P SAL-90M/P

H
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Articulated mechanism for SAL-…M/P column

Malczyce, Poland



34 30

R50
A

A

40
0

30
0

95

Ø225

20

40
0

60
0

114 115

Column type MAL-12,5 wzm MAL-13 wzm MAL-14 wzm MAL-15 wzm MAL-16 wzm

Height of the column H [mm] 12 500 13 000 14 000 15 000 16 000

Code 42551/C… 42552/C… 42554/C… 42556/C… 42558/C…

Net weight [kg] 101,2 106,2 114,9 118,4 122,5

Approximate unit volume [m3]* 0,64 0,68 0,76 0,77 0,78

Recommended extension arms for light masts WM, WRK

Concrete footing / reinforcement basket type B-80 / Z-80

Threaded anchor ending 4xM24

Concrete footing / reinforcement basket code 311180 / 311208

Fasteners 4012

Dimension of the base plate
(side / bolt spacing / thickness) [mm] 400 / 300 / 20

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Column type MAL-12,5 MAL-13 MAL-14 MAL-15 MAL-16

Height of the column H [mm] 12 500 13 000 140 00 15 000 16 000

Code 42501/C… 42502/C… 42504/C… 42506/C… 42508/C…

Net weight [kg] 93,8 98,7 107,6 111,1 115,2

Approximate unit volume [m3]* 0,64 0,68 0,76 0,77 0,78

Recommended extension arms for light masts WM, WRK

Concrete footing / reinforcement basket type B-80 / Z-80

Threaded anchor ending 4xM24

Concrete footing / reinforcement basket code 311180 / 311208

Fasteners 4012

Dimension of the base plate
(side / bolt spacing / thickness) [mm] 400 / 300 / 20

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection  
in the colour of the mast up to the height of 350 mm 
(other height on customer’ request) 
Diameter of the mast ending: ø100 mm

Aluminium light masts

Luminaire: CUDDLE II LED
Extension arm: WRK-3
Column: MAL-13

MAL-15 MAL-16MAL-14MAL-12,5 MAL-13

Al
EN 40
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H
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ø146

MAL 
connector

Base-plate of aluminium column 400x300x20
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Astana, Kazakhstan

Column type MAL-12 
WŁ 1/2,5/5,5/5

MAL-12
WŁ 2/2,5/5,5/5

MAL-13 
WŁ 1/2,5/5,5/5 

MAL-13 
WŁ 2/2,5/5,5/5

MAL-14 
WŁ 1/2,5/6,5/5

MAL-14 
WŁ 2/2,5/6,5/5

Height of the column H [mm] 12 000 12 000 13 000 13 000 14 000 14 000

Arm length [mm] 2 500 2 500 2 500 2 500 2 500 2 500

Code 42509/C… 42510/C… 42511/C… 42512/C… 42513/C… 42514/C…

Net weight [kg] 93,4 106,8 103,2 116,6 108,4 121,8 

Approximate unit volume [m3]* 0,84 1,15 0,93 1,21 1,1 1,27

Recommended luminaires CUDDLE II LED, CUDDLE II LED REG

Concrete footing / reinforcement basket type B-80 / Z-80

Threaded anchor ending 4xM24

Concrete footing / reinforcement basket code 311180 / 311208

Fasteners 4012

Dimension of the base plate
(side / bolt spacing / thickness) [mm] 400 / 300 / 20

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Aluminium light masts

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer request)
Luminaire mounting:  directly on the mast, luminairs with mounting ø60 mm 
with weight and surface parameters not exceeding the data from the strength 
table included in the technical data sheet
w karcie technicznej zawartej w karcie technicznej

Luminaire: CUDDLE II LED
Column: MAL-12 WŁ 1/2,5/5,5/5

MAL connector MAL connector
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Columns for traffic signal lights 

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer request)
Purpose: designed for hanging signal devices at road intersections,  
pedestrian crossings etc.

Column type
SAL SYG  
3,0-B120

SAL SYG  
3,3-B120

SAL SYG  
3,6-B120

SAL SYG  
3,9-B120

SAL SYG  
2,7-B146

SAL SYG  
3,7-B146

SAL SYG 
4,2-B146

Height of the column H [mm] 3 000 3 300 3 600 3 900 2 700 3 700 4 200

Code 42824/C… 42825/C… 42826/C… 42827/C… 42820/C… 42822/C… 42823/C…

Net weight [kg] 12,1 13,1 14 15 13,2 16,5 18,1

Approximate unit volume [m3]* 0,078 0,086 0,094 0,102 0,089 0,122 0,139

Traffic signal lights and signs top column mounting
with Ø90 spigot entry with weight and windage not exceeding

  data in resistance calculations

Concrete footing / reinforcement basket type B-50 / Z-50 B-51 / Z-51

Threaded anchor ending 4xM14 4xM18

Concrete footing / reinforcement basket code 311150 / 311205 311151 / 311251

Fasteners 4006 4008

Dimension of the base plate
(side / bolt spacing / thickness) [mm] 224 / 180 / 8 260 / 200 / 8

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

SAL SYG
3,0-B120

SAL SYG 
3,3-B120

SAL SYG 
3,6-B120

SAL SYG
3,9-B120

SAL SYG
2,7-B146

SAL SYG
3,7-B146

SAL SYG
4,2-B146

H

ø90

ø90

ø90

ø90
ø90

ø90

ø90

Fontenay-sous-Bois, France
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Columns for traffic signal light

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour  
of the column up to the height of 350 mm (other height on customer request)
Purpose: designed for hanging signal devices at road intersections,  
pedestrian crossings etc.

Column type SAL SYG 65-4 SAL SYG 65-7

Height of the column H [mm] 6 500 6 500

Code 42810/C… 82811/C…

Net weight [kg] 90,2 119,4

Approximate unit volume [m3]* 0,84 1,04

Traffic signal lights and signs top column
 mounting

with Ø90 spigot entry with weight and windage not exceeding data 
in resistance calculations

Concrete footing / reinforcement basket type B-80 / Z-80

Threaded anchor ending 4xM24

Concrete footing / reinforcement basket code 311180 / 311 208

Fasteners 4012

Dimension of the base plate
(side / bolt spacing / thickness) [mm] 400 / 300 / 12 400 / 300 / 20

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

SAL 65-7

SAL SYG 65-4

Warsaw, Poland
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Flag poles

Anodising: 10 colours, each with the option of chemical brightening
Finish: brushed, anodised aluminium, option of elastomer protection in the colour of the column  
up to the height of 350 mm (other height on customer request) 
Purpose: masts are designed for hanging flags of surface area up to 6 m² according  to the technical data sheet 
Cord: braided spiral, durable, diameter ø4 mm, white colour 
Weight: made of grey plastic coated metal 
Plastic mounting band: 8 pcs as standard (6 pcs + 1 pc on weight + 1 pc on cross-bar) 
Wiring chamber: equipped in cord’s lock 
Additional accessories:  
• cross-bar for flag lengths: 1 m, 1,5 m, 2 m;  
• ending: gold or silver ball end

Column type SAL MF 6-114 SAL MF 7-114-2 SAL MF 8-114 SAL MF 8-120 SAL MF 9-114 SAL MF 9-120 SAL MF 10-120

Height of the column H [mm] 6 000 7 000 8 000 8 000 9 000 9 000 10 000

Code 42950/C… 42952/C… 42953/C… 42955/C… 42954/C… 42956/C… 42957/C…

Net weight [kg] 18,1 20,7 22,5 27,8 24,2 29,5 31,2

Approximate unit volume [m3]* 0,108 0,142 0,144 0,184 0,147 0,186 0,189

Height of lower section h1 + tube [mm] 4 500 + 200 4 500 + 200 4 500 + 200 6 000 + 200 4 500 + 200 6 000 + 200 6 000 + 200

Height of upper section h2 [mm] 1 500 2 500 3 500 2 000 4 500 3 000 4 000

Concrete footing / reinforcement basket type B-50 / Z-50 B-51 / Z-51

Threaded anchor ending 4xM14 4xM18

Concrete footing / reinforcement basket code 311150 / 311205 311151 / 311251

Fasteners 4006 4008

Dimension of the base plate
(side / bolt spacing / thickness) [mm]

224 / 180 / 8 260 / 200 / 12

Column type SAL MF 10 -146 SAL MF 11-146 SAL MF 12-146

Height of the column H [mm] 10 000 11 000 12 000

Code 42958/C… 42959/C… 42960/C…

Net weight [kg] 45,1 48,1 51

Approximate unit volume [m3]* 0,472 0,476 0,481

Height of lower section h1 + tube [mm] 6 800 + 200 6 800 + 200 6 800 + 200

Height of upper section h2 [mm] 3 200 3 200 5 200

Concrete footing / reinforcement basket type B-71 / Z-71

Threaded anchor ending 4xM24

Concrete footing / reinforcement basket code 311171 / 311271

Fasteners 4012

Dimension of the base plate
(side / bolt spacing / thickness) [mm]

400 / 300 / 10

* For order of more than 10 pcs stated volume may change according to packing
/C… – choice of anodising colour

Tychy, Poland



Extension arms for aluminium columns
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Municipal Stadium
Tychy, Poland

Rzeszów, Poland
Investor: The Road Administration in Rzeszów
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Extension arm type WA-0 WA-41 fi42 WA-5/1 WA-5/2 WA-14/1 WA-14/2

Number of arms 1 1 1 2 1 2 

Code 40270/C… 471041/C… 471051/C… 471052/C… 471141/C… 471142/C… 

Net weight [kg] 0,4 3,9 3,6 5,8 3,9 5,7 

Extension arm effective projected area [m²] 0,13 0,116 0,197 0,12 0,206 
Approximate unit volume [m3]  0,001 0,045 0,021 0,04 0,018 0,035 

Luminaire mounting diameter [mm] ø42 ø42 ø60 ø60 ø42 ø42 

Extension arm type WA-20/1 fi60 WA-20/2 fi60 WA-20/1 WA-20/2 WA-31 fi42

Number of arms 1 2 1 2 1 

Code 471201/60/C… 471202/60/C… 471201/C… 471202/C… 471031/C… 

Net weight [kg] 5,5 9,5 5,5 9,1 8,7

Extension arm effective projected area [m²] 0,198 0,346 0,19 0,346 0,213
Approximate unit volume [m3] 0,078 0,122 0,078 0,122 0,022

Luminaire mounting diameter [mm] ø60 ø60 ø42 ø42 ø42 

Mounting example of WA-0 with OW LED 
luminaire, cone lamp diffuser

WA-41 fi42 WA-5/1

Application: aluminium columns SAL with spigot ø60x130 / 180 mm
Material: anodised aluminium alloy
Anodising: 10 colours, each with the option of chemical brightening

Extension arms WA

WA-5/2 WA-14/1
WA-20/1

WA-20/1 fi60

WA-14/2
WA-20/2 WA-31 fi42

WA-20/1 fi60

The use of extension arm should always be verified with a permissibe loading for specified wind zone (technical cards available at www.rosa.pl.)
/C… – choice of anodising colour 

WA-0
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The use of extension arm should always be verified with a permissibe loading for specified wind zone (technical cards available at www.rosa.pl.)
/C… – choice of anodising colour 

The use of extension arm should always be verified with a permissibe loading for specified wind zone (technical cards available at www.rosa.pl.)
/C… – choice of anodising colour 

Extension arm type WR-2/1/0,95/5 WR-2/2/0,95/5 WR-2/3/0,95/5 WR-5A/1/0,6/5 WR-5A/2/0,6/5

Number of arms 1 2 3 1 2

Code 472021/C… 472022/C… 472023/C… 47250106/C… 47250206/C…

Net weight [kg] 2,8 4,4 6,3 3,4 4,5

Extension arm effective projected area  [m2] 0,085 0,145 0,145 0,11 0,14
Approximate unit volume [m3] 0,023 0,05 0,26 0,03 0,06

Luminaire mounting diameter [mm] ø60 ø60 ø60 ø60 ø60

WR-2/1/0,95/5 WR-2/2/0,95/5 WR-2/3/0,95/5

Application: aluminium columns SAL with spigot ø60x180 mm
Material: anodised aluminium alloy 
Anodising: 10 colours, each with the option of chemical brightening

Extension arm type WR-4/1/0,5/5 ZP WR-4/1/1,0/5 ZP WR-4/1/1,5/5 ZP WR-4/2/0,5/5 ZP WR-4/2/1,0/5 ZP WR-4/2/1,5/5 ZP

Number of arms 1 1 1 2 2 2

Code 472041059/C… 472041109/C… 472041159/C… 472042059/C… 472042109/C… 472042159/C…

Net weight [kg] 1,7 2,5 3,4 2,5 4,2 5,9

Extension arm effective projected area  [m2] 0,05 0,08 0,108 0,08 0,14 0,196
Approximate unit volume [m3] 0,01 0,02 0,02 0,03 0,03 0,48

Luminaire mounting diameter [mm] ø60 ø60 ø60 ø60 ø60 ø60

WR-5A/1/0,6/5 WR-5A/2/0,6/5

WR-4/2/0,5/5 ZP

WR-4/2/1,0/5 ZP

WR-4/2/1,5/5 ZP

WR-4/1/1,0/5 ZP

WR-4/1/1,5/5 ZP

WR-4/1/0,5/5 ZP

Extension arms WR
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The use of extension arm should always be verified with a permissibe loading for specified wind zone (technical cards available at www.rosa.pl.)
/C… – choice of anodising colour 

The use of extension arm should always be verified with a permissibe loading for specified wind zone (technical cards available at www.rosa.pl.)
/C… – choice of anodising colour 

Extension arm type WR-8A/1/0,6/5 WR-8A/1/1,0/5 WR-8B/1/0,35/0 WR-8B/1/0,35/5 WR-8B/1/0,35/10

Number of arms 1 1 1 1 1

Code 47280106/C… 47280110/C… 472831/C… 472841/C… 472851/C…

Net weight [kg] 3,2 3,8 2,1 2,1 2,1

Extension arm effective projected area  [m2] 0,1 0,12 0,05 0,05 0,05
Approximate unit volume [m3] 0,03 0,05 0,015 0,015 0,015

Luminaire mounting diameter [mm] ø60 ø60 ø60 ø60 ø60

WR-8A/1/0,6/5 WR-8A/1/1,0/5

Application: aluminium columns SAL with spigot ø60x180 mm
Material: anodised aluminium alloy
Anodising: 10 colours, each with the option of chemical brightening

Extension arm type WR-10/1/0,85/0 WR-10/2/0,85/0 WR-10P/1/0,85/0 ZP WR-10P/2/0,85/0 ZP WR-10P/1/1,5/0 ZP

Number of arms 1 2 1 2 1

Code 472221/C45/C35 472222/C45/C35 4722419/C45/C35 4722429/C45/C35 4722519/C45/C35

Net weight [kg] 4 6,7 3,3 5,7 4,8

Extension arm effective projected area  [m2] 0,11 0,19 0,073 0,127 0,112
Approximate unit volume [m3] 0,05 0,1 0,013 0,026 0,022

Luminaire ISKRA LED, ISKRA LED PROG ISKRA LED, ISKRA LED PROG ISKRA LED, ISKRA LED PROG ISKRA LED, ISKRA LED PROG ISKRA LED, ISKRA LED PROG

WR-10/1/0,85/0

WR-10P/1/0,85/0 ZP

WR-10/2/0,85/0

WR-10P/2/0,85/0 ZP

WR-10P/1/1,5/0 ZP

WR-8B/1/0,35/0 WR-8B/1/0,35/5 WR-8B/1/0,35/10

Extension arms WR
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The use of extension arm should always be verified with a permissibe loading for specified wind zone (technical cards available at www.rosa.pl.)
/C… – choice of anodising colour 

The use of extension arm should always be verified with a permissibe loading for specified wind zone (technical cards available at www.rosa.pl.)
/C… – choice of anodising colour 

Extension arm type WR-7/1/0,5 WR-7/2/0,5 WR-23/1/0,76 WR-71/1/1,2 WR-71/2/1,2

Number of arms 1 2 1 1 2

Code 472071/C… 472072/C… 472231/C… 472711/C… 472712/C…

Net weight [kg] 2 3,2 4,9 5 7,8

Extension arm effective projected area  [m2] 0,057 0,094 0,126 0,153 0,254
Approximate unit volume [m3] 0,01 0,022 0,06 0,04 0,076

Średnica montażowa oprawy [mm] ø60 ø60 ø60 ø60 ø60

WR-15/1/1,0/5 WR-15/2/1,0/5

WR-7/1/0,5

WR-71/1/1,2

WR-7/2/0,5 WR-23/1/0,76

WR-71/2/1,2

Application: aluminium columns SAL with spigot ø60x180 mm
Material: anodised aluminium alloy
Anodising: 10 colours, each with the option of chemical brightening

Extension arm type WR-15/1/1,0/5 WR-15/2/1,0/5 WR-T1/1,5/5 WR-T2/1,5/5 WR-61/1/2,0/5

Number of arms 1 2 1 2 1

Code 472151/C… 472152/C… 472101/C… 472102/C… 472611/C…

Net weight [kg] 3,4 5 4,7 8,8 5,9

Extension arm effective projected area  [m2] 0,123 0,183 0,147 0,249 0,185
Approximate unit volume [m3] 0,03 0,05 0,041 0,096 0,09

Luminaire mounting diameter [mm] ø60 ø60 ø60 ø60 ø60

WR-T1/1,5/5

WR-61/1/2,0/5

WR-T2/1,5/5

Extension arms WR
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Extension arm type WR-14/1/1,0/5 WR-14/1/1,5/5 WR-14/2/1,0/5

Number of arms 1 1 2

Code 472141/C… 47214115/C… 472142/C…

Net weight [kg] 3,7 4,4 5,7

Extension arm effective projected area  [m2] 0,114 0,14 0,191
Approximate unit volume [m3] 0,06 0,066 0,1

Luminaire mounting diameter [mm] ø60 ø60 ø60

WR-14/2/1,0/5

WR-14/1/1,0/5

WR-14/1/1,5/5

Application: aluminium columns SAL with spigot ø60x180 mm
Material: anodised aluminium alloy
Anodising: 10 colours, each with the option of chemical brightening

Extension arm type WR-14/2/1,5/5 WR-18/1/1,5/5 WR-18A/1/1,5/5

Number of arms 2 1 1

Code 47214215/C… 47218115/C… 47281115/C…

Net weight [kg] 7,3 5,2 6,3

Extension arm effective projected area  [m2] 0,247 0,17 0,21
Approximate unit volume [m3] 0,148 0,06 0,09

Luminaire mounting diameter [mm] ø60 ø60x100 ø60x100

WR-14/2/1,5/5

WR-18/1/1,5/5
WR-18A/1/1,5/5

The use of extension arm should always be verified with a permissibe loading for specified wind zone (technical cards available at www.rosa.pl.)
/C… – choice of anodising colour 

The use of extension arm should always be verified with a permissibe loading for specified wind zone (technical cards available at www.rosa.pl.)
/C… – choice of anodising colour 

Extension arms WR
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Extension arm type WR-19/1/1,0/0 WR-19/1/1,0/5 WR-19/2/1,0/0

Number of arms 1 1 2

Code 472191/C… 47219110/C… 472192/C…

Net weight [kg] 7,2 7,2 7,7

Extension arm effective projected area  [m2] 0,17 0,17 0,22
Approximate unit volume [m3] 0,08 0,08 0,1

Luminaire mounting diameter [mm] ø60 ø60 ø60

WR-19/2/1,0/0

WR-19/1/1,0/0

WR-19/1/1,0/5

Application: aluminium columns SAL with spigot ø60x180 mm
Material: anodised aluminium alloy, 
Anodising: 10 colours, each with the option of chemical brightening

WR-21/1/1,5/0

WR-21/2/1,5/0

The use of extension arm should always be verified with a permissibe loading for specified wind zone (technical cards available at www.rosa.pl.)
/C… – choice of anodising colour 

The use of extension arm should always be verified with a permissibe loading for specified wind zone (technical cards available at www.rosa.pl.)
/C… – choice of anodising colour 

Extension arms WR

Extension arm type WR-21/1/1,5/0 WR-21/2/1,5/0

Number of arms 1 2

Code 472211/C… 472212/C…

Net weight [kg] 7,2 9,9

Extension arm effective projected area  [m2] 0,18 0,24
Approximate unit volume [m3] 0,075 0,1

Luminaire mounting diameter [mm] ø60 ø60



Ø61
Ø76

Z

L

Ø
605O

Ø61

Ø76

Z

LL

Ø61

Ø76

Z

L

L

120O

Ø
605O

Ø
605O

AlNE

140 141

Extension arm type WRP-1/1,0/0,7/5 WRP-1/1,0/1,2/5 WRP-1/1,5/0,7/5 WRP-1/1,5/1,2/5 WRP-2/1,0/0,7/5 WRP-2/1,0/1,2/5

Number of arms 1 1 1 1 2 2

Code 47219111/C… 47219112/C… 47219121/C… 47219122/C… 47219211/C… 47219212/C…

Net weight [kg] 3,7 5,3 4,4 6 5,4 7

Extension arm effective projected area  [m2] 0,106 0,144 0,133 0,17 0,163 0,196
Approximate unit volume [m3] 0,05 0,09 0,07 0,12 0,09 0,11

Luminaire mounting diameter [mm] ø60 ø60 ø60 ø60 ø60 ø60

WRP 1/L/Z/5

Application: aluminium columns SAL with spigot 
ø60x180 mm
Material: anodised aluminium alloy, 
Anodising: 10 colours, each with the option of 
chemical brightening

L –  outreach lengh
ZZ – height of extension arm 
5° – the angle of the arm
1 / 2 / 3 – number of arms 

The use of extension arm should always be verified with a permissibe loading for specified wind zone (technical cards available at www.rosa.pl.)
/C… – choice of anodising colour 

Extension arms WRP

Extension arm type WRP-2/1,5/0,7/5 WRP-2/1,5/1,2/5 WRP-3/1,0/0,7/5 WRP-3/1,0/1,2/5 WRP-3/1,5/0,7/5 WRP-3/1,5/1,2/5

Number of arms 2 2 3 3 3 3

Code 47219221/C… 47219222/C… 47219311/C… 47219312/C… 47219321/C… 47219322/C…

Net weight [kg] 6,9 8,5 8 9,6 10,4 12

Extension arm effective projected area  [m2] 0,221 0,259 0,132 0,17 0,176 0,214
Approximate unit volume [m3] 0,11 0,17 0,09 0,16 0,13 0,21

Luminaire mounting diameter [mm] ø60 ø60 ø60 ø60 ø60 ø60

WRP 2/L/Z/5

WRP 3/L/Z/5

The use of extension arm should always be verified with a permissibe loading for specified wind zone (technical cards available at www.rosa.pl.)
/C… – choice of anodising colour 

L –  outreach lengh
ZZ – height of extension arm 
5° – the angle of the arm
1 / 2 / 3 – number of arms 
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Katowice Airport, Poland

Extension arm type WN-1 WN-2 WN-3 WN-4

Number of arms 1 2 3 4

Code 473010/C… 473020/C… 473030/C… 473040/C…

Net weight [kg] 1,2 1,6 2,7 3,8

Extension arm effective projected area  [m2] 0,03 0,03 0,04 0,04
Approximate unit volume [m3] 0,01 0,01 0,02 0,03

Type of luminaire floodlights floodlights floodlights floodlights

WN-1 WN-2 WN-3 WN-4

Extension arms WN

Application: aluminium columns SAL with spigot ø60x180 mm
Material: anodised aluminium alloy
Anodising: 10 colours, each with the option of chemical 
brightening

The use of extension arm should always be verified with a permissibe loading for specified wind zone (technical cards available at www.rosa.pl.)
/C… – choice of anodising colour 

Extension arm type WN-21 WN-21 REG WN-42

Number of arms 2 2 4

Code 473210/C… 473211/C… 473420/C…

Net weight [kg] 3 5,5 6,3

Extension arm effective projected area  [m2] 0,09 0,14 0,09
Approximate unit volume [m3] 0,02 0,05 0,03

Type of luminaire floodlights floodlights floodlights

WN-42

WN-21 WN-21REG

The use of extension arm should always be verified with a permissibe loading for specified wind zone (technical cards available at www.rosa.pl.)
/C… – choice of anodising colour 



390

50x50x4

Ø12

24
8

11
7

390

50x50x4

Ø12
25

4
12

1

390

80x40x5

25
0

1000

80x40x5

Ø12 Ø12

Ø12

25
5

680

390 390

Ø20 Ø20

Ø101
Ø113

Ø101
Ø113

Ø101
Ø113

Ø101
Ø113

Ø101
Ø113

13
0

480

80x40x5

Ø12

25
4

1000

80x40x5

Ø12 Ø12

25
0

23
0

1300

390

Ø12

480

777

80x40x5

25
0

73
9

Ø12

480

960

80x40x5

25
0

83
1

Ø101
Ø113

Ø101
Ø113

Ø101
Ø113

Ø101
Ø113

Ø101
Ø113

AlNE

144 145

Extension arm type WM-1 WM-2 WM-21 WM-21 REG WM-3

Number of arms 1 2 2 2 3

Code 474010/C… 474020/C… 474210/C… 474211/C… 474030/C…

Net weight [kg] 2 2,3 3,7 6,2 3,4

Extension arm effective projected area  [m²] 0,04 0,04 0,1 0,145 0,05
Approximate unit volume [m³] 0,01 0,01 0,02 0,05 0,02

Type of luminaire floodlights floodlights floodlights floodlights floodlights

WM-1

WM-21 REG WM-3

WM-2 WM-21

Extension arms WM

Application: aluminium masts MAL with spigot ø100 x 180 mm 
Material: anodised aluminium alloy
Anodising: 10 colours, each with the option of chemical brightening

The use of extension arm should always be verified with a permissibe loading for specified wind zone (technical cards available at www.rosa.pl.)
/C… – choice of anodising colour 

Extension arm type WM-31 REG WM-4 WM-42 WM-5 WM-6

Number of arms 3 4 4 5 6

Code 474311/C… 474040/C… 474420/C… 474050/C… 474060/C…

Net weight [kg] 10 4,5 7,1 5,9 7,4

Extension arm effective projected area  [m²] 0,281 0,05 0,1 0,06 0,07
Approximate unit volume [m³] 0,087 0,03 0,03 0,05 0,07

Type of luminaire floodlights floodlights floodlights floodlights floodlights

WM-31 REG WM-4

WM-5

WM-42

WM-6

The use of extension arm should always be verified with a permissibe loading for specified wind zone (technical cards available at www.rosa.pl.)
/C… – choice of anodising colour 
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Extension arm type WRK-3 WRK-4 WRK-5 WRK-6

Number of arms 3 4 5 6

Code 475030/C… 475040/C… 475050/C… 475060/C…

Net weight [kg] 16 18 20 22,1

Extension arm effective projected area  [m²] 0,23 0,26 0,25 0,26
Approximate unit volume [m³] 0,81 0,81 0,81 0,81

Luminaire mounting diameter [mm] ø60 ø60 ø60 ø60

Application: aluminium masts MAL  
with spigot ø100 x 180 mm 
Material: anodised aluminium alloy
Anodising: 10 colours, each with possibility
of chemical brightening

Extension arms WRK

The use of extension arm should always be verified with a permissibe loading for specified wind zone (technical cards available at www.rosa.pl.)
/C… – choice of anodising colour 

WRK-4

WRK-5

WRK-6
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Poznan, Poland

Wall bracket type KA-A1 KA-C1 KA-D1 KA-5  KA-10

Number of arms 1 1 1 1 1

Code 478100/C… 478102/C… 478103/C… 478050/C… 478220/C45/C35

Net weight [kg] 2,1 1,1 1,6 2,5 2,6
Approximate unit volume [m³] 0,17 0,009 0,008 0,02 0,021

Luminaire mounting diameter [mm] ø60 ø42 ø60 ø60 ISKRA LED, ISKRA LED PROG

KA-C1 KA-D1

KA-A1

KA-5

KA-10

Wall brackets KA 

Application: aluminium wall brackets for wall mounting 
Material: anodised aluminium alloy
Anodising: 10 colours, each with the option of chemical brightening

/C… – choice of anodising colour 

Wall bracket type KA-14 KA-19 KA-20 KA-21

Number of arms 1 1 1 1

Code 478140/C… 478190/C… 478200/C… 478210/C45/C35

Net weight [kg] 2,6 6 4,3 5,3 
Approximate unit volume [m³] 0,04 0,021 0,09 0,03

Luminaire mounting diameter [mm] ø42 ø60 ø42 ø60

KA-14

KA-20 KA-21

KA-19

/C… – choice of anodising colour 



Plastic coated poles
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Pisz, Poland



widok słupa konstrukcja stalowa

Przykład budowy słupa S-40W 

przekrój
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Ostróda, Poland

Traditional poles type S

Outdoor lighting as part of the landscaping gives a unique character of urban space. 
What matters is aesthetics, quality, durability and economy of operating. A wide range of decorative 
plastic coated poles and extension-arms allows to choose perfect lighting of urban green spaces, 
squares and neighborhoods.

pole view cross-section steel
construction

Example of the pole construction S-40W

element 4

element 3

element 2

cover

element 1

base-plate
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Traditional poles type S

Pole S-13/B
Luminaire OP
lamp diffuser 
Klio white

Pole S-21W/B
Luminaire
OS-11 LED

Pole S-22/B
Luminaire OP
lamp diffuser 
Klio smoke 
with cap

Pole S-23/B
Luminaire
OS-11 LED

Pole S-30/A 
arm system 2+1 
downwards luminaires 
OP, lamp diffusers 
Sphere transparent 
Ø400, stainless steel 
louvre reflectors

Pole S-31W/A
arm system 2 
upwards, 
luminaires  
OS-1 LED

Pole S-32/A
arm system  
2 downwards, 
luminaires 
OS-11 LED

Pole S-40W/B
Luminaire
ATLANTIS LED

Słup S-52W/B
Luminaire
ELBA LED

Słup S-54 W/A
arm system 2 down-
wards, luminaires OP, 
lamp diffusers Sphere 
transparent Ø450, 
Stainless steel louvre 
reflectors

S-13 S-23 S-22 S-21
S-21W

S-40
S-40W

S-31
S-31W

S-30
S-30W

S-32 S-54WS-52W

* For order of more than 10 pcs stated volume may change according to packing. 
W – pole with wiring chamber

* For order of more than 10 pcs stated volume may change according to packing. 
W – pole with wiring chamber

Pole type S-13 S-23 S-22 S-21 S-21W S-30 S-30W

Height of the pole  H [mm] 1 400 2 655 2 090 2 055 2 055 2 765 2 765

Code 
Spigot type A – 12310 12210 12110 12111 13010 13011

Spigot type B 11320 12320 12220 12120 12121 13020 13021

Net weight [kg]
Spigot type A – 17 17 17 22 24 26

Spigot type B 9 15 17 17 22 24 25

Approximate unit volume [m3]*
Spigot type A – 0,06 0,08 0,07 0,07 0,1 0,1

Spigot type B 0,03 0,06 0,08 0,07 0,07 0,1 0,1

Proposed types of luminaires mounted 
directly on the pole / pole top mounted Spigot type "B": ELBA LED, AURIS LED, OS-1 LED, OS-11 LED, ATLANTIS LED, ELBA, OS-1, OP, OPA-1

Bracket configuration
Spigot type "A": "1"' "2", "2+1", "3", "3+1"

for poles type S-23, S-54W use maximum bracket configuration „2”

Concrete footing / reinforcement basket type B-20/Z-20 B-20/Z-20 B-30/Z-30 B-30/Z-30 B-30/Z-30 B-30/Z-30 B-30/Z-30

Threaded anchor ending 3xM12 3xM12 3xM14 3xM14 3xM14 3xM14 3xM14

Concrete footing / reinforcement basket code 311120 / 311202 311120 / 311202 311130 / 311203 311130 / 311203 311130 / 311203 311130 / 311203 311130 / 311203

Fasteners 311002 311002 311003 311003 311003 311003 311003

Dimension of the base plate ø225 ø225 ø300 ø300 ø300 ø300 ø300

Pole type S-31 S-31W S-32 S-40 S-40W S-52W S-54W

Height of the pole H [mm] 3 320 3 320 3 355 4 030 4 030 4 735 5 285

Code 
Spigot type A 13110 13111 13210 14010 14011 15211 15411

Spigot type B 13120 13121 13220 – 14021 15221 15421

Net weight [kg]
Spigot type A 29 30 28 39 42 49 47

Spigot type B 29 27 28 – 33 39 41

Approximate unit volume [m3]*
Spigot type A 0,12 0,12 0,12 0,14 0,14 0,17 0,18

Spigot type B 0,12 0,12 0,14 – 0,14 0,17 0,18

Proposed types of luminaires mounted 
directly on the pole / pole top mounted Spigot type "B": ELBA LED, AURIS LED, OS-1 LED, OS-11 LED, ATLANTIS LED, ELBA, OS-1, OP, OPA-1

Bracket configuration
Spigot type "A": "1"' "2", "2+1", "3", "3+1"

for poles type S-23, S-54W use maximum bracket configuration „2”

Concrete footing / reinforcement basket type B-30/Z-30 B-30/Z-30 B-30/Z-30 B-40B/Z-40B B-40B/Z-40B B-40/Z-40 B-40/Z-40

Threaded anchor ending 3xM14 3xM14 3xM14 3xM14 3xM14 3xM14 3xM14

Concrete footing / reinforcement basket code 311130 / 311203 311130 / 311203 311130 / 311203
311140B / 
311204B

311140B / 
311204B

311140 / 311204 311140 / 311204

Fasteners 311003 311003 311003 311003 311003 311003 311003

Dimension of the base plate ø300 ø300 ø300 ø300 ø300 ø300 ø300
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Przykład budowy słupa SP-4W
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pole view cross 
section

element 4

element 3

element 2

element 1

cover

base-platesteel
construction

Example of the pole construction SP-4W

Pole SP-3W/A
Extension 
arm WT-5/2 
Luminaires
ELBA LED

Pole SP-4W/E
Extension arm  
WTM-11/2 luminaires 
OP lamp diffusers 
Sphere transparent 
Ø400 stainless steel 
louvre reflectors

Pole SP-5W/E
Extension arm  
WTM-20/2 luminaires 
OW LED transparent 
lamp diffuser 

Traditional poles type SP

* For order of more than 10 pcs stated volume may change according to packing. 
W – pole with wiring chamber

Pole type SP-2 SP-3 SP-3W SP-31W SP-4W SP-5W

Height of the pole H [mm] 2 818 3 735 3 735 4 000 4 645 6 000

Code 

Spigot type A 17210 17310 17311 173111 17411 – 

Spigot type B 17220 – 17321 173211 17421 – 

Spigot type E – – 17351 173511 17451 17551

Net weight [kg]

Spigot type A 19 34 37 41 44 – 

Spigot type B 17 – 31 35 37 – 

Spigot type E – – 40 42 50 73

Approximate unit volume [m3]*

Spigot type A 0,06 0,13 0,13 0,19 0,16 – 

Spigot type B 0,06 – 0,13 0,19 0,16 – 

Spigot type E – – 0,14 0,2 0,17 0,35

Proposed types of luminaires mounted 
directly on the pole / pole top mounted

Spigot type "B": ELBA LED, AURIS LED, OS-1 LED, OS-11 LED,  
ATLANTIS LED, ELBA, OS-1, OP, OPA-1

Bracket configuration
Spigot type "A", Spigot type "P", Extension arms WT, WA-1, WA-01, WA-4

Spigot type "E": Extension arms WTM

Concrete footing / reinforcement basket type B-20 / Z-20 B-40B / Z-40B B-40B / Z-40B B-60T / Z-60T B-40 / Z-40 B-71T / Z-71T

Threaded anchor ending 3xM12 3xM14 3xM14 4xM18 3xM14 4xM18

Concrete footing / reinforcement basket code 311120 / 311202
311140B / 
311204B

311140B / 
311204B

311160T / 
311206T

311140 / 311204
311171T / 
311271T

Fasteners 311002 311003 311003 4008 311003 4008

Dimension of the base plate ø225 ø300 ø300 320x320 ø300 400x400
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H

Tychy, Poland

pole view section steel
construction

Example of the pole construction SM-1W/E

element 4

element 3

element 2

element 1

cover

base-plate

Composite poles type SM

SM-3WSM-1W SM-2W

* For order of more than 10 pcs stated volume may change according to packing. 
W – pole with wiring chamber

Pole type SM-1W SM-2W SM-3W

Height of the pole H [mm] 4 440 5 150 5 855

Code (Spigot type E) 15551 15651 15751

Net weight [kg] 48 55 61

Approximate unit volume [m3]* 0,16 0,19 0,21

Proposed extension arm types WTM

Concrete footing / reinforcement basket type B-40 / Z-40

Threaded anchor ending 3xM14

Concrete footing / reinforcement basket code 311140 / 311240

Fasteners 311003

Dimension of the base plate ø300



Extension arms of plastic coated poles

Gulbene, Latvia
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Extension arm type WT-5/1 WT-5/2 WT-8/1 WT-8/2

Number of arms 1 2 1 2

Code 477051/C35 477052/C35 477081/C35 477082/C35

Net weight [kg] 2,9 4,9 3,2 5,4
Approximate unit volume [m³] 0,02 0,04 0,03 0,06

Compatible luminaires OPA-1 OPA-1 OP 400 OP 400

WT-5/1 WT-5/2

Extension arms WT

Application: mounting on poles type S and SP with spigot type „A”
Material: aluminium alloy anodised in black - other anodised colours optional

Extension arm type WT-11/1 WT-11/2 WT-14/1 WT-14/2

Number of arms 1 2 1 2

Code 477111/C35 477112/C35 477141/C35 477142/C35

Net weight [kg] 3,7 6,3 3,2 5,2
Approximate unit volume [m³] 0,04 0,075 0,024 0,047

Compatible luminaires OP 400, OP 450 OP 400, OP 450 OP 400, OP 450 OP 400, OP 450

WT-8/1 WT-8/2

WT-11/1 WT-11/2

WT-14/1 WT-14/2
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Extension arm type WTM-11/1 WTM-11/2 WTM-15/1P WTM-31

Number of arms 1 2 1 1

Code 476111/C35 476112/C35 476151/C35 476301/C35

Net weight [kg] 4,8 7,5 4,4 9,7

Approximate unit volume [m³] 0,04 0,075 0,025 0,054

Compatible luminaires OP 400, OP 450 OP 400, OP 450 OP 400, OP 450 OW LED, DROP LED

WTM-31 WTM-11/1

WTM-11/2 WTM-15/1P

Extension arms WTM

Application: mounting on poles type S and SP with spigot type „E”
Material: aluminium alloy anodised in black - other anodised colours optional

Extension arm type WTM-15/1U WTM-15/2 WTM-20/1 WTM-20/2

Number of arms 1 2 1 2

Code 476150/C35 476152/C35 476201/C35 476202/C35

Net weight [kg] 4,4 7 5,7 9,6
Approximate unit volume [m³] 0,027 0,05 0,042 0,081

Compatible luminaires uliczne OP 400, OP 450, uliczne OW LED, DROP LED OW LED, DROP LED

WTM-15/1U WTM-15/2

WTM-20/1 WTM-20/2
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The way of assembling an arm system in head

Bracket configuration

Extension arm type Bracket conf. 1 Bracket conf. 2 Bracket conf. 2+1 Bracket conf. 3 Bracket conf. 3+1

Number of arms 1 2 2 3 3

Code 331000 332000 332100 333000 333100

Net weight [kg] 3,1 5,3 5,9 7,9 8,3
Approximate unit volume [m³] 0,024 0,024 0,024 0,032 0,032

Compatible luminaires OS-1 LED, OS-11 LED, OP, OS-1

Bracket configuration 1 –  upwards

Bracket configuration – upwards

Bracket configuration 1 –  downwards 

Bracket configuration 2 –  downwards Bracket configuration 2 – 
upwards and downwards

Application: mounting on traditional plastic coated poles type S with spigot type „A”
Material: arm – polypropylene reinforced with steel tube, head and extension of the head – polyamide 
Construction: arm connected to head by a connecting socket 
Optional arm configuration: upwards or downwards 
Colour: black

Bracket configuration 2+1 –upwards Bracket configuration 2+1 –  downwards Bracket configuration 2+1 
– upwards and downwards

Bracket configuration 3 – upwards Bracket configuration 3 –  downwards 

Bracket configuration 3+1 – upwards Bracket configuration 3+1 –  downwards 
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Extension arm type Bracket conf. P 1 Bracket conf. P 2

Number of arms 1 2

Code 341000 342000

Net weight [kg] 3,3 5,6

Approximate unit volume [m³] 0,024 0,024

Compatible luminaires
ATLANTIS LED (only upwards), ELBA LED (only upwards), AURIS LED 

(only upwards), ELBA (only upwards), OPA-1 (only upwards), 
OS-1 LED, OS-11 LED, OP, OS-1

Bracket configuration P1 –  upwards Bracket configuration P1 –  downwards 

Bracket configuration P2 –  upwards Bracket configuration P2 –  downwards Bracket configuration P2 
– upward and downwards 

Application: mounting on traditional plastic coated poles type SP with spigot type „A”
Material: arm – polypropylene reinforced with steel tube, head and extension of the head – polyamide 
Construction: arm connected to head by a connecting socket 
Optional arm configuration: upwards or downwards 
Colour: black

Wall bracket type KR KP

Number of arms 1 1

Code 330100 340200

Net weight [kg] 2,6 2,7

Approximate unit volume [m³] 0,032 0,032

Compatible luminaires OS-1 LED, OS-11 LED, 
OS-1, OP

ATLANTIS LED  
(only upwards), OS-1 LED, 

OS-11 LED, OS-1, OP, OPA-1 
(only upwards)

Wall bracket KR Wall bracket KP 

Application: aluminium wall brackets for wall mounting 
Material: arm – polypropylene reinforced with steel tube, holder – polyamide 
Construction: arm connected to head by a connecting socket 
Optional arm configuration: upwards or downwards 
Colour: black

Bracket configuration P Wall brackets KR, KP



Luminaires LED 
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Jagiellonian Square
Radom, Poland
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Kaliska residential area 
Opole, Poland

Kielce Technology Park
Kilece, Poland
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Harmonia residential area
Cracow, Poland

Pedestrian and bike path
Bochnia, Poland
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Bonarka City Center
Cracow, Poland

Lubomirskiego Street,
Cracow, Poland
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Park at Blessed Carolina Street
Rzeszów, Poland
nvestor: The Road Administration in Rzeszów
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Parameters: 
H	– luminaire mounting height:  5 m
W	– pole spacing: 42 m 
S	 – road width: 5 m 

Bicycle and pedestrian path

Lighting class P4

ISKRA LED 24 W, SP optics

Lighting example

ISKRA LED / ISKRA LED PROG
Application: urban roads, residential streets, parks, pedestrian walkways, cycle paths
Installation: on extension arms with ø60 x 90 mm ending
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / black
Number of LEDs: 12
Expected useful lifetime: L90F10 - 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,005 m3

IInput voltage frequency: 50/60 Hz
Power factor: ≥0.95
Luminaire ISKRA LED optionally has the possibility, to connect  
to an external control system via analog signal 1-10 V.
Luminaire ISKRA LED PROG has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10V).

/… Symbol of selected optical system  

ENEC certificate for ISKRA LED 24, 36, ISKRA LED 24, 36 PROG with T2_E, T3_E and ME_E optics.

3L optics available for ISKRA LED 12W luminaire power only.

Luminaires LED

T4ME / ME_EDW T2 / T2_E T3 / T3_E SP 3L

Code Name
LED

power

Luminaire 
power 

consumption

LED 
forward current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weigh

213230/1/… ISKRA LED 24 27 W 30 W 760 mA 2 700 K 4 000 lm 3 600 lm 120 lm/W 2,2 kg

213230/3/… ISKRA LED 24 27 W 30 W 760 mA 3 500 K 4 150 lm 3 750 lm 125 lm/W 2,2 kg

213230/4/… ISKRA LED 24 27 W 30 W 760 mA 4 000 K 4 800 lm 4 350 lm 145 lm/W 2,2 kg

213230/6/… ISKRA LED 24 27 W 30 W 760 mA 5 000 K 4 800 lm 4 350 lm 145 lm/W 2,2 kg

213232/1/… ISKRA LED 36 36 W 39,5 W 960 mA 2 700 K 4 800 lm 4 400 lm 111 lm/W 2,2 kg

213232/3/… ISKRA LED 36 36 W 39,5 W 960 mA 3 500 K 5 000 lm 4 650 lm 118 lm/W 2,2 kg

213232/4/… ISKRA LED 36 36 W 39,5 W 960 mA 4 000 K 5 900 lm 5 500 lm 139 lm/W 2,2 kg

213232/6/… ISKRA LED 36 36 W 39,5 W 960 mA 5 000 K 5 900 lm 5 500 lm 139 lm/W 2,2 kg

2132127/1/… ISKRA LED 12 PROG 12 W 14 W 350 mA 2 700 K 1 850 lm 1 700 lm 121 lm/W 2,1 kg

2132127/3/… ISKRA LED 12 PROG 12 W 14 W 350 mA 3 500 K 1 900 lm 1 750 lm 125 lm/W 2,1 kg

2132127/4/… ISKRA LED 12 PROG 12 W 14 W 350 mA 4 000 K 2 300 lm 2 100 lm 150 lm/W 2,1 kg

2132127/6/… ISKRA LED 12 PROG 12 W 14 W 350 mA 5 000 K 2 300 lm 2 100 lm 150 lm/W 2,1 kg

2132130/1/… ISKRA LED 24 PROG 24 W 28 W 700 mA 2 700 K 3 600 lm 3 350 lm 120 lm/W 2,1 kg

2132130/3/… ISKRA LED 24 PROG 24 W 28 W 700 mA 3 500 K 3 700 lm 3 500 lm 125 lm/W 2,1 kg

2132130/4/… ISKRA LED 24 PROG 24 W 28 W 700 mA 4 000 K 4 350 lm 4 050 lm 145 lm/W 2,1 kg

2132130/6/… ISKRA LED 24 PROG 24 W 28 W 700 mA 5 000 K 4 350 lm 4 050 lm 145 lm/W 2,1 kg

2132132/1/… ISKRA LED 36 PROG 36 W 40 W 1 000 mA 2 700 K 4 900 lm 4 500 lm 113 lm/W 2,1 kg

2132132/3/… ISKRA LED 36 PROG 36 W 40 W 1 000 mA 3 500 K 5 100 lm 4 750 lm 119 lm/W 2,1 kg

2132132/4/… ISKRA LED 36 PROG 36 W 40 W 1 000 mA 4 000 K 6 000 lm 5 600 lm 140 lm/W 2,1 kg

2132132/6/… ISKRA LED 36 PROG 36 W 40 W 1 000 mA 5 000 K 6 000 lm 5 600 lm 140 lm/W 2,1 kg
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ISKRA LED ALFA / ISKRA LED ALFA PROG

Parameters: 
H	– luminaire mounting height:  6 m
W	– pole spacing: 30 m 
S	 – road width: 5,5 m 

Local road

Lighting class M5

ISKRA LED ALFA 36 W, T3 optics

Lighting example

Application: urban roads, residential streets, parks, pedestrian walkways, cycle paths
Installation: on extension arms with ø60x50 mm ending
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / black
Number of LEDs: 12
Expected useful lifetime: L90F10 - 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,01 m3

IInput voltage frequency: 50/60 Hz
Power factor: ≥0.95
Luminaire ISKRA LED ALFA optionally has the possibility, to connect  
to an external control system via analog signal 1-10 V.
Luminaire ISKRA LED ALFA PROG has the possibility to connect 
to an external control system via DALI interface (optionally via analog signal 1-10V).

Luminaires LED

T4 3LME / ME_EDW T2 / T2_E T3 / T3_E SP

/… Symbol of selected optical system  

ENEC certificate for ISKRA LED ALFA 24, 36, ISKRA LED ALFA 24, 36 PROG with T2_E, T3_E and ME_E optics.

3L optics available for ISKRA LED 12 W luminaire power only.

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

213330/1/… ISKRA LED ALFA 24 27 W 30 W 760 mA 2 700 K 4 000 lm 3 600 lm 120 lm/W 2,6 kg

213330/3/… ISKRA LED ALFA 24 27 W 30 W 760 mA 3 500 K 4 150 lm 3 750 lm 125 lm/W 2,6 kg

213330/4/… ISKRA LED ALFA 24 27 W 30 W 760 mA 4 000 K 4 800 lm 4 350 lm 145 lm/W 2,6 kg

213330/6/… ISKRA LED ALFA 24 27 W 30 W 760 mA 5 000 K 4 800 lm 4 350 lm 145 lm/W 2,6 kg

213332/1/… ISKRA LED ALFA 36 36 W 39,5 W 960 mA 2 700 K 4 800 lm 4 400 lm 111 lm/W 2,6 kg

213332/3/… ISKRA LED ALFA 36 36 W 39,5 W 960 mA 3 500 K 5 000 lm 4 650 lm 118 lm/W 2,6 kg

213332/4/… ISKRA LED ALFA 36 36 W 39,5 W 960 mA 4 000 K 5 900 lm 5 500 lm 139 lm/W 2,6 kg

213332/6/… ISKRA LED ALFA 36 36 W 39,5 W 960 mA 5 000 K 5 900 lm 5 500 lm 139 lm/W 2,6 kg

2133127/1/… ISKRA LED ALFA 12 PROG 12 W 14 W 350 mA 2 700 K 1 850 lm 1 700 lm 121 lm/W 2,5 kg

2133127/3/… ISKRA LED ALFA 12 PROG 12 W 14 W 350 mA 3 500 K 1 900 lm 1 750 lm 125 lm/W 2,5 kg

2133127/4/… ISKRA LED ALFA 12 PROG 12 W 14 W 350 mA 4 000 K 2 300 lm 2 100 lm 150 lm/W 2,5 kg

2133127/6/… ISKRA LED ALFA 12 PROG 12 W 14 W 350 mA 5 000 K 2 300 lm 2 100 lm 150 lm/W 2,5 kg

2133130/1/… ISKRA LED ALFA 24 PROG 24 W 28 W 700 mA 2 700 K 3 600 lm 3 350 lm 120 lm/W 2,5 kg

2133130/3/… ISKRA LED ALFA 24 PROG 24 W 28 W 700 mA 3 500 K 3 700 lm 3 500 lm 125 lm/W 2,5 kg

2133130/4/… ISKRA LED ALFA 24 PROG 24 W 28 W 700 mA 4 000 K 4 350 lm 4 050 lm 145 lm/W 2,5 kg

2133130/6/… ISKRA LED ALFA 24 PROG 24 W 28 W 700 mA 5 000 K 4 350 lm 4 050 lm 145 lm/W 2,5 kg

2133132/1/… ISKRA LED ALFA 36 PROG 36 W 40 W 1 000 mA 2 700 K 4 900 lm 4 500 lm 113 lm/W 2,5 kg

2133132/3/… ISKRA LED ALFA 36 PROG 36 W 40 W 1 000 mA 3 500 K 5 100 lm 4 750 lm 119 lm/W 2,5 kg

2133132/4/… ISKRA LED ALFA 36 PROG 36 W 40 W 1 000 mA 4 000 K 6 000 lm 5 600 lm 140 lm/W 2,5 kg

2133132/6/… ISKRA LED ALFA 36 PROG 36 W 40 W 1 000 mA 5 000 K 6 000 lm 5 600 lm 140 lm/W 2,5 kg
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ELBA LED 

Parameters: 

H	 – luminaire mounting height:  4 m

W	– pole spacing: 22 m 

S	 – road width: 3 m 

Sidewalk 

Lighting class P4

ELBA LED

Lighting example

Application: parks, pedestrian walkways, cycle paths
Installation: pole top mounted or on extension arms with ø60x50 mm ending
Ingress protection: IP 65 
Material: base – high-pressure die-casted aluminium alloy 
                 cap – formed aluminium sheet
                 diffuser – frosted cylindrical ø200 mm (PMMA) 
Expected useful lifetime: L90F10 - 50 000 h, L80F20 – 100 000 h
CRI: >70 for 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,06 m3

Input voltage frequency: 50/60 Hz
Power factor: ≥0.95
Luminaire ELBA LED has the possibility to connect to an external
control system via DALI interface (optionally via analog signal 1-10V).

Luminaires LED

Code Name
 LED

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

213050/1 ELBA LED czarna 33 W 36 W 940 mA 2 700 K 5 300 lm 3 650 lm 101 lm/W 5 kg

2131050/1/C45 ELBA LED inox 33 W 36 W 940 mA 2 700 K 5 300 lm 3 450 lm 96 lm/W 5 kg

213050/3 ELBA LED czarna 33 W 36 W 940 mA 3 500 K 5 750 lm 3 950 lm 110 lm/W 5 kg

2131050/3/C45 ELBA LED inox 33 W 36 W 940 mA 3 500 K 5 750 lm 3 750 lm 104 lm/W 5 kg

213050/4 ELBA LED czarna 33 W 36 W 940 mA 4 000 K 5 850 lm 4 000 lm 111 lm/W 5 kg

2131050/4/C45 ELBA LED inox 33 W 36 W 940 mA 4 000 K 5 850 lm 3 800 lm 106 lm/W 5 kg
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AURIS LED 

Parameters: 

H	 – luminaire mounting height:  3,5 m

W	– pole spacing: 23 m 

S	 – sidewalk width: 4 m 

Sidewalk 

Lighting class P4

AURIS LED, A optics

Lighting example

Luminaires LED

S – symmetricalA – asymmetrical

/… Symbol of selected optical system 

Application: parks, pedestrian walkways, cycle paths
Installation: pole top mounted or on extension arms with ø60x50 mm ending
Ingress protection: IP 66
Material: cap - formed aluminum sheet, 
	 diffuser - frosted cylindrical ø200 mm (PMMA)
	 base - high-pressure die-casted aluminum alloy
Expected useful lifetime: L80F20 – 50 000 h
CRI: >70 for 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,06 m3

Input voltage frequency: 50/60 Hz
Power factor: ≥0.9

Code Name
LED

power

Luminaire 
power 

consumption

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

213563/1/... AURIS LED black 18 W 20 W 2 700 K 2 800 lm 1 800 lm 90 lm/W 5 kg

213563/1/.../C45 AURIS LED inox 18 W 20 W 2 700 K 2 800 lm 1 750 lm 88 lm/W 5 kg

213563/3/... AURIS LED black 18 W 20 W 3 500 K 3 000 lm 1 950 lm 98 lm/W 5 kg

213563/3/.../C45 AURIS LED inox 18 W 20 W 3 500 K 3 000 lm 1 850 lm 93 lm/W 5 kg

213563/4/... AURIS LED black 18 W 20 W 4 000 K 3 000 lm 1 950 lm 98 lm/W 5 kg

213563/4/.../C45 AURIS LED inox 18 W 20 W 4 000 K 3 000 lm 1 850 lm 93 lm/W 5 kg
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ATLANTIS LED

Parameters: 
H	– luminaire mounting height:  4 m
W	– pole spacing: 26 m 
S	 – road width: 4 m 

Sidewalk 

Lighting class P4

ATLANTIS LED

Lighting example

Application: parks, pedestrian walkway, cycle paths
Installation: pole top mounted or on extension arms with ø60x50 mm ending
Ingress protection: IP 66 
Material: cap - formed aluminum sheet
                 diffuser - transparent (PMMA)
                 base - high-pressure die-casted aluminum alloy
Colour: cap–inox, base– painted in RAL 9006
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h 
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,22 m3

Input voltage frequency: 50/60 Hz
Power factor: ≥0.95
Luminaire ATLANTIS LED has the possibility to connect to an external
 ontrol system via DALI interface (optionally via analog signal 1-10V).

Luminaires LED

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

214650/1 ATLANTIS LED 38 W 42 W 800 mA 2 700 K 4 650 lm 3 900 lm 93 lm/W 4 kg

214650/3 ATLANTIS LED 38 W 42 W 800 mA 3 500 K 4 900 lm 4 100 lm 98 lm/W 4 kg

214650/4 ATLANTIS LED 38 W 42 W 800 mA 4 000 K 6 300 lm 5 200 lm 124 lm/W 4 kg

214650/6 ATLANTIS LED 38 W 42 W 800 mA 5 000 K 6 300 lm 5 200 lm 124 lm/W 4 kg
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/… Symbol of selected optical system 

COSMO DELTA LED

Parameters: 
H	– luminaire mounting height:  6 m
W	– pole spacing: 35 m 
S	 – road width: 6 m 

Local road

Lighting class C3

COSMO DELTA LED 72 W, T2 optics

Lighting example

Application: parks, parking
Installation: pole top mounted with ø60x80 mm ending
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / black
Optical system: PMMA optics, interchangeable LED module
Number of LEDs: 24
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h 
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,32 m3

Input voltage frequency: 50/60 Hz
Power factor: ≥0.95
Luminaire COSMO DELTA LED has the possibility to connect to an external
control system via DALI interface (optionally via analog signal 1-10V).

Luminaires LED

MEDW

T4 SP VS

T2

T3

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

2148032/1/… COSMO DELTA LED 36 36 W 42 W 500 mA 2 700 K 5 250 lm 4 600 lm 110 lm/W 11 kg

2148032/3/… COSMO DELTA LED 36 36 W 42 W 500 mA 3 500 K 5 500 lm 4 800 lm 114 lm/W 11 kg

2148032/4/… COSMO DELTA LED 36 36 W 42 W 500 mA 4 000 K 6 450 lm 5 700 lm 136 lm/W 11 kg

2148032/6/… COSMO DELTA LED 36 36 W 42 W 500 mA 5 000 K 6 450 lm 5 700 lm 136 lm/W 11 kg

2148033/1/… COSMO DELTA LED 48 48 W 55 W 700 mA 2 700 K 7 050 lm 6 000 lm 109 lm/W 11 kg

2148033/3/… COSMO DELTA LED 48 48 W 55 W 700 mA 3 500 K 7 350 lm 6 350 lm 115 lm/W 11 kg

2148033/4/… COSMO DELTA LED 48 48 W 55 W 700 mA 4 000 K 8 650 lm 7 350 lm 134 lm/W 11 kg

2148033/6/… COSMO DELTA LED 48 48 W 55 W 700 mA 5 000 K 8 650 lm 7 350 lm 134 lm/W 11 kg

2148035/1/… COSMO DELTA LED 72 72 W 79 W 1 000 mA 2 700 K 9 450 lm 8 100 lm 103 lm/W 11 kg

2148035/3/… COSMO DELTA LED 72 72 W 79 W 1 000 mA 3 500 K 9 900 lm 8 550 lm 108 lm/W 11 kg

2148035/4/… COSMO DELTA LED 72 72 W 79 W 1 000 mA 4 000 K 11 650 lm 9 900 lm 125 lm/W 11 kg

2148035/6/… COSMO DELTA LED 72 72 W 79 W 1 000 mA 5 000 K 11 650 lm 9 900 lm 125 lm/W 11 kg
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T4

MEDW T2

PPT3 SP

OW LED

Lighting example

Application: urban roads, residential streets, parks, pedestrian walkways, parking, 
pedestrian crossing
Installation: on extension arms, wall brackets, columns with extension arms 
with ø42x40 mm ending
Ingress protection: IP 66
Material: body and cap anodised aluminum formed sheet metal
Colour: black
Optical system: PMMA optics, interchangeable LED module 
Number of LEDs: 24 for 48 W, 60 W, 72 W; 12 for 24 W, 36 W
Expected useful lifetime: L90F10 - 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,16 m3

Input voltage frequency: 50/60 Hz
Power factor: ≥0.95
Luminaire OW LED has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10V).

VS

Parameters: 
H	– luminaire mounting height:  5,2 m
W	– pole spacing: 34 m 
S	 – road width: 4 m 

Park avenue / promenade

Lighting class P2

OW LED 48 W, T2 optics

/… Symbol of selected optical system 

Luminaires LED

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

2109030/1/… OW LED 24 24 W 28 W 700 mA 2 700 K 3 600 lm 3 150 lm 113 lm/W 6,3 kg

2109030/3/… OW LED 24 24 W 28 W 700 mA 3 500 K 3 700 lm 3 250 lm 117 lm/W 6,3 kg

2109030/4/… OW LED 24 24 W 28 W 700 mA 4 000 K 4 450 lm 3 800 lm 136 lm/W 6,3 kg

2109030/6/… OW LED 24 24 W 28 W 700 mA 5 000 K 4 450 lm 3 800 lm 136 lm/W 6,3 kg

2109032/1/… OW LED 36 36 W 40 W 1 000 mA 2 700 K 4 900 lm 4 300 lm 108 lm/W 6,3 kg

2109032/3/… OW LED 36 36 W 40 W 1 000 mA 3 500 K 5 100 lm 4 550 lm 114 lm/W 6,3 kg

2109032/4/… OW LED 36 36 W 40 W 1 000 mA 4 000 K 6 000 lm 5 350 lm 134 lm/W 6,3 kg

2109032/6/… OW LED 36 36 W 40 W 1 000 mA 5 000 K 6 000 lm 5 350 lm 134 lm/W 6,3 kg

2109033/1/… OW LED 48 48 W 55 W 700 mA 2 700 K 7 050 lm 6 150 lm 112 lm/W 6,3 kg

2109033/3/… OW LED 48 48 W 55 W 700 mA 3 500 K 7 350 lm 6 500 lm 119 lm/W 6,3 kg

2109033/4/… OW LED 48 48 W 55 W 700 mA 4 000 K 8 650 lm 7 500 lm 136 lm/W 6,3 kg

2109033/6/… OW LED 48 48 W 55 W 700 mA 5 000 K 8 650 lm 7 500 lm 136 lm/W 6,3 kg

2109034/1/… OW LED 60 60 W 67 W 830 mA 2 700 K 8 150 lm 7 100 lm 106 lm/W 6,3 kg

2109034/3/… OW LED 60 60 W 67 W 830 mA 3 500 K 8 500 lm 7 450 lm 112 lm/W 6,3 kg

2109034/4/… OW LED 60 60 W 67 W 830 mA 4 000 K 10 050 lm 8 800 lm 131 lm/W 6,3 kg

2109034/6/… OW LED 60 60 W 67 W 830 mA 5 000 K 10 050 lm 8 800 lm 131 lm/W 6,3 kg

2109035/1/… OW LED 72 72 W 79 W 1 000 mA 2 700 K 9 450 lm 8 250 lm 105 lm/W 6,3 kg

2109035/3/… OW LED 72 72 W 79 W 1 000 mA 3 500 K 9 900 lm 8 700 lm 111 lm/W 6,3 kg

2109035/4/… OW LED 72 72 W 79 W 1 000 mA 4 000 K 11 650 lm 10 200 lm 129 lm/W 6,3 kg

2109035/6/… OW LED 72 72 W 79 W 1 000 mA 5 000 K 11 650 lm 10 200 lm 129 lm/W 6,3 kg

Code Name Diffuser weight

690893 Transparent PMMA diffuser do OW LED 0,57 kg

690898 Frosted PMMA diffuser do OW LED 0,57 kg
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OW II LED

Lighting example

Application: urban roads, residential streets, pedestrian walkways, parking
Installation: on extension arms, wall brackets, columns with extension arms with ø60x50 mm ending
Ingress protection: IP 66
Material: body and cap anodised aluminum formed sheet metal
Colour: black
Optical system: PMMA optics, interchangeable LED module 
Number of LEDs: 48
Expected useful lifetime: L90F10 - 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,35 m3

Input voltage frequency: 50/60 Hz 
Power factor: ≥0.95 
Luminaire OW II LED has the possibility to connect to an external
control system via DALI interface (optionally via analog signal 1-10V).

Parameters: 
H	– luminaire mounting height:  10m
W	– pole spacing: 39 m 
S	 – road width: 10,5 m 

Single carriageway with three lanes

Lighting class M3

OW II LED 96 W, ME optics

/… Symbol of selected optical system 

Luminaires LED

T4

MEDW T2

PPT3 SP VS

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

2109137/1/… OW II LED 96 96 W 105 W 700 mA  2 700 K 13 850 lm 12 150 lm 116 lm/W 12,5 kg

2109137/3/… OW II LED 96 96 W 105 W 700 mA  3 500 K 14 450 lm 12 650 lm 120 lm/W 12,5 kg

2109137/4/… OW II LED 96 96 W 105 W 700 mA  4 000 K 16 800 lm 14 600 lm 139 lm/W 12,5 kg

2109137/6/… OW II LED 96 96 W 105 W 700 mA  5 000 K 16 800 lm 14 600 lm 139 lm/W 12,5 kg

2109139/1/… OW II LED 120 120 W 129 W 830 mA  2 700 K 16 700 lm 14 550 lm 113 lm/W 12,5 kg

2109139/3/… OW II LED 120 120 W 129 W 830 mA  3 500 K 17 450 lm 15 250 lm 118 lm/W 12,5 kg

2109139/4/… OW II LED 120 120 W 129 W 830 mA  4 000 K 20 250 lm 17 600 lm 136 lm/W 12,5 kg

2109139/6/… OW II LED 120 120 W 129 W 830 mA  5 000 K 20 250 lm 17 600 lm 136 lm/W 12,5 kg

2109141/1/… OW II LED 144 144 W 154 W 1 000 mA  2 700 K 19 050 lm 16 650 lm 108 lm/W 12,5 kg

2109141/3/… OW II LED 144 144 W 154 W 1 000 mA  3 500 K 19 850 lm 17 350 lm 113 lm/W 12,5 kg

2109141/4/… OW II LED 144 144 W 154 W 1 000 mA  4 000 K 23 000 lm 20 000 lm 130 lm/W 12,5 kg

2109141/6/… OW II LED 144 144 W 154 W 1 000 mA  5 000 K 23 000 lm 20 000 lm 130 lm/W 12,5 kg

Code Name Diffuser weight

691993 Transparent PMMA diffuser for OW II LED 1,5 kg
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DROP LED

Parameters: 
H	– luminaire mounting height:  5,2 m
W	– pole spacing: 25 m 
S	 – road width: 5,5 m 

Local road

Lighting class C3

DROP LED 48 W asymmetric

Lighting example

Application: residential streets, office building surroundings, parks, pedestrian walkways
Installation: on extension arms with ø42x30 mm ending
Ingress protection: IP 66
Material: anodised aluminium alloy
Colour: inox / graphite 
Optical system: PMMA optics 
Number of LEDs: 16
Expected useful lifetime: L90F10 - 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,041 m3

Input voltage frequency: 50/60 Hz
Power factor: ≥0.95

Luminaire DROP LED has the possibility to connect to an external
control system via DALI interface (optionally via analog signal 1-10V).

S – symmetricalA – asymmetrical

/… Symbol of selected optical system 

Luminaires LED

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

214930/1/… DROP LED 24 24 W 28 W 500 mA 2 700 K 3 700 lm 3 500 lm 125 lm/W 6,5 kg

214930/3/… DROP LED 24 24 W 28 W 500 mA 3 500 K 3 900 lm 3 650 lm 130 lm/W 6,5 kg

214930/4/… DROP LED 24 24 W 28 W 500 mA 4 000 K 4 350 lm 4 150 lm 148 lm/W 6,5 kg

214930/6/… DROP LED 24 24 W 28 W 500 mA 5 000 K 4 350 lm 4 150 lm 148 lm/W 6,5 kg

214932/1/… DROP LED 36 36 W 41 W 750 mA 2 700 K 5 300 lm 5 000 lm 122 lm/W 6,5 kg

214932/3/… DROP LED 36 36 W 41 W 750 mA 3 500 K 5 450 lm 5 150 lm 126 lm/W 6,5 kg

214932/4/… DROP LED 36 36 W 41 W 750 mA 4 000 K 6 300 lm 6 000 lm 146 lm/W 6,5 kg

214932/6/… DROP LED 36 36 W 41 W 750 mA 5 000 K 6 300 lm 6 000 lm 146 lm/W 6,5 kg

214933/1/… DROP LED 48 48 W 55 W 1 000 mA 2 700 K 6 600 lm 6 300 lm 115 lm/W 6,5 kg

214933/3/… DROP LED 48 48 W 55 W 1 000 mA 3 500 K 6 900 lm 6 550 lm 119 lm/W 6,5 kg

214933/4/… DROP LED 48 48 W 55 W 1 000 mA 4 000 K 7 800 lm 7 400 lm 135 lm/W 6,5 kg

214933/6/… DROP LED 48 48 W 55 W 1 000 mA 5 000 K 7 800 lm 7 400 lm 135 lm/W 6,5 kg
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GEMINI LED

Parameters: 
H	– luminaire mounting height:  7 m
W	– pole spacing: 33 m 
S	 – road width: 5,5 m 

Local road

Lighting class M5

GEMINI LED 48 W

Lighting example

Application: residential streets, office building surroundings,  
parks, pedestrian walkways
Installation: on extension arms with ø60x100 mm ending 
Ingress protection: IP 66 for the optical part,
	    IP 54 for the driver
Material: anodised aluminium alloy
Colour: inox / black
Optical system: PMMA optics 
Number of LEDs: 12 for 36 W, 16 for 48 W 
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,035 m3

Input voltage frequency: 50/60 Hz
Power factor: ≥0.95 
Luminaire GEMINI LED has the possibility to connect to an external
control system via DALI interface (optionally via analog signal 1-10V).

Luminaires LED

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

214332/1 GEMINI LED 36 36 W 42 W 1 000 mA 2 700 K 4 950 lm 4 750 lm 113 lm/W 8 kg

214332/3 GEMINI LED 36 36 W 42 W 1 000 mA 3 500 K 5 200 lm 4 900 lm 117 lm/W 8 kg

214332/4 GEMINI LED 36 36 W 42 W 1 000 mA 4 000 K 5 900 lm 5 600 lm 133 lm/W 8 kg

214332/6 GEMINI LED 36 36 W 42 W 1 000 mA 5 000 K 5 900 lm 5 600 lm 133 lm/W 8 kg

214333/1 GEMINI LED 48 48 W 55 W 1 000 mA 2 700 K 6 600 lm 6 300 lm 115 lm/W 8 kg

214333/3 GEMINI LED 48 48 W 55 W 1 000 mA 3 500 K 6 900 lm 6 550 lm 119 lm/W 8 kg

214333/4 GEMINI LED 48 48 W 55 W 1 000 mA 4 000 K 7 800 lm 7 400 lm 135 lm/W 8 kg

214333/6 GEMINI LED 48 48 W 55 W 1 000 mA 5 000 K 7 800 lm 7 400 lm 135 lm/W 8 kg
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VEGA LED

Parameters: 
H	– luminaire mounting height:  7,7 m
W	– pole spacing: 35 m 
S	 – road width: 6 m 

Local road

Lighting class P4

VEGA LED 60 W, T3 optics

Lighting example

Application: urban roads, residential streets, pedestrian walkways
Installation: pole top mounted with ø60 x 100 mm ending
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / graphite
Optical system: PMMA optics, interchangeable LED module
Number of LEDs: 24
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h 
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,068 m3

Input voltage frequency: 50/60 Hz
Power factor: ≥0.95
Luminaire VEGA LED has the possibility to connect to an external
control system via DALI interface (optionally via analog signal 1-10V).

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

2141034/1/… VEGA LED 60 60 W 67 W 830 mA 2 700 K 8 150 lm 7 350 lm 110 lm/W 10 kg

2141034/3/… VEGA LED 60 60 W 67 W 830 mA 3 500 K 8 500 lm 7 750 lm 116 lm/W 10 kg

2141034/4/… VEGA LED 60 60 W 67 W 830 mA 4 000 K 10 050 lm 9 050 lm 135 lm/W 10 kg

2141034/6/… VEGA LED 60 60 W 67 W 830 mA 5 000 K 10 050 lm 9 050 lm 135 lm/W 10 kg

MEDW T2 T3

/… Symbol of selected optical system 

Luminaires LED
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ZPSO ROSA 214134/6/ME Vega 60W 5000K ME 1xCree XP-L 60W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 214134/6/DW Vega 60W 5000K DW 1xCree XP-L 60W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 214134/6/T2 Vega 60W 5000K T2 1xCree XP-L 60W 5000K
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ZPSO ROSA 214134/6/T3 Vega 60W 5000K T3 1xCree XP-L 60W 5000K

cd/klm
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ZPSO ROSA Iskra LED 24W 5000K T4 1xCree XT-E 24W 5000K

T4MEDW T2 T3

206 207

/… Symbol of selected optical system 

VEGA LED ALFA

Parameters: 
H	– luminaire mounting height:  7 m
W	– pole spacing: 32 m 
S	 – road width: 6 m 

Local road

Lighting class M4

VEGA LED ALFA 60 W, T3 optics

Lighting example

Application: urban roads, residential streets,  
parks, pedestrian walkways
Installation: pole top mounted with ø60x100 mm ending
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / graphite
Optical system: PMMA optics, interchangeable LED module
Number of LEDs: 24
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: �0,099 m3

Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Luminaire VEGA LED ALFA has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10V).

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

2142034/1/… VEGA LED ALFA 60 60 W 67 W 830 mA 2 700 K 8 150 lm 7 350 lm 110 lm/W 10 kg

2142034/3/… VEGA LED ALFA 60 60 W 67 W 830 mA 3 500 K 8 500 lm 7 750 lm 116 lm/W 10 kg

2142034/4/… VEGA LED ALFA 60 60 W 67 W 830 mA 4 000 K 10 050 lm 9 050 lm 135 lm/W 10 kg

2142034/6/… VEGA LED ALFA 60 60 W 67 W 830 mA 5 000 K 10 050 lm 9 050 lm 135 lm/W 10 kg

Luminaires LED
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VEGA LED BETA

Parameters: 
H	– luminaire mounting height:  5 m
W	– pole spacing: 18 m 
S	 – road width: 5 m 

Bicycle and pedestrian path

Lighting class P2

VEGA LED BETA 60 W

Lighting example

Application: parks, pedestrian walkways, parkingi
Installation: pole top mounted with ø60x95 mm ending
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / graphite
Optical system: PMMA optics  
Number of LEDs: 20
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,068 m3 
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Luminaire VEGA LED BETA has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10 V).

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net 

weight

214032/1 VEGA LED BETA 36 36 W 42 W 600 mA 2 700 K 5 150 lm 4 750 lm 113 lm/W 9,5 kg

214032/3 VEGA LED BETA 36 36 W 42 W 600 mA 3 500 K 5 400 lm 5 000 lm 119 lm/W 9,5 kg

214032/4 VEGA LED BETA 36 36 W 42 W 600 mA 4 000 K 6 350 lm 5 850 lm 139 lm/W 9,5 kg

214032/6 VEGA LED BETA 36 36 W 42 W 600 mA 5 000 K 6 350 lm 5 850 lm 139 lm/W 9,5 kg

214033/1 VEGA LED BETA 48 48 W 55 W 800 mA 2 700 K 6 550 lm 6 050 lm 110 lm/W 9,5 kg

214033/3 VEGA LED BETA 48 48 W 55 W 800 mA 3 500 K 6 900 lm 6 400 lm 116 lm/W 9,5 kg

214033/4 VEGA LED BETA 48 48 W 55 W 800 mA 4 000 K 8 100 lm 7 500 lm 136 lm/W 9,5 kg

214033/6 VEGA LED BETA 48 48 W 55 W 800 mA 5 000 K 8 100 lm 7 500 lm 136 lm/W 9,5 kg

214034/1 VEGA LED BETA 60 60 W 67 W 1 000 mA 2 700 K 7 850 lm 7 250 lm 108 lm/W 9,5 kg

214034/3 VEGA LED BETA 60 60 W 67 W 1 000 mA 3 500 K 8 250 lm 7 600 lm 113 lm/W 9,5 kg

214034/4 VEGA LED BETA 60 60 W 67 W 1 000 mA 4 000 K 9 700 lm 8 950 lm 134 lm/W 9,5 kg

214034/6 VEGA LED BETA 60 60 W 67 W 1 000 mA 5 000 K 9 700 lm 8 950 lm 134 lm/W 9,5 kg

Luminaires LED
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CORONA LED

Parameters: 
H	– luminaire mounting height:  6 m
W	– pole spacing: 31 m 
S	 – road width: 3 m; sidewalk width: 3 m 

Residential street with sidewalk

CORONA LED 72 W

Lighting example

Application: office building surrounding, parks, parking lots
Installation: pole top mounted with ø60x80 mm ending
Ingress protection: IP 66
Material: body - anodised aluminium alloy
                 diffuser- frosted (PMMA)
Colour: inox / graphite
Number of LEDs: 216
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,25 m3 
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Luminaire CORONA LED has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10 V).

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

214735/1 CORONA LED 72 72 W 80 W 1 000 mA 2 700 K 9 650 lm 8 250 lm 103 lm/W 13 kg

214735/3 CORONA LED 72 72 W 80 W 1 000 mA 3 500 K 9 900 lm 8 500 lm 106 lm/W 13 kg

214735/4 CORONA LED 72 72 W 80 W 1 000 mA 4 000 K 10 200 lm 8 750 lm 109 lm/W 13 kg

214735/6 CORONA LED 72 72 W 80 W 1 000 mA 5 000 K 10 500 lm 9 000 lm 112 lm/W 13 kg

Lighting class C3

Luminaires LED
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MIRA LED

Parameters: 
H	– luminaire mounting height:  4,5 m
W	– pole spacing: 30 m 
S	 – road width: 6 m 

Pedestrian walkway 6 m

Lighting class P3

MIRA LED 36 W

Lighting example

Application: residential streets, office building surroundings, parks, 
pedestrian walkways, cycle paths
Installation: pole top mounted with ø60x80 mm ending
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / graphite
Optical system: PMMA optics
Number of LEDs: 12
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,155 m3 
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Luminaire MIRA LED has the possibility to connect to an external
control system via DALI interface (optionally via analog signal 1-10V).

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

214530/1 MIRA LED 24 24 W 28 W 700 mA 2 700 K 3 600 lm 3 150 lm 113 lm/W 6,1 kg

214530/3 MIRA LED 24 24 W 28 W 700 mA 3 500 K 3 700 lm 3 350 lm 120 lm/W 6,1 kg

214530/4 MIRA LED 24 24 W 28 W 700 mA 4 000 K 4 350 lm  3 850 lm 138 lm/W 6,1 kg

214530/6 MIRA LED 24 24 W 28 W 700 mA 5 000 K 4 350 lm 3 850 lm 138 lm/W 6,1 kg

214532/1 MIRA LED 36 36 W 40 W 1 000 mA 2 700 K 4 900 lm 4 350 lm 109 lm/W 6,1 kg

214532/3 MIRA LED 36 36 W 40 W 1 000 mA 3 500 K 5 100 lm 4 600 lm 115 lm/W 6,1 kg

214532/4 MIRA LED 36 36 W 40 W 1 000 mA 4 000 K 6 000 lm 5 300 lm 133 lm/W 6,1 kg

214532/6 MIRA LED 36 36 W 40 W 1 000 mA 5 000 K 6 000 lm 5 300 lm 133 lm/W 6,1 kg

Luminaires LED
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MIZAR LED

Parameters: 
H	– luminaire mounting height:  4,5 m
W	– pole spacing: 22 m 
S	 – road width: 4 m 

Bicycle and pedestrian path

Lighting class P2

MIZAR LED 48 W

Lighting example

Application: office building surrounding, parks, pedestrian walkways, parkings
Installation: pole top mounted with ø60x80 mm ending
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / graphite
Optical system: PMMA optics 
Number of LEDs: 16
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,172 m3 
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Luminaire MIZRA LED has the possibility to connect to an external
control system via DALI interface (optionally via analog signal 1-10 V).

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

214432/1 MIZAR LED 36 36 W 41 W 750 mA 2 700 K 5 300 lm 4 850 lm 118 lm/W 9,2 kg

214432/3 MIZAR LED 36 36 W 41 W 750 mA 3 500 K 5 450 lm 5 050 lm 123 lm/W 9,2 kg

214432/4 MIZAR LED 36 36 W 41 W 750 mA 4 000 K 6 300 lm 5 750 lm 140 lm/W 9,2 kg

214432/6 MIZAR LED 36 36 W 41 W 750 mA 5 000 K 6 300 lm 5 750 lm 140 lm/W 9,2 kg

214433/1 MIZAR LED 48 48 W 55 W 1 000 mA 2 700 K 6 600 lm 6 150 lm 111 lm/W 9,2 kg

214433/3 MIZAR LED 48 48 W 55 W 1 000 mA 3 500 K 6 900 lm 6 400 lm 116 lm/W 9,2 kg

214433/4 MIZAR LED 48 48 W 55 W 1 000 mA 4 000 K 7 800 lm 7 200 lm 131 lm/W 9,2 kg

214433/6 MIZAR LED 48 48 W 55 W 1 000 mA 5 000 K 7 800 lm 7 200 lm 131 lm/W 9,2 kg

Luminaires LED
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OS-1 LED

Parameters: 
H	– luminaire mounting height:  4 m
W	– pole spacing: 19 m 
S	 – road width: 4 m 

Park avenue

Lighting class P3

OS-1 LED

Lighting example

Code Name LED
power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

211331/1/… OS-1 LED 32 32 W 36 W 700 mA 2 700 K 4 950 lm 3 600 lm 100 lm/W 5,2 kg

211331/3/… OS-1 LED 32 32 W 36 W 700 mA 3 500 K 5 150 lm 3 750 lm 104 lm/W 5,2 kg

211331/4/… OS-1 LED 32 32 W 36 W 700 mA 4 000 K 5 900 lm 4 250 lm 118 lm/W 5,2 kg

211331/6/… OS-1 LED 32 32 W 36 W 700 mA 5 000 K 5 900 lm 4 250 lm 118 lm/W 5,2 kg

Application: parks, pedestrian walkways
Installation: on S and SP type columns  with spigot type B, on bracket configurations,
on wall brackets KR, KP columns, extension arms, aluminium wall brackets
with ø60x60 mm ending
Ingress protection: : IP 66 for the optical part, IP 54 for the driver
Material: �body – UV resistant polypropylene with glass fiber.
Colour: black / LED panel inox
Optical system: PMMA optics 
Number of LEDs: 16
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,1 m3 
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Luminaire OS-1 LED has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10 V).

Luminaires LED
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OS-11 LED

Parameters: 
H	– luminaire mounting height:  3,7 m
W	– pole spacing: 30 m 
S	 – sidewalk width: 4 m 

Sidewalk

Lighting class P3

OS-11 LED, frosted diffuser

Lighting example

Application: parks, pedestrian walkways
Installation: on S and SP type columns  with spigot type B, on bracket configurations on wall 
brackets KR, KP columns, extension arms, aluminium wall brackets with ø60x60 mm ending
Ingress protection:: IP 66 for the optical part, IP 54 for the driver
Material: �body – UV resistant polypropylene with glass fiber
                 diffuser – frosted or transparent (PMMA) 
Colour: black 
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,1 m3 
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Luminaire OS-11 LED has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10 V).

Luminaires LED

transparent diffuser frosted diffuser A - transparent diffuser A - frosted diffuser

Code Name Diffuser LED power
Luminaire power 

consumption
LED forward 

current
Colour 

temperature
LEDs 

luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

2110050/1 OS-11 LED frosted 38 W 42 W 800 mA 2 700 K 4 650 lm 3 650 lm 87 lm/W 5,3 kg

2110050/3 OS-11 LED frosted 38 W 42 W 800 mA 3 500 K 4 900 lm 3 850 lm 92 lm/W 5,3 kg

2110050/4 OS-11 LED frosted 38 W 42 W 800 mA 4 000 K 6 300 lm 4 950 lm 118 lm/W 5,3 kg

2110050/6 OS-11 LED frosted 38 W 42 W 800 mA 5 000 K 6 300 lm 4 950 lm 118 lm/W 5,3 kg

2112050/1 OS-11 LED transparent 38 W 42 W 800 mA 2 700 K 4 650 lm 3 800 lm 90 lm/W 5,3 kg

2112050/3 OS-11 LED transparent 38 W 42 W 800 mA 3 500 K 4 900 lm 4 000 lm 95 lm/W 5,3 kg

2112050/4 OS-11 LED transparent 38 W 42 W 800 mA 4 000 K 6 300 lm 5 150 lm 123 lm/W 5,3 kg

2112050/6 OS-11 LED transparent 38 W 42 W 800 mA 5 000 K 6 300 lm 5 150 lm 123 lm/W 5,3 kg

2110050/1/A OS-11 LED frosted 38 W 42 W 800 mA 2 700 K 4 650 lm 3 500 lm 83 lm/W 5,3 kg

2110050/3/A OS-11 LED frosted 38 W 42 W 800 mA 3 500 K 4 900 lm 3 700 lm 88 lm/W 5,3 kg

2110050/4/A OS-11 LED frosted 38 W 42 W 800 mA 4 000 K 6 300 lm 4 750 lm 113 lm/W 5,3 kg

2110050/6/A OS-11 LED frosted 38 W 42 W 800 mA 5 000 K 6 300 lm 4 750 lm 113 lm/W 5,3 kg

2112050/1/A OS-11 LED transparent 38 W 42 W 800 mA 2 700 K 4 650 lm 3 650 lm 87 lm/W 5,3 kg

2112050/3/A OS-11 LED transparent 38 W 42 W 800 mA 3 500 K 4 900 lm 3 850 lm 92 lm/W 5,3 kg

2112050/4/A OS-11 LED transparent 38 W 42 W 800 mA 4 000 K 6 300 lm 4 950 lm 118 lm/W 5,3 kg

2112050/6/A OS-11 LED transparent 38 W 42 W 800 mA 5 000 K 6 300 lm 4 950 lm 118 lm/W 5,3 kg
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CUDDLE II LED

Parameters: 
H	– luminaire mounting height:  12 m
W	– pole spacing: 43 m 
S	 – road width: 10,5 m 

Six-lane road 
with median strip  

Lighting class M2

CUDDLE II LED 144 W, T3 optics

Lighting example

Application: highways and expressways, urban roads, residential streets,  
pedestrian walkways, parking
Installation: on extension arms with ø60x100 mm ending 
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / black 
Optical system: PMMA optics, interchangeable LED module, PC-UV diffuser
Number of LEDs: �24 (for 48 W, 60 W, 72 W); 64 (for 96 W, 120 W, 144 W, 192 W)
Operating temperature range: from -40°C to +40°C
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: �0,024 m3 (for 48 W, 60 W, 72 W), 0,033 m3 (for 96 W, 120 W, 144 W, 192 W)
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Luminaire CUDDLE II LED has the possibility to connect to an external
control system via DALI interface (optionally via analog signal 1-10V).

/… Symbol of selected optical system 

Luminaires LED

-40o

+40o
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Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

2223033/1/… CUDDLE II LED 48 48 W 55 W 700 mA 2 700 K 7 050 lm 6 000 lm 109 lm/W 5,6 kg

2223033/3/… CUDDLE II LED 48 48 W 55 W 700 mA 3 500 K 7 350 lm 6 250 lm 114 lm/W 5,6 kg

2223033/4/… CUDDLE II LED 48 48 W 55 W 700 mA 4 000 K 8 650 lm 7 450 lm 135 lm/W 5,6 kg

2223033/6/… CUDDLE II LED 48 48 W 55 W 700 mA 5 000 K 8 650 lm 7 450 lm 135 lm/W 5,6 kg

2223034/1/… CUDDLE II LED 60 60 W 67 W 830 mA 2 700 K 8 150 lm 7 000 lm 104 lm/W 5,6 kg

2223034/3/… CUDDLE II LED 60 60 W 67 W 830 mA 3 500 K 8 500 lm 7 350 lm 110 lm/W 5,6 kg

2223034/4/… CUDDLE II LED 60 60 W 67 W 830 mA 4 000 K 10 050 lm 8 550 lm 128 lm/W 5,6 kg

2223034/6/… CUDDLE II LED 60 60 W 67 W 830 mA 5 000 K 10 050 lm 8 550 lm 128 lm/W 5,6 kg

2223035/1/… CUDDLE II LED 72 72 W 79 W 1 000 mA 2 700 K 9 450 lm 8 050 lm 102 lm/W 5,6 kg

2223035/3/… CUDDLE II LED 72 72 W 79 W 1 000 mA 3 500 K 9 900 lm 8 450 lm 107 lm/W 5,6 kg

2223035/4/… CUDDLE II LED 72 72 W 79 W 1 000 mA 4 000 K 11 650 lm 9 950 lm 126 lm/W 5,6 kg

2223035/6/… CUDDLE II LED 72 72 W 79 W 1 000 mA 5 000 K 11 650 lm 9 950 lm 126 lm/W 5,6 kg

2223037/1/… CUDDLE II LED 96 96 W 105 W 500 mA 2 700 K 14 850 lm 12 700 lm 121 lm/W 7,8 kg

2223037/3/… CUDDLE II LED 96 96 W 105 W 500 mA 3 500 K 15 500 lm 13 200 lm 126 lm/W 7,8 kg

2223037/4/… CUDDLE II LED 96 96 W 105 W 500 mA 4 000 K 18 000 lm 15 300 lm 146 lm/W 7,8 kg

2223037/6/… CUDDLE II LED 96 96 W 105 W 500 mA 5 000 K 18 000 lm 15 300 lm 146 lm/W 7,8 kg

2223039/1/… CUDDLE II LED 120 120 W 129 W 625 mA 2 700 K 17 900 lm 15 250 lm 118 lm/W 7,8 kg

2223039/3/… CUDDLE II LED 120 120 W 129 W 625 mA 3 500 K 18 700 lm 15 900 lm 123 lm/W 7,8 kg

2223039/4/… CUDDLE II LED 120 120 W 129 W 625 mA 4 000 K 21 700 lm 18 400 lm 143 lm/W 7,8 kg

2223039/6/… CUDDLE II LED 120 120 W 129 W 625 mA 5 000 K 21 700 lm 18 400 lm 143 lm/W 7,8 kg

2223041/1/… CUDDLE II LED 144 144 W 154 W 750 mA 2 700 K 20 600 lm 17 500 lm 114 lm/W 7,8 kg

2223041/3/… CUDDLE II LED 144 144 W 154 W 750 mA 3 500 K 21 500 lm 18 300 lm 119 lm/W 7,8 kg

2223041/4/… CUDDLE II LED 144 144 W 154 W 750 mA 4 000 K 24 900 lm 21 200 lm 138 lm/W 7,8 kg

2223041/6/… CUDDLE II LED 144 144 W 154 W 750 mA 5 000 K 24 900 lm 21 200 lm 138 lm/W 7,8 kg

2223046/1/… CUDDLE II LED 192 192 W 205 W 1 000 mA 2 700 K 24 000 lm 20 400 lm 100 lm/W 7,8 kg

2223046/3/… CUDDLE II LED 192 192 W 205 W 1 000 mA 3 500 K 25 000 lm 21 300 lm 104 lm/W 7,8 kg

2223046/4/… CUDDLE II LED 192 192 W 205 W 1 000 mA 4 000 K 29 000 lm 24 600 lm 120 lm/W 7,8 kg

2223046/6/… CUDDLE II LED 192 192 W 205 W 1 000 mA 5 000 K 29 000 lm 24 600 lm 120 lm/W 7,8 kg



220-240V

AC DALI
10kV

Al-40o

+40o

28

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 213230/6 Iskra LED 24W 5000K SP 1xCree XT-E 24W 5000K
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ZPSO ROSA Iskra LED 24W 5000K T4 1xCree XT-E 24W 5000K
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ZPSO ROSA 214134/6/ME Vega 60W 5000K ME 1xCree XP-L 60W 5000K
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ZPSO ROSA 214134/6/T2 Vega 60W 5000K T2 1xCree XP-L 60W 5000K
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ZPSO ROSA 214134/6/T3 Vega 60W 5000K T3 1xCree XP-L 60W 5000K
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ZPSO ROSA 219032/6/P Iskra LED P 36W 5000K P 1xCree XP-L Iskra 36W 5000

cd/klm
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ZPSO ROSA 219032/6/L Iskra LED P 36W 5000K L 1xCree XP-L Iskra 36W 5000

cd/klm
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ZPSO ROSA Cuddle II LED 72 5000K LW1 1xSamsung LH351C 5000K 72W
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Luminaires LED

CUDDLE II LED REG
Application: highways and expressways, urban roads, residential streets,  
pedestrian walkways, parking
Installation: on extension arms with ø60x100 mm ending 
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / black 
Optical system: PMMA optics, interchangeable LED module, PC-UV diffuser
Number of LEDs: �24 (for 48 W, 60 W, 72 W); 64 (for 96 W, 120 W, 144 W, 192 W)
Operating temperature range: from -40°C to +40°C
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: �0,024 m3 (for 48 W, 60 W, 72 W), 0,033 m3 (for 96 W, 120 W, 144 W, 192 W)
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Luminaire CUDDLE II LED REG has the possibility to connect to an external
control system via DALI interface (optionally via analog signal 1-10V).

/… Symbol of selected optical system 

Code Name
LED 

power

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire net 
weight

2223133/1/… CUDDLE II LED REG 48 48 W 55 W 700 mA 2 700 K 7 050 lm 6 000 lm 109 lm/W 6,7 kg

2223133/3/… CUDDLE II LED REG 48 48 W 55 W 700 mA 3 500 K 7 350 lm 6 250 lm 114 lm/W 6,7 kg

2223133/4/… CUDDLE II LED REG 48 48 W 55 W 700 mA 4 000 K 8 650 lm 7 450 lm 135 lm/W 6,7 kg

2223133/6/… CUDDLE II LED REG 48 48 W 55 W 700 mA 5 000 K 8 650 lm 7 450 lm 135 lm/W 6,7 kg

2223134/1/… CUDDLE II LED REG 60 60 W 67 W 830 mA 2 700 K 8 150 lm 7 000 lm 104 lm/W 6,7 kg

2223134/3/… CUDDLE II LED REG 60 60 W 67 W 830 mA 3 500 K 8 500 lm 7 350 lm 110 lm/W 6,7 kg

2223134/4/… CUDDLE II LED REG 60 60 W 67 W 830 mA 4 000 K 10 050 lm 8 550 lm 128 lm/W 6,7 kg

2223134/6/… CUDDLE II LED REG 60 60 W 67 W 830 mA 5 000 K 10 050 lm 8 550 lm 128 lm/W 6,7 kg

2223135/1/… CUDDLE II LED REG 72 72 W 79 W 1 000 mA 2 700 K 9 450 lm 8 050 lm 102 lm/W 6,7 kg

2223135/3/… CUDDLE II LED REG 72 72 W 79 W 1 000 mA 3 500 K 9 900 lm 8 450 lm 107 lm/W 6,7 kg

2223135/4/… CUDDLE II LED REG 72 72 W 79 W 1 000 mA 4 000 K 11 650 lm 9 950 lm 126 lm/W 6,7 kg

2223135/6/… CUDDLE II LED REG 72 72 W 79 W 1 000 mA 5 000 K 11 650 lm 9 950 lm 126 lm/W 6,7 kg

2223137/1/… CUDDLE II LED REG 96 96 W 105 W 500 mA 2 700 K 14 850 lm 12 700 lm 121 lm/W 9 kg

2223137/3/… CUDDLE II LED REG 96 96 W 105 W 500 mA 3 500 K 15 500 lm 13 200 lm 126 lm/W 9 kg

2223137/4/… CUDDLE II LED REG 96 96 W 105 W 500 mA 4 000 K 18 000 lm 15 300 lm 146 lm/W 9 kg

2223137/6/… CUDDLE II LED REG 96 96 W 105 W 500 mA 5 000 K 18 000 lm 15 300 lm 146 lm/W 9 kg

2223139/1/… CUDDLE II LED REG 120 120 W 129 W 625 mA 2 700 K 17 900 lm 15 250 lm 118 lm/W 9 kg

2223139/3/… CUDDLE II LED REG 120 120 W 129 W 625 mA 3 500 K 18 700 lm 15 900 lm 123 lm/W 9 kg

2223139/4/… CUDDLE II LED REG 120 120 W 129 W 625 mA 4 000 K 21 700 lm 18 400 lm 143 lm/W 9 kg

2223139/6/… CUDDLE II LED REG 120 120 W 129 W 625 mA 5 000 K 21 700 lm 18 400 lm 143 lm/W 9 kg

2223141/1/… CUDDLE II LED REG 144 144 W 154 W 750 mA 2 700 K 20 600 lm 17 500 lm 114 lm/W 9 kg

2223141/3/… CUDDLE II LED REG 144 144 W 154 W 750 mA 3 500 K 21 500 lm 18 300 lm 119 lm/W 9 kg

2223141/4/… CUDDLE II LED REG 144 144 W 154 W 750 mA 4 000 K 24 900 lm 21 200 lm 138 lm/W 9 kg

2223141/6/… CUDDLE II LED REG 144 144 W 154 W 750 mA 5 000 K 24 900 lm 21 200 lm 138 lm/W 9 kg

2223146/1/… CUDDLE II LED REG 192 192 W 205 W 1 000 mA 2 700 K 24 000 lm 20 400 lm 100 lm/W 9 kg

2223146/3/… CUDDLE II LED REG 192 192 W 205 W 1 000 mA 3 500 K 25 000 lm 21 300 lm 104 lm/W 9 kg

2223146/4/… CUDDLE II LED REG 192 192 W 205 W 1 000 mA 4 000 K 29 000 lm 24 600 lm 120 lm/W 9 kg

2223146/6/… CUDDLE II LED REG 192 192 W 205 W 1 000 mA 5 000 K 29 000 lm 24 600 lm 120 lm/W 9 kg
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ZPSO ROSA Iskra LED 24W 5000K T4 1xCree XT-E 24W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 214134/6/ME Vega 60W 5000K ME 1xCree XP-L 60W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 214134/6/DW Vega 60W 5000K DW 1xCree XP-L 60W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 214134/6/T2 Vega 60W 5000K T2 1xCree XP-L 60W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 214134/6/T3 Vega 60W 5000K T3 1xCree XP-L 60W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 219032/6/P Iskra LED P 36W 5000K P 1xCree XP-L Iskra 36W 5000
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COSMO LED

Parameters: 
H	– luminaire mounting height:  9,5 m
W	– pole spacing: 42 m 
S	 – road width: 6 m 

Local road

Lighting class M4

COSMO LED 72 W, T3 optics

Lighting example

Application: urban roads, residential streets, pedestrian walkways, parking
Installation: on extension arms with ø60x100 mm ending
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / black 
Optical system: PMMA optics, interchangeable LED module
Number of LEDs: 24
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,073 m3 
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Luminaire COSMO LED has the possibility to connect to an external
control system via DALI interface (optionally via analog signal 1-10V).

/… Symbol of selected optical system 

Luminaires LED

T4

MEDW T2

PPT3

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous 

flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

2210033/1/… COSMO LED 48 48 W 55 W 700 mA 2 700 K 7 050 lm 6 350 lm 115 lm/W 11,5 kg

2210033/3/… COSMO LED 48 48 W 55 W 700 mA 3 500 K 7 350 lm 6 600 lm 120 lm/W 11,5 kg

2210033/4/… COSMO LED 48 48 W 55 W 700 mA 4 000 K 8 650 lm 7 800 lm 141 lm/W 11,5 kg

2210033/6/… COSMO LED 48 48 W 55 W 700 mA 5 000 K 8 650 lm 7 800 lm 141 lm/W 11,5 kg

2210034/1/… COSMO LED 60 60 W 67 W 830 mA 2 700 K 8 150 lm 7 350 lm 110 lm/W 11,5 kg

2210034/3/… COSMO LED 60 60 W 67 W 830 mA 3 500 K 8 550 lm 7 750 lm 116 lm/W 11,5 kg

2210034/4/… COSMO LED 60 60 W 67 W 830 mA 4 000 K 10 050 lm 9 050 lm 135 lm/W 11,5 kg

2210034/6/… COSMO LED 60 60 W 67 W 830 mA 5 000 K 10 050 lm 9 050 lm 135 lm/W 11,5 kg

2210035/1/… COSMO LED 72 72 W 79 W 1 000 mA 2 700 K 9 450 lm 8 500 lm 108 lm/W 11,5 kg

2210035/3/… COSMO LED 72 72 W 79 W 1 000 mA 3 500 K 9 900 lm 9 000 lm 114 lm/W 11,5 kg

2210035/4/… COSMO LED 72 72 W 79 W 1 000 mA 4 000 K 11 650 lm 10 500 lm 133 lm/W 11,5 kg

2210035/6/… COSMO LED 72 72 W 79 W 1 000 mA 5 000 K 11 650 lm 10 500 lm 133 lm/W 11,5 kg
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ZPSO ROSA Iskra LED 24W 5000K T4 1xCree XT-E 24W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 214134/6/ME Vega 60W 5000K ME 1xCree XP-L 60W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 214134/6/DW Vega 60W 5000K DW 1xCree XP-L 60W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 214134/6/T2 Vega 60W 5000K T2 1xCree XP-L 60W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 214134/6/T3 Vega 60W 5000K T3 1xCree XP-L 60W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 219032/6/P Iskra LED P 36W 5000K P 1xCree XP-L Iskra 36W 5000
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/… Symbol of selected optical system 

Parameters: 
H	 – luminaire mounting height:  7 m
W	– pole spacing: 31 m 
S	 – road width: 7 m 

Urban road

Lighting class M3

COSMO LED ALFA 72 W, DW optics

Lighting example

COSMO LED ALFA
Application: urban roads, residential streets, pedestrian walkways, parking
Installation: pole top mounted with ø60x80 mm ending
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / black 
Optical system: PMMA optics, interchangeable LED module
Number of LEDs: 24
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,073 m3 
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Luminaire COSMO LED ALFA has the possibility to connect to an external
control system via DALI interface (optionally via analog signal 1-10V).

Luminaires LED

T4

MEDW T2

PPT3

Code Name LED power
Luminaire 

power 
consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Lumina-
ire net 
weight

2212033/1/… COSMO LED ALFA 48 48 W 55 W 700 mA 2 700 K 7 050 lm 6 350 lm 115 lm/W 11 kg

2212033/3/… COSMO LED ALFA 48 48 W 55 W 700 mA 3 500 K 7 350 lm 6 600 lm 120 lm/W 11 kg

2212033/4/… COSMO LED ALFA 48 48 W 55 W 700 mA 4 000 K 8 650 lm 7 800 lm 141 lm/W 11 kg

2212033/6/… COSMO LED ALFA 48 48 W 55 W 700 mA 5 000 K 8 650 lm 7 800 lm 141 lm/W 11 kg

2212034/1/… COSMO LED ALFA 60 60 W 67 W 830 mA 2 700 K 8 150 lm 7 350 lm 110 lm/W 11 kg

2212034/3/… COSMO LED ALFA 60 60 W 67 W 830 mA 3 500 K 8 550 lm 7 750 lm 116 lm/W 11 kg

2212034/4/… COSMO LED ALFA 60 60 W 67 W 830 mA 4 000 K 10 050 lm 9 050 lm 135 lm/W 11 kg

2212034/6/… COSMO LED ALFA 60 60 W 67 W 830 mA 5 000 K 10 050 lm 9 050 lm 135 lm/W 11 kg

2212035/1/… COSMO LED ALFA 72 72 W 79 W 1 000 mA 2 700 K 9 450 lm 8 500 lm 108 lm/W 11 kg

2212035/3/… COSMO LED ALFA 72 72 W 79 W 1 000 mA 3 500 K 9 900 lm 9 000 lm 114 lm/W 11 kg

2212035/4/… COSMO LED ALFA 72 72 W 79 W 1 000 mA 4 000 K 11 650 lm 10 500 lm 133 lm/W 11 kg

2212035/6/… COSMO LED ALFA 72 72 W 79 W 1 000 mA 5 000 K 11 650 lm 10 500 lm 133 lm/W 11 kg
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Lędziny, Poland
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Tychy, Poland
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The issue of security is the most important for us all, both drivers and pedestrians. The visibility of traffic users 
affects the perception of many situations and behaviors on the road. Among the places to pay special attention, 
pedestrian crossings are the first to be mentioned. 

They still need to be modernized to ensure higher security for the pedestrians. One of the priority factors affecting 
the number of accidents on crossings is the lighting quality of these places. Because of that we are constantly 
modernizing and testing our products dedicated to these places. Our offer includes columns and luminaires dedicated 
to pedestrian crossings to provide the right visibility of pedestrian.

Group of luminaires with interchangeable optics 
dedicated to illuminate pedestrian crossings

Safe pedestrian crossing

Parameters: 
H 	- Height: 7,5 m
W 	- walkway width: 4 m
S 	 - road width: 7m

Parameters: 
H 	- Height: 6 m
W 	- walkway width: 4 m
S 	 - road width: 10,5 m

Parameters: 
H 	- Height: 5m
W 	- walkway width: 4 m
S 	 - road width: 7m

Parameters: 
H 	- Height: 6,5m
W 	- walkway width: 4 m
S 	 - road width: 14m

Dual carriageway 
with two lanes

Single carriageway 
with three lanes

Single carriageway 
with two lanes

Single carriageway 
with four lanes

Lighting example

Luminaire: CUDDLE II LED 144 W
Code: 2223141/.../PP
Extension arm: WR-4/1/1,5/5 ZP
Code: 472041159/C…
Column: SAL-75
Code: 42316/C…
Road sign D-6 

Zestaw oświetleniowy: CUT-6 LED 48 W
Code: 216633/.../PP
Road sign D-6

Luminaire: OW LED 60 W
Code: 2109034/.../PP
Extension arm: WA-31 fi42
Code: 471031/C…
Column: SAL DP-607G
Code: 42972/C…
Road sign D-6 

Luminaire: COSMO LED 60 W
Code: 2210034/.../PP
Extension arm: WR-4/1/1,0/5 ZP
Code: 472041109/C…
Column: SAL-65
Code: 42314/C…
Road sign D-6
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Overvoltage protection
Increases luminaire resistance against 
electrical discharges up to 15 surges
with 10 kV voltage

Anodised aluminium  
housing:
Inox/black color, corrosion resistance 
and decorative features

The option of mounting 
flash signal lamp

The option of mounting button that activa-
tes a signal lamp and temporarily increases 
the power of the signal at the pedestrian 
crossings

A place for an information sign

Optical system
Luminaire equipped with LED module 
available in two optical systems, intend-
ed for roads with right and left-hand 
traffic. The solution for left-hand traffic 
can also help illuminate wide pedestri-
an crossings and works well in installa-
tions on the refuge island between the 
road lanes. Luminous efficacy up to 142 
lm/W at the luminaire level. 

Features Parameters: 
H 	 - Height: 5m
W 	- walkway width: 4 m
S 	 - road width: 3m

Parameters: 
H 	 - Height: 5m
W 	- walkway width: 4 m
S 	 - road width: 7m

Parameters: 
H 	 - Height: 5m
W 	- walkway width: 4 m
S 	 - road width: 7m

Parameters: 
H 	 - Height: 5m
W 	- walkway width: 4 m
S 	 - road width: 3m

Single carriageway
with two lanes

Dual carriageway 
with two lanes

Single carriageway
with two lanes

Single carriageway
with two lanes

Lighting example

Luminaire: ISKRA LED P ALFA 36 W
Code: 2133032/.../L
Column: SAL-5 B60
Code: 42127/C...
Road sign D-6

Luminaire: ISKRA LED P 36 W
Code: 2132032/.../P, 2132032/.../L
Column: SAL DL-10
Code: 42999/C45/C35
Road sign D-6

Luminaire: ISKRA LED P 36 W 
Code: 2132032/.../P, 2132032/.../L
Column: SAL-50G
Code: 42341/C…
Extension arm:  WR-10P/1/1,5/0 ZP
Code: 4722519/C45/C35
Road sign D-6

Zestaw: SAL DL-10 OZN LED 36 W
Code: 2199932/.../P
Road sign D-6
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ISKRA LED P / ISKRA LED P PROG
for pedestrian crossings

Application: pedestrian crossings
Installation: on extension arms with 60x90 mm ending
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / black
Optical system: PMMA optics 
Number of LEDs: 12
Operating temperature range: from -40°C to +55°C (for 36 W), from -40°C to +40°C (for 45 W)
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,005 m3

Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Luminaire ISKRA LED P optionally has the possibility, to connect to an external 
control system via analog signal 1-10 V.
Luminaire ISKRA LED P PROG has the possibility to connect to an external
control system via DALI interface (optionally via analog signal 1-10V).

/… Symbol of selected optical system 

L - asymmetric 
distribution for roads with 
left-hand side traffic

P - asymmetric 
distribution for roads with 
right-hand side traffic

Luminaires LED

Lighting example

Parameters: 

H 	- Height: 6m

W 	- walkway width: 4m

S 	 - road width: 10,5m

Parameters: 

H 	- Height: 5m

W 	- walkway width: 4 m

S 	 - road width: 7m

ISKRA LED P + SAL DL10

ISKRA LED P + SAL DL10

Dual carriageway 
with three lanes

Single carriageway 
two-way traffic

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous 

flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

2132032/1/… ISKRA LED P 36 36 W 39,5 W 960 mA 2 700 K 4 800 lm 4 400 lm 111 lm/W 2,2 kg

2132032/3/… ISKRA LED P 36 36 W 39,5 W 960 mA 3 500 K 5 000 lm 4 650 lm 118 lm/W 2,2 kg

2132032/4/… ISKRA LED P 36 36 W 39,5 W 960 mA 4 000 K 5 900 lm 5 500 lm 139 lm/W 2,2 kg

2132032/6/… ISKRA LED P 36 36 W 39,5 W 960 mA 5 000 K 5 900 lm 5 500 lm 139 lm/W 2,2 kg

2132045/1/… ISKRA LED P 45 45 W 52 W 1250 mA 2 700 K 5 850 lm 5 350 lm 103 lm/W 2,2 kg

2132045/3/… ISKRA LED P 45 45 W 52 W 1250 mA 3 500 K 6 100 lm 5 650 lm 109 lm/W 2,2 kg

2132045/4/… ISKRA LED P 45 45 W 52 W 1250 mA 4 000 K 7 200 lm 6 700 lm 129 lm/W 2,2 kg

2132045/6/… ISKRA LED P 45 45 W 52 W 1250 mA 5 000 K 7 200 lm 6 700 lm 129 lm/W 2,2 kg

21320132/1/… ISKRA LED P 36 PROG 36 W 40 W 1 000 mA 2 700 K 4 900 lm 4 500 lm 113 lm/W 2,1 kg

21320132/3/… ISKRA LED P 36 PROG 36 W 40 W 1 000 mA 3 500 K 5 100 lm 4 750 lm 119 lm/W 2,1 kg

21320132/4/… ISKRA LED P 36 PROG 36 W 40 W 1 000 mA 4 000 K 6 000 lm 5 600 lm 140 lm/W 2,1 kg

21320132/6/… ISKRA LED P 36 PROG 36 W 40 W 1 000 mA 5 000 K 6 000 lm 5 600 lm 140 lm/W 2,1 kg
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cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 219032/6/P Iskra LED P 36W 5000K P 1xCree XP-L Iskra 36W 5000

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 219032/6/L Iskra LED P 36W 5000K L 1xCree XP-L Iskra 36W 5000

HW

S

238 239

ISKRA LED P ALFA / ISKRA LED P ALFA PROG
for pedestrian crossings

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

2133032/1/… ISKRA LED P 36 ALFA 36 W 39,5 W 960 mA 2 700 K 4 800 lm 4 400 lm 111 lm/W 2,6 kg

2133032/3/… ISKRA LED P 36 ALFA 36 W 39,5 W 960 mA 3 500 K 5 000 lm 4 650 lm 118 lm/W 2,6 kg

2133032/4/… ISKRA LED P 36 ALFA 36 W 39,5 W 960 mA 4 000 K 5 900 lm 5 500 lm 139 lm/W 2,6 kg

2133032/6/… ISKRA LED P 36 ALFA 36 W 39,5 W 960 mA 5 000 K 5 900 lm 5 500 lm 139 lm/W 2,6 kg

2133045/1/… ISKRA LED P 45 ALFA 45 W 52 W 1250 mA 2 700 K 5 850 lm 5 350 lm 103 lm/W 2,6 kg

2133045/3/… ISKRA LED P 45 ALFA 45 W 52 W 1250 mA 3 500 K 6 100 lm 5 650 lm 109 lm/W 2,6 kg

2133045/4/… ISKRA LED P 45 ALFA 45 W 52 W 1250 mA 4 000 K 7 200 lm 6 700 lm 129 lm/W 2,6 kg

2133045/6/… ISKRA LED P 45 ALFA 45 W 52 W 1250 mA 5 000 K 7 200 lm 6 700 lm 129 lm/W 2,6 kg

21330132/1/… ISKRA LED P 36 ALFA PROG 36 W 40 W 1 000 mA 2 700 K 4 900 lm 4 500 lm 113 lm/W 2,5 kg

21330132/3/… ISKRA LED P 36 ALFA PROG 36 W 40 W 1 000 mA 3 500 K 5 100 lm 4 750 lm 119 lm/W 2,5 kg

21330132/4/… ISKRA LED P 36 ALFA PROG 36 W 40 W 1 000 mA 4 000 K 6 000 lm 5 600 lm 140 lm/W 2,5 kg

21330132/6/… ISKRA LED P 36 ALFA PROG 36 W 40 W 1 000 mA 5 000 K 6 000 lm 5 600 lm 140 lm/W 2,5 kg

Application: pedestrian crossings
Installation: pole top mounted with ø60x50 mm ending
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / black
Optical system: PMMA optics 
Number of LEDs: 12
Operating temperature range: from -40°C to +55°C (for 36 W), from -40°C to +40°C (for 45 W)
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,01 m3

Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Luminaire ISKRA LED P ALFA optionally has the possibility, to connect  
to an external control system via analog signal 1-10 V.
Luminaire ISKRA LED P PROG ALFA has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10V).

/… Symbol of selected optical system 

10kV
Al220-240V

AC

L – asymmetric 
distribution for roads with 
left-hand side traffic

P - asymmetric 
distribution for roads with 
right-hand side traffic

Luminaires LED

Parameters: 
H – luminaire mounting height:  5 m
W – walkway width – 4 m 
S – road width – 7 m

Lighting for pedestrian crossings 7x4 m 
– single carriageway two-way traffic

ISKRA LED P 36 W ALFA
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ø12

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 229041/6 Artemis 144W 5000K 1xCree XP-L 144W 5000K

H

S W

240 241

ARTEMIS LED

Parameters: 
H – luminaire mounting height:  12 m
W – court length: – 28 m
S – court width: 15 m
Number of luminaires – 12

Court  

Average illuminance: Eav – 200lx

ARTEMIS LED 144 W 

Lighting example

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

229041/1 ARTEMIS LED 144 144 W 154 W 1 000 mA 2 700 K 19 050 lm 17 150 lm 111 lm/W 8 kg

229041/3 ARTEMIS LED 144 144 W 154 W 1 000 mA 3 500 K 19 850 lm 17 850 lm 116 lm/W 8 kg

229041/4 ARTEMIS LED 144 144 W 154 W 1 000 mA 4 000 K 23 000 lm 20 700 lm 134 lm/W 8 kg

229041/6 ARTEMIS LED 144 144 W 154 W 1 000 mA 5 000 K 23 000 lm 20 700 lm 134 lm/W 8 kg

Application: industrial halls, sport facilities, parking lots
Installation: suspended or on WN type extension arms
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / black
Optical system: PMMA optics , interchangeable LED module
Number of LEDs: 48
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,022 m3

Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Luminaire ARTEMIS LED LED has the possibility to connect to an external
control system via DALI interface (optionally via analog signal 1-10V).

220-240V

AC DALI
10kV

Al-40o

+40o

Luminaires LED

HB



cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 230632/6/HB-O Iskra LED LB 36W 5000K HB-O 1xCree XP-L Iskra

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 231039/6 Iskra LED HB 120W 5000K 1xCree XP-L 120W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 230632/6/HB-WWW Iskra LED LB 36W 5000K HB-WWW 1xCree XP-L

94
15

0

625

320 ø12

94
15

0

305

160 ø12

10kV-40o

+55o

Al220-240V

AC

H

WS

242 243

ISKRA LED LB

Parameters:  
H – luminaire mounting height:  10 m
W – hall length: 40 m
S  – hall width: 15   m 
Number of luminaires: 24 

Industrial hall

Average illuminance: Eav – 300lx

ISKRA LED LB 80 W

Lighting example

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour tempe-
rature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

230632/1/… ISKRA LED LB 36 36 W 39,5 W 960 mA 2 700 K 4 800 lm 4 400 lm 111 lm/W 2,5 kg

230632/3/… ISKRA LED LB 36 36 W 39,5 W 960 mA 3 500 K 5 000 lm 4 650 lm 118 lm/W 2,5 kg

230632/4/… ISKRA LED LB 36 36 W 39,5 W 960 mA 4 000 K 5 900 lm 5 500 lm 139 lm/W 2,5 kg

230632/6/… ISKRA LED LB 36 36 W 39,5 W 960 mA 5 000 K 5 900 lm 5 500 lm 139 lm/W 2,5 kg

230752/1/… ISKRA LED LB 80 72 W 80 W 1075 mA 2 700 K 10 150 lm 9 000 lm 113 lm/W 3,8 kg

230752/3/… ISKRA LED LB 80 72 W 80 W 1075 mA 3 500 K 10 650 lm 9 450 lm 118 lm/W 3,8 kg

230752/4/… ISKRA LED LB 80 72 W 80 W 1075 mA 4 000 K 12 500 lm 11 100 lm 139 lm/W 3,8 kg

230752/6/… ISKRA LED LB 80 72 W 80 W 1075 mA 5 000 K 12 500 lm 11 100 lm 139 lm/W 3,8 kg

Application: industrial halls, tunnels and underground passages
Installation: suspended or on an extension arms WN-1, 
WN-2 smoothly adjustable mounting angle in the range of 0-45°
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / black
Optical system: PMMA optics 
Number of LEDs: 12 (for 36 W) 24 (for 80 W)
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,01 m3 (for 36 W), 0,02 m3 (for 80 W)
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Luminaire ISKRA LED LB optionally has the possibility, to connect 
to an external control system via analog signal 1-10 V.

/… Symbol of selected optical system 

HB HB-O HB-WWW

Luminaires LED



cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 231039/6 Iskra LED HB 120W 5000K 1xCree XP-L 120W 5000K
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10kV-40o

+55o

Al220-240V

AC

H

WS

244 245

ISKRA LED HB

Parameters: 
H – luminaire mounting height:  12 m
W – hall length: 80 m 
S  – hall width: 30 m
number of luminaires: 60 

Industrial hall

Average illuminance: Eav – 500lx

ISKRA LED LB 180 W

Lighting example

Application: industrial halls
Installation: suspended
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / black
Optical system: PMMA optics 
Number of LEDs: 48
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,02 m3 (for 120 W); 0,03 m3 (for 180 W)
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Luminaire ISKRA LED HB optionally has the possibility, to connect  
to an external control system via analog signal 1-10 V.

/… Symbol of selected optical system 

HB

Luminaires LED

Code Name
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Luminaire 
net weight

231039/1 ISKRA LED HB 120 120 W 135 W 825 mA 2 700 K 16 300 lm 14 650 lm 109 lm/W 7,7 kg

231039/3 ISKRA LED HB 120 120 W 135 W 825 mA 3 500 K 17 000 lm 15 300 lm 113 lm/W 7,7 kg

231039/4 ISKRA LED HB 120 120 W 135 W 825 mA 4 000 K 20 100 lm 18 100 lm 134 lm/W 7,7 kg

231039/6 ISKRA LED HB 120 120 W 135 W 825 mA 5 000 K 20 100 lm 18 100 lm 134 lm/W 7,7 kg

231144/1 ISKRA LED HB 180 180 W 200 W 1250 mA 2 700 K 22 500 lm 20 250 lm 101 lm/W 15 kg

231144/3 ISKRA LED HB 180 180 W 200 W 1250 mA 3 500 K 23 450 lm 21 100 lm 106 lm/W 15 kg

231144/4 ISKRA LED HB 180 180 W 200 W 1250 mA 4 000 K 27 750 lm 24 950 lm 125 lm/W 15 kg

231144/6 ISKRA LED HB 180 180 W 200 W 1250 mA 5 000 K 27 750 lm 24 950 lm 125 lm/W 15 kg



Lighting sets and columns



248 249

High5vie Office Complex
Cracow, Poland



250 251

Energetic Garden of Experiences
Kielce, Poland



253252

Dorzecze Legnickiej residential area
Wroclaw, Poland



255254

District Court in Nowy Sącz
Nowy Sącz, Poland



256 257

DOT Office
Cracow, Poland



259258

Zawisza Czarny Square
Katowice, Poland



260 261

Orlen Arena
Płock, Poland

Museum of the Masovian Countryside 
Sierpc, Poland
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220-240V

AC DALI
10kV-40o

+55o

Al

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA Iskra LED 24W 5000K T4 1xCree XT-E 24W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 214134/6/ME Vega 60W 5000K ME 1xCree XP-L 60W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 214134/6/DW Vega 60W 5000K DW 1xCree XP-L 60W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 214134/6/T2 Vega 60W 5000K T2 1xCree XP-L 60W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 214134/6/T3 Vega 60W 5000K T3 1xCree XP-L 60W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 219032/6/P Iskra LED P 36W 5000K P 1xCree XP-L Iskra 36W 5000

T4

MEDW

T2

PP

T3

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 213230/6 Iskra LED 24W 5000K SP 1xCree XT-E 24W 5000K

SP

H

60
0

40
0

ø92

230120

95

Wysokość ramienia #1 - H
 40 = 4,0m
 45 = 4,5m
 50 = 5,0m
 55 = 5,5m
 60 = 6,0m
 65 = 6,5m
 70 = 7,0m
 75 = 7,5m
 80 = 8,0m

Wariant mocy ramienia #1
 np. 32/3/T3 = ramię 
 SNAKE I LED 36 3500K
 z układem optycznym T3

Kod zamówienia

2160100/32/3/T3

C

BA

RAMIĘ 1

cd/klm
C0 - C180 C90 - C270

Iskra LED 12W 2700K T3-L 1xSamsung LH351C 12W 2700K

320

480

640

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15°

262 263

/… Symbol of selected optical system 
3L optics available for 12W luminaire power

SNAKE I LED
Lighting sets LED

Parameters: 

H - lighting sets height - 4 m

W - pole spacing - 36 m

X - sidewalk width - 4 m 

Sidewalk

Lighting class : P5

SNAKE I LED 12 W, 3L optics

Lighting example

Application: pedestrian walkways, urban roads, residential streets, parks, 
office building surroundings, parking
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / black
Optical system: PMMA optics 
Number of LEDs: 12 
Expected useful lifetime: L90F10 - 50 000 h, L80F20 - 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Input voltage frequency: 50/60 Hz
Power factor: ≥0.95
Lighting set SNAKE I LED has the possibility to connect to an external
control system via DALI interface  (optionally via analog signal 1-10V).

2160100/32/3/T3
Order code example

Arm
height  #1 - H

Power of 
the arm #1

3L

ARM 1

Code Name
LED 

power

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

27/1/… SNAKE I LED 12 12 W 14 W 350 mA 2 700 K 1 850 lm 1 700 lm 121 lm/W

27/3/… SNAKE I LED 12 12 W 14 W 350 mA 3 500 K 1 900 lm 1 750 lm 125 lm/W

27/4/… SNAKE I LED 12 12 W 14 W 350 mA 4 000 K 2 300 lm 2 100 lm 150 lm/W

27/6/… SNAKE I LED 12 12 W 14 W 350 mA 5 000 K 2 300 lm 2 100 lm 150 lm/W

30/1/… SNAKE I LED 24 24 W 28 W 700 mA 2 700 K 3 600 lm 3 350 lm 120 lm/W

30/3/… SNAKE I LED 24 24 W 28 W 700 mA 3 500 K 3 700 lm 3 500 lm 125 lm/W

30/4/… SNAKE I LED 24 24 W 28 W 700 mA 4 000 K 4 350 lm 4 050 lm 145 lm/W

30/6/… SNAKE I LED 24 24 W 28 W 700 mA 5 000 K 4 350 lm 4 050 lm 145 lm/W

32/1/… SNAKE I LED 36 36 W 40 W 1 000 mA 2 700 K 4 900 lm 4 500 lm 113 lm/W

32/3/… SNAKE I LED 36 36 W 40 W 1 000 mA 3 500 K 5 100 lm 4 750 lm 119 lm/W

32/4/… SNAKE I LED 36 36 W 40 W 1 000 mA 4 000 K 6 000 lm 5 600 lm 140 lm/W

32/6/… SNAKE I LED 36 36 W 40 W 1 000 mA 5 000 K 6 000 lm 5 600 lm 140 lm/W

Name
Height

H

Base 
dimension
A / B / C

Concrete footing 
/ reinforcement 

basket 

Footing
code

Fasteners
Total net 
weight

Unit 
volume

SNAKE I LED 4,0m - 40 320 / 250 / 10 B-60 / Z-60 311160 / 311206 4008 39kg 0,55m3

SNAKE I LED 4,5m - 45 320 / 250 / 10 B-60 / Z-60 311160 / 311206 4008 45kg 0,60m3

SNAKE I LED 5,0m - 50 320 / 250 / 10 B-60 / Z-60 311160 / 311206 4008 47kg 0,67m3

SNAKE I LED 5,5m - 55 320 / 250 / 10 B-60 / Z-60 311160 / 311206 4008 52kg 0,73m3

SNAKE I LED 6,0m - 60 320 / 250 / 10 B-60 / Z-60 311160 / 311206 4008 56kg 0,79m3

SNAKE I LED 6,5m - 65 400 / 300 / 10 B-70, B-71 / Z-70, 
Z71

311170, 311171  
/ 311207, 311271 4012 59kg 0,81m3

SNAKE I LED 7,0m - 70 400 / 300 / 10 B-70, B-71 / Z-70, 
Z71

311170, 311171  
/ 311207, 311271 4012 64kg 0,90m3

SNAKE I LED 7,5m - 75 400 / 300 / 12 B-70, B-71 / Z-70, 
Z71

311170, 311171  
/ 311207, 311271 4012 68kg 0,96m3

SNAKE I LED 8,0m - 80 400 / 300 / 12 B-70, B-71 / Z-70, 
Z71

311170, 311171  
/ 311207, 311271 4012 70kg 1,02m3
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220-240V

AC DALI
10kV-40o

+55o

Al

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA Iskra LED 24W 5000K T4 1xCree XT-E 24W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 214134/6/ME Vega 60W 5000K ME 1xCree XP-L 60W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 214134/6/DW Vega 60W 5000K DW 1xCree XP-L 60W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 214134/6/T2 Vega 60W 5000K T2 1xCree XP-L 60W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 214134/6/T3 Vega 60W 5000K T3 1xCree XP-L 60W 5000K

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 213230/6 Iskra LED 24W 5000K SP 1xCree XT-E 24W 5000K

H

h

60
0

40
0

ø92

230120

95

Wysokość ramienia #1 - H
 40 = 4,0m
 45 = 4,5m
 50 = 5,0m
 55 = 5,5m
 60 = 6,0m
 65 = 6,5m
 70 = 7,0m
 75 = 7,5m
 80 = 8,0m

Wariant mocy ramienia #1
 np. 32/3/T3 = ramię 
 SNAKE II LED 36 3500K
 z układem optycznym T3

Wariant mocy ramienia #2
 np. 30/4/T2 = ramię 
 SNAKE II LED 24 4000K
 z układem optycznym T2

Wysokość ramienia #2 - h
 40 = 4,0m
 45 = 4,5m
 50 = 5,0m
 55 = 5,5m
 60 = 6,0m
 65 = 6,5m
 70 = 7,0m
 75 = 7,5m
 80 = 8,0m

Kod zamówienia

2160140/32/3/T3/30/4/T2

C

BA

RAMIĘ 1

RAMIĘ 2

cd/klm
C0 - C180 C90 - C270

Iskra LED 12W 2700K T3-L 1xSamsung LH351C 12W 2700K

320

480

640

0° 15° 30°

45°
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75°

90°

105°105°

90°

75°

60°

45°

30° 15°

264 265

SNAKE II LED
Lighting sets LED

Application: pedestrian walkways, urban roads, residential streets, parks, 
office building surroundings, parking
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / black
Optical system: PMMA optics 
Number of LEDs: 2x12 
Expected useful lifetime: L90F10 - 50 000 h, L80F20 - 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Input voltage frequency: 50/60 Hz
Power factor: ≥0.95
Lighting set SNAKE II LED has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10V).

2160140/32/3/T3/30/4/T2
Order code example

Power
 of the arm  #1

Power 
of the arm  #2

Arm 
height 
#2 - h

Arm 
height 
#1 - H

Parameters: 

H - lighting sets height, arm #1: 6 m

h - arm height #2: 5 m

W - pole spacing - 30 m

X - sidewalk width - 4 m 

S 2 - road width - 6 m

Single carriageway with two lanes + sidewalk

Lighting class:
C4 - Single carriageway
P2 - Sidewalk

SNAKE II LED 36 W, DW optics / 24 W, SP optics

Lighting example

3L

/… Symbol of selected optical system 
3L optics available for 12W luminaire power

T4

MEDW

T2 T3

SP

ARM 1

ARM 2

Code Name
LED 

power

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

27/1/… SNAKE II LED 12 12 W 14 W 350 mA 2 700 K 1 850 lm 1 700 lm 121 lm/W

27/3/… SNAKE II LED 12 12 W 14 W 350 mA 3 500 K 1 900 lm 1 750 lm 125 lm/W

27/4/… SNAKE II LED 12 12 W 14 W 350 mA 4 000 K 2 300 lm 2 100 lm 150 lm/W

27/6/… SNAKE II LED 12 12 W 14 W 350 mA 5 000 K 2 300 lm 2 100 lm 150 lm/W

30/1/… SNAKE II LED 24 24 W 28 W 700 mA 2 700 K 3 600 lm 3 350 lm 120 lm/W

30/3/… SNAKE II LED 24 24 W 28 W 700 mA 3 500 K 3 700 lm 3 500 lm 125 lm/W

30/4/… SNAKE II LED 24 24 W 28 W 700 mA 4 000 K 4 350 lm 4 050 lm 145 lm/W

30/6/… SNAKE II LED 24 24 W 28 W 700 mA 5 000 K 4 350 lm 4 050 lm 145 lm/W

32/1/… SNAKE II LED 36 36 W 40 W 1 000 mA 2 700 K 4 900 lm 4 500 lm 113 lm/W

32/3/… SNAKE II LED 36 36 W 40 W 1 000 mA 3 500 K 5 100 lm 4 750 lm 119 lm/W

32/4/… SNAKE II LED 36 36 W 40 W 1 000 mA 4 000 K 6 000 lm 5 600 lm 140 lm/W

32/6/… SNAKE II LED 36 36 W 40 W 1 000 mA 5 000 K 6 000 lm 5 600 lm 140 lm/W

Name
Height

H

Base 
dimension
A / B / C

Concrete footing 
/ reinforcement 

basket 

Footing
code

Fasteners
Total net 
weight

Unit volume

SNAKE II LED 4,0m - 40 320 / 250 / 10 B-60 / Z-60 311160 / 311206 4008 42kg 0,70m3

SNAKE II LED 4,5m - 45 320 / 250 / 10 B-60 / Z-60 311160 / 311206 4008 47kg 0,76m3

SNAKE II LED 5,0m - 50 320 / 250 / 10 B-60 / Z-60 311160 / 311206 4008 52kg 0,81m3

SNAKE II LED 5,5m - 55 320 / 250 / 10 B-60 / Z-60 311160 / 311206 4008 57kg 0,87m3

SNAKE II LED 6,0m - 60 320 / 250 / 10 B-60 / Z-60 311160 / 311206 4008 63kg 0,94m3

SNAKE II LED 6,5m - 65 400 / 300 / 10 B-70, B-71 / Z-70, 
Z71

311170, 311171 / 311207, 
311271 4012 67kg 1,01m3

SNAKE II LED 7,0m - 70 400 / 300 / 10 B-70, B-71 / Z-70, 
Z71

311170, 311171 / 311207, 
311271 4012 72kg 1,06m3

SNAKE II LED 7,5m - 75 400 / 300 / 12 B-70, B-71 / Z-70, 
Z71

311170, 311171 / 311207, 
311271 4012 77kg 1,12m3

SNAKE II LED 8,0m - 80 400 / 300 / 12 B-70, B-71 / Z-70, 
Z71

311170, 311171 / 311207, 
311271 4012 82kg 1,20m3



220-240V

AC DALI
10kV-40o
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ZPSO ROSA 217030/1/ME Stick LED 24W 2700K ME 1xSamsung LH351C 2700K
24W
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Wysokość ramienia #1 - H
 40 = 4,0m
 45 = 4,5m
 50 = 5,0m
 55 = 5,5m
 60 = 6,0m
 65 = 6,5m
 70 = 7,0m
 75 = 7,5m
 80 = 8,0m

Wariant mocy ramienia #1
 np. 32/3/T3 = ramię 
 BEAM I LED 36 3500K
 z układem optycznym T3
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/… Symbol of selected optical system 

BEAM I LED
Lighting sets LED

Application: residential streets, office building surroundings, parks, 
pedestrian walkways, parking, city ​​roads
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / grey
Optical system: PMMA optics, interchangeable LED module
Number of LEDs: 12 for 24 W, 36 W; 24 for 48 W, 60 W, 72 W
Expected useful lifetime: L90F10 - 50 000 h, L80F20 - 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Input voltage frequency: 50/60 Hz
Power factor: ≥0.95
Lighting set BEAM I LED has the possibility to connect to an external
control system via DALI interface (optionally via analog signal 1-10V).

2160000/32/3/T3
Order code example

Power 
of the arm  #1

Arm 
height
#1 - H

Parameters: 

H - lighting sets height: 7 m

W - pole spacing - 30 m

X - sidewalk width - 3 m 

S - road width - 7 m

Single carriageway with two lanes  + sidewalk

Lighting class:
M4 - Single carriageway
P3 - Sidewalk

BEAM I LED 60 W, T3 optics

Lighting example

MEDW

T2 T3

ARM 1

Code Name
LED 

power

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

LEDs
 luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

30/1/… BEAM I LED 24 24 W 28 W 700 mA 2 700 K 3 600 lm 2 900 lm 104 lm/W

30/3/… BEAM I LED 24 24 W 28 W 700 mA 3 500 K 3 700 lm 3 000 lm 107 lm/W

30/4/… BEAM I LED 24 24 W 28 W 700 mA 4 000 K 4 350 lm 3 500 lm 125 lm/W

30/6/… BEAM I LED 24 24 W 28 W 700 mA 5 000 K 4 350 lm 3 500 lm 125 lm/W

32/1/… BEAM I LED 36 36 W 40 W 1 000 mA 2 700 K 4 900 lm 3 950 lm 99 lm/W

32/3/… BEAM I LED 36 36 W 40 W 1 000 mA 3 500 K 5 100 lm 4 150 lm 104 lm/W

32/4/… BEAM I LED 36 36 W 40 W 1 000 mA 4 000 K 6 000 lm 4 800 lm 120 lm/W

32/6/… BEAM I LED 36 36 W 40 W 1 000 mA 5 000 K 6 000 lm 4 800 lm 120 lm/W

33/1/… BEAM I LED 48 48 W 55 W 700 mA 2 700 K 7 050 lm 5 700 lm 104 lm/W

33/3/… BEAM I LED 48 48 W 55 W 700 mA 3 500 K 7 350 lm 5 950 lm 108 lm/W

33/4/… BEAM I LED 48 48 W 55 W 700 mA 4 000 K 8 650 lm 6 950 lm 126 lm/W

33/6/… BEAM I LED 48 48 W 55 W 700 mA 5 000 K 8 650 lm 6 950 lm 126 lm/W

34/1/… BEAM I LED 60 60 W 67 W 830 mA 2 700 K 8 150 lm 6 600 lm 99 lm/W

34/3/… BEAM I LED 60 60 W 67 W 830 mA 3 500 K 8 500 lm 6 900 lm 103 lm/W

34/4/… BEAM I LED 60 60 W 67 W 830 mA 4 000 K 10 050 lm 8 150 lm 122 lm/W

34/6/… BEAM I LED 60 60 W 67 W 830 mA 5 000 K 10 050 lm 8 150 lm 122 lm/W

35/1/… BEAM I LED 72 72 W 79 W 1 000 mA 2 700 K 9 450 lm 7 650 lm 97 lm/W

35/3/… BEAM I LED 72 72 W 79 W 1 000 mA 3 500 K 9 900 lm 8 050 lm 102 lm/W

35/4/… BEAM I LED 72 72 W 79 W 1 000 mA 4 000 K 11 650 lm 9 350 lm 118 lm/W

35/6/… BEAM I LED 72 72 W 79 W 1 000 mA 5 000 K 11 650 lm 9 350 lm 118 lm/W

Name
Height

H

Base 
dimension
A / B / C

Concrete footing / 
reinforcement basket 

Footing
code

Fasteners
Total net 
weight

Unit 
volume

BEAM I LED 4,0m - 40 320 / 250 / 10 B-60 / Z-60 311160 / 311206 4008 27,0kg 0,50m3

BEAM I LED 5,0m - 50 320 / 250 / 10 B-60 / Z-60 311160 / 311206 4008 32,0kg 0,60m3

BEAM I LED 6,0m - 60 320 / 250 / 10 B-60 / Z-60 311160 / 311206 4008 38,0kg 0,80m3

BEAM I LED 7,0m - 70 400 / 300 / 10 B-70, B-71 / Z-70, Z-71 311170, 311171 / 311207, 311271 4012 45,5kg 1,10m3

BEAM I LED 8,0m - 80 400 / 300 / 12 B-70, B-71 / Z-70, Z-71 311170, 311171 / 311207, 311271 4012 54,0kg 1,30m3
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Wysokość ramienia #1 - H
 40 = 4,0m
 45 = 4,5m
 50 = 5,0m
 55 = 5,5m
 60 = 6,0m
 65 = 6,5m
 70 = 7,0m
 75 = 7,5m
 80 = 8,0m

Wariant mocy ramienia #1
 np. 32/3/T3 = ramię 
 BEAM II LED 36 3500K
 z układem optycznym T3

Wariant mocy ramienia #2
 np. 30/4/T2 = ramię 
 BEAM II LED 24 4000K
 z układem optycznym T2

Wysokośc ramienia #2 - h
 40 = 4,0m
 45 = 4,5m
 50 = 5,0m
 55 = 5,5m
 60 = 6,0m
 65 = 6,5m
 70 = 7,0m
 75 = 7,5m
 80 = 8,0m
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/… Symbol of selected optical system 

BEAM II LED
Lighting sets LED

Application: residential streets, office building surroundings, parks, 
pedestrian walkways, parking, city ​​roads
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / grey
Optical system: PMMA optics, interchangeable LED module
Number of LEDs: 2x12 for 24 W, 36 W; 2x24 for 48 W, 60 W, 72 W
Expected useful lifetime: L90F10 - 50 000 h, L80F20 - 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Input voltage frequency: 50/60 Hz
Power factor: ≥0.95
Lighting set BEAM II LED has the possibility to connect to an external
control system via DALI interface (optionally via analog signal 1-10V).

2160040/32/3/T3/30/4/T2
Order code example

Power 
of the arm #1

Power 
of the arm #2

Arm 
height  
#2 - h

Arm 
height
#1 - H

Parameters: 

H - lighting sets height, arm #1: 6 m

h - arm height #2: 5 m

W - pole spacing - 30 m

X - sidewalk width - 3 m 

S - road width - 14 m

Single carriageway with four lanes  + sidewalk

Lighting class:
C3 - Single carriageway
P2 - Sidewalk

BEAM II LED 48 W, T3 optics / 24 W, T2 optics

Lighting example

ARM 1

ARM 2

Code Name
LED 

power

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

30/1/… BEAM II LED 24 24 W 28 W 700 mA 2 700 K 3 600 lm 2 900 lm 104 lm/W

30/3/… BEAM II LED 24 24 W 28 W 700 mA 3 500 K 3 700 lm 3 000 lm 107 lm/W

30/4/… BEAM II LED 24 24 W 28 W 700 mA 4 000 K 4 350 lm 3 500 lm 125 lm/W

30/6/… BEAM II LED 24 24 W 28 W 700 mA 5 000 K 4 350 lm 3 500 lm 125 lm/W

32/1/… BEAM II LED 36 36 W 40 W 1 000 mA 2 700 K 4 900 lm 3 950 lm 99 lm/W

32/3/… BEAM II LED 36 36 W 40 W 1 000 mA 3 500 K 5 100 lm 4 150 lm 104 lm/W

32/4/… BEAM II LED 36 36 W 40 W 1 000 mA 4 000 K 6 000 lm 4 800 lm 120 lm/W

32/6/… BEAM II LED 36 36 W 40 W 1 000 mA 5 000 K 6 000 lm 4 800 lm 120 lm/W

33/1/… BEAM II LED 48 48 W 55 W 700 mA 2 700 K 7 050 lm 5 700 lm 104 lm/W

33/3/… BEAM II LED 48 48 W 55 W 700 mA 3 500 K 7 350 lm 5 950 lm 108 lm/W

33/4/… BEAM II LED 48 48 W 55 W 700 mA 4 000 K 8 650 lm 6 950 lm 126 lm/W

33/6/… BEAM II LED 48 48 W 55 W 700 mA 5 000 K 8 650 lm 6 950 lm 126 lm/W

34/1/… BEAM II LED 60 60 W 67 W 830 mA 2 700 K 8 150 lm 6 600 lm 99 lm/W

34/3/… BEAM II LED 60 60 W 67 W 830 mA 3 500 K 8 500 lm 6 900 lm 103 lm/W

34/4/… BEAM II LED 60 60 W 67 W 830 mA 4 000 K 10 050 lm 8 150 lm 122 lm/W

34/6/… BEAM II LED 60 60 W 67 W 830 mA 5 000 K 10 050 lm 8 150 lm 122 lm/W

35/1/… BEAM II LED 72 72 W 79 W 1 000 mA 2 700 K 9 450 lm 7 650 lm 97 lm/W

35/3/… BEAM II LED 72 72 W 79 W 1 000 mA 3 500 K 9 900 lm 8 050 lm 102 lm/W

35/4/… BEAM II LED 72 72 W 79 W 1 000 mA 4 000 K 11 650 lm 9 350 lm 118 lm/W

35/6/… BEAM II LED 72 72 W 79 W 1 000 mA 5 000 K 11 650 lm 9 350 lm 118 lm/W

Name
Height

H

Base
dimension
A / B / C

Concrete footing / 
reinforcement basket 

Footing
code

Fasteners
Total net 
weight

Unit 
volume

BEAM II LED 4,0m - 40 320 / 250 / 10 B-60 / Z-60 311160 / 311206 4008 27,0kg 0,50m3

BEAM II LED 5,0m - 50 320 / 250 / 10 B-60 / Z-60 311160 / 311206 4008 32,0kg 0,60m3

BEAM II LED 6,0m - 60 320 / 250 / 10 B-60 / Z-60 311160 / 311206 4008 38,0kg 0,80m3

BEAM II LED 7,0m - 70 400 / 300 / 10 B-70, B-71 / Z-70, Z-71 311170, 311171 / 311207, 311271 4012 45,5kg 1,10m3

BEAM II LED 8,0m - 80 400 / 300 / 12 B-70, B-71 / Z-70, Z-71 311170, 311171 / 311207, 311271 4012 54,0kg 1,30m3
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/… Symbol of selected optical system

DROP I LED
DROP II LED

Lighting sets LED

Parameters: 
H – lighting sets height: 5 m
W – pole spacing: 24 m 
S – sidewalk width: 5 m

Parameters: 
H – lighting sets height: 5 m
W – pole spacing: 24 m 
S – sidewalk width: 5x3x5 m

Bicycle and pedestrian path

Bicycle and pedestrian path

Lighting class C2

Lighting class C2

DROP I LED 48 W

DROP II LED 2x48 W

Lighting example

Lighting example

Application: residential streets, parks, pedestrian walkways
Ingress protection: IP 66
Material: anodised aluminium alloy
Colour: inox / graphite
Optical system: PMMA optics 
Number of LEDs: 16 (DROP I), 2x16 (DROP II)
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 1m3 (DROP I), 1,7 m3 (DROP II)
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Lighting sets DROP I LED i DROP II LED have the possibility  
to connect to an external control system via DALI interface  
(optionally via analog signal 1-10V).

S – symmetrical

A – asymmetrical

Code Name Height LED power
Luminaire 

power 
consumption 

LED forward 
current

Colour 
temperature

LEDs 
luminous 

flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Total net 
weight

Concrete footing 
/ reinforcement 

basket 

215030/1/… DROP I LED 24 5,2 m 24 W 28 W 500 mA 2 700 K 3 700 lm 3 500 lm 125 lm/W 25,9 kg B-50 / Z-50

215030/3/… DROP I LED 24 5,2 m 24 W 28 W 500 mA 3 500 K 3 900 lm 3 650 lm 130 lm/W 25,9 kg B-50 / Z-50

215030/4/… DROP I LED 24 5,2 m 24 W 28 W 500 mA 4 000 K 4 350 lm 4 150 lm 148 lm/W 25,9 kg B-50 / Z-50

215030/6/… DROP I LED 24 5,2 m 24 W 28 W 500 mA 5 000 K 4 350 lm 4 150 lm 148 lm/W 25,9 kg B-50 / Z-50

215032/1/… DROP I LED 36 5,2 m 36 W 41 W 750 mA 2 700 K 5 300 lm 5 000 lm 122 lm/W 25,9 kg B-50 / Z-50

215032/3/… DROP I LED 36 5,2 m 36 W 41 W 750 mA 3 500 K 5 450 lm 5 150 lm 126 lm/W 25,9 kg B-50 / Z-50

215032/4/… DROP I LED 36 5,2 m 36 W 41 W 750 mA 4 000 K 6 300 lm 6 000 lm 146 lm/W 25,9 kg B-50 / Z-50

215032/6/… DROP I LED 36 5,2 m 36 W 41 W 750 mA 5 000 K 6 300 lm 6 000 lm 146 lm/W 25,9 kg B-50 / Z-50

215033/1/… DROP I LED 48 5,2 m 48 W 55 W 1 000 mA 2 700 K 6 600 lm 6 300 lm 115 lm/W 25,9 kg B-50 / Z-50

215033/3/… DROP I LED 48 5,2 m 48 W 55 W 1 000 mA 3 500 K 6 900 lm 6 550 lm 119 lm/W 25,9 kg B-50 / Z-50

215033/4/… DROP I LED 48 5,2 m 48 W 55 W 1 000 mA 4 000 K 7 800 lm 7 400 lm 135 lm/W 25,9 kg B-50 / Z-50

215033/6/… DROP I LED 48 5,2 m 48 W 55 W 1 000 mA 5 000 K 7 800 lm 7 400 lm 135 lm/W 25,9 kg B-50 / Z-50

215130/1/… DROP II LED 24 5,2 m 2x24 W 2x28 W 500 mA 2 700 K 2x3 600 lm 2x3 500 lm 125 lm/W 34,9 kg B-50 / Z-50

215130/3/… DROP II LED 24 5,2 m 2x24 W 2x28 W 500 mA 3 500 K 2x3 900 lm 2x3 650 lm 130 lm/W 34,9 kg B-50 / Z-50

215130/4/… DROP II LED 24 5,2 m 2x24 W 2x28 W 500 mA 4 000 K 2x4 350 lm 2x4 150 lm 148 lm/W 34,9 kg B-50 / Z-50

215130/6/… DROP II LED 24 5,2 m 2x24 W 2x28 W 500 mA 5 000 K 2x4 350 lm 2x4 150 lm 148 lm/W 34,9 kg B-50 / Z-50

215132/1/… DROP II LED 36 5,2 m 2x36 W 2x41 W 750 mA 2 700 K 2x5 300 lm 2x5 000 lm 122 lm/W 34,9 kg B-50 / Z-50

215132/3/… DROP II LED 36 5,2 m 2x36 W 2x41 W 750 mA 3 500 K 2x5 450 lm 2x5 150 lm 126 lm/W 34,9 kg B-50 / Z-50

215132/4/… DROP II LED 36 5,2 m 2x36 W 2x41 W 750 mA 4 000 K 2x6 300 lm 2x6 000 lm 146 lm/W 34,9 kg B-50 / Z-50

215132/6/… DROP II LED 36 5,2 m 2x36 W 2x41 W 750 mA 5 000 K 2x6 300 lm 2x6 000 lm 146 lm/W 34,9 kg B-50 / Z-50

215133/1/… DROP II LED 48 5,2 m 2x48 W 2x55 W 1 000 mA 2 700 K 2x6 600 lm 2x6 300 lm 115 lm/W 34,9 kg B-50 / Z-50

215133/3/… DROP II LED 48 5,2 m 2x48 W 2x55 W 1 000 mA 3 500 K 2x6 900 lm 2x6 550 lm 119 lm/W 34,9 kg B-50 / Z-50

215133/4/… DROP II LED 48 5,2 m 2x48 W 2x55 W 1 000 mA 4 000 K 2x7 800 lm 2x7 400 lm 135 lm/W 34,9 kg B-50 / Z-50

215133/6/… DROP II LED 48 5,2 m 2x48 W 2x55 W 1 000 mA 5 000 K 2x7 800 lm 2x7 400 lm 135 lm/W 34,9 kg B-50 / Z-50
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CUT-3/4/5 LED
Lighting sets LED

Parameters: 

H – lighting sets height: 5 m

W – pole spacing: 19 m 

S – sidewalk width: 5 m 

Sidewalk

Lighting class C2

CUT-5 LED 36 W, T3 optics

Lighting example

Application: residential streets, parks, pedestrian walkways, office building precincts
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / gray
Optical system: PMMA optics, interchangeable LED module 
Number of LEDs: 12 (for 24 W, 36 W), 24 (for 48 W)
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,5 m3 (for CUT-3),
                        0,7 m³ (for CUT-4), 
                        1,0 m³ (for CUT-5)
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Lighting sets  CUT LED has the possibility to connect to an external
control system via DALI interface (optionally via analog signal 1-10V).

/… Symbol of selected optical system 

Wrocław, Poland

T4

MEDW

T2 T3

PP

SP

Code Name
Height 

H 
LED

power

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

LEDs 
luminous 

flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Total net 
weight

Concrete footing / 
reinforcement basket 

216230/1/… CUT-3 LED 24 3 m 24 W 28 W 700 mA 2 700 K 3 600 lm 2 800 lm 100 lm/W 31 kg B-50 / Z-50

216230/3/… CUT-3 LED 24 3 m 24 W 28 W 700 mA 3 500 K 3 700 lm 2 900 lm 104 lm/W 31 kg B-50 / Z-50

216230/4/… CUT-3 LED 24 3 m 24 W 28 W 700 mA 4 000 K 4 350 lm 3 400 lm 121 lm/W 31 kg B-50 / Z-50

216230/6/… CUT-3 LED 24 3 m 24 W 28 W 700 mA 5 000 K 4 350 lm 3 400 lm 121 lm/W 31 kg B-50 / Z-50

216232/1/… CUT-3 LED 36 3 m 36 W 40 W 1 000 mA 2 700 K 4 900 lm 3 850 lm 96 lm/W 31 kg B-50 / Z-50

216232/3/… CUT-3 LED 36 3 m 36 W 40 W 1 000 mA 3 500 K 5 100 lm 4 000 lm 100 lm/W 31 kg B-50 / Z-50

216232/4/… CUT-3 LED 36 3 m 36 W 40 W 1 000 mA 4 000 K 6 000 lm 4 700 lm 118 lm/W 31 kg B-50 / Z-50

216232/6/… CUT-3 LED 36 3 m 36 W 40 W 1 000 mA 5 000 K 6 000 lm 4 700 lm 118 lm/W 31 kg B-50 / Z-50

216330/1/… CUT-4 LED 24 4 m 24 W 28 W 700 mA 2 700 K 3 600 lm 2 800 lm 100 lm/W 37,5 kg B-50 / Z-50

216330/3/… CUT-4 LED 24 4 m 24 W 28 W 700 mA 3 500 K 3 700 lm 2 900 lm 104 lm/W 37,5 kg B-50 / Z-50

216330/4/… CUT-4 LED 24 4 m 24 W 28 W 700 mA 4 000 K 4 350 lm 3 400 lm 121 lm/W 37,5 kg B-50 / Z-50

216330/6/… CUT-4 LED 24 4 m 24 W 28 W 700 mA 5 000 K 4 350 lm 3 400 lm 121 lm/W 37,5 kg B-50 / Z-50

216332/1/… CUT-4 LED 36 4 m 36 W 40 W 1 000 mA 2 700 K 4 900 lm 3 850 lm 96 lm/W 37,5 kg B-50 / Z-50

216332/3/… CUT-4 LED 36 4 m 36 W 40 W 1 000 mA 3 500 K 5 100 lm 4 000 lm 100 lm/W 37,5 kg B-50 / Z-50

216332/4/… CUT-4 LED 36 4 m 36 W 40 W 1 000 mA 4 000 K 6 000 lm 4 700 lm 118 lm/W 37,5 kg B-50 / Z-50

216332/6/… CUT-4 LED 36 4 m 36 W 40 W 1 000 mA 5 000 K 6 000 lm 4 700 lm 118 lm/W 37,5 kg B-50 / Z-50

216333/1/… CUT-4 LED 48 4 m 48 W 55 W 700 mA 2 700 K 7 050 lm 5 500 lm 100 lm/W 37,5 kg B-50 / Z-50

216333/3/… CUT-4 LED 48 4 m 48 W 55 W 700 mA 3 500 K 7 350 lm 5 750 lm 105 lm/W 37,5 kg B-50 / Z-50

216333/4/… CUT-4 LED 48 4 m 48 W 55 W 700 mA 4 000 K 8 650 lm 6 750 lm 122 lm/W 37,5 kg B-50 / Z-50

216333/6/… CUT-4 LED 48 4 m 48 W 55 W 700 mA 5 000 K 8 650 lm 6 750 lm 122 lm/W 37,5 kg B-50 / Z-50

216030/1/… CUT-5 LED 24 5 m 24 W 28 W 700 mA 2 700 K 3 600 lm 2 800 lm 100 lm/W 42,5 kg B-50 / Z-50

216030/3/… CUT-5 LED 24 5 m 24 W 28 W 700 mA 3 500 K 3 700 lm 2 900 lm 104 lm/W 42,5 kg B-50 / Z-50

216030/4/… CUT-5 LED 24 5 m 24 W 28 W 700 mA 4 000 K 4 350 lm 3 400 lm 121 lm/W 42,5 kg B-50 / Z-50

216030/6/… CUT-5 LED 24 5 m 24 W 28 W 700 mA 5 000 K 4 350 lm 3 400 lm 121 lm/W 42,5 kg B-50 / Z-50

216032/1/… CUT-5 LED 36 5 m 36 W 40 W 1 000 mA 2 700 K 4 900 lm 3 850 lm 96 lm/W 42,5 kg B-50 / Z-50

216032/3/… CUT-5 LED 36 5 m 36 W 40 W 1 000 mA 3 500 K 5 100 lm 4 000 lm 100 lm/W 42,5 kg B-50 / Z-50

216032/4/… CUT-5 LED 36 5 m 36 W 40 W 1 000 mA 4 000 K 6 000 lm 4 700 lm 118 lm/W 42,5 kg B-50 / Z-50

216032/6/… CUT-5 LED 36 5 m 36 W 40 W 1 000 mA 5 000 K 6 000 lm 4 700 lm 118 lm/W 42,5 kg B-50 / Z-50

216033/1/… CUT-5 LED 48 5 m 48 W 55 W 700 mA 2 700 K 7 050 lm 5 500 lm 100 lm/W 42,5 kg B-50 / Z-50

216033/3/… CUT-5 LED 48 5 m 48 W 55 W 700 mA 3 500 K 7 350 lm 5 750 lm 105 lm/W 42,5 kg B-50 / Z-50

216033/3/… CUT-5 LED 48 5 m 48 W 55 W 700 mA 4 000 K 8 650 lm 6 750 lm 122 lm/W 42,5 kg B-50 / Z-50

216033/4/… CUT-5 LED 48 5 m 48 W 55 W 700 mA 5 000 K 8 650 lm 6 750 lm 122 lm/W 42,5 kg B-50 / Z-50
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CUT-4/5 II LED
Lighting sets LED

Parameters: 

H – lighting sets height: 5 m

W – pole spacing: 31 m 

S – sidewalk width: 5 m 

Sidewalk

Lighting class C2

CUT-II-5 LED 36 W, SP optics

Lighting example

Application: residential streets, parks, pedestrian walkways, office building precincts
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / gray
Optical system: PMMA optics, interchangeable LED module 
Number of LEDs: 2x12 (for 24 W, 36 W), 2x24 (for 48 W)
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,7 m³ (for CUT-II-4), 
                        1,0 m³ (for CUT-II-5)
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Lighting sets CUT LED has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10V).

/… Symbol of selected optical system 

Warsaw, Poland

SP

Code Name
Height 

H 
LED

power

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

LEDs 
luminous 

flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Total net 
weight

Concrete footing / 
reinforcement basket 

2106330/1/... CUT-II-4 LED 24 4 m 2x24 W 2x28 W 700 mA 2 700 K 2x3600 lm 2x2800 lm 100 lm/W 44,5 kg B-50 / Z-50

2106330/3/… CUT-II-4 LED 24 4 m 2x24 W 2x28 W 700 mA 3 500 K 2x3700 lm 2x2900 lm 104 lm/W 44,5 kg B-50 / Z-50

2106330/4/… CUT-II-4 LED 24 4 m 2x24 W 2x28 W 700 mA 4 000 K 2x4350 lm 2x3400 lm 121 lm/W 44,5 kg B-50 / Z-50

2106330/6/… CUT-II-4 LED 24 4 m 2x24 W 2x28 W 700 mA 5 000 K 2x4350 lm 2x3400 lm 121 lm/W 44,5 kg B-50 / Z-50

2106332/1/… CUT-II-4 LED 36 4 m 2x36 W 2x40 W 1 000 mA 2 700 K 2x4900 lm 2x3850 lm 96 lm/W 44,5 kg B-50 / Z-50

2106332/3/… CUT-II-4 LED 36 4 m 2x36 W 2x40 W 1 000 mA 3 500 K 2x5100 lm 2x4000 lm 100 lm/W 44,5 kg B-50 / Z-50

2106332/4/… CUT-II-4 LED 36 4 m 2x36 W 2x40 W 1 000 mA 4 000 K 2x6000 lm 2x4700 lm 118 lm/W 44,5 kg B-50 / Z-50

2106332/6/… CUT-II-4 LED 36 4 m 2x36 W 2x40 W 1 000 mA 5 000 K 2x6000 lm 2x4700 lm 118 lm/W 44,5 kg B-50 / Z-50

2106333/1/… CUT-II-4 LED 48 4 m 2x48 W 2x55 W 700 mA 2 700 K 2x7050 lm 2x5500 lm 100 lm/W 44,5 kg B-50 / Z-50

2106333/3/… CUT-II-4 LED 48 4 m 2x48 W 2x55 W 700 mA 3 500 K 2x7350 lm 2x5750 lm 105 lm/W 44,5 kg B-50 / Z-50

2106333/4/… CUT-II-4 LED 48 4 m 2x48 W 2x55 W 700 mA 4 000 K 2x8650 lm 2x6750 lm 122 lm/W 44,5 kg B-50 / Z-50

2106333/6/… CUT-II-4 LED 48 4 m 2x48 W 2x55 W 700 mA 5 000 K 2x8650 lm 2x6750 lm 122 lm/W 44,5 kg B-50 / Z-50

2106030/1/... CUT-II-5 LED 24 5 m 2x24 W 2x28 W 700 mA 2 700 K 2x3600 lm 2x2800 lm 100 lm/W 50,5 kg B-50 / Z-50

2106030/3/… CUT-II-5 LED 24 5 m 2x24 W 2x28 W 700 mA 3 500 K 2x3700 lm 2x2900 lm 104 lm/W 50,5 kg B-50 / Z-50

2106030/4/… CUT-II-5 LED 24 5 m 2x24 W 2x28 W 700 mA 4 000 K 2x4350 lm 2x3400 lm 121 lm/W 50,5 kg B-50 / Z-50

2106030/6/… CUT-II-5 LED 24 5 m 2x24 W 2x28 W 700 mA 5 000 K 2x4350 lm 2x3400 lm 121 lm/W 50,5 kg B-50 / Z-50

2106032/1/… CUT-II-5 LED 36 5 m 2x36 W 2x40 W 1 000 mA 2 700 K 2x4900 lm 2x3850 lm 96 lm/W 50,5 kg B-50 / Z-50

2106032/3/… CUT-II-5 LED 36 5 m 2x36 W 2x40 W 1 000 mA 3 500 K 2x5100 lm 2x4000 lm 100 lm/W 50,5 kg B-50 / Z-50

2106032/4/… CUT-II-5 LED 36 5 m 2x36 W 2x40 W 1 000 mA 4 000 K 2x6000 lm 2x4700 lm 118 lm/W 50,5 kg B-50 / Z-50

2106032/6/… CUT-II-5 LED 36 5 m 2x36 W 2x40 W 1 000 mA 5 000 K 2x6000 lm 2x4700 lm 118 lm/W 50,5 kg B-50 / Z-50

2106033/1/… CUT-II-5 LED 48 5 m 2x48 W 2x55 W 700 mA 2 700 K 2x7050 lm 2x5500 lm 100 lm/W 50,5 kg B-50 / Z-50

2106033/3/… CUT-II-5 LED 48 5 m 2x48 W 2x55 W 700 mA 3 500 K 2x7350 lm 2x5750 lm 105 lm/W 50,5 kg B-50 / Z-50

2106033/4/… CUT-II-5 LED 48 5 m 2x48 W 2x55 W 700 mA 4 000 K 2x8650 lm 2x6750 lm 122 lm/W 50,5 kg B-50 / Z-50

2106033/6/… CUT-II-5 LED 48 5 m 2x48 W 2x55 W 700 mA 5 000 K 2x8650 lm 2x6750 lm 122 lm/W 50,5 kg B-50 / Z-50



H

W

S2
S1

220-240V

AC DALI
10kV-40o

+55o

Al

800

95

150 150

15

H
60

0
40

0

400

300

800

95

95

150

12

H
60

0
40

0

180

224

800

95

150 150

15

H
60

0
40

0

300
400

800

95

95

150

12

H
60

0
40

0

180

224

1450

1450

ZPSO ROSA CUT LED 24W 2700K SP 1xSamsung LH351C 2700K 24W

0°

200

300

400

500

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA CUT LED 24W 2700K T3 1xSamsung LH351C 2700K 24W

0°

200

300

400

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

200

300

400

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA CUT LED 24W 2700K T2 1xSamsung LH351C 2700K 24W

0°

300

400

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA CUT LED 24W 2700K ME 1xSamsung LH351C 2700K 24W

0°

200

400

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA CUT LED 24W 2700K DW 1xSamsung LH351C 2700K 24W

160

320

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15°

cd/klm
C0 - C180

ZPSO ROSA CUT LED 24W 2700K PP 1xSamsung LH351C 2700K 24W

0°

400

600

800

1000

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA CUT LED 24W 2700K T4 1xSamsung LH351C 2700K 24W

0°

320

480

640

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm
C0 - C180 C90 - C270

276 277

Cracow, Poland

/… Symbol of selected optical system 

CUT-6/7/8 LED
Lighting sets LED

Parameters: 

H – lighting sets height: 8 m

W – pole spacing: 25 m 

S1 – sidewalk width: 3 m 

S2 – road width: 7 m 

Road with parking spaces and sidewalk

Lighting class C2

CUT-8 LED 72 W, T3 optics

Lighting example

Application: urban roads, residential streets, office building precincts, 
parks, pedestrian walkways
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / gray
Optical system: PMMA optics, interchangeable LED module 
Number of LEDs: 24 
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 1,2 m3 (for CUT-6),
                        1,4 m³ (for CUT-7), 
                        1,6 m³ (for CUT-8)
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Lighting set CUT LED has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10V).
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Luminous 
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Concrete footing / 
reinforcement basket 

216633/1/… CUT-6 LED 48 6 m 48 W 55 W 700 mA 2 700 K 7 050 lm 5 500 lm 100 lm/W 62,5 kg B-71, B-70 / Z-71, Z-70

216633/3/… CUT-6 LED 48 6 m 48 W 55 W 700 mA 3 500 K 7 350 lm 5 750 lm 105 lm/W 62,5 kg B-71, B-70 / Z-71, Z-70

216633/4/… CUT-6 LED 48 6 m 48 W 55 W 700 mA 4 000 K 8 650 lm 6 750 lm 122 lm/W 62,5 kg B-71, B-70 / Z-71, Z-70

216633/6/… CUT-6 LED 48 6 m 48 W 55 W 700 mA 5 000 K 8 650 lm 6 750 lm 122 lm/W 62,5 kg B-71, B-70 / Z-71, Z-70

216635/1/… CUT-6 LED 72 6 m 72 W 79 W 1 000 mA 2 700 K 9 450 lm 7 400 lm 94 lm/W 62,5 kg B-71, B-70 / Z-71, Z-70

216635/3/… CUT-6 LED 72 6 m 72 W 79 W 1 000 mA 3 500 K 9 900 lm 7 750 lm 98 lm/W 62,5 kg B-71, B-70 / Z-71, Z-70

216635/4/… CUT-6 LED 72 6 m 72 W 79 W 1 000 mA 4 000 K 11 650 lm 9 150 lm 116 lm/W 62,5 kg B-71, B-70 / Z-71, Z-70

216635/6/… CUT-6 LED 72 6 m 72 W 79 W 1 000 mA 5 000 K 11 650 lm 9 150 lm 116 lm/W 62,5 kg B-71, B-70 / Z-71, Z-70

216733/1/… CUT-7 LED 48 7 m 48 W 55 W 700 mA 2 700 K 7 050 lm 5 500 lm 100 lm/W 69,5 kg B-71, B-70 / Z-71, Z-70

216733/3/… CUT-7 LED 48 7 m 48 W 55 W 700 mA 3 500 K 7 350 lm 5 750 lm 105 lm/W 69,5 kg B-71, B-70 / Z-71, Z-70

216733/4/… CUT-7 LED 48 7 m 48 W 55 W 700 mA 4 000 K 8 650 lm 6 750 lm 122 lm/W 69,5 kg B-71, B-70 / Z-71, Z-70

216733/6/… CUT-7 LED 48 7 m 48 W 55 W 700 mA 5 000 K 8 650 lm 6 750 lm 122 lm/W 69,5 kg B-71, B-70 / Z-71, Z-70

216735/1/… CUT-7 LED 72 7 m 72 W 79 W 1 000 mA 2 700 K 9 450 lm 7 400 lm 94 lm/W 69,5 kg B-71, B-70 / Z-71, Z-70

216735/3/… CUT-7 LED 72 7 m 72 W 79 W 1 000 mA 3 500 K 9 900 lm 7 750 lm 98 lm/W 69,5 kg B-71, B-70 / Z-71, Z-70

216735/4/… CUT-7 LED 72 7 m 72 W 79 W 1 000 mA 4 000 K 11 650 lm 9 150 lm 116 lm/W 69,5 kg B-71, B-70 / Z-71, Z-70

216735/6/… CUT-7 LED 72 7 m 72 W 79 W 1 000 mA 5 000 K 11 650 lm 9 150 lm 116 lm/W 69,5 kg B-71, B-70 / Z-71, Z-70

216433/1/… CUT-8 LED 48 8 m 48 W 55 W 700 mA 2 700 K 7 050 lm 5 500 lm 100 lm/W 76 kg B-71, B-70 / Z-71, Z-70

216433/3/… CUT-8 LED 48 8 m 48 W 55 W 700 mA 3 500 K 7 350 lm 5 750 lm 105 lm/W 76 kg B-71, B-70 / Z-71, Z-70

216433/4/… CUT-8 LED 48 8 m 48 W 55 W 700 mA 4 000 K 8 650 lm 6 750 lm 122 lm/W 76 kg B-71, B-70 / Z-71, Z-70

216433/6/… CUT-8 LED 48 8 m 48 W 55 W 700 mA 5 000 K 8 650 lm 6 750 lm 122 lm/W 76 kg B-71, B-70 / Z-71, Z-70

216435/1/… CUT-8 LED 72 8 m 72 W 79 W 1 000 mA 2 700 K 9 450 lm 7 400 lm 94 lm/W 76 kg B-71, B-70 / Z-71, Z-70

216435/3/… CUT-8 LED 72 8 m 72 W 79 W 1 000 mA 3 500 K 9 900 lm 7 750 lm 98 lm/W 76 kg B-71, B-70 / Z-71, Z-70

216435/4/… CUT-8 LED 72 8 m 72 W 79 W 1 000 mA 4 000 K 11 650 lm 9 150 lm 116 lm/W 76 kg B-71, B-70 / Z-71, Z-70

216435/6/… CUT-8 LED 72 8 m 72 W 79 W 1 000 mA 5 000 K 11 650 lm 9 150 lm 116 lm/W 76 kg B-71, B-70 / Z-71, Z-70
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Application: urban roads, residential streets, office building precincts, parks, 
pedestrian walkways
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Colour: inox / gray
Optical system: PMMA optics, interchangeable LED module 
Number of LEDs: 2x24 
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 1,2 m3 (for CUT-II-6),
                        1,4 m³ (for CUT-II-7), 
                        1,6 m³ (for CUT-II-8)
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Lighting set CUT-8 LED has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10V).

CUT-II-6/7/8 LED
Lighting sets LED

Parameters: 

H – lighting sets height: 8 m

W – pole spacing: 31 m 

S – road width: 7 m 

Dual carriageway with two lanes

Lighting class M3

CUT-II-8 LED 72 W, T3 optics

Lighting example

Nowy Sącz, Poland

T4

MEDW

T2 T3

PP

SP

Code Name
Height 

H  
LED

power

Luminaire 
power 

consumption 

LED 
forward 
current

Colour 
temperature

LEDs 
luminous 

flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Total net 
weight

Concrete footing / 
reinforcement basket 

2106633/1/… CUT-II-6 LED 48 6 m 2x48 W 2x55 W 700 mA 2 700 K 2x7 050 lm 2x5 500 lm 100 lm/W 70 kg B-71, B-70 / Z-71, Z-70

2106633/2/… CUT-II-6 LED 48 6 m 2x48 W 2x55 W 700 mA 3 500 K 2x7 350 lm 2x5 750 lm 105 lm/W 70 kg B-71, B-70 / Z-71, Z-70

2106633/3/… CUT-II-6 LED 48 6 m 2x48 W 2x55 W 700 mA 4 000 K 2x8 650 lm 2x6 750 lm 122 lm/W 70 kg B-71, B-70 / Z-71, Z-70

2106633/4/… CUT-II-6 LED 48 6 m 2x48 W 2x55 W 700 mA 5 000 K 2x8 650 lm 2x6 750 lm 122 lm/W 70 kg B-71, B-70 / Z-71, Z-70

2106635/1/… CUT-II-6 LED 72 6 m 2x72 W 2x79 W 1 000 mA 2 700 K 2x9 450 lm 2x7 400 lm 94 lm/W 70 kg B-71, B-70 / Z-71, Z-70

2106635/3/… CUT-II-6 LED 72 6 m 2x72 W 2x79 W 1 000 mA 3 500 K 2x9 900 lm 2x7 750 lm 98 lm/W 70 kg B-71, B-70 / Z-71, Z-70

2106635/4/… CUT-II-6 LED 72 6 m 2x72 W 2x79 W 1 000 mA 4 000 K 2x11 650 lm 2x9 150 lm 116 lm/W 70 kg B-71, B-70 / Z-71, Z-70

2106635/6/… CUT-II-6 LED 72 6 m 2x72 W 2x79 W 1 000 mA 5 000 K 2x11 650 lm 2x9 150 lm 116 lm/W 70 kg B-71, B-70 / Z-71, Z-70

2106733/1/… CUT-II-7 LED 48 7 m 2x48 W 2x55 W 700 mA 2 700 K 2x7 050 lm 2x5 500 lm 100 lm/W 77 kg B-71, B-70 / Z-71, Z-70

2106733/3/… CUT-II-7 LED 48 7 m 2x48 W 2x55 W 700 mA 3 500 K 2x7 350 lm 2x5 750 lm 105 lm/W 77 kg B-71, B-70 / Z-71, Z-70

2106733/4/… CUT-II-7 LED 48 7 m 2x48 W 2x55 W 700 mA 4 000 K 2x8 650 lm 2x6 750 lm 122 lm/W 77 kg B-71, B-70 / Z-71, Z-70

2106733/6/… CUT-II-7 LED 48 7 m 2x48 W 2x55 W 700 mA 5 000 K 2x8 650 lm 2x6 750 lm 122 lm/W 77 kg B-71, B-70 / Z-71, Z-70

2106735/1/… CUT-II-7 LED 72 7 m 2x72 W 2x79 W 1 000 mA 2 700 K 2x9 450 lm 2x7 400 lm 94 lm/W 77 kg B-71, B-70 / Z-71, Z-70

2106735/3/… CUT-II-7 LED 72 7 m 2x72 W 2x79 W 1 000 mA 3 500 K 2x9 900 lm 2x7 750 lm 98 lm/W 77 kg B-71, B-70 / Z-71, Z-70

2106735/4/… CUT-II-7 LED 72 7 m 2x72 W 2x79 W 1 000 mA 4 000 K 2x11 650 lm 2x9 150 lm 116 lm/W 77 kg B-71, B-70 / Z-71, Z-70

2106735/6/… CUT-II-7 LED 72 7 m 2x72 W 2x79 W 1 000 mA 5 000 K 2x11 650 lm 2x9 150 lm 116 lm/W 77 kg B-71, B-70 / Z-71, Z-70

2106433/1/… CUT-II-8 LED 48 8 m 2x48 W 2x55 W 700 mA 2 700 K 2x7 050 lm 2x5 500 lm 100 lm/W 83,5 kg B-71, B-70 / Z-71, Z-70

2106433/3/… CUT-II-8 LED 48 8 m 2x48 W 2x55 W 700 mA 3 500 K 2x7 350 lm 2x5 750 lm 105 lm/W 83,5 kg B-71, B-70 / Z-71, Z-70

2106433/4/… CUT-II-8 LED 48 8 m 2x48 W 2x55 W 700 mA 4 000 K 2x8 650 lm 2x6 750 lm 122 lm/W 83,5 kg B-71, B-70 / Z-71, Z-70

2106433/6/… CUT-II-8 LED 48 8 m 2x48 W 2x55 W 700 mA 5 000 K 2x8 650 lm 2x6 750 lm 122 lm/W 83,5 kg B-71, B-70 / Z-71, Z-70

2106435/1/… CUT-II-8 LED 72 8 m 2x72 W 2x79 W 1 000 mA 2 700 K 2x9 450 lm 2x7 400 lm 94 lm/W 83,5 kg B-71, B-70 / Z-71, Z-70

2106435/3/… CUT-II-8 LED 72 8 m 2x72 W 2x79 W 1 000 mA 3 500 K 2x9 900 lm 2x7 750 lm 98 lm/W 83,5 kg B-71, B-70 / Z-71, Z-70

2106435/4/… CUT-II-8 LED 72 8 m 2x72 W 2x79 W 1 000 mA 4 000 K 2x11 650 lm 2x9 150 lm 116 lm/W 83,5 kg B-71, B-70 / Z-71, Z-70

2106435/6/… CUT-II-8 LED 72 8 m 2x72 W 2x79 W 1 000 mA 5 000 K 2x11 650 lm 2x9 150 lm 116 lm/W 83,5 kg B-71, B-70 / Z-71, Z-70
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/… Symbol of selected optical system 

STICK I LED
Lighting sets LED

Parameters: 
H – lighting sets height: 5 m
W – pole spacing: 27 m 
S – road width: 5 m 

Bicycle and pedestrian path
STICK LED 24 W, T3 optics

Lighting example

Application: residential streets, office building precincts, parks, 
pedestrian walkways
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium profiles
Colour: gray / inox
Optical system: PMMA optics, interchangeable LED module
Number of LEDs: 12 (for 24 W), 24 (for 48 W) 
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 1,1 m³
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95  
Lighting set STICK I LED has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10 V).

Lighting class P3el
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Code Name Height 
LED 

power

Luminaire 
power 

consumption

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous flux

Luminous 
efficacy

Total net 
weight

Concrete footing / 
reinforcement basket 

217030/1/… STICK LED 24 5 m 24 W 28 W 700 mA 2 700 K 3 600 lm 2 900 lm 104 lm/W 59 kg B-60 / Z-60

217030/3/… STICK LED 24 5 m 24 W 28 W 700 mA 3 500 K 3 700 lm 3 000 lm 107 lm/W 59 kg B-60 / Z-60

217030/4/… STICK LED 24 5 m 24 W 28 W 700 mA 4 000 K 4 350 lm 3 500 lm 125 lm/W 59 kg B-60 / Z-60

217030/6/… STICK LED 24 5 m 24 W 28 W 700 mA 5 000 K 4 350 lm 3 500 lm 125 lm/W 59 kg B-60 / Z-60

217033/1/… STICK LED 48 5 m 48 W 55 W 700 mA 2 700 K 7 050 lm 5 700 lm 104 lm/W 59 kg B-60 / Z-60

217033/3/… STICK LED 48 5 m 48 W 55 W 700 mA 3 500 K 7 350 lm 5 950 lm 108 lm/W 59 kg B-60 / Z-60

217033/4/… STICK LED 48 5 m 48 W 55 W 700 mA 4 000 K 8 650 lm 6 950 lm 126 lm/W 59 kg B-60 / Z-60

217033/6/… STICK LED 48 5 m 48 W 55 W 700 mA 5 000 K 8 650 lm 6 950 lm 126 lm/W 59 kg B-60 / Z-60
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/… Symbol of selected optical system 

STICK II LED
Lighting sets LED

Application: residential streets, office building precincts, parks,
pedestrian walkways, parking
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium profiles
Colour: gray / inox
Optical system: PMMA optics, interchangeable LED module
Number of LEDs: 2x12 (for 24 W), 2x24 (for 48 W)
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 1,1 m³
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95 
Lighting set STICK II LED has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10V).

Lighting example

Parameters: 
H – lighting sets height: 5 m
W – pole spacing: 19 m 
S – sidewalk width: 3,5 m 

Promenade

Lighting class C3

STICK II LED 24 W, T2 optics
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Code Name Height LED power
Luminaire 

power 
consumption 

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous flux

Luminous 
efficacy

Total net 
weight

Concrete footing / 
reinforcement basket 

217130/1/… STICK II LED 2x24 5 m  2x24 W 2x28 W 700 mA 2 700 K 2x3 600 lm 2x2 900 lm 104 lm/W 62 kg B-60 / Z-60

217130/3/… STICK II LED 2x24 5 m  2x24 W 2x28 W 700 mA 3 500 K 2x3 700 lm 2x3 000 lm 107 lm/W 62 kg B-60 / Z-60

217130/4/… STICK II LED 2x24 5 m  2x24 W 3x28 W 700 mA 4 000 K 2x4 350 lm 2x3 500 lm 125 lm/W 62 kg B-60 / Z-60

217130/6/… STICK II LED 2x24 5 m  2x24 W 4x28 W 700 mA 5 000 K 2x4 350 lm 2x3 500 lm 125 lm/W 62 kg B-60 / Z-60

217133/1/… STICK II LED 2x48 5 m  2x48 W 2x55 W 700 mA 2 700 K 2x7 050 lm 2x5 700 lm 104 lm/W 62 kg B-60 / Z-60

217133/3/… STICK II LED 2x48 5 m  2x48 W 2x55 W 700 mA 3 500 K 2x7 350 lm 2x5 950 lm 108 lm/W 62 kg B-60 / Z-60

217133/4/… STICK II LED 2x48 5 m  2x48 W 2x55 W 700 mA 4 000 K 2x8 650 lm 2x6 950 lm 126 lm/W 62 kg B-60 / Z-60

217133/6/… STICK II LED 2x48 5 m  2x48 W 2x55 W 700 mA 5 000 K 2x8 650 lm 2x6 950 lm 126 lm/W 62 kg B-60 / Z-60

217230/1/… STICK II LED 90˚ 2x24 5 m  2x24 W 2x28 W 700 mA 2 700 K 2x3 600 lm 2x2 900 lm 104 lm/W 62 kg B-60 / Z-60

217230/3/… STICK II LED 90˚ 2x24 5 m  2x24 W 2x28 W 700 mA 3 500 K 2x3 700 lm 2x3 000 lm 107 lm/W 62 kg B-60 / Z-60

217230/4/… STICK II LED 90˚ 2x24 5 m  2x24 W 2x28 W 700 mA 4 000 K 2x4 350 lm 2x3 500 lm 125 lm/W 62 kg B-60 / Z-60

217230/6/… STICK II LED 90˚ 2x24 5 m  2x24 W 2x28 W 700 mA 5 000 K 2x4 350 lm 2x3 500 lm 125 lm/W 62 kg B-60 / Z-60

217233/1/… STICK II LED 90˚ 2x48 5 m  2x48 W 2x55 W 700 mA 2 700 K 2x7 050 lm 2x5 700 lm 104 lm/W 62 kg B-60 / Z-60

217233/3/… STICK II LED 90˚ 2x48 5 m  2x48 W 2x55 W 700 mA 3 500 K 2x7 350 lm 2x5 950 lm 108 lm/W 62 kg B-60 / Z-60

217233/4/… STICK II LED 90˚ 2x48 5 m  2x48 W 2x55 W 700 mA 4 000 K 2x8 650 lm 2x6 950 lm 126 lm/W 62 kg B-60 / Z-60

217233/6/… STICK II LED 90˚ 2x48 5 m  2x48 W 2x55 W 700 mA 5 000 K 2x8 650 lm 2x6 950 lm 126 lm/W 62 kg B-60 / Z-60

217330/1/… STICK II LED 180˚ 2x24 5 m  2x24 W 2x28 W 700 mA 2 700 K 2x3 600 lm 2x2 900 lm 104 lm/W 62 kg B-60 / Z-60

217330/3/… STICK II LED 180˚ 2x24 5 m  2x24 W 2x28 W 700 mA 3 500 K 2x3 700 lm 2x3 000 lm 107 lm/W 62 kg B-60 / Z-60

217330/4/… STICK II LED 180˚ 2x24 5 m  2x24 W 2x28 W 700 mA 4 000 K 2x4 350 lm 2x3 500 lm 125 lm/W 62 kg B-60 / Z-60

217330/6/… STICK II LED 180˚ 2x24 5 m  2x24 W 2x28 W 700 mA 5 000 K 2x4 350 lm 2x3 500 lm 125 lm/W 62 kg B-60 / Z-60

217333/1/… STICK II LED 180˚ 2x48 5 m  2x48 W 2x55 W 700 mA 2 700 K 2x7 050 lm 2x5 700 lm 104 lm/W 62 kg B-60 / Z-60

217333/3/… STICK II LED 180˚ 2x48 5 m  2x48 W 2x55 W 700 mA 3 500 K 2x7 350 lm 2x5 950 lm 108 lm/W 62 kg B-60 / Z-60

217333/4/… STICK II LED 180˚ 2x48 5 m  2x48 W 2x55 W 700 mA 4 000 K 2x8 650 lm 2x6 950 lm 126 lm/W 62 kg B-60 / Z-60

217333/6/… STICK II LED 180˚ 2x48 5 m  2x48 W 2x55 W 700 mA 5 000 K 2x8 650 lm 2x6 950 lm 126 lm/W 62 kg B-60 / Z-60



za
be

zp
ie

cz
en

ie
el

as
to

m
er

em
35

0 60
0

50
00

40
0

12

180

760

220-240V

AC DALI
10kV-40o

+55o

Al

Radom, Poland

ZPSO ROSA 217030/1/ME Stick LED 24W 2700K ME 1xSamsung LH351C 2700K
24W

200

400

500

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15°

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 217030/1/DW Stick LED 24W 2700K DW 1xSamsung LH351C
2700K 24W

200

300

400

500

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15°

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 217030/1/T2 Stick LED 24W 2700K T2 1xSamsung LH351C 2700K
24W

300

400

500

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15°

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 217030/1/T3 Stick LED 24W 2700K T3 1xSamsung LH351C 2700K
24W

300

400

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15°

cd/klm
C0 - C180 C90 - C270

MEDW T2 T3

284 285

STICK III LED
Lighting sets LED

Application: residential streets, office building precincts, parks, 
pedestrian walkways, parking
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium profiles
Colour: gray / inox
Optical system: PMMA optics, interchangeable LED module
Number of LEDs: 3x12 (for 24 W), 3x24 (for 48 W),
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 1,1 m³ 
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Lighting set STICK III LED has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1- 10V).

/… Symbol of selected optical system 
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Code Name Height LED power
Luminaire 

power 
consumption 

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Total net 
weight

Concrete footing / 
reinforcement basket 

217430/1/… STICK III LED 4x24 5 m 3x24 W 3x28 W 700 mA 2 700 K 3x3 600 lm 3x2 900 lm 104 lm/W 65 kg B-60 / Z-60

217430/3/… STICK III LED 4x24 5 m 3x24 W 3x28 W 700 mA 3 500 K 3x3 700 lm 3x3 000 lm 107 lm/W 65 kg B-60 / Z-60

217430/4/… STICK III LED 4x24 5 m 3x24 W 3x28 W 700 mA 4 000 K 3x4 350 lm 3x3 500 lm 125 lm/W 65 kg B-60 / Z-60

217430/6/… STICK III LED 4x24 5 m 3x24 W 3x28 W 700 mA 5 000 K 3x4 350 lm 3x3 500 lm 125 lm/W 65 kg B-60 / Z-60

217433/1/… STICK III LED 3x48 5 m 3x48 W 3x55 W 700 mA 2 700 K 3x7 050 lm 3x5 700 lm 104 lm/W 65 kg B-60 / Z-60

217433/3/… STICK III LED 3x48 5 m 3x48 W 3x55 W 700 mA 3 500 K 3x7350 lm 3x5 950 lm 108 lm/W 65 kg B-60 / Z-60

217433/4/… STICK III LED 3x48 5 m 3x48 W 3x55 W 700 mA 4 000 K 3x8 650 lm 3x6 950 lm 126 lm/W 65 kg B-60 / Z-60

217433/6/… STICK III LED 3x48 5 m 3x48 W 3x55 W 700 mA 5 000 K 3x8 650 lm 3x6 950 lm 126 lm/W 65 kg B-60 / Z-60



za
be

zp
ie

cz
en

ie
el

as
to

m
er

em
35

0 60
0

50
00

40
0

12

180

760

220-240V

AC DALI
10kV-40o

+55o

Al

ZPSO ROSA 217030/1/ME Stick LED 24W 2700K ME 1xSamsung LH351C 2700K
24W

200

400

500

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15°

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 217030/1/DW Stick LED 24W 2700K DW 1xSamsung LH351C
2700K 24W

200

300

400

500

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15°

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 217030/1/T2 Stick LED 24W 2700K T2 1xSamsung LH351C 2700K
24W

300

400

500

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15°

cd/klm
C0 - C180 C90 - C270

ZPSO ROSA 217030/1/T3 Stick LED 24W 2700K T3 1xSamsung LH351C 2700K
24W

300

400

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15°

cd/klm
C0 - C180 C90 - C270

MEDW T2 T3

286 287

Saudi Arabia

/… Symbol of selected optical system 

STICK IV LED
Lighting sets LED

Application: residential streets, office building precincts, 
parks, pedestrian walkways, parking
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium profiles
Colour: gray / inox
Optical system: PMMA optics, interchangeable LED module
Number of LEDs: 4x12 (for 24 W), 4x24 (for 48 W)
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 1,1 m³
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Lighting set STICK IV LED has the possibility to connect to an external  
control system via DALI interface (optionally via analog signal 1-10V).
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Code Name Height LED power
Luminaire 

power 
consumption 

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Total net 
weight

Concrete footing / 
reinforcement basket 

217630/1/… STICK IV LED 4x24 5 m 4x24 W 4x28 W 700 mA 2 700 K 4x3 600 lm 4x2 900 lm 104 lm/W 68 kg B-60 / Z-60

217630/3/… STICK IV LED 4x24 5 m 4x24 W 4x28 W 700 mA 3 500 K 4x3 700 lm 4x3 000 lm 107 lm/W 68 kg B-60 / Z-60

217630/4/… STICK IV LED 4x24 5 m 4x24 W 4x28 W 700 mA 4 000 K 4x4 350 lm 4x3 500 lm 125 lm/W 68 kg B-60 / Z-60

217630/6/… STICK IV LED 4x24 5 m 4x24 W 4x28 W 700 mA 5 000 K 4x4 350 lm 4x3 500 lm 125 lm/W 68 kg B-60 / Z-60

217633/1/… STICK IV LED 4x48 5 m 4x48 W 4x55 W 700 mA 2 700 K 4x7 050 lm 4x5 700 lm 104 lm/W 68 kg B-60 / Z-60

217633/3/… STICK IV LED 4x48 5 m 4x48 W 4x55 W 700 mA 3 500 K 4x7 350 lm 4x5 950 lm 108 lm/W 68 kg B-60 / Z-60

217633/4/… STICK IV LED 4x48 5 m 4x48 W 4x55 W 700 mA 4 000 K 4x8 650 lm 4x6 950 lm 126 lm/W 68 kg B-60 / Z-60

217633/6/… STICK IV LED 4x48 5 m 4x48 W 4x55 W 700 mA 5 000 K 4x8 650 lm 4x6 950 lm 126 lm/W 68 kg B-60 / Z-60

217730/1/… STICK IV LED 90˚ 4x24 5 m 4x24 W 4x28 W 700 mA 2 700 K 4x3 600 lm 4x2 900 lm 104 lm/W 68 kg B-60 / Z-60

217730/3/… STICK IV LED 90˚ 4x24 5 m 4x24 W 4x28 W 700 mA 3 500 K 4x3 700 lm 4x3 000 lm 107 lm/W 68 kg B-60 / Z-60

217730/4/… STICK IV LED 90˚ 4x24 5 m 4x24 W 4x28 W 700 mA 4 000 K 4x4 350 lm 4x3 500 lm 125 lm/W 68 kg B-60 / Z-60

217730/6/… STICK IV LED 90˚ 4x24 5 m 4x24 W 4x28 W 700 mA 5 000 K 4x4 350 lm 4x3 500 lm 125 lm/W 68 kg B-60 / Z-60

217733/1/… STICK IV LED 90˚ 4x48 5 m 4x48 W 4x55 W 700 mA 2 700 K 4x7 050 lm 4x5 700 lm 104 lm/W 68 kg B-60 / Z-60

217733/3/… STICK IV LED 90˚ 4x48 5 m 4x48 W 4x55 W 700 mA 3 500 K 4x7 350 lm 4x5 950 lm 108 lm/W 68 kg B-60 / Z-60

217733/4/… STICK IV LED 90˚ 4x48 5 m 4x48 W 4x55 W 700 mA 4 000 K 4x8 650 lm 4x6 950 lm 126 lm/W 68 kg B-60 / Z-60

217733/6/… STICK IV LED 90˚ 4x48 5 m 4x48 W 4x55 W 700 mA 5 000 K 4x8 650 lm 4x6 950 lm 126 lm/W 68 kg B-60 / Z-60
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/… Symbol of selected optical system 

CORE LED
Lighting sets LED

Parameters: 
H – lighting sets height: 5 m
W – pole spacing: 27 m 
S – road width: 6 m 

Residential street

Lighting class P2

CORE LED 48 W, DW optics

Lighting example

Application: residential streets, office building surroundings, parks, 
pedestrian walkways 
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium profiles
Colour: graphite / black
Optical system: PMMA optics, interchangeable LED module
Decorative elements: strip of exotic wood
Number of LEDs: 12 (for 24 W), 24 (for 48 W) 
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 1,75 m³ 
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Lighting set CORE LED has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10 V).
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Height 

H  
LED 

power

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous 

flux

Luminous 
efficacy

Total net 
weight

Concrete footing / 
reinforcement basket 

216530/1/… CORE LED 24 5 m 24 W 28 W 700 mA 2 700 K 3 600 lm 2 650 lm 95 lm/W 42 kg B-50 / Z-50

216530/3/… CORE LED 24 5 m 24 W 28 W 700 mA 3 500 K 3 700 lm 2 700 lm 96 lm/W 42 kg B-50 / Z-50

216530/4/… CORE LED 24 5 m 24 W 28 W 700 mA 4 000 K 4 350 lm 3 200 lm 114 lm/W 42 kg B-50 / Z-50

216530/6/… CORE LED 24 5 m 24 W 28 W 700 mA 5 000 K 4 350 lm 3 200 lm 114 lm/W 42 kg B-50 / Z-50

216533/1/… CORE LED 48 5 m 48 W 55 W 700 mA 2 700 K 7 050 lm 5 150 lm 94 lm/W 42 kg B-50 / Z-50

216533/3/… CORE LED 48 5 m 48 W 55 W 700 mA 3 500 K 7 350 lm 5 350 lm 97 lm/W 42 kg B-50 / Z-50

216533/4/… CORE LED 48 5 m 48 W 55 W 700 mA 4 000 K 8 650 lm 6 300 lm 115 lm/W 42 kg B-50 / Z-50

216533/6/… CORE LED 48 5 m 48 W 55 W 700 mA 5 000 K 8 650 lm 6 300 lm 115 lm/W 42 kg B-50 / Z-50
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FLEXI LED
Lighting sets LED

Parameters: 
H – lighting sets height: 4 m
W – pole spacing: 22 m 
S – sidewalk width: 4 m 

Bicycle and pedestrian path

Lighting class P3

FLEXI LED 24 W

Lighting example

Application: office building precincts, parks, pedestrian walkways
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium profiles
Colour: inox / graphite
Optical system: PMMA optics
Number of LEDs: 8 (for 24 W), 16 (for 48 W)
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,6 m³ (for 24 W), 0,75 m³ (for 48 W)
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Lighting set FLEXI LED has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10 V).

S – symmetricalA – asymmetrical

Tychy, Poland
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power

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Total net 
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Concrete footing 
/ reinforcement 

basket 

215530/1/A FLEXI LED 24 4 m 24 W 28 W 1 000 mA 2 700 K 3 300 lm 2 250 lm 80 lm/W 29 kg B-50 / Z-50

215530/1/S FLEXI LED 24 4 m 24 W 28 W 1 000 mA 2 700 K 3 300 lm 2 400 lm 86 lm/W 29 kg B-50 / Z-50

215530/3/A FLEXI LED 24 4 m 24 W 28 W 1 000 mA 3 500 K 3 450 lm 2 350 lm 84 lm/W 29 kg B-50 / Z-50

215530/3/S FLEXI LED 24 4 m 24 W 28 W 1 000 mA 3 500 K 3 450 lm 2 500 lm 89 lm/W 29 kg B-50 / Z-50

215530/4/A FLEXI LED 24 4 m 24 W 28 W 1 000 mA 4 000 K 3 900 lm 2 650 lm 95 lm/W 29 kg B-50 / Z-50

215530/4/S FLEXI LED 24 4 m 24 W 28 W 1 000 mA 4 000 K 3 900 lm 2 850 lm 102 lm/W 29 kg B-50 / Z-50

215530/6/A FLEXI LED 24 4 m 24 W 28 W 1 000 mA 5 000 K 3 900 lm 2 650 lm 95 lm/W 29 kg B-50 / Z-50

215530/6/S FLEXI LED 24 4 m 24 W 28 W 1 000 mA 5 000 K 3 900 lm 2 850 lm 102 lm/W 29 kg B-50 / Z-50

215533/1/A FLEXI LED 48 5 m 48 W 55 W 1 000 mA 2 700 K 6 600 lm 4 500 lm 82 lm/W 32 kg B-50 / Z-50

215533/1/S FLEXI LED 48 5 m 48 W 55 W 1 000 mA 2 700 K 6 600 lm 4 800 lm 87 lm/W 32 kg B-50 / Z-50

215533/3/A FLEXI LED 48 5 m 48 W 55 W 1 000 mA 3 500 K 6 900 lm 4 700 lm 85 lm/W 32 kg B-50 / Z-50

215533/3/S FLEXI LED 48 5 m 48 W 55 W 1 000 mA 3 500 K 6 900 lm 5 050 lm 92 lm/W 32 kg B-50 / Z-50

215533/4/A FLEXI LED 48 5 m 48 W 55 W 1 000 mA 4 000 K 7 800 lm 5 300 lm 96 lm/W 32 kg B-50 / Z-50

215533/4/S FLEXI LED 48 5 m 48 W 55 W 1 000 mA 4 000 K 7 800 lm 5 700 lm 104 lm/W 32 kg B-50 / Z-50

215533/6/A FLEXI LED 48 5 m 48 W 55 W 1 000 mA 5 000 K 7 800 lm 5 300 lm 96 lm/W 32 kg B-50 / Z-50

215533/6/S FLEXI LED 48 5 m 48 W 55 W 1 000 mA 5 000 K 7 800 lm 5 700 lm 104 lm/W 32 kg B-50 / Z-50
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Goczałkowice Zdrój, Poland

GULLWING LED
Lighting sets LED

Parameters: 
H – lighting sets height: 8 m
W – pole spacing: 35 m 
S – road width: 7 m (green belt 2,5 m)

Urban road

Lighting class M3

GULLWING LED 2x72 W, T3 optics

Lighting example

Application: city roads, expressways and motorways
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium profiles
Colour: grafitowy / inox
Optical system: PMMA optics, interchangeable LED module 
Number of LEDs: 24 (for 72 W), 2x24 (for 2x72 W)
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 3,20 m³ (for 72 W), 3,52 m³ (for 2x72 W) 
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Lighting set GULLWING LED has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10V).

/… Symbol of selected optical system 
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H  
LED power

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

LEDs 
luminous flux

Luminaire 
luminous

 flux

Luminous 
efficacy

Total net 
weight

Concrete footing 
/ reinforcement 

basket 

218135/1/… GULLWING I LED 1x72 8 m 72 W 79 W 1 000 mA 2 700 K 9 450 lm 8 650 lm 110 lm/W 54 kg B-70 / Z-70

218135/3/… GULLWING I LED 1x72 8 m 72 W 79 W 1 000 mA 3 500 K 9 900 lm 9 100 lm 115 lm/W 54 kg B-70 / Z-70

218135/4/… GULLWING I LED 1x72 8 m 72 W 79 W 1 000 mA 4 000 K 11 450 lm 10 450 lm 132 lm/W 54 kg B-70 / Z-70

218135/6/… GULLWING I LED 1x72 8 m 72 W 79 W 1 000 mA 5 000 K 11 450 lm 10 450 lm 132 lm/W 54 kg B-70 / Z-70

218035/1/… GULLWING II LED 2x72 8 m  2x72 W 2x79 W 1 000 mA 2 700 K 2x9 450 lm 2x8 650 lm 110 lm/W 57 kg B-70 / Z-70

218035/3/… GULLWING II LED 2x72 8 m  2x72 W 2x79 W 1 000 mA 3 500 K 2x9 900 lm 2x9 100 lm 115 lm/W 57 kg B-70 / Z-70

218035/4/… GULLWING II LED 2x72 8 m  2x72 W 2x79 W 1 000 mA 4 000 K 2x11 450 lm 2x10 450 lm 132 lm/W 57 kg B-70 / Z-70

218035/6/… GULLWING II LED 2x72 8 m  2x72 W 2x79 W 1 000 mA 5 000 K 2x11 450 lm 2x10 450 lm 132 lm/W 57 kg B-70 / Z-70
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Smooth design
Built in the contour of the columns provides 
aesthetic design and solid construction

Driver Philips Xitanium 
DC, high-performance driver with  
7 programmable functions according  
to customer requirements

Programmable time profiles 
The driver function with maximum 5 power 
levels in the range from 10 to 100% rated 
power in the selected luminaire operating 
time

LED light source 
Installed in half-ring shapes high-
performance LED modules with 3500 K 
warm white and neutral white – 5000 K  
and in an alternative range of colours  
(blue, red, green)

Illumination without glare 
Large edge-lit surface area 
ensures low glare, it is clearly 
visible from the distance for 
drivers as well as pedestrians

ROSA EDGE series features modern edge lighting system. Introduced edge lighting technology is widely used in the display 
construction such as monitors, televisions, tablet screens etc. 
Edge lighting in this series is the introduction of light wave to the edge of the light elements, which scatter light outside. 
With the light source turned off these elements are crystal clear, and during operation the light is uniformly diffused over 
the entire surface. Light diffusing effect is achieved by unique combination of PMMA produced by a renowned company 
EVONIK, which provides durability and high light transmission rate.
 Used in ROSA EDGE series lighting elements in the form of LEDs are not directly visible and relatively large (several hundred 
times larger than the light source) light emitting surface minimize the glare. As a light source in these structures are high-
performance modules with LEDs of warm white colour temperature 3500 K and neutral white – 5000 K. There is also the 
option of other colour variations - blue, red or green.

Elements using edge-lit technology may be used in the street columns of this series equipped with necks of cross sectional 
construction adapted to their assembly. As a result, light elements harmonize with the column providing aesthetic appearance. 
The construction of columns  is  unitary and durable because there is no other weakness in the column section beyond the 
power chord insertion holes. The application of such elements is a solution patented by ROSA.

EDGE LED
Lighting sets LED

Additional illumination of sidewalks and bicycle paths

Technology savings thanks to EDGE

Optical guidance

EDGE lightingStandard lighting
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Colour: green
Code: 4273127/G

Colour: red
Code: 4273129/R/R

Colour: white/red
Code: 4273129/6/R

Colour: blue
Code: 4273127/B

Colour: blue
Code:4273129/B/B

Colour: green/red
Code: 4273129/G/R

Colour: red
Code: 4273127/R

Colour: green
Code: 4273129/G/G

Colour: blue/red
Code: 4273129/B/R

EDGE LED

EDGE-1 LED

EDGE-2 LED

Lighting sets LED

Available colours:
R – red 
G – green
B – blue
6 – white 5 000 K
3 – white 3 500 K

Colour 2Colour 1

SAL 10 WŁN 1/1,5/2,7/5 EDGE-1
Code: 4273127/colour 1
SAL 10 WŁN 1/1,5/2,7/5 EDGE-2
Code: 4273129/colour 1/colour 2

Application: urban roads, expressways and motorways, parking lots
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium alloy
Diffuser: made of polymethyl methacrylate (PMMA)
Unit volume: 0,67 m³ (for SAL 9), 
                        0,74 m³ (for SAL 10),
                        0,82 m³ (for SAL 11) 
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95

Rymanów Zdrój, Poland

Code Name
Height 

H  
LED

power

Luminaire 
power 

consumption 

Colour 
temperature

Luminous 
flux

Luminous 
efficacy

Total net 
weight

Concrete footing / 
reinforcement basket 

4273027/3/… SAL 9 WŁN 1/1,5/1,7/5 EDGE-1 9 m 10 W 14 W  3 500 K 1 150 lm 82 lm/W 45,3 kg B-71 / Z-71

4273027/6/… SAL 9 WŁN 1/1,5/1,7/5 EDGE-1 9 m 10 W 14 W 5 000 K 1 150 lm 82 lm/W 45,3 kg B-71 / Z-71

4273127/3/… SAL 10 WŁN 1/1,5/2,7/5 EDGE-1 10 m 10 W 14 W  3 500 K 1 150 lm 82 lm/W 47,4 kg B-71 / Z-71

4273127/6/… SAL 10 WŁN 1/1,5/2,7/5 EDGE-1 10 m 10 W 14 W 5 000 K 1 150 lm 82 lm/W 47,4 kg B-71 / Z-71

4273227/3/… SAL 11 WŁN 1/1,5/3,7/5 EDGE-1 11 m 10 W 14 W  3 500 K 1 150 lm 82 lm/W 49,5 kg B-71 / Z-71

4273227/6/… SAL 11 WŁN 1/1,5/3,7/5 EDGE-1 11 m 10 W 14 W 5 000 K 1 150 lm 82 lm/W 49,5 kg B-71 / Z-71

4273029/3/… SAL 9 WŁN 1/1,5/1,7/5 EDGE-2 9 m 20 W 26 W  3 500 K 2 350 lm 90 lm/W 45,3 kg B-71 / Z-71

4273029/6/… SAL 9 WŁN 1/1,5/1,7/5 EDGE-2 9 m 20 W 26 W 5 000 K 2 350 lm 90 lm/W 45,3 kg B-71 / Z-71

4273129/3/… SAL 10 WŁN 1/1,5/2,7/5 EDGE-2 10 m 20 W 26 W  3 500 K 2 350 lm 90 lm/W 47,4 kg B-71 / Z-71

4273129/6/… SAL 10 WŁN 1/1,5/2,7/5 EDGE-2 10 m 20 W 26 W 5 000 K 2 350 lm 90 lm/W 47,4 kg B-71 / Z-71

4273229/3/… SAL 11 WŁN 1/1,5/3,7/5 EDGE-2 11 m 20 W 26 W  3 500 K 2 350 lm 90 lm/W 49,5 kg B-71 / Z-71

4273229/6/… SAL 11 WŁN 1/1,5/3,7/5 EDGE-2 11 m 20 W 26 W 5 000 K 2 350 lm 90 lm/W 49,5 kg B-71 / Z-71
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2w1 LED LIGHTING 
EV CHARGING STATION

KARIN LED EV
Lighting columns LED

Smart column, light and charges
The Karin EV column is combination of compact lighting bollard with the func-
tionality of an intelligent charging system for electric vehicles. Depending on the 
configuration, power of the charging point can be from 3.7 to 22 kW. The charging  
point is charged via a special mobile phone application that connects the user to 
the station and the operators system.

Innovative LED luminaire
The column is equipped with an efficient LED luminaire, controlled by an astrono-
mical clock, enabling programming of various lighting scenarios and maintaining
power supply continuity to the whole column.

Universality
The charging system is supported by open charge point protocol (OCPP), 
which means charging stations can be connected to most management sys-
tems available on the market, dedicated to the public infrastructure of electric 
vehicle chargers. depending on the needs, communication with the manage-
ment system can take place via an ethernet wifi network or network of mobile 
operators (2G, 3G or LTE). Built-in RGB module around the charging socket al-
lows signaling current status of the charger.

Modern and decorative design 
The Karin EV column body is made of anodised aluminum, which ensures high 
aesthetic values, resistance to atmospheric conditions and is ecological. 
 You can order  the charging station none of 10 anodised colours.

Economic investment
Besides to aesthetic and utility benefits, additional advantage is cost saving, 
which would have to be incurred with separate production of lighting columns 
and charging stations. In the slim column body are installed all required electri-
cal protections and electricity meter in accordance with MID directive. 
The Karin EV column is ideally suited to every corner of the city i.a. shopping 
centers, hotels, restaurants, city car parks, car rentals or private properties.
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Electric vehicle charging point

KARIN LED EV
Lighting columns LED

Application: office building surroundings, parks, parks, pedestrian walkways
Ingress protection: IP 65 for the optical part and the driver
Material: anodised aluminium alloy
Anodising: 10 colours, each with the option of chemical brightening
Diffuser: frosted
Number of LEDs: 8
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,9
Technical data of the charging station in the technical card available at www.rosa.pl

/B – Charging station intended for private use, without integration with the operator system
/C… – choice of anodising colour

The option of integration with a billing 
system
Open OCPP protocol v.1.6
Communication 
4G or Ethernet

Charger status indication - RGB module

green colour - charging point is available
blue colour - charging point is occupied
red colour - charging point is inactive

The wiring chamber is locked with a key

RFID reader

Safe and intuitive charging process

Code Name
Charging point 
rated powers

Diffuser
height

Diameter 
LED 

power

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

Luminaire 
luminous

 flux

Luminous 
efficacy

Total net 
weight

Concrete 
footing / 

reinforcement 
basket 

45400/1/03/B/C… KARIN LED EV 3,7 BASIC 3,7 kW 60 mm 150 mm 16 W 20 W 700 mA 2 700 K 1 500 lm 75 lm/W 10,8 kg B-50/Z-50

45400/3/03/B/C… KARIN LED EV 3,7 BASIC 3,7 kW 60 mm 150 mm 16 W 20 W 700 mA 3 500 K 1 550 lm 78 lm/W 10,8 kg B-50/Z-50

45400/4/03/B/C… KARIN LED EV 3,7 BASIC 3,7 kW 60 mm 150 mm 16 W 20 W 700 mA 4 000 K 1 850 lm 93 lm/W 10,8 kg B-50/Z-50

45400/6/03/B/C… KARIN LED EV 3,7 BASIC 3,7 kW 60 mm 150 mm 16 W 20 W 700 mA 5 000 K 1 850 lm 93 lm/W 10,8 kg B-50/Z-50

45400/1/07/B/C… KARIN LED EV 7,4 BASIC 7,4 kW 60 mm 150 mm 16 W 20 W 700 mA 2 700 K 1 500 lm 75 lm/W 10,8 kg B-50/Z-50

45400/3/07/B/C… KARIN LED EV 7,4 BASIC 7,4 kW 60 mm 150 mm 16 W 20 W 700 mA 3 500 K 1 550 lm 78 lm/W 10,8 kg B-50/Z-50

45400/4/07/B/C… KARIN LED EV 7,4 BASIC 7,4 kW 60 mm 150 mm 16 W 20 W 700 mA 4 000 K 1 850 lm 93 lm/W 10,8 kg B-50/Z-50

45400/6/07/B/C… KARIN LED EV 7,4 BASIC 7,4 kW 60 mm 150 mm 16 W 20 W 700 mA 5 000 K 1 850 lm 93 lm/W 10,8 kg B-50/Z-50

45400/1/03/C… KARIN LED EV 3,7 3,7 kW 60 mm 150 mm 16 W 20 W 700mA 2 700 K 1 500 lm 75 lm/W 10,8 kg B-50/Z-50

45400/3/03/C… KARIN LED EV 3,7 3,7 kW 60 mm 150 mm 16 W 20 W 700mA 3 500 K 1 550 lm 78 lm/W 10,8 kg B-50/Z-50

45400/4/03/C… KARIN LED EV 3,7 3,7 kW 60 mm 150 mm 16 W 20 W 700mA 4 000 K 1 850 lm 93 lm/W 10,8 kg B-50/Z-50

45400/6/03/C… KARIN LED EV 3,7 3,7 kW 60 mm 150 mm 16 W 20 W 700mA 5 000 K 1 850 lm 93 lm/W 10,8 kg B-50/Z-50

45400/1/07/C… KARIN LED EV 7,4 7,4 kW 60 mm 150 mm 16 W 20 W 700mA 2 700 K 1 500 lm 75 lm/W 10,8 kg B-50/Z-50

45400/3/07/C… KARIN LED EV 7,4 7,4 kW 60 mm 150 mm 16 W 20 W 700mA 3 500 K 1 550 lm 78 lm/W 10,8 kg B-50/Z-50

45400/4/07/C… KARIN LED EV 7,4 7,4 kW 60 mm 150 mm 16 W 20 W 700mA 4 000 K 1 850 lm 93 lm/W 10,8 kg B-50/Z-50

45400/6/07/C… KARIN LED EV 7,4 7,4 kW 60 mm 150 mm 16 W 20 W 700mA 5 000 K 1 850 lm 93 lm/W 10,8 kg B-50/Z-50

45400/1/11/C… KARIN LED EV 11 11 kW 60 mm 150 mm 16 W 20 W 700mA 2 700 K 1 500 lm 75 lm/W 10,8 kg B-50/Z-50

45400/3/11/C… KARIN LED EV 11 11 kW 60 mm 150 mm 16 W 20 W 700mA 3 500 K 1 550 lm 78 lm/W 10,8 kg B-50/Z-50

45400/4/11/C… KARIN LED EV 11 11 kW 60 mm 150 mm 16 W 20 W 700mA 4 000 K 1 850 lm 93 lm/W 10,8 kg B-50/Z-50

45400/6/11/C… KARIN LED EV 11 11 kW 60 mm 150 mm 16 W 20 W 700mA 5 000 K 1 850 lm 93 lm/W 10,8 kg B-50/Z-50

45400/1/22/C… KARIN LED EV 22 22 kW 60 mm 150 mm 16 W 20 W 700mA 2 700 K 1 500 lm 75 lm/W 10,8 kg B-50/Z-50

45400/3/22/C… KARIN LED EV 22 22 kW 60 mm 150 mm 16 W 20 W 700mA 3 500 K 1 550 lm 78 lm/W 10,8 kg B-50/Z-50

45400/4/22/C… KARIN LED EV 22 22 kW 60 mm 150 mm 16 W 20 W 700mA 4 000 K 1 850 lm 93 lm/W 10,8 kg B-50/Z-50

45400/6/22/C… KARIN LED EV 22 22 kW 60 mm 150 mm 16 W 20 W 700mA 5 000 K 1 850 lm 93 lm/W 10,8 kg B-50/Z-50
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CUT-1 LED
Lighting columns LED

Application: office building surroundings, parks, pedestrian walkways
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium profiles
Anodising: 10 colours, each with the option of chemical brightening
Optical system: PC lens
Number of LEDs: 4
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 4 000 K, 5 000 K, >80 for 2 700 K, 3 500 K
Unit volume: 0,0225 m3

Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,8

Parameters: 

H – lighting sets height: 1 m

W – pole spacing: 12 m 

S – sidewalk width: 3 m 

Sidewalk
CUT-1

Lighting example

/C… – choice of anodising colour

Tychy, Poland

Code Name Height 
LED 

power

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

Luminaire 
luminous

 flux

Luminous 
efficacy

Total net 
weight

Concrete footing 
/ reinforcement 

basket 

45340/1/C... CUT-1 LED 1 000 mm 8 W 10 W 700 mA 2 700 K 900 lm 90 lm/W 5,2 kg B-0A / Z-0A

45340/3/C... CUT-1 LED 1 000 mm 8 W 10 W 700 mA 3 500 K 950 lm 95 lm/W 5,2 kg B-0A / Z-0A

45340/4/C... CUT-1 LED 1 000 mm 8 W 10 W 700 mA 4 000 K 1150 lm 115 lm/W 5,2 kg B-0A / Z-0A

45340/6/C... CUT-1 LED 1 000 mm 8 W 10 W 700 mA 5 000 K 1150 lm 115 lm/W 5,2 kg B-0A / Z-0A
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SAL PROF DECOR LED
Lighting columns LED

Application: office building surroundings, parks, pedestrian walkways
Ingress protection: IP 66 for the optical part and the driver
Material: anodised aluminium profiles
Anodising: 10 colours each available in matt or soft gloss finish
Number of LEDs: 16
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 4 000 K, 5 000 K, >80 for 2 700 K, 3 500 K
Unit volume: 0,35 m3

Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Lighting columns SAL PROF LED has the possibility to connect to an external control 
system via DALI interface (optionally via analog signal 1-10 V).
Technical data of decorative elements in the technical card available at www.rosa.pl

Example of decorative elements

/C… – choice of anodising colour

Code Name Height
LED 

power

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

LEDs 
luminous 

flux

Total net 
weight

 Reinforcement 
basket 

219533/1/C... SAL PROF DECOR LED 5 000 mm 48 W 55 W 1000 mA 2 700 K 6600 lm 72 kg Z-52

219533/3/C... SAL PROF DECOR LED 5 000 mm 48 W 55 W 1000 mA 3 500 K 6900 lm 72 kg Z-52

219533/4/C... SAL PROF DECOR LED 5 000 mm 48 W 55 W 1000 mA 4 000 K 7800 lm 72 kg Z-52

219533/6/C... SAL PROF DECOR LED 5 000 mm 48 W 55 W 1000 mA 5 000 K 7800 lm 72 kg Z-52
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Lighting columns LED

SLICE LED
Application: office building surroundings, parks, pedestrian walkways
Ingress protection: IP 65
Material: anodised aluminium alloy  
Anodising: 110 colours each available in matt or soft gloss finish
Diffuser: transparent
Number of LEDs: 1
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 4 000 K, 5 000 K, >80 for 2 700 K, 3 500 K 
Unit volume: 0,021 m³ (SLICE LED 1000)
                        0,025 m³ (SLICE LED 1200)
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0, 95

Aluminium housing

Light diffusion surface

Lamp diffuser

Light sources

The SLICE LED column is made of anodised aluminium with a height of 1000 and 1200 mm, 
equipped with a single lighting diffuser in the shape of a rod (Ø 40 mm) with a length of 100 or 300 mm.

Code Name
Height

H 
LED

power

Luminaire 
power 

consumption 

Colour 
temperature

Luminaire 
luminous

 flux

Luminous 
efficacy

Total net 
weight

Concrete footing / 
reinforcement basket 

45290/1/C… SLICE LED 1000 1 000 mm 12 W 14 W 2 700 K 350 lm 25 lm/W 4,6 kg B-0A / Z-0A

45290/3/C… SLICE LED 1000 1 000 mm 12 W 14 W 3 500 K 450 lm 32 lm/W 4,6 kg B-0A / Z-0A

45290/4/C… SLICE LED 1000 1 000 mm 12 W 14 W 4 000 K 500 lm 35 lm/W 4,6 kg B-0A / Z-0A

45290/6/C… SLICE LED 1000 1 000 mm 12 W 14 W 5 000 K 500 lm 35 lm/W 4,6 kg B-0A / Z-0A

45291/1/C… SLICE LED 1200 1 200 mm 12 W 14 W 2 700 K  850 lm 61 lm/W 5,3 kg B-0A / Z-0A

45291/3/C… SLICE LED 1200 1 200 mm 12 W 14 W 3 500 K 1 000 lm 71 lm/W 5,3 kg B-0A / Z-0A

45291/4/C… SLICE LED 1200 1 200 mm 12 W 14 W 4 000 K 1 050 lm 75 lm/W 5,3 kg B-0A / Z-0A

45291/6/C… SLICE LED 1200 1 200 mm 12 W 14 W 5 000 K 1 050 lm 75 lm/W 5,3 kg B-0A / Z-0A
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Lighting columns LED

FLARE LED

Parameters: 
H – lighting bollard height: 1,2 m
W – lighting bollard spacing: 12 m 
S – sidewalk width: 4 m

Sidewalk

Lighting class P5

FLARE LED 1 

Lighting example

Application: office building surroundings, parks, pedestrian walkways
Ingress protection: IP 65 for the optical part and the driver
Material: anodised aluminium alloy  
Anodising: 10 colours each available in matt or soft gloss finish
Diffuser: transparent
Number of LEDs: 64 (FLARE LED 1), 128 (FLARE LED 2)
Expected useful lifetime: L80F20 – 50000 h
CRI: >70 for 5 000 K; >80 for 3 500 K
Unit volume: 0,027 m³ (FLARE LED 1), 0,029 m³ (FLARE LED 2)
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95

/C… – choice of anodising colour

Light sources

Light diffusion 
surface

Aluminium housing

Lamp diffuser

Code Name
Height

H 
LED

power

Luminaire 
power 

consumption 

Colour 
temperature

Luminaire 
luminous

 flux

Luminous 
efficacy

Tottal net 
wight

Concrete footing / 
reinforcement basket 

45280/3/C… FLARE LED 1 1200 mm 14 W 16 W 3 500 K 750 lm 54 lm/W 8,5 kg B-0A / Z-0A

45280/6/C… FLARE LED 1 1200 mm 14 W 16 W 5 000 K 750 lm 54 lm/W 8,5 kg B-0A / Z-0A

45281/3/C… FLARE LED 2 1286 mm 20 W 22 W 3 500 K 1400 lm 71 lm/W 9,0 kg B-0A / Z-0A

45281/6/C… FLARE LED 2 1286 mm 20 W 22 W 5 000 K 1400 lm 71 lm/W 9,0 kg B-0A / Z-0A
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DAMA II LED
Lighting columns LED

Parameters: 
H – lighting bollard height: 1,2 m
W – lighting bollard spacing: 11 m 
S – sidewalk width: 4 m

Sidewalk

Lighting class P4

DAMA II LED 

Lighting example

Application: office building surroundings, parks, pedestrian walkways 
Ingress protection: IP 65 for the optical part and the driver
Material: anodised aluminium alloy  
Anodising: 10 colours each available in matt or soft gloss finish
Number of LEDs: 6
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,03 m³ 
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,9

/C… – choice of anodising colour

Code Name
Height 

H  
LED power

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

Luminaire 
luminous

 flux

Luminous 
efficacy

Total net 
weight

Concrete footing / 
reinforcement basket 

45330/1/C… DAMA II LED 1 200 mm 8 W 12 W 500 mA 2 700 K 900 lm 75 lm/W 4,4 kg B-0A / Z-0A

45330/3/C… DAMA II LED 1 200 mm 8 W 12 W 500 mA 3 500 K 950 lm 79 lm/W 4,4 kg B-0A / Z-0A

45330/4/C… DAMA II LED 1 200 mm 8 W 12 W 500 mA 4 000 K 1 150 lm 96 lm/W 4,4 kg B-0A / Z-0A

45330/6/C… DAMA II LED 1 200 mm 8 W 12 W 500 mA 5 000 K 1 150 lm 96 lm/W 4,4 kg B-0A / Z-0A
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Katowice, Poland

KARIN LED
Lighting columns LED

Application: office building surroundings, parks, pedestrian walkways
Ingress protection: IP 65 for the optical part and the driver
Material: anodised aluminium alloy  
Anodising: 10 colours each available in matt or soft gloss finish
Diffuser: frosted (PMMA)

Number of LEDs: 8
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,9

/C… – choice of anodising colour

Code Name
Height 

H  
Diffuser 
height h

Diameter
D

LED 
power

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

Luminaire 
luminous

 flux

Luminous 
efficacy

Total net 
weight

Concrete footing 
/ reinforcement 

basket 

452008/1/C… KARIN 450 LED 8 455 mm 113 mm 150 mm 8 W 10 W 350 mA 2 700 K 800 lm 80 lm/W 3 kg B-0 / Z-0

452008/3/C… KARIN 450 LED 8 455 mm 113 mm 150 mm 8 W 10 W 350 mA 3 500 K 850 lm 85 lm/W 3 kg B-0 / Z-0

452008/4/C… KARIN 450 LED 8 455 mm 113 mm 150 mm 8 W 10 W 350 mA 4 000 K 1 000 lm 100 lm/W 3 kg B-0 / Z-0

452008/6/C… KARIN 450 LED 8 455 mm 113 mm 150 mm 8 W 10 W 350 mA 5 000 K 1 000 lm 100 lm/W 3 kg B-0 / Z-0

45200/1/C… KARIN 450 LED 16 455 mm 113 mm 150 mm 16 W 20 W 700 mA 2 700 K 1 500 lm 75 lm/W 3 kg B-0 / Z-0

45200/3/C… KARIN 450 LED 16 455 mm 113 mm 150 mm 16 W 20 W 700 mA 3 500 K 1 550 lm 78 lm/W 3 kg B-0 / Z-0

45200/4/C… KARIN 450 LED 16 455 mm 113 mm 150 mm 16 W 20 W 700 mA 4 000 K 1 850 lm 93 lm/W 3 kg B-0 / Z-0

45200/6/C… KARIN 450 LED 16 455 mm 113 mm 150 mm 16 W 20 W 700 mA 5 000 K 1 850 lm 93 lm/W 3 kg B-0 / Z-0

452108/1/C… KARIN 600 LED 8 575 mm 113 mm 150 mm 8 W 10 W 350 mA 2 700 K 800 lm 80 lm/W 3,5 kg B-0 / Z-0

452108/3/C… KARIN 600 LED 8 575 mm 113 mm 150 mm 8 W 10 W 350 mA 3 500 K 850 lm 85 lm/W 3,5 kg B-0 / Z-0

452108/4/C… KARIN 600 LED 8 575 mm 113 mm 150 mm 8 W 10 W 350 mA 4 000 K 1 000 lm 100 lm/W 3,5 kg B-0 / Z-0

452108/6/C… KARIN 600 LED 8 575 mm 113 mm 150 mm 8 W 10 W 350 mA 5 000 K 1 000 lm 100 lm/W 3,5 kg B-0 / Z-0

45210/1/C… KARIN 600 LED 16 575 mm 113 mm 150 mm 16 W 20 W 700 mA 2 700 K 1 500 lm 75 lm/W 3,5 kg B-0 / Z-0

45210/3/C… KARIN 600 LED 16 575 mm 113 mm 150 mm 16 W 20 W 700 mA 3 500 K 1 550 lm 78 lm/W 3,5 kg B-0 / Z-0

45210/4/C… KARIN 600 LED 16 575 mm 113 mm 150 mm 16 W 20 W 700 mA 4 000 K 1 850 lm 93 lm/W 3,5 kg B-0 / Z-0

45210/6/C… KARIN 600 LED 16 575 mm 113 mm 150 mm 16 W 20 W 700 mA 5 000 K 1 850 lm 93 lm/W 3,5 kg B-0 / Z-0

452208/1/C… KARIN 900 LED 8 875 mm 113 mm 150 mm 8 W 10 W 350 mA 2 700 K 800 lm 80 lm/W 4,2 kg B-0 / Z-0

452208/3/C… KARIN 900 LED 8 875 mm 113 mm 150 mm 8 W 10 W 350 mA 3 500 K 850 lm 85 lm/W 4,2 kg B-0 / Z-0

452208/4/C… KARIN 900 LED 8 875 mm 113 mm 150 mm 8 W 10 W 350 mA 4 000 K 1 000 lm 100 lm/W 4,2 kg B-0 / Z-0

452208/6/C… KARIN 900 LED 8 875 mm 113 mm 150 mm 8 W 10 W 350 mA 5 000 K 1 000 lm 100 lm/W 4,2 kg B-0 / Z-0

45220/1/C… KARIN 900 LED 16 875 mm 113 mm 150 mm 16 W 20 W 700 mA 2 700 K 1 500 lm 75 lm/W 4,2 kg B-0 / Z-0

45220/3/C… KARIN 900 LED 16 875 mm 113 mm 150 mm 16 W 20 W 700 mA 3 500 K 1 550 lm 78 lm/W 4,2 kg B-0 / Z-0

45220/4/C… KARIN 900 LED 16 875 mm 113 mm 150 mm 16 W 20 W 700 mA 4 000 K 1 850 lm 93 lm/W 4,2 kg B-0 / Z-0

45220/6/C… KARIN 900 LED 16 875 mm 113 mm 150 mm 16 W 20 W 700 mA 5 000 K 1 850 lm 93 lm/W 4,2 kg B-0 / Z-0

452308/1/C… KARIN 1200 LED 8 1 175 mm 113 mm 150 mm 8 W 10 W 350 mA 2 700 K 800 lm 80 lm/W 5,5 kg B-0A / Z-0A

452308/3/C… KARIN 1200 LED 8 1 175 mm 113 mm 150 mm 8 W 10 W 350 mA 3 500 K 850 lm 85 lm/W 5,5 kg B-0A / Z-0A

452308/4/C… KARIN 1200 LED 8 1 175 mm 113 mm 150 mm 8 W 10 W 350 mA 4 000 K 1 000 lm 100 lm/W 5,5 kg B-0A / Z-0A

452308/6/C… KARIN 1200 LED 8 1 175 mm 113 mm 150 mm 8 W 10 W 350 mA 5 000 K 1 000 lm 100 lm/W 5,5 kg B-0A / Z-0A

45230/1/C… KARIN 1200 LED 16 1 175 mm 113 mm 150 mm 16 W 20 W 700 mA 2 700 K 1 500 lm 75 lm/W 5,5 kg B-0A / Z-0A

45230/3/C… KARIN 1200 LED 16 1 175 mm 113 mm 150 mm 16 W 20 W 700 mA 3 500 K 1 550 lm 78 lm/W 5,5 kg B-0A / Z-0A

45230/4/C… KARIN 1200 LED 16 1 175 mm 113 mm 150 mm 16 W 20 W 700 mA 4 000 K 1 850 lm 93 lm/W 5,5 kg B-0A / Z-0A

45230/6/C… KARIN 1200 LED 16 1 175 mm 113 mm 150 mm 16 W 20 W 700 mA 5 000 K 1 850 lm 93 lm/W 5,5 kg B-0A / Z-0A

452328/1/C… KARIN 1200W LED 8 1 175 mm 113 mm 150 mm 8 W 10 W 350 mA 2 700 K 800 lm 80 lm/W 6,8 kg B-0A / Z-0A

452328/3/C… KARIN 1200W LED 8 1 175 mm 113 mm 150 mm 8 W 10 W 350 mA 3 500 K 850 lm 85 lm/W 6,8 kg B-0A / Z-0A

452328/4/C… KARIN 1200W LED 8 1 175 mm 113 mm 150 mm 8 W 10 W 350 mA 4 000 K 1 000 lm 100 lm/W 6,8 kg B-0A / Z-0A

452328/6/C… KARIN 1200W LED 8 1 175 mm 113 mm 150 mm 8 W 10 W 350 mA 5 000 K 1 000 lm 100 lm/W 6,8 kg B-0A / Z-0A

45232/1/C… KARIN 1200W LED 16 1 175 mm 113 mm 150 mm 16 W 20 W 700 mA 2 700 K 1 500 lm 75 lm/W 6,8 kg B-0A / Z-0A

45232/3/C… KARIN 1200W LED 16 1 175 mm 113 mm 150 mm 16 W 20 W 700 mA 3 500 K 1 550 lm 78 lm/W 6,8 kg B-0A / Z-0A

45232/4/C… KARIN 1200W LED 16 1 175 mm 113 mm 150 mm 16 W 20 W 700 mA 4 000 K 1 850 lm 93 lm/W 6,8 kg B-0A / Z-0A

45232/6/C… KARIN 1200W LED 16 1 175 mm 113 mm 150 mm 16 W 20 W 700 mA 5 000 K 1 850 lm 93 lm/W 6,8 kg B-0A / Z-0A
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/C… – choice of anodising colour

Lighting columns LED

KARIN LED
Application: office building surroundings, parks, pedestrian walkways
Ingress protection: IP 65 for the optical part and the driver
Material: anodised aluminium alloy, with exception in KARIN 6000 – painted finish  
Anodising: 10 colours each available in matt or soft gloss finish
Diffuser: frosted (PMMA)
Number of LEDs: 16 (KARIN 2400 LED)
	          24 (KARIN 3600 LED) 
	          44 (KARIN 4800 LED)
	          58 (KARIN 6000 LED)
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Lighting columns KARIN LED has the possibility to connect to an external
control system via DALI interface (optionally via analog signal 1-10 V)

Żywiec, Poland

Code Name
Height  

H 
Diffuser 
height h

Diameter
D

LED power
Luminaire 

power 
consumption 

LED forward 
current

Colour 
temperature

Luminaire 
luminous

 flux

Luminous 
efficacy

Total net 
weight

Concrete footing 
/ reinforcement 

basket 

45240/1/C… KARIN 2400 LED 32 2 400 mm 908 mm 150 mm 32 W 38 W 700 mA 2 700 K 2 850 lm 75 lm/W 12 kg B-50 / Z-50

45240/3/C… KARIN 2400 LED 32 2 400 mm 908 mm 150 mm 32 W 38 W 700 mA 3 500 K 2 950 lm 78 lm/W 12 kg B-50 / Z-50

45240/4/C… KARIN 2400 LED 32 2 400 mm 908 mm 150 mm 32 W 38 W 700 mA 4 000 K 3 450 lm 91 lm/W 12 kg B-50 / Z-50

45240/6/C… KARIN 2400 LED 32 2 400 mm 908 mm 150 mm 32 W 38 W 700 mA 5 000 K 3 450 lm 91 lm/W 12 kg B-50 / Z-50

45250/1/C… KARIN 3600 LED 48 3 600 mm 915 mm 180 mm 48 W 55 W 700 mA 2 700 K 4 250 lm 77 lm/W 26 kg B-60 / Z-60

45250/3/C… KARIN 3600 LED 48 3 600 mm 915 mm 180 mm 48 W 55 W 700 mA 3 500 K 4 450 lm 81 lm/W 26 kg B-60 / Z-60

45250/4/C… KARIN 3600 LED 48 3 600 mm 915 mm 180 mm 48 W 55 W 700 mA 4 000 K 5 200 lm 95 lm/W 26 kg B-60 / Z-60

45250/6/C… KARIN 3600 LED 48 3 600 mm 915 mm 180 mm 48 W 55 W 700 mA 5 000 K 5 200 lm 95 lm/W 26 kg B-60 / Z-60

45260/1/C… KARIN 4800 LED 82 4 800 mm 915 mm 200 mm 82 W 92 W 650 mA 2 700 K 5 800 lm 63 lm/W 44 kg B-60 / Z-60

45260/3/C… KARIN 4800 LED 82 4 800 mm 915 mm 200 mm 82 W 92 W 650 mA 3 500 K 6 050 lm 66 lm/W 44 kg B-60 / Z-60

45260/4/C… KARIN 4800 LED 82 4 800 mm 915 mm 200 mm 82 W 92 W 650 mA 4 000 K 7 500 lm 82 lm/W 44 kg B-60 / Z-60

45260/6/C… KARIN 4800 LED 82 4 800 mm 915 mm 200 mm 82 W 92 W 650 mA 5 000 K 7 500 lm 82 lm/W 44 kg B-60 / Z-60

45270/1/M/… KARIN 6000 LED 116 6 000 mm 915 mm 300 mm 116 W 134 W 700 mA 2 700 K 8 350 lm 62 lm/W 70 kg B-71 / Z-71

45270/3/M/… KARIN 6000 LED 116 6 000 mm 915 mm 300 mm 116 W 134 W 700 mA 3 500 K 8 750 lm 65 lm/W 70 kg B-71 / Z-71

45270/4/M/… KARIN 6000 LED 116 6 000 mm 915 mm 300 mm 116 W 134 W 700 mA 4 000 K 10 250 lm 77 lm/W 70 kg B-71 / Z-71

45270/6/M/… KARIN 6000 LED 116 6 000 mm 915 mm 300 mm 116 W 134 W 700 mA 5 000 K 10 250 lm 77 lm/W 70 kg B-71 / Z-71



H
W

S

95

40
0

60
0

h

D

H

ZPSO ROSA 45241/6/C... Karin 2400 Decor

cd/klm
C0 - C180 C90 - C270

Tychy, Poland

220-240V

AC DALI
10kV-40o

+55o

Al NE

316 317

KARIN DECOR LED
Lighting columns LED

Parameters: 
H – lighting column height: 2,4 m
W – lighting column spacing: 18 m 
S – sidewalk width: 5 m

Bicycle and pedestrian path

Lighting class P4

KARIN DECOR 2400 LED 

Lighting example

Application: office building surroundings, parks, pedestrian walkways 
Ingress protection: IP 65 for the optical part and the driver
Material: anodised aluminium alloy  
Anodising: 10 colours each available in matt or soft gloss finish
Diffuser: frosted (PMMA)
Number of LEDs: 16 for 32 W; 24 for 48 W
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Lighting columns KARIN DECOR LED has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10 V).

/C… – choice of anodising colour

Code Name
Height  

H 
Diffuser 
height h

Diameter
D

Moc  
LED

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

Luminaire 
luminous

 flux

Luminous 
efficacy

Total net 
weight

Concrete footing 
/ reinforcement 

basket 

45241/1/C… KARIN DECOR 2400 LED 2 400 mm 908 mm 150 mm 32 W 38 W 700 mA 2 700 K 2 100 lm 55 lm/W 13 kg B-50 / Z-50

45241/3/C… KARIN DECOR 2400 LED 2 400 mm 908 mm 150 mm 32 W 38 W 700 mA 3 500 K 2 200 lm 58 lm/W 13 kg B-50 / Z-50

45241/4/C… KARIN DECOR 2400 LED 2 400 mm 908 mm 150 mm 32 W 38 W 700 mA 4 000 K 2 600 lm 68 lm/W 13 kg B-50 / Z-50

45241/6/C… KARIN DECOR 2400 LED 2 400 mm 908 mm 150 mm 32 W 38 W 700 mA 5 000 K 2 600 lm 68 lm/W 13 kg B-50 / Z-50

45251/1/C… KARIN DECOR 3600 LED 3 600 mm 915 mm 180 mm 48 W 55 W 700 mA 2 700 K 3 100 lm 56 lm/W 27 kg B-60 / Z-60

45251/3/C… KARIN DECOR 3600 LED 3 600 mm 915 mm 180 mm 48 W 55 W 700 mA 3 500 K 3 250 lm 59 lm/W 27 kg B-60 / Z-60

45251/4/C… KARIN DECOR 3600 LED 3 600 mm 915 mm 180 mm 48 W 55 W 700 mA 4 000 K 3 800 lm 69 lm/W 27 kg B-60 / Z-60

45251/6/C… KARIN DECOR 3600 LED 3 600 mm 915 mm 180 mm 48 W 55 W 700 mA 5 000 K 3 800 lm 69 lm/W 27 kg B-60 / Z-60

45261/1/C… KARIN DECOR 4800 LED 4 800 mm 915 mm 180 mm 48 W 55 W 700 mA 2 700 K 3 100 lm 56 lm/W 33 kg B-60 / Z-60

45261/3/C… KARIN DECOR 4800 LED 4 800 mm 915 mm 180 mm 48 W 55 W 700 mA 3 500 K 3 250 lm 59 lm/W 33 kg B-60 / Z-60

45261/4/C… KARIN DECOR 4800 LED 4 800 mm 915 mm 180 mm 48 W 55 W 700 mA 4 000 K 3 800 lm 69 lm/W 33 kg B-60 / Z-60

45261/6/C… KARIN DECOR 4800 LED 4 800 mm 915 mm 180 mm 48 W 55 W 700 mA 5 000 K 3 800 lm 69 lm/W 33 kg B-60 / Z-60
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SAL DECO-1 LED
Lighting columns LED

Application: parks, pedestrian walkways, office building surroundings
Ingress protection: IP 65 for the optical part and the driver
Material: anodised aluminium alloy 
Colour: column and arms - 10 colours each available in matt or soft gloss finish
               lamp cap - RAL 7047 laminate
	   aluminium plate around reflector - painted in RAL 9016
Optical system: enclosed by heat-resistant glass, cap with external 
reflectors in the form of convex, mirrored squares
Number of LEDs: 32
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,35 m³ 
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Lighting columns SAL DECO-1 LED has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10 V).

/C… – choice of anodising colour

NE

Code Name
Height 

H  
LED 

power

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

Luminaire 
luminous

 flux

Luminous 
efficacy

Total net 
weight

Concrete footing 
/ reinforcement 

basket 

42928/1/C… SAL DECO-1 LED 4 000 mm 65 W 73 W 700 mA 2 700 K 3 250 lm 45 lm/W 43 kg B-51A / Z-51 A

42928/3/C… SAL DECO-1 LED 4 000 mm 65 W 73 W 700 mA 3 500 K 3 400 lm 47 lm/W 43 kg B-51A / Z-51 A

42928/4/C… SAL DECO-1 LED 4 000 mm 65 W 73 W 700 mA 4 000 K 4 200 lm 58 lm/W 43 kg B-51A / Z-51 A

42928/6/C… SAL DECO-1 LED 4 000 mm 65 W 73 W 700 mA 5 000 K 4 200 lm 58 lm/W 43 kg B-51A / Z-51 A
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SAL DECO-2 LED
Lighting columns LED

Application: residential streets, parks, pedestrian walkways,  
office building surroundings
Ingress protection: IP 65 for the optical part and the driver
Material: anodised aluminium alloy 
Colour: column and arms - 10 colours each available in matt or soft gloss finish
               lamp cap - RAL 7047 laminate
	    aluminium plate around reflector - painted in RAL 9016
Optical system: zenclosed by heat-resistant glass, 
cap with external reflectors in the form of convex, mirrored squares;  
Number of LEDs: 32
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,35 m³ 
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Lighting columns SAL DECO-2 LED has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10 V).

Parameters: 
H – lighting column height: 4,6 m
W – lighting column spacing: 9 m 
S  – promenade width: 6 m

Promenade

Lighting class C2

SAL DECO-2 LED 65 W 

Lighting example

/C… – choice of anodising colour

Łódź, Poland

NE

Code Name
Height 

H  
LED 

power

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

Luminaire 
luminous

 flux

Luminous 
efficacy

Total 
net weight

Concrete footing / 
reinforcement basket 

42929/1/C… SAL DECO-2 LED 4 600 mm 65 W 73 W 700 mA 2 700 K 3 250 lm 45 lm/W 47 kg B-51 A / Z-51A

42929/3/C… SAL DECO-2 LED 4 600 mm 65 W 73 W 700 mA 3 500 K 3 400 lm 47 lm/W 47 kg B-51 A / Z-51A

42929/4/C… SAL DECO-2 LED 4 600 mm 65 W 73 W 700 mA 4 000 K 4 200 lm 58 lm/W 47 kg B-51 A / Z-51A

42929/6/C… SAL DECO-2 LED 4 600 mm 65 W 73 W 700 mA 5 000 K 4 200 lm 58 lm/W 47 kg B-51 A / Z-51A
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SAL DECO-3 LED
Lighting columns LED

Parameters: 
H – lighting column height: 3,5 m
W – lighting column spacing: 20 m 
S  – promenade width: 5 m

Sidewalk / promenade

Lighting class P4

SAL DECO-3 LED 48 W 

Lighting example

Application: residential streets, parks, pedestrian walkways,
office building surroundings
Ingress protection: IP 65 IP 65 for the optical part and the driver
Material: anodised aluminium alloy 
Anodising: 10 colours each available in matt or soft gloss finish
Optical system: diffuser opal white made of UV resistant PC,  
aluminium decorative elements
Number of LEDs: 24
Expected useful lifetime: L90F10 – 50 000 h, L80F20 – 100 000 h
CRI: >70 for 5 000 K, 4 000 K; >80 for 3 500 K, 2 700 K
Unit volume: 0,12 m³ 
Input voltage frequency: 50/60 Hz
Power factor: ≥ 0,95
Lighting columns SAL DECO-3 LED has the possibility to connect to an external 
control system via DALI interface (optionally via analog signal 1-10 V).

France

/C… – choice of anodising colour

Code Name Height 
H  

LED 
power

Luminaire 
power 

consumption 

LED forward 
current

Colour 
temperature

Luminaire 
luminous

 flux

Luminous 
efficacy

Total net 
weight

Concrete footing 
/ reinforcement 

basket 

42923/3/C… SAL DECO-3 LED 3 500 mm 48 W 55 W 700 mA 2 700 K 3 350 lm 61 lm/W 28 kg B-51 / Z-51

42923/3/C… SAL DECO-3 LED 3 500 mm 48 W 55 W 700 mA 3 500 K 3 550 lm 65 lm/W 28 kg B-51 / Z-51

42923/4/C… SAL DECO-3 LED 3 500 mm 48 W 55 W 700 mA 4 000 K 4 400 lm 80 lm/W 28 kg B-51 / Z-51

42923/6/C… SAL DECO-3 LED 3 500 mm 48 W 55 W 700 mA 5 000 K 4 400 lm 80 lm/W 28 kg B-51 / Z-51
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Application: parks, pedestrian walkways
Assembly: on poles type S, SP with spigot type B, on the brackets configuration, 
columns, extension arms, aluminium and stell wall brackets with spigot ø60x45 mm ending
Ingress protection: IP 65 for luminaire with diffuser
Material: base – polyamide, electrical gear cover– polycarbonate 
Colour: black 
Mounting: upwards or downwards
Luminaires type: 
OP 400 – diameter of lamp diffuser collar neck ø180 mm,
OP 450 – diameter of lamp diffuser collar neck  ø200 mm 
Unit volume: 0,1 m³ 
Input voltage frequency: 50 Hz

OP
High-intensity discharge luminaires 

–  small stainless steel louvre 

reflector mounted upwards

–  universal assembling frame with 
electromagnetic or electronic gear

– cover (PC)

– �lamp

– luminaire base-plate (PA)

Application: parks, pedestrian walkways
Assembly: on columns, extension arms, aluminium and steel wall brackets 
with spigot ø60x70 mm mm and on poles type S and SP with ending   
specially adapted for OZ luminaire
Ingress protection: IP 44 for luminaire with diffuser
Material: polyamide with glass fibre
Colour: black 
Mounting: only upwards
Luminaires type: OZ 400 – diameter of lamp diffuser collar neck ø180 mm,
Unit volume: 0,0037 m³ 
Input voltage frequency: 50 Hz

OZ
High-intensity discharge luminaires 

Luminaire OZ 400,

lamp diffuser Klio white  ø400

Luminaire OZ 400,

lamp diffuser sphere white ø400

Luminaire OZ 400 Locking handle fedder cable

Luminaire OP S-70 W/400 
Lamp diffuser Sphere transparent 
with small stainless steel louvre 
reflector mounted downwards

Luminaire OP S-70 W/400 

Lamp diffuser sphere transparent with 

small stainless steel louvre reflector 

mounted upwards

 

Luminaire OP 

Code Name Power Luminaire power 
consumption Light source Luminaire net 

weight Diffuser types

210102 OP S-70W/400 70 W 92 W Sodium E-27 2,4 kg Sphere Ø400, Klio Ø400

210103 OP S-100W/400 100 W 121 W Sodium E-40 2,6 kg Sphere Ø400

210107 OP MH-70W/400 70 W 92 W Metal halide E-27 2,4 kg  Sphere Ø400, Klio Ø400

210108 OP MH-100W/400 100 W 118 W Metal halide E-27 2,6 kg Sphere Ø400

210115 OP E/Z/400 23 W 23 W LED E-27 1,0 kg Sphere Ø400, Klio Ø400

210202 OP S-70W/450 70 W 92 W Sodium E-27 2,7 kg Sphere Ø450

210203 OP S-100W/450 100 W 121 W Sodium E-40 2,9 kg Sphere Ø450

210215 OP E/Z/450 23 W 23 W LED E-27 1,3 kg Sphere Ø450

Code Name Light source Luminaire net weight Diffuser types

211415 OZ 400 LED E-27 0,35 kg Sphere Ø400, Klio Ø400
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Tychy, Poland

Lamp diffusers with collar neck Ø180 / Ø200
High-intensity discharge luminaires 

Name Material
type

Code Luminaire
typesWhite Transparent Smoked 

Sphere 400 k-180

PC-UV 651168 – –
OP 400, OZ 400

(upwards mounted only)PC 651170 651172 651174

PMMA 651171 651173 651175

Sphere 400 k-180 
painted mounted
upwards

PC 669170 669172 – OP 400, OZ 400
(upwards mounted only)PMMA 669171 669173 –

Sphere 400 k-180 
painted mounted
downwards

PC 670170 670172 –
OP 400

PMMA 670171 670173 –

Sphere 450 k-200
PC-UV 651268 – –

OP 450
PMMA 651281 651283 –

Klio 400 PMMA 675171 – 675175 OP 400, OZ 400 
(upwards mounted only)

ø400

ø400

ø400 - ø450

ø400

ø400 - ø450

ø400 ø400

Sphere whiteSphere smoked

Sphere transparent painted upwards

Sphere transparent

Sphere transparent painted downwards Sphere white painted upwards Sphere white painted downwards

40
0

40
0

40
0

550

320

320

Klio white with cap

Klio smoked

Klio white
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Luminaire OPA-1 Luminaire OPA-1, diffuser Atlantis

OPA-1 S-70 W 
Diffuser sphere painted ø400 

Application: parks, pedestrian walkways
Assembly: on columns, extension arms, aluminium and steel wall brackets 
with spigot ø60x50 mm ending
Ingress protection: IP 65 for luminaire with diffuser
Material: base - die cast aluminium-alloy, painted 
                 electrical gear cover – polycarbonate (PC)
Colour: black (possibility to paint in other colours – polyester powder paints)
Mounting: only upwards 
Luminaires type: OPA-1 – diameter of lamp diffuser collar neck ø150 mm,
Unit volume: 0,01 m³ 
Input voltage frequency: 50 Hz

OPA-1
High-intensity discharge luminaires 

–  small stainless steel louvre 

     reflector mounted upwards

–  universal assembling frame with 
     electromagnetic or electronic gear

– cover (PC)

– �lamp

– aluminium luminaire base

Lamp diffuser with collar neck ø150
High-intensity discharge luminaires 

Sphere transparent 400 Sphere transparent 450

52
5

500

Atlantis 

600

49
5 

660

52
5

600

49
5 

52
5

660

ø450ø400

Code Name Power
Luminaire 

power 
consumption

Light source Luminaire
net weight Diffuser types

211802 OPA-1 S-70W  70 W 92 W Sodium E-27 2,9 kg Auris, Auris Maxi, Auris I, Auris Maxi I, Atlantis, Sphere Ø400-500

211803 OPA-1 S-100W 100 W 121W Sodium E-40 3,1 kg Auris, Auris Maxi, Auris I, Auris Maxi I, Atlantis, Sphere Ø400-500

211807 OPA-1 MH-70W 70 W 92 W Metal halide E-27 2,9 kg Auris, Auris Maxi, Auris I, Auris Maxi I, Atlantis, Sphere Ø400-500

211808 OPA-1 MH-100W 100 W 118 W Metal halide E-27 3,1 kg Auris, Auris Maxi, Auris I, Auris Maxi I, Atlantis, Sphere Ø400-500

211815 OPA-1 E/Z  23 W  23 W LED E-27 1,3 kg Auris, Auris Maxi, Auris I, Auris Maxi I, Atlantis, Sphere Ø400-500

Name Material
type

Code Luminaire
types

Cap of shaped aluminium sheet
code black / other colourWhite Transparent

Auris without cap

PC-UV – 660169

OPA-1 923602 / 923603PC – 660162

PMMA – 660163

Auris I without cap

PC-UV – 671169

OPA-1 923602 / 923603PC – 671162

PMMA – 671163

Auris Maxi without cap PC – 660362 OPA-1 923662 / 923663

Auris Maxi I without cap PC – 671362 OPA-1 923662 / 923663

Atlantis frozen with 
cap painted balck PMMA – 662368 OPA-1 –

Atlantis frozen cap
painted other colour PMMA – 670368 OPA-1 –

Sphere 400 k-150 PC – 651162 OPA-1 (upwards mounted only)

Sphere 450 k-150 PC – 651262 OPA-1 (upwards mounted only)
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OS-1
High-intensity discharge luminaires 

– ending

–  universal assembling frame with 
     electromagnetic or electronic gear

– frosted lamp diffuser

– cap

– luminaire body

Application: parks, pedestrian walkways
Assembly: on poles type S, SP with spigot type B, on the brackets configuration, 
wall brackets KR, KP, columns, extension arms, aluminium and steel wall brackets 
with spigot ø60x60 mm ending
Ingress protection: IP 54
Material: �luminaire body – UV resistant polypropylene with glass fibre, 
diffuser frosted – PMMA, 
diffuser transparent – PMMA or PC
Colour: black 
Mounting: upwards or downwards
Unit volume: 0,1 m³ 
Input voltage frequency: 50 Hz

Estonia

OS-1 MH-100 W 
diffuser transparent  
with louvre reflector

OS-1 S-70 W 
frosted lamp diffuser

Code Name Power
Luminaire 

power 
consumption

Light source Luminaire 
net weight

211202 OS-1 S-70W transparent diffuser PMMA 70 W 92 W Sodium E-27 5,2 kg

211302 OS-1 S-70W transparent diffuser PC 70 W 92 W Sodium E-27 5,2 kg

2110002 OS-1 S-70W frosted diffuser PMMA 70 W 92 W Sodium E-27 5,2 kg

211207 OS-1 MH-70W transparent diffuser PMMA 70 W 92 W Metal halide E-27 5,2 kg

211307 OS-1 MH-70W transparent diffuser PC 70 W 92 W Metal halide E-27 5,2 kg

2110007 OS-1 MH-70W frosted diffuser PMMA 70 W 92 W Metal halide E-27 5,2 kg

211308 OS-1 MH-100W transparent diffuser PC 100 W 118 W Metal halide E-27 5,4 kg

211215 OS-1 E/Z transparent diffuser PMMA 23 W  23 W LED E-27 3,9 kg

211315 OS-1 E/Z transparent diffuser PC 23 W  23 W LED E-27 3,9 kg

2110015 OS-1 E/Z frosted diffuser PMMA 23 W  23 W LED E-27 3,9 kg
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ELBA
High-intensity discharge luminaires 

– nuts

– cover

– spacer sleeves

– cap

– lamp diffuser

– lamp

– cover (PC)

– �universal mounting frame with 
    electromagnetic or electronic gear

– aluminium luminaire base

Application: parks, pedestrian walkways, cycle paths
Assembly: pole top mounted or on extension arms with ø60x50 mm ending
Ingress protection: IP 65 
Material: �	cap – shaped aluminium sheet, 
	 lamp diffuser – methacrylate PMMA frosted and transparent version, cylindrical ø200 mm
	 base – high pressure die cast aluminium
	 electrical gear cover – polycarbonate (PC) 
Colour: black (possibility to paint in other colours – polyester powder paints)
Mounting: only upwards
Unit volume: 0,06 m³
Input voltage frequency: 50 Hz

Lublin, Poland

ELBA S-100 W, frosted lamp diffuser

Code Name Power
Luminaire 

power 
consumption

Light source Luminaire 
net weight

2134002 ELBA S-70W, frosted diffuser PMMA 70 W 92 W Sodium E-27 6,3 kg

2134003 ELBA S-100W, frosted diffuser PMMA 100 W 121 W Sodium E-40 6,7 kg

2134007 ELBA MH-70W, frosted diffuser PMMA 70 W 92 W Metal halide E-27 6,3 kg

2134015 ELBA E/Z, frosted diffuser PMMA 23 W  23 W LED E-27 5,0 kg

213602 ELBA S-70W, transparent diffuser PMMA 70 W 92 W Sodium E-27 6,5 kg

213603 ELBA S-100W, transparent diffuser PMMA 100 W 121 W Sodium E-40 6,9 kg

213607 ELBA MH-70W, transparent diffuser PMMA 70 W 92 W Metal halide E-27 6,5 kg

213615 ELBA E/Z, transparent diffuser PMMA 23 W  23 W LED E-27 5,2 kg
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/C… – choice of anodising colour /C… – choice of anodising colour

BOLLARD SAMR
Application: parks, pedestrian walkways, gardens
Ingress protection: IP65
Material: cylindrical aluminium tube, diffuser clear PMMA tube
Mounting: on concrete footing and rooted (marked “dz” in the name)
Types of bollards: with round and flat cap (marked …/P in the product code)
Types of light sources:
S – Sodium: 50 W, 70 W
MH – Metal halide: 70 W, 100 W
E/Z – energy-efficient source E-27
Input voltage frequency: 50 Hz

Poznań, Poland
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Name Cap

Code / Light source / Total power

Height
[H]

Concrete footing 
/ reinforcement basket 

S-50 W S-70 W MH-70 W MH-70 W  
Electronic MH-100 W LED 

66 W 92 W 92 W 92 W 118 W  23 W

E-27 E-27 E-27 E-27 E-27 E-27

SAMR 600
round 450001/C… 450002/C… 450003/C… 450003E/C… 450004/C… 450006/C… 645

B-0, B-0A / Z-0, Z-0A
flat 4500101/C…/P 450002/C…/P 450003/C…/P 450003E/C…/P 450004/C…/P 450006/C…/P 615

SAMR 600 dz
round 450060/C… 450061/C… 450062/C… 450062E/C… 450063/C… 450066/C… 645

flat 450060/C…/P 450061/C…/P 450062/C…/P 450062E/C…/P 450063/C…/P 450066/C…/P 615

SAMR 900
round 450008/C… 450009/C… 450010/C… 450010E/C… 450011/C… 450014/C… 945

B-0, B-0A / Z-0, Z-0A
flat 450008/C…/P 450009/C…/P 450010/C…/P 450010E/C…/P 450011/C…/P 450014/C…/P 915

SAMR 900 dz
round 450067/C… 450068/C… 450069/C… 450069E/C… 450070/C… 450073/C… 945

flat 450067/C…/P 450068/C…/P 450069/C…/P 450069E/C…/P 450070/C…/P 450073/C…/P 915

Name Cap

Code / Light source / Total power

Height
[H]

Concrete footing 
/ reinforcement basket 

S-50 W S-70 W MH-70 W MH-70 W  
Electronic MH-100 W LED 

66 W 92 W 92 W 92 W 118 W  23 W

E-27 E-27 E-27 E-27 E-27 E-27

SAMR 1200
round 450015/C… 450016/C… 450017/C… 450017E/C… 450018/C… 450021/C… 1245

B-0A / Z-0A
flat 450015/C…/P 450016/C…/P 450017/C…/P 450017E/C…/P 450018/C…/P 450021/C…/P 1215

SAMR 1200 dz
round 450074/C… 450075/C… 450076/C… 450076E/C… 450077/C… 450080/C… 1245

flat 450074/C…/P 450075/C…/P 450076/C…/P 450076E/C…/P 450077/C…/P 450080/C…/P 1215

SAMR 1200 W
round 450022/C… 450023/C… 450024/C… 450024E/C… 450025/C… 450028/C… 1245

B-0A / Z-0A
flat 450022/C…/P 450023/C…/P 450024/C…/P 450024E/C…/P 450025/C…/P 450028/C…/P 1215

SAMR 1200 W dz
round 450081/C… 450082/C… 450083/C… 450083E/C… 450084/C… 450085/C… 1245

flat 450081/C…/P 450082/C…/P 450083/C…/P 450083E/C…/P 450084/C…/P 450085/C…/P 1215
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/C… – choice of anodising colour

BOLLARD SAP Application: parks, pedestrian walkways, gardens
Ingress protection: IP65
Material: cylindrical aluminium tube, diffuser clear PMMA tube
Mounting: on concrete footing and rooted (marked “dz” in the name)
Types of bollards: with round and flat cap (marked …/P in the product code)
Types of light sources:
S – Sodium: 50 W, 70 W
MH – Metal halide: 70 W, 100 W
E/Z – energy-efficient source E-27
Input voltage frequency: 50 Hz

Dubai, United Arab Emirates
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/C… – choice of anodising colour

Name Cap

Code / Light source / Total power

Height
[H]

Concrete footing 
/ reinforcement basket 

S-50 W S-70 W MH-70 W MH-70 W 
Electronic MH-100 W LED 

66 W 92 W 92 W 92 W 118 W  23 W

E-27 E-27 E-27 E-27 E-27 E-27

SAP 600
round 45030/C… 45031/C… 45032/C… 45032E/C… 45033/C… 45036/C… 645

B-0, B-0A / Z-0, Z-0A
flat 45030/C…/P 45031/C…/P 45032/C…/P 45032E/C…/P 45033/C…/P 45036/C…/P 615

SAP 600 dz
round 45088/C… 45089/C… 45090/C… 45090E/C… 45091/C… 45094/C… 645

flat 45088/C…/P 45089/C…/P 45090/C…/P 45090E/C…/P 45091/C…/P 45094/C…/P 615

SAP 900
round 45037/C… 45038/C… 45039/C… 45039E/C… 45040/C… 45043/C… 945

B-0, B-0A / Z-0, Z-0A
flat 45037/C…/P 45038/C…/P 45039/C…/P 45039E/C…/P 45040/C…/P 45043/C…/P 915

SAP 900 dz
round 45095/C… 45096/C… 45097/C… 45097E/C… 45098/C… 45101/C… 945

flat 45095/C…/P 45096/C…/P 45097/C…/P 45097E/C…/P 45098/C…/P 45101/C…/P 915

Name Cap

Code / Light source / Total power

Height
[H]

Concrete footing 
/ reinforcement basket 

S-50 W S-70 W MH-70 W MH-70 W 
Electronic MH-100 W LED 

66 W 92 W 92 W 92 W 118 W  23 W

E-27 E-27 E-27 E-27 E-27 E-27

SAP 1200
round 45044/C… 45045/C… 45046/C… 45046E/C… 45047/C… 45050/C… 1245

B-0A / Z-0A
flat 45044/C…/P 45045/C…/P 45046/C…/P 45046E/C…/P 45047/C…/P 45050/C…/P 1215

SAP 1200 dz
round 45102/C… 45103/C… 45104/C… 45104E/C… 45105/C… 45108/C… 1245

flat 45102/C…/P 45103/C…/P 45104/C…/P 45104E/C…/P 45105/C…/P 45108/C…/P 1215

SAP 1200 W
round 45051/C… 45052/C… 45053/C… 45053E/C… 45054/C… 45056/C… 1245

B-0A / Z-0A
flat 45051/C…/P 45052/C…/P 45053/C…/P 45053E/C…/P 45054/C…/P 45056/C…/P 1215

SAP 1200 W dz
round 45109/C… 45110/C… 45111/C… 45111E/C… 45112/C… 45115/C… 1245

flat 45109/C…/P 45110/C…/P 45111/C…/P 45111E/C…/P 45112/C…/P 45115/C…/P 1215
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Application:
• �fburied concrete footings are used as foundations for lighting columns

Technical informaction:
•  bconcrete class 25/30 according standard EN 206-1, 
•  reinforcement basket made of B500 steel, 
•  threaded anchor endings hot galvanized, 
•  concrete footings for aluminium columns and aluminium flag poles are supplied 
   with thermo-shrinkable sleeves installed on the threaded anchor endings,  
   what protects against corrosion on threaded anchor ending,
•  side holes and vertical hole to provide power cables, 
•  surface is covered with an impregnate agent  
   (certified bitumen waterproofing emulsion),
•  square section (aluminium columns and aluminium flag poles as well  
   pole SP-5W and SP-31W) or round section (plastic coated poles).

Advantages:
•  single-element construction makes easy foundation of products in the ground, 
•  fast and easy intallation with no seasoning required, 
•  high quality due to the semi-automatic computer-controlled production  
   line using the method of vibropressing.

All concrete footings comply with standard EN 14991:2007 and have certificate  
of factory production control 1488-CPD-0208/Z.

Concrete footings

Concrete footing type B-0 B-0A B-20 B-30 B-40 B-40B

Code 311100 311100A 311120 311130 311140 311140B

Shape round

Dimension A x B x H [mm] ø150xø190x275 ø150xø190x490 ø250xø255x700 ø305xø315x800 ø305xø315x1000 ø305xø315x1000

Diameter / Bolt spacing E [mm] 120 120 190 205 205 205

Height of threaded 
anchor ending C [mm] - - 50 85 85 85

Weight [kg] 12 22 63 99 123 110

Fasteners M8x20 A2 DIN 6921 M8x20 A2 DIN 6921 311002 311003 311003 311003

Application SAP i SAMR 600-900, 
KARIN 450-900 LED

SAP i SAMR 1200
KARIN 1200 LED S-13, S-23, SP-2 S-21, S-21W, S-22, S-30, 

S-30W, S-31, S-31W, S-32

S-52W, S-54W, SP-4, SP-4W, 
SM-1W,  

SM-2W, SM-3W

S-40, S-40W,
SP-3, SP-3W

Concrete footing type B-50 B-51 B-51A B-60 B-60T

Code 311150 311151 311151A 311160 311160T

Shape square

Dimension A x B x H [mm] 240x255x900 260x275x1000 260x275x1200 320x330x1000 320x330x1000

Bolt spacing E [mm] 180 200 200 250 250

Height of threaded anchor ending 
C [mm] 30 35 35 35 90

Weight [kg] 96 124 148 176 178

Fasteners 4006 4008 4008 4008 4008

Application SAL ø114/B60, 
SAL ø120

SAL ø114/D60, 
SAL ø114/D75, 

SAL ø120E

SAL ø114/D60, 
SAL ø114/D75, SAL ø120E, 

SAL ø146G, SAL DECO-1, SAL 
DECO-2

SAL ø146 SP-31W

Concrete footing type B-70 B-71 B-71T B-80

Code 311170 311171 311171T 311180

Shape square

Dimension A x B x H [mm] 400x410x1200 400x410x1000 400x410x1000 400x430x1500

Bolt spacing E [mm] 300 300 300 300

Height of threaded 
anchor ending C [mm] 45 45 110 50

Weight [kg] 296 255 255 392

Fasteners 4012 4012 4008 4012

Application SAL ø176, SAL ø178K,  
SAL ø180M

SAL ø146H, SAL ø176,  
SAL ø178K, SAL ø180M SP-5W MAL ø225

B-20	B-0	

B-70	

B-50	

B-40	 B-71	

B-51	

B-30	

B-0A	

B-71T	

B-51A	

B-40B	 B-80	

B-60T	B-60	
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Application:
•  buried concrete filled reinforcement baskets are used as foundations  
   for lighting columns

Technical information:
•  reinforcement basket made of B500 steel
•  Oxide paint as a protection against corrosion resistant, 
•  threaded anchor endings hot galvanized, 
•  in reinforcement baskets for aluminium columns and aluminium flag poles  
   are used thermo-shrinkable sleeves put on the threaded anchor endings  
   in place of base plate deposition, what protects against corrosion   
   on threaded anchor endings, 
•  square section (aluminium columns and aluminium flag poles as well pole  
   SP-5W and SP-31W) or triangle (plastic coated poles).

Advantages:
• light weight facilitates transport,
• �for installation on customer footings

Additional elements:
• stainless washer, hot galvanized nut stainless washer are the fasteners sets 
  available for columns SAL, MAL. 
• stainless washer, hot galvanized nut, rubber cover plate for poles type S, SP, SM.

The manufacturer recommends using original concrete foundations, 
reinforcement baskets and fasteners guarantee stability and safety of whole 
construction.

Reinforcement baskets

Reinforcement basket type Z-0 Z-0A Z-20 Z-30 Z-40 Z-40B

Code 311200 311200A 311202 311203 311204 311204B

Shape triangle

Height H  [mm] 270 470 700 825 1025 935

Bolt spacing E [mm] 120 120 190 205 205 205

Weight [kg] 0,5 0,7 2,21 2,78 3,32 3,07

Fasteners M8x20 A2 DIN 6921 M8x20 A2 DIN 6921 311002 311003 311003 311003

Application SAP i SAMR 600-900, 
KARIN 450-900 LED

SAP i SAMR 1200
KARIN 1200 LED S-13, S-23, SP-2 S-21, S-21W, S-22, S-30, 

S-30W, S-31, S-31W, S-32

S-52W, S-54W,  
SP-4, SP-4W, SM-1W, 

SM-2W, SM-3W

S-40, S-40W,
SP-3, SP-3W

Reinforcement basket type Z-50 Z-51 Z-51A Z-52 Z-60

Code 311205 311251 311251A 311252 311206

Shape square 

Height H  [mm] 870 975 1180 1250 985

Bolt spacing E [mm] 180 200 200 200 250

Weight [kg] 5,24 5,54 6,53 7,5 5,7

Fasteners 4006 4008 4008 4008 4008

Application SAL ø114/B60
SAL ø120

SAL ø114/D60, SAL ø114/D75, 
SAL ø120E

SAL ø114/D60,  
SAL ø114/D75,  

SAL ø120E, SAL ø146G, SAL 
DECO-1, SAL DECO-2

SAL PROF DECOR LED
for SAL PROF LED column 

assembly two sets of
 fasteners are needed 

SAL ø146

Reinforcement basket type Z-60T Z-70 Z-71 Z-71T Z-80

Code 311260T 311207 311271 311271T 311208

Shape square

Height H  [mm] 1060 1190 965 1055 1500

Bolt spacing E [mm] 250 300 300 300 300

Weight [kg] 6,31 9,2 7,76 6,41 11,42

Fasteners 4008 4012 4012 4008 4012

Application SP-31W SAL ø176, SAL ø178K,  
SAL ø180M

SAL ø146H, SAL ø176, SAL 
ø178K, SAL ø180M SP-5W MAL ø225

Z-20	Z-0	

Z-70	

Z-50	

Z-40	 Z-71	

Z-51	

Z-30	

Z-0A	

Z-71T	

Z-51A	

Z-40B	 Z-80	

Z-52	 Z-60	

Z-60T	
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Connection boxes

Connection box is an integral part of almost any lighting construction. It is used to 
connect power cables and electrical protection of luminaires mounted on columns 
and poles. It can be used in all columns and poles, where internal diameter is greater 
than 95 mm. The priority in the design of connection boxes is the safety of use, 
therefore they are made from high quality materials, excellent insulation properties 
and high mechanical strength. 

• ingress protection: IP54
• rated voltage:  500V
• rated current: 80A
• fuse: D01/E14, 2-16A, 400V, AC
• casing dimensions: TB, NTB: 273 mmx90 mmx76 mm; 
		   TB-11,TB-12: 273 mmx90 mmx64 mm
• Material: 
 –  integrated terminal strip – made of PTB material (butylene polyterephtalate) with 
      high insulation parameters and high mechanical strenght
–   connection cover and clamp/cable protection – made of transparent polycarbonate
–   connection box base – made of polycarbonate reinforced by fibre glass, 
      cable opening/outlets are protected with gaskets 
• Assembly: installed on the aluminium rail on the back wall of the column  
using two bolts M6

Advantages: 
•  small dimensions, 
•  quick, easy mounting due to the construction,
•  all connection boxes are for 2-3 cables, 
•  construction of terminal strip (open from the top) enables cable installation.

Connection box installed 
in aluminium column

Connection box installed in plastic  
coated pole

Connection boxes NTB

Connection boxes NTB-1, NTB-2, NTB-3
•  5 tracks connection boxes for feeder cables with cross-section from 5 x 6 mm² up 5 x 16 mm² 
•  max. 3 cables 
•  the the option of splitting load into particular phases 
•  the the option of moving the fuse-sockets

Code Name Number of fuse-sockets [pcs] Weight 

324110 NTB-1
One fuse-socket mounted on L1 phase, there is a the option of moving  

the fuse-socket on phase L2 or L3 by screwing-out two bolts 0,71 kg

324120 NTB-2
Two fuse-socket mounted on L1 and L2 phase, there is a the option of moving 

the fuse-socket into phase L3 by screwing-out two bolts 0,73 kg

324130 NTB-3 Three fuse-sockets on three phases L1, L2, L3 0,76 kg 

Fuses

Code Name Weight

322006 D01/E14 6A 0,01 kg

322010 D01/E14 10A 0,01 kg

322016 D01/E14 16A 0,01 kg
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Connection boxes TB-1 / TB-2
Connection boxes TB-1 / TB-2
• connection box with 4 tracks for feeder cables with  
  cross-section from 4 x 10 mm² up 4 x 35 mm² 
• max. 3 cables 
• the the option of moving the fuse-sockets

Code Name Number of fuse-sockets [pcs] Weight 

324010 TB-1
One fuse-socket mounted on L1 phase, there is a the option of moving  

the fuse-socket on phase L3 by screwing-out two bolts 0,71 kg

324020 TB-2 Three fuse-sockets on two phases L1 and L3 0,74 kg

Connection boxes TB-11 / TB-12
Connection boxes TB-11 / TB-12
• ��zconnection boxes with 4 tracks for feeder cables with  
  cross-section from 4 x 10 mm² up 4 x 35 mm²
• max. 2 cables 
• simplified installation of cables ensure easier and more 
  ergonomic operation 
• smaller size provides more opportunities of applications 
• the the option of moving the fuse-sockets

Fuses Fuses

Code Name Number of fuse-sockets [pcs] Weight 

324011 TB-11
One fuse-socket mounted on L1 phase, there is a the option of moving  

the fuse-socket on phase L2 or L3 by screwing-out two bolts 0,71 kg

324012 TB-12 Two fuse-socket mounted on two phases L1 and L2 0,74 kg

Code Name Weight

322006 D01/E14 6A 0,01 kg

322010 D01/E14 10A 0,01 kg

322016 D01/E14 16A 0,01 kg

Code Name Weight

322006 D01/E14 6A 0,01 kg

322010 D01/E14 10A 0,01 kg

322016 D01/E14 16A 0,01 kg
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Louvre reflector

Code Name Luminaire type Lamp holder type Unit volume Weight

911116 Big louvre reflector mounted upwards OP, OPA-1 E-40 0,004 m³ 0,40 kg

911117 Big louvre reflector mounted downwards OP, OW E-40 0,004 m³ 0,40 kg

911126 Small louvre reflector mounted upwards OP, OPA-1 E-27 0,004 m³ 0,30 kg

911127 Small louvre reflector mounted downwards OP, OW E-27 0,004 m³ 0,30 kg

911307 OS-1 louvre reflector OS-1 E-27 0,004 m³ 0,25 kg

Name Colour

Code

IP 44 IP 65

mounting diameter 
[mm]  Ø76

LED 
power

 Luminaire 
power 

consumption

mounting diameter 
[mm]  Ø60

LED 
power

 Luminaire 
power 

consumption

mounting diameter 
[mm]  Ø76 

LED 
power

 Luminaire 
power 

consumption

Big light spike

Blue 4038 6 W 7 W – – – 40380 6 W 7 W

Green 4039 6 W 7 W – – – 40390 6 W 7 W

Red 4040 6 W 7 W – – – 40400 6 W 7 W

White 4041 6 W 7 W – – – 40410 6 W 7 W

Small light spike

Blue 4050 1 W 1,2 W 4034 1 W 1,2 W 40500 6 W 7 W

Green 4051 1 W 1,2 W 4035 1 W 1,2 W 40510 6 W 7 W

Red 4052 1 W 1,2 W 4036 1 W 1,2 W 40520 6 W 7 W

White 4053 1 W 1,2 W 4037 1 W 1,2 W 40530 6 W 7 W

Kulka świecąca

Blue 4046 1 W 1,2 W 4030 1 W 1,2 W 40460 6 W 7 W

Green 4047 1 W 1,2 W 4031 1 W 1,2 W 40470 6 W 7 W

Red 4048 1 W 1,2 W 4032 1 W 1,2 W 40480 6 W 7 W

White 4049 1 W 1,2 W 4033 1 W 1,2 W 40490 6 W 7 W

Application: installation in park luminaire
Material: stainless steel
Assembly: no tools necessary, by screwing into luminare casing, 
with OS-1 to assembly directly to mounting plate
Function: directing light transsmitance, limiting the glare of light, decoration

Louvre reflector big stainless steel Louvre reflector small stainless steel Louvre reflector  small stainless steel  
for OS-1 luminaire

Decorative elements

Application: aluminium columns with spigot endings Ø60 mm and Ø76 mm
Ingress protection: : IP 65 or IP 44 (after mounting on the column)
Material: PMMA (IP 44), HDPE (IP 65)
Colour: blue, green, red, white
Installation: with 3 screws M5, after preparing mounting holes in the column
Input voltage frequency: 50/60 Hz

Small light spike Small light spikeLight ball Light ballBig light spike Big light spike
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Symbols

Ingress protection IP66

Operating temperature range from -40° to +55°

100-NE-C-S-SE-MD-0 – energy absorption levels according to standard EN 12767:2019

The option of anodising in 10 colours

Insulation class II

Possibility to connect to an external control system via DALI

Material aluminium

Ingress protection IP65

Surge protection device 10 kV

Symbol CE,  Standard EN 40

Insulation class I

Symbol CE

European mark for electrical products – ENEC

Input voltage 220-240 V AC

Input voltage 230 V AC

Operating temperature range from -40° to +40°
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